Replaces current language with language from Chapter 15.
 

E611.3 Recovering versus replacement. 
New roof coverings shall not be installed without first removing existing roof coverings where any of the following conditions occur: 
1. When the old roofing is water-soaked or deteriorated to the point that it is not suitable as a base for additional roofing.
2. When blisters exist in any roofing, unless blisters are cut or scraped open and nailed down before applying additional roofing.
3. When the existing roof surface is gravel or the like, the gravel shall be thoroughly removed or all loose gravel removed and approved base material installed before applying additional roofing.
4. When existing roof is slate or the like.
5. When sheathing or supports are deteriorated to the point that the roof structural system is not substantial enough to support recovering.
6. When the existing roof has two or more applications of any type roofing material. Conformance with this item shall make replacement mandatory. 

Exceptions:
1. Building and structures located within the High-Velocity Hurricane Zone shall comply with the provisions of Sections 1512 through 1525 of the Florida Building Code, Building.
2. When the structural deck is concrete and the existing roof is firmly attached to the deck, the roof shall be removed down to a minimum of three plies of moisture-free felts.
3. When otherwise approved by the building official.
4. Wood shingles or shakes shall not be placed over more than one application of wood or asphalt shingles. Wood shingles or shakes may be placed over existing shakes when installed in accordance with Cedar Shake and Shingle Bureau recommendations.
 

611.3 Recovering versus replacement. New roof coverings shall not be installed without first removing all existing layers of roof coverings where any of the following conditions occur: 
1. Where the existing roof or roof covering is water soaked or has deteriorated to the point that the existing roof or roof covering is not adequate as a base for additional roofing.
2. Where the existing roof covering is wood shake, slate, clay, cement or asbestos-cement tile.
3. Where the existing roof has two or more applications of any type of roof covering.
4. When blisters exist in any roofing, unless blisters are cut or scraped open and remaining materials secured down before applying additional roofing.
5. Where the existing roof is to be used for attachment for a new roof system and compliance with the securement provisions of 1504.1 can not be met. 

Exceptions:

1. Building and structures located within the High-Velocity Hurricane Zone shall comply with the provisions of Sections 1512 through 1525 of the Florida Building Code, Building.

21. Complete and separate roofing systems, such as standing-seam metal roof systems, that are designed to transmit the roof loads directly to the building's structural system and that do not rely on existing roofs and roof coverings for support, shall not require the removal of existing roof coverings. 
32. Reserved.
43. The application of a new protective coating over an existing spray polyurethane foam roofing system shall be permitted without tear-off of existing roof coverings.

