Testing Application Standards (TAS)
 

Chapter 116-95 - Test Procedure for Air Permeability Testing of Rigid‚ Discontinuous Roof Systems
 

1.4 All testing and calculations shall be conducted by an approved testing agency and all test reports, including calculations, shall be signed by a Registered Design Professional per F.S., Section 471 or 481 professional engineer or Registered Roof Consultant.

 4.2 The procedures and calculations outlined herein provide a means of determining the air permeability (Cd) for a rigid, discontinuous roof system. This value shall be listed in the system manufacturer's roof system assembly Product Approval for reference by the chief code compliance officer to determine whether the system is air permeable or air impermeable. The Chief Code Compliance Officer local building official may nullify this testing requirement for systems which are generally considered air permeable.

 4.3 The test criteria will be based on testing, under the provisions of this Protocol, of rigid, prepared roof coverings which are generally considered air impermeable (i.e. metal roof systems, and lap sealed, rigid prepared roof coverings). This criteria shall be determined by September 1, 1994. Until that date, the Chief Code Compliance Officer local building official shall judge as to whether a prepared roof covering is air permeable or air impermeable.

12.1.2 A detailed report of the system installation prepared by a Registered Design Professional per F.S., Section 471 or 481 professional engineer or Registered Roof Consultant, including a sketch of the installed system, indicating the sealed and unsealed components, and the published installation instructions provided by the system manufacturer.

