420.4.2.5 Exterior unit standards. 
420.4.2.5.1 All exterior window units, skylights, exterior louvers and exterior door units including vision panels and their anchoring systems shall be designed to resist the wind load requirements of the code and the debris impact requirements in Sections 1626.2 through 1626.4. be impact resistant or protected with an impact resistant covering meeting the requirements of  the Testing Application Standards (TAS) 201, 202, and 203 of this code in accordance with the requirements of Sections 1626.2 thru 1626.4 of this code. The impact resistant coverings may be either permanently attached or may be removable if stored on site of the facility.
420.4.2.5.2 Permanently attached protective systems such as shutters and baffling shall be designed to meet the wind load requirements of this code and the debris impact requirements as specified in Sections 1626.2 through 1626.4. 
420.4.2.5.3 Removable protective systems designed to intricately fit with the wall/window system of the facility and stored on-site at the facility and that meet the wind load requirements of the code, and debris impact requirements of Sections 1626.2 through 1626.4 may be used to protect the exterior units. 
 

420.4.2.5.4 All anchoring and attachment to the building of both the permanently attached and removable protective systems shall be designed to meet wind load requirements of the code, and impact requirements of Sections 1626.2 through 1626.4. These designs shall be signed, sealed and dated by a Florida-registered structural engineer. 
420.4.2.5.5 The glazed openings inside or outside of the protective systems shall meet the cyclical loading requirements specified by Sections 1626.2 through 1626.4. 
420.4.2.5.6 2 All of the exterior impact protective systems shall be designed and installed so that they do not come in contact with the glazing under uniform, impact or cyclic pressure loading. The location or application of exterior impact protective systems shall not prevent required exit egress from the building. 
420.4.2.5.7 3 When not being utilized to protect the windows, the permanently attached impact resistant coverings protective systems shall not reduce the percentage of the clear window opening below that required by this code for the patient room.
 

