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TAC: Swimming Pool

Total Mods for Swimming Pool in Denied — Consent : 2

Total Mods for report: 2

Sub Code: Building

-
SW10922

/1G1-21 Part VI

ICommission Action

Date Submitted 03/08/2024 Section 202 Proponent Mo Madani
Chapter 2 Affects HVHZ Yes Attachments Yes
[TAC Recommendation Denied — Consent

Staff

Overlap

Pending Review Classification

Comments
General Comments No

Related Modifications

This code change is specific to the International Swimming Pool and Spa Code. This code is not part of the FBC.

Summary of Modification

Term ‘accessible’ is understood as requiring access for persons with disabilities we are making the changes to
delete the word accessible from the remaining codes and replace it with defined terms or phrases that are not

attributed to requiring access for the physically disabled.

Rationale
See attached
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See attached
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G1-21 Part VI

Original Proposal

PART VI - ISPSC: [A]110.1, SECTION 202, SECTION 202 (New), 303.1.1, 306.9, 313.4, 314.5, 324.2, 409.4.3, 504.1, 603.2, 612.5.1,
704.7.3,704.7.2, 1001.6

Proponents: Mike Nugent, Chair, ICC Building Code Action Committee, ICC Building Code Action Committee (bcac@iccsafe.org); Michael
O'Brian, Chair, FCAC (fcac@iccsafe.org); Joeseph J. Summers, Chair of the PMGCAC, Plumbing, Mechanical and Fuel Gas Code Action
Committee (pmgcac@iccsafe.org)

2021 International Swimming Pool and Spa Code
Add new definition as follows:

ACCESS (TO).

That which enables a device. appliance or equipment to be reached by ready access or by a means that first requires the removal or
movement of a panel or similar obstruction [see also Ready access (to)].

Delete without substitution:

Add new definition as follows:

READY ACCESS (TO).

That which enables a device. appliance or equipment to be directly reached. without requiring the removal or movement of any panel or

similar obstruction [see Access (to)].

Revise as follows:

[A] 110.1 General. Construction or work for which a permit is required shall be subject to inspection by the code official and such
construction or work shall remain visible and able to be accessed for inspection purposes until approved. Approval as a result of an
inspection shall not be construed to be an approval of a violation of the provisions of this code or of other ordinances of the jurisdiction.
Inspections presuming to give authority to violate or cancel the provisions of this code or of other ordinances of the jurisdiction shall not be
valid. It shall be the duty of the permit applicant to cause the work to remain accessible available and exposed for inspection purposes.
Neither the code official nor the jurisdiction shall be liable for expense entailed in the removal or replacement of any material required to
allow inspection.

303.1.1 Heaters. The electric power to heaters shall be controlled by a-readily accessible an on-off switch with ready accessthatis an
integral part of the heater, mounted on the exterior of the heater or external to and within 3 feet (914 mm) of the heater. Operation of such
switch shall not change the setting of the heater thermostat. Such switches shall be in addition to a circuit breaker for the power to the
heater. Gas-fired heaters shall not be equipped with continuously burning ignition pilots.

306.9 Valves under decks. Valves installed in or under decks shall be aceessible provided access or operation, service, and maintenance.
Where access through the deck walking surface is required, an access cover shall be provided for the opening in the deck. Such access
covers shall be slip resistant and secured.

313.4 Location. Provide access to pumps Pumps and motors shall- be-aceessible for inspection and service in accordance with the
manufacturer’s specifications.
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314.5 Vacuum fittings. Where installed, provide access to submerged vacuum fittings shallbe-aceessible and such fittings shall be
located not greater than 12 inches (305 mm) below the water level.

324.2 Requirements. The equipment area or room floor shall be of concrete or other suitable material having a smooth slip-resistant finish
and have positive drainage, including a sump drain pump, if necessary. Floors shall have a slope toward the floor drain or sump drain pump
adequate to prevent standing water at all times. The opening to the equipment room or area shall be designed to provide access for all
anticipated equipment. At least one hose bibb with backflow preventer shall be located in the equipment room or be-aceessible allow for
access within an adequate distance of the equipment room so that a hose can service the entire room.

409.4.3 Emergency response units. Pools covered by this chapter shall be provided with first aid equipment, including a first aid kit. First
aid equipment and kits shall be located in ar-aecessibleloeation to allow access.

504.1 Emergency shutoff switch. One emergency shutoff switch shall be provided to disconnect power to circulation and jet system pumps
and air blowers. Provide access to emergency Emergency-shutoff switches shall- be-accessible . Such switches shall be located within sight
of the spa and shall be located not less than 5 feet (1524 mm) but not greater than 10 feet (3048 mm) horizontally from the inside walls of
the spa.

603.2 Class D-2 pools. Where a Class D-2 pool has a bather-accessible depth greater than 4'/2 feet (1372 mm), the floor shall have a
distinctive marking at the 4'/2 feet (1372 mm) water depth.

612.5.1 Water collection and treatment tank. Interactive water play features shall drain to a collection and treatment tank. The inside of the
tank shall be-accessible provide access for cleaning and inspection. The access hatch or lid shall be locked or require a tool to open. The
tank capacity shall be not less than 1000 gallons or ten times the number of gallons in a minute when all nozzles are operating
simultaneously, whichever is greater. The volume water in the tank, at the design water level, shall not decrease more than 15% of that
volume when all pumps and discharge piping fill with water to the discharge points of all nozzles.

Tanks shall be provided with a means to empty all water in the tank for the purposes of servicing or cleaning.

704.7.2 Accessible Access to pumps and motors. Pumps and motors shall be aceessible provided access for inspection and service in
accordance with the pump and motor manufacturer’s instructions.

704.7.3 Pump shutoff valves. An accessible available means of shut shutting off of the suction and discharge piping for the pump shall be
provided for maintenance and removal of the pump and be located with access.

1001.6 Access. Electrical components that require placement or servicing shall be aceessible located with access.

Reason: This effort was started by the CACs in 2015/16 code change cycle, and continued in 2018/19. This proposal is to provide
coordination with the action taken with -P84-15, M2-15, RB2-16, F12-16, CE137-16 Part 1, CE29-19 Part 1 and 2 . Because the term
‘accessible’ is most commonly understood as requiring access for persons with disabilities we are making the changes to delete the word
accessible from the remaining codes and replace it with other words, defined terms or phrases that are not attributed to requiring access for
the physically disabled. Many of the codes use the defined term ‘access (to)’ or ‘ready access (to)' for access by maintenance and service
personnel or fire departments. This proposal provides clarity and consistency in the remaining codes where those coordination
modifications missed or came in as part of new code changes.

Code change proposal M2-15 removed ‘door’ from the definitions for ‘access (to)’ and ‘ready access (to)’. That coordination item did not
happen across codes and this proposal seeks to complete that effort.
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Similar proposals will be submitted for the Group B cycle for IRC, IECC and IEBC.

This proposal is submitted by the ICC Building Code Action Committee (BCAC), ICC Fire Code Action Committee (BCAC), and ICC
Plumbing/Mechanical/Gas Code Action Committee (PMGCAC).

BCAC was established by the ICC Board of Directors in July 2011 to pursue opportunities to improve and enhance assigned International
Codes or portions thereof. In 2020 the BCAC has held several virtual meetings open to any interested party. In addition, there were
numerous virtual Working Group meetings for the current code development cycle, which included members of the committee as well as
interested parties. Related documents and reports are posted on the BCAC website at BCAC.

The PMG CAC was established by the ICC Board of Directors in July 2011 to pursue opportunities to improve and enhance assigned
International Codes or portions thereof. In 2020, the PMG CAC has held several virtual meetings open to any interested party. Numerous
interested parties attended the committee meetings and offered their input. Related documentation and reports are posted on the PMG
CAC website at: PMGCAC.

The FCAC was established by the ICC Board of Directors to pursue opportunities to improve and enhance assigned International Codes with
regard to fire and life safety in new and existing buildings and facilities as well as the protection of life and property in wildland urban interface
areas. In 2020 and 2021 the Fire-CAC held multiple virtual meetings that were open to any interested party. In addition, there were numerous
virtual specific working group meetings that were also open to any interested parties, to develop, discuss and debate the proposed changes.
Related documentation and reports are posted on the FCAC website at: FCAC.

Cost Impact: The code change proposal will not increase or decrease the cost of construction
There is no change to any of the requirements. This is only a clarification in terminology.

Public Hearing Results

Committee Action As Submitted

Committee Reason: The Committee agreed with the published reason statement. (11-0)

Final Hearing Results

G1-21 Part VI AS
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TAC: Swimming Pool

Total Mods for Swimming Pool in Denied — Consent : 2

Total Mods for report: 2

Sub Code: Plumbing

( 2

SW10903 IP17-21 Part
Date Submitted 03/08/2024 Section 609.2.1 Proponent Mo Madani
Chapter 6 Affects HVHZ No Attachments Yes
[TAC Recommendation Denied — Consent

Staff Overla

ICommission Action Pending Review Classification P
Comments

General Comments No

Related Modifications
This proposed code change is specific to the International Swimming Pool and Spa Code. This code is not part of
the FBC.

Summary of Modification
Adds exception for small public hotel pools

Rationale
See attached
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P17-21 Part Il

Original Proposal

ISPSC: 609.2.1
Proponents: Eirene Knott, BRR Architecture, Metropolitan Kansas City Chapter of the ICC (eirene.knott@brrarch.com)

2021 International Swimming Pool and Spa Code

Revise as follows:

609.2.1 Water area less than 7500 square feet.Facilities that have less than 7500 gross square feet (697 m?) of water area available for
bather access shall have dressing faciilties and not less than one cleansing shower for males and one cleansing shower for females.

Exception: This requirement shall not apply to Class C semi-public pools associated with hotels or motels.
Reason: For hotel/motel chains that provide small pools for their guests, a single user toilet/changing room should be sufficient as the hotel
guests generally will change clothes in their hotel rooms. However, there is no language in the code that allows for simultaneous use in a

situation like this. | believe the proposed language will provide for larger hotel/motels that may have "water parks" associated with them to
provide more facilities while not requiring that same burden on the smaller hotel/motels with pools only for hotel/motel guests.

Cost Impact: This language has the ability to decrease the cost of construction as it will require less plumbing fixtures.

Public Hearing Results

Committee Action As Modified

Committee Modification:

609.2.1 Water area less than 7500 square feet.Facilities that have less than 7500 gross square feet (697 m?) of water area available for
bather access shall have dressing facilities and not less than one cleansing shower for males and one cleansing shower for females.
Exception:

This requirement shall not apply to Class C semi-public pools assesiated-with-hotels-ormotels.

Committee Reason: For the modification: This clarification is needed for all smaller pools.
For the proposal as modified: This is a needed allowance for semi-public pools. (8-3)

Final Hearing Results
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