SECTION R4403.12
HIGH-VELOCITY HURRICANE ZONES—
SCREEN ENCLOSURES
 

R4403.12.1 Screen enclosures.
 

R4403.12.1.1The wind loads on screen surfaces shall be per ASCE 7 based on the ratio of solid to gross area or in accordance with Table R4403.12.1.1.
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R4403.12.1.2 Designs utilizing ASCE 7 shall be based on such loads applied horizontally inward and outward to the walls with a shape factor of 1.3 and applied vertically upward and downward on the roof with a shape factor of 0.7. 
R4403.12.1.3 Structural members supporting screened enclosures designed utilizing the pressures of Table R4403.12.1.1 shall be designed for wind in both of two orthogonal directions using the pressures given in Table R4403.12.1.1. Each primary member shall also be designed for a 300 pound (1.33 kN) load applied vertically downward along any 1 foot (305 Mm) of any member, not occurring simultaneously with wind load.
R4403.12.2 Windbreakers.
R4403.12.2.1 Vinyl and acrylic glazed panels shall be removable. Removable panels shall be identified as removable by a decal. The identification decal shall essentially state "Removable panel SHALL be removed when wind speeds exceed 75 mph (34 m/s)." Decals shall be placed such that the decal is visible when the panel is installed.
R4403.12.2.2 Permanent frame shall be designed per section 1620 and 1622.1.2, or 1622.1.3.
