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Standard reference number               Title                        Referenced in code section number 

 

Add to read as shown. 

 

101/I.S.2—97      Voluntary Specifications for Aluminum, Vinyl (PVC) and Wood Windows and Glass Doors                             1008.1.6, 1714.5.2.1, 1714.5.2.2, 2411.3.2.1 

101/I.S.2/NAFS—02          Voluntary Performance Specification for Windows, Skylights and Glass Doors                                                    1714.5.2.1, 1714.5.2.1.1, 2405.5, 2612.2       

 

Add to read as shown.
 

103.3—83  103-09        Procedural Guide, Sec. 2 — Engineering Design Rules                 2411.3.2.6             

203—98  -03                        Procedural Guide for the Window Inspection and Notification System   1714.5.2.2             

501—05                                Method for Test for Exterior Wall    1714.5.2.1, 1714.5.2.1.1, 1714.5.3.3.1, 2405.5, 2411.3.2.1.1, 2612.2                     

AAMA/WDMA/CSA101/I.S. 2/A440-05 or 08 Specifications for Windows, Doors and Unit Skylights             1714.5.2.1

AAMA 450-06 or -10, Voluntary Performance Rating Method for Mulled Fenestration Assemblies             1714.5.5.1, 1714.5.5.1.2, 1714.5.5.1.3 

AAMA 506-06 or -08,Voluntary Specifications for Hurricane Impact and Cycle Testing of Fenestration Products 1609.1.4

AAMA/NPEA/NSA 2100-02 Voluntary Specifications for Sunrooms   2002.6

 

AAMA 800—05 or -08 Voluntary Specifications and Test Methods  for Sealants ……… 2510.8 

 

AAMA 812-04 Voluntary Practice for Assessment of Single Component Aerosol Expanding Polyurethane Foams for Sealing Rough Openings of Fenestration Installations …… 2510.8 

 

ASTM E 283-04 Test Method for Determining Rate of Leakage Through Exterior Windows, Curtain Walls and Doors Under Specified Pressure Differences Across the Specimen------------ 13-606.ABC.1.1, 13-606.ABC.1.2.4
 

E 330—02            Test Method for Structural Performance of Exterior Windows, Curtain Walls, and Doors by Uniform Static Air Pressure Difference                                                             1714.5.3, 2415.4, 2415.7.1
E 331—00            Test Method for Water Penetration of Exterior Windows, Skylights, Doors, and Curtain Walls by Uniform Static Air Pressure Difference                                                                             1403.2, 2415.4
E1300—04e01, 09a, or 98 (HVHZ)          Practice for Determining Load Resistance of Glass in Buildings                1714.5.2.1, 2404.1, 2404.2, 2404.3, 2411.2.1.1, 2411.2.1.2, 2411.3.1.2
E1592—01           Test Method for Structural Performance of Sheet Metal Roof and Siding Systems by Uniform Static Air Pressure Difference                                                                             1504.3.2, 2411.2.1.2
E 1886-02 or 06 05  Standard Test Method for Performance of Exterior Windows, Curtain Walls, Doors, and Storm Shutters Impacted by Missile(s) and Exposed to Cyclic Pressure Differentials               202, 1609.1.4
E 1996-02 or 06 or 09 Specification for Performance of Exterior Windows, Glazed Curtain Walls, Doors, and Storm Shutters Impact by Windborne Debris in Hurricanes                                              202, 1609.1.4 
 

