36.
 

R4403.2.1 Fences. Fences not exceeding 6 inches feet(52 mm183 cm) in height from grade may be designed for 75 mph (33

m/s) fastest mile wind speed or Vasd as determined in accordance with Section R301.2.1.3 of 90 mph (40 m/s) 3-second gust.

 

37.
 

R4403.9.1 Buildings and structures, and every portion thereof, shall be designed and constructed to meet the requirements of Chapters 26 through 31 Section 6 of ASCE 7, as more specifically defined in this section, based on a 50-year mean recurrence interval.

 R4403.9.2 Wind velocity (3-second gust) used in structural calculations shall be determined in accordance with Figure R301.2(4) 170 miles per hour (80 m/s) in Broward County and 185 miles per hour (76 m/s) in Miami-Dade County.
R4403.9.2 Wind velocity (3-second gust) used in structural calculations shall be determined in accordance with Figure R301.2(4) 140 miles per hour (63 m/s) in Broward County and 146 miles per hour (65 m/s) in Miami-Dade County.

 

R4403.9.3 All buildings and structures shall be considered to be in Exposure Category C, unless Exposure Category D applies, as defined in Section 26.6 6.5.6.3 of ASCE 7.

 

38.
 

R4403.12.1.1 The wind loads on screen surfaces shall be per ASCE 7 Figure 29.5-2 Table 6-12 based on the ratio of solid to gross area.

 

