SECTION R4410.2
HIGH-VELOCITY HURRICANE ZONES — WINDOWS, DOORS, GLASS AND GLAZING

R4410.2.1 General.
R4410.2.1.1 Windows, doors, glass and glazing shall be as set forth in this section.
R4410.2.1.2 Glass shall comply with ASTM C 1036 requirements for flat glass Type I and II and GSA DD-G-451c Standard for Glass, Flat and Corrugated, for Glazing Mirrors and Other Uses .
R4410.2.1.3 Tempered glass shall comply with 16 CFR 1201.
R4410.2.1.4 Transparent and obscure safety glazing shall conform to the Performance Specifications and Methods of Test for Transparent Safety Glazing Materials Used in Buildings , ANSI Z97.1.
R4410.2.1.5 Heat-strengthened and ceramic-coated spandrel glass shall comply with ASTM C 1048.
R4410.2.1.6 Wired glass shall comply with ANSI Z97.I and shall only be used in fire doors and in glazed panels where safety glazing is not required.
R4410.2.1.7 Installed glass shall not be less than single strength B quality unless otherwise approved by the building official, and where edges are exposed they shall be seamed or ground.
R4410.2.1.8 Where a light of glass is of such height above grade that the top 50 percent or more is in a zone of greater wind load, the area of the entire light shall be limited as for the greater height above grade.
R4410.2.1.9 Replacement of any glazing or part thereof shall be designed and constructed in accordance with Florida Existing Building Code .
R4410.2.1.10 Replacement of glazing of more than one light or more than 30 percent of the total area glazed shall conform to the requirements of the section.
R4410.2.1.11 Fixed glazing used as an exterior component shall require Product Approval. Rational Comparative analysis in compliance with R4410.2.3.2.6 by a Florida-registeredlicensed engineer or architect may be accepted when the actual pressure and geometry conditions differ from the conditions shown in the approval.

