Replace proposed language with the following:
1. Add new definition:
SECTION 202 
TUBULAR DAYLIGHTING DEVICE (TDD). A non-operable fenestration unit primarily designed to transmit daylight from a roof surface to an interior ceiling via a tubular conduit. The basic unit consists of an exterior glazed weathering surface, a light-transmitting tube with a reflective interior surface, and an interior-sealing device such as a translucent ceiling panel. The unit may be factory assembled, or field-assembled from a manufactured kit.
2. Modify as shown:
1715.6 Skylights and sloped glazing. Unit skylights and tubular daylighting devices (TDDs) shall comply with the requirements of Section 2405. All other skylights and sloped glazing shall comply with the requirements of Chapter 24.
3. Modify as shown:
2404.2 Sloped glass. …
…
Exception: Unit skylights shall be designed in accordance with Section 2405.5. and tubular daylighting devices (TDDs) shall comply with the requirements of Section 2405. The design of sloped glazing shall be based on the following equation:
Fg= Fga (Equation 24-5)
          
Fg = Total load on the glass determined from the load combinations above.
Fga = Short duration load resistance of the glass as determined according to ASTM E 1300 for Equations 24-2 and 24-3; or the long duration load resistance of the glass as determined according to ASTM E 1300 for Equation 24-4
