Roofing Application Standards (RAS)
Chapter No. 115 - Standard Procedures for Asphaltic Shingle Installation
Section 5.4 

 Valley metal shall be a minimum 16 in. wide rolled or preformed material of thickness' in compliance with Section 1517.6 of the Florida Building Code, Building. Valley metal shall be set over the underlayment, or over an optional 18 in. sweat sheet. Fasten valley metal with minimum 12 gage by 11/4 in. annular ring shank roofing nails of similar materials 12 in. o.c. 1 in. in from each exterior edge, except where architectural appearance is to be preserved, in which case a min ¾ in. nail may be used. The entire edge of the flange shall be sealed, covering all nail penetrations with flashing cement and membrane. All horizontal laps shall be a minimum of 6 in. and shall be fully embedded with approved flashing cement. No nails shall be permitted in the center of the valley.

 Section 7.3 

 Do not nail into or above factory-applied adhesives. Shingle nails shall be located in accordance with the manufacturer’s product approval. Ensure no cutout or end joint is less than 2 inches from a nail in an underlying course. Start nailing from the end nearest the shingle just laid and proceed across. Do not attempt to realign a shingle by shifting the free end after two nails are in place. Drive nails straight so that the edge of the nail head does not cut into the shingle. Nail heads should be driven flush with the shingle surface. Fasteners shall not be improperly driven (see Detail A).

 

Section 10.2 

 

For ventilator and exhaust stacks located at the ridge, follow the same procedure, but bring the shingles up to the pipe from both sides and bend the flange over the ridge to lie in both roof planes, overlapping the roof shingles at all points. Ridge shingles are then positioned to cover the flange. Embed the ridge shingles in approved flashing cement where they overlap the flange. Roof ventilators and ridge vents shall be installed and flashed in accordance with ventilators their Product Approval.

Section 11.2 

 Install flashing in accordance with Section 9 above. Apply the base flashing to the low side of the chimney first. Bend the base flashing so that the lower section extends at a minimum of 4 inches over the shingles and the upper section extends a minimum of 12 inches up the vertical face of the chimney. Work the flashing firmly and smoothly into the joint between the shingles and chimney. Set both the roof and chimney overlaps in approved flashing cement placed over the shingles and on the chimney face. The flashing shall be secured in accordance with RAS 111. Use metal step flashing for the sides of the chimney, positioning the units in the same manner as flashing on a vertical side wall, in accordance with Details A and B herein. Secure each flashing unit to the masonry with approved flashing cement and to the deck with approved nails. Embed the end shingles in each course that overlap the flashing in an 8" bed of approved flashing cement. Place the rear base flashing over the cricket and the high side of the chimney. Chimney crickets shall be waterproofed in compliance with the shingle manufacturers published literature. All chimney flashings shall be countered counter flashed. Metal counter flashing shall be in accordance with RAS 111.

 

 

