Testing Application Standards (TAS)
 

Chapter No. 108-95 - Test Procedure for Wind Tunnel Testing of Air Permeable‚ Rigid‚ Discontinuous Roof Systems
 

4.1 Use of this protocol is limited to systems which are air permeable, as determined in compliance with TAS 116 or deemed air permeable by the Chief Code Compliance Officer local building official, in which the unsealed, overlapping, rigid components have a length between 1.0 and 1.75 feet; an exposed width between 0.73 and 1.25 feet; and a thickness not greater than 1.3 in.

Note: The Chief Code Compliance Officer local building official may waive the requirement for air permeability testing in compliance with TAS 116.

 7.2.1 The underlayment shall be a standard 30/90 system with a 30 ASTM D 226, type II anchor sheet and an ASTM D 249 ASTM D 6380 CLASS M mineral surface roll roofing as the top ply.

 7.11 The test specimen shall be inspected by a Registered Design Professional per F.S., Section 471 or 481 professional engineer or Registered Roof Consultant, who shall certify, in the final report, that it was constructed in compliance with the provisions of this protocol.

 11.1.2 A detailed report of the test specimen construction, including a photograph of the test specimen and certification by a Registered Design Professional per F.S., Section 471 or 481 professional engineer or Registered Roof Consultant that the test specimen was constructed in compliance with the specifications of this Protocol.

