Coordinated with Skip Gregory, Office of Plans and Construction, Agency for Health Care Administration
419.4.2 Disaster preparedness construction standards.
419.4.2.2 Site standards. 
419.4.2.2.1 All new facilities and additions to existing facilities shall be located above the base flood elevation plus 2 ft 100-year flood plain or hurricane Category 3 (Saffir-Simpson scale) hurricane surge inundation elevation, whichever requires the highest elevation; or   

419.4.2.2.2 The floor elevation of all new occupied patient area(s) and all patient support area(s) and patient support utilities, including mechanical, electrical (except fuel storage as noted in Section 419.4.2.9.3 of this code) and food services shall be located above the base flood elevation plus 2 ft 100-year flood plain or hurricane Category 3 (Saffir-Simpson scale) hurricane surge inundation elevations, whichever requires the highest elevation.

419.4.2.2.3 New additions or floors added to existing facilities, as determined by their site locations, shall meet either the requirements of Section 419.4.2.2.1 or 419.4.2.2.2 of this Code, or be so designed and constructed as to be in compliance with Section 1627 the current standards of the National Flood Insurance Program of the Federal Emergency management Agency, incorporated by reference and available from Federal Emergency management Agency, Federal Insurance Administration, Attn. Publications, P.O. Box 70274, Washington, D.C. 20024. 

419.4.2.2.4 Where an off-site public access route is available to the new facility at or above the base flood elevation 100-year flood plain, a minimum of one on-site emergency access route shall be provided that is located at the same elevation as the public access route.

 

Coordinated with Skip Gregory, Office of Plans and Construction, Agency for Health Care Administration
420.4.2 Disaster preparedness construction standards.
420.4.2.2 Site standards. 
420.4.2.2.1 All new facilities and additions to existing facilities shall be located above the base flood elevation plus 2 ft 100-year flood plain or hurricane Category 3 (Saffir-Simpson scale) hurricane surge inundation elevation, whichever requires the highest elevation, or 

420.4.2.2.2 The floor elevation of all new occupied resident area(s) and all resident support area(s) and resident support utilities, including mechanical, electrical (except fuel storage as noted in Section 420.4.2.9.3 of this code) and food services shall be located above the base flood elevation plus 2 ft 100-year flood plain or hurricane Category 3 (Saffir-Simpson scale) hurricane surge inundation elevations, whichever requires the highest elevation. 

420.4.2.2.3 New additions or floors added to existing facilities, as determined by their site locations, shall meet either the requirements of Section 420.4.2.2.1 or 420.4.2.2.2 of this code, or be so designed and constructed as to be in compliance with Section 1627 the current standards of the National Flood Insurance Program of the Federal Emergency management Agency, incorporated by reference and available from Federal Emergency management Agency, Federal Insurance Administration, Attn. Publications, P.O. Box 70274, Washington, D.C. 20024.

420.4.2.2.4 Where an off-site public access route is available to the new facility at or above the base flood elevation 100-year flood plain, a minimum of one on-site emergency access route shall be provided that is located at the same elevation as the public access route. (Amend to remove 419 & 420)
 

 

423.4.2 Flood Resistant Construction. [Referenced Documents] FEMA. Federal Emergency Management Agency. Rules and Regulations 44 CFR, Parts 59 and 60, Revised as of October 1, 1995. In Flood Zones A1 through A30, AE, AH, and AO (100-year flood plain) the finished floor at the lowest entry level shall be a minimum 1 foot (305 mm) above the base flood elevation. Educational facilities in flood hazard areas shall comply with ASCE 24.

 

 

424.1 Public swimming pools and bathing places. Public swimming pools and bathing places shall comply with the design and construction standards of this section.

424.1.1 Flood hazard areas.  Public swimming pools installed in flood hazard areas established in Section 1612.3 shall comply with Section 1612.
424.2.4.2 Items not covered. For any items not specifically covered in these requirements, the administrative authority is hereby authorized to require that all equipment, materials, methods of construction and design features shall be proven to function adequately, effectively and without excessive maintenance and operational difficulties.

R424.2.4.2.1 Flood hazard areas.  Private swimming pools installed in flood hazard areas established in Section 1612.3 shall comply with Section 1612.
 

