
From: Rebecca Quinn <Rebecca@RCQuinnConsulting.com>  
Sent: Friday, November 14, 2025 9:45 AM 
To: Madani, Mo <Mo.Madani@myfloridalicense.com> 
Cc: Jillian Kraynak <jillian.kraynak@em.myflorida.com>; Michael Burchette 
<Michael.Burchette@em.myflorida.com>; Sean White <sean.white@em.myflorida.com> 
Subject: FDEM Request to pull SP11976 off Commission consent agenda and submit correction 

 
Mo, 
Thanks for your time yesterday to explain that we can request an item be pulled and 
submit a correction. Please let us know if you have any questions.  
 
EXPLANATION: At the Structural TAC I asked that SP11976 be Disapproved 
because the section pointed to for scaled-back wind loads doesn’t appear in the 
FBC.  That section (3103.5.1.2) is in the I-Codes; I had just borrowed the language 
from what was approved for the 2027 I-Codes. The correction below shows striking 
that section – the rationale provided in A1-Text Modification remains the same. 

• Without this change, all temporary structures must fully comply with ASCE 24 
(without clarifying requirements for Flood Design Class 1) except public-
occupancy temporary structures – those structures are completely exempt from 
any flood requirements if they have a “controlled occupancy procedure” (which 
is about people, not about the structure itself).  That is not NFIP consistent. 

• With this change, tempory structures do not have to fully comply with ASCE 
24, as long as they meet the three numbered requirements. This means 
anchoring for wind is deemed “minimizing flood damage.” This proposal was 
approved for inclusion in the 2027 IBC (retaining the pointer).  

 
CORRECTION: Below shows the A1-Text Modification, with correction shown in 
red (strike pointer to non-existent section). 
 
FLOOD DESIGN CLASS. Classification of buildings and other structures for determination of 

flood loads and conditions, and determination of minimum elevation requirements on the basis of 

risk associated with unacceptable performance.  

 

1612.4 Design and construction. The design and construction of buildings and structures 

located in flood hazard areas, including coastal high hazard areas and coastal A zones, shall be 

in accordance with Chapter 5 of ASCE 7 and ASCE 24. Elevators, escalators, conveying systems 

and their components shall conform to ASCE 24and ASME A17.1/CSA B44 as applicable. 

Exception: Temporary structures complying with Section 3103.6.1.3.  

 

3103.5.1.3 Flood loads. Public-occupancy temporary structures need not be designed for flood 

loads specified in Section 1612. Controlled-occupancy procedures in accordance with Section 

3103.8 shall be implemented. Temporary structures located in flood hazard areas shall conform 



with the wet floodproofing requirements of ASCE 24 for structures assigned Flood Design Class 

1 as modified by the following: 

1. Design for wind loads in accordance with Sec. 3103.5.1.2 shall be permitted in lieu of 

design for flood loads in ASCE 7. 

2. Temporary structures with rigid walls shall have flood openings in those walls. 

3. Mechanical equipment and electric service shall elevated to or above the base flood 

elevation. 

Controlled occupancy procedures in accordance with Section 3103.6 shall be implemented for 

public-occupancy temporary structure. 

 
Rebecca C. Quinn, CFM 
RCQuinn Consulting, Inc. 
(443) 398-5005 
 
 


