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Hinges

COMPANY

PEMKO MFG
5535 DISTRIBUTION DR
MEMPHIS, TN 38141-8225 United States

R40092

Impact
Max Opening Size Design Pressure
Shear Load (ft-in.) (psf)
(Ibs) (continuous (continuous
(leaf hinges or pivot or pivot Energy Speed Test
Model Type only) hinges only) hinges only) (ft-lbs) (ft/sec) Method(s)*

FMSLFHD, FMSLFHD1- | Continuous — 4 ft x 8 ft single +150, -150 350 50 *
M swing,

8 ft x 8 ft pair of

doors
FMSL1HD Continuous — 4 ft x 8 ft single +150, -150 350 50 *

swing,

8 ft x 8 ft pair of

doors
FMHD, FMHD1-M Continuous — 4 ft x 8 ft single +150, -150 350 50 *x

swing,

8 ft x 8 ft pair of

doors
FSHD1-M Continuous — 4 ft x 8 ft single swing, +150, -150 350 50 **

8 ft x 8 ft pair of doors
FMSLFHD, FMSLIHD, Continuous — 4 ft x 8 ft single +150, -150 895 80 **
FMHD swing,

8 ft x 8 ft pair of

doors

* Products evaluated in accordance with ANSI/SDI A250.13.
** Products evaluated in accordance with TAS 201, TAS 202, TAS 203, ASTM E330, ASTM E1886, ASTM E1996 and ANSI/SDI A250.13.
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The appearance of a company's name or product in this database does not in itself assure that products so identified have been manufactured under UL Solutions' Follow - Up Service.
Only those products bearing the UL Mark should be considered to be Certified and covered under UL Solutions' Follow - Up Service. Always look for the Mark on the product.
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Systems, and/or Certifications (files) must be presented in their entirety and in a non-misleading manner, without any manipulation of the data (or drawings). 2. The statement
"Reprinted from Product iQ with permission from UL Solutions" must appear adjacent to the extracted material. In addition, the reprinted material must include a copyright notice in the
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