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AAMA CERTIFICATION PROGRAM
An FGIA Product Certification Program

AUTHORIZATION FOR PRODUCT CERTIFICATION

JELD-WEN Windows & Doors
P.O. Box 1329
Klamath Falls, OR 97601

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an
AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.

SPECIFICATION

AAMA/WDMA/CSA 101/1.S.2/A440-11 RECORD OF PRODUCT TESTED
R-PG50-1854x1260 (73x50)-HS
Negative Design Pressure = -55 psf

SERIES MODEL & PRODUCT
COMPANY AND CODE CPD NO. DESCRIPTION MAXIMUM SIZE TESTED

BUILDERS VINYL (V-2500)

. FRAME SASH
JELD'WE"::V:"_"“;’V‘ZS & Doors 11273 (PlilISC)((FO")‘l()%OFG")‘l(II_I\lES?Z)L) 1854 mm x 1260 mm | 927 mm x 1213 mm
o e- (73” x 50”) (37” x 48”)

(MODIF)(REINF)(ASTM)

This Certification will expire May 22, 2032 (extended from May 22, 2027 per AAMA 103-19) and requires validation until then by
continued listing in the current AAMA Certified Products Directory.

Product Tested and Reported by: National Certified Testing Laboratories

Report No.: SJW2013-121 NOTE: ALL CERTIFIED WINDOWS MUST BE GLAZED WITH TWO
LITES OF 3/16” THICK GLASS (INSULATING GLASS).

Date of Reports: August 9, 2013

Date Test Completed: May 22, 2013

Evaluated for Certification: September 12, 2025
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