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Windstorm-rated Assemblies

See General Information for Windstorm-rated Assemblies

Assembly No. 36
March 21, 2014

Standard Rating

ASTM E1886, ASTM E1996, ASTM E330, TAS 201, TAS
202, TAS 203

Design Pressure +/- 65
psf 

Large Missile Impact, 350
ft.lbs

1. Swinging Door and Frame for Windstorm Rated Assembly* — Max door opening size 84 in. (2134
mm) wide by 96 in. (2438 mm) height for pairs or 42 in. (1067 mm) wide by 96 in. (2438 mm) height for
single door. Door has integral openings for glazing (see Item 2). Frame is three sided and supplied with the
door. Door, glazing and frame assembly to be installed per manufacturer installation instructions.

VETROTECH SAINT-GOBAIN NORTH AMERICA INC (View Classification) — VDS (-HI) Door System

2. Glazing Material for Windstorm Rated Assembly* — Supplied with door for field installation in
accordance with manufacturer installation instructions. Min 1-3/4 in. (44 mm), 2-1/8 in. (54 mm) or 2-3/16 in.
(56 mm) thickness laminated glass supplied in various sizes. Max exposed glass area per leaf not to exceed
17.1 ft2 (1.59 m2), max exposed glass area per opening not to exceed 10.2 ft2 (0.95 m2) with max exposed
dimensions of 31-5/16 in. (79.6 cm) wide and 46-7/8 in. (119.1 cm) high. Glazing supplied with 2.25 mm thick
self-adhesive intumescent tape (not shown) which is used to line the perimeter of the glass; width of tape to
be same width as the glazing material.
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VETROTECH SAINT-GOBAIN NORTH AMERICA INC (View Classification) — Contraflam 60 HI (IGU) or
Contraflam 90 HI (IGU)

3. Setting Blocks — Glazing supplied with setting blocks (hardwood, calcium silicate or neoprene plastic) for
setting of glass. Two setting blocks to be used at bottom of each glazed opening at nom quarter points.

4. Gasket — Supplied by door manufacturer. Closed cell foam glazing tape applied around perimeter of glass
(both faces of door) for setting into the stops. Glass is set on setting blocks (Item 3) and located against a full
back bedding of Dow Corning 995 sealant.

5. Sealant — Supplied by door manufacturer. Glass is set on setting blocks (Item 3) and located against and a
full back bedding of Dow Corning 995 sealant.

6. Securing Plates — Nom 2-1/2 by 1 in. (64 by 25 mm) by 16 ga steel plates supplied with the door. Two
securing plates are placed at quarter points on each side, top and bottom of glazed opening on push side of
door to retain the glass. Plate is secured to door frame with #8 by 1/2 in. (13 mm) self drill tech screw (SRT)
per manufacturer installation instructions.

7. Glazing Beads — Min 16 ga galvanized steel by 13/16 in. (20 mm) high beads of various sizes, cut to fit
tightly along the perimeter of one face (push side of door) of glazing material. Secured to framing member
with two #8 by 1/2 in. (13 mm) self drill tech screws (SRT) located max 6 in. (152 mm) from each corner.

8. Latching Hardware* — Latching hardware for pairs of doors is factory or field supplied for field installation
in accordance with manufacturer installation instructions.

VON DUPRIN L L C (View Classification) — Model WS9927F Surface Vertical Mount Exit Hardware

8A. Latching Hardware* — Latching hardware for single doors is factory or field supplied for field installation
in accordance with manufacturer installation instructions.

SARGENT MFG CO (View Classification) — Model HC8800F Surface Rim Exit Device

9. Hinges — (Not Shown) Three VSG concealed hinges are supplied with the doors and located within the door
pockets at hinge stile in accordance with the door manufacturer instructions.

10. Wall — Not Shown. Adjoining wood stud, steel stud or masonry wall or steel structure.

*Bearing the Certification Mark of UL
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