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TGKX.5061-1 - Roof Deck Constructions

Construction No. 506H

TGKX.506H

Roof Deck Constructions

Design/System/Construction/Assembly Usage Discla imer

• Authorities Having Jurisdiction should be consulted in all cases as to the particular requirements covering the installation
and use of UL Certified products, equipment, system, devices, and materials.

• Authorities Having Jurisdiction should be consulted before construction.
• Fire resistance assemblies and products are developed by the design submitterand have been investigated by UL for

compliance with applicable requirements. The published information cannot always address every construction nuance
encountered in the field.

• When field issues arise, it is recommended the first contact forassistance be the technical service staff provided by the
product manufacturer noted for the design. Users of fire resistance assemblies are advised to consultthe general Guide
Information foreach product categoryand each group of assemblies. The Guide Information includes specifics concerning
alternate materials and alternate methods of construction.

• Only products which bear UL's Mark are considered Certified.

Roof Deck Constructions

See General Information for Roof Deck Constructions

Construction No. 506H
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Uplift - Class 90

Fire Not Investigated

1

1

30 O.C.

7

f

1
4

.

T

2 1

database.ul .corn/cg i-bin/XYV/template/LISEXT/1 FRAM E/showpage. htrril?name=TGKX.506H&ccnshorttitle=Roof+ Deck+Constructions&obji d=1081302057&cfgi ... 1/5

1



12/9/13 TGKX.5061-1 - Roof Deck Constructions

'21'1
'

-6--
-'./.I.*

8,4 ltv

1

T -I ... I. - '.,& 2%

30" O.C.

1

t

€;

rn <71

f.

. I

'·

,-&,

-· - ---N.'=-,42:UP- 9-,sh-,F'.f.-:·f'*342Cif.;54%f<- , . -'...ri. 4 1
1, : . -t

T 67 (4 (15 Cd44

database.ul .corn/cg i-bin/XYV/template/LISEXT/1 FRAM E/showpage. htrril?name=TGKX.506H&ccnshorttitle=Roof+ Deck+Constructions&obji d=1081302057&cfgi ... 2/5

1



12/9/13 TGKX.5061-1 - Roof Deck Constructions

....ur.4

f -/. ,¥.J.

r 0-4

4/ i -/2/ (64 /T,
1

i, I'!.
2 -

..

..Il.4

1. Metal Roof Deck Panels*-Panel width, max 18 in., min 12 in.; rib height 2 in. min..032 in. thick
aluminum. Panels continuous overthree ormore clips (Item 2). The panel flatarea mayhave optional
striations orminorcorrugations placed at various locations in the panel flat area beginning min of 2 in. from
side ribs. The upper flange of the panel rib formed down to form an angle of 90 degree between the vertical
segmentand the top flange of the Mb. A bead of sealantmaybe used atpanel side ribs. Ribs to be seamed
with an electricorhand seaming tool to form a flange with a tighthem. Seaming process to include the
upper portion of the panel clips (Item 2).

CONSOLIDATED SYSTEMS INC (View Classification) - "SSS.2"

MCELROY METAL MILLINC (View Classification) - "Maxima-212", "Maxima-216", "Maxima-218"

TREMCO INC (View Classification) - "Trem Lock VP212" or "Trem Lock VP216" or "Trem Lock VP218"

2. Roof Deck Fasteners* (PaneICIips)- Located at side of panels (Item 1) oversubstructure (Item 3,3A,
3Bor 3C with max spacing of 30 in. OC), orplywood decking (Item 7 with max spacing of 30 in. OC). Either
of the following::

Fixed Clip-One piece assembly fabricated from No. 22 MSGmin thick steel, 3-1/2 in. wide.

MCELROY METAL MILLINC (View Classificationl -"Maxima Fixed Clip"

Floating Clip- Two piece assembly with a base fabricated from No. 16 MSG min thick steel, 2 in. wide and a
top fabricated from No. 22 MSG min thick steel, 4-5/16 in. wide.

MCELROY METAL MILLINC (View Classificationl - "Maxima Floating Clip"

3. Substructure - (Gypsum Board)- (Optional) - Min thick 1/2 in. To be placed on top of eitherthe plywood
decking (Item 7) orrigid insulation (Item 5). Combined thickness of the gypsum board and rigid insulation
not to exceed 4 in. All joints to be taped with 2.5 in. wide joint tape.

3A. Substructure-(Plywood)-(Optional) - (Not Shown) - Plywood decking, used in lieu of gypsum board
(Item 3), to be nom 1/2 in. thick, DOC PS-1 rated sheathing, 40/20, CD. Located over rigid insulation (Item
5). Combined thickness of the plywood and rigid insulation (Item 5) not to exceed 4 in.
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38. Substructure-(OSB)-(Optional)- (Not Shown) -OSBdecking, used in lieu of gypsum board (Item 3),
to be nom 1/2 in. thick. Located overrigid insulation (Item 5) . Combined thickness of the OSB and rigid
insulation not to exceed 4 in.

3C. Substructure-(Bearing PIate)-(Optional) - (Not Shown) - Bearing plate to be used in lieu of gypsum
board (Item 3) to be 4 by 4 in. by No. 18 MSG min thick coated steel (33 ksi min yield strength). Used under
each clip (Item 2) over rigid insulation (Item 5) only when rigid insulation is located directly under panel
(Item 1).

4. Vapor Barrier-(Optional) - Single ply, used between the substructure (Items 3,3A or 38) orplyv\ood
decking (Item 7) and panels (Item 1). To be min 30 Ib roofing felt.

5. Foamed Plastic - (Rigid Insulation) - (Optional) - Max thickness 3-1/2 in. when gypsum board (Item 3),
plywood (Item 3A) or OSB (Item 38) is used and 6 in. when bearing plates (Item 3C) are used. Min bearing
strength to be 20 psi. 1.8 pcf min density.

6. Fasteners - (Screws) - Fasteners used to attach panel clips (Item 2) to ply,Aood substructure (Item 3A) or
plywood/lumberdecking (Item 7, 7A) to be No. 10-12 pancake head, No. 2 Phillips drive, A-point, coated
steel screw, or No. 14-10 HHA plated steel self tapping steel screw. Fastener length to penetrate plywood min
1/2 in. Two fasteners per clip.

6A. Fasteners - (Screws) - Fasteners used to attach panel clips (Item 2) through gypsum board, 0SB or
bearing plate (Item 3,38, or 3C, respectively) and foam plastic insulation (Item 5) into plywood/lumber
deck (Item 7, 7A) to be No. 10-12 pancake head, No. 2 Phillips drive, A-point, steel screwor No. 12-13 No. 3
Phillips Drive coated steel truss head screw. Tv\0 screws used per clip.

Note: The panel clips may be fastened to the bearing plate using tv\ No. 10-16 by 1 in. long self-driving,
self-tapping, pancake head No. 2 Phillips drive coated steel screws. The panel clip/bearing plate combination
is to be fastened to the plywood deck using tv\0 No. 12-13 No. 3 Phillips Drive coated steel truss head screws,
inserted through a guide hole in the clip and bearing plate and into the ply\Aood deck.

68. Fasteners - (Screws) - (Not Shown) - Fasteners used to attach plywood Substructure (Item 3A) through
rigid insulation (Item 5) into ply'Aood/lumberdeck (Item 7, 7A) to be No. 14-13, No. 3 Phillips drive truss
head screws. Fastener length to penetrate plywood deck min 1/2 in. Totalof 33 fasteners per 4 by 8 ft
plywood sheetto be used. Fasteners located in five rows along the 4 ft length in a 3-9-12-12-9-3 in. pattern.
The two outer rows are in a 3-9-12-12-12-12-12-12-9-3 in. pattern and the three centerrows are in a 3-21-
24-24-21-3 in. pattern. All spacing from board edges.

7. Plywood Deck- Plywood decking to be graded per DOC PS-1 specifications, 19/32 in. thick, APA rated
sheathing, 40/20 in. OC, square edged. Buttends not blocked.

7A. Substructure (Tongue and Groove) - Minimum 1-1/2 in. thick 2 x 6, commercial graded lumber,
continuous overtwo ormore spans.

8. Purlins-Deck Supports- Spaced a max of 24 in. OC. Anyof the following types may be used:

A. No. 22 MSG min thick coated steel. (33 ksi min yield strength.)

B. Graded dimension lumber, No. 2 orbetter.

8A. Plywood Fasteners - (Not Shown) - Fasteners used to attach the plywood deck (Item 7) to the supports
(Item 8) to be as follows:

a. For plywood-to-wood supports, No. 8-18 by 1-7/8 in. long bugle-head steel screws
with a No. 2 Phillips drive, a "Hi-Low" thread pattern and an "S-Point".

b. As an alternate to Item a, No. 8d common deformed shank nails may be used.

c. For plywood-to-steel supports for a steel thickness less than No. 20 MSG, No. 7-19 by
1-1/4 in. long bugle-head steel screws with a No. 2 Phillips head drive, a "Hi-Low"
thread pattern and an "S-Point". Fora steel thickness greaterthan No. 20 MSG to No.
16 MSG, No. 6-20 by 1-1/4 in. long in. long bugle-head steel screws with a No. 2 Phillips
drive and an 512 (Tek/3) point.

Spacing - Forall fastenertypes to be 6 in. OC atthe plyvmod edgesand 12 in. OC in
the interior.

88. Substructure (tongue and grove) Fasteners - (Not Shown)

a. Fasteners used to attach Tongue and Groove substructure (Item 7A) to wood trusses
or joists (Item 8) to be 3 in. long 8d common deformed shank nails. Two nails per
board ateach support.

b. For lumber-to-steel supports fora steel thickness less than No. 20 MSG, No. 7-19 by
1-1/4 in. long bugle-head steel screws with a No. 2 Phillips head drive, a "Hi-Low"

thread pattern and an "S-Point". Fora steel thicknessgreaterthan No. 20 MSG to No.
16 MSG, No. 6-20 by 1-1/4 in. long in. long bugle-head steel screws with a No. 2 Phillips
drive and an 512 (Tek/3) point.

Referto general information, Roof Deck Construction, for Items not evaluated.

*Bearing the UL Classification Mark

Last Updated on 2013-10-11
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© 2013 UL LLC

When the UL Leaf Mark is on the product, or when the word "Environment" is included in the UL Mark, please search the li!,L
Environment database foradditional information regarding this product's certification.

The appearance of a company's name orproduct in this database does not in itself assure that products so identified have been
manufactured under UL's Folio\Up Service. Onlythose products bearing the UL Mark should be considered to be Certified and
covered under UL's Follow-Up Service. Always look for the Mark on the product.

UL permits the reproduction of the material contained in the Online Certification Directory subject to the following conditions: 1.
The Guide Information, Assemblies, Constructions, Designs, Systems, and/or Certifications (files) must be presented in their
entirety and in a non-misleading manner, without any manipulation of the data (ordrawings). 2. The statement "Reprinted from
the Online Certifications Directory with permission from UL" mustappearadjacent tothe extracted material. In addition, the
reprinted material must include a copyright notice in the following format: "© 2013 UL LLC".
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