ZFGIA

Hy-Lite/U.S. Block Windows
3000 E. Johnson Ave.
Pensacola, FL 32514

Attn: Steve Beck

AAMA CERTIFICATION PROGRAM TAIA
An FGIA Product Certification Program A ,_‘ o

AUTHORIZATION FOR PRODUCT CERTIFICATION

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an
AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.

SPECIFICATION

AAMA/WDMA/CSA 101/1.S.2/A440-11
R-PG100-1270x1270 (50x50)-FW

RECORD OF PRODUCT TESTED

SERIES MODEL & PRODUCT

MAXIMUM SIZE TESTED

COMPANY AND CODE CPD NO. ESCRIPTION
. ) V1500-DEC (FIN) FRAME
Hy-Lite/ U'S'dB.'OC"E:N'”dOWS 12641 (PVC)(O)(IG) 1270 mm x 1270 mm
Code: US (INS TEMP GL)(ASTM) @27 x 427)

This Certification will expire April 22, 2028 (extended from April 22, 2023 per AAMA 103-19) and requires validation until then by
continued listing in the current AAMA Certified Products Directory.

Product Tested and Reported by: Certified Testing Laboratories, Inc.

Report No.: CTLA 3015W

Date of Report: April 25, 2014

(Validator / Operations Administrator)

ACP-04 (Rev. 2/20)

NOTE: ALL CERTIFIED WINDOWS MUST BE GLAZED WITH
INSULATING TEMPERED GLASS.

Evaluated for Certification: January 5, 2023

M ), At

A dted Laboratories, Inc.

Authorized for Certification: January 5, 2023
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Fenetration and Glazing Industry Alliance



