
 
 

(Validator / Operations Administrator) 

 

AAMA 
CERTIFICATION PROGRAM 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Associated Materials, Inc. 

3773 State Rd. 

Cuyahoga Falls, OH  44223 

   

Attn:  Steve Harp 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-08  

R-PG25-1600x1524 (63x60)-HS 

COMPANY AND CODE  CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

Associated Materials, Inc. 

Code: AMI 
18089 

1702/1902 HP HS 

(PVC)(OX)(IG & OG) 

(INS GL)(MODIF)(REINF) 

(ASTM) 

FRAME 

1600 mm x 1524 mm 

(5’3” x 5’0”) 

SASH 

781 mm x 1467 mm 

(2’7” x 4’10”) 

  

  

This Certification will expire March 1, 2024 and requires validation until then by continued listing in the current AAMA Certified 

Products Directory. 

 

Product Tested and Reported by:  Molimo, LLC 

 

 Report No.:  1852.01-109-12                        NOTE: ALL CERTIFIED WINDOWS MUST BE GLAZED WITH TWO 

                                                                                                                            LITES OF 3/16” THICK GLASS (INSULATING GLASS). 

 Date of Report:  March 12, 2019 

  

 

 

 

Evaluated for Certification:  March 13, 2019 

 

 

 

Associated Laboratories, Inc. 
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