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BUILDING PRODUCT LISTING PROGRAM 
  

Customer: ANENDA SYSTEMS, INC. DBA AL13 ARCHITECTURAL SYSTEMS 
Class: Aluminum Siding 

Location: Delta, British Columbia, Canada 
Website: www.al13.com  

  
Listing No. B1120-2FL 
Project No. B1120-2 Edition 2 

Effective Date: August 21, 2023 
Last Revised Date: October 15, 2025 

Expires: N/A 
 

Standards: TAS 202-94 Criteria for Testing Impact & Nonimpact Resistant Building 
Envelope Components Using Uniform Static Air Pressure. 

 TAS 203-94 Criteria for Testing Products Subject to Cyclic Wind 
Pressure Loading. 

   
Product: AL13’s Aluminum Plank Products 

 
Markings: Each pallet of products include a label containing the following information: 

a) Manufacturer’s name or recognized trademark, AL13. 
b) Product name. 
c) Batch Number. 
d) Date of Manufacture: Year/Month/Day. 
e) QAI file number: B1120 
f) QAI logo shown here: 
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Models / Ratings: The following outlines AL13’s Aluminum Plank Product test results determined through testing 
to the noted standards 

 
 
AL13 Aluminum Plank Compliant TAS 202, TAS 203 Configurations1: 
 

Framing2 Sheathing3 Attachment4 Approved 
Cladding 

TAS 202 / 
TAS 203 DP 
psf (kPa)5 

Minimum nominal 
2x4 (38 mm x 89 

mm) Southern Yellow 
Pine (SYP) studs at 
Maximum 16’’ (405 

mm) on center.  

Minimum 5/8’’ 
(16 mm) 
thickness 

Exterior Grade 1 
SYP plywood. 

AL13 Plank hidden clips spaced at 
maximum 16’’ (405 mm) on 

center, anchored into underlying 
framing with one (1) #12 x 2’’ (51 
mm) length hex head screw with 

EPDM washer. 

AL13 
Aluminum 
Plank of 

maximum 6’’ 
(152 mm) 

width. 

135 (6.5) 

1: Design Pressure evaluation did not include impact evaluation per TAS 201 as installation includes code complying 
sheathing. 
2. Sizing of framing and framing attachment to structure is to comply with the applicable code and be sufficient for resisting 
wind pressures noted. 
3. Sheathing attachment to framing is to comply with the applicable code and be sufficient for resisting wind pressures noted. 
4. Fasteners are to be corrosion resistant and compatible with AL13 clip metal type. 
5. DP = Design Pressure determined in accordance with TAS 202 static pressure evaluation with a factor of safety of 1.5 
applied, and subsequent TAS 203 cyclic evaluation. 

 
 

Notes: Products must be installed with the manufacturer’s installation instructions and in 
accordance with the building codes recognized by the authority having jurisdiction.  
 
Listed manufacturers are subject to on-going inspections by QAI to ensure that the 
products outlined above remains as it is listed. 

  
 
The materials, products or systems listed herein have been qualified to bear the QAI 
Listing Mark under the conditions stated with each Listing. Only those products bearing the 
QAI Listing Mark are considered to be listed by QAI. No warranty is expressed or implied, 
and no guarantee is provided that any jurisdictional authority will accept the Listing found 
herein. The appropriate authorities should be contacted regarding the acceptability of any 
given Listing. Visit the QAI Online Listing Directory located at www.qai.org for the most up 
to date version of this Listing and to validate that this QAI Listing is active. Questions 
regarding this listing may be directed to info@qai.org. Please include the listing number in 
the request. 
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