(Validator / Operations Administrator)

Lincoln Wood Products, Inc.
1400 W. Taylor Street
Merrill, Wl 54452

Attn: Joe Krznarich

TAA

CERTIFICATION PROGRAM "\

AUTHORIZATION FOR PRODUCT CERTIFICATION

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an
AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.

SPECIFICATION

AAMA/WDMA/CSA 101/.S.2/A440-08
CW-PG50-2807x762 (111x30)-TR

RECORD OF PRODUCT TESTED

SERIES MODEL & PRODUCT
COMPANY AND CODE CPD NO. ESCRIPTION MAXIMUM SIZE TESTED
Incoln ¥ood Froducts, Inc. 18069 2807 mm x 762 mm | 2766 mm x 724 mm
COde: LN (WD)(O)(IG)(lNS GL) 9,3,! 2,6,! 9’1’, 2’5’,
(ASTM) (9737 x 2°67) (@17 x257)

This Certification will expire February 14, 2024 and requires validation until then by continued listing in the current AAMA Certified

Products Directory.

Product Tested and Reported by: Element Materials Technology

Report No.: ESP030250P-2400 Rev. A

Date of Report: February 14, 2019

JGS/ITS

ACP-04 (Rev. 6/16)

Evaluated for Certification: February 20, 2019

M ), At

A dted Laboratories, Inc.

Authorized for Certification: February 20, 2019
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