
 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-17   

CW-PG40-1067x1981 (42x78)-C 

COMPANY AND CODE CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18168 

 

CLAD HYBRID PUSH-OUT 

CASEMENT W/HINGE STOP 

(WD & AC)(X)(IG) 

(INS GL)(MODIF)(ASTM) 

FRAME 

1067 mm x 1981 mm 

(3’6” x 6’6”) 

VENT 

1022 mm x 1937 mm 

(3’4” x 6’4”) 

   

 

This Certification will expire February 28, 2028 (extended from February 28, 2023 per AAMA 103-19) and requires validation until then 

by continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP027587P-2255.1 & ESP027588P-2256.2 

  

         Date of Reports:  March 5, 2018  

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 



ACP-04 (Rev. 6/16) 

 

 
 

(Validator / Operations Administrator) 

 

AAMA 
CERTIFICATION PROGRAM 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 

 

 Lincoln Wood Products, Inc. 

 1400 W. Taylor Street 

 Merrill, WI 54452 

      

 Attn: Joe Krznarich 

 

 This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results 

of the tests by an AAMA Accredited Laboratory. The listing below will be added to the next update of the AAMA Certified 

Products Directory. 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED AAMA/WDMA 101/I.S.2/A440-17 

CW-PG50-1067x2438 (42x96)-C 

COMPANY 
CPD 

NO. 

SERIES MODEL & 

PRODUCT DESCRIPTION 
MAXIMUM SIZE TESTED 

Lincoln Wood Products, Inc. 

Code: LN 
18141 

 

CLAD HYBRID 

CASEMENT w/BUTT 

HINGES 

(WD) (AC) (X) (IG) 

(INS GL) (ASTM) 

 

FRAME 

1067 mm x 2438 mm 

(3’6” x 8’0”) 

VENT 

1021 mm x 2392 mm 

(3’4” x 7’10”) 

   

1. This Certification will expire March 18, 2024 and requires validation until then by continued listing in the current AAMA 

Certified Products Directory. 

 

2. Product Tested and Reported by: Element Materials Technology  

 

 Report No.: Waiver: ESP030577P-2421.1; ESP030577P-2421 

    

 Date of Report: March 20, 2019; March 19, 2019 

 

 

 

Evaluated for Certification: April 11, 2019 

 
Associated Laboratories, Inc. 

 

 

 

 

 

 

SBS/JTS 

 

Authorized for Certification: April 11, 2019 

 

 

 

American Architectural Manufacturers Association 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-17   

R-PG25-1524x1981 (60x78)-C 

COMPANY AND CODE CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

19142 

 

CLAD HYBRID FRENCH 

PUSH-OUT CASEMENT 

(WD & AC)(XX)(IG)(INS GL) 

(MODIF)(ASTM) 

FRAME 

1524 mm x 1981 mm 

(5’0” x 6’6”) 

VENTS 

727 mm x 1935 mm 

(2’5” x 6’4”) 

   

 

This Certification will expire July 21, 2025 and requires validation until then by continued listing in the current AAMA Certified  

Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP033856P-2565.1 & ESP033856P-2565.2                                                           

  

         Date of Reports:  July 21, 2020 

 

 

 

 

Evaluated for Certification:  August 21, 2020 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

 

Authorized for Certification:  August 21, 2020 

 

 

 

Fenestration and Glazing Industry Alliance 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-17   

R-PG50-1067x2438 (42x96)-C 

COMPANY AND CODE CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18166 

 

CLAD HYBRID CASEMENT 

(WD & AC)(X)(IG) 

(INS GL)(ASTM) 

FRAME 

1067 mm x 2438 mm 

(3’6” x 8’0”) 

VENT 

1022 mm x 2394 mm 

(3’4” x 7’10”) 

   

 

This Certification will expire February 26, 2028 (extended from February 26, 2023 per AAMA 103-19) and requires validation until then 

by continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP027709P-2265.1 & ESP027588P-2256.1 

  

         Date of Reports:  March 13, 2018 & May 4, 2018 

 

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-17   

CW-PG50-914x1981 (36x78)-C 

COMPANY AND CODE CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18167 

 

CLAD HYBRID CASEMENT 

(WD & AC)(X)(IG) 

(INS GL)(ASTM) 

FRAME 

914 mm x 1981 mm 

(3’0” x 6’6”) 

VENT 

868 mm x 1934 mm 

(2’10” x 6’4”) 

   

 

This Certification will expire January 29, 2028 (extended from January 29, 2023 per AAMA 103-19) and requires validation until then by 

continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP027587P-2255.3 & ESP027539P-2254.3 

  

         Date of Reports:  February 12, 2018 & February 2, 2018 

 

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED AAMA/WDMA/CSA 101/I.S.2/A440-17  

  & AAMA 450                                          

CW-PG50-1829x1981 (72x78)-C 

COMPANY AND CODE 
CPD 

NO. 

SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18169 

 

CLAD HYBRID TWIN 

CASEMENT W/DP50 UPGRADE 

(WD & AC)(X.X)(IG) 

(INS GL)(MODIF)(ASTM) 

FRAME 

1829 mm x 1981 mm 

(6’0” x 6’6”) 

VENTS 

868 mm x 1934 mm 

(2’10” x 6’4”) 

   

 

This Certification will expire January 29, 2028 (extended from January 29, 2023 per AAMA 103-19) and requires validation until then by 

continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP028108P-2294.2, ESP028108P-2294.1, & ESP027587P-2255.3/ESP028108P-2304.1,  

                                                    ESP028108P-2304, & ESP027539P-2254.3 

            

         Date of Reports:  May 22, 2018, May 8, 2018, & February 12, 2018/June 25, 2018, May 3, 2018, & February 2, 2018 

 

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED AAMA/WDMA/CSA 101/I.S.2/A440-17    

& AAMA 450                                          

LC-PG30-1829x1981 (72x78)-C 

COMPANY AND CODE CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18174 

 

CLAD HYBRID 

TWIN CASEMENT 

(WD & AC)(X.X)(IG) 

(INS GL)(ASTM) 

FRAME 

1829 mm x 1981 mm 

(6’0” x 6’6”) 

VENTS 

868 mm x 1934 mm 

(2’10” x 6’4”) 

   

 

This Certification will expire January 29, 2028 (extended from January 29, 2023 per AAMA 103-19) and requires validation until then by 

continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP028108P-2294.1 Rev. A, ESP028180P-2304, & ESP027539P-2254.3 

  

         Date of Reports:  May 8, 2018 (Revised November 8, 2018), May 3, 2018, & February 2, 2018 

 

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-17  

 LC-PG50-1067x1981 (42x78)-C 

COMPANY AND CODE 
CPD 

NO. 

SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18165 

 

CLAD HYBRID PUSH-OUT 

CASEMENT W/DP50 UPGRADE 

& HINGE STOP 

(WD & AC)(X)(IG) 

(INS GL)(MODIF)(ASTM) 

FRAME 

1067 mm x 1981 mm 

(3’6” x 6’6”) 

VENT 

1022 mm x 1937 mm 

(3’4” x 6’4”) 

   

 

This Certification will expire February 28, 2028 (extended from February 28, 2023 per AAMA 103-19) and requires validation until then 

by continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP027587P-2255.2 & ESP027588P-2256.3 

  

         Date of Reports:  March 5, 2018  

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 



 
 

AAMA CERTIFICATION PROGRAM 
An FGIA Product Certification Program 

 

AUTHORIZATION FOR PRODUCT CERTIFICATION 

 
 

 

Lincoln Wood Products, Inc. 

1400 W. Taylor Street 

Merrill, WI  54452 

  

Attn:  Joe Krznarich 

 

This authorization is based on the successful completion of tests, and the reporting to the AAMA Validator of the results of the tests by an 

AAMA Accredited Laboratory. The product information below will be added to the next update of the AAMA Certified Products Directory.  

 

 

SPECIFICATION 

RECORD OF PRODUCT TESTED 
AAMA/WDMA/CSA 101/I.S.2/A440-17   

LC-PG25-1524x1981 (60x78)-C 

COMPANY AND CODE CPD NO. 
SERIES MODEL & PRODUCT 

DESCRIPTION 
MAXIMUM SIZE TESTED 

     

Lincoln Wood Products, Inc. 

Code: LN 

 

 

18164 

 

CLAD HYBRID 

FRENCH CASEMENT 

(WD & AC)(XX)(IG) 

(INS GL)(MODIF)(ASTM) 

FRAME 

1524 mm x 1981 mm 

(5’0” x 6’6”) 

VENT 

729 mm x 1937 mm 

(2’5” x 6’4”) 

   

 

This Certification will expire March 15, 2028 (extended from March 15, 2023 per AAMA 103-19) and requires validation until then by 

continued listing in the current AAMA Certified Products Directory. 

 

Product Tested and Reported by:  Element Materials Technology 

 

         Report No.:  Waiver; ref. ESP027830P-2274.1 & ESP027830P.Rev-2274.2 

  

         Date of Report:  March 15, 2018 & March 16, 2018 

 

 

 

Evaluated for Certification:  January 23, 2023 

 

 

           

Associated Laboratories, Inc. 

 

 

(Validator / Operations Administrator) 

 

ACP-04 (Rev. 2/20) 

 

 

 

 

Authorized for Certification:  January 23, 2023 

 

 

 

Fenestration and Glazing Industry Alliance 




