
 

 

ASTM C920 GRADE NS CLASS 25 SEALANTNA4

#8 X 3.125" TRIM HEAD, RT SCREW000874073

INSTALLER PROVIDED FILLER BOARD/SHIMNA2

STANDARD SHIMNA1

PARTS LIST

DESCRIPTIONDWG NOITEM

APP:

CHK:

DWG TYPE: INSTALLATION

SIZE:

SCALE:

CLASS:

DATE:
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Template Version 14

COLLECTION: ELEVATE 

DESCRIPTION: INSTALLATION METHODS/ELEVATIONS, THROUGH 

JAMB, ELDG IZ3, CA/AWN FRAME TYPE

NOTES: 
  1. FOR GENERAL SPECIFICATIONS, REFER TO DOC 00003952  

  2. THIS PRINT IS FOR STRUCTURAL PERFORMANCE ONLY. FOR 

      FLASHING AND SEALING INSTRUCTIONS, REFER TO THE 

      INSTALLATION INSTRUCTIONS.

  3. SHIMS:

      - PLACE SHIMS WITHIN 4"-6" OF EACH CORNER AND AT EACH 

        THROUGH JAMB LOCATION, AND MAXIMUM OF 12" SPACING

        ALONG SILL

  4. IF CHEMICALLY TREATED LUMBER IS USED FOR FRAMING 

      MATERIAL FASTENERS MUST BE A MINIMUM OF .090 OZ/FT^2

      ZINC HOT DIPPED GALVANIZED STEEL TYPE 304 OR 316

  5. PLACE ONE CONTINOUS 5/16" BEAD OF ASTM C920 GRADE NS

      CLASS 25 SELANT TO THE BOTTOM OF THE SILL

  6. MAX OF .500" GAP AT POINTS OF ATTACHMENT

  7. MINIMUM FASTENER DISTANCE FROM EDGE 0.875"

  8. MINIMUM EMBEDMENT OF 1.200"

  9. ELDG IZ3 CA FRAME SHOWN. FOR ELDG IZ3 DH FRAME UNITS

      REFER TO DOC 00120778

10. GLASS COMPLIES WITH ASTM E1300

NOTICE - CONFIDENTIAL INFORMATION

The information in this document is privileged and strictly confidential.  The information contained herein shall be used only by Marvin employees and by those agents or suppliers granted official written permission.  If the reader of this document is not the intended recipient, or the employee or agent of the intended recipient, please delete 

this document from all data storage devices, and destroy all hard copies.  Any unauthorized dissemination, distribution, copying or other use of the information contained in this document is strictly prohibited.
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UNIT TYPE:

ELDG IZ3 

CATEGORY:

DIRECT GLAZE 

Print Status: Review

.312`.016

.312`.016

.875

1.2

CHANGED TO NEW GLAZING BEAD, ADD .312 DIM 

FOR THROUGH JAMB SCREWS, ADDED GLAZING 

DETAIL

27575 08/10/23 JH

0.0 ORIGINAL ISSUE 24329 2019-12-03 BS

REV DESCRIPTION / REQUESTOR ECN NO DATE REV BY

2

3

4

TYPE LAMINATED GLASS MAKEUP

TYPE A

3.9mm (.154") ANN + 2.41mm (.095") SGP + 3.9mm (.154") 

ANN

TYPE B

2.2mm (.087") ANN + 2.29mm (.090") PVB + 2.2mm (.087") 

ANN

TYPE A: 5.7 TEMP

TYPE B: 3.9 TEMP

JAMB

UNIT MAX FRAME SIZE DP RATING GLASS TYPE

ELDG IZ3 72 X 29 

1

2

+55/-65 TYPE B

ELDG IZ3 95 X 71 

1

2

+55/-65 TYPE A

DC 791

14MM GLASS BITE
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GLAZING DETAIL

LAMINATED GLASS:

SEE TABLE BELOW


