1

MIN TYP
1 ¥4’ MIN SCREW DEPTH

. 1

MIN TYP

y UNIT MAX PANEL WIDTH| MAX FRAME SIZE DP RATING GLASS OPTION
1 /4" MIN SCREW DEPTH
N UC WD INSFRDR 173 3 Ve 72 % X 95 % +55/-65 TYPE A A
UL WD INSFRDR 123 35 Ye 72 % X 95 W +55/-65 TYPE A
1/2* MAX
172" MAX 1/2* MAX
TYPE LAMINATED GLASS MAKE UP
HEAD JAMB A 2. 2mm(. 087°) ANN + . 095 KURARAY SGP + 2. 2mm(. 087° ANN 6" MAX
@z ALL SIDES =
j_c. ]
15 MAX
. ALL SIDES
6 MAX I
ALL SIDES TE =
n 3 3 9nn TEMPERED—— LAMINATED GLASS /e A
‘:‘ |“ SEE TABLE L= =
17 MIN TYP i J_ —t /// H o
o O 12' MAX 94° GLASS BITE
ALL SIDES
172 MAX ' [ 1w t—n
1 Y4* MIN SCREW DEPTH DOV 791 DN 995
EXTERIOR = =
1 PANEL DODR SHOWN,
SPACING APPLIES TO
1* MINTYP 1 AND 2 PANEL DOORS
1 /EMAX STRUCTURAL BRACKET INSTALLATION METHOD:
P ANEL DOTR SO ~UNIT MUST NOT BE IN DIRECT CONTACT WITH EITHER CONCRETE OR TREATED
. 4 , )
1 % MIN SCREW DEPTH BUCK MATERIAL. IF SHIM SPACE S LESS THAN 1/8' WRAPPING THE JAMBS AND
SPACING APPLIES TO HEAD JAMB WITH WINDOW FLASHING TAPE IS REQUIRED AS A BARRIER BETVEEN
1 AND 2 PANEL DOORS THE UNIT AND CONCRETE OR TREATED LUMBER.
- MINIMUM OF 2 BRACKETS PER SIDE,
JAM5N§$RIE45S1['N§E¢LI§QTiEND'I{REggni:UNTACT WITH EITHER CONCRETE OR TREATED 7 SCREVS LISTED BELOV MUST HAVE FULL EMBEDHENT.
- ATTACH TO THE UNIT WITH TWO #8x § SCREVS.
B R e o T L I e oD - ATTACH TO THE BUCK WITH TWD #8 x 1 & SCREWS ON EACH SIDE OF THE BUCK
THE UNIT AND CONCRETE OR TREATED LUMBER. - REPLACE L SCREV_IN EACH HINGE WITH A #10 X 2J* SCRE!
 SPCURE THE HEAD JaMB WITH 86 X 5" SCREWS. - REPLACE SCREVS IN EACH JAMB AND OR HEAD JANB STRIGE WITH #8 X
~ SHIM AT EAck SCREW LGCATION Brseres SILL INSTALLATION
- REPLACE | SCREW IN EACH HINGE WITH A #10 X 24’ SCRE - PLACE 3 BEADS F APA-AFG-01 SPECIFICATION ADHESIVE N THE SILL PLATE. MIN  DIAMETER
T REPLACE SCREVS IN TACH JAMBUAND DR HEAD JAHB STRIKE WITH A #8 X
2% SCREVS. - SECURE THE SILL WITH THREE #10 X 3’ SCREWS AT STRIKE LOCATIONS OR THREE %' CONCRETE
SCREWS IF INSTALLED ONTO CONCRETE.
SILL - OX JAMB LATCH UNITS SECURE THE SILL WITH ONE ADDITIONAL #10 x 3°SCREW 4-3/16* FROM LOCK
SILL INSTALLATION: JAMB SIDE OF UNIT BY STRIKE. OR ONE A&’ CONCRETE SCREW IF INSTALLED ONTO CONCRETE.
- PLACE 3 BEADS OF APA-AFG-O1 SPECIFICATION ADHESIVE ON THE SILL PLATE. MIN § DIAMETER CATEGORY:
BEADS MUST BE LARGE ENOUGH TO CONTACT SILL :
- SECURE THE SILL MITH THREE #10 X 3 SCREWS AT STRIKE LOCATIONS OR THREE ¥¢' CONCRETE SWINGING FRENCH DOOR R
- OX JAMB LATCH UNITS SECURE THE SILL WITH ONE ADDITIONAL #10 x 3'SCREW 4-3/16" FROM LOCK UNIT TYPE: MARVIN @ RESEARCH & DEVELOPMENT
JAMB SIDE OF UNIT BY STRIKE. DR ONE & CONCRETE SCREW IF INSTALLED ONTO CONCRETE. UWIED 123 UNSPECIFIED TOLERANCES
DECIMALS: ANGLE DEG: [COLLECTION: ULTIMATE
NOTES: T g XX + .03
1. THIS PRINT IS FOR STRUCTURAL PERFORMANCE ONLY. FOR FLASHING & 6 #10 X 37 SCREW XXX+ 012 5 DWG TYPE.  INSTALLATION
SEALING REQUIREMENTS, REFER TO THE INSTALLATION INSTRUCTIONS. S |- STRUCTURAL ADHESIVE INEAL’ FAB LINEAL IDESCRIPTION: INSTALLATION UWIED 123
F3 T (N o7 Do —— L : : :
- A SHIM MUST BE PLACED 4-6' FROM EACH CORNER. 4 2X _WOoD BUCK BY OTHERS |5 FL 4809
- ALL OTHERS MUST BE PLACED A MAX OF 15 INCHES APART. I E— SHIM . 000 + NA
3. IF CHEMICALLY TREATED LUMBER IS USED FOR BUCK MATERIAL, ~  f0—f—————— - :
FASTENERS INTO THE BUCK MUST BE A MINIMUM OF 0, 90 DZ/FT~2 2 #10 X 2 1/2” WOOD SCREMy-—ERAL CHK- SIZE. ICLASS.  |DWG NO:
ZINC HOT DIPPED GALVANIZED DR STAINLESS STEEL TYPE 304 OR 316, T P —— 8 X 3° WOOD SCREW B MISC 00072815
NA
ITEM APP: SCALE: [DATE: DWG BY: SHEET:
NO REF NO DESCRIPTION NA 12/28/10 BORNEMAN, SKIP 10F1
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