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1 Glass lights and/or louvers may limit design loads. See details to follow for additional information. 
2 50 f/s – 350 ft-lbs impact meets ASTM E1996 Missile Level D. 

3 CYL – Cylindrical Lock, ML – Mortise Lock, VL – Vertical Rod Lock, DB – Deadbolt/Deadlock, ME – Mortise Exit, RE – Rim Exit, 
VE – Vertical Rod Exit, SB – Surface Bolts, FB – Flush Bolts, ICL – Interconnected Lock, MPL – Multi-Point Lock 

4 Hollow Metal or Hardware Mullion required. 

5 Louvers are excluded from use with Trio-HE doors. 

6 1/2” diameter cutout for viewer optional for all Door Series 

 
 
 

Model Configuration 
Max 
Size 

Min 
Ga. 

Stiffness 
Class 

Max Design 
Load (psf)1 

Impact2 

Hardware Type 

Latch 
Throw Min 

(in)3 

Latch 
Strength 
Min (lbf) 

Speed 
(f/s) 

Energy 
(ft-lbs) 

Medallion 
Legion 
Imperial  
Versadoor  
Ultra 
Regent 
Omega 
Fuego 

Inswing/Outswing 
Single 

3’0”x7’0” 18 I ±60 50 350 Cylindrical Lock 
Mortise Lock w/o Deadbolt 

1/2 CYL 
3/4 ML 

630 

Medallion 
Legion 
Imperial  
Versadoor  
Ultra 
Regent 
Omega 
Fuego 

Outswing  
Single 

3’0”x7’0” 18 I ±60 50 350               Mortise Exit 
Rim Exit 

Vertical Rod Exit 

   3/4 ME 
3/4 RE 
1/2 VE 

630 

Medallion 
Legion 
Imperial  
Versadoor 
Ultra 
Regent 
Omega 

Outswing  
Single 

3’0”x8’0” 18 I ±60 50 350 Mortise Lock w/ Deadbolt 
Rim Exit 

Vertical Rod Exit 

3/4 ML 
1 DB 

3/4 RE 
1/2 VE 

720 

Medallion 
Legion 
Imperial  
Versadoor 
Ultra 
Regent 
Omega 
Fuego 

Inswing/Outswing  
Single 

3’0”x7’0” 18 I ±70 50 350 Cylindrical Lock + Deadlock 
Mortise Lock w/ Deadbolt 

Interconnected Cylindrical + 
Deadlock 

1/2 CYL 
3/4 ML 
1 DB 

735 

Trio-HE Inswing/Outswing  
Single 

4’0”x8’0” 18 I ±70 50 350 Cylindrical Lock 
Mortise Lock w/ Deadbolt 

1/2 CYL 
3/4 ML 

1120 

Trio-HE Outswing  
Single 

4’0”x8’0” 18 I ±70 50 350 Rim Exit 
Vertical Rod Exit 
Vertical Rod Lock 

3/4 RE 
1/2 VE 

1120 

Medallion 
Legion 
Imperial 
Versadoor 
Ultra 
Regent 
Omega 
Fuego 

 Outswing  
Single 

4’0”x8’0” 16 I ±70 50 350 Mortise Lock w/ Deadbolt 3/4 ML 
1 DB 

1120 

Medallion 
Legion 
Imperial  
Versadoor 
Ultra 
Regent 
Omega 
Fuego 

Outswing  
Single 

4’0”x8’0” 16 I ±70 50 350                 Rim Exit 
Vertical Rod Exit 
Vertical Rod Lock 

   3/4 RE 
1/2 VE 

1120 
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Model Configuration 
Max 
Size 

Min 
Ga. 

Stiffn
ess 

Class 

Max 
Design 
Load 
(psf)1 

Impact2 

Hardware Type 

Latch 
Throw 

Min (in)3 

Latch 
Strength 
Min (lbf) 

Speed 
(f/s) 

Energy 
(ft-lbs) 

Trio-HE Inswing/Outswing 
Single 

3’0”x7’0” 18 I ±100 50 350 Cylindrical Lock 
Mortise Lock w/ Deadbolt 

1/2 CYL 
3/4 ML 
1 DB 

1050 

Trio-HE Outswing  
Single 

3’0”x7’0” 18 I ±100 50 350 Rim Exit 3/4 RE 1050 

Medallion 
Legion 
Imperial  
Versadoor  
Ultra 
Regent 
Omega 

Outswing  
Pair 

6’0”x7’0” 18 I ±60 50 350 Rim Exit x Rim Exit4 3/4 RE 630 

Trio-HE Inswing/Outswing 
Pair 

6’0”x7’0” 
 

18 I ±70 50 350 Cylindrical Lock + Deadlock x Flush 
Bolts or Surface Bolts 

Mortise Lock w/ DeadBolt x Flush Bolts 
or Surface Bolts 

1/2 CYL 
3/4 ML 
1 DB 

 3/4 FB   
   1 SB 

735 

Trio-HE Outswing  
Pair 

8’0”x8’0” 18 I ±70 50 350 Rim Exit x Rim Exit4 
Vertical Rod Exit x Vertical Rod Exit 

Vertical Rod Exit x Surface Bolts 

3/4 RE 
3/4 VE 

1-1/4 SB 

1120 

Trio-HE Inswing/Outswing 
Pair 

8’0”x8’0” 
 

18 I ±70 50 350 Cylindrical Lock + Deadlock x Flush 
Bolts or Surface Bolts 

Mortise Lock w/ Deadbolt x Flush Bolts 
or Surface Bolts 

1/2 CYL 
3/4 ML 
1 DB 

3/4 FB  
1 SB 

1120 

Trio-HE Outswing  
Pair 

8’0”x8’0” 
 

18 I ±70 50 350 Vertical Rod Lock x Vertical Rod Lock 1/2 VL 688 

Medallion 
 

Outswing  
Pair 

8’0”x8’0” 
 

16 I ±70 50 350 Mortise Lock w/Deadbolt (Active) x 
Surface Bolts (Inactive), Vertical Rod x 
Vertical Rod (Surface Bolts In Lieu Of 

Vertical Rod Inactive) 
Rim Exit x Rim Exit4 

 

3/4 ML 
1 DB 

3/4 RE 
1-1/4 SB 

1120 

Legion 
Imperial 
Versadoor 
Ultra 
Regent 
Omega 
Fuego 

Outswing  
Pair 

8’0”x8’0” 16 I ±70 50 350 Mortise Lock w/ Deadbolt x Surface 
Bolts 

 
 

3/4 ML 
1 DB 

3/4 RE 
1-1/4 SB 

1120 

 
 
1 Glass lights and/or louvers may limit design loads. See details to follow for additional information. 
2 50 f/s – 350 ft-lbs impact meets ASTM E1996 Missile Level D. 

3 CYL – Cylindrical Lock, ML – Mortise Lock, VL – Vertical Rod Lock, DB – Deadbolt/Deadlock, ME – Mortise Exit, RE – Rim Exit, 
VE – Vertical Rod Exit, SB – Surface Bolts, FB – Flush Bolts, ICL – Interconnected Lock, MPL – Multi-Point Lock 

4 Hollow Metal or Hardware Mullion required. 

5 Louvers are excluded from use with Trio-HE doors. 
6 1/2” diameter cutout for viewer optional for all Door Series. 
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Model Configuration 
Max 
Size 

Min 
Ga. 

Stiffness 
Class 

Max 
Design 
Load 
(psf)1 

Impact2 

Hardware Type 

Latch 
Throw 

Min (in)3 

Latch 
Strength 
Min (lbf) 

Speed 
(f/s) 

Energy 
(ft-lbs) 

Medallion 
Legion 
Imperial 
Versadoor 
Ultra 
Regent 
Omega 

Outswing  
Pair 

8’0”x8’0” 
 

16 I ±70 50 350 Vertical Rod Lock x Vertical Rod 
Lock 

 

1/2 VL 
 
 

688 

 
1 Glass lights and/or louvers may limit design loads. See details to follow for additional information. 
2 50 f/s – 350 ft-lbs impact meets ASTM E1996 Missile Level D. 

3 CYL – Cylindrical Lock, ML – Mortise Lock, VL – Vertical Rod Lock, DB – Deadbolt/Deadlock, ME – Mortise Exit, RE – Rim Exit, 
VE – Vertical Rod Exit, SB – Surface Bolts, FB – Flush Bolts, ICL – Interconnected Lock, MPL – Multi-Point Lock 

4 Hollow Metal or Hardware Mullion required. 
5 Louvers are excluded from use with Trio-HE doors. 
6 1/2” diameter cutout for viewer optional for all Door Series 
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Medallion Steel-Stiffened Core Door Details 
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Trio Steel-Stiffened Core Door Details 
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Trio-E Steel-Stiffened Core Door Details 
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Glazed Trio/Trio-E Core Door Details 
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³ 

 
 

Polystyrene Core Door Details 
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Honeycomb Core Door Details 
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Polyurethane Core Door Details 
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Mineral Core Door Details 
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TYPE 2 VISION LIGHT KIT
*SEE LIMITATIONS BELOW

VISION LIGHT KIT DETAILS

TYPE 1 VISION LIGHT KIT
**SEE LIMITATIONS BELOW

 
Applied Glass Kit Details 

 
 

* GLASSLAM SAFETY PLUS 2 laminated glass tested as 3/16 HS glass x 0.090 interlayer x 3/16” HS glass. 
 
 
 



Windstorm Door Installation Instructions 
For Use With FL10723 

 

 Page 13 of 16 

 
 

TYPE 2 VISION LIGHT KIT
*SEE LIMITATIONS BELOW

VISION LIGHT KIT DETAILS

 
 

Applied Glass Kit Details Trio/Trio-E 
 
 

* GLASSLAM SAFETY PLUS 2 laminated glass tested as 3/16 HS glass x 0.090 interlayer x 3/16” HS glass. 
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Flush Welded Glass Kit Details 
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Alternate Flush Welded Glass Kit Details 
 
 
* GLASSLAM SAFETY PLUS 2 laminated glass tested as 3/16 HS glass x 0.090 interlayer x 3/16” HS glass. 
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Louver Details 

 
* Louver kit as shown is excluded from use with water or air infiltration applications 


