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1. DESIGNED AND TESTED IN ACCORDANCE WITH FLORIDA BLDG CODE AND INTERNATIONAL BLDG CODE. 10. THE ANCHOR USED TO ATTACH THE Z—GUIDE TO THE o388 5 [UPDATE NEW SUBNITAL 5725777 | 56
PROFESSIONAL ENGINEER’S SEAL PROVIDED ONLY FOR VERIFICATION OF WIND LOAD CONSTRUCTION DETAILS. CONCRETE JAMB ARE FOR HILTI KBTZ2 (P/N NORMAL FORCE: THE FORCE NORMAL TO THE DOOR OPENING IN 33148 | C_|FBC 2023 REVISION 10/10/23 |_1D
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REQUIREMENTS OF THE FLORIDA BUILDING CODE AS TESTED PER TAS 201—94, LARGE MISSILE IMPACT.
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WHEEL f —— / : WIND PRESSURE WIND PRESSURE
umi — ( 65 PSF 65 PSF
\ wv 46 PSF 50 PSF |\ypacT RaTED| 46 PSF 50 PSF | |\pACT RATED
HEADPLATE _f T T MV WALL HORIZONTAL WH 4 4 4 3-1/2 3-1/2 3-1/2
/‘GU'DE f WALL VERTICAL WV 3 3 3 3 3 3
Vv MT WALL THICKNESS WT 3/8 3/8 3/8 3/8 3/8 3/8
I r oV MIDDLE_HORIZONTAL MH | 3-1/2 3-1/2 3-1/2 3-1/2 3-1/2 3-1/2
L N MIDDLE_VERTICAL MV | 2-1/2 2-1/2 2-1/2 2—1/2 2-1/2 2-1/2
H I MIDDLE_THICKNESS MT /4 1/4 5/16 1/4 /4 5/16
CURTAIN — 30" 0" f r G OUTSIDE HORIZONTAL OH 4 4 4 4 4 4
- - MAX. DOOR I —X—= OUTSIDE_VERTICAL oV ) 4 4 7 7 7
HEIGHT OUTSIDE_THICKNESS oT 1/4 1/4 1/4 1/4 1/4 1/4
i YA oT MH E E 3 3 3 1-3/%4 1-3/4 2-1/2
{ r ) S S 1-5/8 1-5/8 1-5/8 1-5/8 1-5/8 1-5/8
I I Vv Vv 1-3/8 1-3/8 1-3/8 1-3/8 1—3/8 1—3/8
AN f | | G G | 2-15/16 | 2—-15/16 | 2—15/16 | 2—15/16 | 2—-15/16 | 2-15/16
e - - - — K B | OH | X X 1—7/8 1—7/8 1—7/8 1-7/8 1—7/8 1—7/8
/ N - Z Z 15/16 15/16 15/16 15/16 15/16 15/16
A —— WALL BOLT SIZE 172 1/2 172 3/8 3/8 5/8 7z
=t
Eg;TOM— WEATHERSTRIP SECTION WALL BOLT GRADE 5 5 5 N/A N/A N/A 6
o WALL BOLT EMBED N/A N/A N/A 3-1/2 3-1/2 4 4,10
<_MAX DOOR OPENING W|DTH_> WALL BOLT SPACING 18 18 12 12 12 8 2,4
ASSEMBLY BOLT SIZE 1/2 1/2 5/8 1/2 1/2 5/8
ASSEMBLY BOLT GRADE 5 5 5 5 5 5
316 APPROVED UNDER FL# 11305 ASSEMBLY BOLT SPACING 18 18 18 18 18 18 2
MINERAL WOOL ’ WINDLOCK FREQUENCY 2 2 1 2 2 1 3
BACKCOVER, INSULATION — %8 = MOMENT (IN*LBS/FT) 3687 217 6203 3566 4085 6032
24GA MIN NORMAL (LBS/FT) 322 350 455 322 350 455
2 5/8" F265 FRONT SLAT 1 PARALLEL (LBS/FT) 794 925 1417 794 925 1417
22 OR 20GA I H 9974 Y
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