COASTAL POWER SYSTEMS
ROOF PANELS

GENERAL NOTES:

1.  THESE PRODUCT EVALUATION DOCUMENTS REPRESENT A MODULAR
ROOF PANEL COMPONENT SYSTEM DESIGNED AND TESTED IN
ACCORDANCE WITH THE PROVISIONS FOR THE HIGH VELOCITY
HURRICANE ZONE (HVHZ) OF THE CURRENT EDITION OF THE FLORIDA
BUILDING CODE AND MEETS THE LARGE MISSILE IMPACT REQUIREMENTS.

PROJECT # 420-1203
DESCRIPTION

|<7 UNLIMITED 4>|
PRODUCT TESTING WAS TO TAS 201, TAS 202 (STRUCTURAL ONLY) AND
TAS 203 PROTOCOLS WHERE AXIAL LOADS WERE NOT CONSIDERED. TEST

REPORTS: : il : M

ROOF PANEL - CTLA 1749W-2

THE STRUCTURAL INTEGRITY OF THE SUPPORTING STRUCTURE TO WHICH
THESE PANELS ARE ATTACHED IS NOT A PART OF THIS PRODUCT
APPROVAL.

12/15/20

DRAWNING NO:

THE ASSEMBLY OF THIS ROOF PANEL MUST BE AS SHOWN IN THESE
DRAWINGS. . " . i #14 TEK-SCREW

DESIGN WIND AND LIVE LOADS SHALL BE DETERMINED IN ACCORDANCE
WITH CHAPTER 16 OF THE CURRENT EDITION OF THE FLORIDA BUILDING
CODE.

CPS0003

FLAT ROOF PANEL
(SEE SHEET 2 FOR DETAILS)

0.090" THICK
DRIP EDGE

BUILDING DIMENSIONS, DETAILS, UPLIFT, OVERTURNING, FOUNDATION,
ROOF AND OTHER ELEMENTS INCLUDING ATTACHMENT TO SUBSTRATE
WHERE ROOF PANEL WILL BE INSTALLED SHALL BE DESIGNED BY A
FLORIDA LICENSED PROFESSIONAL ENGINEER OR ARCHITECT. #14 TEK-SCREW
6.1.  SUPPORTING SUBSTRATE AS REQUIRED BASED ON INSTALLATION . "
REQUIREMENTS AND LOCATION. : il il 3"x4"x.25
6.2.  SUBSTRATE ANCHOR AS REQUIRED BASED ON INSTALLATION . I | WINDLOAD TUBE @
REQUIREMENTS AND SUBSTRATE MATERIAL. 6061-T6
: : : 3" PANEL SYSTEM

DELAND, FLORIDA 32724

DRAWN BY:
REV:

ROOF PANELS
GENERAL NOTES, D.P. CHART & MOUNTING DETAILS

Fax 321.690.1789

Phone 321.690.1788

ALTERATIONS OR ADDITIONS TO THIS DOCUMENT ARE NOT PERMITTED.

COASTAL POWER SYSTEMS
1965 BENNETT DRIVE

(REFERENCE SHEET 2)
ROOF PANEL TEST UNIT

COMBINATION ROOF PANEL SHALL BE SHEET ALUMINUM 5052-H32 ALLOY
WITH A MINIMUM THICKNESS OF 0.090”

SOLID PANEL OR DOOR PANEL AT ROOF PANEL HEAD
(SEE ADVYM0001 FOR SOLID PANEL AND ADVM0002 FOR DOOR

ROOF PANEL WIND LOAD EXTRUDED TUBES SHALL BE 6061-T6 ALLOY . 112" WIDE X 168” HIGH PANEL)
ALUMINUM. . 5 PANELS SECURED TOGETHER

ATTACHED AT HEAD AND SILL ONLY.
ALL SCREWS AND OTHER FASTENERS SHALL BE CORROSION RESISTANT TESTED DESIGN PRESSURE

MATERIAL OR HAVE CORROSION RESISTANT COATING. 41 TAS 202 +65. -60 PSF DP
4.2. TAS 203 +60, -50 PSF DP

re)
@
=3
©
3
[e]
z
<
o
w
o
o
w

(8]
par}
a
g o
o g
XN
ONK®

=
Zo®
o8z
s S
WS
a -

[RR=t
558
S
=2
[e]
g 3
o
O
=
o

PREPARED BY:

3.75" X 2" ALUMINUM

A
MOUNTING CHANNEL FRobert, & Amoruse

DESIGN PRESSURE RATING (PSF)

IMPACT RATING 3" PANEL SYSTEM

1/2" X 5" SS MACHINE BOLT
W/ NYLOCK NUT

WHERE WATER RATING
IS REQUIRED

WHERE WATER RATING
IS NOT REQUIRED

LARGE MISSILE IMPACT

#14 TEK-SCREW

SUBSTRATE ANCHOR

SUPPORTING
SUBSTRATE
(CONCRETE ) [ 1) 8 et
SHOWN. SEE L o <4 DS IOR L BN

NOTE 6.) SEAR T . 7. : . o a5\

(SIZE/TYPE TO BE
DETERMINED. SEE NOTE 6.)

N/A +60/-50 PSF

BILL OF MATERIALS

LOCATION DESCRIPTION MATERIAL

WINDLOAD WINDLOAD TUBE 3"x4"x.25" ALUMINUM TUBE 6061-T6
WINDLOAD WINDLOAD TUBE 3"x4"x.25" ALUMINUM TUBE 6061-T6
WINDLOAD WINDLOAD TUBE 3"x4"x.25" ALUMINUM TUBE 6061-T6
WINDLOAD WINDLOAD TUBE 3"x4"x.25" ALUMINUM TUBE 6061-T6
ROOF ROOF PANNEL .090" ALUMINUM 5052-H32

ROOF ROOF PANNEL .090" ALUMINUM 5052-H32

ROOF ROOF PANNEL .090" ALUMINUM 5052-H32

ROOF ROOF SEAM .090" ALUMINUM 5052-H32

ROOF ROOF SEAM .090" ALUMINUM 5052-H32

ROOF TRIM .090" ALUMINUM 5052-H32
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NOMINAL SIZE T - CA g - ' _ . . )

112" LENGTHS e A CA Dlgltally S|gned

160" LENGTHS _ - i o : bv Robert J

20" LENGTHS AL g : - L9 y

8" LENGTHS Amoruso

e SOLID OF DOOR PANEL AT SILL Date:

13 83" (SEE ADVMO0001 FOR SOLID WALL PANEL '
2020.12.21

S'x 805" 09:54:40 -05'00'

5" 110" AND ADVM0002 FOR DOOR PANEL)
114" LENGTHS

alb=2INININ|= A ON
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FLAT ROOF PANEL

#14 TEK-SCREW (BEYOND)
.090" ALUMINIUM

2@ @ROOF SEAM @ TRIM ANGLE —
20.25" 090" ALUMINIUM / \ ROOF SEAN
DETAIL-4 — \‘_ —_— CAULKING _/ 090 ALUMINIUM 2122
TYP. 4 CORNERS S N S I <2 gy o
( ) N\ 3"x4"x.25 >_ #14 TEK-SCREW

— 112" . 0 - B ' WINDLOAD TUBE 1
24" MAX. . (14) 6061.T6 T 3" ENCLOSURE

0.C. (TYP.) : (TYPICAL) (NOT PART OF
- - HOLES FOR 1 THIS SUBMITTAL)

#14 TEK- SCREW N 80 50" @ FRAMING DETAIL
_@ _@ _@ _@_ : [ : [ B @” 114" LENGTHS -
. | . Il 40.25" |- 127 TYP.
6" -
28.50" | .
N 2 ‘*— L :

16.75" * ~ 4@

@.25" 4
o — ) I ) | 5" -

INTERIOR TUBE 6.068" ——| 6”

e e e e A CONNECTION

‘ | i i DETAIL 3 [ ! [ . .
(16) : I | - — PROFILE | —n] 313"

PROJECT # 420-1203

DESCRIPTION

12/15/20

DRAWNING NO:
CPS0003

TOP VIEW

DRAWN BY:
REV:

0.75" 12" TYP.

TRIM MATERIAL: .090" ALUMINUM
5052-H32

1965 BENNETT DRIVE
DELAND, FLORIDA 32724
ROOF PANELS
ROOF FRAMING AND FASTENING INFORMATION

Phone 321.690.1788
Fax 321.690.1789

COASTAL POWER SYSTEMS
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CONNECTION
1/4" FILLET WELD DETAIL 4 [

DETAIL-3 —
(TYP. UN.)

(7) HOLES FOR
#14 TEK-SCREW
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ON SIDES FULL
PENETRATION BEVEL f=—25" —= f—24" —=

ROOF FRAMING ROOF FRAMING WELD ON TOP & BOTTOM Florida P.E. ’QZ”.°T5?52

TOP INTERIOR VIEW WITHOUT PANELS TOP EXTERIOR VIEW W/ PANELS -78" °[- 78"

-66.25) -66.2

--54/5" . -545"
(7) HOLES FOR—"]

#14 TEK-SCREW
-42.75" —42.75"

.—3 " .- 1u

FASTENING INFORMATION 192 1025 Digitally signed

ITEM MATERIAL DESCRIPTION by Robert J

414 HEX WASHER HEAD SELF SCREW: 410 STAINLESS MNT. CHANNEL TO ENCLOSURE, . -7.5" .75 AMOruso
WASHER: 18-8 STAINLESS WINDLOAD TO ENCLOSURE, | A .

DRILLING SCREW W/ BONDING SEAL WASHER WINDLOAD TO TRIM/ROOF 49" | 18" 13 Date:

CONNECTIONS 5052-H32.090 AL 5052-H32.090 AL 5052-H32.000 AL | 2020.12.21

ROOF PANEL ROOF PANEL ROOF PANEL | 19-54:57 -05'00"
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