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Printed copies of this document are not

MULLION BULL NOSE STYLE BRACKET considered signed and sealed and the signature
must be verified on any electronic copies.
THIS PRODUCT APPROVAL IS VALID
ONLY FOR THE STATE OF FLORIDA
GENERAL NOTES:

1.

This product has been evaluated and is in compliance with the 9th Edition (2026) Florida Building
Code (FBC) excluding the "High Velocity Hurricane Zone" and conforms to the requirements of FBC
Chapter 17.

Wood bucks by others, must be anchored properly to fransfer loads to the structure and be reviewed
by the Building Official.

. For use on 2x buck or stud construction only. Mullion anchor embedment to base material shall be

beyond wall dressing or stucco.

When used in areas requiring wind borne debris protection, this product does not require protection
from an impact resistant covering when used in Wind Zones 1, 2 and 3 as defined by ASTM E 1996; in
Wind Zone 4, as defined by ASTM E 1996, this product must be protected with an impact resistant
covering complying with FBC Sections 1609.1.2 & R301.2.1.2.

Separate product approvals for each glazing product used with these mullions must be submitted
along with this mullion product approval.

Anchoring of each glazing product to the mullion shall be as shown in each individual glazing
product approval.

Any conditions not covered in this evaluation are subject fo separate engineering evaluation.
Mullion Design Pressure Rating, see Load Rating Table Sheet 2 of this drawing.

The design pressure rating of the assembly shall be the lesser of the load capacity of the mullion as
determined using this approval or the design pressure rating of the individual glazing products used.

Bounding box dimensions for geometric shapes must be equal to or less than the rectangular
dimensions shown herein.
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WOO0D 3100 SERIES STRUCTRUAL TRANSOM MULLION LOAD TABLE (PSF), BULL NOSE BRACKET
MULLION SPAN
MAX. = 76”7 SCREW TRIBUTARY WIDTH
* ANCHORS 28" 30" 32" 34" 36" 38" 40" 42" 44" 46" 48" 50" 54"
N GLAZING 76" 52 51 49.01 4595 4324 40.84 38.69 36.76 35.01 33.42 31.96 30.63 29.41 27.23
N PRODUCT 72" 5543 5173 48.50 4565 4311 40.84 38.80 36.95 3527 3374 32.33 31.04 28.74
i 70" 57.01 53.21 49.89 46.95 4434 42.01 39.91 38.01 36.28 34.70 33.26 31.93 29.56
T (——— 68" 58.69 5478 5135 48.33 45 65 43.24 41.08 39.13 37.35 3572 34.24 32.87 30.43
66" 60.47 56.44 52.91 49.80 47.03 44 56 4233 4031 38.48 36.81 35.27 33.86 31.35
64" 62.36 58.20 54 56 5135 48.50 45.95 43.65 4157 39.68 37.96 36.38 34.92 32.33
%égﬁ‘g %SEZ)’J"CGT 62" 64.37 60.08 56.32 53.01 50.06 47.43 45.06 4291 40.96 39.18 3755 36.05 33.38
60" 66.51 62.08 58.20 5478 5173 49.01 46.56 4434 4233 4049 38.80 37.25 34.49
T 58" 68.81 64.22 60.21 56.67 53.52 50.70 4817 4587 4379 4188 4014 38.53 35.68
56" 7127 66.51 62.36 58.69 55.43 52.51 49.89 47 51 4535 4338 4157 39.91 36.95
z 54" 73.90 68.98 64.67 60.86 57.48 54.46 51.73 49.27 47.03 44.99 4311 4139 38.32
o 52" 76.75 7163 67.15 63.20 59.69 56.55 53.72 5116 4884 46.72 44.77 42.98 39.79
g 50" 79.82 74.50 69.84 65.73 62.08 58.81 55.87 53.21 50.79 4858 46.56 44.70 41.39
g 48" 83.14 77.60 72.75 68.47 64.67 61.26 58.20 55.43 52.91 50.61 4850 46.56 4311
~ 46" 86.76 80.97 75.91 71.45 67.48 63.93 60.73 57.84 55.21 52.81 50.61 4858 44.99
s 44" 90.70 84.65 79.36 74.70 70.55 66.83 63.49 60.47 57.72 55.21 52.91 50.79 47.03
Wi+ W2 42" 95.02 88.69 83.14 78.25 73.90 70.02 66.51 63.35 60.47 57.84 5543 53.21 49.27
TRIBUTARY WIDTH = S, 40" 99.77 93.12 87.30 82.16 77.60 73.52 69.84 66.51 63.49 60.73 58.20 55.87 51.73
38" 105.02 98.02 91.89 86.49 81.68 77.39 73.52 70.02 66.83 63.93 61.26 58.81 54.46
36" 110.86 103.47 97.00 91.29 86.22 81.68 77.60 73.90 70.55 67.48 64.67 62.08 57.48
M&J’&{O’i 37’36’3,"’ — 34" 117.38 109.55 102.71 96.66 91.29 86.49 82.16 78.25 7470 71.45 68.47 65.73 60.86
32" 120.00 116.40 109.13 102.71 97.00 91.89 87.30 83.14 79.36 75.91 72.75 69.84 64.67
30" 120.00 120.00 116.40 109.55 103.47 98.02 93.12 88.69 84.65 80.97 77.60 74.50 68.98
28" 120.00 120.00 120.00 117.38 110.86 105.02 99.77 95.02 90.70 86.76 83.14 79.82 73.90
g GLAZING 26" 120.00 120.00 120.00 120.00 119.38 113.10 107.45 102.33 97.68 93.43 89.54 85.96 79.59
PRODUCT 24" 120.00 120.00 120.00 120.00 120.00 120.00 116.40 110.86 105.82 101.22 97.00 93.12 86.22
 — INSTRUCTIONS FOR USE OF THE MULLION LOAD TABLE:
ostenors B comectors I+ arese within 3000 fC (14 m) of 1. DETERMINE THE DESIGN LOAD REQUIREMENT FOR THE PARTICULAR OPENING AS
- GLAZING caltwater coastline shall comply with FBC Sections 1711.1 or R332.1. SPECIFIED BY THE BUILDING DESIGNER (ARCHITECT OR ENGINEER OR RECORD).
= PRODUCT 2. FOR THE PARTICULAR OPENING, DETERMINE THE TRIBUTARY WIDTH AND MULLION

SPAN. REFERENCE THE SKETCHES ON THIS SHEET FOR MULLION SPAN AND
TRIBUTARY WIDTH DETERMINATION.

3. IN THE FIRST COLUMN OF THE TABLE, LOCATE THE MULLION SPAN.
TABLE, LOCATE THE TRIBUTARY WIDTH.

RATING GIVEN IN PSF.
DESIGN LOAD REQUIREMENT DETERMINED IN STEP 1 ABOVE.

THE FOLLOWING:

1. SUBSTITUTE (1 FOR 1) 1/4"—14 SELF—DRILLING SCREWS FOR THE FASTENERS SHOWN IN THE

SECTION THRU MULLION & FRAME

INDIVIDUAL GLAZING PRODUCT APPROVAL.

2. SUBSTITUTE #8—18 PANHEAD SELF—DRILLING SCREWS FOR THE FASTENERS SHOWN IN THE
INDIVIDUAL GLAZING PRODUCT APPROVAL. MAXIMUM FASTENER SPACING ALLOWED IS 6" FROM EACH
END AND AT 15" 0.C. MAX. SPACING.

NOTE: A MINIMUM OF 3 THREADS OF THE SELF—DRILLING SCREWS MUST PROTRUDE THROUGH THE WALL OF THE
THIS SECTION VIEW IS SHOWN FOR ILLUSTRATIVE PURPOSES; OTHER FRAME SECTIONS OF FLORIDA APPROVED

MULLION.

WINDOWS BY ALSIDE WINDOWS CAN BE USED IN THIS FASHION.

IN THE FIRST ROW OF THE
AT THE INTERSECTION OF THE ROW CONTAINING THE
MULLION SPAN AND THE COLUMN CONTAINING THE TRIBUTARY WIDTH, READ THE MULLION LOAD
THE MULLION LOAD RATING MUST BE EQUAL TO OR GREATER THAN THE

I —— FOR ANCHORING GLAZING PRODUCTS TO THE MULLION, ANCHOR SIZE AND SPACING SHALL BE AS SPECIFIED IN ONE OF

3100 STRUCTURAL TRANSOM
MULLION
MULLION LOAD TABLE FOR

PRODUCT:

CONCRETE SCREW ANCHORS
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L
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