
ALUMINUM COILS, INC.
ALUMINUM SOFFITS

GE
N

ER
AL

 N
O

TE
S 

&
SO

FF
IT

 D
ET

AI
LS

9/
19

/2
02

5 
9:

32
 A

M
c:

\u
se

rs
\d

yl
an

iw
at

a\
bu

ild
in

g 
dr

op
s,

 in
c\

bu
ild

in
g 

dr
op

s l
an

di
ng

 - 
co

m
m

on
\p

ro
je

ct
s\

al
um

in
um

 c
oi

ls\
fb

c-
25

-0
33

9.
1 

- f
bc

 su
bm

itt
al

 - 
fl1

21
94

 a
lu

m
in

um
 so

ffi
t p

ro
du

ct
s\

dw
gs

\a
lc

00
2.

dw
g

SHEET:

DWG. #:

SCALE:

DWG. BY:
DATE:

CHK. BY:

ALC002

OF 11

NTS
DB HFN

1

REMARKS

TI
TL

E:

BY DATE

PR
EP

AR
ED

 B
Y:

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION

TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.

5001 W KNOX ST.
TAMPA, FL 33634

PH: (813) 249-9742

07.16.2025

BU
IL

DI
N

G 
DR

O
PS

, I
N

C.
19

00
 N

E 
M

IA
M

I C
T,

 S
U

IT
E 

2-
15

M
IA

M
I, 

FL
 3

31
32

PH
: (

95
4)

 3
99

-8
47

8
FA

X:
 (9

54
) 7

44
-4

73
8

W
EB

: w
w

w
.b

ui
ld

in
gd

ro
ps

.c
om

AL
U

M
IN

U
M

 S
O

FF
IT

S

HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT
EDITION OF THE FLORIDA BUILDING CODE (FBC),
EXCLUDING HVHZ AND HAS BEEN EVALUATED
ACCORDING TO THE FOLLOWING:
· AAMA 1402-09
· ASTM E330-14

2. ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY AND 2X FRAMING AS A
MAIN WIND FORCE RESISTING SYSTEM CAPABLE
OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT
OF RECORD FOR THE PROJECT OF INSTALLATION.

3. ALUMINUM SOFFITS MEET THE REQUIREMENTS
OF CHAPTER 14 OF THE FLORIDA BUILDING CODE.

4. ALUMINUM SOFFIT SPECIFICATIONS:
· ALUMINUM MATERIAL: 3105 H-14
· MINIMUM SOFFIT THICKNESS: 0.0135"
· REFER TO DESIGN PRESSURE TABLE, SHEET 1

FOR ALLOWABLE DESIGN PRESSURES.

5. WALLS AND FRAMING TO RECEIVE ALUMINUM
SOFFIT SHALL BE CHECKED FOR STRUCTURAL
ADEQUACY, CRACKS AND DEFECTS THAT SHALL BE
ELIMINATED.

6. INSTALLATION OF THE SOFFIT AND ACCESSORY
PRODUCTS SHALL BE DONE IN ACCORDANCE WITH
THE MANUFACTURER'S INSTRUCTIONS AND THE
APPLICABLE SECTIONS OF THE FBC.

4"

12" T4 SOFFIT

4´´

12´´ 16´´
4´´

16"

4"

LEGEND:

· TRIPLE 4 OR T4 HAS "V" GROOVES EVERY 4"
ACROSS WIDTH, AND EACH PANEL IS 12" WIDE.

· QUAD 4 OR Q4 HAS "V" GROOVES EVERY 4"
ACROSS WIDTH, AND EACH PANEL IS 16" WIDE.

12" O.C.

SOLID PANEL SOLID PANEL

4´´

12´´ 16´´
4´´

CENTER VENT CENTER VENT

4´´

12´´ 16´´
4´´

FULL VENT FULL VENT

16" Q4 SOFFIT

NET FREE AREA PER FT (IN²/FT)

SOFFIT TYPE FULL VENT CENTER VENT SOLID PANEL

12" T4 15.5 5.2 0

16" Q4 19.8 9.9 0

TABLE OF CONTENTS

SHEET SHEET DESCRIPTION

1 GENERAL NOTES & SOFFIT DETAILS

2 APPROVED SYSTEMS

3 WALL CONNECTIONS 1-4

4 WALL CONNECTIONS 5-8

5 WALL CONNECTIONS 9-11

6 EAVE CONNECTIONS 1-4

7 EAVE CONNECTIONS 5-8

8 EAVE CONNECTIONS 9-12

9 CENTER CONNECTIONS 1-4

10 CENTER CONNECTIONS 5-6

11 CEILING CONNECTIONS 1-2

8" O.C.
4" O.C.

8" O.C.
4" O.C.
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AP
PR
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VE

D 
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ST
EM

S

APPROVED SYSTEMS

SOFFIT TYPE
MAX. PANEL
WIDTH (IN.) SYSTEM NO. WALL CONNECTION

CENTER
CONNECTION
(EVENLY SPACED

BETWEEN WALL & EAVE)

EAVE CONNECTION CEILING
CONNECTION

DESIGN PRESSURE
(PSF)

12" T4 OR 16" Q4

10.5 10.5JJ-1 1

-

1

-

+43.3/-43.3

12

12F-1 6 3 +40.0/-40.0
12F-2 3 4 +48.0/-64.2
12F-3 8 3 +40.0/-40.0
12F-4 8 4 +48.0/-64.2
12F-5 4 4 +83.3/-80.0
12J-1 9 5 +70.0/-73.3
12J-2 2 5 +66.7/-53.3
12JJ-1 1 1 +70.0/-60.0

12" T4

16

16F-1 5 6 +53.3/-53.3

12" T4 OR 16" Q4
16F-2 4 7 +53.3/-46.7
16F-3 3 8 +27.0/-36.1
16F-4 6 3 +25.6/-25.6

12" T4 16F-5 8 6 +53.3/-53.3

12" T4 OR 16" Q4

16F-6 8 3 +25.6/-25.6
16F-7 8 7 +56.7/-46.7
16F-6 4 7 +53.3/-46.7
16F-7 8 7 +90.0/-66.7
16J-1 10 8 +23.5/-31.4
16J-2 9 5 +53.3/-53.3
16J-3 2 5 +66.7/-53.3
16JJ-1 1 2 +32.7/-32.7
16JJ-2 1 1 +43.3/-33.3
16B-1 12 1 9 +93.3/-86.7

12" T4

24

24F-1 5 2 10 +80.0/-90.0
24F-2 7 2 10 +80.0/-76.6

12" T4 OR 16" Q4
24F-3 5 3 11 +80.0/-60.0
24F-4 7 3 11 +80.0/-60.0

12" T4 24F-5 8 2 10 +80.0/-76.6
12" T4 OR 16" Q4 24F-6 8 3 11 +80.0/-60.0

12" T4 24J-1 11 4 10 +60.0/-60.0

12" T4 OR 16" Q4

24J-2 11 5 11 +53.3/-53.3

>24
>24J-1 10 6 12 +60.0/-60.0

C-1 - - - 1 +70.0/-60.0
C-2 - - - 2 -40.0
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BUILDING DROPS, INC
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MIAMI, FL 33132
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W
AL

L 
CO

N
N

EC
TI

O
N

S 
1-

4

3
VERTICAL SECTION

WALL CONNECTION 4
D

3
VERTICAL SECTION

WALL CONNECTION 1
A

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

3
VERTICAL SECTION

WALL CONNECTION 2
B

3
VERTICAL SECTION

WALL CONNECTION 3
C

INTERIOR

WOOD

THREE (3) 18 GA. 1/4"
CROWN X 1" LEG STAPLES IN
DIAMOND PATTERN SPACED

24" O.C. SECURING
J-CHANNEL TO JOISTS

DIAMOND PATTERN

3/8"

3/8"

STAPLE

ONE (1) 18 GA. 1/4" CROWN X 1"
LEG STAPLE LOCATED IN THE
VERTICAL LEG OF THE J-CHANNEL
SPACED 12" O.C.

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4"
CROWN X 1" LEG STAPLES IN
DIAMOND PATTERN SPACED

12" O.C. SECURING
J-CHANNEL TO 1X2 WOOD

NAILING STRIP

DIAMOND PATTERN

3/8"

3/8"

STAPLE

ONE (1) 18 GA. 1/4" CROWN X 3/4"
LEG STAPLE LOCATED IN THE
VERTICAL LEG OF THE J-CHANNEL
THROUGH THE FEMALE LEG OF
THE PANEL LAP AND J-CHANNEL
INTO NAIL STRIP

1X2 WOOD NAILING STRIP

J-CHANNEL

EXTERIOR INTERIOR

J-CHANNEL

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

INTERIOR

WOOD

THREE (3) 18 GA. 1/4"
CROWN X 3/4" LEG STAPLES

IN DIAMOND PATTERN
SPACED 24" O.C.

DIAMOND PATTERN

3/8"

3/8"

STAPLE

F-CHANNEL

NOTE: F-CHANNEL CAN BE PLACED IN
THE FOLLOWING CONFIGURATIONS:

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

INTERIOR

WOOD

THREE (3) 18 GA. 1/4"
CROWN X 3/4" LEG STAPLES

IN DIAMOND PATTERN
SPACED 16" O.C.

DIAMOND PATTERN

3/8"

3/8"

STAPLE

F-CHANNEL

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

W
AL

L 
CO

N
N

EC
TI

O
N

S 
5-

8

4
VERTICAL SECTION

WALL CONNECTION 8
D

4
VERTICAL SECTION

WALL CONNECTION 5
A

4
VERTICAL SECTION

WALL CONNECTION 6
B

4
VERTICAL SECTION

WALL CONNECTION 7
C

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

INTERIOR

WOOD

F-CHANNEL

ONE (1) MIN. 3/8" HEAD DIAMETER
NAIL, MIN. 1.25" EMBEDMENT
SPACED 24" O.C.

TIMBER FRAMING

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

INTERIOR

CONCRETE/MASONRY

F-CHANNEL

ONE (1) 14 GA. 5/8" LONG T NAIL OR 9
GA., MIN. 5/8" LONG STUB NAIL WITH
3/8" DIAMETER HEAD SPACED 8" O.C.

NOTE: F-CHANNEL CAN BE PLACED IN
THE FOLLOWING CONFIGURATIONS:

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

INTERIOR

WOOD

THREE (3) 18 GA. 1/4"
CROWN X 1" LEG STAPLES

IN DIAMOND PATTERN
SPACED 16" O.C.

DIAMOND PATTERN

3/8"

3/8"

STAPLE

F-CHANNEL

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

EXTERIOR

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

INTERIOR

WOOD

F-CHANNEL

ONE (1) MIN. 1.5" X 11 GA.
SMOOTH SHANK ROOFING NAIL
SPACED 16" O.C.

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.
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FLORIDA P.E. No. 73778
BUILDING DROPS, INC
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MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578
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W
AL

L 
CO

N
N

EC
TI

O
N

S 
9-

11

5
VERTICAL SECTION

WALL CONNECTION 9
A

5
VERTICAL SECTION

WALL CONNECTION 10
B

5
VERTICAL SECTION

WALL CONNECTION 11
C

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4"
CROWN X 3/4" LEG STAPLES

IN DIAMOND PATTERN
SPACED 12" O.C.

DIAMOND PATTERN

3/8"

3/8"

STAPLE

OPTIONAL: ONE (1) 18 GA. 1/4"
CROWN X 1" LEG STAPLE
THROUGH FEMALE SOFFIT LOCK
AND J-CHANNEL INTO BATTEN

MIN. 2X NO. 2 SYP WOOD
BATTEN OR JOIST

EXTERIOR INTERIOR

J-CHANNEL

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4"
CROWN X 3/4" LEG STAPLES

IN DIAMOND PATTERN
SPACED 24" O.C.

DIAMOND PATTERN

3/8"

3/8"

STAPLE

MIN. 1X2 NO. 2 SYP
WOOD BATTEN OR JOIST

EXTERIOR INTERIOR

J-CHANNEL

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4"
CROWN X 1" LEG STAPLES

IN DIAMOND PATTERN
SPACED 16" O.C.

DIAMOND PATTERN

3/8"

3/8"

STAPLE

OPTIONAL: ONE (1) 18 GA. 1/4"
CROWN X 1" LEG STAPLE
THROUGH FEMALE SOFFIT LOCK
AND J-CHANNEL INTO BATTEN

MIN. 1X2 NO. 2 SYP
WOOD BATTEN OR JOIST

EXTERIOR INTERIOR

J-CHANNEL

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

3
VERTICAL SECTION

WALL CONNECTION 12
B

MAX. PANEL WIDTH WALL

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4"
CROWN X 1" LEG STAPLES IN
DIAMOND PATTERN SPACED

12" O.C. SECURING
J-CHANNEL TO 1X2 WOOD

NAILING STRIP

DIAMOND PATTERN

3/8"

3/8"

STAPLE

ONE (1) 18 GA. 1/4" CROWN X 3/4"
LEG STAPLE LOCATED IN THE
VERTICAL LEG OF THE J-CHANNEL
SPACED 8" O.C.

1X2 WOOD NAILING STRIP

EXTERIOR INTERIOR

J-CHANNEL

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

EA
VE

 C
O

N
N

EC
TI

O
N

S 
1-

4

6
VERTICAL SECTION

EAVE CONNECTION 4
D

6
VERTICAL SECTION

EAVE CONNECTION 1
A

6
VERTICAL SECTION

EAVE CONNECTION 2
B

6
VERTICAL SECTION

EAVE CONNECTION 3
C

INTERIOREXTERIOR

J-CHANNEL

MAX. PANEL WIDTH

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4" CROWN
X 1" LEG STAPLES IN DIAMOND

PATTERN SPACED 12" O.C.
SECURING J-CHANNEL TO

FASCIA BOARD

DIAMOND PATTERN

3/8"

3/8"

STAPLE

ONE (1) 18 GA. 1/4" CROWN X
1" LEG STAPLE SECURING THE

NAILER OF EACH FEMALE LOCK
OR SPACED 16" O.C. SECURING

EACH PANEL LAP

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

INTERIOREXTERIOR

J-CHANNEL

MAX. PANEL WIDTH

ALUMINUM SOFFIT

THREE (3) 18 GA. 1/4" CROWN
X 1" LEG STAPLES IN DIAMOND

PATTERN SPACED 8" O.C.
SECURING J-CHANNEL TO

FASCIA BOARD

DIAMOND PATTERN

3/8"

3/8"

STAPLE

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD FASCIA BOARD

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD
ONE (1) MIN. 3/8" X

3/8" CROWN STAPLE
SPACED 16" O.C. IN

SOFFIT FLUTE

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 24" O.C. IN FASCIA CAP

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARDONE (1) MIN 18 GA., 1/4"
CROWN X 3/4"

LEG STAPLE SPACED 8"
O.C. AND SECURING EACH

PANEL LAP

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 16" O.C. IN FASCIA CAP

ALUMINUM SOFFIT ALUMINUM SOFFIT
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LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

EA
VE

 C
O

N
N

EC
TI

O
N

S 
5-

8

7
VERTICAL SECTION

EAVE CONNECTION 8
D

7
VERTICAL SECTION

EAVE CONNECTION 5
A

7
VERTICAL SECTION

EAVE CONNECTION 6
B

7
VERTICAL SECTION

EAVE CONNECTION 7
C

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD

ONE (1) 18 GA., 1/4" CROWN X 3/4" LEG
STAPLE SHALL BE INSTALLED AT EACH OF THE
FOLLOWING LOCATIONS:  THE FEMALE LEG OF THE LAP,
THE MALE LEG OF THE LAP, AND THE CENTER FLUTE.
ALTERNATELY, ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16" HEAD DIAMETER
TRIM NAIL MAY BE PLACED AT THE CENTER FLUTE
INSTEAD OF A STAPLE

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 8" O.C. IN PANEL

FLUTES OPPOSITE STAPLES IN
FASCIA CAP

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARDONE (1) MIN 18 GA., 1/4"
CROWN X 1"

LEG STAPLE SPACED 4"
O.C. AND SECURING EACH

PANEL LAP

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 12" O.C. IN FASCIA CAP

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD

ONE (1) 18 GA., 1/4" CROWN X 3/4" LEG
STAPLE SHALL BE INSTALLED AT EACH OF THE
FOLLOWING LOCATIONS:  THE FEMALE LEG OF THE LAP,
THE MALE LEG OF THE LAP, AND 4" O.C. IN THE FLUTES
BETWEEN LAPS

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 16" O.C. IN FASCIA CAP

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARDONE (1) MIN 18 GA., 1/4"
CROWN X 3/4"

LEG STAPLE SPACED 8"
O.C. IN SOFFIT FLUTE

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 24" O.C. IN FASCIA CAP

ALUMINUM SOFFIT

ALUMINUM SOFFIT

ALUMINUM SOFFIT

ALUMINUM SOFFIT



9/
19

/2
02

5 
9:

32
 A

M
c:

\u
se

rs
\d

yl
an

iw
at

a\
bu

ild
in

g 
dr

op
s,

 in
c\

bu
ild

in
g 

dr
op

s l
an

di
ng

 - 
co

m
m

on
\p

ro
je

ct
s\

al
um

in
um

 c
oi

ls\
fb

c-
25

-0
33

9.
1 

- f
bc

 su
bm

itt
al

 - 
fl1

21
94

 a
lu

m
in

um
 so

ffi
t p

ro
du

ct
s\

dw
gs

\a
lc

00
2.

dw
g

SHEET:

DWG. #:

SCALE:

DWG. BY:
DATE:

CHK. BY:

ALC002

OF 11

NTS
DB HFN

8

REMARKS

TI
TL

E:

BY DATE

PR
EP

AR
ED

 B
Y:

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
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TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

EA
VE

 C
O

N
N

EC
TI

O
N

S 
9-

12

8
VERTICAL SECTION

EAVE CONNECTION 12
D

8
VERTICAL SECTION

EAVE CONNECTION 9
A

8
VERTICAL SECTION

EAVE CONNECTION 10
B

8
VERTICAL SECTION

EAVE CONNECTION 11
C

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD

ONE (1) MIN 18 GA., 1/4"
CROWN X 3/4"

LEG STAPLE SPACED 4" O.C.

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 12" O.C. THROUGH THE

SOFFIT PANEL FLUTES

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD

ONE (1) MIN 18 GA., 1/4"
CROWN X 1"

LEG STAPLE SPACED 8" O.C. IN
SOFFIT FLUTE

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 12" O.C. IN FASCIA CAP

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARD

ONE (1) MIN 18 GA., 1/4"
CROWN X 1"

LEG STAPLE SPACED 8" O.C. IN
SOFFIT FLUTE

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 16" O.C. IN FASCIA CAP

       FASCIA CAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

FASCIA BOARDONE (1) 18 GA., 1/4" CROWN X 3/4" LEG
STAPLE SHALL BE INSTALLED AT EACH OF THE

FOLLOWING LOCATIONS:  THE FEMALE LEG OF
THE LAP, THE MALE LEG OF THE LAP, AND THE

CENTER FLUTE.

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER TRIM NAIL
SPACED 12" O.C. IN FASCIA CAP

ALUMINUM SOFFIT ALUMINUM SOFFIT

ALUMINUM SOFFIT ALUMINUM SOFFIT
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LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

CE
N

TE
R 

CO
N

N
EC

TI
O

N
S 

1-
4

9
VERTICAL SECTION

CENTER CONNECTION 4
D

9
VERTICAL SECTION

CENTER CONNECTION 1
A

9
VERTICAL SECTION

CENTER CONNECTION 2
B

9
VERTICAL SECTION

CENTER CONNECTION 3
C

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

MIN. 1X2 NO. 2 SYP
WOOD BATTEN

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER FINISHING NAIL
SPACED 8" O.C.

ONE (1) MIN 18 GA., 1/4"
CROWN X 3/4" LEG STAPLE

THROUGH THE FEMALE LEG
OF THE PANEL LAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

NOMINAL 1X2 NO. 2
SYP WOOD BATTEN

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER FINISHING NAIL
SPACED 4" O.C.

ONE (1) MIN 18 GA., 1/4"
CROWN X 1" LEG STAPLE

SPACED 12" O.C. SECURING
EACH PANEL LAP

ONE (1) MIN. 2.25" X 7D RING SHANK NAIL
AT 24" O.C. ANCHORING THE 1X2 BATTEN
TO THE RAFTER

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

NOMINAL 1X2 NO. 2
SYP WOOD BATTEN

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER FINISHING NAIL
SPACED 4" O.C.

ONE (1) MIN 18 GA., 1/4"
CROWN X 1" LEG STAPLE

SECURING THE NAILER OF
EACH FEMALE LOCK OR

SPACED 16" O.C. SECURING
EACH PANEL LAP

ONE (1) MIN. 2.25" X 7D RING
SHANK NAIL AT 24" O.C.
ANCHORING THE 1X2 BATTEN TO
THE RAFTER

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER FINISHING NAIL
SPACED 4" O.C.

ONE (1) MIN 18 GA., 1/4"
CROWN X 1" LEG STAPLE

SPACED 12" O.C. SECURING
EACH PANEL LAP

NOMINAL 1X2 NO.2 SYP SCABBED
BETWEEN RAFTERS WITH ONE (1) MIN.
2.25" X 7D RING SHANK NAIL STRAIGHT
NAILED THROUGH THE RAFTER INTO THE
END OF THE BATTEN OR TWO(2) MIN.
2.25" X 7D RING SHANK NAILS
TOE-NAILED ON EITHER SIDE OF THE
BATTEN AT EACH BATTEN/RAFTER
INTERSECTION.
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION

TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:

CE
N

TE
R 

CO
N

N
EC

TI
O

N
S 

5-
6

10
VERTICAL SECTION

CENTER CONNECTION 5
A

10
VERTICAL SECTION

CENTER CONNECTION 6
B

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

ONE (1) MIN. 1 3/4" LONG X
0.072" DIAMETER X MIN. 3/16"

HEAD DIAMETER FINISHING NAIL
SPACED 4" O.C.

NOMINAL 1X2 NO.2 SYP SCABBED
BETWEEN RAFTERS WITH ONE (1) MIN.
2.25" X 7D RING SHANK NAIL STRAIGHT
NAILED THROUGH THE RAFTER INTO THE
END OF THE BATTEN OR TWO(2) MIN.
2.25" X 7D RING SHANK NAILS
TOE-NAILED ON EITHER SIDE OF THE
BATTEN AT EACH BATTEN/RAFTER
INTERSECTION.

ONE (1) MIN 18 GA., 1/4"
CROWN X 1" LEG STAPLE

SECURING THE NAILER OF
EACH FEMALE LOCK OR

SPACED 16" O.C. SECURING
EACH PANEL LAP

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/RAFTER
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

ONE (1) 18 GA., 1/4" CROWN X 3/4"
LEG STAPLE OR MIN. 1 3/4" LONG X

0.072" DIAMETER X MIN. 3/16" HEAD
DIAMETER TRIM NAIL SHALL BE

INSTALLED AT EACH BATTEN
INTERSECTION AT EACH OF THE

FOLLOWING LOCATIONS: THE FEMALE
LEG OF THE LAP, THE MALE LEG OF
THE LAP, AND THE CENTER FLUTE.

MIN. 1X2 NO. 2 SYP WOOD
BATTENS INSTALLED 12" O.C. FROM
WALL BATTEN AND ATTACHED
WITH ONE (1) MIN. 0.113" X 2-3/8"
RING SHANK NAIL AT EACH
TRUSS/BATTEN INTERSECTION

12" MAX.
O.C.



9/
19

/2
02

5 
9:

32
 A

M
c:

\u
se

rs
\d

yl
an

iw
at

a\
bu

ild
in

g 
dr

op
s,

 in
c\

bu
ild

in
g 

dr
op

s l
an

di
ng

 - 
co

m
m

on
\p

ro
je

ct
s\

al
um

in
um

 c
oi

ls\
fb

c-
25

-0
33

9.
1 

- f
bc

 su
bm

itt
al

 - 
fl1

21
94

 a
lu

m
in

um
 so

ffi
t p

ro
du

ct
s\

dw
gs

\a
lc

00
2.

dw
g

SHEET:

DWG. #:

SCALE:

DWG. BY:
DATE:

CHK. BY:

ALC002

OF 11

NTS
DB HFN

11

REMARKS

TI
TL

E:

BY DATE

PR
EP

AR
ED

 B
Y:

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
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TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN, A
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HERMES F. NORERO, P.E.
FLORIDA P.E. No. 73778
BUILDING DROPS, INC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578

FL12194
FL #:
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11
VERTICAL SECTION

CEILING CONNECTION 1
A

11
VERTICAL SECTION

CEILING CONNECTION 2
B

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/JOIST
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

ONE (1) 18 GA., 1/4" CROWN X 3/4"
LEG STAPLE OR MIN. 1 3/4" LONG X

0.072" DIAMETER X MIN. 3/16" HEAD
DIAMETER TRIM NAIL SHALL BE

INSTALLED AT EACH BATTEN
INTERSECTION AT EACH OF THE

FOLLOWING LOCATIONS: THE FEMALE
LEG OF THE LAP, THE MALE LEG OF
THE LAP, AND THE CENTER FLUTE.

MIN. 1X2 NO. 2 SYP WOOD
BATTENS INSTALLED 12" O.C. WITH
ONE (1) MIN. 0.113" X 2-3/8" RING
SHANK NAIL AT EACH
TRUSS/BATTEN INTERSECTION

12" MAX.
O.C.

INTERIOREXTERIOR

MAX. PANEL WIDTH

TRUSS/JOIST
BY OTHERS AT
24" MAX. O.C.

ALUMINUM SOFFIT

ONE (1) 18 GA., 1/4" CROWN X 3/4"
LEG STAPLE OR MIN. 1 3/4" LONG X

0.072" DIAMETER X MIN. 3/16" HEAD
DIAMETER TRIM NAIL SHALL BE

INSTALLED 12" O.C. AT EACH OF THE
FOLLOWING LOCATIONS: THE FEMALE

LEG OF THE LAP, THE MALE LEG OF
THE LAP, AND THE CENTER FLUTE.

MIN. 7/16" THICK OSB OR PLYWOOD
SHEATHING SHALL BE INSTALLED WITH THE
LENGTH OF BOARD PERPENDICULAR TO THE
TRUSSES/JOISTS. THE SHEATHING SHALL BE
SECURED WITH MIN. 0.113" X 2-3/8" RING
SHANK NAILS SPACED A 6" O.C. AT THE
INTERMEDIATE SUPPORTS AND EDGES.

12" MAX.
O.C.

6" MAX.
O.C.
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