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INSTALLATION NOTES:

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN,
UNLESS OTHERWISE STATED.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBERS OF
ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH OF
THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (.E., WITH OUT
CONSIDERATION OF TOLERANCE). TOLERANCE ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

REFER TO SECTION 7 THROUGH 8 FOR ANCHOR TYPE, SUBSTRATE STRENGTH, EMBEDMENT,

& EDGE DISTANCE REQUIREMENTS. FOLLOW MANUFACTURER INSTALLATION INSTRUCTIONS

FOR INSTALLATION OF ANCHORS.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT
NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE
ANCHOR MANUFACTURER. ADHESIVE ANCHORS MUST BE INSTALLED BY PERSONNEL
CERTIFIED FOR THE SPECIFIED ANCHOR INSTALLATION.

INSTRUCTIONS:

USE CHARTS AS FOLLOWS.

STEP 1 DETERMINE DESIGN WIND LOAD REQUIREMENT BASED ON
WIND VELOCITY, BLDG. HEIGHT, WIND ZONE USING APPLICABLE
ASCE 7 STANDARD.

STEP 2 SEE CHARTS ON SECTION 6 FOR DESIGN LOAD CAPACITY OF
— DESIRED GLASS SIZE.

STEP 3 CHECK MULLION CAPACITY FOR A GIVEN SPACING, HEIGHT,
— SINGLE SPAN, TWIN SPAN, MULTIPLE SPANS AND CORNERS ON
SECTION 4.

STEP 4 USING HEAD/SILL ANCHOR DETAILS, SELECT ANCHOR OPTION
— FROM TABLES ON SECTION 7 & 8 WITH DESIGN RATING MORE
THAN DESIGN LOAD SPECIFIED IN STEP 1 ABOVE.

STEP S CHECK INTERMEDIATE ANCHOR CAPACITY FOR MULTIPLE SPANS
— USING CHARTS OR DETAILS ON SECTION 8.

THE LOWEST VALUE RESULTING FROM STEPS 2, 3, 4, AND 5

STEP6 SHALL APPLY TO ENTIRE SYSTEM.

1.

£ YKKAP AMERICA, Inc.

YHC 300 SSG (Monolithic Glass)
Curtain Wall Systems

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY
WITH THE CURRENT FLORIDA BUILDING CODE, INCLUDING REQUIREMENTS FOR
HVHZ.

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY , 2X AND
STEEL STUD FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND THE
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT
REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE CONDITION CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN , A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS
FOR USE WITH THIS DOCUMENT.

THIS PRODUCT DOES NOT REQUIRE IMPACT PROTECTIVE DEVICES.
MATERIALS INCLUDING BUT NOT LIMITED TO STEEL/METAL SCREWS, THAT

COME INTO CONTACT WITH OTHER DISSIMILAR MATERIALS SHALL MEET THE
REQUIREMENTS OF THE CURRENT FLORIDA BUILDING CODE.
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LIGHT/STANDARD DUTY MULLIONS - VERTICAL SECTIONS
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LIGHT/STANDARD DUTY MULLIONS - VERTICAL SECTIONS
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
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LIGHT/STANDARD DUTY MULLIONS - HORIZONTAL SECTIONS
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LIGHT/STANDARD DUTY CORNER MULLIONS - HORIZONTAL SECTIONS
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DOCUMENTS FOR USE WITH THIS DOCUMENT.
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(
LIGHT/STANDARD DUTY MULLION CAPACITY CHARTS

NOTES

1.

DESIGN PRESSURES ARE LIMITED BY THE MULLION FIBERSTRESS
AND DEFLECTION CAPACITY PER CURRENT FBC SPECIFICATIONS
FOR HVHZ

SELECT DESIGN PRESSURE AND PANEL WIDTH (W) AND OBTAIN
THE MAXIMUM ALLOWABLE DESIGN PRESSURE FOR MULLION.
FOR HORIZONTAL MULLIONS CAPACITY, SEE HORIZONTAL
MULLION CHART.

WHEN PANEL WIDTHS ARE NOT EQUAL, USE THE AVERAGE WIDTH
FROM THE CHART.

CASE 1: SINGLE SPAN WITH UNREINFORCED MULLION

CASE 2: SINGLE SPAN WITH REINFORCED MULLION FULL HEIGHT
CASE 3: TWIN SPAN WITH REINFORCED MULLION AT
INTERMEDIATE SUPPORT ONLY

MULLIONS

M_g{

® 0
N i il
JAMB 'J1' MULLION 'M1" MULLION 'M4'

JAMB 'J4'

REFER TO SECTION 4.2A FOR
LIGHT/STANDARD DUTY CAPACITY TABLE.

MULLION ANCHOR SLEEVE (STD) (3" LONG @ TOP & BOTTOM)
MULLION SPLICE SLEEVE (STD) (6" LONG @ SPLICE)

MULLION WL/DL REINF. SLEEVE (STD) (29" LONG @ ANCHOR)

F-ANCHOR
T-ANCHOR FOR
INTERMEDIATE FOR JAMBS
F-ANCHOR / p
Wy I/ HORIZONTAL
_— / MULLION
T-ANCHOR FOR Y
// INTERMEDIATE
: A2
' //
—= L
b W, W, + W
1 4 I/ Wl/l/ W= %
F-ANCHOR y
FOR JAMBS
SINGLE SPAN 4
REINFORCING LENGTH = FRAME HEIGHT - 12 IN. FE-F?JI\IIAC'\I/-IESR

T-ANCHOR FOR INTERMEDIATE

D/L ANCHOR
OR W/L ANCHOR

HORIZONTAL
MULLION

T-ANCHOR FOR INTERMEDIATE

= Wi+ W,
2

(2) 1/4-20 X 1"
HWH TC
SCREWS (TYPE F)

o
H

O

NESS SSSSSSSRS )
i iay

/|

\
N
N
Yam)

NS ST SS
. wy

" (2)1/4-20X 1"
HWH TC
# SCREWS (TYPE F)

\\\\\\\\\\\\\
Y

(SIS
N

\
\

MULLION 'M2'

JAMB 'J3'

JAMB 'J2'

P

=

HORIZONTAL 'H1'

MULLION 'M3'

HORIZONTAL 'H2'

MULLION 'M5'

P

JAMB ']5'

~

Quality

al s | Inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

J
Z £
~ 8
o N w o 9
= 3 |&:3§Es
. Zwn “m g 2
—ll_l— ~ '3:6 o X =
oY o Ozz2:2
> QO c S35
Zh < G lpszsgaz
oJa o5 > E
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o>—= =<E 8¢ @
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[THE INSTALLATION DETAILS DESCRIBED

HEREIN

RE GENERIQ]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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AR/RV HFN
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SECTION:
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LIGHT/STANDARD DUTY MULLION CAPACITY CHARTS

JAMB/MULLION LOAD CAPACITY (+/- PSF) JAMB/MULLION LOAD CAPACITY (+/- PSF) JAMB/MULLION LOAD CAPACITY (+/- PSF)
CASE 1 CASE 2 CASE 3 CASE 1 CASE 2 CASE 3 CASE 1 CASE 2 CASE 3
NOMINALDIMs, | “AMB= 1141 v ypg, | JAMB-13, U5 NOMINALDIMs, [AMB- UL A& g g |AMB-13, 15T NOMINALDINS. |AVE L&) )y yprg [JAMB-U3, USTE
& MULLION - MULLION - 'M2" & MULLION - MULLION - MULLION - "MD" MULLION - MULLION - MULLION - 'M2 MULLION -
'™M1','M4' '™M3','M5' ™M1, 'MA4' 'M3','M5' ML, 'M4' '™M3','M5'
WIDTH HSEF;QST EXT. {+) EXT. {+) EXT. (+) WIDTH HSE'TQHNT EXT. (+) EXT. (+) EXT. (+) WIDTH HSETQHNT EXT. (+) EXT. (+) EXT. (+)
(W) ) INT. (-) INT. (-) INT. (-) (W) ) INT. (-) INT. (-) INT. (-) (W) H INT. (-) INT. (-) INT. (-)
36 90.0 90.0 90.0 36 90.0 90.0 90.0 36 90.0 90.0 90.0
39 90.0 90.0 90.0 39 90.0 90.0 90.0 39 83.0 90.0 90.0
2 90.0 90.0 90.0 vib] 90.0 90.0 90.0 2 81.7 90.0 90.0
45 90.0 90.0 90.0 45 90.0 90.0 90.0 45 126 76.2 90.0 90.0
48 84 90.0 90.0 90.0 48 108 90.0 90.0 90.0 48 715 90.0 90.0
51 90.0 90.0 90.0 51 90.0 90.0 90.0 51 67.3 90.0 90.0
54 90.0 90.0 90.0 54 90.0 90.0 90.0 54 63.5 90.0 90.0
57 90.0 90.0 90.0 57 90.0 90.0 90.0 36 82.9 90.0 90.0
60 90.0 90.0 90.0 60 90.0 90.0 90.0 39 76.5 90.0 90.0
36 90.0 90.0 90.0 36 90.0 90.0 90.0 2 71.0 90.0 90.0
39 90.0 90.0 90.0 39 90.0 90.0 90.0 45 132 66.3 90.0 90.0
42 90.0 90.0 90.0 2 90.0 90.0 90.0 48 62.2 90.0 90.0
45 90.0 90.0 90.0 45 90.0 90.0 90.0 51 58.5 90.0 90.0
48 90 90.0 90.0 90.0 48 114 90.0 90.0 90.0 54 55.3 89.4 90.0
51 90.0 90.0 90.0 51 90.0 90.0 90.0 36 72.5 90.0 90.0
54 90.0 90.0 90.0 54 85.8 90.0 90.0 39 67.0 90.0 90.0
57 90.0 90.0 90.0 57 81.3 90.0 90.0 42 138 62.2 90.0 90.0
60 90.0 90.0 90.0 60 77.2 90.0 90.0 45 58.0 90.0 90.0
36 9.0 90.0 90.0 36 90.0 90.0 90.0 48 54.4 88.0 90.0
39 90.0 90.0 90.0 39 90.0 90.0 90.0 36 63.8 90.0 90.0
42 90.0 90.0 90.0 42 90.0 90.0 90.0 39 58.9 90.0 90.0
45 90.0 90.0 90.0 45 88.2 90.0 90.0 42 144 54.7 88.5 90.0
48 96 90.0 9.0 90.0 48 120 82.7 90.0 90.0 45 51.1 82.6 90.0
51 90.0 90.0 90.0 51 77.9 90.0 90.0 48 47.9 77.5 90.0
54 90.0 90.0 90.0 54 73.5 90.0 90.0 36 56.5 90.0 90.0
57 9.0 90.0 90.0 57 69.7 90.0 90.0 39 52.1 84.4 90.0
60 90.0 90.0 90.0 60 66.2 90.0 90.0 42 150 48.4 78.3 90.0
36 90.0 90.0 90.0 a5 452 731 %0.0
39 90.0 90.0 90.0 3 04 685 %0.0
42 90.0 90.0 90.0
45 90.0 90.0 90.0
48 102 0.0 0.0 20.0 REFER TO SECTION 4.2 FOR
oL 0.0 20.0 20.0 STANDARD DUTY MULLION DETAILS.
54 90.0 90.0 90.0
57 90.0 90.0 90.0
60 90.0 90.0 90.0

*SLEEVE REINFORCEMENT @ WL + DL, 29" LONG

STANDARD DUTY HORIZONTAL MULLIONS

(+/- PSF)
MAX. D.L.O. HEIGHT
MAX. WIDTH ABOVE HORIZONTAL DESIGN PRESSURE
(IN.) (+/- PSF)
(IN.)
60 144 90

\
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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LIGHT/STANDARD DUTY CORNER MULLIONS

DEAD/WIND LOAD ANCHOR & SLEEVE LOCATION

CORNER MULLION W/O REINFORCING

SINGLE SPAN

ANCHOR

YT
\EV.XEY)

CASE 1: CORNER MULLION

IIHII

ANCHOR

i B e

(2) 1/4-20 X 1" HWH TC
SCREWS (TYPE F)

STEEL TUBE REINF.
LENGTH = FRAME HT. - 6 IN.

CASE 2: CORNER MULLION
W/ STEEL REINF.

CORNER MULLION W/ ALUM. OR STEEL REINFORCING

CASE 1: SINGLE SPAN WITH UNREINFORCED MULLION
CASE 2: SINGLE SPAN WITH REINFORCED MULLION FULL HEIGHT
CASE 3: TWIN SPAN WITH REINFORCED MULLION AT

INTERMEDIATE SUPPORT ONLY

@ MULLION ANCHOR SLEEVE (STD) (3" LONG @ TOP & BOTTOM)

@ MULLION SPLICE SLEEVE (STD) (6" LONG @ SPLICE)

MULLION WL/DL REINF. SLEEVE (STD) (29" LONG @ ANCHOR)

TWIN SPAN

IT Iﬁ
114 M) U )
Yy 7

11
.
/AN U W |
[ A i | |
./

YT
\EV.XEY)

pd

ALUM. SLEEVE REINFORCEMENT
LENGTH =29 IN.

CASE 3: CORNER MULLION
W/ ALUM. SLEEVE

SPAN

||Hu

TWIN SPAN

qul

2"X4"X 1/4"

STEEL TUBE SPLICE
LENGTH - 48 IN.

DEAD LOAD ANCHOR

<=

SEE SECTION 8

SPLICE 13" LONG
AT EXPANSION JOINT

WIND LOAD ANCHOR
SEE SECTION 8

\SPLICE 48" LONG

B AT INTERMEDIATE ANCHOR

ONLY

ANCHOR

4=|

SCREWS (TYPE F)

CASE 3: CORNER MULLION

W/ STEEL SPLICE

(2) 1/4-20 X 1" HWH TC

YK

a p Quality
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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LIGHT/STANDARD DUTY CORNER MULLIONS - CAPACITY CHARTS

CORNER MULLION LOAD CAPACITY (+/- PSF)

CORNER MULLION LOAD CAPACITY (+/- PSF)

CORNER MULLION LOAD CAPACITY (+/- PSF)

NOMINAL DIMS. CASE1 CASE2 CASE 3 NOMINAL DIMS. CASE1 CASE?2 CASE 3
WIDTH HSEF;QHNT EXT. (+) EXT. (+) EXT. (+) IW!D.TH HSEFI’QHNT EXT. (+) EXT. (+) EXT. (+)
W (in) | (in) INT. (-) INT. (-) INT. (-) w(in) | (in) INT. (-) INT. () INT. ()

36 90.0 90.0 90.0 36 90.0 90.0 90.0
39 90.0 90.0 90.0 39 90.0 90.0 90.0
42 90.0 90.0 90.0 42 90.0 90.0 90.0
45 90.0 90.0 90.0 45 90.0 90.0 90.0
48 84 90.0 90.0 90.0 48 108 90.0 90.0 90.0
51 90.0 90.0 90.0 51 90.0 90.0 90.0
54 90.0 9.0 90.0 54 90.0 90.0 90.0
57 90.0 90.0 90.0 57 90.0 90.0 90.0
60 90.0 90.0 90.0 60 90.0 90.0 90.0
36 90.0 90.0 90.0 36 90.0 90.0 90.0
39 90.0 90.0 90.0 39 90.0 90.0 90.0
42 90.0 90.0 90.0 42 90.0 90.0 90.0
45 90.0 90.0 90.0 45 90.0 90.0 90.0
48 % 90.0 90.0 90.0 48 114 90.0 90.0 90.0
51 90.0 9.0 90.0 51 90.0 90.0 90.0
54 90.0 90.0 90.0 54 85.8 90.0 90.0
57 90.0 90.0 90.0 57 81.3 90.0 90.0
60 90.0 90.0 90.0 60 77.2 90.0 90.0
36 90.0 90.0 90.0 36 90.0 90.0 90.0
39 90.0 90.0 90.0 39 90.0 90.0 90.0
4 90.0 90.0 90.0 42 90.0 90.0 90.0
45 90.0 90.0 90.0 45 88.2 90.0 90.0
48 % 90.0 90.0 90.0 48 120 82.7 90.0 90.0
51 90.0 90.0 90.0 51 77.9 90.0 90.0
54 90.0 90.0 90.0 54 73.5 90.0 90.0
57 90.0 90.0 90.0 57 69.7 90.0 90.0
60 90.0 90.0 90.0 60 66.2 90.0 90.0
36 90.0 90.0 90.0

39 90.0 90.0 90.0

42 90.0 90.0 90.0

45 90.0 90.0 90.0

48 102 90.0 90.0 90.0

51 90.0 90.0 90.0

54 90.0 90.0 90.0

57 90.0 90.0 90.0

60 90.0 90.0 90.0

NOMINAL DIMS. CASE1 CASE 2 CASE 3

.W! DTH HSEF;QST EXT. (+) EXT. (+) EXT. (+)

W (in.) H (in) INT. (-) INT. (-) INT. (-)
36 90.0 90.0 90.0
39 88.0 90.0 90.0
42 81.7 90.0 90.0
45 126 76.2 90.0 90.0
48 715 90.0 90.0
51 67.3 90.0 90.0
54 63.5 90.0 90.0
36 82.9 90.0 90.0
39 76.5 90.0 90.0
42 71.0 90.0 90.0
45 132 66.3 90.0 90.0
48 62.2 90.0 90.0
51 58.5 90.0 90.0
54 55.3 90.0 90.0
36 72.5 90.0 90.0
39 67.0 90.0 90.0
42 138 62.2 90.0 90.0
45 58.0 90.0 90.0
48 54.4 90.0 90.0
£ 63.8 90.0 90.0
39 58.9 90.0 90.0
42 144 54.7 90.0 90.0
45 51.1 89.5 90.0
48 47.9 83.9 90.0
36 56.5 90.0 90.0
39 52.1 90.0 90.0
42 150 48.4 84.9 90.0
45 45.2 79.2 90.0
48 42.4 74.3 90.0

CASE 1: SINGLE SPAN WITH UNREINFORCED MULLION

CASE 2: SINGLE SPAN WITH REINFORCED MULLION FULL HEIGHT

CASE 3: TWIN SPAN WITH REINFORCED MULLION AT
INTERMEDIATE SUPPORT ONLY

\

YKIK

a p Quality
s | inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

(HVHZ) (IMPACT)
CORNER MULLION
1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
CAPACITY CHARTS

PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS
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IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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SEE GLAZING

LIGHT/STANDARD DUTY MULLION DOOR DETAILS

OPTIONS SECTION 6

PP9L

@\

®
—®

LM

HORIZONTAL ABOVE DOOR AS FOLLOWS

IT MAX. DESIGN LOADS FOR

HORIZ. SPAN MAX.

DESIGN LOAD
W/O SPLICE REINF. | W/ SPLICE REINF.

97-3/4"

50 PSF 75 PSF

85-3/4"

68 PSF 90 PSF

SEE SEPARATE APPROVAL

FOR YKK AP DOORS

/T, CONNECTION DETAIL

2.0/

FRAME MULLION / DOOR JAMB
LIGHT/STANDARD DUTY

NOTE:
e 5-1/4" DEPTH SHOWN,
8" DEPTH SIMILAR.

DOORS UNDER

SEPERATE APPROVAL

2>\ CONNECTION DETAIL

DOOR JAMB MULLION CAPACITY

| """"‘fl/i\]'ﬁ“"""'

/ \
: ZE N Z Z
> = g =
< A 7 |1l \ A A
2 7/ / I | || N\ 4 4
: % t4 2
N 7 4 7
: N 1%
o]

\ /
b \ | I /

\ I /
A4

A —=—=— DOOR WIDTH —=
ANCHOR TYPE'S'

SEE NOTE BELOW

MAX. DOOR A DP (+/- PSF)
OPNG, WIDTH
78-1/2" 60" 90.0
NOTE:

e FOR DOOR HEIGHT LESS THAN OR EQUAL TO
98-1/2" USE ABOVE TABLE.

e DOORS SHALL BE UNDER SEPARATE
APPROVALS.

REINF. LENGTH

=FRAME HT - 10" TYP.

Q_p|p
e

DOORS UNDER
SEPERATE APPROVAL

5.0/

FRAME MULLION / DOOR JAMB
LIGHT/STANDARD DUTY

/3>, CONNECTION DETAIL

w FRAME MULLION / DOOR JAMB
LIGHT/STANDARD DUTY

YK
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(

MONOLITHIC GLASS OPTIONS - SMALL & LARGE MISSILE IMPACT

NOTES:

1. CHART VALUES PROVIDE MAXIMUM DESIGN PRESSURES ACCORDING TO ASTM E1300 FOR GIVEN GLASS
DIMENSIONS 'a' AND 'b' (a > b), AND CH. 17 OF THE FBC FOR SIZES OTHER THAN TESTED

2. DO NOT EXCEED MULLION CAPACITY SELECTED OR ANCHOR CAPACITY IN DESIGN PRESSURE CHARTS

3. ALLOW FOR SPLAY OF 2.5° AT EACH SIDE, FOR A TOTAL SPLAY OF 5°, AT ALL GLASS LOCATIONS.

SMI GLAZING OPTIONS

9/16" O.A. LAMI CONSISTING OF:

1/4" HEAT STRENGTHENED

9/16" O.A. LAMI CONSISTING OF:
1/4" HEAT STRENGTHENED

3/4"

M

IN.

SILICONE
DOW CORNING 995

—L_|

11/4" MIN. TYP.

GLASS BITE

GLAZING DETAIL AT MULLION

el .060" SAFLEX PVB INTERLAYER o —{ |~ .060" TROSIFOL PVB INTERLAYER BY KURARAY,
F = BY 'EASTMAN' (SOLUTIA) Flg (FORMERLY KNOWN AS BUTACITE BY DUPONT)
g o 1/4" HEAT STRENGTHENED g 2 1/4" HEAT STRENGTHENED
by s by
sl 22 <[z
o [22)
=
( 0 UEE ( ﬁ?
o o
<] ]
o o
2 (58 o (58
= &
GLASS TYPE 'A’ GLASS TYPE 'B'
9/16" 0.A. LAMI CONSISTING OF: 9/16" O.A. LAMI CONSISTING OF:
. 1/4" HEAT STRENGTHENED 1/4" HEAT STRENGTHENED
=M |~ .090" SENTRYGLAS INTERLAYER BY ey [= -075" SAFLEX STORM INTERLAYER
Fl= 'KURARAY' (DUPONT) Fl= BY 'EASTMAN' (SOLUTIA)
Z{n 1/4" HEAT STRENGTHENED Zl, 1/4" HEAT STRENGTHENED
|2 2
b b
NG Tlo
om o
o x o)
(<] <]
o o
w w
= =
< x
w w

GLASS TYPE 'C'

GLASS TYPE 'D'

23/16" Ml

SILICONE
DOW CORNING 995

N/TYP.

GLAZING DETAIL AT CORNER MULLION

1/2" AIR SPACE CONSISTING OF :

- SPACER: ALUMINUM BOX SPACER.
- PRIMARY SEALANT: POLYISOBUTYLENE (PIB).
- SECONDARY SEALANT: STRUCTURAL SILICONE

INTENDED FOR FABRICATION OF INSULATING
GLASS UNITS.

GLASS CAPACITY TABLE (PSF)
GLASS TYPES GLASS TYPES

NOMINAL DIMS. A&B c&D

D.L.O. D.L.O.

WIDTH | HEIGHT |EXT. (+) | INT. (<) [ EXT. (+) | INT.(-)

(in.) (in.)

27 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
45 60 90.0 90.0 90.0 90.0
51 794 79.4 79.4 79.4
57 T1T 7 v ¥ LT L1
63 67.5 67.5 67.5 67.5
69 67.5 67.5 67.5 67.5
27 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
45 66 90.0 90.0 90.0 90.0
51 794 79.4 79.4 79.4
57 T1T ThI LT 751
63 64.3 64.3 64.3 64.3
27 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
45 72 90.0 90.0 90.0 90.0
51 794 79.4 79.4 79.4
57 Falul Fials g 700
59 68.6 68.6 68.6 68.6
27 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 73 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
51 794 79.4 79.4 79.4
54 75.0 75.0 75.0 75.0
27 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 84 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
50 81.0 81.0 81.0 81.0
27 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 90 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
47 86.2 86.2 86.2 86.2
27 90.0 90.0 90.0 90.0
33 94 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
33 90.0 90.0 90.0 90.0
39 102 90.0 90.0 90.0 90.0
41 90.0 90.0 90.0 90.0
33 108 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
33 114 90.0 90.0 90.0 90.0
37 90.0 90.0 90.0 90.0
33 120 90.0 90.0 90.0 90.0
35 90.0 90.0 90.0 90.0
33 126 90.0 90.0 90.0 90.0

* NOTE:

1.

GLASS CAPACITIES ON THIS SHEET ARE BASED
ON ASTM E1300 (3 SEC. GUSTS) AND CHAPTER
17 OF THE CURRENT FBC FOR SIZES OTHER
THAN TESTED.

SETTING BLOCK DUROMETER HARDNESS OF
70-90 (SHORE A) AS REFERENCED IN CHAPTER
24

APPROVED SETTING BLOCKS SHALL BE USED
AND TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER CHAPTER 24.
WHERE REQUIRED, TEMPERED GLASS IS
REQUIRED TO BE USED TO COMPLY WITH
SAFETY GLAZING REQUIREMENTS OUTLINED IN
CHAPTER 24 OF THE CURRENT FBC.

D.L.O. MAY NOT EXCEED MAX DIMENSIONS IN
GLASS CHARTS FOR GLASS TYPE.

PANEL DIMENSIONS

('a'>'b")

__|
Vs

—

a
PANEL WIDTH

]

e
PANEL HEIGHT

ngu
PANEL HEIGHT

-
e

b
PANEL WIDTH

D.L.O. WIDTH = PANEL WIDTH - 3"
D.L.O. HEIGHT = PANEL HEIGHT - 6"

D.L.O.

D.L.O.

T winTH |[T wiDTH |

D.L.O.
HEIGHT

INNAN

D.LO
HEIGHT

D.LO
HEIGHT

\
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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(

F, T & S ANCHOR TYPES

MULLION SPACING OR

BAY WIDTH, 'w',” | W=WI1+W2
FOR T-ANCHORS 2
MULLION SPACING OR|
BAY WIDTH, 'W', W= W1
FOR F-ANCHORS AT
JAMBS
MULLION SPACING OR|
BAY WIDTH, 'W',
FOR F-ANCHORS AT |[*W = W1 + W2
VERTICAL MULL WITH 2

DOORS

MULLION
SPAN
’Hl

lWll

F-ANCHOR

7

F—ANCHOR}

74

T\

/

W

74

Y

\{T ANCHO

2
Rf

AT
&F-ANCHOR

SINGLE SPAN ANCHOR LAYOUT

*REFER TO SECTION 2 FOR ILLUSTRATION OF T
DETERMINING MAX. TRIBUTARY WIDTH

MINIMUM MINIMUM
TYPE | DIAMETER |  ANCHOR TYPE SUBSTRATE EDGE DISTANCE EMBEDMENT
MIN. 3000 PSI CONCRETE .
'UNCRACKED' 31/4
MIN. 3000 PSI CONCRETE
'CRACKED OR 41/2"
. UNCRACKED' .
A 12 HILTIKWIKBOLTTZ e — S RCRACKED o 35/8
'UNCRACKED'
MIN. 4000 PSI CONCRETE
'CRACKED OR 33/4"
UNCRACKED'
MIN. 4000 PSI CONCRETE
B 1/2" H!ALEII-ESR/E m&ggo 'CRACKED OR 5" 5"
UNCRACKED'
MIN. 3000 PSI CONCRETE o
'UNCRACKED'
C 1/2" SCRDEEV\VX ABIE)TLT " MIN. 3000 PSI CONCRETE 41/4"
'CRACKED OR 63/8"
UNCRACKED'
ASTM A325 OR SAE GR.
5 THREADED BOLT WITH
NUT & WASHER OR . MIN. 3 THREADS
D 1/2" DRILL & TAP, MIN. ”‘;TESL'CK' A36 3/4" PENETRATION BEYOND STEEL
OR DEWALT TAP-FLEX STRUCTURE OR NUT
GR. 5 SELF TAPPING
BOLT
. MIN. 4000 PSI CONCRETE . .
E 1/2 SIMPSON TITEN HD o SN 35/8 4
. MIN. 4000 PSI CONCRETE ; ;
F 12 HILTI KWIK BOLT T22 o P SN 4 31/4
“FOR SELF-TAPPING OR DRILL
& TAPPED HOLES, MIN. 3
THREADS PENETRATION
THSREELAFJE/?JPEICL\IL? ?\;{m MIN. 3/16" THICK A36 BEYOND STEEL STRUCTURE.
G 172" D e 3/4" - FOR STANDARD DRILLED
e HOLES, PENETRATION TO BE
SUFFICIENT TO MAINTAIN
FULL ENGAGEMENT WITH
NUT & WASHER
MIN. 4000 PST CONCRETE
H 3/8" SIMPSON TITEN HD 'CRACKED OR 35/8" 31/4"
UNCRACKED'
., MIN. 4000 PSI CONCRETE ; .
| 3/8 HILTI KWIK BOLT T22 o P SN 4 25/16
DEWALT DRIL-FLEX OR MIN. 3 THREADS
J 5/16" HILTI KWIK-FLEX M'NMIIS (;CEG_,EE;EEL 3/4" PENETRATION BEYOND STEEL
SELF-DRILLING : STRUCTURE
MIN. 3500 PSI CONCRETE . .
) #14  |DEWALT CRETE FLEX 5S4 100 Pl CONS 13/4 13/4
1/4" DEWALT ULTRACON+ | MIN. 4000 PSI CONCRETE 11/2" 13/4"
. MIN. 2000 PSI CONCRETE . .
L 1/4 HILTI KWIK-CONII+ oA 13/4 13/4
HALFEN TEE-BOLT GR.
8.8 FOR USEWITH | MIN. 4000 PSI| CONCRETE PER HALFEN'S SPECIFICATIONS
M M12 HT3512 & HT6112 'CRACKED OR 3" HT3512 = 3 1/8"
HALFEN CAST IN UNCRACKED' HT6112 = 6 3/8"
CHANNELS
. DEWALT . ;
N 3/8 SR BT MIN 3000 PSI CONCRETE 37/8 21/2
#14 WOOD SCREW
0 1/4" GR 5 SM SCREW WOOD (MIN SG. = 0.55) 1" 11/4"
1/4" DEWALT ULTACON+
NOTE:
1. ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUCTURER'S INSTALLATION
INSTRUCTIONS.
2. REFER TO ANCHOR LAYOUTS AT RIGHT FOR LOCATIONS AND DETERMINING MAX. SPANS (H) AND
TRIBUTARY WIDTHS (W).
3. FORSITE CONDITIONS NOT SHOWN IN THE DETAILS HEREIN OR EDGE DISTANCE REQUIREMENTS TO
BE MODIFIED, ANCHORS MAY BE ENGINEERED ON A SITE SPECIFIC BASIS.
4. REFER TO SECTION 8 FOR WL & DL ANCHOR CONFIGURATIONS.
5. REFERTO SECTION 7 FORT, F, & S ANCHOR TYPE CAPACITIES.
6. FOR ANCHOR TYPE 'M', FINAL SELECTION OF HALFEN CAST IN CHANNEL & T-BOLTS SHALL BE VERIFIED

BY HALFEN USA IN ACCORDANCE WITH SITE SPECIFIC LOADS PRIOR TO INSTALLATION.

|W1I IW2I — ]
F-ANCHOR T ANCHOR
= ‘\_/' ==
SUPPORT 5 s
SPAN ’ Vi Vi W
IHI ‘
/ / 74 . WLOR DL
. ANCHOR AT
_— | . .“ INTERMEDIATE
‘ .« FLOOR
7 % |-
SUPPORT L
>N 4 4 4 -
Yl TN\

1= AR AR
F-ANCHOR/ \( j/
T-ANCHOR

MULTI SPAN ANCHOR LAYOUT - TYP.

AT
&F-ANCHOR

a p Quality
YKK AP AMERICA
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CURTAIN WALL SYSTEM

(HVHZ) (IMPACT)

MIAMI, FL 33132
PH: (954)399-8478

F, T, &S - ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.
1900 NE MIAMI CT, SUITE 2-15

FAX: (954)744.4738
WEB: www.buildingdrops.com
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[THE INSTALLATION DETAILS DESCRIBED HEREIN
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.
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EDGE OF OPENING SUBSTRATE

BY OTHERS.

SEE INSTALLATION ANCHOR

REQUIREMENTS.

TYPES B, C, D, E, F, G, H, &I \ TYPES B, C, D, E, F, G, H, &I \
\ 71/2" MIN.
3" MIN.—=]
A ¢ MIN. E.D. A——A MIN. E.D.
H 11/4" MIN. 11/4" MIN. P
N ) \
@ G |
|12 11/4" MIN. 11/4" MIN. |
G‘)/ MIN. E.D. == MIN. E.D.
W 5/8" MIN. - 5/8" MIN.
V
F-ANCHOR T-ANCHOR
\ZJ/ CONFIG 1 \ZJ/ CONFIG 1
NOTE:
1. ANCHORS SHOWN HEREIN ARE FOR ILLUSTRATION PURPOSES ONLY. ACTUAL ANCHOR
NOTE- IDENTIFICATION SHALL BE PER ANCHOR MANUFACTURERS INSTALLATION INSTRUCTIONS
« 5.1/4" DEPTH SHOWN, 8" 2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED TO T.O. HEX NUT AND SHEAR BLOCKS MAY
DEPTH SIMILAR WITH #73 BE NOTCHED TO ALLOW FOR ANCHOR CLEARANCE.
AND #74 END ANCHORGS. 3. REFER TO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE.
SEE NOTES 1-3 —~_| 33)34 SEE NOTES 1-3 —_|
| — — =: -
\\ p
limzs = S R i
S f 1’1/ Lo 7 2 ig::.j/
<,’ ::2> ) 1
w un : 73
ol AN MIN. . o MIN.
gusl :A/ EMBEDMENT ) A EMBEDMENT
Al E; ) :EE
/L?f <f” / Ry

CONCRETE OR STEEL SUBSTRATE /

SEE INSTALLATIOBI\TgI;II-EEROSR. EXTE R I O R VI EW

REQUIREMENTS F-ANCHOR (TYPICAL)

EXTERIOR VIEW

T-ANCHOR (TYPICAL)

< CONCRETE OR STEEL SUBSTRATE

BY OTHERS.
SEE INSTALLATION ANCHOR
REQUIREMENTS

\
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YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001
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FAX: (954)744.4738
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1/ 1
|<—3"IVIIN-—— MIN.  MIN. E.D. —————— MIN. MIN. E.D.
N EDGE OF OPENING
© SUBSTRATE BY OTHERS.
SEE INSTALLATION
3 ANCHOR REQUIREMENTS MIN. 3" MIN. 3"
— [ MIN. INSTALLATION ANCHOR [ <
@ TYPESA, K, L, & N @
®
U=
T N Ty & e
@D/ MIN. E.D. 1/2" MIN. - MIN. E.D.
INSTALLATION ANCHOR
TYPESA, K, L, & N
EDGE OF OPENING SUBSTRATE
BY OTHERS.
SEE INSTALLATION ANCHOR
/3 HORIZONTAL SECTION /& \HORIZONTAL SECTION SEE INSTALLATI
\Z.JZ/ F-ANCHOR \ZJ/ T-ANCHOR
CONFIG 2 CONFIG 2
- 2% Rt TR T
M|N.*‘ MIN. MIN. E.D. — — MIN. MIN. MIN. E.D.
é@ INSTALLATION ANCHOR
NOTE: TYPEO \ ®
e 5-1/4" DEPTH SHOWN, 8" 1" MIN. 1" MIN.
DEPTH SIMILAR WITH #73 [ — ] [ @&
AND #74 END ANCHORS. @ \@ @ <
| ® % @
—
@D/ ‘ —{ 372" MmN, é QD/ [ tiaN
w @ MIN. E.D. 1/2" MIN. E.D.
EDGE OF OPENING SUBSTRATE INSTALLATION ANCHOR MIN.
BY OTHERS. TYPEO
SEE INSTALLATION ANCHOR
REQUIREMENTS
/S \HORIZONTAL SECTION /6 \HORIZONTAL SECTION
F-ANCHOR T-ANCHOR
\Z'JZ/ CONFIG 3 \Z}/ CONFIG 3
INSTALLATION ANCHOR
/’TYPEJ ‘ MIN. E.D. ——
NOTE:
11/4" 1. ANCHORS SHOWN HEREIN HAVE BEEN
MIN. 11/4" MIN. E.D. SPECIFIED PER ANCHOR MANUFACTURER'S
MIN. MIN. | MIN. RECOMMENDATIONS. CAST IN ANCHOR
[ ? f 2 1/4"% ] [ éz 1/4" * CHANNELS, HT3512 SHALL BE USED WITH
- 3" MIN. (& — F-ANCHORS AND HT6112 SHALL BE USED
@ 11/4" WITH T-ANCHORS.
/@ — MIN. 2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED
MIN. E.D / MIN. E.D. TO T.0. HEX NUT AND SHEAR BLOCKS MAY BE
o INSTALLATION ANCHOR U ——— ? NOTCHED TO ALLOW FOR ANCHOR
@ TYPE J @D//—QFL CLEARANCE.
5/8" MIN." - 1/2" MIN. 3. REFER TO INSTALLATION ANCHOR
REQUIREMENTS FOR MINIMUM EDGE
DISTANCES (E.D.), EMBEDMENTS (EMBED), &
/7 \HORIZONTAL SECTION /8N\HORIZONTAL SECTION PROPERTIES OF OPENING SUBSTRATE
F-ANCHOR T-ANCHOR
\Z'JZ/ CONFIG 7 \ZJZ/ CONFIG 7
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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DOCUMENTS FOR USE WITH THIS DOCUMENT.
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TYPE M ANCHORS
FOR USE WITH HALFEN HT3512

CAST IN PLACE ANCHOR CHANNELS ‘\

TYPE M ANCHORS
FOR USE WITH HALFEN HT6112

CAST IN PLACE ANCHOR CHANNELS ‘\

EDGE OF OPENING SUBSTRATE
BY OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

|<—3" MIN. —=

RE)

11/4" MIN.

‘ MIN.

E.D.

@

11/4" MIN.

l

)
| B

5/8" MIN."

MIN.

E.D.

|e——— 7 1/2" MIN. ——————=]

# P—x—n) MIN. E.D.

11/4" MIN.

a o
|®

11/4" MIN.

l

g i

MIN. E.D.
5/8" MIN.

2.3/

NOTE:
e 5-1/4" DEPTH SHOWN, 8"
DEPTH SIMILAR WITH #73

AND #74 END ANCHORS.

1. ANCHORS SHOWN HEREIN HAVE BEEN SPECIFIED PER ANCHOR MANUFACTURER'S
RECOMMENDATIONS. CAST IN ANCHOR CHANNELS, HT3512 SHALL BE USED WITH
F-ANCHORS AND HT6112 SHALL BE USED WITH T-ANCHORS.

2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED TO T.0. HEX NUT AND SHEAR BLOCKS MAY
BE NOTCHED TO ALLOW FOR ANCHOR CLEARANCE.

3. REFERTO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE

/9 HORIZONTAL SECTION /T0\HORIZONTAL SECTION
F-ANCHOR \Z_/3/ T-ANCHOR
CONFIG 1 CONFIG 1
NOTE:

.

HALFEN USA 3817 HTA

SEE INSTALLATION ANCHOR
REQUIREMENTS

SERIES ANCHOR CHANNEL //
HT3512 FOR USE W/
F-ANCHORS
CONCRETE SUBSTRATE
BY OTHERS.

EXTERIOR VIEW

F-ANCHOR (TYPICAL)

ot ©

— -
HALFEN USA 5234 HTA SERIES
— ANCHOR CHANNEL,
[ £ 3 —~ . t ] /’ /’ HT 6112, FOR USE W/ T-ANCHORS
LT 1 LT 1 V
oy

CONCRETE SUBSTRATE
BY OTHERS.
SEE INSTALLATION ANCHOR

REQUIREMENT

EXTERIOR VIEW

T-ANCHOR (TYPICAL)

\
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL#:
FL12456

pate:  07.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK207

SECTION:

7.3
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INSTALLATION ANCHOR

TYPE ) ‘\

INSTALLATION ANCHOR

TYPEJ ‘\

EDGE OF OPENING SUBSTRATE

BY OTHERS.

SEE INSTALLATION ANCHOR

REQUIREMENTS

]

|<—3" MIN, —=]

—

RE)

11/4" MIN.

MIN.

E.D.

@

11/4" MIN.

@
=

5/8" lqu."

MIN.

E.D.

7 1/2" MIN.

'\

11/4" MIN.

11/4" MIN.

[
|

RE)

MIN.

O

§ i

MIN.
5/8" MIN.

1

a2

NOTE:
e 5-1/4" DEPTH SHOWN, 8"
DEPTH SIMILAR WITH #73

AND #74 END ANCHORS.

1. ANCHORS SHOWN HEREIN ARE FOR ILLUSTRATION PURPOSES ONLY. ACTUAL ANCHOR
IDENTIFICATION SHALL BE PER ANCHOR MANUFACTURERS INSTALLATION INSTRUCTIONS

2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED TO T.0. HEX NUT AND SHEAR BLOCKS MAY
BE NOTCHED TO ALLOW FOR ANCHOR CLEARANCE.

3. REFER TO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE

MIN.
EMBEDMENT

STEEL STUD SUBSTRATE BY
OTHERS. SEE INSTALLATION
ANCHOR REQUIREMENTS

EXTERIOR VIEW

F-ANCHOR (TYPICAL)

SEE NOTES 1-3 —

HORIZONTAL SECTION /I2\HORIZONTAL SECTION
F-ANCHOR \ZA/ T-ANCHOR
CONFIG 1 CONFIG 1
NOTE:

E.D.
N
E.D.
MIN.
EMBEDMENT

EXTERIOR VIEW

T-ANCHOR (TYPI

CAL)

STEEL STUD SUBSTRATE BY
OTHERS. SEE INSTALLATION
ANCHOR REQUIREMENTS

YK

a p Quality
inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
(HVHZ) (IMPACT)
F & T - ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL12456
pATE: (07.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

owe.# YKK207

SECTION:
7.4
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INSTALLATION ANCHORS,

SEE SECTIONS 7.1 THRU 7.4 FOR
ANCHOR TYPES, QUANTITIES, AND
SPACING REQUIREMENTS.

SEE SECTIONS 7.7 THRU 7.9 FOR
ANCHOR CAPACITIES

111/32"

111/32"

2 3/4"

/T3\HORIZONTAL SECTION
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CORNER MULLION ANCHOR

NOTE:

e 5-1/4" DEPTH SHOWN,
8" DEPTH SIMILAR .

(2) 1/4" - 20 x 5/8"
HMHTCS TYPE F

(3) #14x 1" AW
FHSMS TYPE AB
- /PHSMSTYPEAB

o0

~

n

\ . \ 7 7
| |
+
AN | & Nk =
gl | S| | e «
=] | - | =] /
i -
: 1 L ; |'.—l-l—'I ==
% %
1|| R 1|| > '
- s
o
=4
21/4" 3gn 21/4" S
I

CORNER MULLION ANCHORS

FRONT VIEW

(1" MAX.)

\

YK

ap Quality
s | inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

®)
Z ., £
~d 8
G U w moo"g_;
= 2 |5323558
I:Ll_l < \m°9<,.un
== (o A S
= n k= = OCa2a8xs
25e B OsE35s
Znh < a) SRR
o042 « st
=<2 Q9 Zu3533
3= & |2s g
az® Z =g 2
o<> 1
Sk I — o0
°5T & >
£0 w2 »
> a S
-
y o B
& a =
= I =
= o @
REMARKS BY | DATE
IMISC. UPDATES SH [3.18.22
MISC. UPDATES LS 16.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL12456
pATE: (07.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

owe.# YKK207

SECTION:
7.9
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S ANCHOR DETAILS

INSTALLATION ANCHOR

TYPES H &I—\

INSTALLATION ANCHOR

TYPES K & L—\

INSTALLATION ANCHOR

TYPEJ—\

EDGE OF OPENING SUBSTRATE
BY OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

CONCRETE OR STEEL SUBSTRATE
BY OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

\ N 1/2|| \ N 1"
— - min. Y ~ - MIN. MIN.
S ! e E.D.
17/g" MIN.ED. ® \@
M'*N' 3" 1" MIN.
| |— | . | s
— Lo 1" MIN. —
' J 'V“*N- MIN. E.D. ' J ' J 1" MIN.
Off Z===N Off === Off Z===s i
= p——N = -
& Lo\ & oA N MIN. & oA\
@& & v ] & 1
MIN.
14\HORIZONTAL SECTION  (15\HORIZONTAL SECTION /16\HORIZONTAL SECTION
- S-ANCHOR S-ANCHOR
2.6/ s .6/ e 2.6/ e
NOTE:
e 51/4" DEPTH SHOWN,
8" DEPTH SIMILAR .
DOOR OPENING
/
NOTE: SEE NOTES 1-3
1. ANCHORS SHOWN HEREIN ARE FOR ILLUSTRATION PURPOSES ONLY. ACTUAL ANCHOR Al v
IDENTIFICATION SHALL BE PER ANCHOR MANUFACTURERS INSTALLATION INSTRUCTIONS — i <
2. REFER TO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE. /
3. ALTERNATIVELY, F-ANCHORS MAY BE USED IN LIEU OF S-ANCHORS AT DOOR JAMB TO —
SIDELITE LOCATIONS. REFER TO SECTIONS 7.1 THROUGH 7.4 FOR DETAILS & SECTION 7.8 iz
FOR F-ANCHOR CAPACITIES. i
o MIN.
4n EMBEDMENT
ot

EXTERIOR VIEW

S-ANCHOR (TYPICAL)

\

YK

ap Quality
s | inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
(HVHZ) (IMPACT)
S - ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL12456
pATE: (07.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

DWG. #:
SECTION:

YKK207

7.6
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\

SINGLE SPAN & MULTI SPAN

F & T ANCHOR CAPACITIES

MAX. ANCHOR CAPACITY - DESIGN PRESSURES MAX. ANCHOR CAPACITY - DESIGN PRESSURES
(+/- PSF) (+/- PSF)
WIDTH SPAN WIDTH | SPAN
"W 'H' A B C D E F G H 1 J K L M N (0] w' H A B c D E E G H 1 ] K L M fo)
(in.) (in) (in.) (in.)
36 200 | 900 | 08 | 900 0.0 90.0 0.0 20.0 | 900 0.0 2.0 0.0 20.0 900 040 36 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900
39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 = S50 500 500 T 0 D 0.0 T RO 5ol 5010 D0 500 50
42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 PP 0.0 9500 900 900 0.0 0.0 000 90.0 50.0 90.0 500 90.0 500 300
45 200 200 200 200 200 20.0 200 20.0 20.0 200 0.0 20.0 0.0 20.0 200 45 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 20.0
48 84 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 28 50 900 90,0 90,0 90,0 9.0 9.0 9.0 90,0 90,0 90,0 90.0 90,0 500 900
51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 3, 0.0 0.0 0.0 D00 0.0 200 20 00 300 0.0 300 J0.0 2L 00
57 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 54 300 0.0 0.0 0.0 0.0 20.0 0.0 0.0 0.0 20.0 0.0 0.0 90.0 0.0
60 900 | 90 | 900 | %00 | 900 500 | 900 | 900 | 900 90.0 90.0 90.0 90.0 30.0 90.0 a7t 200 | 900: | 900 | 500 | 900 | 900 | 00 { 900 | 900 | 0.0 ] 900 | 900 | 900 | 0.0
6 90.0 20.0 90.0 90.0 90.0 20,0 90.0 90.0 90.0 20.0 90.0 90.0 20.0 20,0 90.0 60 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 20.0
39 200 200 200 0.0 200 900 200 20.0 90.0 200 20.0 90.0 20.0 200 200 36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
48 90 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 45 126 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 48 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 45 132 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 48 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
48 96 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
51 0.0 50.0 %00 | 300 0.0 90.0 50.0 0.0 90.0 90.0 0.0 0.0 0.0 90.0 30.0 54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 | 90.0 | 90.0 | 90.0 | 90.0 | 90.0 | 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 36 200 20,0 20,0 20,0 200 20,0 20,0 90.0 90.0 90.0 90.0 90.0 200 200
57 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 39 200 90.0 90.0 90.0 90.0 20.0 90.0 20.0 20,0 20.0 20,0 20.0 900 900
G 20 0.0 200 | 900 ) o) 900 900" | 50.0 20.0 S S0 £ail) o) 20 42 138 900 | 900 | 900 | 900 | 90.0 | 90.0 | 90.0 | 900 | 90.0 | 90.0 | 900 | 900 | 900 | 900
5 00 00 L 200 | 900 L 0 200 L 900 | 00 | 900 2.0 .0 A0 0.0 200 200 45 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900 | 900
39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 35 50D 500 505 5 500 = o0 500 00 S0 50D 500 500 500
e o | oo [ oo [ oo | o | o | oons [ con [ oo [ owes [ oo | o [ cow | oo | om 3 300 [ 500 | 900 | s00 | s00 | %00 | 00 | 900 | 500 | 00 | 500 | 00 | s00 | 900
48 102 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 z; i :g‘g gg'g ‘;’g'g :g'g 33'8 :g'g 38‘3 :g'g Zg‘g gg'g :g‘g 38‘2 :g‘g 38‘8
51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 - : - : : 2 : : : : - : - -
54 900 | 90 | 900 | %00 | 900 900 | 900 | 900 | 900 90.0 90.0 90.0 90.0 30.0 90.0 45 204 | 900' | 900 | 900 | 900 | 00 ] 200 [ 0.0 | 900 | 0.0 ] 900 | J00 | 900 | 0.0
57 900 | 90 | 900 | 900 90.0 50.0 90.0 9.0 | 900 9.0 90.0 90.0 90.0 50.0 50.0 48 900 | 500 | 900 | 900 | 90.0 [ 90.0 ] 900 | 500 | 90.0 | 300 | 900 | 900 | 500 | 300
60 20,0 200 20,0 90,0 200 200 200 20.0 90.0 200 20.0 90.0 20.0 200 200 36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
36 900 90.0 900 20,0 900 20.0 900 20.0 90,0 90.0 20.0 90.0 90.0 90.0 200 39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 42 150 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 45 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 48 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
48 108 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
48 114 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0
NOTE:

1.

REFER TO SECTION 7.0 THRU 7.6 FOR DETAILS OF ANCHOR REQUIREMENTS. AND DETERMINING MAX. SPAN 'H" AND TRIBUTARY WIDTHS 'W'

\

YKIK

a p Quality
s | inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
(HVHZ) (IMPACT)

F & T- ANCHOR CAPACITY TABLE

PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL12456

pate:  07.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK207

SECTION:

7.0
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SINGLE SPAN & MULTI SPAN

F ANCHOR CAPACITIES WHEN USED AT DOOR JAMB TO SIDELITE LOCATIONS

MAX. ANCHOR CAPACITY - DESIGN PRESSURES

MAX. ANCHOR CAPACITY - DESIGN PRESSURES

(+/- PSF) (+/- PsF)
WIDTH SPAN WIDTH | SPAN

‘w' 'H' A B C D E F G H 1 J K L M N o W' H A B c D E 3 G H 1 J K L M N o
(in.) (in.) (in.) (inJ)
36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 = — — s 90D ouD — T 500 00 oD — — 00 o0 —
39 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 =5 —y e — oy e — v oo 0 oD 0.0 P 00 o0 P
42 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 - s P anid 900 o —— 500 — 0.0 oD oxa cas 900 20,0 cas
@ | @ e 500 | o0 | oo [ 660 [ eno | o6 | w00 | oo | sio | ane | me | eeo | 00 | s =
51 75.6 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 75.6 75.6 90.0 90.0 756 44 120 203 04 Lk 20:0 204 200 B Bl £l H7:2 86:3 L i) SO L
54 T T B B o o o O B BT o R T T TR T T e o
57 67.7 90.0 84.6 90.0 90.0 90.0 90.0 815 90.0 90.0 67.7 67.7 90.0 90.0 67.7 e e e = s 5 e e — o e e e 250 200 e
60 64.3 90.0 80.4 90.0 90.0 90.0 90.0 774 90.0 90.0 64.3 64.3 90.0 90.0 64.3 : - - - = - - - : ¢ : = = : =
36 90.0 90.0 9.0 | 900 90.0 90.0 90.0 9.0 | 90.0 90.0 90.0 90.0 90.0 90.0 90.0 o0 Atk | Bld | 565 | 4T5 | 815 | BIJ | 698 | 584 | /5l | 698 | doll | 450 | 813 | 300 | 450
39 90.0 90.0 9.0 | 900 90.0 90.0 90.0 9.0 | 90.0 90.0 90.0 90.0 90.0 90.0 90.0 56 713 | 300 | 855 | 9000 | 900 | 900 | 90.0 | B60 [ 900 | 200 | 44 | /2% | 900 | J00 | /14
42 85.7 90.0 0.0 50.0 90.0 50.0 90.0 0.0 50.0 50.0 85.7 85.7 90.0 0.0 85.7 SR 625 206 s oo | 900 20,0 200 £41 | B0 B0.0 b9 U 90.0 b5
45 80.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 80.0 80.0 90.0 90.0 80.0 37 612 ] 16:5 0.0 UL, 0.0 900 737 LY 0.0 b1 b1:2 300 0.0 b1:2
48 90 75.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 75.0 75.0 90.0 90.0 75.0 45 126 57.1 90.0 714 90.0 90.0 90.0 88.6 68.8 90.0 88.6 57.1 57.1 90.0 90.0 57.1
51 70.6 90.0 88.2 90.0 90.0 90.0 90.0 85.0 90.0 90.0 70.6 70.6 90.0 90.0 70.6 48 53.6 90.0 67.0 90.0 90.0 90.0 83.0 64.5 89.3 83.0 53.6 53.6 90.0 90.0 53.6
54 66.7 90.0 83.3 90.0 90.0 90.0 90.0 80.3 90.0 90.0 66.7 66.7 90.0 90.0 66.7 51 504 90.0 63.0 90.0 90.0 90.0 78.2 60.7 84.0 78.2 50.4 50.4 90.0 90.0 50.4
57 63.2 90.0 78.9 90.0 90.0 90.0 90.0 76.0 90.0 90.0 63.2 63.2 90.0 90.0 63.2 54 47.6 86.0 59.5 86.0 86.0 86.0 73.8 57.3 794 73.8 47.6 47.6 86.0 90.0 47.6
60 60.0 90.0 75.0 90.0 90.0 90.0 90.0 72.2 90.0 90.0 60.0 60.0 90.0 90.0 60.0 36 68.2 90.0 85.2 90.0 90.0 90.0 90.0 821 90.0 90.0 68.2 68.2 90.0 90.0 68.2
36 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 39 62.9 90.0 78.7 90.0 90.0 90.0 90.0 75.8 90.0 90.0 62.9 62.9 90.0 90.0 62.9
39 86.5 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 86.5 86.5 90.0 90.0 86.5 42 58.4 90.0 73.1 90.0 90.0 90.0 90.0 704 90.0 90.0 58.4 58.4 90.0 90.0 58.4
42 80.4 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 80.4 80.4 90.0 90.0 80.4 45 132 54.5 90.0 68.2 90.0 90.0 90.0 84.5 65.7 90.0 84.5 54.5 54.5 90.0 90.0 54.5
45 75.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 75.0 75.0 90.0 90.0 75.0 48 51.1 90.0 63.9 90.0 90.0 90.0 79.3 61.6 85.2 79.3 51.1 51.1 90.0 90.0 51.1
48 9 703 90.0 87.9 90.0 90.0 90.0 90.0 84.7 90.0 90.0 703 70.3 90.0 90.0 70.3 51 48.1 86.9 60.2 86.9 86.9 86.9 74.6 57.9 80.2 74.6 48.1 48.1 86.9 90.0 48.1
ol 66.2 90.0 827 90.0 %0.0 90.0 90.0 793 90.0 90.0 66.2 66.2 %0.0 %0.0 66.2 54 45.5 82.1 56.8 82.1 82.1 82.1 70.5 54.7 75.8 70.5 45.5 45.5 82.1 90.0 45.5
54 62.5 90.0 781 90.0 %0.0 90.0 90.0 753 90.0 90.0 62.5 62.5 %0.0 %0.0 62.5 36 65.2 90.0 81.5 90.0 90.0 90.0 90.0 785 90.0 90.0 65.2 65.2 90.0 90.0 65.2
57 59.2 90.0 74.0 90.0 90.0 90.0 90.0 71.3 90.0 90.0 58.2 59.2 90.0 90.0 59.2 39 60.2 90.0 75.3 90.0 90.0 90.0 90.0 72.5 90.0 90.0 60.2 60.2 90.0 90.0 60.2
60 56.3 90.0 70.3 90.0 90.0 90.0 87.2 67.7 90.0 87.2 56.3 56.3 90.0 90.0 56.3 42 138 55.9 90.0 69.9 90.0 90.0 90.0 86.6 67.3 90.0 86.6 55.9 55.9 90.0 90.0 55.9
36 88.2 90.0 0.0 90.0 90.0 90.0 90.0 0.0 90.0 90.0 88.2 88.2 90.0 0.0 88.2 45 52.2 90.0 65.2 900 | 90.0 90.0 80.9 62.8 87.0 80.9 52.2 52.2 90.0 90.0 52.2
39 Bl | 190'0 9000 | K500 L 50i0) | 900 9040 5009010 | 9010 813 SE 00 o040 814 48 489 | 883 | 611 | 883 | 883 | 883 | 758 | 589 | 815 | 758 | 489 | 489 | 883 | 900 | 489
A2 A5E | 1900|9000 | 15001 | SS0i0) | 900 900 500 L 9010 | 900 b #50 800 B0 L0 36 625 | 900 | 781 | 900 | 900 | 900 | 90.0 | 753 | 900 | 9.0 | 625 | 625 | 900 | 900 | 625
45 70.6 50.0 88.2 90.0 90.0 90.0 50.0 85.0 90.0 90.0 70.6 70.6 90.0 0.0 706 39 57.7 90.0 72.1 900 | 900 90.0 89.4 69.5 90.0 89.4 57.7 57.7 90.0 90.0 57.7
ats 102 Ll L B2:7 =0 900 =0 L 4 200 =05 662 b6.2, 900 900 Lo 42 144 53.6 90.0 67.0 200 | 900 90.0 83.0 64.5 89.3 83.0 53.6 53.6 90.0 90.0 53.6
ST 62.3 0.0 773 20.0 20.0 20.0 0.0 754 50.0 20.0 6.3 62,3 50.0 500 623 45 50.0 90.0 62.5 90.0 90.0 90.0 77.5 60.2 83.3 775 50.0 50.0 90.0 90.0 50.0
1 588 50.0 735 20.0 0.0 20.0 0.0 70.8 50.0 20.0 558 55,8 20.0 500 558 a8 46.9 84.7 58.6 84.6 84.6 84.7 72.7 56.4 78.1 72.7 46.9 46.9 84.7 90.0 46.9
Zg 2;; zg'g gz; gg'g 38'3 gg'g :g"l‘ g;'; :g'g :S"l‘ gi; z; 38'3 38'3 gi; 36 60.0 90.0 75.0 90.0 90.0 90.0 90.0 722 90.0 90.0 60.0 60.0 90.0 90.0 60.0
5 35 T 200 [ s0o | 500 500 [ so0 | s00 [ s00 | sno [ s0 | sas | 5 | s0 | s00 [ o5 m | [=lws s o [de0 [ (e L m [oon [ s | e e | aon | 6n [
39 76.9 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 76.9 76.9 90.0 90.0 76.9 : - = = : : = = - = 2 = = = =
= —— 0 593 ool = ool 0 D o T = = = 55 = 45 48.0 86.7 60.0 86.7 86.7 86.7 74.4 57.8 80.0 74.4 48.0 48.0 86.7 90.0 48.0
o o 50D 533 &0 500 &0 50D A5 500 S o e 500 00 o a8 450 81.3 56.3 81.3 813 81.3 69.8 54.2 75.0 69.8 45.0 45.0 813 90.0 45.0
48 108 62.5 90.0 78.1 90.0 90.0 90.0 90.0 753 90.0 90.0 62.5 62.5 90.0 90.0 62.5
51 58.8 90.0 735 90.0 90.0 90.0 90.0 70.8 90.0 90.0 58.8 58.8 90.0 90.0 58.8
54 55.6 90.0 69.4 90.0 90.0 90.0 86.1 66.9 90.0 86.1 55.6 55.6 90.0 90.0 556
57 52.6 90.0 65.8 90.0 90.0 90.0 81.6 63.4 87.7 816 526 52.6 90.0 90.0 52.6
60 50.0 90.0 62.5 90.0 90.0 90.0 71.5 60.2 83.3 775 50.0 50.0 90.0 90.0 50.0
36 78.9 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 90.0 78.9 78.9 90.0 90.0 789
39 729 90.0 90.0 90.0 90.0 90.0 90.0 87.7 90.0 90.0 72.9 72.9 90.0 90.0 729
42 67.7 90.0 84.6 90.0 90.0 90.0 90.0 815 90.0 90.0 67.7 67.7 90.0 90.0 67.7
45 63.2 90.0 78.9 90.0 90.0 90.0 90.0 76.0 90.0 90.0 63.2 63.2 90.0 90.0 63.2
48 114 59.2 90.0 74.0 90.0 90.0 90.0 90.0 713 90.0 90.0 59.2 59.2 90.0 90.0 59.2
51 55.7 90.0 69.7 90.0 90.0 90.0 86.4 67.1 90.0 86.4 55.7 55.7 90.0 90.0 55.7
54 52.6 90.0 65.8 90.0 90.0 90.0 81.6 63.4 87.7 816 52.6 52.6 90.0 90.0 526
57 49.9 90.0 62.3 90.0 90.0 90.0 773 60.0 83.1 773 49.9 49.9 90.0 90.0 499
60 47.4 85.6 59.2 85.5 85.5 85.6 73.4 57.0 78.9 734 47.4 47.4 85.6 90.0 474

NOTE:

1. REFERTO SECTION 7.0 THRU 7.6 FOR DETAILS OF ANCHOR REQUIREMENTS. AND DETERMINING MAX. SPAN 'H' AND TRIBUTARY WIDTHS 'W'

2. SEE SECTION 2, TWIN SPAN ELEVATION FOR LOCATION OF F-ANCHOR WHEN USED AT VERTICAL MULLION BETWEEN DOOR AND D.L.O.
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NOTE:

1. REFERTO SECTION 7.0 THRU 7.6 FOR DETAILS OF ANCHOR REQUIREMENTS. AND DETERMINING MAX. SPAN 'H" AND TRIBUTARY WIDTHS 'W'
2. SEE SECTION 2, TWIN SPAN ELEVATION FOR LOCATION OF F-ANCHOR WHEN USED AT VERTICAL MULLION BETWEEN DOOR AND D.L.O.

SINGLE SPAN & MULTI SPAN

S ANCHOR CAPACITIES

MAX. ANCHOR CAPACITY - DESIGN PRESSURES

MAX. ANCHOR CAPACITY - DESIGN PRESSURES

(+/- PSF)
WIDTH SPAN

‘W' 'H' H 1 J K L
(in.) (in.)

36 74.0 90.0 90.0 30.0 74.7
39 68.3 83.1 90.0 27.7 68.9
42 63.4 77.1 90.0 25.7 64.0
45 59.2 72.0 89.8 24.0 59.7
48 120 55.5 67.5 84.2 22.5 56.0
51 52.2 63.5 79.2 21.2 52.7
54 49.3 60.0 74.8 20.0 49.8
57 46.7 56.8 70.9 18.9 47.2
60 44.4 54.0 67.3 18.0 44.3
36 70.5 85.7 90.0 28.6 71.1
39 65.1 79.1 90.0 26.4 65.6
42 60.4 73.5 90.0 24.5 61.0
45 126 56.4 68.6 85.5 22.9 56.9
48 52.9 64.3 80.1 21.4 53.3
51 49.7 60.5 75.4 20.2 50.2
54 47.0 571 712 19.0 17.4
36 67.3 81.8 90.0 27.3 67.9
39 62.1 75.5 90.0 5.9 62.7
42 57.7 70.1 87.4 23.4 58.2
45 132 53.8 65.5 81.6 21.8 54.3
48 50.5 61.4 76.5 20.5 50.9
51 47.5 57.8 72.0 19.3 47.9
54 44.8 54.5 68.0 18.2 45.3
36 64.3 78.3 90.0 26.1 64.9
39 59.4 72.2 90.0 24.1 59.9
42 138 55.2 67.1 83.6 224 55.7
415 515 62.6 78.1 20.9 51.9
48 483 58.7 73.2 19.6 48.7
36 61.7 75.0 90.0 25.0 62.2
39 56.9 69.2 86.3 23.1 57.4
42 144 52.9 64.3 80.1 214 53.3
45 49.3 60.0 74.8 20.0 49.8
48 46.3 56.3 70.1 18.8 46.7
36 59.2 72.0 89.8 24.0 59.7
39 54.6 66.5 82.9 22.2 55.1
42 150 50.7 61.7 76.9 20.6 51.2
45 47.4 57.6 71.8 19.2 47.8
48 44.4 54.0 67.3 18.0 44.8

(+/- PSF)
WIDTH SPAN

‘W' 'H' H 1 J K L
(in.) (in.)

36 90.0 90.0 90.0 42.9 90.0
39 90.0 90.0 90.0 39.6 90.0
42 90.0 90.0 90.0 36.7 90.0
45 84.6 90.0 90.0 34.3 85.3
48 84 79.3 90.0 90.0 321 80.0
51 74.6 90.0 90.0 30.3 753
54 70.5 85.7 90.0 28.6 71.1
57 66.8 81.2 90.0 27.1 67.4
60 63.4 77.1 90.0 25.7 64.0
36 90.0 90.0 90.0 40.0 90.0
39 90.0 90.0 90.0 36.9 90.0
42 84.6 90.0 90.0 34.3 85.3
45 78.9 90.0 90.0 32.0 79.6
48 90 74.0 90.0 90.0 30.0 74.7
51 69.6 84.7 90.0 28.2 70.3
54 65.8 80.0 90.0 26.7 66.4
57 62.3 75.8 90.0 253 62.9
60 59.2 72.0 89.8 24.0 59.7
36 90.0 90.0 90.0 37.5 90.0
39 85.4 90.0 90.0 34.6 86.2
42 79.3 90.0 90.0 32.1 80.0
45 74.0 90.0 90.0 30.0 74.7
48 96 69.4 84.4 90.0 28.1 70.0
51 65.3 794 90.0 26.5 65.9
54 61.7 7510 90.0 25.0 62.2
57 58.4 .4 88.6 3.7 58.9
60 55.5 67.5 84.2 225 56.0
36 87.1 90.0 90.0 353 87.8
39 80.4 90.0 90.0 32.6 81.1
42 74.6 90.0 90.0 30.3 753
45 69.6 84.7 90.0 28.2 70.3
48 102 65.3 79.4 90.0 26.5 65.9
51 61.5 74.7 90.0 24.9 62.0
54 58.0 70.6 88.0 23.5 58.6
57 55.0 66.9 83.4 22.3 55.5
60 52.2 63.5 79.2 i e 507
36 82.2 90.0 90.0 333 83.0
39 75.9 90.0 90.0 30.8 76.6
42 70.5 85.7 90.0 28.6 71.1
45 65.8 80.0 90.0 26.7 66.4
48 108 61.7 75.0 90.0 25.0 62.2
51 58.0 70.6 88.0 225 58.6
54 54.8 66.7 83.1 22.2 553
57 51.9 63.2 78.7 21.1 52.4
60 49.3 60.0 74.8 20.0 49.8
36 77.9 90.0 90.0 31.6 78.6
39 71.9 87.4 90.0 29.1 72.6
42 66.8 81.2 90.0 274 67.4
45 62.3 75.8 90.0 25.3 62.9
48 114 58.4 711 88.6 23.7 58.9
51 55.0 66.9 83.4 22.3 55.5
54 51.9 63.2 78.7 211 52.4
57 49.2 59.8 74.6 19.9 49.6
60 46.7 56.8 70.9 18.9 47.2
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MAX. SPAN | MAX. DESIGN N g\.
‘H' PRESSURE @
150" +/- 90 PSF J \@
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1.

WIND LOAD & DEAD LOAD ANCHOR NOTES:

WIND/DEAD LOAD ANCHORS HAVE
BEEN EVALUATED TO THE
FOLLOWING:

o WL = +/- 6,300 LBS (UNFACTORED)

AT DOUBLE ANGLE SUPPORTS

e WL = +/- 3,150 LBS (UNFACTORED)

AT SINGLE ANGLE SUPPORTS

o MAX. SPAN =12'-6"

* MAX. TRIB WIDTH = 60"

DEAD LOAD ANCHORS HAVE BEEN
EVALUATED TO THE FOLLOWING:
DL =1,219 LBS (UNFACTORED) @
DOUBLE ANGLE SUPPORTS

o DL SHALL BE DETERMINED BY
ENGINEER OF RECORD.

NOTE:

ENGINEER.

1) ALTERNATE WIND & DEAD LOAD ANCHORS MAY
BE DESIGNED FOR ALTERNATE SITE CONDITIONS AND
STEEL ANGLE DESIGN ON A JOB TO JOB BASIS FOR
THE APPLICABLE WIND LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE FLORIDA BLDG.
CODE BY A FLORIDA REGISTERED PROFESSIONAL
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

" FL12456
pATE: (07.18.17
DWG. BY: CHK. BY:
AR/RV HFN
SCALE: NTS
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SECTION:
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(

41/2" 1" 41/2" 1"
STEEL SUBSTRATE MIN. MIN. MIN ] MIN. SEE NOTE 2 STEEL SUBSTRATE _ Y5
BY OTHERS, MIN. 3/8" . 7x4x1/2" BY OTHERS,
THICK, A36 STEEL ( A36 STEEL ANGLE MIN. 3/8" THICK, a p Quality
¢ A36 STEEL s | inspires
7 : w YKK AP AMERICA
1229 HWY 441 BYPASS
44 @@ DUBLIN, GEORGIA 31021
* PH: (478)277-1955 FAX: (678)838-6001
11/2"
— @ F— @ / Z.
F[ 7x4x1/2" J 2 o &gmggg
g A36 STEEL ANGLE MAX. 2" LONG T~ EE- 9y |2545:8
[ 42)43)44)45 [ 42)43)44)45 SLOTTED HOLES ~ B %; E %f__‘ g §§§§§
N~~~ = w ST
| % 2 /% Z 232 o |Ee7EE
/ 9z % 2 |=2¢ g
3 NOTE: ] 7 WL / DL ANCHOR CAPACITY w o2z 9% |23
n — 0 < ..
1) ALTERNATE WIND & DEAD LOAD L ————U 11/2 o557 Z 5
=0 MAX. SPAN 0 =
a ANCHORS MAY BE DESIGNED FOR 3 .H. Mﬁé(E'S'DSESFﬁN i £° = o g
ALTERNATE SITE CONDITIONS AND 11/4"_ 23/4" 2 E
STEEL ANGLE DESIGN ON A JOB TO JOB 150" +/- 90 PSF MIN. " MIN i S £
BASIS FOR THE APPLICABLE WIND ' ' E & =
LOADS AS DETERMINED IN
/fb\HOR'ZONTAL SECTION ACCORDANCE WITH CH. 16 OF THE / ZI \HORIZONTAL SECTION 1" +/-1/2" REMARKS BY [ DATE
FLORIDA BLDG. CODE BY A FLORIDA MAX.
IMISC. UPDATES SH |3.18.22
\&J/ WIND/DEAD LOAD ANCHOR REGISTERED PROFESSIONAL ENGINEER. \&J/ WIND/DEAD LOAD ANCHOR VERTICAL SECTION
AT JAMB AT VERTICAL MULLION VISC. UPDATES s 160026
WIND LOAD ANCHOR SHOWN ' o
NOTE. (DEAD LOAD ANCHOR SIMILAR)
~5.1/4" DEPTH SHOWN AT STEEL SUBSTRATE
7x4x1/2" 8" DEPTH SIMILAR . LOW / STANDARD PRESSURE CONNECTION N> MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPEGIF]
A36 STEEL ANGLE “FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED.
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
/\/ DOCUMENTS FOR USE WITH THIS DOCUMENT.
| 4 ]-/2'I | 1" /\/ n "
41/2 1
| MIN. 7| MIN. |<_ MIN, _.|<_>|_M|N.
) WIND /DEAD LOAD ANCHOR NOTES:
=] 3 1. WIND/DEAD LOAD ANCHORS HAVE BEEN
gl MIN. EVALUATED TO THE FOLLOWING:
e WL = +/- 6,300 LBS (UNFACTORED) @
DOUBLE ANGLE SUPPORTS
e WL = +/- 3,150 LBS (UNFACTORED) @
= |= 3 SINGLE ANGLE SUPPORTS
H| = MIN. o MAX. SPAN = 12'-6"
(a2Ya3)a4)as) « MAX. TRIB WIDTH = 60"
2. DEAD LOAD ANCHORS HAVE BEEN
EVALUATED TO THE FOLLOWING: N AMI FL gz
\. ° DL - 1’219 LBS (UNFACTORED) @ DOUBLE FBPE CERT. OF AUTHORIZATION No. 29578
$ SEE NOTE 2 29 ANGLE SUPPORTS FL#:
, 3 f , o DL SHALL BE DETERMINED BY ENGINEER OF
3. (2)1/2" HH GR. 5 OR ASTM A325 THREADED _
BOLTS PER ANGLE pate: 07.18.17
(39 EXTERIOR VIEW EXTERIOR VIEW o MIN. FULL ENGAGEMENT WITH NUT & D\'AA/‘GRBYRV CHK. BY:
— i WIND/DEAD LOAD ANCHOR WIND/DEAD LOAD ANCHOR WESHER / HFN
AT JAMB AT VERTICAL MULLION « THREADED INTO TAPED HOLE W/ MIN. 3 SCALE: NTS
—49— [] THREADS PENETRATION BEYOND STEEL owG.#  YKK207
L STRUCTURE ———

1% | |0

DEAD LOAD

WIND LOAD

~

e MIN. 11/2" EDGE DISTANCE

.1
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(

. ' ) — A ) 4, . A4 o B
I A 3 R 4 4 Can WIND LOAD ANCHOR NOTES:
' ' SIS 1 CONCRETE SUBSTRATE 1 1. WIND LOAD ANCHORS HAVE BEEN
4 M, M\ [ MN, MIN. f'c = 3000 PS| MIN. '
s 4 4 41 S  CRACKED OR UNCRACKED 4 EVALUATED TO THE FOLLOWING:
: . |-I | < | | | a - 4, | | | | | | =0 OR U o e WL = +/- 6,500 LBS (UNFACTORED) @
- RE S S | 14 4 9 a b o DOUBLE ANGLE SUPPORTS
= dE o1 1 : |.<1| A e WL = +/- 3,250 LBS (UNFACTORED) @
A a ] | <11 < |1 4 ' SINGLE ANGLE SUPPORTS
e A : ' - ' = —4 e MAX. SPAN = 12'-6"
/7 4 72 %4 o MAX. TRIB WIDTH = 60"
TBT 2. (2) 1/2" HILTI KWIKBOLT TZ PER ANGLE
47)38) dnp— o MIN. EMBEDMENT = 3 1/4"
7x4x1/2" j o MIN. C.C. SPACING =4 1/2"
= A36 STEEL ANGLE o MIN. EDGE DISTANCE = 4"
=| o MIN. 4000 PSI CONCRETE
[ 42)43)44)45 [ 42)43)44)45 (2) 1/2" DEWALT SCREW-BOLT+ PER ANGLE
I o MIN. EMBEDMENT = 4 1/4"
26 26 SEE NOTE 2 e MIN. C.C. SPACING = 4 1/2"
WL / DL ANCHOR CAPACITY * MIN. EDGE DISTANCE = 5"
3 ] 2 « MIN. 3000 PSI CONCRETE
MAX.SPAN | MAX. DESIGN U ——— (2) 3/8" SIMPSON TITEN HD PER ANGLE
7 H PRESSURE 2  MIN. EMBEDMENT = 3 1/4"
150" +/- 90 PSF o MIN. C.C. SPACING = 4 1/2"
o MIN. EDGE DISTANCE = 3 5/8"
22\HORIZONTAL SECTION 23HORIZONTAL SECTION s MIN. 1000 PSI CONCRETE
3. FOR SLABS LESS THAN 8" IN THICKNESS,
\&J/ WIND/DEAD LOAD ANCHOR \&}/ WIND/DEAD LOAD ANCHOR DESIGN MAY BE PROVIDED ON JOB TO JOB
AT JAMB AT VERTICAL MULLION NOTE: BASIS FOR REVIEW & APPROVAL BY AHJ
" e 5-1/4" DEPTH SHOWN,
2;645% ZL ANGLE 8" DEPTH SIMILAR .
w 41/2" 1" w ’ ’
i MIN. i MIN. 41/2 et 1 7x4x1/2"
MIN. [ MmN A36 STEEL ANGLE
\EE NOTE2 —
e i) o« n \ ;
MIN. —
- | | | COCo 4
1 A " MIN.
i | i 11/2" - ED. 4y
F[ H 3" E [ ) .
~J H =
t:l = @@@@ MIN - g @@@@ MAX. 2" LONG —\
SLOTTED HOLES | L — — — — i
3"/ — — =i
) 3 NG @9 \S) v
11/2" M :
EXTERIOR VIEW EXTERIOR VIEW i E.D.
WIND/DEAD LOAD ANCHOR WIND/DEAD LOAD ANCHOR 114 23/ o S
AT VERTICAL MULLION —] =2 : : -
AT JAMB NOTE: eo MIN. MIN. o
(a3) 1) ALTERNATE WIND & DEAD LOAD
: : ANCHORS MAY BE DESIGNED FOR 1"+/-1/2" |
™ " ALTERNATE SITE CONDITIONS AND MAX
DEAD & WIND LOAD ANCHOR NOTES -
STEEL ANGLE DESIGN ON A JOB TO JOB
T _49_ U 1. DEAD LOAD ANCHORS HAVE BEEN VERTICAL SECTION
. BASIS FOR THE APPLICABLE WIND
— EVALUATED TO THE FOLLOWING:

+ [

DEAD LOAD

WIND LOAD

DOUBLE ANGLE SUPPORTS
e DL SHALL BE DETERMINED BY
ENGINEER OF RECORD.

DL =1,219 LBS (UNFACTORED) @

LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA
REGISTERED PROFESSIONAL ENGINEER.

WIND LOAD ANCHOR SHOWN
(DEAD LOAD ANCHOR SIMILAR)
AT CONCRETE SUBSTRATE
LOW / STANDARD PRESSURE CONNECTION

~

a p Quality
s | INSpires
YKK AP AMERICA

1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

(HVHZ) (IMPACT)

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
WIND LOAD / DEAD LOAD
ANCHOR DETAILS

PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL12456

pate:  07.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate: ~ NTS

owaG. #:  YKK207

SECTION:

862
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(30139

E70XX

(41)a3)a)as
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DL

WL

hs
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k DEAD LOAD WIND LOAD

A\

B@ET |
./

g
29
ol

b

S

/31\CORNER MULL. ANCH.

\8.3/

ANCHORS INTO METAL STRUCTURES
LOW/STANDARD PRESSURE MULL

L

E70XX

L0, T

S

CORNER MULL FRONT VIEW

WIND/DEAD LOAD ANCHOR

AT STEEL SUBSTRATE
LOW / STANDARD PRESSURE CONNECTION

L P o s

ALL ANGLES AND PLATES
TO BE A-36 STEEL
Fy = 36 KSI MIN.

| WIND LOAD ANCHOR

| WIND + DEAD LOAD ANCHOR |

WL / DL ANCHOR CAPACITY

MAX. SPAN MAX. DESIGN
'H' PRESSURE
150" +/- 90 PSF

NOTE:

1) ALTERNATE WIND & DEAD LOAD
ANCHORS MAY BE DESIGNED FOR
ALTERNATE SITE CONDITIONS AND

STEEL ANGLE DESIGN ON AJOB TO JOB

BASIS FOR THE APPLICABLE WIND
LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA

REGISTERED PROFESSIONAL ENGINEER.

NOTE:

e 5-1/4" DEPTH SHOWN,
8" DEPTH SIMILAR .

DODD

E70XX

WIND LOAD & DEAD LOAD ANCHOR NOTES:

1. WIND/DEAD LOAD ANCHORS HAVE BEEN
EVALUATED TO THE FOLLOWING:

e WL =+/- 6,300 LBS (UNFACTORED) AT
DOUBLE ANGLE SUPPORTS

e WL =+/- 3,150 LBS (UNFACTORED) AT
SINGLE ANGLE SUPPORTS

e MAX. SPAN = 12'-6"

e MAX. TRIB WIDTH = 60"

2. DEAD LOAD ANCHORS HAVE BEEN
EVALUATED TO THE FOLLOWING:
eDL=1,219 LBS (UNFACTORED) @ DOUBLE
ANGLE SUPPORTS
e DL SHALL BE DETERMINED BY ENGINEER OF
RECORD.

3/16

@

!

@1
9.

1/2"

3"

11/4"

23/4"

MIN."  MIN.

J

1" +/-1/2"
MAX.

VERTICAL SECTION

WIND LOAD ANCHOR SHOWN
(DEAD LOAD ANCHOR SIMILAR)

AT STEEL SUBSTRATE

LOW / STANDARD PRESSURE CONNECTION

\

YK

ap Quality
s | inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
(HVHZ) (IMPACT)
WIND LOAD / DEAD LOAD
ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL12456
pATE: (07.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS
DWG. #:
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SECTION:

8.3
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1" 41/2"
MIN. MIN.
7x4x1/2"
A36 STEEL ANGLE
4847

@ @

IESNRE
¥ Lo

DEAD LOAD

WIND LOAD

(a5Xa8(a3(a2)

\S

ALL ANGLES AND PLATES
TO BE A-36 STEEL
Fy = 36 KSI MIN.

| WIND LOAD ANCHOR |

| WIND + DEAD LOAD ANCHOR |

WL/ DL ANCHOR CAPACITY
MAX. SPAN MAX. DESIGN
'H' PRESSURE
150" +/- 90 PSF
NOTE:

1) ALTERNATE WIND & DEAD LOAD
ANCHORS MAY BE DESIGNED FOR
ALTERNATE SITE CONDITIONS AND
STEEL ANGLE DESIGN ON A JOB TO JOB
BASIS FOR THE APPLICABLE WIND
LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA
REGISTERED PROFESSIONAL ENGINEER.

/25\CORNER MULL. ANCH.

26
2 ﬁrf\:é
14

1" | 41/2" |
MIN.

| MIN. |

ANCHORS INTO METAL STRUCTURES
LOW/STANDARD PRESSURE MULL

7x4x1/2"
A36 STEEL ANGLE \

@a |

EXTERIOR VIEW

WIND/DEAD LOAD ANCHOR
AT JAMB

e 5-1/4" DEPTH SHOWN,

7x4x1/2"
NOTE: A36 STEEL ANGLE

1.

WIND /DEAD LOAD ANCHOR NOTES:

WIND/DEAD LOAD ANCHORS HAVE BEEN
EVALUATED TO THE FOLLOWING:
e WL = +/- 6,300 LBS (UNFACTORED) @
DOUBLE ANGLE SUPPORTS
e WL =+/- 3,150 LBS (UNFACTORED) @
SINGLE ANGLE SUPPORTS
e MAX. SPAN = 12'-6"
e MAX. TRIB WIDTH = 60"
DEAD LOAD ANCHORS HAVE BEEN
EVALUATED TO THE FOLLOWING:
e DL=1,219 LBS (UNFACTORED) @ DOUBLE
ANGLE SUPPORTS
e DL SHALL BE DETERMINED BY ENGINEER OF
RECORD.
(2) 1/2" HH GR. 5 OR ASTM A325 THREADED
BOLTS PER ANGLE
e MIN. FULL ENGAGEMENT WITH NUT &
WASHER

OR
e THREADED INTO TAPED HOLE W/ MIN. 3
THREADS PENETRATION BEYOND STEEL
STRUCTURE
¢ MIN. 1 1/2" EDGE DISTANCE

SEE NOTE 3

STEEL SUBSTRATE
BY OTHERS, |

MIN. 3/8" THICK,
A36 STEEL

8" DEPTH SIMILAR .

oo 0o

A\

11/2"
MAX. 2" LONG |
SLOTTED HOLES
\3”\
|
A
(484
11/2" w
|
@)/ 11/4"|  23/4"
MIN."  MIN.
1" +/-1/2"
MAX.
VERTICAL SECTION

WIND LOAD ANCHOR SHOWN
(DEAD LOAD ANCHOR SIMILAR)

AT STEEL SUBSTRATE

LOW / STANDARD PRESSURE CONNECTION

\

YK
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s | inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
(HVHZ) (IMPACT)
WIND LOAD / DEAD LOAD
ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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" FL12456
pATE: (07.18.17
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SCALE: NTS
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(2) 1/4" THICK A36 STEEL GUSSET
PLATES W/ 1/4" X 1" FILLET WELDS AT
3" 0.C., BOTH SIDES

) / ALL ANGLES AND PLATES
A _ TO BE A-36 STEEL
— — — - E:ﬂ TYPE A - 1/2" DIA. KWIK BOLT TZ EXPANSION ANCHOR Fy = 36 KSI MIN.
o H@ = Eq T . g I;ESR"AMNI(IE\ILEEMBED | WIND LOAD ANCHOR |
- 4 . 3 :
Enevesil . e 5"C/CSPACING [ WIND + DEAD LOAD ANCHOR |
o= - o 4" MIN. EDGE DIS.
RACKED OR UNCRACKED . < °
CRACKED OR UNCRACK ST TYPE C - 1/2" DIA. DEWALT SCREW-BOLT+
3 a e 2 PER ANGLE WL/ DL ANCHOR CAPACITY
A @@@@ e 4-1/4" MIN. EMBED MAX. SPAN MAX. DESIGN
B e 5"C/CSPACING It PRESSURE
_ . ~ *  5"MIN. EDGE DIS. oo +/- 90 PSF
9 4 TYPE H - 3/8" DIA. SIMPSON TITEN HD EXPANSION
M 3 ANCHOR
. N e  2PERANGLE
4 K -9 ] e  3-1/4" MIN. EMBED
A L4 e 5"C/CSPACING
< : e 4 e 3-5/8" MIN. EDGE DIS.
C' NOTE:
T . e 51/4" DEPTH SHOWN,
5049 Junsi) NOTE: 8" DEPTH SIMILAR .
1) ALTERNATE WIND & DEAD LOAD ANCHORS
Txax1/2" — MAY BE DESIGNED FOR ALTERNATE SITE
A36 STEEL ANGLE |= CONDITIONS AND STEEL ANGLE DESIGN ON A
|=! JOB TO JOB BASIS FOR THE APPLICABLE WIND
45444342 ] LOADS AS DETERMINED IN ACCORDANCE WITH
CH. 16 OF THE FLORIDA BLDG. CODE BY A

26

/26\CORNER MULL. ANCH.

\8.5/

D

| |

[+ ] |0
-+ 0

DEAD LOAD

WIND LOAD

ANCHORS INTO METAL STRUCTURES
LOW/STANDARD PRESSURE MULL

7x4x1/2"
A36 STEEL ANGLE

1||

MIN. |

50149

FLORIDA REGISTERED PROFESSIONAL
ENGINEER.

7x4x1/2"

(2) 1/4" THICK A36 STEEL A36 STEEL ANGLE

GUSSET PLATES
W/ 1/4" X 1" FILLET

\S/\IISIESDSATS" ocC, BOTHw w / A
M5|N4" 11t2" Ll '-.'\énlla\l' 4y
222 2z 222 MAX. 2" LONG _| I @
| SLOTTED HOLES I .
s H 37 I e
& A o
& ¥ 4
BEEE-T E = R |
% 7 0y @/ —n e ] 9
26 1" +/-1/2"
% MAX.
3 ' VERTICAL SECTION

EXTERIOR VIEW

WIND/DEAD LOAD ANCHOR
AT JAMB

WIND LOAD ANCHOR SHOWN
(DEAD LOAD ANCHOR SIMILAR)
AT CONCRETE SUBSTRATE
LOW / STANDARD PRESSURE CONNECTION

~

a p Quality
s | INSpires
YKK AP AMERICA

1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

YHC 300 SSG (MONOLITHIC)
CURTAIN WALL SYSTEM
(HVHZ) (IMPACT)
WIND LOAD / DEAD LOAD
ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

TITLE:

REMARKS BY

o
pd
3
m

IMISC. UPDATES SH [3.18.22

MISC. UPDATES LS [6.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAXIMUM DESIGN PRESSURE - LIMITED BY ANCHOR CAPACITY (+/- PSF)

MAXIMUM DESIGN PRESSURE - LIMITED BY ANCHOR CAPACITY (+/- PSF)

NOMINAL DIMENSIONS wL wL DL+WL DL+WL
WiDTH | FEiGAT | |, ANCHOR ANCHOR _ ANCHOR ANCHOR
(IN) (IN) UNCRACKED CRACKED UNCRACKED CRACKED
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 84 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 90 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 90.0
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 96 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 90.0
60 90.0 90.0 90.0 87.0
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 102 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 90.0
57 90.0 90.0 90.0 86.2
60 90.0 90.0 90.0 81.9
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 108 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 90.0
54 90.0 90.0 90.0 85.9
57 90.0 89.8 90.0 81.4
60 90.0 85.3 90.0 773

NOMINAL DIMENSIONS WL WL DL+WL DL+WL
wiotH | meiGHT | | ANCHOR ANCHOR _ ANCHOR ANCHOR
(IN) (N) UNCRACKED CRACKED UNCRACKED CRACKED
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 114 90.0 90.0 90.0 90.0
51 90.0 90.0 90.0 86.2
54 90.0 89.8 90.0 81.4
57 90.0 85.1 89.9 77.1
60 90.0 80.8 85.4 73.3
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 90.0 90.0 90.0 90.0
48 120 90.0 90.0 90.0 87.0
51 90.0 90.0 90.0 81.9
54 90.0 85.3 90.0 77.3
57 90.0 80.8 85.4 733
60 88.8 76.8 81.1 69.6
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 126 90.0 90.0 90.0 88.4
48 90.0 90.0 90.0 82.9
51 90.0 86.1 90.0 78.0
54 90.0 813 85.8 737
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 90.0 90.0 90.0 90.0
45 132 90.0 90.0 90.0 84.4
48 90.0 87.3 90.0 79.1
51 90.0 82.1 86.8 74.4
54 89.7 77.6 81.9 703
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 90.0
42 138 90.0 90.0 90.0 86.5
45 90.0 89.0 90.0 80.7
48 90.0 83.5 88.2 75.7
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 89.2
42 144 90.0 90.0 90.0 82.9
45 90.0 85.3 90.0 77.3
48 90.0 80.0 84.5 725
36 90.0 90.0 90.0 90.0
39 90.0 90.0 90.0 85.7
42 150 90.0 87.8 90.0 79.5
45 90.0 81.9 86.5 74.2
48 88.8 76.8 81.1 69.6
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ)
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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~N

16" x 1/2" THICK
BENT A36 STEEL PLATE,

8" LENGTH .
a p Quality
s | INSpires

1/2" THK. GUSSET PLATES ATTACHED
TO BENT PLATE W/ 1/4" X 1" WELDS AT YKK AP AMERICA

3" 0.C. BOTH SIDES WELDING E70XX DUBLIN, GEORGIA 31021
ELECTRODE E-70 3/16 PH: (478)277-1955 FAX: (678)838-6001

WIND & DEAD LOAD ANCHOR NOTES:
1.  WIND LOAD ANCHORS HAVE BEEN EVALUTED TO THE FOLLOWING:
e WL =+/- 6,300 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS
e WL =+/-3,150 (UNFACTORED) @ SINGLE ANGLE SUPPORTS
o MAX. SPAN =12'-6"
¢ MAX. TRIB WIDTH = 60"
DEAD LOAD ANCHORS HAVE BEEN EVALUATED TO THE FOLLOWING:
e DL=1,219 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS
e DL SHALL BE DETERMINED BY ENGINEER OF RECORD.

2. ALTERNATE WIND & DEAD LOAD ANCHORS MAY BE DESIGNED FOR tz)
ALTERNATE SITE CONDITIONS AND STEEL ANGLE DESIGN ON A JOB TO =2 £
JOB BASIS FOR THE APPLICABLE WIND LOADS AS DETERMINED IN ) a DE wnt
ACCORDANCE WITH CH. 16 OF THE FLORIDA BLDG. CODE BY A FLORIDA e eory ] = = < SELEEEE
REGISTERED PROFESSIONAL ENGINEER. LA LI YL LG22 4 aoG 24 SCz8is
3. (2) BOLTS (ITEM #54) SHALL BE THROUGH BOLTED IN STANDARD HOLES 2o 3 E O § s332
AT DEAD LOAD ANCHORS AND MAX. 2" LONG SLOTTED HOLES AT WIND gg s 08 % S5i%¢E
LOAD ANCHORS. = = S g
2z% 22 |28 ¢
1a ) T /0K (52(50) SEz 22 |=
1/4" WELDS CONT. ce= o |-
AT TOP & BOTTOM £° = @ -
o S
CTCO P 2 )
— E'_, =
@/ = & 2
11/ 4"! 23/4" REMARKS BY | DATE
O MIN." " MIN.
$ / Imisc. upDATES SH [3.18.22
1" +/-1/2" MISC. UPDATES LS |6.02.26
(2) 1/2" DIA. THRU BOLT GRADE 5 WITH WASHER & MAX
NUT 5" C/C SPACING IN ROUND HOLES AT DEAD LOAD VERTICAL SECTION
ANCHORS IN 2" LONG SLOTTED HOLES AT WIND WIND LOAD ANCHOR SHOWN
LOAD ANCHORS [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
(DEAD LOAD ANCHOR SIMILAR) (e, 1F SITE CONDITIONS CAUSE INSTALLATION 10 DEVIATE |
AT STEEL SUBSTRATE FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
SEE NOTE 3 LOW / STANDARD PRESSURE CONNECTION N D GCUMENTS POR USE WITH TH DGCUMIENT.

(2) 3/8" THICK A36 STEEL
GUSSET PLATES

W/ 1/4" X 1" FILLET
WELDS AT 3" 0.C., BOTH

c:\users\sebastianherreros\building drops, inc\building drops landing - common\projects\ykk ap america, inc\fbc-21-1229.1 - fbc submittal - revisions\dwgs\apr. upload\fl12456\monolithic\ykk 207 - dwgs 8 - wind-dead load anchor dtls.dwg

SIDES
w ' 3716 E70XX
2THORIZONTAL SECTION
- WL OR DL ANCHOR L LI LLLLLLL L LA 21/2" AL LA LTI,
NOTE: a E‘
e 5-1/4" DEPTH SHOWN, ..
8" DEPTH SIMILAR . 3" ®® 1900 NE MIAMI CT, SUITE 2-15
WL / DL ANCHOR CAPACITY FBPE CERT. OF AUTHORBATION No. 29578
MAX. SPAN | MAX. DESIGN ‘é FL #:
'H PRESSURE " PN oo
- i i | R, 7 FL12456
pATE: (07.18.17
@ @ 26 42)43)44)45 DWG. BY: CHK. BY:
. . $ , 2 AR/RV HFN
' ' scate: ~ NTS
[+ [ CORNER MULL FRONT VIEW owe #_YKK207
_¢_ U WIND/DEAD LOAD ANCHOR SECTION:
AT STEEL SUBSTRATE 7
DEAD LOAD  WIND LOAD LOW / STANDARD PRESSURE CONNECTION o

[Page 31 of 38]




6/5/2026 8:26 AM

c:\users\sebastianherreros\building drops, inc\building drops landing - common\projects\ykk ap america, inc\fbc-21-1229.1 - fbc submittal - revisions\dwgs\apr. upload\fl12456\monolithic\ykk 207 - dwgs 8 - wind-dead load anchor dtls.dwg

16" x 1/2" THICK YHH \
BENT A36 STEEL PLATE,
8" LENGTH )
Quality
(2) 3/8" THICK A36 STEEL (2) 3/8" THICK A36 STEEL SEE NOTE 3 s | inspires
GUSSET PLATES W/ 1/4" X GUSSET PLATES
1" FILLET WELDS AT 3" O.C., W/ 1/4" X 1" FILLET YKEngHPWﬁMEPTSIEA
BOTH SIDES WELDS AT 3" 0.C., BOTH DUBLIN, GEORGIA 31021
WL /DL ANCHOR CAPACITY SIDES PH: (478)277-1955 FAX: (678)838-6001
MAX. SPAN | MAX. DESIGN w T71E E70XX U
"H' PRESSURE / =y E
" +/-90 PSF oy, o, oA aVannal fannn 000 [€) V;E oo°°§
150 / L SEE NOTE 2 A s 2 CEEELE
CES SELFEEELAG 21/2" AL ==y SEE ?)EC 9ﬁ g6§g§§
g 2= S5533
@ - NOTE 2 225 32 |ozzzis
S22 20 |Z2:.5:%¢%
= = \EE =4 oo >
& o] |o. 6 [l
" p=d pu —a
m—r T T ETOXX 41/2" 13/4" 223 932 |2
1 ' MIN. MIN. RE= o< |
H %E) o g o« oW
Jaaaa) am laaaaVa 2 1/2" aVanaal Jaanal oo > E §
N % L] | R
vz 5 8.V, I;/ SRR ISR IR RN IR 'r/v 23 f
UL YL TN O o DB DODE TAEAE
T T $9,  (7) N\ X, $ 2
&) 0 7 ' |misc. uPDATES SH [3.18.22
CORNER MULL ERONT VIEW MISC. UPDATES Ls [6.02.26
SEENOTE 3 WIND/DEAD LOAD ANCHOR [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
AT STEEL SUBSTRATE AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
LOW / STAN DARD PRESSURE CONNECTION FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SI%E SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
E70XX>—3776
NOTE: w
/28 HORIZONTAL SECTION © S-1/4 DEPTH SHOWN, \/n/
\&./8/ ANGLED CORNER 8" DEPTH SIMILAR . — |
WL OR DL ANCHOR Z
WIND & DEAD LOAD ANCHOR NOTES: E
1. WIND LOAD ANCHORS HAVE BEEN EVALUTED TO THE FOLLOWING:
e WL = +/- 6,300 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS /@
e WL = +/- 3,150 (UNFACTORED) @ SINGLE ANGLE SUPPORTS O o
o 310 N )@ @ @H@)
. fanaal fanaal fa
o MAX. TRIB WIDTH = 60" Z FL #:
DEAD LOAD ANCHORS HAVE BEEN EVALUATED TO THE FOLLOWING: @/ F I_ 1 245 6
e DL =1,219 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS 1 1/4--| 23/4"
o DL SHALL BE DETERMINED BY ENGINEER OF RECORD. @ MIN. | MIN. Py 718.17
2. (2)1/2" HH GR. 5 OR ASTM A325 THREADED BOLTS PER ANGLE $ + 07.18.
@ @ e MIN. FULL ENGAGEMENT WITH NUT & WASHER 1" +/-1/2" DWG. BY: CHK. BY:
OR MAX. AR/RV HFN
[ [ o THREADED INTO TAPPED HOLE W/ MIN. 3 THREADS PENETRATION VERTICAL SECTION _
SCALE: NTS
BEYOND STEEL STRUCTURE WIND LOAD ANCHOR
- 0 * MIN. 11/2" EDGE DISTANCE. (DEAD LOAD ANCHOR SIMILAR) owe.#  YKK207
oL | D 3. (2) BOLTS (ITEM #54) SHALL BE THROUGH BOLTED IN STANDARD HOLES AT STEEL SUBSTRATE o,
—49— U AT DEAD LOAD ANCHORS AND MAX. 2" LONG SLOTTED HOLTES AT WIND LOW / STANDARD PRESSURE CONNECTION '
LOAD ANCHORS.
DEAD LOAD WIND LOAD u]
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4 r . . .o
' CONCRETE SUBSTRATE a
MIN. f'c = 3000 PS : .
CRACKED OR UNCRACKED _
. N g
A . . ) A
: A . . )
: . . A .
< . . <4 4
<: . _
<, a - EsS
." g . . vy <1 A o
11\/?(1'\?' | 5" .~ MiNED
o < : * . DISTAN
. _ . D]
A ’ o
o : |

<4

==

e 5-1/4" DEPTH SHOWN,
8" DEPTH SIMILAR .

e
g it
SEE NOTE 4
29\HORIZONTAL SECTION
8.9/ WL OR bt ANCHOR
NOTE:

S

|o—WL—> |~—WL—>
“7 (@)
DEAD LOAD WIND LOAD

16" x 1/2" THICK

BENT A36 STEEL PLATE,

8" LENGTH

— SEE NOTE 2

(2) 3/8" THICK A36 STEEL GUSSET
PLATES W/ 1/4" X 1" FILLET WELDS AT
3" 0.C., BOTH SIDES

1/4l| 1"_3" E7OXX

NOTE:

1) ALTERNATE WIND & DEAD LOAD
ANCHORS MAY BE DESIGNED FOR
ALTERNATE SITE CONDITIONS AND

STEEL ANGLE DESIGN ON AJOB TO JOB

BASIS FOR THE APPLICABLE WIND
LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA

REGISTERED PROFESSIONAL ENGINEER.

(2) 3/8" THICK A36 STEEL

GUSSET PLATES
y W/ 1/4" X 1" FILLET

WELDS AT 3" 0.C., BOTH SIDES

o oo b o U oo 0
S&&& T 2 1/2" :/\MAJ \w o oo \> o>y SEE
ag T g — NOTE 2
®@ @) . o
H 5" 13/4"
ag ‘F MIN MIN.
am laaaaYa 2 1/2" aan ey 500 000

SEE NOTE 4

CORNER MULL FRONT VIEW

WIND/DEAD LOAD ANCHOR
AT CONCRETE SUBSTRATE

E70XX

3/16
V 21
500 o~on Ia [ MIN.
Y2 222224 E_.D. %
%EE%- A — = .
@ (0 I~ aem
@@@ Janan) fanan) fa M<7 A
NLLLT \LLLD A\ E.ID.'
11/4"  23/4"
()] W M. MNP <

1" +/-1/2"
MAX.

VERTICAL SECTION

WIND LOAD ANCHOR SHOWN
(DEAD LOAD ANCHOR SIMILAR)
AT CONCRETE SUBSTRATE

DEAD & WIND LOAD ANCHOR NOTES:

1.

WIND LOAD ANCHORS HAVE BEEN EVALUTED TO THE FOLLOWING:

e WL = +/- 6,300 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS

e WL = +/- 3,150 (UNFACTORED) @ SINGLE ANGLE SUPPORTS

e MAX. SPAN = 12'-6"

e MAX. TRIB WIDTH = 60"

DEAD LOAD ANCHORS HAVE BEEN EVALUATED TO THE FOLLOWING:

e DL =1,219 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS

e DL SHALL BE DETERMINED BY ENGINEER OF RECORD.

TYPE F - (2) 1/2" HILTI KWIKBOLT TZ2 PER ANGLE

e MIN. EMBEDMENT =3 1/4"

e MAX. C.C. SPACING = 5"

e MIN. EDGE DISTANCE = 4"

e MIN. 4000 PSI CONCRETE

TYPE N - (2) 3/8" DEWALT SCREW-BOLT+ PER ANGLE

e MIN. EMBEDMENT =2 1/2"

e MAX. C.C. SPACING = 5"

e MIN. EDGE DISTANCE =3 7/8"

e MIN. 3000 PSI CONCRETE

TYPE H - (2) 3/8" SIMPSON TITEN HD PER ANGLE

e MIN. EMBEDMENT =3 1/4"

e MAX. C.C. SPACING = 5"

e MIN. EDGE DISTANCE =3 5/8"

¢ MIN. 4000 PSI CONCRETE

FOR SLABS LESS THAN 8" IN THICKNESS, DESIGN MAY BE PROVIDED ON
JOB TO JOB BASIS FOR REVIEW & APPROVAL BY AHJ

(2) BOLTS (ITEM #54) SHALL BE THROUGH BOLTED IN STANDARD HOLES
AT DEAD LOAD ANCHORS AND MAX. 2" LONG SLOTTED HOLES AT WIND
LOAD ANCHORS.

~
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REMARKS BY | DATE
IMISC. UPDATES SH [3.18.22
MISC. UPDATES LS 16.02.26

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL#:
FL12456

pate:  07.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK207

SECTION:

8.9
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WIND/DEAD LOAD TABLES FOR STANDARD MULLION

MAXIMUM DESIGN PRESSURE - LIMITED BY ANCHOR CAPACITY (+/- PSF)

MAXIMUM DESIGN PRESSURE - LIMITED BY ANCHOR CAPACITY (+/- PSF)

NOMINAL DIMENSIONS WL WL DL+WL DL+WL
ANCHOR ANCHOR ANCHOR ANCHOR
WIDTH HEIGHT 'UNCRACKED' 'CRACKED' 'UNCRACKED' 'CRACKED'
(IN.) (IN.)
36 90.0 90.0 90.0 86.7
39 90.0 90.0 90.0 80.1
42 90.0 86.0 90.0 74.3
45 90.0 80.2 90.0 69.4
48 84 90.0 75.2 90.0 65.0
51 90.0 70.8 86.2 61.2
54 85.7 66.9 81.4 57.8
57 81.2 63.3 77.1 54.8
60 77.1 60.2 73.3 52.0
36 90.0 90.0 90.0 80.9
39 90.0 86.4 90.0 74.7
42 90.0 80.2 90.0 69.4
45 90.0 74.9 90.0 64.8
48 90 90.0 70.2 85.5 60.7
bl 84.7 66.1 80.5 5%
54 80.0 62.4 76.0 54.0
57 75.8 59.1 72.0 51.1
60 72.0 56.2 68.4 48.6
36 50.0 87.8 90.0 75.9
39 90.0 81.0 90.0 70.0
42 90.0 75.2 90.0 65.0
45 90.0 70.2 85.5 60.7
48 %6 84.4 65.8 80.2 56.9
51 79.4 61.9 75.4 53.6
54 75.0 58.5 713 50.6
57 71.1 55.4 67.5 47.9
60 67.5 52.7 64.1 45.5
36 90.0 82.6 90.0 71.4
39 90.0 76.2 90.0 65.9
42 90.0 70.8 86.2 61,2
45 84.7 66.1 80.5 57.1
48 102 79.4 61.9 75.4 53.6
51 74.7 58.3 71.0 50.4
54 70.6 551 67.1 47.6
57 66.9 52.2 63.5 45.1
60 63.5 49.6 60.4 42.9
36 90.0 78.0 90.0 67.5
39 90.0 72.0 87.7 62.3
42 85.7 66.9 81.4 57.8
45 80.0 62.4 76.0 54.0
48 108 75.0 58.5 71.3 50.6
- 70.6 55l 67.1 47.6
54 66.7 52.0 63.3 45.0
57 63.2 49.3 60.0 42.6
60 60.0 46.8 57.0 40.5

NOMINAL DIMENSIONS WL WL DL+WL DL+WL
ANCHOR ANCHOR ANCHOR ANCHOR
V\(lll:jT)H H:EIIIS?T 'UNCRACKED' 'CRACKED' 'UNCRACKED' 'CRACKED'
36 90.0 73.9 90.0 63.9
39 874 68.2 83.1 59.0
42 81.2 63.3 77.1 54.8
45 75.8 5911 72.0 51,1
48 114 7.1 55.4 67.5 47.9
51 66.9 52.2 63.5 45.1
54 63.2 49.3 60.0 42.6
57 59.8 46.7 56.8 40.4
60 56.8 44.3 54.0 38.3
36 90.0 70.2 85.5 60.7
39 83.1 64.8 78.9 56.0
42 77.1 60.2 733 52.0
45 72.0 56.2 68.4 48.6
48 120 67.5 52.7 64.1 45.5
51 63.5 49.6 60.4 42.9
54 60.0 46.8 57.0 40.5
57 56.8 44.3 54.0 38.3
60 54.0 42.1 51.3 36.4
36 85.7 66.9 81.4 57.8
39 79.1 61.7 75.2 53.4
42 735 57.3 69.8 49.6
45 126 68.6 53.5 65.1 46.3
48 64.3 50.1 61.1 43.4
5 60.5 47.2 57.5 40.8
54 57.1 44.6 54.3 38.5
36 81.8 63.8 77.7 55.2
39 75.5 58.9 71.7 50.9
42 70.1 54.7 66.6 47.3
45 132 65.5 51.1 62.2 44.1
48 61.4 47.9 58.3 41.4
51 57.8 45.0 54.9 39.0
54 54.5 42.5 51.8 36.8
36 783 61.0 74.3 52.8
39 722 56.3 68.6 48.7
42 138 67.1 52.3 63.7 45.2
45 62.6 48.8 595 42.2
48 58.7 45.8 55.8 39.6
36 75.0 58.5 71.3 50.6
39 69.2 54.0 65.8 46.7
42 144 64.3 50.1 61.1 43.4
45 60.0 46.8 57.0 40.5
48 56.3 43.9 53.4 37.9
36 72.0 56.2 68.4 48.6
39 66.5 51.8 63.1 44.8
42 150 61.7 48.1 58.6 41.6
45 57.6 44.9 54.7 38.9
48 54.0 42.1 51.3 36.4
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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ITEM PART NO. DESCRIPTION MATERIAL MANUFACTURER
1 E9-3105 HEAD / SILL / HORIZONTAL 6063-T5 YKK AP
2 E9-3106 HORIZONTAL 6063-T5 YKK AP
3 E9-3103 JAMB / MULLION 6063-T6 YKK AP
4 E9-3119 SSG MULLION 6063-T6 YKK AP
5 AS-3173 PRESSURE PLATE 6063-T5 YKK AP
6 AS-3179 PERIMETER PRESSURE PLATE 6063-T5 YKK AP
7 E9-3149 90° SSG OUTSIDE CORNER ADAPTOR 6063-T5 YKK AP
8 E9-3161 FACE COVER 6063-T5 YKK AP
9 E9-3162 FLUSH FILLER 6063-T5 YKK AP
10 E1-3001 SHEAR BLOCK 6063-T5 YKK AP
11 E1-3002 'J' ANCHOR 6063-T5 YKK AP
12 E1-3006 MULLION ANCHOR SLEEVE (3") 6063-T5 YKK AP
13 E1-3005 MULLION SPLICE SLEEVE (6") 6063-T5 YKK AP
14 E1-3193 MULLION REINFORCEMENT SLEEVE (29") 6063-T5 YKK AP
15 E9-3150 POST ADAPTOR 6063-T5 YKK AP
16 E1-3004 'F' JAMB END ANCHOR 6063-T5 YKK AP
17 E1-3003 'T' MULLION END ANCHOR 6061-T6 YKK AP
18 E1-3039 's' ANCHOR AT DOOR JAMB 6063-T6 YKK AP
19 E1-0187 STEEL REINFORCING TUBE STEEL
20 E1-0189 STEEL REINFORCING CHANNEL STEEL
21 E1-3011 MULLION END CAP ALUM SHEET
22 E2-0379 GLAZING GASKET EPDM
23 E2-0176 SSG GLAZING SPACER (SMI) EPDM
24 E2-0353 SSG GLAZING SPACER (LMI) EPDM
25 E2-0623 SETTING BLOCK EPDM (905)
26 E3-0103 ANCHOR SLIP PAD NYLON
27 E2-0386 ISOLATOR TAPE PVC SPONGE
28 E2-0358 JOINT PLUG EPDM SPONGE
29 FC-1410 #14 X 5/8” FHSMS TYPE AB ZINC PLATED STEEL
30 FF-0808 #8-32 X 1/2” FHTCS TYPE F ZINC PLATED STEEL
31 FC-1212 #12 X 3/4” FHSMS TYPE AB ZINC PLATED STEEL
32 FC-1220 #12 X 1-1/4” FHSMS TYPE ZINC PLATED STEEL
33 PC-1010 #10 X 5/8” PHSMS TYPE AB ZINC PLATED STEEL
34 HF-2510-W1 1/4”-20 X 5/8” HWHTCS ZINC PLATED STEEL
35 HD-2520-W3 1/4”-20 X 1-1/4” HWHMS ZINC PLATED STEEL
36 E9-3165 90° CORNER INT. COVER 6063-T5 YKK AP
37 E9-1280 90° CORNER INT. COVER BASE 6063-T5 YKK AP
38 E2-0370 $SG JOINT PLUG EPDM
39 E1-1204 WIND LOAD ANCHOR A36 STEEL
40 E1-1205 DEAD LOAD ANCHOR A36 STEEL
41 HM-5072 1/2"-13 X 4-1/2" HHMS ZINC PLATED STEEL

1/2" -13 HH MS BOLT (GRADE 5) OF
" SUFFICIENT LENGTH TO ACHIEVE GILL
ENGAGEMENT W/ NUT SAE GR.5 OR ASTM
A325
43 HM-5000 1/2”-13 NUT HHMS ZINC PLATED STEEL

ITEM PART NO. DESCRIPTION MATERIAL MANUFACTURER
44 WS-5000 1/2” LOCK WASHER ZINC PLATED STEEL -
45 WW-5000 1/2” FLAT WASHER ZINC PLATED STEEL -
46 PC-1012 #10 X 3/4" PHSMS TYPE AB ZINC PLATED STEEL
47 -—- WIND LOAD ANCHOR (NOT BY YKK AP) A36 STEEL ---
48 -—- DEAD LOAD ANCHOR (NOT BY YKK AP) A36 STEEL -
49 - WIND LOAD ANCHOR (NOT BY YKK AP) A36 STEEL -
50 - DEAD LOAD ANCHOR (NOT BY YKK AP) A36 STEEL -
51 -—- WIND LOAD ANCHOR (NOT BY YKK AP) A36 STEEL ---
52 -—- DEAD LOAD ANCHOR (NOT BY YKK AP) A36 STEEL -
53 -—- WIND LOAD ANCHOR (NOT BY YKK AP) A36 STEEL -
54 - DEAD LOAD ANCHOR (NOT BY YKK AP) A36 STEEL ---
55 -—- WIND LOAD ANCHOR (NOT BY YKK AP) A36 STEEL -
56 -—- DEAD LOAD ANCHOR (NOT BY YKK AP) A36 STEEL ---
57 PC-1210 #12 X 5/8" PHSMS TYPE AB ZINC PLATED STEEL -
58 E2-0103 THERMAL ISOLATOR EPDM -
59 E1-3018 90° CORNER MULLION END ANCHOR 6063-T5 -
60 E9-9303 1-1/2" X 1-1/2" X 1/8" ANGLE 6063-T5 YKK AP
61 E9-9302 1"X1" X 1/8" ANGLE 6063-T5 YKK AP
62 E1-3016 90° CORNER SHEAR CLIP (RH) 6063-T5 YKK AP
63 E1-3017 90° CORNER SHEAR CLIP (LH) 6063-T5 YKK AP
64 E2-0537 SIDE BLOCK EPDM (85+5) -
65 PC-1220 #12 X 1-1/4" PHSMS TYPE AB ZINC PLATED STEEL -
66 E2-0356 ISOLATOR TAPE PVC SPONGE -
67 TEK-1012 #10-16 X 3/4" TEK HWHS ZINC PLATED STEEL -
68 E9-3109 POCKET FILLER 6063-T5 YKK AP
69 - - - -
70 E1-3040 SHEAR BLOCK (HD) 6063-T5 YKK AP
71 E9-3188 FLUSH FILLER (DEEP MULL) 6063-T6 YKK AP
72 E9-3189 HD OPEN BACK HEAD/HORIZ./SILL (MONO) 6063-T6 YKK AP
73 E1-3035 JAMB F ANCHOR (HD) 6063-T5 YKK AP
74 E1-3034 MULLION T ANCHOR (HD) 6063-T5 YKK AP
75 - - - -
76 - - - -
77 E9-3190 HD HORIZONTAL (MONO) 6063-T6 YKK AP
78 E9-3186 INTERIOR MULLION COVER 6063-T6 YKK AP
79 E1-3032 SHEAR BLOCK 6063-T5 YKK AP
80 E1-3033 N(léj.!-tlooﬁGAgcT%opR&s;%ﬁO(&?) 6063-T5 YKK AP
P R— MULLION SPLICE SLEEVE (30 e -
82 E1-3030 MULLIO'}‘ZF;EIIl_\lgﬁgcg\iﬂ\‘cTH%L:)EVE (HD) 6063-T5 YKK AP
83 E9-3182 HD VERTICAL MULLION (MONO) 6063-T6 YKK AP
84 E2-0357 SIDE BLOCK EPDM YKK AP
85 E9-7437 3" x 8" SSG MULLION 6063-T5 YKK AP
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