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YKK AP America Inc.

YWW 50 TU WINDOW WALL SYSTEM (PRE-GLAZED)
(HVHZ) (NON-IMPACT)

GENERAL NOTES:

INSTALLATION NOTES:

1. SEE SHEET 9 FOR ANCHOR TYPE REQUIREMENTS, MINIMUM
EMBEDMENT, AND MINIMUM EDGE DISTANCES. ALL ANCHOR
REQUIREMENTS MUST BE ADHERED TO. ANY DEVIATIONS FROM
ANCHOR REQUIREMENTS REQUIRES SEPARATE EVALUATION AND
APPROVAL.

2. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

3. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

4. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

5. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

6. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

7. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

8. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE
IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR
JOINT INTO FACE SHELL OF BLOCK.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

10.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - CMU UNIT STRENGTH CONFORMS TO ASTM C-90,
WITH MIN. COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT
CONFORMS TO ASTM C 476, MIN. GROUT COMPRESSIVE
STRENGTH OF 2000 PSI.

D. STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM 12
GA. WALL THICKNESS.

E. STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM 18
GA. WALL THICKNESS WITH 2X WOOD BACKING.

F. ALUMINUM - MINIMUM 1/8 INCH THICK 6063-T5 ALUMINUM.

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

AAMA 501-15

ASTM E283-19

ASTM E330-14

ASTM E331-00(16)

TAS 202-94

. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,

2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND

ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS

PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE. SEE SHEETS
3 AND 4 FOR GLAZING DETAILS. GLASS SHALL MEET THE
REQUIREMENTS OF ASTM E 1300.

. STOREFRONT FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT
FLORIDA BUILDING CODE AND REFERENCED DESIGN
SPECIFICATIONS.
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INSTRUCTIONS FOR USE:

1.

DETERMINE DESIGN WIND LOAD REQUIREMENTS BASED ON
WIND VELOCITY, BLDG, HEIGHT, WIND ZONE USING APPLICABLE
ASCE 7 STANDARD.

SEE CHART ON SHEET 3 FOR DESIGN LOAD CAPACITY OF
DESIRED GLASS SIZE. GLASS SELECTION SHALL BE IN
ACCORDANCE WITH ASTM E1300.

CHECK MULLION CAPACITY FOR A GIVEN SPACING AND HEIGHT
USING CHART ON SHEETS 5 THRU 8, THE CAPACITY SHOULD
EXCEED THE DESIGN LOAD.

USING CHART ON SHEETS 9 THRU 11 SELECT ANCHOR OPTION
WITH DESIGN RATING MORE THAN DESIGN LOAD SPECIFIED IN
STEP 1 ABOVE.

THE LOWEST VALUE RESULTING FROM STEP 2, 3, AND 4 SHALL
APPLY TO ENTIRE SYSTEM.
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MAX. D.L.O.
SEE SHEET 3

MAX. FRAME
HEIGHT
SEE SHEETS5 & 6

MAX. D.L.O.
SEE SHEET 3

57 13/16" MAX. D.L.O.
ABOVE HORIZONTAL

MAX. MULLION

- -— SPACING —

SEE SHEETS5 & 6

ELEVATION
TYPICAL YWW 50 TU WINDOW WALL
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DRY GLAZED SYSTEMS

GLASS LOAD CAPACITY (PSF)

GLASS LOAD CAPACITY (PSF)

NOMINAL D.L.O. SIZE (IN.) | 1G/0G SSG NOMINAL D.L.O. SIZE (IN.) |  1G/0G SSG
EXT. (+) EXT. (+) EXT. (+) EXT. (+)
WIDTH HEIGHT INT. () INT. () WIDTH HEIGHT INT. () INT. ()
30.125 45.0 45.0 30.125 45.0 45.0
36.125 45.0 45.0 36.125 45.0 45.0
42.125 45.0 45.0 42.125 45.0 45.0
48.125 45.0 45.0 48.125 45.0 45.0
66.625 102.625
54.125 45.0 45.0 54.125 45.0 45.0
60.125 44.9 45.0 60.125 44.9 45.0
66.125 42.7 42.7 66.125 40.7 40.8
72.125 45.0 45.0 69.125 38.8 38.9
30.125 45.0 45.0 30.125 45.0 45.0
36.125 45.0 45.0 36.125 45.0 45.0
42.125 45.0 45.0 42.125 45.0 45.0
48.125 79625 45.0 45.0 48.125 108.625 45.0 45.0
54.125 ' 45.0 45.0 54.125 45.0 45.0
60.125 44.9 45.0 60.125 44.9 45.0
66.125 40.7 40.8 65.125 41.3 41.4
72.125 38.8 38.9 30.125 45.0 45.0
30.125 45.0 45.0 36.125 45.0 45.0
36.125 45.0 45.0 42.125 45.0 45.0
114.625
42.125 45.0 45.0 48.125 45.0 45.0
48.125 28,625 45.0 45.0 54.125 45.0 45.0
54.125 ' 45.0 45.0 60.125 44.9 45.0
60.125 44.9 45.0 30.125 45.0 45.0
66.125 40.7 40.8 36.125 45.0 45.0
72.125 37.2 37.2 42.125 45.0 45.0
120.625
30.125 45.0 45.0 48.125 45.0 45.0
36.125 45.0 45.0 54.125 45.0 45.0
42.125 45.0 45.0 60.125 30.0 45.0
48.125 45.0 45.0 30.125 45.0 45.0
84.625
54.125 45.0 45.0 36.125 45.0 45.0
60.125 44.9 45.0 42.125 126.625 45.0 45.0
66.125 40.7 40.8 48.125 45.0 45.0
72.125 37.2 37.2 54.125 45.0 45.0
30.125 45.0 45.0 30.125 45.0 45.0
36.125 45.0 45.0 36.125 45.0 45.0
132.625
42.125 45.0 45.0 42.125 45.0 45.0
48.125 90.625 45.0 45.0 48.125 45.0 45.0
54.125 ' 45.0 45.0 30.125 45.0 45.0
60.125 44.9 45.0 36.125 45.0 45.0
138.625
66.125 40.7 40.8 42.125 45.0 45.0
72.125 37.2 37.2 48.125 45.0 45.0
30.125 45.0 45.0 30.125 45.0 45.0
36.125 45.0 45.0 36.125 45.0 45.0
144.625
42.125 45.0 45.0 42.125 45.0 45.0
48.125 45.0 45.0 48.125 45.0 45.0
96.625
54.125 45.0 45.0
60.125 44.9 45.0
66.125 40.7 40.8
72.125 37.2 37.2

(NON-IMPACT)

D.L.O. D.L.O.
— ]
WIDTH WIDTH

FRAME D.L.O. w7
HEIGHT HEIGHT

MAX.
MULLION

SPACING

DAYLITE OPENING DIMENSIONS:
DAYLITE OPENING WIDTH:

e  MAX. MULLION SPACING - 2.5"
DAYLITE OPENING HEIGHT:

e  FRAME HEIGHT - 4.5"

GLAZING NOTES:

1.  GLASS TYPE AND THICKNESS SHALL COMPLY WITH
ASTM E1300 REQUIREMENTS AS WELL AS APPLICABLE
SAFETY GLAZING REQUIREMENTS PER THE FBC.
THICKNESS, TEMPER, AND SAFETY GLAZING
REQUIREMENTS SHALL BE REVIEWED ON A SITE
SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90
(SHORE A) AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX
VALUES IN GLASS CHARTS.

o

INTERIOR

~— 1" O.A. INSULATED GLASS

GLAZING DETAIL 1

TYPICAL AT HEAD FOR INSIDE
GLAZED (IG) SYSTEMS

7/16" =
GLASS 5 g
BITE f P
~
EXTERIOR
— 1
EXTERIOR
7/16"
GLASS
BITE

19

~=— 1" O.A. INSULATED GLASS
INTERIOR

GLAZING DETAIL 2

TYPICAL AT INTERMEDIATE
HORIZONTAL FOR INSIDE
GLAZED (IG) SYSTEMS

— ]

EXTERIOR

~— 1" O.A. INSULATED GLASS
INTERIOR

GLAZING DETAIL 3

TYPICAL AT SILL FOR INSIDE
GLAZED (IG) SYSTEMS
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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7§31::z
GLASS
BITE
EXTERIOR INTERIOR
—— l«— 1" O.A. INSULATED GLASS
GLAZING DETAILA4
TYPICAL AT HEAD FOR OUTSIDE
GLAZED (OG) SYSTEMS
—— 1" O.A. INSULATED GLASS
EXTERIOR INTERIOR
7/16"
GLASS
BITE

GLAZING DETAIL 5

TYPICAL AT INTERMEDIATE
HORIZONTAL FOR OUTSIDE

GLAZED (OG) SYSTEMS
—= ~=— 1" O.A. INSULATED GLASS
EXTERIOR INTERIOR

7/16"
GLASS
BITE

GLAZING DETAIL 6
TYPICAL AT SILL FOR OUTSIDE
GLAZED (OG) SYSTEMS

—= 1" O.A. INSULATED GLASS
EXTERIOR INTERIOR

7/16"
GLASS
BITE

&)

GLAZING DETAIL 7

TYPICAL AT INTERMEDIATE
HORIZONTAL FOR CAPTURED SSG
SYSTEMS

GLAZING NOTES:

1. GLASS TYPE AND THICKNESS SHALL COMPLY WITH
ASTM E1300 REQUIREMENTS AS WELL AS APPLICABLE
SAFETY GLAZING REQUIREMENTS PER THE FBC.
THICKNESS, TEMPER, AND SAFETY GLAZING
REQUIREMENTS SHALL BE REVIEWED ON A SITE
SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90
(SHORE A) AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX
VALUES IN GLASS CHARTS.

ALUMINUM BOX SPACER:

AROUND THE PERIMETER OF THE GLASS.
PRIMARY SEALANT:

POLYISOBUTYLENE (PIB).

SECONDARY SEALANT:

STRUCTURAL SILICONE INTENDED FOR
FABRICATION OF INSULATED GLASS UNITS.

GLASS
BITE
EXTERIOR INTERIOR
—— l«— 1" O.A. INSULATED GLASS
GLAZING DETAIL 8
TYPICAL AT HEAD FOR SSG
SYSTEMS
—— 1" O.A. INSULATED GLASS
EXTERIOR INTERIOR
//—_
38
3/4" L
GLASS /
BITE
41
0
\ 39
\~
GLAZING DETAIL 9
TYPICAL AT INTERMEDIATE
HORIZONTAL FOR ﬁ SYSTEMS
—— l=— 1" O.A. INSULATED GLASS

EXTERIOR INTERIOR

7/16"
GLASS
BITE

GLAZING DETAIL 10

TYPICAL AT SILL FOR SSG
SYSTEMS
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MULLION LOAD TABLE

DESIGN LOAD CAPACITY - PSF

DESIGN LOAD CAPACITY - PSF

NOMINAL DIMS. | JAMB 'J1'| JAMB 'J2'| JAMB 'j3" Ml.JlblLl'.ON ML.’,\;LZ'PN

wioTH | FRME | ExT. (4) | EXT. () | EXT. (+) | EXT. () | EXT. (4)
(W) | INTE | INTO | INTE | INTG | INT )
30 450 | 450 | 450 | 1000 | 450
36 450 | 450 | 450 | 882 | 392
2 450 | 450 | 450 | 756 | 336
48 102 450 | 450 | 450 | 662 | 294
52 450 | 450 | 450 | 588 | 261
60 450 | 450 | 450 | 529 | 235
66 435 | 450 | 450 | 481 | 214
30 450 | 450 | 450 | 1000 | 396
36 450 | 450 | 450 | 833 | 330
Iy 450 | 450 | 450 | 714 | 283
48 108 450 | 450 | 450 | 625 | 2438
54 450 | 450 | 450 | 556 | 220
60 426 | 450 | 450 | 500 | 19.8
66 388 | 450 | 450 | 455 | 180
30 450 | 450 | 450 | 947 | 337
36 450 | 450 | 450 | 789 | 281
Iy 4 450 | 450 | 450 | 677 | 241
48 450 | 450 | 450 | 592 | 211
52 225 | 450 | 450 | 526 | 187
60 383 | 450 | 450 | 474 | 168
30 450 | 450 | 450 | 900 | 289
36 450 | 450 | 450 | 750 | 2441
Iy 120 450 | 450 | 450 | 643 | 206
48 432 | 450 | 450 | 563 | 181
54 384 | 450 | 450 | 500 | 16.0
60 345 | 450 | 407 | 450 | 144
30 450 | 450 | 450 | 777 | 450
36 450 | 450 | 450 | 648 | 416
Iy 126 447 | 450 | 450 | 555 | 356
48 302 | 450 | 450 | 486 | 312
52 348 | 450 | 410 | 432 | 277
30 450 | 450 | 450 | 676 | 434
36 132 450 | 450 | 450 | 563 | 362
Iy 408 | 450 | 450 | 483 | 310
48 357 | 450 | 421 | 423 | 271
30 450 | 450 | 450 | 592 | 380
36 140 435 | 450 | 450 | 493 | 317
Iy 373 | 450 | 440 | 423 | 271
48 326 | 450 | 385 | 370 | 237
30 450 | 450 | 450 | 521 | 334
36 144 200 | 450 | 450 | 434 | 279
Iy 323 | 450 | 404 | 372 | 239
48 300 | 450 | 354 | 326 | 200

NOMINAL DIMS. |JAMB 'J1'|JAMB 'J2'| JAMB 'J3' Ml;JLU‘ON Ml.JLUPN
M1 M2
WIDTH Lréfé‘l"_ﬁ EXT. (+) | EXT.(+) | exT.(0) | EXT. (+) | EXT. (4)
(W) ()| INT-C) [ INT.G) | INT.G) | INT() | INT. ()
30 250 | 450 | 450 | 1000 | 450
36 250 | 450 | 450 | 1000 | 450
0 250 | 450 | 450 | 1000 | 450
48 o6 450 | 450 | 450 | 1000 | 450
54 450 | 450 | 450 | 909 | 450
%0 250 | 450 | 450 | 818 | 450
%6 250 | 450 | 450 | 744 | 450
72 250 | 450 | 450 | 682 | 450
30 250 | 450 | 450 | 1000 | 450
36 250 | 450 | 450 | 1000 | 450
42 45.0 45.0 45.0 100.0 45.0
18 b 450 | 450 | 450 | 938 | 450
54 250 | 450 | 450 | 833 | 450
60 250 | 450 | 450 | 750 | 450
66 250 | 450 | 450 | 682 | 450
72 450 | 450 | 450 | 625 | 436
30 250 | 450 | 450 | 1000 | 450
36 250 | 450 | 450 | 1000 | 450
7 250 | 450 | 450 | 989 | 450
48 78 45.0 45.0 45.0 86.5 45.0
54 45.0 45.0 45.0 76.9 45.0
%0 250 | 450 | 450 | 692 | 446
66 250 | 450 | 450 | 629 | 405
72 45.0 45.0 45.0 57.7 37.1
30 450 | 450 | 450 | 1000 | 450
36 450 | 450 | 450 | 1000 | 450
2 450 | 450 | 450 | 918 | 450
28 o 250 | 450 | 450 | 804 | 450
52 250 | 450 | 450 | 714 | 427
%0 250 | 450 | 450 | 643 | 384
%6 250 | 450 | 450 | 584 | 349
72 250 | 450 | 450 | 536 | 320
30 250 | 450 | 450 | 1000 | 450
36 450 | 450 | 450 | 1000 | 450
42 250 | 450 | 450 | 857 | 450
48 90 45.0 45.0 45.0 75.0 41.8
52 250 | 450 | 450 | 667 | 372
60 450 | 450 | 450 | 600 | 335
%6 250 | 450 | 450 | 545 | 304
72 250 | 450 | 450 | 500 | 279
30 250 | 450 | 450 | 1000 | 450
36 250 | 450 | 450 | 938 | 450
42 45.0 45.0 45.0 80.4 40.3
48 9% 45.0 45.0 45.0 70.3 35.3
54 250 | 450 | 450 | 625 | 313
60 450 | 450 | 450 | 563 | 282
66 250 | 450 | 450 | 511 | 256
72 250 | 450 | 450 | 469 | 235

FRAME -
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22 %444 4442
[ w1 ] W2 {
WIDTH (W) = Wi J;WZ
o o] @ O—
JAMB -'J1' JAMB W/ ANCHOR -'J2' JAMB -"'J3' MULLION - 'M1'

NOTE: TYPE 'M1' IS APPLIED TO IG/OG,

‘M2' IS APPLIED TO SSG.

MULLION - ‘M2’
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REMARKS BY | DATE
I8TH FBC CODE CHANGE| SH 06.01.23]
SILL UPDATES SH [11.27.24]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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REINFORCED MULLION LOAD TABLE

WITH STEEL

\-

JAMB W/ STEEL - 'J7' JAMB W/ ANCHOR & STEEL - 'J8'

e

DESIGN LOAD CAPACITY - PSF DESIGN LOAD CAPACITY - PSF
NOMINAL DIMS. |JAMB 'J4'| JAMB 'J5'| JAMB 'J6' | JAMB '17' | JAMB 8! ML.’,\L/IL;PN M%L‘{.ON NOMINAL DIMS. |JAMB 'J4'| JAMB 'J5'| JAMB 'J6' | JAMB '17' | JAMB 8! ML.J,\LAL;PN Ml.J,bHPN
winTH | FROME | ExT. (3) | EXT. (1) | EXT.(4) | EXT. () | EXT.(4) | EXT. (4) | EXT.(3) winTH | FREME | ExT. (3) | EXT. (1) | EXT. (+) | EXT. () | EXT.(4) | EXT. (4) | EXT.(3)
W) | T[N | INTG) | INTG) | INT ()| INT ()| INT. () W) | INTO [N | INTG) | INTG) | INT ()| INT ()| INT. ()
30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 968
36 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 36 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 80.7
3 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 P 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 69.2
48 o 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 48 108 | 100.0 | 1000 | 1000 | 1000 | 1000 | 87.6 | 605
54 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 54 970 | 100.0 | 1000 | 1000 | 1000 | 779 | 538
60 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 60 873 905 | 907 | 939 | 1000 | 701 | 484
66 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 66 794 | 823 | 825 | 854 | 1000 | 637 | 440
72 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 823
30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 36 1000 | 1000 | 1000 | 1000 | 1000 | 993 | 686
36 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 5 114 | 1000 | 1000 | 1000 | 1000 | 1000 | 852 | 5838
P 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 48 928 | 9.2 | 964 | 998 | 1000 | 745 | 515
48 " 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 54 825 855 | 857 | 887 | 1000 | 662 | 457
54 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 60 743 | 770 | 771 | 798 | 1000 | 596 | 412
60 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 30 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 706
66 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 36 1000 | 1000 | 1000 | 1000 | 1000 | 852 | 588
72 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 3 120 910 | 943 | 945 | 978 | 1000 | 73.0 | 504
30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 48 796 | 825 | 827 | 856 | 1000 | 639 | 441
36 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 54 707 | 733 | 735 761 | 1000 | 568 | 392
I3 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 60 637 | 660 | 661 685 | 1000 | 511 | 353
48 T 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 30 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 | 100.0
54 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 36 917 | 950 | 952 | 986 | 1000 | 1000 | 100.0
60 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 P 126 786 | 814 | 816 | 845 | 1000 | 1000 | 871
66 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 93.6 48 687 | 713 | 714 | 739 | 1000 | 1000 | 762
72 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 858 54 61.1 633 | 635 657 | 1000 | 981 | 678
30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 30 957 | 992 | 994 | 1000 | 1000 | 1000 | 100.0
36 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 36 132 79.7 | 826 | 828 | 87 | 1000 | 1000 | 884
2 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 2 683 | 708 | 7.0 | 735 | 1000 | 1000 | 758
48 " 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 48 598 | 620 | 621 643 | 1000 | 960 | 663
54 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 98.7 30 837 | 868 | 870 | 90.0 | 1000 | 1000 | 928
60 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 888 36 140 69.8 723 | 725 | 750 | 1000 | 1000 | 774
66 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 80.7 5 508 | 620 | 621 643 | 1000 | 960 | 663
72 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 74.0 48 523 542 | 544 | 563 | 1000 | 840 | 580
30 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 30 73.7 | 764 | 765 792 | 1000 | 1000 | 8L7
36 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 36 " 614 | 636 | 638 | 660 | 1000 | 986 | 68.1
) 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 ) 506 | 546 | 547 | 566 | 1000 | 845 | 584
48 %0 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 96.7 48 461 | 477 | 478 | 495 | 1000 | 739 | 511
54 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 859
60 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 77.3
66 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 703
72 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 645 NOTE: TYPE 'M3' IS APPLIED TO IG/OG,
30 100.0 100.0 100.0 100.0 100.0 100.0 100.0 'M4' IS APPLIED TO SSG.
36 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0
I3 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 971
48 o 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 85.0
54 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 755
60 100.0 | 1000 | 1000 | 1000 | 1000 | 998 | 68.0
66 100.0 | 1000 | 1000 | 1000 | 1000 | 907 | 618
72 100.0 | 1000 | 1000 | 1000 | 1000 | 832 | 566
30 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 ,éJ
36 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 958
2 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 82.1
48 102 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 718 ()
52 1000 | 1000 | 1000 | 1000 | 1000 | 925 | 63.9
60 1000 | 1000 | 1000 | 1000 | 1000 | 8.2 | 575 g
66 942 | 977 | 979 | 1000 | 1000 | 756 | 523 L) 4

FRAME =
HEIGHT
(H)
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. Wil | w2 |
WIDTH (W) = — W1+ W2
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JAMB W/ STEEL - 'J4'
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10 @—

MULLION W/ STEEL - 'M3'

JAMB W/ STEEL - 'J5' JAMB W/ STEEL - 'J6'

MULLION W/ STEEL - 'M4'

\

Quality

a I inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

TITLE: YWW 50 TU WINDOW WALL
SYSTEM (PRE-GLAZED)
(HVHZ) (NON-IMPACT)
REINFORCED MULLION LOAD TABLE
BUILDING DROPS, INC.
1900 NE MIAMI COURT, SUITE 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

j8TH FBC CODE CHANGE] SH [06.01.23]

SILL UPDATES SH [11.27.24]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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CORNER MULLION LOAD TABLE

DESIGN LOAD CAPACITY - PSF

DESIGN LOAD CAPACITY - PSF

NoMINALDIMS. | iliion | multion nomNALOIMS. | iiion | multion
o) | ey | wr () | wro | [ WP et | wr() | W)

30 100.0 100.0 30 100.0 100.0
36 100.0 100.0 36 97.6 100.0
42 100.0 100.0 42 83.7 100.0
48 66 100.0 100.0 48 102 73.2 100.0
54 100.0 100.0 54 65.1 100.0
60 100.0 100.0 60 58.6 96.3
66 100.0 100.0 66 53.2 87.5
72 100.0 100.0 30 98.7 100.0
30 100.0 100.0 36 82.2 100.0
36 100.0 100.0 42 70.5 100.0
42 100.0 100.0 48 108 61.7 100.0
48 72 100.0 100.0 54 54.8 90.1
54 100.0 100.0 60 49.3 81.1
60 100.0 100.0 66 44.8 73.7
66 100.0 100.0 30 83.9 100.0
72 100.0 100.0 36 69.9 100.0
30 100.0 100.0 42 114 59.9 98.5
36 100.0 100.0 48 52.4 86.2
42 100.0 100.0 54 46.6 76.6
48 78 100.0 100.0 60 41.9 68.9
54 100.0 100.0 30 71.9 100.0
60 100.0 100.0 36 59.9 98.5
66 100.0 100.0 42 51.4 84.4
72 100.0 100.0 48 120 45.0 73.9
30 100.0 100.0 54 40.0 65.7
36 100.0 100.0 60 36.0 59.1
42 100.0 100.0 30 62.1 59.1
48 84 100.0 100.0 36 51.8 100.0
54 100.0 100.0 42 126 44.4 85.1
60 100.0 100.0 48 38.8 72.9
66 95.3 100.0 54 345 63.8
72 87.4 100.0 30 54.0 56.7
30 100.0 100.0 36 45.0 88.8
36 100.0 100.0 42 132 38.6 74.0
42 100.0 100.0 48 33.8 63.4
48 100.0 100.0 30 47.3 55.5
54 %0 94.7 100.0 36 138 39.4 77.7
60 85.2 100.0 42 33.8 64.8
66 77.5 100.0 48 29.6 55.5
72 71.0 100.0 30 41.6 48.6
30 100.0 100.0 36 144 347 68.4
36 100.0 100.0 42 29.7 57.0
42 100.0 100.0 48 26.0 48.9
48 96 87.8 100.0

54 78.0 100.0

60 70.2 100.0

66 63.9 100.0

72 58.5 96.2

WITH STEEL

NOTE: SEE SHEET 17 FOR
DETAILS OF CORNER MULLIONS

A
FRAME = =
HEIGHT
(H)
%44 A 7245
— S, —
%574
| w1 ! ! W2
W1 + W2
WIDTH (W) = -

90 DEGREE INSIDE CORNER MULLION
WITH STEEL

90 DEGREE OUTSIDE CORNER MULLION
WITH STEEL

135 DEGREE INSIDE CORNER MULLION
WITH STEEL

135 DEGREE OUTSIDE CORNER MULLION
WITH STEEL
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YKK AP AMERICA
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REMARKS BY | DATE
I8TH FBC CODE CHANGE| SH 06.01.23]
SILL UPDATES SH 11.27.24]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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4 DOOR MULLION LOAD TABLE

DESIGN LOAD CAPACITY - PSF DESIGN LOAD CAPACITY - PSF DOUBLE DOOR SINGLE DOOR
MULLION | MULLION MULLION | MULLION
NOMINAL DIMS. ML e NOMINAL DIMS. ML M3 VT TIrT TR
S _ . L~ - 1
FRAME EXT. (+) EXT. (+) FRAME EXT. (+) EXT. (+)

WIDTH (W) | HeiGHT (H) | INT. () INT. (-) WIDTH (W) | HEIGHT (H) | INT. () INT. (-) | //| | |\\ | | //l
30 45.0 100.0 30 45.0 100.0 T | Y I N | T | J |
36 45.0 100.0 36 45.0 100.0 e , |/ i N ,_' |/ |

T 4 Vg4 T Vg4
42 45.0 100.0 42 45.0 100.0 5 ,//; / ) | \ A 5 7 |/ |
48 o 45.0 100.0 48 102 45.0 100.0 i ’ Z z ” uIJ ” q 4
54 45.0 100.0 54 45.0 92,5 w N Z | Z /1 w N A E
60 45.0 100.0 60 45.0 83.2 2 N [ y 2 N
66 45.0 100.0 66 422 75.6 < | N I Y | < | N |
72 45.0 100.0 30 45.0 100.0 | NN | | N
30 45.0 100.0 36 45.0 100.0 LN L ] L N\
36 45.0 100.0 42 45.0 100.0 Hh — — 515_: = — =k bt — — — §]
42 45.0 100.0 48 108 45.0 87.6 |
48 7 45.0 100.0 54 45.0 77.9 w2 w1 { w2 w1
54 45.0 100.0 60 41.4 70.1 55 550
60 45.0 100.0 66 37.6 63.7 :
66 45.0 100.0 30 45.0 100.0
72 45.0 100.0 36 45.0 993
30 5.0 100.0 22 » 5.0 ) DOUBLE DOOR W/ TRANSOM SINGLE DOOR W/ TRANSOM
36 45.0 100.0 48 45.0 74.5 e - — — 4 — — — 4 I
1T — — —_ 17 Ty — ]
42 45.0 100.0 54 41.3 66.2
48 45.0 100.0 60 37.1 59.6 /0 /0 » /e /0
78 A 77 77 ’/ 7/
54 45.0 100.0 30 45.0 100.0 A A 4 A “/
i 7.
60 45.0 100.0 36 45.0 85.2
66 45.0 100.0 42 45.0 73.0 e — — — — — — — H HHH — — —
120 11 - - 11 | -
72 45.0 100.0 48 41.9 63.9 T - ;FH—\ —_— T #— -
30 45.0 100.0 54 37.2 56.8 e | y; [ N | = | Y |
36 45.0 100.0 60 33.5 51.1 % | Y I N | % | J |
42 45.0 100.0 30 45.0 100.0 T % N T %
48 45.0 100.0 36 45.0 100.0 = 2 11 Al = 2 |
84 : . . : S ./ / | \ 2 S ./ /
54 45.0 100.0 42 126 45.0 100.0 < ’ Z Z ” < ’ 7
60 45.0 100.0 48 45.0 100.0 u N Z | Z /1 W N 7
66 45.0 100.0 54 45.0 98.1 | N [] J | | N |
72 45.0 100.0 30 45.0 100.0 N I Y N |
30 45.0 100.0 36 139 45.0 100.0 | NN/ | | N
36 45.0 100.0 42 45.0 100.0 LN L ] L N
48 % 45.0 100.0 30 45.0 100.0
54 45.0 100.0 36 140 45.0 100.0 w2 W1 W2 w1
60 45.0 100.0 42 45.0 96.0 2 5n "
66 45.0 100.0 48 45.0 84.0
72 45.0 100.0 30 45.0 100.0
W1+ W2
30 45.0 100.0 36 144 45.0 98.6 = WIDTH (W) = — * 2.5"
36 45.0 100.0 42 45.0 84.5 f
42 45.0 100.0 48 45.0 73.9
" 50 1000 ELEVATIONS ABOVE SHOWS NUMBER OF ANCHORS
” 96 45'0 100'0 (:>_ REQUIRED AT HEAD/SILL OF DOOR MULLION FOR
o 250 998 VARIOUS CONFIGURATIONS. SEE SHEETS 9 THRU 11
56 25.0 90.7 FOR DETAILS.
Ly —
72 43.6 83.2
MULLION - 'M1' MULLION W/ STEEL - 'M3'

YEK )
al? oo,

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

TITLE: YWW 50 TU WINDOW WALL
SYSTEM (PRE-GLAZED)
(HVHZ) (NON-IMPACT)
DOOR MULLION LOAD TABLE
BUILDING DROPS, INC.
1900 NE MIAMI COURT, SUITE 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

j8TH FBC CODE CHANGE] SH [06.01.23]

SILL UPDATES SH [11.27.24]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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4.5" MAX.

INSTALLATION ANCHORS, SEE SHEET 10
FOR QUANTITIES

CENTER ANCHOR ABOVE DOOR UNITS,
SEE SHEET 10 FOR QUANTITIES

TYPICAL ANCHORS

INSTALLATION ANCHORS, SEE SHEET 11/
FOR QUANTITIES

FROM CORNERS
| Ty AT
) T 7
2" MAX.
FROM CORNERS
74
4 4
74
~ 0> o
\ — — )] N T //\

ANCHOR LAYOUT

c:\users\sebastianherreros\building drops, inc\building drops landing - common\projects\ykk ap america, inc\fbc-24-0737 - fbc submittal - aluminum window wall systems\dwgs\ykk270.dwg

g
~. -

~. -
~~e -

INSTALLATION ANCHORS, SEE SHEET 11
FOR QUANTITIES

TYPEA

#14 WOOD SCREW:
INTO 2BY WOOD BUCKS OR WOOD STRUCTURES (MIN. S.G. = 0.55)
1-1/2" MIN. PENETRATION INTO WOOD

1/4" DIA. TAPCON BY ITW' (Fu= 125 KSI, Fy= 100 KSI)
1/4" DIA. ULTRACON+ BY DEWALT (Fu= 177 KSI, Fy= 155 KSI)
1-3/4" MIN. EMBEDMENT INTO CONC. OR MASONRY

TYPE B

1/4" DIA. TEKS OR SELF DRILLING SCREWS (GRADE 5 CRS)
INTO FBC APPROVED MULLIONS (MIN. THK = .090")

(NO SHIM SPACE)

INTO METAL STRUCTURES

STEEL : 18 GA.(.048) MIN. (Fy = 33 KSI MIN.)

ALUMINUM : 1/8: THK. MIN. (6063-T5 MIN.)

STEEL IN CONTACT WITH ALUMINUM TO BE PLATED OR PAINTED)

ANCHOR EDGE DISTANCE

INTO CONCRETE AND MASONRY = 2-1/2" MIN.
INTO WOOD STRUCTURE = 3/4" MIN.

INTO METAL STRUCTURE = 3/4" MIN.

CONCRETE AT HEAD, SILL OR JAMB f'c = 3000 PSI MIN.
C-90 HOLLOW/FILLED BLOCK AT JAMBS f'm = 2000 PSI MIN.

SEALANTS:
ALL FRAME CORNERS SEALED WITH JOINT SEALANT

LOCATED AT CENTER
OFD.L.O.

\
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YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001
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REMARKS BY | DATE

j8TH FBC CODE CHANGE] SH [06.01.23]

SILL UPDATES SH [11.27.24]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ

SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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HEAD ANCHOR TABLE

DESIGN LOAD CAPACITY - PSF

DESIGN LOAD CAPACITY - PSF

ANCHOR REQUIREMENTS:

FRAME DIMENSIONS ANCHOR TYPE A ANCHOR TYPE B FRAME DIMENSIONS ANCHOR TYPE A ANCHOR TYPE B
WIDTH, 'W' HEFng'\_l'\T/'E,H HEAD HEAD WIDTH, 'W' HEFlFéAH'\T/IE'H' HEAD HEAD

(IN.) (IN) | OP.#1 | OP.#2 |OP.#2A|OP.#28| OP. #1 | OP.#2 |OP. #2A |OP. #28 (IN.) (IN) | OP.#1 | OP.#2 |OP.#2A|OP.#28| OP. #1 | OP.#2 |OP. #2A |OP. #28
30 100.0 | 641 | 641 | 96.1 | 100.0 | 664 | 664 | 99.5 30 100.0 | 41.4 | 414 | 622 | 1000 | 429 | 429 | 64.4
36 100.0 | 53.4 | 53.4 | 100.0 | 1000 | 553 | 55.3 | 100.0 36 100.0 | 345 | 345 | 69.1 | 1000 | 358 | 358 | 716
42 100.0 | 45.8 | 68.6 | 100.0 | 100.0 | 47.4 | 71.1 | 100.0 42 102 882 | 29.6 | 444 | 740 | 1000 | 307 | 460 | 76.7
48 o6 100.0 | 400 | 60.0 | 100.0 | 1000 | 41.5 | 62.2 | 100.0 48 772 | 259 | 389 | 648 | 1000 | 268 | 403 | 67.1
54 100.0 | 53.4 | 53.4 | 100.0 | 100.0 | 55.3 | 55.3 | 100.0 54 686 | 345 | 345 | 691 | 959 | 358 | 358 | 716
60 954 | 480 | 641 | 96.1 | 1000 | 498 | 664 | 995 60 617 | 311 | 414 | 622 | 863 | 322 | 429 | 644
66 86.7 | 437 | 582 | 100.0 | 100.0 | 452 | 60.3 | 100.0 30 100.0 | 39.1 | 39.1 | 587 | 1000 | 40.6 | 40.6 | 60.8
72 795 | 400 | 53.4 | 1000 | 1000 | 41.5 | 55.3 | 100.0 36 972 | 326 | 326 | 652 | 1000 | 33.8 | 338 | 67.6
30 100.0 | 587 | 587 | 88.1 | 100.0 | 60.8 | 60.8 | 91.2 42 108 833 | 280 | 41.9 | 699 | 100.0 | 29.0 | 43.4 | 72.4
36 100.0 | 489 | 489 | 979 | 1000 | 507 | 50.7 | 100.0 48 729 | 245 | 367 | 612 | 1000 | 253 | 380 | 63.4
42 100.0 | 41.9 | 62.9 | 100.0 | 100.0 | 43.4 | 652 | 100.0 54 648 | 326 | 326 | 652 | 905 | 338 | 338 | 67.6
48 . 1000 | 367 | 550 | 917 | 1000 | 380 | 570 | 950 60 583 | 294 | 391 | 587 | 815 | 304 | 406 | 60.8
54 972 | 489 | 489 | 979 | 1000 | 507 | 50.7 | 100.0 30 100.0 | 37.1 | 371 | 556 | 1000 | 384 | 384 | 57.6
60 875 | 440 | 587 | 881 | 1000 | 456 | 60.8 | 91.2 36 921 | 309 | 309 | 61.8 | 1000 | 320 | 320 | 64.0
66 795 | 40.0 | 53.4 | 93.4 | 100.0 | 415 | 553 | 96.8 42 ”» 789 | 265 | 397 | 662 | 100.0 | 274 | 412 | 686
72 729 | 367 | 489 | 979 | 1000 | 380 | 50.7 | 100.0 48 69.1 | 232 | 348 | 579 | 965 | 240 | 360 | 60.0
30 100.0 | 542 | 542 | 81.3 | 100.0 | 56.1 | 56.1 | 84.2 54 614 | 309 | 309 | 618 | 858 | 320 | 320 | 64.0
36 1000 | 452 | 452 | 903 | 1000 | 468 | 468 | 936 60 552 | 278 | 371 | 556 | 772 | 288 | 384 | 57.6
42 100.0 | 387 | 581 | 96.8 | 100.0 | 40.1 | 60.2 | 100.0 30 100.0 | 352 | 352 | 52.8 | 1000 | 365 | 365 | 54.7
48 8 100.0 | 339 | 508 | 847 | 1000 | 351 | 526 | 87.7 36 875 | 29.4 | 294 | 587 | 1000 | 304 | 304 | 60.8
54 89.7 | 452 | 452 | 903 | 100.0 | 46.8 | 468 | 93.6 42 120 750 | 252 | 377 | 629 | 1000 | 26.1 | 39.1 | 65.2
60 807 | 40.6 | 542 | 813 | 1000 | 421 | 56.1 | 842 48 656 | 220 | 330 | 550 | 917 | 228 | 342 | 57.0
66 734 | 370 | 493 | 6.2 | 1000 | 383 | 510 | 89.3 54 583 | 29.4 | 294 | 587 | 815 | 304 | 304 | 60.8
72 673 | 339 | 452 | 903 | 940 | 351 | 468 | 936 60 525 | 264 | 352 | 528 | 733 | 274 | 365 | 547
30 100.0 | 503 | 503 | 755 | 1000 | 521 | 521 | 782 30 100.0 | 33.6 | 33.6 | 50.3 | 100.0 | 34.8 | 348 | 52.1
36 100.0 | 41.9 | 419 | 839 | 1000 | 434 | 434 | 86.9 36 833 | 280 | 280 | 559 | 1000 | 290 | 29.0 | 57.9
42 100.0 | 359 | 53.9 | 89.9 | 100.0 | 37.2 | 559 | 93.1 42 126 714 | 240 | 359 | 599 | 99.8 | 248 | 372 | 621
48 o 937 | 315 | 472 | 786 | 1000 | 32.6 | 489 | 815 48 625 | 21.0 | 315 | 524 | 873 | 217 | 326 | 543
54 833 | 419 | 41.9 | 839 | 100.0 | 43.4 | 434 | 86.9 54 555 | 280 | 280 | 559 | 77.6 | 290 | 29.0 | 57.9
60 750 | 377 | 503 | 755 | 1000 | 39.1 | 521 | 782 30 954 | 320 | 320 | 480 | 1000 | 332 | 332 | 498
66 682 | 343 | 458 | 80.1 | 952 | 355 | 47.4 | 829 36 15 795 | 267 | 267 | 53.4 | 100.0 | 27.6 | 27.6 | 553
72 625 | 315 | 419 | 839 | 873 | 326 | 434 | 869 42 682 | 229 | 343 | 572 | 952 | 237 | 355 | 59.2
30 100.0 | 47.0 | 470 | 705 | 100.0 | 48.7 | 487 | 73.0 48 59.6 | 20.0 | 300 | 500 | 833 | 207 | 311 | 518
36 100.0 | 39.1 | 39.1 | 783 | 1000 | 406 | 406 | 811 30 913 | 306 | 306 | 460 | 1000 | 317 | 317 | 476
42 100.0 | 33.6 | 503 | 83.9 | 100.0 | 348 | 521 | 86.9 36 138 76.1 | 255 | 255 | 51.1 | 100.0 | 264 | 264 | 52.9
48 875 | 29.4 | 440 | 73.4 | 1000 | 304 | 456 | 76.0 42 652 | 219 | 328 | 547 | 911 | 227 | 340 | 56.7
54 %0 777 | 39.1 | 391 | 783 | 100.0 | 40.6 | 406 | 811 48 570 | 19.1 | 287 | 479 | 797 | 198 | 298 | 496
60 700 | 352 | 470 | 705 | 97.8 | 365 | 487 | 73.0 30 875 | 29.4 | 294 | 440 | 1000 | 304 | 304 | 456
66 63.6 | 320 | 427 | 747 | 889 | 332 | 442 | 77.4 36 144 729 | 245 | 245 | 489 | 1000 | 253 | 253 | 50.7
72 583 | 294 | 391 | 783 | 815 | 304 | 406 | 8L1 42 625 | 21.0 | 315 | 524 | 873 | 217 | 326 | 543
30 100.0 | 440 | 440 | 66.1 | 100.0 | 456 | 456 | 68.4 48 547 | 183 | 275 | 459 | 764 | 19.0 | 285 | 475
36 100.0 | 36.7 | 367 | 734 | 1000 | 380 | 380 | 76.0

42 937 | 315 | 472 | 786 | 100.0 | 32.6 | 489 | 815

48 9% 820 | 275 | 413 | 688 | 1000 | 285 | 428 | 713

54 729 | 367 | 367 | 73.4 | 100.0 | 380 | 380 | 76.0

60 656 | 330 | 440 | 66.1 | 91.7 | 342 | 456 | 684

66 59.6 | 30.0 | 400 | 70.1 | 833 | 311 | 415 | 72.6

HEAD OPTION #1 (SEE DETAIL A/12, D/12, AND K/13):
10" CHANNEL WITH 2 SCREWS IS LOCATED 3" AWAY FROM EACH SIDE MULLION
EDGE, EACH SCREW IS 1.5" FROM THE EDGE OF CHANNEL.

ONE ADDITIONAL ANCHOR IN THE CENTER ABOVE DOOR UNITS.

HEAD OPTION #2 (SEE DETAIL G/13):

FOR ANCHOR WITH HEAD RECEPTOR, ANCHORS DISTRIBUTED AT 24" O.C. MAX.
e  #2A:18" O.C. SPACING.

e  #2B:12" 0.C. SPACING.

JAMB ANCHOR LOCATION:
1. 2" FROM CORNER (TOP AND BOTTOM)
2. CENTER OF PANEL.

EACH LOCATION HAS TWO TYP. ANCHORS.
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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SILL ANCHOR TABLE

DESIGN LOAD CAPACITY - PSF

DESIGN LOAD CAPACITY - PSF

FRAME DIMENSIONS ANCHOR TYPE A ANCHOR TYPE B FRAME DIMENSIONS ANCHOR TYPE A ANCHOR TYPE B

WIDTH, 'W' HEFIE?-I'\'I{I,E'H' SILL SILL WIDTH, 'W' HEFIZ?-I'\'I{[E'H' SILL
(IN) (IN.) 2 4 6 8 2 4 6 (IN.) (IN.) 2 4 6 8 2 4 6
30 65.0 | 100.0 | 100.0 | 1000 | 723 | 100.0 | 100.0 30 420 | 701 | 981 | 1000 | 468 | 779 | 100.0
36 542 | 903 | 1000 | 1000 | 60.2 | 1000 | 1000 36 350 | 584 | 81.8 | 1000 | 390 | 649 | 90.9
42 464 | 77.4 | 1000 | 1000 | 51.6 | 86.0 | 100.0 42 300 | 501 | 701 | 901 | 334 | 557 | 77.9
48 406 | 67.7 | 948 | 1000 | 452 | 753 | 1000 48 102 263 | 438 | 613 | 788 | 292 | 487 | 682
54 o6 361 | 602 | 842 | 1000 | 401 | 669 | 937 54 234 | 389 | 545 | 701 | 260 | 433 | 606
60 325 | 542 | 758 | 975 | 361 | 602 | 843 60 210 | 350 | 491 | 631 | 234 | 390 | s46
66 295 | 492 | 689 | 886 | 328 | 547 | 766 30 397 | 662 | 927 | 1000 | 442 | 73.6 | 1000
72 271 | 451 | 632 | 812 | 301 | 502 | 703 36 331 | 552 | 772 | 993 | 368 | 61.3 | 859
30 506 | 99.3 | 1000 | 1000 | 66.2 | 100.0 | 100.0 42 284 | 473 | 662 | 851 | 315 | 526 | 736
36 496 | 827 | 1000 | 1000 | 55.2 | 92.0 | 100.0 48 08 48 | a14 | 579 | 745 | 276 | 460 | 64a
42 426 | 709 | 993 | 1000 | 473 | 789 | 100.0 54 221 | 368 | 515 | 662 | 245 | 409 | 57.2
48 372 | 621 | 869 | 1000 | 414 | 69.0 | 966 60 199 | 331 | 463 | 596 | 221 | 368 | 515
54 & 331 | 552 | 772 | 993 | 368 | 613 | 85.9 30 376 | 627 | 878 | 1000 | 41.8 | 69.7 | 976
60 298 | 496 | 695 | 894 | 331 | 552 | 773 36 314 | 523 | 732 | 941 | 349 | s81 | 813
66 271 | 451 | 632 | 812 | 301 | 502 | 703 42 269 | 448 | 627 | 806 | 299 | 498 | 69.7
72 248 | 414 | 579 | 745 | 276 | 460 | 644 48 W 355 | 392 | 549 | 705 | 261 | 436 | 610
30 550 | 91.6 | 1000 | 1000 | 61.1 | 100.0 | 100.0 54 209 | 348 | 488 | 627 | 232 | 387 | 542
36 458 | 76.4 | 1000 | 1000 | 51.0 | 849 | 1000 60 188 | 314 | 439 | 564 | 209 | 349 | 488
42 393 | 655 | 916 | 1000 | 437 | 72.8 | 1000 30 357 | 596 | 834 | 1000 | 39.7 | 66.2 | 92.7
48 344 | 573 | 802 [ 1000 | 382 | 637 | 892 36 208 | 496 | 695 | 894 | 331 | 552 | 773
54 78 305 | 509 | 713 | 916 | 340 | 566 | 793 42 255 | 426 | 596 | 766 | 284 | 473 | 662
60 275 | 458 | 642 | 825 | 306 | 510 | 713 48 120 223 | 372 | 521 | 670 | 248 | 414 | 580
66 250 | 417 | 583 | 750 | 278 | 463 | 649 54 199 | 331 | 463 | 596 | 221 | 368 | 515
72 229 | 382 | 535 | 687 | 255 | 425 | 594 60 179 | 298 | 417 | 536 | 199 | 331 | 464
30 511 | 85.1 | 1000 | 1000 | 568 | 946 | 100.0 30 340 | 567 | 794 | 1000 | 37.9 | 631 | 883
36 426 | 709 | 993 [ 1000 | 473 | 789 | 1000 36 284 | 473 | 662 | 851 | 315 | 526 | 736
42 365 | 608 | 85.1 | 1000 | 406 | 676 | 946 42 126 | 243 | 405 | 567 | 729 | 270 | 451 | 631
48 319 | 532 | 745 | 957 | 355 | 501 | 828 48 213 | 355 | 496 | 638 | 237 | 394 | 552
54 84 284 | 473 | 662 | 851 | 315 | 526 | 736 54 189 | 315 | 441 | 567 | 210 | 350 | 49.1
60 255 | 426 | 596 | 766 | 284 | 473 | 662 30 325 | 542 | 758 | 975 | 361 | 602 | 843
66 232 | 387 | 542 | 696 | 258 | 430 | 602 36 271 | 451 | 632 | 812 | 301 | 502 | 703
72 213 | 355 | 496 | 638 | 237 | 394 | 552 42 132 232 | 387 | 542 | 696 | 258 | 430 | 602
30 47.7 | 794 | 1000 | 1000 | 53.0 | 883 | 100.0 48 203 | 338 | 474 | 609 | 226 | 376 | 527
36 397 | 66.2 | 927 | 1000 | 442 | 736 | 1000 30 311 | 518 | 725 | 932 | 346 | 576 | 806
42 340 | 567 | 794 | 1000 | 37.9 | 631 | 883 36 g | 259 | 432 [ 604 [ 777 | 288 [ 480 | 672
48 208 | 496 | 695 | 894 | 331 | 552 | 773 42 222 | 370 | 518 | 666 | 247 | 411 | 576
54 %0 265 | 441 | 618 | 794 | 294 | 491 | 87 48 194 | 324 | 453 | 583 | 216 | 360 | 504
60 238 | 397 | 556 | 715 | 265 | 442 | 618 30 208 | 496 | 695 | 894 | 331 | 552 | 773
66 217 | 361 | 505 | 650 | 241 | 401 | 562 36 248 | 414 | 579 | 745 | 276 | 460 | 644
72 199 | 331 | 463 | 596 | 221 | 368 | 515 42 YW 213 | 355 | 496 | 638 | 237 | 394 | 552
30 427 | 745 | 1000 | 1000 | 49.7 | 82.8 | 100.0 48 186 | 310 | 434 | 558 | 207 | 345 | 483
36 372 | 621 | 869 | 1000 | 414 | 69.0 | 966
42 319 | 532 | 745 | 957 | 355 | 591 | 828
48 9% 279 | 465 | 652 | 838 | 311 | 518 | 725
54 248 | 414 | 579 | 745 | 276 | 460 | 644
60 223 | 372 | 521 | 670 | 248 | 414 | 580
66 203 | 338 | 474 | 609 | 226 | 376 | 527

ANCHOR REQUIREMENTS:

SILL ANCHOR DISTRIBUTION:

ANCHOR LOCATED 3 INCHES AWAY FROM CORNER. ONE ANCHOR LOCATED IN THE
CENTER OF PANEL.

SEE SILL CORNER DETAILS BELOW.
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1/4" TAPCON OR ULTRACON
INSTALLATION ANCHOR, SEE

CONCRETE/MASONRY
BY OTHERS

SPECS ON SHEET 9
CAULK BETWEEN

CONCRETE/MASONRY & 1X

WOOD BUCK BY OTHERS
1X WOOD BUCK

BY OTHERS

BACKER ROD & SEALANT

FRONT & BACK BY OTHERS

EXTERIOR

14

2.5" MIN. EDGE
DISTANCE

1.75"
MIN. EMBEDMENT

Y=

18

\ SEE GLAZING DETAILS

(AN

VERTICAL SECTI

ON

10) L 1/2" MAX.SHIM

11)  INTERIOR
13

SHEETS 3 & 4

\12/

HEAD - CONCRETE/MASONRY W/ 1X BUCK

INSIDE GLAZED

EXTERIOR

SEE GLAZING DETAILS
SHEETS 3 & 4

(B

®

INTERIOR

VERTICAL SECTION

\12/

HORIZONTAL MEMBER
INSIDE GLAZED

EXTERIOR

BACKER ROD & SEALANT
FRONT & BACK BY OTHERS
CONCRETE/MASONRY

BY OTHERS

1/4" TAPCON OR ULTRACON
INSTALLATION ANCHOR, SEE
SPECS ON SHEET 9

(T

SEE GLAZING DETAILS

SHEETS 3 & 4

SEALANT

INTERIOR

1.75" MIN.
EMBEDMENT

2.5" MIN.
EDGE DIST.

1

VERTICAL SECTION

\12/

SILL - DIRECT TO CONCRETE/MASONRY

INSIDE GLAZED

r 3/8" MAX. SHIM

STEEL OR ALUM. STRUCTURE,
BY OTHERS, SEE SPECS ON SHEET 9

1/4" GRADE 5 SELF-DRILLING
OR SELF-TAPPING SMS SCREW,

BACKER ROD & SEALANT
FRONT & BACK BY OTHERS

LIMIT DESIGN LOADS FOR HORIZONTALAS FOLLOWS

MAX HORIZ. SPAN

MAX GLASS D.L.O.
HEIGHT ABOVE HORIZ.

MAX DESIGN LOADS

52-1/2"

56-15/16"

90 PSF

54-5/8"

56-15/16"

75 PSF

57"

56-15/16"

60 PSF

50"

56-15/16"

45 PSF

54"

62-15/16"

72 PSF

50"

62-15/16"

37 PSF

56"

62-15/16"

16 PSF

54"

68-15/16"

64 PSF

60"

68-15/16"

30 PSF

56"

68-15/16"

SPSF

DESIGN LOADS SHOWN ABOVE ARE BASED
ON MAX. GLASS AREA ABOVE HORIZONTAL

SEE GLAZING DETAILS

LIMITDESIGN LOADS FOR HORIZONTALAS FOLLOWS

MAX HORIZ. SPAN

MAX GLASS D.L.O.
HEIGHT ABOVE HORIZ.

MAX DESIGN LOADS

51-3/8"

56-15/16"

90 PSF

53-5/8"

56-15/16"

75 PSF

56-3/8"

56-15/16"

60 PSF

50"

56-15/16"

45 PSF

54"

62-15/16"

68 PSF

50"

62-15/16"

40 PSF

66"

62-15/16"

22 PSF

54"

68-15/16"

63 PSF

50"

68-15/16"

35 PSF

56"

68-15/16"

18 PSF

DESIGN LOADS SHOWN ABOVE ARE BASED
ON MAX. GLASS AREA ABOVE HORIZONTAL

SEE SPECS ON SHEET 9

e 3/4" MIN. EDGE DISTANCE

#

EXTERIOR

/D\ VERTICAL SECTION

MIN. 3 THREADS
PENETRATION

-

L~ 1/2" MAX. SHIM

INTERIOR

SEE GLAZING DETAILS
SHEETS 3 & 4

\12/

HEAD - METAL SUBSTRATE
INSIDE GLAZED (OPTIONAL)

SHEETS 3 & 4

EXTERIOR

7B\ VERTICAL SECTION

g ®

INTERIOR

\12/

HORIZONTAL MEMBER
INSIDE GLAZED (OPTIONAL)

EXTERIOR

BACKER ROD & SEALANT
FRONT & BACK BY OTHERS

SEE GLAZING DETAILS
=vh / SHEETS 3 & 4
1 N
H @

SEALANT

INTERIOR

— 3/8" MAX. SHIM

2X WOOD BUCKS OR—j
WOOD STRUCTURE

— 1

1.5" MIN.
EMBEDMENT

BY OTHERS

#14 WOOD SCREW,
SEE SPECS ON SHEET 9

7F\ VERTICAL SECTION

1

3/4" MIN. EDGE DIST.

\12/

SILL - WOOD FRAMING
INSIDE GLAZED (OPTIONAL)

~
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SILL UPDATES SH [11.27.24

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ

SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT.

BB
1900 NE h}l‘EﬁFC%}%@ﬁﬁE 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

U’Q 5

FL

"FL12611

pate:  11.27.19

DWG. BY: CHK. BY:

MS HEN

SCALE: NTS

DWG. #:

YKK270

SHEET:

12

OF ZU




12/12/2024 10:33 AM

c:\users\sebastianherreros\building drops, inc\building drops landing - common\projects\ykk ap america, inc\fbc-24-0737 - fbc submittal - aluminum window wall systems\dwgs\ykk270.dwg

(

CONCRETE/MASONRY -
BYOTHERS\

1/4" TAPCON OR ULTRACON
INSTALLATION ANCHOR, SEE
SPECS ON SHEET 9

BACKER ROD & SEALANT
FRONT & BACK BY OTHERS

EXTERIOR

66

65

28

2.5" MIN. EDGE
DISTANCE

1.75"
MIN. EMBEDMENT

I=)

55

— @

/G\ VERTICAL SECTION

?

L~ 1/2" MAX. SHIM

INTERIOR

SEE GLAZING DETAILS
SHEETS 3 & 4

\13/

HEAD - OPTIONAL HEAD RECEPTOR

OUTSIDE GLAZED

EXTERIOR

SEE GLAZING DETAILS

SHEETS 3 & 4

/H\ VERTICAL SECTION

INTERIOR

SEE GLAZING DETAILS
SHEET3 & 4

/T VERTICAL SECTION

\13/

HORIZONTAL MEMBER

OUTSIDE GLAZED

EXTERIOR

BACKER ROD & SEALANT
FRONT & BACK BY OTHERS

CONCRETE/MASONRY
BY OTHERS

1/4" TAPCON OR ULTRACON
INSTALLATION ANCHOR, SEE
SPECS ON SHEET 9

BY OTHERS, SEE SPECS ON SHEET 9

STEEL OR ALUM. STRUCTURE,

1/4" GRADE 5 SELF-DRILLING
OR SELF-TAPPING SMS SCREW,
SEE SPECS ON SHEET 9

BACKER ROD & SEALANT
FRONT & BACK BY OTHERS

LIMIT DESIGN LOADS FOR HORIZONTALAS FOLLOWS

MAX HORIZ. SPAN

MAX GLASS D.LO.
HEIGHT ABOVE HORIZ.

MAX DESIGN LOADS

50-1/8"

56-15/16"

90 PSF

EXTERIOR

52-5/8"

56-15/16"

75 PSF

55-3/4"

56-15/16"

60 PSF

50"

56-15/16"

45 PSF

54"

62-15/16"

65 PSF

50"

62-15/16"

42 PSF

e 3/4" MIN. EDGE DISTANCE

#

56"

62-15/16"

27 PSF

54"

68-15/16"

62 PSF

50"

68-15/16"

39 PSF

MIN. 3 THREADS
PENETRATION

© Em—

L~ 1/2" MAX. SHIM

INTERIOR

SEE GLAZING DETAILS
7K\ VERTICAL SECTION

SHEETS3 & 4

66"

68-15/16"

25PSF

\13/

DESIGN LOADS SHOWN ABOVE ARE BASED
ON MAX. GLASS AREA ABOVE HORIZONTAL

EXTERIOR

HEAD
STRUCTURAL SILICONE GLAZED

INTERIOR  EXTERIOR
SEE GLAZING DETAILS/J\

SHEETS 3 & 4

\13/

SEE GLAZING DETAILS

SHEETS 3 & 4

SEALANT

INTERIOR

— 3/8" MAX. SHIM

$

EDGE DIST.

1.75" MIN.

EMBEDMENT

/T VERTICAL SECTION

?

\13/

SILL
OUTSIDE GLAZED

HORIZONTAL MEMBER

CAPTURED GLAZED

7T\ VERTICAL SECTION

STRUCTURAL
SILICONE SEALENT

INTERIOR

Y4

dbil

YKK AP AMERICA

1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
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~
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[THE INSTALLATION DETAILS DESCRIBED HEREIN
[AND MAY NOT REFLECT ACTUAL CONDITIONS FO!

RE GENERI]
R A SPECIFI]

SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

\13/

HORIZONTAL MEMBER
STRUCTURAL SILICONE GLAZED

LIMIT DESIGN LOADS FOR HORIZONTALAS FOLLOWS

MAX HORIZ. SPAN

MAX GLASS D.L.O.
HEIGHT ABOVE HORIZ.

MAX DESIGN LOADS

49-3/8"

56-15/16"

90 PSF

5"

56-15/16"

T5PSF

EXTERIOR

55-3/8"

56-15/16"

60 PSF

50"

56-15/16"

45 PSF

54"

62-15/16"

64 PSF

50"

62-15/16"

43 PSF

66"

62-15/16"

29 PSF

BACKER ROD & SEALANT

54"

68-15/16"

62 PSF

FRONT & BACK BY OTHERS

50"

68-15/16"

41 PSF

66"

68-15/16"

28 PSF

DESIGN LOADS SHOWN ABOVE ARE BASED
ON MAX. GLASS AREA ABOVE HORIZONTAL

#14 WOOD SCREW,
SEE SPECS ON SHEET 9

28

BY OTHERS

oo
)

SEE GLAZING DETAILS
SHEETS 3 & 4

SEALANT

INTERIOR

— 3/8" MAX. SHIM

2X WOOD BUCKS OR—1—
WOOD STRUCTURE

i

1.5" MIN.

EMBEDMENT

\13/

SILL
STRUCTURAL SILICONE GLAZED

?

|~— 3/4" MIN. EDGE DIST.

/M\ VERTICAL SECTION
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EXTERIOR

|
|
——
| —

i
il

| [
Il

L LAl 1l

YKK AP AMERICA DOORS
UNDER SEPARATE APPROVAL

/N VERTICAL SECTION

SEE GLAZING DETAILS

SEE GLAZING DETAILS

SHEETS 3 & 4

YIKi4

dbi

~

Quality
inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

\14/

DOOR HEAD W/ TRANSOM

:r——||
I Il
)
|||__J||
HI [
| |
||U'___h'

YKK AP AMERICA DOORS
UNDER SEPARATE APPROVAL

/O\ VERTICAL SECTION

\14/

\_

DOOR SILL

7P\ VERTICAL SECTION
\lﬂ_/ SLAB EDGE

SSG OVER IG/0G

/AR, VERTICAL SECTION

\14/

SILL - STRAP INSTALLATION

OUTSIDE GLAZED

SHEETS 3 & 4
N
SEE GLAZING DETAILS EXTERIOR { /@ INTERIOR
SHEETS 3 & 4 -
=l _®
N /
i e @ (@,
= @: =) (69 SHIM
EXTERIOR 18] (7) INTERIOR BACKER ROD & SEALANT
@8I =1 FRONT & BACK BY OTHERS
2 (26) 2X WOO 0
| — 5/8" MAX. SHIM X WOOD BUCK OR——op__ = 1.50" MIN
S e WOOD STRUCTURE : -
o N L/ BY OTHERS EMBEDMENT
— . ) #14 WOOD SCREW, f
INTERIOR | g SEE SPECS ON SHEET 9 3/4" MIN.
@ 4 % BACKER ROD & SEALANT EDGE DIST. ~—
| < —  FRONT & BACK BY OTHERS
(2 ! _ 1/4" TAPCON OR ULTRACON
| A A - INSTALLATION ANCHOR, SEE
.- SPECSONSHET S /AG, VERTICAL SECTION
! 8" THK SLAB \19/ SILL - STRAP INSTALLATION
| INSIDE GLAZED
9" MAX. LENGTH | 1/4" TAPCON OR ULTRACON
! < INSTALLATION ANCHOR, SEE
| . SPECS ON SHEET 9
g! 4 a4, —BACKER ROD & SEALANT
| - #FRONT & BACK BY OTHERS SEE GLAZING DETAILS
D | = SHEETS 3 &4
| . = S 1
1 [ H—< N
~ EXTERIOR D INTERIOR
—— o @ wonon
= L 5/8" MAX. SHIM >
@) &) / 28 =i} |_(27)
1) 5 |
(76) 20 3/8" MAX.
(55) INTERIOR SHIM
—_— BACKER ROD & SEALANT
@ FRONT & BACK BY OTHERS : : Sl
CONCRETE/MASONRY ST~ 3 00S L5 MIN
_ SEE GLAZING DETAILS BY OTHERS IR NV PSR~ SETR EMBEDMENT
3 SHEETS 3 & 4 1/4" TAPCON OR ULTRACON rnearENCISEIEL TN - Sr
LT INSTALLATION ANCHOR, SEE Teald SN ?
- NOTE: 8" SLAB EDGE CORVER SHOWN 73A-73F CAN SPECS ON SHEET9 25" MIN.
BE USED INTERCHANGEABLY BASED ON SLAB. EDGE DIST. =
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| NOTE: COMPONENTS WITH * ARE OPTIONAL. |

INTERIOR

INTERIOR

Q_op

INTERIOR

SEE 'YKK' DOOR APPROVAL
FOR DOOR RATING
AND DETAILS

SEE 'YKK' DOOR APPROVAL
FOR DOOR RATING
AND DETAILS

SEE GLAZING DETAILS™ — — = = = =

/SHEET53&4 E=====T

SEE GLAZING DETAILS
SHEETS 3 & 4

SEE GLAZING DETAILS

YIKi4

a p Quality
Inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001
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Q" \HORIZONTAL SECTION
\15/ DOOR SIDELITE

OUTSIDE GLAZED

/R \HORIZONTAL SECTION
\15/ DOOR TRANSOM

OUTSIDE GLAZED

/S \HORIZONTAL SECTION
\15/ DOOR JAMB

OUTSIDE GLAZED

—— |<— 1.75" MIN. EMBEDMENT INTERIOR
— INTERIOR INTERIOR
et T — SEE S;AE\E'T'\;G_,,%EIA'LS — PERIMETER SEALANT
2.5" MIN. EDGE DISTANCE | - - ° BY OTHERS
A I | i
j— . T T k % * \
1/4" TAPCON OR ULTRACONj'_:; 35) 42 @ (6) @ EER(')'\T/E:?SEALANT \ \
INSTALLATION ANCHOR, SEE .~ ¢~ =
SPECS ON SHEET9_’._-')) R
PERIMETER SEALANT —— - , » +"* +_*_— CONCRETE/MASONRY

BYOTHERS % v |

CONCRETE/MASONRY — i
BY OTHERS - v '

1X WOOD BUCK——= [
BYOTHERS =i n.-

BY OTHERS

SEE GLAZING DETAILS

PRI SHEETS 3 & 4ﬂ\
. o £

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
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BY OTHERS

1/2" MAX. SHIM »‘

NOTE: JAMB TYPE 'J2' & 'J8'
SHOWN IN OG, APPLICABLE TO
IG/SSG.

/T \HORIZONTAL SECTION U HORIZONTAL SECTION

EXTERIOR

EXTERIOR

I<—1/2" MAX. SHIM

EXTERIOR

/\VNHORIZONTAL SECTION

\1 5/ JAMB - CONCRETE/MASONRY W/ 1X BUCK
OUTSIDE GLAZED

VERTICAL MULLION
OUTSIDE GLAZED

\15/

\15/

JAMB - CONCRETE/MASONRY
OUTSIDE GLAZED

> +
CAULK BETWEEN = T ==
WOODAND = -+ .
CONCRETE/MASONRY .- v %
— —

I<—1/2" MAX. SHIM

~N/T\HORIZONTAL SECTION
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" FL12611
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TUBULAR JAMB
OUTSIDE GLAZED
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INTERIOR

EESSSSN

PERIMETER SEALANT —— =S
BY OTHERS

STEEL OR ALUM. STRUCTURE,
BY OTHERS, SEE SPECS ON SHEET 9\

| NOTE: COMPONENTS WITH * ARE OPTIONAL.|

SEE GLAZING DETAILS

OCSS=SS0

1/2" MAX. SHIM " ——

\16/

INSIDE GLAZED

\// SHEETS 3 &4 \\
S

INTERIOR

Yy

SEE GLAZING DETAILS

SHEETS 3 & 4 \\
X\(/ >

\16/

STRUCTURAL SILICONE GLAZED

\16/

INSIDE GLAZED

INTERIOR

e

—— LI/Z" MAX.

PERIMETER SEALANT
BY OTHERS

2X WOOD BUCKS OR
WOOD STRUCTURE
BY OTHERS

\16/

\16/

STRUCTURAL SILICONE GLAZED

INSIDE GLAZED

SHIM
EXTERIOR EXTERIOR EXTERIOR
/WNHORIZONTAL SECTION /XN\HORIZONTAL SECTION /Y \HORIZONTAL SECTION
JAMB - METAL SUBSTRATE VERTICAL MULLION TUBULAR JAMB - WOOD FRAMING

\16/

STRUCTURAL SILICONE GLAZED

INTERIOR INTERIOR INTERIOR
7 I t3 * *
6
PERIMETER SEALANT @\@ /@ 2 — E\E(RCI’I}A:ETE? N
BY OTHERS
- @8)
SEE GLAZING DETAILS SEE GLAZING DETAILS
4(4" SHEETS 3 & 4 \\ o : N SHEETS 3 & 4 \\
~ i \// \X 72\ X\// <
= ) N y
N —
3
/2" MAX_ SHIM 1/2" MAX. SHIM
EXTERIOR EXTERIOR EXTERIOR
/7 HORIZONTAL SECTION /AAHORIZONTAL SECTION /AB\HORIZONTAL SECTION
JAMB VERTICAL MULLION TUBULAR JAMB
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SEE GLAZING DETAILS
N SHEETS 3 & 4 INTERIOR
INTERIOR EXTERIOR

3a) (14 g 5

SEE GLAZING DETAILS SEE GLAZING DETAILS
SHEETS 384 | SHEETS3&4 |

EXTERIOR

/ACHORIZONTAL SECTION /ADHORIZONTAL SECTION

\17/ 90 DEGREE OUTSIDE CORNER MULLION \17/ 135 DEGREE OUTSIDE CORNER MULLION

| NOTE: COMPONENTS WITH * ARE OPTIONAL.|

INTERIOR

@*

@ SEE GLAZING DETAILS

A
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DE)
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P it _ |'ik @ @
[ e | esmsne
INTERIOR EXTERIOR EXTERIOR
VA=
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BILL OF MATERIALS

BILL OF MATERIALS

\

a p Quality
inspires

ITEM| PART No. DESCRIPTION MATERIAL MANUF./SUPPLIER/REMARKS ITEM|[ PART No. DESCRIPTION MATERIAL MANUF./SUPPLIER/REMARKS

1 BE9-2766 JAMB 6063-T5 YKK AP AMERICA 45 £2-7010 WEATHER SEAL GASKET EPDM - YKK AP AMERICA

1A BE9-2790 TUBULAR JAMB 6063-T5 YKK AP AMERICA 46 E2-0546 ANTI-WALK BLOCK EPDM - Dﬁ;ﬁ;WG‘é ggéliffg;

2 BES-2764 FEMALE MULLION 6063-T5 YKK AP AMERICA 47 - - - - PH: (478)277-1955 FAX: (678)838-6001

3 BE9-2765 MALE MULLION 6063-T5 YKK AP AMERICA 48 £2-0544 $SG SPACER EPDM - - .

4 £9-2768 FEMALE SSG MULLION 6063-T5 YKK AP AMERICA 49 £2-0540 $SG RAINSCREEN GASKET SILICONE - <§E = é 2 .

5 £9-2769 MALE SSG MULLION 6063-T5 YKK AP AMERICA 50 £2-9802 $SG JOINT PLUG EPDM - > w2, @ g

6 - STEEL REINFORCEMENT STEEL 25" X 2.875" 51 FC-1216 #12 X 1" FHSMS TYPE AB ZINC PLATED STEEL - o3 % g o e g § § %;

7 - STEEL REINFORCEMENT STEEL 25" X 3" 50 £2-0110 1/4" X 1/4" SPACER TAPE POLY‘éRO?'\:ANE - N 2 3 E “,<_: =) é ; :E:%i;

A - STEEL REINFORCEMENT STEEL 375"X3" 53 £9-2783 90 DEGREE CORNER COVER (LARGE) 6063-T5 YKK AP AMERICA =g g = 2 § £: 2 :

8 - STEEL REINFORCEMENT STEEL 375" X 25" 54 E9-2741 90 DEGREE CORNER COVER (SAMLL) 6063-T5 YKK AP AMERICA == = 2 8z g

8A - STEEL REINFORCEMENT STEEL 375" X 2.75" e 70051 ARTIGHT GASKET SANTOPRENE - Q E z = ) g 8 3

9 - STEEL REINFORCEMENT STEEL S"X2.5" 56 PM-1006-5S #10" X 3/8" PHMS STAINLESS STEEL - =5z E o

10 E1-1190 HEAD ANCHOR 6063-T5 YKK AP AMERICA 57 BE9-2779 CORNER MULLION HALF 6063-T5 YKK AP AMERICA E o A2

1 E9-7852 IG GLASS STOP 6063-T5 YKK AP AMERICA 58 £9-2784 135 DEGREE CORNER COVER (LARGE) 6063-T5 YKK AP AMERICA = § £

12 BES-2785 HEAD IG 6063-T5 YKK AP AMERICA 59 £9-2743 135 DEGREE CORNER COVER (SMALL) 6063-T5 YKK AP AMERICA = & =

13 £9-2782 INTERIOR COVER 6063-T5 YKK AP AMERICA 0 PM-2512 14" 20X 3/a" STAINLESS STEEL ) ETARKS e TOATE

14 E3-3664 PVC PERIMETER/POCKET FILLER pvc - 61 BY7-9241 FLAT FILLER 6063-T5 YKK AP AMERICA lTH FBC CODE CHANGE| SH [o6.01.23]

5 £2-0068 SETTING BLOCK EPDM - 62 AS-0417 SNAP-IN DOOR STOP 6063-T5 YKK AP AMERICA SILL UPDATES SH |11.27.241

16 E2-0801 DART DASKET EPDM - 63 E1-2851 END DAM FOR SILL FLASHING ALUMINUM SHEET -

v £2-0808 WEDGE GASKET EPDM - 64 E9-2344 DOOR JAMB ADAPTOR SUBFRAME 6063-T5 YKK AP AMERICA

18 PC-1210 #12 X 5/8" PHSMS TYPE AB ZINC PLATED STEEL - 65 BE9-7635 HEAD RECEPTOR 6063-T5 YKK AP AMERICA [TAE NS TALCATION DETATLS DESCRIBED HEREI ARE GENERT]

v F20178 SETTING Btock EPDM - 66 E1-9841 END CAP ALUMINUM SHEET - (SITe 1F SITE CONDITIONS CAUSE INSTALLATION 10 DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED

20 BE9-2786 HORIZONTAL 6063-T5 YKK AP AMERICA 67 £9-8720 RECEPTOR SNAP COVER 6063-T5 YKK AP AMERICA ENGguégs'ar;@gs&&gsm#r:ﬁsgcs&ﬁEs’:?cmc

21 £9-2781 GLASS STOP 6063-T5 YKK AP AMERICA o8 - ) ) -

22 £9-2780 FLUSH FILLER 6063-T5 YKK AP AMERICA 69 BE9-2846 SILL FLASHING FOR SLAB EDGE 6063-T5 YKK AP AMERICA

23 £2-0150 SETTING BLOCK EPDM - 70 £9-8222 PLATE ADAPTOR 6063-T5 YKK AP AMERICA

24 BE9-2844 SILLIG 6063-T5 YKK AP AMERICA 1 £2-0065 WEATHERING GASKET —— ) R 2

25 BE9-2845 SILL FLASHING 6063-T5 YKK AP AMERICA A F1.9956 END CAP (9" SLAB) ALUMINUM SHEET ) I o 2

26 £2-0070 SILICONE SPLICE SLEEVE SILICONE - 8 19955 END CAP (8" SLAB) ALUMINUM SHEET - = R x=

27 PM-1010 #10-24 X 5/8" PHMS STAINLESS STEEL - 72¢ E1-9954 END CAP (7-7/8" SLAB) ALUMINUM SHEET - é - =

28 £9-1715 EXTERIOR GLASS STOP 6063-T5 YKK AP AMERICA 72D £1.9953 END CAP (7-3/8" SLAB) ALUMINUM SHEET ) = g \E

29 BE9-2776 OPTIONAL HEAD 6063-T5 YKK AP AMERICA E £1.9984 END CAP (6.1/8" SLAB) ALUMINUM SHEET ) Z S

30 BE9-2777 OPTIONAL HORIZONTAL 6063-T5 YKK AP AMERICA 72 £1.9985 END CAP (6-5/8" SLAB) ALUMINUM SHEET ) ), —e“ N\

31 BE9-2843 SILLOG 6063-T5 YKK AP AMERICA 73A E9-8428 SLAB EDGE COVER (9") 6063-T5 YKK AP AMERICA 7, m i 7% Vs \

32 BES-2771 HEAD 0G 6063-T5 YKK AP AMERICA 738 E9-8589 SLAB EDGE COVER (8") 6063-T5 YKK AP AMERICA 1500 NE Jgﬁgc%}%’s'ﬁﬁs 215

33 £2-0133 SIDE BLOCK EPDM - 73C E9-8231 SLAB EDGE COVER (7-7/8") 6063-T5 YKK AP AMERICA FBPE CERT. OF AUTHORIZATION No. 20578

34 BE3-2789 HORIZONTAL OG 6063-T5 YKK AP AMERICA 73D £9-8223 SLAB EDGE COVER (7-3/8") 6063-T5 YKK AP AMERICA FL #:

35 E1-1143 JAMB STRAP ANCHOR STEEL 6" LENGTH 73E £9-8089 SLAB EDGE COVER (6-1/8") 6063-T5 YKK AP AMERICA F I_ 1 2 6 1 1

36 E2-0541 DART GASKET SILICONE EPDM - 73F £9-7723 SLAB EDGE COVER (6-5/8") 6063-T5 YKK AP AMERICA

37 E2-0542 WEDGE GASKET SILICONE EPDM - 74 BE9-2819 HEAD RECEPTOR 6063-T5 YKK AP AMERICA pATE: 11.27.19

38 £2-7001 INTERIOR GASKET SILICONE - 75 £2.0054 SETTING BLOCK EPDM ) DWG. BY: CHK. BY:

39 E1-3545 SETTING BLOCK CHAIR 6063-T5 YKK AP AMERICA 6 £1.9961 SPLICE SLEEVE ALUMINUM SHEET ) MS HFEN

40 £9-2770 $SG HORIZONTAL 6063-T5 YKK AP AMERICA 77 £1.9957 SPLICE SLEEVE ALUMINUM SHEET ) SCALE: NTS

41 E2-0224 S5G SETTING BLOCK SILICONE - 78 E1-2813 HEAD RECEPTOR SPLICE SLEEVE 6063-T5 YKK AP AMERICA owa. #: YKK270

42 £3-0032 FLAT FILLER PvC - 79 £9-2868 SILL FLASHING INTERIOR COVER 6063-T5 YKK AP AMERICA SHEET.

43 PC-1220 #12 X 1-1/4" PHSMS TYPE AB ZINC PLATED STEEL - 80 £1-2853 SILL STRAP ANCHOR (10" CUT) 6063-T5 YKK AP AMERICA

s E2-0628 SIDE BLOCK EPDM - 81 £9-2869 ALT. SILL FLASHING INTERIOR COVER 6063-T5 YKK AP AMERICA :[l

OF ZM
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Quality

a I inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

TITLE: YWW 50 TU WINDOW WALL
SYSTEM (PRE-GLAZED)
(HVHZ) (NON-IMPACT)
COMPONENTS (1)
BUILDING DROPS, INC.
1900 NE MIAMI COURT, SUITE 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE
|8TH FBC CODE CHANGE| SH |0s.01.23]
SILL UPDATES SH [11.27.24}

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI COURT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

"FL12611

pate:  11.27.19

DWG. BY: CHK. BY:
MS HFEN

SCALE: NTS

pwa. #:  YKK270

SHEET:
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Quality

a I inspires

YKK AP AMERICA
1229 HWY 441 BYPASS
DUBLIN, GEORGIA 31021
PH: (478)277-1955 FAX: (678)838-6001

TITLE: YWW 50 TU WINDOW WALL
SYSTEM (PRE-GLAZED)
(HVHZ) (NON-IMPACT)
COMPONENTS (2)
BUILDING DROPS, INC.
1900 NE MIAMI COURT, SUITE 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE
|8TH FBC CODE CHANGE| SH |0s.01.23]
SILL UPDATES SH [11.27.24}

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

NINC
1900 NE MIAMI COURT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

"FL12611

pate:  11.27.19

DWG. BY: CHK. BY:
MS HFEN

SCALE: NTS

pwa. #:  YKK270
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