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YKK AP AMERICA INC.

YES 60 FI ALUMINUM STOREFRONT
(NON-HVHZ) (NON-IMPACT)

GENERAL NOTES:

INSTALLATION NOTES:

1. SEE SHEET 6 FOR ANCHOR TYPE REQUIREMENTS, MINIMUM EMBEDMENTS, AND
MINIMUM EDGE DISTANCES. ALL ANCHOR REQUIREMENTS MUST BE ADHERED TO.
ANY DEVIATIONS FROM ANCHOR REQUIREMENTS REQUIRES SEPARATE EVALUATION
AND APPROVAL.

2. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN.

3. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF
ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

4. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH
OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (I.E., WITHOUT
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

5. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S).
MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8 INCH. SHIM WHERE SPACE OF 1/16
INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY
PLASTIC OR BETTER.

6. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING
BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

7. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND
INSTALLED IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE
WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR
EQUIVALENT CORROSION RESISTANCE).

o CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH SECTION
1711.1.2 (E.G., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER
TPI 1).

8. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION
ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE
OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE
USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
SPECIFIED BY THE ANCHOR MANUFACTURER.

10.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE BASED ON

SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - CMU UNIT STRENGTH CONFORMS TO ASTM C-90, WITH MIN.
COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT CONFORMS TO ASTM C 476,
MIN. GROUT COMPRESSIVE STRENGTH OF 2000 PSI.

D. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA. WALL
THICKNESS.

E. STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM 18 GA. WALL
THICKNESS WITH 2X WOOD BACKING.

F. ALUMINUM - MINIMUM 1/8 INCH THICK 6063-T5 ALUMINUM.

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

AAMA 501-25

ASTM E283-19

ASTM E330-14

ASTM E331-00(23)

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION
IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE. SEE SHEET
3 FOR GLAZING DETAIL. GLASS SHALL MEET THE REQUIREMENTS
OF ASTM E 1300.

STOREFRONT FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT
FLORIDA BUILDING CODE AND REFERENCED DESIGN
SPECIFICATIONS.
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YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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VERTICAL SECTIONS

2023 FBC CODE UPDATE MS 104.21.23}
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HORIZONTAL SECTIONS

2026 FBC CODE UPDATE SH 107.06.26]
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HORIZONTAL SECTIONS
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COMPONENTS & BILL OF MATERIALS

INSTRUCTIONS FOR USE:

1.

DETERMINE DESIGN WIND LOAD REQUIREMENTS BASED ON
WIND VELOCITY, BLDG, HEIGHT, WIND ZONE USING APPLICABLE
ASCE 7 STANDARD.

SEE CHART ON SHEET 3 FOR DESIGN LOAD CAPACITY OF
DESIRED GLASS SIZE.

CHECK MULLION CAPACITY FOR A GIVEN SPACING AND HEIGHT
USING CHART ON SHEETS 4 & 5, THE CAPACITY SHOULD EXCEED
THE DESIGN LOAD.

USING CHART ON SHEET 7 SELECT ANCHOR OPTION WITH
DESIGN RATING MORE THAN DESIGN LOAD SPECIFIED IN STEP 1
ABOVE.

THE LOWEST VALUE RESULTING FROM STEP 2, 3 AND 4 SHALL
APPLY TO ENTIRE SYSTEM.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

Digitally signed by Hermes F. Norero, P.E.
Reason: | am approving this document
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YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

BUILDING DROPS, INC.
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI COURT, STE. 2-15

YES 60 FI
ALUMINUM STOREFRONT SYSTEM
(NON-HVHZ) (NON-IMPACT)
ELEVATION

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

2023 FBC CODE UPDATE MS |04.21.23}

2026 FBC CODE UPDATE SH |07.06.26§

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL12926

pate: 04.11.17

DWaG. BY: CHK. BY:

RL HEN

SCALE: NTS

owaG. #:  YKK197

SHEET: REV.

2 B

OF 11/




7/24/2026 10:07 AM

c:\users\sebastianherreros\desktop\ykk 2026 cc\fl12926\ykk197.dwg

STRUCTURAL SILICONE INTENDED FOR
FABRICATION OF INSULATED GLASS UNITS.

INSULATED GLASS LOAD CAPACITY (PSF) INSULATED GLASS LOAD CAPACITY (PSF) INSULATED GLASS LOAD CAPACITY (PSF) D RY G LAZ E D G LASS TY P E S
NOMINAL PANEL SIZE (in) :\'&\'J'L"'\gﬁg NOMINAL PANEL SIZE (in ) :\'Nosﬁ'l'hgﬁg NOMINAL PANEL SIZE (in) Ir\lNOSTlJ-Ll.'\gPLﬁ(S:; NON IMPACT GLAZING
PANEL WIDTH PANEL HEIGHT EXT. (4) PANEL WIDTH PANEL HEIGHT EXT. (+) PANEL WIDTH PANEL HEIGHT EXT. (+)
(in) (in) INT.(-) (in) (in) INT. (-) (in) (in) INT. ()
30 36.7 30 43.1 30 35.2
36 28.8 36 40.8 36 31.2 1" O.A. 1" O.A.
2 28 22 387 2 B INSULATED INSULATED
54 16 17:6 54 40 23:8 54 g 25:9 GLASS GLASS
- 22 = = > 20 EXTERIOR . INTERIOR  EXTERIOR a INTERIOR
72 126 72 155 72 - / /
30 42.5 30 40.0 30 34.8 "
36 32.3 36 36.9 36 30.8 3/8 ‘
42 26.1 42 354 42 28.2 GLASS /
N s e /5 T
60 16:5 60 21:8 60 ,. GLASS
66 14.7 66 18.8 66 ’
72 119 Z2 16.5 72 -
30 50.5 30 37.8 30 34.5
36 36.7 36 343 36 30.5
42 28.8 42 32.3 42 27.8 | e
48 )8 23.8 48 52 34.3 48 68 26.0 R
54 202 54 2838 54 2.8 GLAZING DETAIL1 GLAZING DETAIL 2
60 17.6 60 23.8 60 -
66 155 66 202 66 TYPICAL AT SILL TYPICAL AT INTERMEDIATE
72 13.9 72 17.6 72
30 482 30 36.3 \ HORIZONTAL
36 425 36 32.5
42 323 42 30.1 \
48 34 26.1 48 58 28.7 \
54 21.8 54 27.8
60 18.8 60 26.1
66 16.5 66 21.8 i
72 147 72 - 3/8
GLASS
BITE
DAYLITE OPENING DIMENSIONS: EXTERIOR TERIOR
DAYLITE OPENING WIDTH = o
= NOMINAL PANEL WIDTH - 2.00" A
D.L.O. D.L.O. — [~— INSULATED
GLASS
DAYLITE OPENING HEIGHT WIDTH WIDTH
= FRAME HEIGHT - 4.4375" GLAZING DETAIL 3
TYPICAL AT HEAD
MAX DAYLITE OPENING ABOVE
HORIZONTAL NOT TO EXCEED GLAZING NOTES:
58" x 62-25/32" 1.  GLASS TYPE AND THICKNESS SHALL COMPLY WITH
ASTM E1300 REQUIREMENTS AS WELL AS APPLICABLE
FRAME DIM. NOT SHOWN MAY BE DL, SAFETY GLAZING REQUIREMENTS PER THE FBC.
OBTAINED BY LINEAR INTERPOLATION OF HEIGHT THICKNESS, TEMPER, AND SAFETY GLAZING
TABULATED VALUES. MAX AREA NOT TO REQUIREMENTS SHALL BE REVIEWED ON A SITE
EXCEED = 3900.00 IN2 SPECIFIC BASIS.
o0 2. SETTING BLOCK DUROMETER HARDNESS OF 70-90
NOTE: D.LO. e // G/ (SHORE A) AS REFERENCED IN FBC CHAPTER 24.
GLASS CAPACITIES ON THIS SHEET HEIGHT 7/ 3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
ARE BASED ON CHAPTER 17 OF THE = FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.
FBC FOR SIZES OTHER THAN TESTED. 4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED
MAX VALUES IN GLASS CHARTS.
D.L.O.
HEIGHT ALUMINUM BOX SPACER:
AROUND THE PERIMETER OF THE GLASS.
vy PRIMARY SEALANT:
715 POLYISOBUTYLENE (PIB).
SECONDARY SEALANT:
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YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

YES 60 FI
ALUMINUM STOREFRONT SYSTEM
(NON-HVHZ) (NON-IMPACT)
GLAZING DETAILS &
DESIGN PRESSURE TABLE
BUILDING DROPS, INC.

1900 NE MIAMI COURT, STE. 2-15

MIAMI, FL 33132

PH: (954)399-8478

FAX: (954)744.4738

WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

2023 FBC CODE UPDATE MS (04.21.23)

2026 FBC CODE UPDATE SH ]07.06.26§

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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(

Maximum Design Pressure Capacity Chart (psf) - Pressures

WiDTH (in) | FRAME DESIGN RIS FRAME DESIGN
W HEIGHT (in) | PRESSURE W HEIGHT (in) | PRESSURE
L (psf) L (psf)
30 80.0 30 56.9
36 68.8 36 47.4
42 58.9 4 40.6
48 51.6 48 35.6
80 116
54 45.8 54 31.6
60 41.3 60 28.4
66 375 66 25.9
72 34.4 72 -
30 76.7 30 54.1
36 64.0 36 45.1
42 54.8 4 38.6
48 o 48.0 48 - 33.8
54 426 54 30.1
60 38.4 60 27.0
66 34.9 66 -
72 32.0 72 ;
30 71.7 30 51.6
36 59.8 36 43.0
42 e 42 36.8
48 - 44.8 48 52 32.2
54 39.9 54 28.6
60 35.9 60 25.8
66 326 66 :
72 29.9 72 .
30 67.3 30 50.0
36 56.1 36 41.7
42 48.1 42 35.7
48 i 42.1 48 - 31.3
54 37.4 54 27.8
60 33.7 60 25.0
66 30.6 66 -
72 28.1 72 -
30 63.5 30 45.7
36 52.9 36 38.1
42 453 42 32.7
48 39.7 48 28.6
104 136
54 35.3 54 25.4
60 317 60 -
66 28.8 66 -
72 26.4 72 .
30 60.0 NOTE: VALUES SHOWN ABOVE APPLICABLE
36 50.0 TO BOTH MULLIONS SHOWN.
42 42.9
48 37.5
54 110 33.3
60 30.0
66 27.3
72 25.0

MULLION LOAD TABLE

\
YK
ap Quality
v | INSpires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

YES 60 FI
ALUMINUM STOREFRONT SYSTEM
(NON-HVHZ) (NON-IMPACT)
MULLION LOAD TABLE
BUILDING DROPS, INC.
1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

TITLE:

74
FRAME
HEIGHT A 2
(L)
%
w1 ! w2 !
W1 + W2

TRIBUTARY WIDTH (W) =

MULLION

REMARKS BY | DATE

2023 FBC CODE UPDATE MS (04.21.23)

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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DETAILS SEE ﬂllalll‘f’
DOUBLE DOOR W/ TRANSOM SHEETS 6 & 7 inspires
SINGLE DOOR W/ TRANSOM SINGLE DOOR _
DETAILS SEE 7 YKK AP AMERICA
DETAILS SEE SHEETS 6 & 7 HH-HH it HH\ 101 MARIETTA STREET NW, SUITE 2100
P </_ SHEETS 6 & 7 P \ / ATLANTA, GA 30303
— . _ . |
DOOR MULLION LOAD CAPACITY /I L I\ /I L L ',//// '///; ~ f//; PH: (478)277-1955 FAX: (678)838-6001
NOMINAL DIMS. TYPE ‘M1 = I/.\&Qb 1 i JI_H-II:_:_:_:_;};H ” 2 A s ;
WIDTH (W) [ LENGTH-L | EXT. (+) AN X \\_4'/ S = = Z
INCHES INCHES INT. (-} T A | Rt = |_____7H\Ig_____= 25 == £
30 80.0 | Lo [ S () | VAN | n < 3 TR
% 0.0 | Al b L1 w L7 N = < OS85t
- o L L1l . . L, Il T Ly i o | Zz2 = ESRag P
42 77.3 7 7 11 7 7/ I, [ w » | v 11 NE1 OoO~T o oBt%E?
48 9% 67.6 ,:E 2 L7 L |j_: 7 v, il = 7 / 11 N 2T ocxz < S-383
. W v, il | 2 il < 7 % /. I 2z |~ o 9 Oz2323
54 60.1 9 7 s I o N Ii1 o Z mlh Z QO w ZS=:ix:
60 54.1 g Y 7 I'—‘PH S N7 I‘—"’H . N 'LL”J “ A Ox < Z = 23858
: = AN L = AN I AN il /| wo = S = i
66 49.2 N 111 | \ 1) \ 11 7 W - N = =3 =
30 80.0 LN 1 N RN >m§ 2 .3
36 79.9 ! AN :H ! N IH ' AN d %I E ) o
42 68.5 | N 1 | N | —_———— —— | 5 = g
m 102 509 F-———- Ny === M) FRFLHF == =1 == ==L A Z3 2 |= =
P 32 AR ==—==d1 ===l L2 2 e 2(: "o
o 47'9 | WIDTH-W2 — WIDTH-W1 o 3 - & 5
. n ': =
30 80.0 w1 W2 { W2 w1 { ———-— 2 E < x 3
36 71.2
2 611 —| [-— 2" —| [-— 2" DOOR MULLION LOAD CAPACITY - DOUBLE DOOR WITH DOOR MULLION LOAD CAPACITY - DOUBLE DOOR WITH REMARKS BY | DATE
108 -
a8 53.4 TRANSOM TRANSOM 2023 FBC CODE UPDATE | Ms [04.21.23]
54 475 NOMINAL DIMS. LOADS - PSF NOMINAL DIVS. LOADS - PSF 3076 FBC CODE UPDATE < lo706.2d
60 427 DOUBLE DOOR DETAILS SEE WIDTH (W2) | FRAME HEIGHT | EXT. (+) WIDTH (W2) | FRAME HEIGHT | EXT. (+) —
30 767 — SHEETS 6 & 7 WIDTHIWD) | ™\ chies INCHES INT. () WIDTHWL) | chies INCHES INT. ()
Zg 1 gz-: // 30 63.9 30 51.1
3 47'9 HH JFH ___________ HéL HH l\ 36 59.9 36 47.9 THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ)
S 0t A rr""- N == 7 2 56.4 4 45.1 AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
54 42,6 [T AR~ < 60 60 SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
| /s L7 48 53.2 a8 42.6 FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
30 69.2 // L \\ 54 50.4 54 40.4 ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
36 57.7 | 7 N | DOCUMENTS FOR USE WITH THIS DOCUMENT.
. I , 111 N I 60 47.9 60 38.4
4 120 49.5 [ I N 30 59.9 30 47.9
3 |/ 111 AN : :
43 43. - 7 I // 111 \\ I Z 36 56.4 36 45.1
54 385 T A yvoo, I I I ., N s - 2 53.2 66 42 114 2.6
() T 7 il_'}’ | ﬁ] 2 48 50.4 % 404
Z N L | & 4 54 0 47.9 54 38.4
= N I . 60 45.6 30 45.1 N
| \ 11 / | 30 56.4 . 36 2.6 S
| AN : I : /7 | 36 53.2 ) 40.4 = &
! AN 111 s/ ! 42 50.4 48 38.4 —
| | 72 ——
T f—————= N = 4 a8 47.9 a1 30 404 -
PR AP R=====~=====F7FFH 54 56 % 84 =
| 60 436 30 46.2 A
w2 w1 | 30 50.4 36 43.3 /,/
@ <> o " 36 47.9 60 2 40.7 7,
= 2 45.6 a3 385 /) i R0 P\
a8 o4 SRR
30 57.0 30 433 1900 NE MIAMI COURT, STE. 2-15
I, FL 33132
36 53.4 66 36 120 40.7 FBPE CERT. O'\FIILALB\?'HQ;RIZATION No. 29578
=2l 0 2 50.3 2 38.5
FL #:
W1+ W2 43 47.5 48 36.4
WIDTH (W) = ————= +2" = 40 2 oy FL12926
2 60 2.7 72 36 38.5
30 53.4 2 36.4
N 36 50.3 84 30 36.4 DATE: 04 1 1 . 17
a2 47.5
66 DWG. BY: CHK. BY:
TYPE 'M1' » 108 o RL HFEN
NO REINFORCING % 07
" oy SCALE: NTS
3 a7> DWG. #:
ELEVATIONS ABOVE SHOW NUMBER OF ANCHORS 72 2 45.0 YKK197
REQD. AT HEAD/SILL OF DOOR MULLION FOR = 427 SHEET: REV.
VARIOUS CONFIGURATIONS. SEE SHEETS 6 & 7 FOR 30 =0 5 B
DETAIL. 84 36 87
2 40.7
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INSTALLATIO

N ANCHORS, SEE SHEET 7

FOR QUANTITIES

S~

INSTALLATION ANCHORS, S
FOR QUANTITIES

! 7
~ ___ —

EE SHEET 7 /

- ANCHOR LAYOUT

-
-
s

I/// 3" 3" _’I |__ 3" 3II \\\
/ | :t \
____________ i 16" MAX. O.C.
I S 3" — et ate 3" 18" MAX. O.C.
5" MAX. TYP. \
AT HEAD/SILL CORNERS ~ 3 3" | g -
~—
» 117
< B Vi
5" MAX. TYP. |
AT JAMB CORNERS
18" MAX. O.C. /// ————
f |
|
| /
/
| /
| /
W W L
T
N
AN
\
/ / | N
/ / | \
| N\
| AN
|
L
— HH \\ —i' — —

TYPICAL ANCHORS

TYPEA

#14 WOOD SCREW:
INTO 2BY WOOD BUCKS OR WOOD STRUCTURES (MIN. S.G. = 0.55)
1-1/2" MIN. PENETRATION INTO WOOD

1/4" DIA. TAPCON BY ITW' (Fu= 125 KSI, Fy= 100 KSl)

1/4" DIA. ULTRACON+ BY DEWALT' (Fu= 177 KSI, Fy= 155 KSI)
THRU 1BY BUCKS INTO CONC. OR MASONRY

1-1/4" MIN. EMBED INTO CONC. OR MASONRY

DIRECTLY INTO CONC. OR MASONRY

1-3/4" MIN. EMBED INTO CONC. OR MASONRY

TYPEB

1/4" DIA. TEKS OR SELF DRILLING SCREWS (GRADE 5 CRS)
INTO FBC APPROVED MULLIONS (MIN. THK = .090")

(NO SHIM SPACE)

INTO METAL STRUCTURES

STEEL : 18 GA.(.048) MIN. (Fy = 33 KSI MIN.)

ALUMINUM : 1/8: THK. MIN. (6063-T5 MIN.)

STEEL IN CONTACT WITH ALUMINUM TO BE PLATED OR PAINTED)

ANCHOR EDGE DISTANCE

INTO CONCRETE AND MASONRY = 2-1/2" MIN.
INTO WOOD STRUCTURE = 3/4" MIN.

INTO METAL STRUCTURE = 3/4" MIN.

CONCRETE AT HEAD, SILL OR JAMB f'c = 3000 PSI MIN.
C-90 HOLLOW/FILLED BLOCK AT JAMBS fm = 2000 PSI MIN.

SEALANTS:
ALL FRAME CORNERS SEALED WITH JOINT SEALANT

\
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a p Quality
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YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

YES 60 FI
BUILDING DROPS, INC.

ALUMINUM STOREFRONT SYSTEM
(NON-HVHZ) (NON-IMPACT)
ANCHOR LAYOUT

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

2023 FBC CODE UPDATE MS |04.21.23}

2026 FBC CODE UPDATE SH |07.06.26§

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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( HEADER, SILL AND JAMBS ANCHOR LOAD CAPACITY - QUANTITY OF ANCHORS CLUSTERED ON EACH

HEADER, SILL AND JAMBS ANCHOR LOAD CAPACITY - QUANTITY OF ANCHORS CLUSTERED ON EACH
SIDE OF MULLION SIDE OF MULLION
PSF - EXT. (+) & INT. (-) PSF - EXT. (+) & INT. (-)
INSTALLATION TO INSTALLATION TO STEEL|  INSTALLATION TO INSTALLATION TO INSTALLATION TO STEEL|  INSTALLATION TO
NOMINAL DIMS. | CONCRETE OR MASONRY OR ALUMINUM WOOD NOMINAL DIMS. CONCRETE OR MASONRY OR ALUMINUM WOOD
(TYPE A ANCHOR) (TYPE B ANCHOR) (TYPE A ANCHOR) (TYPE A ANCHOR) (TYPE B ANCHOR) (TYPE A ANCHOR)
WIDTH (in ) ;E@’;ET 1 2 1 2 1 2 WIDTH (in)| FRAME 1 2 1 2 1 2

(W) i) ANCHOR | ANCHORS | ANCHOR | ANCHORS | ANCHOR | ANCHORS (W) |HEIGHT (in)| ANCHOR [ ANCHORS | ANCHOR | ANCHORS | ANCHOR | ANCHORS
30 47.4 80.0 39.0 78.0 61.3 80.0 30 30.5 61.0 25.1 50.2 39.5 79.0
36 41.4 80.0 34.1 68.1 53.6 80.0 36 26.2 52.4 215 431 33.9 67.8
42 37.3 74.6 30.7 61.4 48.3 80.0 2 232 46.3 19.1 38.1 30.0 60.0
48 50 34.4 68.7 283 56.6 44.5 80.0 48 - 20.9 418 17.2 344 271 54.2
54 32.3 64.6 266 53.1 41.8 80.0 54 19.2 38.4 15.8 316 24.9 49.8
60 30.8 61.6 253 50.7 39.9 79.7 60 17.9 358 14.7 295 232 46.4
66 29.8 59.6 245 49.0 38.6 77.1 66 16.9 337 13.9 278 218 43.7
72 29.2 58.3 240 480 37.8 75.5 7 16.0 321 13.2 264 208 115
30 43.4 80.0 35.7 714 56.2 80.0 30 28.8 57.6 23.7 474 373 74.5
36 37.7 75.5 311 62.1 48.9 80.0 36 24.7 49.4 20.3 40.6 31.9 63.9
42 33.8 67.7 2738 55.7 43.8 80.0 2 218 436 17.9 35.8 28.2 56.4
18 - 31.0 62.1 255 51.1 40.2 0.0 13 - 196 39.3 16.2 323 254 50.9
54 29.0 58.0 239 47.7 37.5 75.1 54 18.0 36.0 14.8 296 233 6.6
60 27.5 55.0 226 453 35.6 71.2 60 16.7 335 13.8 275 7 433
66 26.4 52.8 217 435 34.2 68.4 66 15.7 315 12.9 259 204 40.7
72 25.7 513 211 422 33.2 66.5 7 149 29.8 12.3 246 193 38.6
30 40.0 80.0 329 65.8 51.8 80.0 30 273 54.5 2.4 448 353 70.6
36 34.7 69.4 285 57.1 44.9 80.0 36 233 46.7 19.2 384 30.2 60.4
22 31.0 62.0 255 51.0 40.1 0.0 2 20.6 411 16.9 338 266 53.2
a8 0 28.3 56.6 233 46.6 36.6 73.3 43 128 185 37.0 15.2 30.5 24.0 47.9
54 26.3 526 217 433 34.1 68.2 54 16.9 33.9 13.9 27.9 219 43.9
60 24.8 49.7 20.4 40.9 32.2 64.3 60 15.7 314 12.9 259 203 40.7
66 23.7 475 195 39.0 30.7 61.4 66 14.7 295 12.1 242 19.1 38.2
72 22.9 45.8 189 37.7 29.7 59.3 » 139 279 11.5 23.0 18.1 36.1
30 37.1 74.2 305 61.1 48.0 80.0 30 263 526 21.7 433 341 68.2
36 321 64.2 26.4 52.8 41.5 80.0 36 225 45.0 18.5 37.0 201 58.3
22 28.6 57.1 235 47.0 37.0 74.0 P9 19.8 396 16.3 326 25.7 51.3
48 o 26.0 52.0 214 428 33.7 67.4 48 a5 17.8 356 14.7 293 231 46.1
54 24.1 48.2 19.8 39.7 31.2 62.4 54 163 326 13.4 26.8 211 422
60 22.6 453 186 373 29.3 58.6 60 15.1 30.2 12.4 248 195 39.1
66 21.5 431 17.7 354 27.9 55.8 66 14.1 283 11.6 233 183 36.6
72 20.7 414 17.0 34.1 26.8 53.6 72 13.4 26.7 11.0 220 17.3 34.6
30 34.6 69.2 285 56.9 44.8 80.0 30 255 50.9 20.9 419 33.0 65.9
36 29.8 59.7 246 49.1 38.6 77.3 36 217 435 17.9 35.8 28.2 56.3
22 26.5 53.0 218 436 34.3 68.6 I 19.1 383 15.7 315 248 49.5
48 104 24.1 48.1 19.8 396 31.2 62.3 48 136 17.2 344 14.1 283 223 44.5
54 22.2 444 183 36.6 28.8 57.5 54 15.7 314 12.9 258 203 20.6
60 20.8 416 17.1 342 26.9 53.9 60 145 291 12.0 239 18.8 37.6
66 19.7 39.4 16.2 324 25.5 51.1 66 136 27.2 11.2 224 176 35.2
72 18.9 37.7 155 311 24.4 48.9 72 12.8 25.7 10.6 211 16.6 33.2
30 32.4 64.8 26.7 533 42.0 80.0
36 27.9 55.8 230 459 36.1 72.2
22 24.7 494 203 40.7 32.0 64.0
a8 - 22.4 243 18.4 36.8 29.0 58.0
54 20.6 41.2 17.0 339 26.7 53.4
60 19.2 385 15.8 317 24.9 49.8
66 18.2 36.4 15.0 299 23.5 471
72 17.3 34.7 143 28.5 22.5 24.9

ANCHOR TABLE

ANCHOR REQUIREMENTS:

DETERMINE REQUIRED QUANTITY OF ANCHORS CLUSTERED ON EACH SIDE OF
MULLION FROM TABLE AT LEFT BASED ON NOMINAL PANEL SIZE AND SITE REQUIRED

DP. INSTALL ANCHORS PER DETAILS BELOW.

ALL OTHER ANCHORS TO BE SPACED AS SHEET 6
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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CONCRETE/MASONRY
1/4" TAPCON OR

INSTALLATION ANCHOR,
SEE SPECS ON SHEET 6

CAULK BETWEEN

BY OTHERS

ULTRACON

2.5" MIN. EDGE

DISTANCE

-

SEE GLAZING

DETAILS SHEET 3

|
@lx’/‘/\ N STEEL OR ALUM. STRUCTURE,

21
20
@—

BY OTHERS, SEE SPECS ON SHEET 6

1/4" GRADE 5 SELF-DRILLING\,
OR SELF-TAPPING—

)

=7

X

*HﬁH

3/4" MIN. EDGE DISTANCE

CONCRETE/MASONRY 5 Adv ) 1.75" & é% SMS SCREW MIN. 3 THREADS
& 1X WOOD BUCK L. : 4] MIN. EMBEDMENT PENETRATION
BY OTHERS
1X WOOD BUCK PERIMETER .
BY OTHERS (OPTIONAL) SEALANT — 3/8" MAX. SHIM
DOORS BY YKK AP AMERICA | BY OTHERS
T —|| UNDER SEPARATE APPROVAL
3/8" MAX. SHIM | | O.A. FRAME
PERIMETER SEALANT L HEIGHT
SEE GLAZING
OA BY OTHERS EXTERIOR INTERIOR | \ y DETAILS SHEET 3
FRAME
HEIGHT SEE GLAZING EXTERIOR V m
Y, DETAILS SHEET 3
' EXTERIOR / INTERIOR VERTICAL SECTION /E VERTICAL SECTION
m VERTICAL SECTION \8/ DOOR HEAD W/ TRANSOM \8/ HEAD - METAL SUBSTRATE
\8/ HEAD - CONCRETE/MASONRY W/ 1X BUCK LIMIT DESIGN LOADS FOR GLAZED HORIZONTAL MULLION AS FOLLOWS
MAX NOMINAL | MAX GLASS DLO MAX MAX GLASS DLO
PANEL WIDTH HEIGHT ABOVE MAX DESIGN NOMINAL HEIGHT ABOVE | MAX DESIGN
VA ) ) LOADS (psf) PANELWIDTH| HORIZONTAL | LOADS (psf)
(in) HORIZONTAL (in) . .
ATt (in) (in)
36 62.78125 80 36 80.78125 80
N 48 62.78125 66 48 80.78125 57
60 62.78125 24 60 80.78125 17
/ 64 62.78125 17 64 80.78125 -
EXTERIOR 0 36 68.78125 80 36 86.78125 80
- 48 68.78125 63 48 86.78125 54
Al 7 60 68.78125 22 60 86.78125 15
(6) o G8.76125 L & 86.76125 MULLION CONNECTION TO DOOR SILL
ot e e = SEE SEPARATE YKK AP AMERICA DOOR APPROVAL
SEE GLAZING N o 278125 5 FOR COMPONENT SIZES, INSTALLATION DETAILS
DETAILS SHEET 3 7 7478125 AND DESIGN LOAD RATING. LOWER DESIGN
DESIGN LOADS SHOWN ABOVE ARE BASED ON MAXIMUM GLASS PRESSURE FROM STOREFRONT OR DOOR
/B\ VERTICAL SECTION AREA ABOVE HORIZONTAL APPROVAL WILL APPLY TO ENTIRE SYSTEM.
\8/ HORIZONTAL MEMBER
SEE GLAZING | ||||| | DOORS BY YKK AP AMERICA SEE GLAZING
DETAILS SHEET 3 UNDER SEPARATE APPROVAL DETAILS SHEET 3
EXTERIOR Y2 INTERIOR — N
* g T | EXTERIOR 7 INTERIOR
SEALANT | N —
EXTERIOR | 1 INTERIOR SEALANT
0.A. EXTERIOR | || INTERIOR 0.A.
FRAME L FRAME
HEIGHT | || HEIGHT C) |
l » 3/8" MAX. SHIM I l 3/8" MAX. SHIM
‘ T W -
PERIMETER SEALANT R B — - _ L PERIMETER SEALANT__ =i’y
BY OTHERS RS FTEEE 1.75" MIN. At BY OTHERS , 1.5" MIN.
CONCRETE/MASONRY I PO LT EMBEDMENT /" .. - o7 2X WOOD BUCKS OR }» EMBEDMENT
BY OTHERS Y = T s WOOD STRUCTURE v
1/4" TAPCON OR e e 4 f TYPICAL ANCHORS BY OTHERS f
ULTRACON 25" MIN. SEE SHEETS 6 & 7 #14 WOOD SCREW "

\_

ANCHOR, SEE SPECS

ONSHEETE /" VERTICAL SECTION

\_8 / SILL-DIRECT TO CONCRETE/MASONRY

/D\ VERTICAL SECTION

\8/

DOOR SILL

7F\ VERTICAL SECTION

\8/ SILL - WOOD FRAMING

YKK
dP

Quality
inspires
YKK AP AMERICA
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IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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CONCRETE/MASONRY
BY OTHERS

PERIMETER SEALANT
BY OTHERS

CAULK BETWEEN
WOOD AND
CONCRETE/MASONRY
BY OTHERS

1/4" TAPCON OR ULTRACON
INSTALLATION ANCHOR, SEE
SPECS ON SHEET 6

2.5" MIN. EDGE DISTANCE

3/8" MAX. SHIM

____/BYOTHERS
INTERIOR

INTERIOR FINISH

SEE GLAZING
DETAILS SHEET 3

OPTIONAL 1X WOOD BUCK—E/;

&

\PERIMETER SEALANT

BY OTHERS

1.75" MIN. EMBEDMENT ——=

EXTERIOR FINISH
BY OTHERS

/G \HORIZONTAL SECTION

BY OTHERS

EXTERIOR

~~— O.A. FRAME WIDTH ——=

INTERIOR

SEE GLAZING
DETAILS SHEET 3

SEE GLAZING/\X
DETAILS SHEET 3

EXTERIOR

DETAILS SHEET 3

X\\SEE GLAZING

PERIMETER SEALANT

—— OA

/A \HORIZONTAL SECTION

\9/ JAMB - CONCRETE/MASONRY W/ 1X BUCK

STEEL OR ALUM. STRUCTURE,
BY OTHERS, SEE SPECS ON SHEET 6

1/4" GRADE 5 SELF-DRILLING OR
SELF-TAPPING
SMS SCREW

3/4" MIN. EDGE DISTANCE

PERIMETER
SEALANT
BY OTHERS

MIN. 3 THREADS
PENETRATION

/ JN\HORIZONTAL SECTION

3/8" MAX. SHIM

INTERIOR

SEE GLAZING
DETAILS SHEET 3

EXTERIOR

~~— O.A. FRAME WIDTH ——=

\9/

VERTICAL MULLION

INTERIOR

SEE GLAZING
DETAILS SHEET 3

SEE GLAZING ®
DETAILS SHEET 3

/7

EXTERIOR

DETAILS SHEET 3

;\\SEE GLAZING

/K \HORIZONTAL SECTION

\9/

JAMB - METAL SUBSTRATE

\9/

VERTICAL MULLION

3/8" MAX. SHIM ——I_<_

INTERIOR

INTERIOR FINISH
BY OTHERS

PERIMETER SEALANT
BY OTHERS

A, .37 1 ,. CONCRETE/MASONRY

v 7. BYOTHERS

1/4" TAPCON OR ULTRACON
INSTALLATION ANCHOR, SEE
SPECS ON SHEET 6

@]

2.5" MIN. EDGE DISTANCE

BY OTHERS

EXTERIOR

FRAME WIDTH

\<— 1.75" MIN. EMBEDMENT
EXTERIOR FINISH

BY OTHERS

/T \HORIZONTAL SECTION

\9 / JAMB - DIRECT TO CONCRETE/MASONRY

2X WOOD BUCKS OR

3/8" MAX. SHIM

INTERIOR

WOOD STRUCTURE
BY OTHERS

/#14 WOOD SCREW

ARRRRR RS

1" MIN. EDGE DIST.

EXTERIOR

——— (O.A. FRAME WIDTH —=

~=—1.5" MIN. EMBEDMENT

PERIMETER
SEALANT
BY OTHERS

/I \HORIZONTAL SECTION

\9/

JAMB - WOOD FRAMING
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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INTERIOR

7

D)

2
> I3 IR

il

EXTERIOR

/NN\HORIZONTAL SECTION

\lOJ VERTICAL INTERMEDIATE

SIDELITE - TRANSOM

INTERIOR

O SEE 'YKK AP AMERICA' DOOR APPROVAL

— FOR DOOR RATING

AND DETAILS

L=

EXTERIOR
~=— LEAF WIDTH —=—

/N \HORIZONTAL SECTION
\l(y VERTICAL INTERMEDIATE

SIDELITE - DOOR

YEK

ap Quality
v | INSpires
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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ITEM NO. PART NUMBER QUANTITY DESCRIPTION MATERIAL MANF./SUPPLIER/REMARKS
1 E9-2904 AS NEEDED | FRAME HEAD/JAMB/MULLION 6063-T5 YKK AP AMERICA
2 E9-2902 AS NEEDED | FRAME SILL 6063-T5 YKK AP AMERICA
3 E9-2907 AS NEEDED | SHALLOW POCKET FILLER 6063-T5 YKK AP AMERICA
4 E9-2901 AS NEEDED | SILL FLASHING 6063-T5 YKK AP AMERICA
5 E1-2904 AS NEEDED | ANCHOR FILLER 6063-T5 MADE FROM E9-2908
6 E9-2903 AS NEEDED | HORIZONTAL 6063-T5 YKK AP AMERICA
7 E9-1015 AS NEEDED | GLAZING STOP 6063-T5 YKK AP AMERICA
8 E9-2911 AS NEEDED | FRAME JAMB/MULLION 6063-T5 YKK AP AMERICA
9 E2-0052 AS NEEDED | EXTERIOR GLAZING GASKET EDPM -
10 E2-0020 AS NEEDED | SETTING BLOCK EDPM -
11 E2-0153 AS NEEDED | ANTI WALK BLOCK EDPM -
12 E2-0047 AS NEEDED | WATER DEFLECTOR COMPOSITE -
13 PC-1220 AS NEEDED | ASSEMBLY SCREWS ZINC PLATED STL.| #12 X 1-1/4" PPHSMS
14 UA-1212 AS NEEDED | FOR END DAM ATTACHMENT ZINC PLATED STL.| #12 -3/4" UFHSMS TYPE A
15 PM-1008-SS AS NEEDED | FOR SILL ATTACHMENT STAINLESS STEEL| #10-24 X 1/2" PHMS
16 E9-2934 AS NEEDED | DEEP POCKET FILLER 6063-T5 YKK AP AMERICA
17 Y7-9562 AS NEEDED | DOOR JAMB 6063-T5 YKK AP AMERICA
18 E9-0435 AS NEEDED | TRANSOM GLAZING POCKET 6063-T5 YKK AP AMERICA
19 E2-0051 AS NEEDED | AIRTIGHT GASKET SANTOPRENE -
20 E2-0056 AS NEEDED | SETTING BLOCK EPDM -
21 E9-0413 AS NEEDED | TRANSOM GLAZING STOP 6063-T5 YKK AP AMERICA
22 Y7-9480 AS NEEDED | DOOR HEAD O/P 6063-T5 YKK AP AMERICA
P
0.087"
0.071"
0.066 2.438 £ 000"

P 6.i50" 4—| o
(&)

1.063"—=

0.063"—=

\_

— ]

SILL FLASHING

6063-T5

=
|

5.000"

1

DEEP POCKET FILLER

6063-T5

&)

0.374" —=]| |

NG \

'_—
HORIZONTAL
ANCHOR FILLER 6063-T5
6063-T5
—>| 2.000" I‘—
n_/_
6.000" "
0.047 2.259"
0.094" —=|[= ca
—>| |<— 0.500"
8
DOOR JAMB TRANSOM GLAZING POCKET

@)

6063-T5

@

{

0.085" — 2

0.070"

6.000"

—=| 2.000" |=—

FRAME HEAD/JAMB/MULLION
6063-T5

0.067"

0.874"

P b
H: ) 2.000

f
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REMARKS BY | DATE
2023 FBC CODE UPDATE MS |04.21.23}
2026 FBC CODE UPDATE SH ]07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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