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INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN,
UNLESS OTHERWISE STATED.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBERS OF
ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH OF
THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (I.E., WITH OUT
CONSIDERATION OF TOLERANCE). TOLERANCE ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

4. REFERTO SECTION 7 & 8 FOR ANCHOR TYPE, SUBSTRATE STRENGTH, EMBEDMENT, & EDGE
DISTANCE REQUIREMENTS. FOLLOW MANUFACTURER INSTALLATION INSTRUCTIONS FOR
INSTALLATION OF ANCHORS.

5. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT
NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

6. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND INSTALLED IN
ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.1
(E.G., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR EQUIVALENT CORROSION
RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A SALTWATER
COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE WITH SECTION 1711.1.2
(E.G., ASTM A653 G90, ASTM A123, OR PROTECTIVE COATING PER TPI 1).

7. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE
ANCHOR MANUFACTURER. ADHESIVE ANCHORS MUST BE INSTALLED BY PERSONNEL
CERTIFIED FOR THE SPECIFIED ANCHOR INSTALLATION.

INSTRUCTIONS:

USE CHARTS AS FOLLOWS.

STEP 1 DETERMINE DESIGN WIND LOAD REQUIREMENT BASED ON
WIND VELOCITY, BLDG. HEIGHT, WIND ZONE USING APPLICABLE
ASCE 7 STANDARD.

STEP 2 SEE CHARTS ON SECTION 6 FOR DESIGN LOAD CAPACITY OF
— DESIRED GLASS SIZE.

STEP 3 CHECK MULLION CAPACITY FOR A GIVEN SPACING, HEIGHT,
— SINGLE SPAN, TWIN SPAN, MULTIPLE SPANS AND CORNERS ON
SECTION 4.

USING HEAD/SILL ANCHOR DETAILS, SELECT ANCHOR OPTION
FROM TABLES ON SECTION 7 & 8 WITH DESIGN RATING MORE
THAN DESIGN LOAD SPECIFIED IN STEP 1 ABOVE.

STEP 4

STEP S CHECK INTERMEDIATE ANCHOR CAPACITY FOR MULTIPLE SPANS
— USING CHARTS OR DETAILS ON SECTION 8.

THE LOWEST VALUE RESULTING FROM STEPS 2, 3, 4 AND 5

STEP6 SHALL APPLY TO ENTIRE SYSTEM.

E

GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY
WITH THE CURRENT FLORIDA BUILDING CODE, INCLUDING REQUIREMENTS FOR
HVHZ.

2. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY , 2X AND
STEEL STUD FRAMING AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

3. 2XBUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN AND THE
INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

4. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY NOT
REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE CONDITION CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN , A
LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS
FOR USE WITH THIS DOCUMENT.

5. THIS PRODUCT DOES NOT REQUIRE IMPACT PROTECTIVE DEVICES.
6. MATERIALS INCLUDING BUT NOT LIMITED TO STEEL/METAL SCREWS, THAT

COME INTO CONTACT WITH OTHER DISSIMILAR MATERIALS SHALL MEET THE
REQUIREMENTS OF THE CURRENT FLORIDA BUILDING CODE.
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STANDARD DUTY MULLIONS - VERTICAL SECTIONS
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HEAVY DUTY MULLIONS - VERTICAL SECTIONS
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INSTALLATION ANCHOR

WEEPHOLES:
W1 =5/16" DIA. WEEP HOLES TWO PER D.L. OPNG.
= AT 1/3 POINTS FROM VERTICALS
W2 =5/16" DIA. WEEP HOLES THREE PER LITE
= AT 3" FROM VERTICALS AND CENTER OF D.L. OPNG.

NOTE:
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FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

owa. #:  YKK206

SECTION: REV.

4,9 —
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INTERIOR

)

30

CAULK RETURN

A

o

oleado

SEE GLAZING
OPTIONS SECTION 6

e st \1/8” FORMED ALUM
EXTERIOR
/T\HORIZONTAL SECTION

STANDARD DUTY MULLION

w 90° OUTSIDE CORNER - INSULATING GLASS

A pa =
&
INTERIOR s . \ \u
e
w o
P ey AN
S
s
e
A
@0/ o/
/3\HORIZONTAL SECTION

HEAVY DUTY MULLION

w 90° OUTSIDE CORNER - INSULATING GLASS

SEE GLAZING
OPTIONS SECTION 6

1/8" FORMED ALUM

EXTERIOR

\

YK

ap Quality
s | inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

CURTAIN WALL SYSTEM
HORIZONTAL SECTIONS

TITLE: viic - 300 OG (MISSILE E)
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

REMARKS BY | DATE

/_ 1/8" FORMED ALUM 2
g
Yy B
‘\9\3\,
INTERIOR 1/8" FORMED ALUM — |
CAULK RETURN = \\,
@HEAD & SILL
5 SEE GLAZING
@\@ OPTIONS SECTION 6
&
@  EXTERIOR
@
o %
5
VA /2 HORIZONTAL SECTION
w STANDARD DUTY MULLION
e 90° INSIDE CORNER - INSULATING GLASS
INTERIOR

1/8" FORMED ALUM

a

1/8" FORMED ALUM

CAULK RETURN
@HEAD & SILL

28

104

28

EXTERIOR

N—SEE GLAZING
OPTIONS SECTION 6

. K
2N R
5
\/\ °
/A \HORIZONTAL SECTION
w HEAVY DUTY MULLION

NOTE:

DEGREE OF ANGLE ON THE GLASS CAN BE A MAX.
2.5° INWARDS OR OUTWARDS AS PER JOB SITE

REQUIREMENTS.

90° INSIDE CORNER - INSULATING GLASS

MISC. UPDATES LS [6.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL#:
FL13433
pate:  /,18.17
DWG. BY: CHK. BY:
AR/RV HFN
SCALE: NTS
owa. #:  YKK206

SECTION: REV.

B
4,7 A
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INTERIOR

41 33

42 ‘
40

i@

EXTERIOR

/T\HORIZONTAL SECTION

\4:/2/ STANDARD DUTY MULLION
90° OUTSIDE CORNER - INSULATING GLASS

SEE GLAZING
- OPTIONS SECTION 6

INTERIOR

34

42

85

]
o -

Y

7777777777 L

MAX DESIGN PRESSURE

W3 SPAN DP (+/- PSF)
28N, 150 IN. 90 PSF
24N, 150 IN. 90 PSF
50 IN. 120 IN. 90 PSF

********* IS N

/2 HORIZONTAL SECTION

\4:2/ HEAVY DUTY MULLION
90° OUTSIDE CORNER - INSULATING GLASS

\

YK

ap Quality
s | inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

CURTAIN WALL SYSTEM
HORIZONTAL SECTIONS

TITLE: viic - 300 OG (MISSILE E)
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

REMARKS BY | DATE

MISC. UPDATES LS [6.02.26

SEE GLAZING

2026 FBC CODE UPDATE SH |07.06.26]

OPTIONS SECTION 6

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

owa. #:  YKK206

SECTION: REV.

4,2 —5
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INTERIOR

EXTERIOR

/INHORIZONTAL SECTION

4.2A

STANDARD DUTY SPLAYED MULLION
90° OUTSIDE CORNER - INSULATING GLASS

SEE GLAZING
OPTIONS SECTION 6

INTERIOR

SEE GLAZING
OPTIONS SECTION 6

EXTERIOR

MAX DESIGN PRESSURE mHORIZONTAL SECTION
w3 SPAN DP (+/- PSF) w HEAVY DUTY SPLAYED MULLION
48 IN. 150 IN. 90 PSE 90° OUTSIDE CORNER - INSULATING GLASS
44 IN. 150 IN. 90 PSF
60 IN. 120 IN. 90 PSF
NOTE:

DEGREE OF ANGLE ON THE GLASS CAN BE A MAX.
2.5° INWARDS OR OUTWARDS AS PER JOB SITE
REQUIREMENTS.

YHK
alP e

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

CURTAIN WALL SYSTEM
HORIZONTAL SECTIONS

TITLE: viic - 300 OG (MISSILE E)
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

REMARKS BY | DATE

MISC. UPDATES LS [6.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

owa. #:  YKK206

SECTION: REV.

4,24 —
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(

STANDARD DUTY MULLIONS

JAMB/MULLION LOAD CAPACITY JAMB/MULLION LOAD CAPACITY I v I U LLI : N :‘ ‘PACI I ! CHARTS
(+/- PSF) (+/- PSF) NOTES
"CASE 1" "CASE 1"
1. DESIGN PRESSURES ARE LIMITED BY THE MULLION FIBERSTRESS AND DEFLECTION
(ol LTl b M1 afellla /L s M1 CAPACITY PER CURRENT FBC SPECIFICATIONS FOR HVHZ
AN AN 2. SELECT DESIGN PRESSURE AND PANEL WIDTH (W) AND OBTAIN THE MAXIMUM
w "' ALLOWABLE DESIGN PRESSURE FOR MULLION.
w'?.TH) i/ HEIGHT Em (+) W":('TH) W'l HEiGHT fﬂ (+) 3. FOR HORIZONTAL MULLIONS CAPACITY, SEE HORIZONTAL MULLION CHART.
in. W (in.) () in. "' (in.) -0 4. WHEN PANEL WIDTHS ARE NOT EQUAL, USE THE AVERAGE WIDTH ON THE CHART.
36 90.0 36 90.0
42 90.0 42 90.0 CASE 1: SINGLE SPAN WITH REINFORCED MULLION FULL HEIGHT
28 90.0 28 %00 CASE 2: TWIN SPANS WITH REINFORCED MULLION AT INTERMEDIATE SUPPORT ONLY
54 78 90.0 54 120 90.0
60 90.0 60 90.0
66 90.0 56 900 T-ANCHOR FOR INTERMEDIATE
72 90.0 72 90.0 F-ANCHOR
FOR JAMBS
36 90.0 36 90.0
42 90.0 42 90.0 HORIZONTAL
MULLION
i 209 48 90.0 T-ANCHOR FOR INTERMEDIATE
>4 84 20.0 54 126 90.0
60 90.0 0 900 H
66 90.0 66 90.0 W W
1 2
72 90.0 - 500 >
36 90.0
- 500 36 90.0 F-ANCHOR
. 42 90.0 FOR JAMBS
48 90.0
28 %00 SINGLE SPAN
54 90 90.0
54 132 90.0
60 90.0
60 90.0 REINFORCING LENGTH = FRAME HEIGHT - 12 IN.
66 90.0
66 90.0
36 90.0 2 900
42 90.0 36 %00
48 90.0 42 900 O
54 9% 90.0 48 900
0 90.0 54 138 90.0
66 90.0 60 90.0
72 90.0 66 90.0
S ey IR g W
36 90.0 72 88.6
42 90.0 36 0.0
48 90.0 42 90.0
48 90.0
54 102 90.0 " i
60 90.0 54 144 90.0 ANCHOR SLEEVE REINFORCED
JAMB MULLION STANDARD DUTY MULLION
66 90.0 60 90.0
72 90.0 66 88.8
36 90.0 72 81.4
42 90.0 36 90.0
43 90.0 42 90.0
54 108 90.0 48 90.0 —
60 90.0 54 150 90.0 e
66 90.0 60 90.0 STANDARD DUTY HORIZONTAL
72 90.0 66 81.8
36 90.0 72 75.0 N
42 90.0
43 90.0 S
” 114 90.0 TANDARD DUTY HORIZONTAL
MULLION (+/- PSF)
60 90.0 "
MAX. WIDTH, W (IN.) EXT. (+) \@
66 90.0 SPAN INT. (_) STANDARD DUTY HORIZONTAL
72 90.0 > %0

HEAVY DUTY MULLIONS

JAMB/MULLION LOAD CAPACITY (+/-
PSF)
"CASE 2"
NOMINAL DIMS.
M2
WioTH IsPAN HEIGHT ‘W] EXT. (+)
(IN) (IN.) INT. (-)
36 90
42 90
48 90
54 144 90
60 90
66 90
72 90
36 90
42 90
48 90
54 150 90
60 90
66 90
72 90
36 90
42 90
48 90
54 156 90
60 90
66 90
72 90
36 90
42 90
48 90
54 162 90
60 90
66 90
72 90
HEAVY DUTY
HORIZONTAL MULLION
(+/- PSF)
MAX. WIDTH, W EXT. (+)
(IN.) SPAN INT. (-)
72 90

* NOTE:

1. GLASS CAPACITIES ON THIS SHEET ARE BASED
ON ASTM E1300 (3 SEC. GUSTS) AND CHAPTER
17 OF THE CURRENT FBC FOR SIZES OTHER
THAN TESTED.

2. SETTING BLOCK DUROMETER HARDNESS OF
70-90 (SHORE A) AS REFERENCED IN CHAPTER
24,

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN
LENGTH FOR GLASS WIDER THAN 36" AS PER
CHAPTER 24.

4. D.L.O. MAY NOT EXCEED MAX DIMENSIONS IN
GLASS CHARTS FOR GLASS TYPE.

T-ANCHOR FOR INTERMEDIATE

F-ANCHOR
FOR JAMBS

D/L ANCHOR
OR W/L ANCHOR

A HORIZONTAL
1 MULLION

T-ANCHOR FOR INTERMEDIATE

F-ANCHOR
FOR JAMBS

TWIN SPAN

H2
HEAVY DUTY HORIZONTAL

H3
HEAVY DUTY HORIZONTAL

@

SSSH

M2
REINFORCED
HEAVY DUTY MULLION

5' @ WL/DL ANCHOR

\

YK

ap Quality
s | inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

TITLE: viic - 300 OG (MISSILE E)
CURTAIN WALL SYSTEM
MULLION CAPACITY CHART

PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

REMARKS BY | DATE

MISC. UPDATES LS [6.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

4.3 —*
o
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\

R

® 0

48

| \

SEE SEPARATE |
APPROVAL FOR|
YKK AP DOORS |

OPTIONS SECTION 6

SEE SEPARATE
APPROVAL FOR
YKK AP DOORS

0057

MAXIMUM DOOR HEIGHT = 96 3/4"
MAXIMUM SUBFRAME HEIGHT = 120"

SEE GLAZING

&/ \®

3>\ CONNECTION DETAIL

FRAME MULLION / DOOR JAMB

STANDARD DUTY / INSULATING GLASS

SEE SEPARATE
APPROVAL FOR
YKK AP DOORS

4> CONNECTION DETAIL

FRAME MULLION / DOOR JAMB
STANDARD DUTY / INSULATING GLASS

DOOR JAMB MULLION CAPACITY

¢ = m Z
e/ \olee-e

|
= ‘ DESIGN LOADS FOR HORIZONTAL ABOVE DOORS AT TRANSOM
‘ HORIZ. SPAN DESIGN LOADS (+/- PSF)
D } MAX. W/ OUT SPLICE REINFORCING [ W/ SPLICE REINFORCING o
‘ 973/4" 43 PSF 80 PSF T
85 3/4" e N
\/\ | 58 PSF 90 PSF 2 //“ : "\\ L L
L A N 7 2t
CONNECTION DETAIL N 7 2ok 7 7
m // H | H \\ 2 {
R FRAME MULLION / DOOR HEAD 512" . | .
\rl_p/ STANDARD DUTY / INSULATING GLASS MAX. % : 1 %
\ “i'-*l#' ’
- - \ ' /
[ S \ ' /
@ AN I 4
| NP4
——— | P
0 N | v
(9 @) | ANCHORTYPE'S | —
SEE NOTE BELOW A DOOR WIDTH
/@ ‘ MAX. DOOR A DP (+/-PsF) | NOTE: FOR DOOR HEIGHT
& i | OPNG, WIDTH _ LESS THAN 98-1/2" IN.
78-1/2 60 20.0 USE ABOVE TABLE.
H \
48 a§! | ‘
| — | Oa\
| SEE SEPARATE 1
| APPROVAL FOR ‘ -
i | YKK AP DOORS SEE SEPARATE
. ; \ o o ‘ APPROVAL FOR
I — — — — — — — —] @) YKK AP DOORS
I - — — — — j§ () | -
[ ] I < — = — = —
I | Sl 4 < .
SEE SEPARATE || 2 ] f
APPROVAL FOR | & —7
a|| YKK AP DOORS | ] F 1 — —
H - i P — |
D I ~/ _ -—-——
J\ I (CUOLOLO SEE GLAZING

(2

DOOR DETAIL

5.0/

FRAME MULLION / DOOR HEAD

HEAVY DUTY / INSULATING GLASS

OPTIONS SECTION 6

DOOR DETAIL

FRAME MULLION / DOOR JAMB
HEAVY DUTY / INSULATING GLASS

DOOR DETAIL

FRAME MULLION / DOOR JAMB
HEAVY DUTY / INSULATING GLASS

YK

dP

YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100

PH: (478)277-1955 FAX: (678)838-6001

ATLANTA, GA 30303

Quality
inspires

~N

TITLE: viic - 300 OG (MISSILE E)
CURTAIN WALL SYSTEM

MIAMI, FL 33132
PH: (954)399-8478

1900 NE MIAMI CT, SUITE 2-15

DOOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS

BY

DATE

MISC. UPDATES

LS [6.02.26

2026 FBC CODE UPDATE

SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

HEREIN

RE GENERIQ

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

DATE:

7.18.17

DWG. BY:

AR/RV

CHK. BY:

HEN

SCALE: NTS
owa. #:  YKK206
SECTION: REV.

9.0
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(INSULATING MISSILE LEVEL E IMPACT GLASS OPTION

17/16" O.A. 1.G. CONSISTING OF:
1/4" HEAT STRENGTHENED

1/2" AIR SPACE
1/4" HEAT STRENGTHENED

.180" SENTRYGLAS INTERLAYER BY 'KURARAY' (DUPONT)
1/4" HEAT STRENGTHENED

8
EXTERIOR

15/16" MIN. y a
GLASS BITE TYP. 4| 4

0
GLASS TYPE 'T':

15/16" O.A. |.G. CONSISTING OF:

1/4" TEMPERED

8
EXTERIOR

15/16" MIN.
GLASS BITE TYP.

GLASS TYPE 'Z' :

D.L.O. WIDTH = PANEL WIDTH - 3"
D.L.O. HEIGHT = PANEL HEIGHT - 6"

3/8" AIR SPACE
1/4" HEAT STRENGTHENED
.180" SENTRYGLAS INTERLAYER BY 'KURARAY' (DUPONT)
1/4" HEAT STRENGTHENED

PANEL DIMENSIONS

(fa'>'b')

|

7 !

1

3
PANEL WIDTH

b

‘a
PANEL HEIGHT

PANEL HEIGHT
d |

PANEL WIDTH

NOTES:
1. CHART VALUES PROVIDE MAXIMUM DESIGN PRESSURES ACCORDING TO ASTM E1300 FOR GIVEN GLASS DIMENSIONS
'a' AND 'b' (a > b), AND CH. 17 OF THE FBC FOR SIZES OTHER THAN TESTED
2. DO NOT EXCEED MULLION CAPACITY SELECTED OR ANCHOR CAPACITY IN DESIGN PRESSURE CHARTS
3. ALLOW FOR SPLAY OF 2.5° AT EACH SIDE FOR A TOTAL SPLAY OF 5° AT ALL GLASS LOCATIONS.
GLASS LOAD CAPACITY (PSF) GLASS LOAD CAPACITY (PSF)
NOMINAL DIMS. GLASS TYPE 'T' GLASS TYPE 'Z' NOMINAL DIMS. GLASS TYPE 'T' GLASS TYPE 'Z'
D.L.O. D.L.O. D.L.O. D.L.O.
WIDTH [ HEIGHT | EXT. (+) | INT. (-) | EXT. (+) | INT. (-) WIDTH [ HEIGHT | EXT. (+) | INT. (-) | EXT. (+) | INT. (-)
(in.) (in.) (in.) (in.)
24 90.0 105.0 90.0 90.0 24 90.0 105.0 90.0 90.0
30 90.0 105.0 90.0 90.0 30 90.0 105.0 90.0 90.0
36 90.0 105.0 90.0 90.0 36 90.0 105.0 90.0 90.0
39 90.0 105.0 90.0 90.0 39 90.0 105.0 90.0 90.0
42 90.0 105.0 90.0 90.0 42 90.0 105.0 90.0 90.0
48 60 90.0 105.0 90.0 90.0 48 %0 90.0 105.0 90.0 90.0
54 90.0 105.0 90.0 90.0 54 90.0 105.0 90.0 90.0
60 85.5 99.8 85.5 85.5 60 85.5 99.8 - -
66 85.5 99.8 85.5 85.5 66 77.7 90.7 - -
72 85.5 99.8 85.5 85.5 72 71.3 83.1 - -
24 90.0 105.0 90.0 90.0 24 90.0 105.0 90.0 90.0
30 90.0 105.0 90.0 90.0 30 90.0 105.0 90.0 90.0
36 90.0 105.0 90.0 90.0 36 90.0 105.0 90.0 90.0
39 90.0 105.0 90.0 90.0 39 90.0 105.0 90.0 90.0
42 6 90.0 105.0 90.0 90.0 42 945 90.0 105.0 90.0 90.0
48 90.0 105.0 90.0 90.0 48 90.0 105.0 90.0 90.0
54 90.0 105.0 90.0 90.0 54 90.0 105.0 90.0 90.0
60 85.5 99.8 85.5 85.5 57.5 90.0 105.0 90.0 90.0
66 77.7 90.7 77.7 77.7 60 85.5 99.8 - -
72 77.7 90.7 77.7 77.7 66 77.7 90.7 - -
24 90.0 105.0 90.0 90.0 24 90.0 105.0 90.0 90.0
30 90.0 105.0 90.0 90.0 30 90.0 105.0 90.0 90.0
36 90.0 105.0 90.0 90.0 36 90.0 105.0 90.0 90.0
39 90.0 105.0 90.0 90.0 39 102 90.0 105.0 90.0 90.0
42 90.0 105.0 90.0 90.0 42 90.0 105.0 90.0 90.0
48 2 90.0 105.0 90.0 90.0 48 90.0 105.0 90.0 90.0
54 90.0 105.0 90.0 90.0 54 90.0 105.0 - -
60 85.5 99.8 85.5 85.5 60 85.5 99.8 - -
66 77.7 90.7 77.7 77.7 24 90.0 105.0 90.0 90.0
72 71.3 83.1 71.3 71.3 30 90.0 105.0 90.0 90.0
24 90.0 105.0 90.0 90.0 36 90.0 105.0 90.0 90.0
30 90.0 105.0 90.0 90.0 39 108 90.0 105.0 90.0 90.0
36 90.0 105.0 90.0 90.0 42 90.0 105.0 90.0 90.0
39 90.0 105.0 90.0 90.0 48 90.0 105.0 90.0 90.0
42 78 90.0 105.0 90.0 90.0 54 90.0 105.0 - -
48 90.0 105.0 90.0 90.0 60 85.5 99.8 - -
54 90.0 105.0 90.0 90.0 24 90.0 105.0 90.0 90.0
60 85.5 99.8 85.5 85.5 30 90.0 105.0 90.0 90.0
66 77.7 90.7 77.7 77.7 36 90.0 105.0 90.0 90.0
72 71.3 83.1 - - 39 114 90.0 105.0 90.0 90.0
24 90.0 105.0 90.0 90.0 42 90.0 105.0 90.0 90.0
30 90.0 105.0 90.0 90.0 48 90.0 105.0 - -
36 90.0 105.0 90.0 90.0 54 90.0 105.0 - -
39 90.0 105.0 90.0 90.0 24 90.0 105.0 90.0 90.0
42 90.0 105.0 90.0 90.0 30 90.0 105.0 90.0 90.0
48 84 90.0 105.0 90.0 90.0 36 90.0 105.0 90.0 90.0
54 90.0 105.0 90.0 90.0 39 117 90.0 105.0 90.0 90.0
60 85.5 99.8 85.5 85.5 42 90.0 105.0 90.0 90.0
66 77.7 90.7 - - 48 90.0 105.0 - -
72 71.3 83.1 - - 54 90.0 105.0 - -
57 90.0 105.0 - -

YK

dP

101 MARIETTA STREET NW, SUITE 2100

PH: (478)277-1955 FAX: (678)838-6001

Quality

YKK AP AMERICA

ATLANTA, GA 30303

Inspires

~N

3/8" & 1/2"AIR SPACE CONSISTING OF:

SPACER: ALUMINUM BOX SPACER

PRIMARY SEALANT: POLYISOBUTYLENE (PIB)
SECONDARY SEALANT: STRUCTURAL SILICONE
INTENDED FOR FABRICATION OF INSULATING
GLASS UNITS

TITLE: viic - 300 OG (MISSILE E)
CURTAIN WALL SYSTEM

MIAMI, FL 33132
PH: (954)399-8478

1900 NE MIAMI CT, SUITE 2-15

GLAZING DETAILS
PREPARED BY: BUILDING DROPS, INC.

FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS BY

DATE

MISC. UPDATES LS

6.02.26

* NOTE:

1.

GLASS CAPACITIES ON THIS SHEET ARE
BASED ON ASTM E1300 (3 SEC. GUSTS) AND
CHAPTER 17 OF THE CURRENT FBC FOR
SIZES OTHER THAN TESTED.

SETTING BLOCK DUROMETER HARDNESS OF
70-90 (SHORE A) AS REFERENCED IN
CHAPTER 24.

APPROVED SETTING BLOCKS SHAL BE USED
AND TO BE LOCATED AT 1/4 SPAN LENGTH
FOR GLASS WIDER THAN 36" AS PER
CHAPTER 24.

WHERE REQUIRED, TEMPERED GLASS IS
REQUIRED TO BE USED TO COMPLY WITH
SAFETY GLAZING REQUIREMENTS OUTLINED
IN CHAPTER 24 OF THE CURRENT FBC.
D.L.O. MAY NOT EXCEED MAX DIMENSIONS
IN GLASS CHARTS FOR GLASS TYPE.

2026 FBC CODE UPDATE SH

07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

RE GENERIQ

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

DATE:

7.18.17

DWG. BY:

AR/RV

CHK. BY:

HEN

D.L.O. D.L.O.
WIDTH WIDTH
/.
s
pLo. 7/
HEIGHT /-
/
/s
D.L.O. /'/
HEIGHT v
/
/.
D.L.O. /s
HEIGHT ///
7

SCALE: NTS
owa. #:  YKK206
SECTION: REV.

B

©.0
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(

F, T & S ANCHOR TYPES

MINIMUM MINIMUM
TYPE | DIAMETER |  ANCHOR TYPE SUBSTRATE EDGE DISTANCE EMBEDMENT
MIN. 3000 PS| CONCRETE ;
'UNCRACKED' 31/4
MIN. 3000 PSI| CONCRETE
'CRACKED OR 41/2"
. UNCRACKED' ;
A 1/2 HILTI KWIK BOLT TZ e — s ERAEER e 35/8
'UNCRACKED'
MIN. 2000 PSI| CONCRETE
'CRACKED OR 33/4"
UNCRACKED'
. HILTI HAS + HIT Hy200 | MIN- 4000 PSI CONCRETE \ "
B 1/2 ADHESIVE ANCHOR CRACKED OR > >
UNCRACKED'
MIN. 3000 PSI| CONCRETE o
'UNCRACKED'
C 1/2" scr?EEv\ol» ’;gLT " MIN. 3000 PSI CONCRETE 41/4"
'CRACKED OR 63/8"
UNCRACKED'
ASTM A325 OR SAE GR.
5 THREADED BOLT WITH
NUT & WASHER OR \ MIN. 3 THREADS
D 1/2" DRILL & TAP, MIN. 1/‘;TETE'L'CK' A36 3/4" PENETRATION BEYOND STEEL
OR DEWALT TAP-FLEX STRUCTURE OR NUT
GR. 5 SELF TAPPING
BOLT
; MIN. 2000 PS| CONCRETE ; ;
E 1/2 SIMPSON TITEN HD o O 35/8 4
; MIN. 2000 PS| CONCRETE ; ;
F 1/2 HILTI KWIK BOLT T22 o CON 4 31/4
“FOR SELF-TAPPING OR DRILL
& TAPPED HOLES, MIN. 3
— eSO
" THREADED BOLT, MIN. | MIN. 3/16" THICK A36 ; :
G 1/2 o il 3/4 - FOR STANDARD DRILLED
o HOLES, PENETRATION TO BE
SUFFICIENT TO MAINTAIN
FULL ENGAGEMENT WITH
NUT & WASHER
MIN. 2000 PS| CONCRETE
H 3/8" SIMPSON TITEN HD 'CRACKED OR 35/8" 31/4"
UNCRACKED'
; MIN. 2000 PS| CONCRETE ; ;
| 3/8 HILTI KWIK BOLT TZ2 o SO 4 25/16
DEWALT DRIL-FLEX OR MIN. 3 THREADS
J 5/16" HILTI KWIK-FLEX M'N,\'ml,ﬁ ‘;@‘j@ggﬁﬂ 3/4" PENETRATION BEYOND STEEL
SELF-DRILLING : STRUCTURE
MIN. 3500 PS| CONCRETE ; ;
) #14  |DEWALT CRETE FLEX 5S4 o CON 13/4 13/4
1/4" DEWALT ULTRACON+ | MIN. 4000 PSI CONCRETE 11/2" 13/4"
. MIN. 2000 PSI| CONCRETE . ;
L 1/4 HILTI KWIK-CONII+ o0 PN 13/4 13/4
HALFEN TEE-BOLT GR.
8.8 FORUSEWITH | MIN. 4000 PS| CONCRETE PER HALFEN'S SPECIFICATIONS
M M12 HT3512 & HT6112 'CRACKED OR 3 HT3512 = 3 1/8"
HALFEN CAST IN UNCRACKED' HT6112 = 6 3/8"
CHANNELS
; DEWALT ; .
N 3/8 SCREW. AOLT MIN 3000 PSI CONCRETE 37/8 21/2
#14 WOOD SCREW
0 1/4" GR 5 SM SCREW WOOD (MIN SG. = 0.55) 1" 11/4"
1/4" DEWALT ULTACON+

|W1| |W2|
F—ANCHOR~\ T-ANCHOR -ANCHOR
MULLION SPACING OR Y2 - NP~ O R o s
BAY WIDTH, 'W', W=W1+W2 NP P NP AN
FOR T-ANCHORS 2 Y % / W e
o 2 o
MULLION SPACING OR . 4 il
BAY WIDTH, 'W', _ : -
) W=Ww1 o / o
FOR F-ANCHORS AT MULLION ol 4 e
JAMBS SPAN S ;
|L| S e
MULLION SPACING OR| il .
BAY WIDTH, 'W', L -
FOR F-ANCHORS AT [*W = W1 + W2 5 y VAIE
VERTICAL MULL WITH 2 ] o
DOORS B T
4 % 24 [
*REFER TO SECTION 2 FOR ILLUSTRATION OF V1= AR AR AP+
DETERMINING MAX. TRIBUTARY WIDTH
F-ANCHOR -ANCHOR
T-ANCHOR
NOTE: . .
1. ANCHORS SHALL BE INSTALLED IN ACCORDANCE w1 w2
WITH ANCHOR MANUCTURER'S INSTALLATION
INSTRUCTIONS.
2. REFER TO ANCHOR LAYOUTS AT RIGHT FOR F-CLIP T-ANCHOR
LOCATIONS AND DETERMINING MAX. LENGTHS AU . . -ANCHOR
(L) AND TRIBUTARY WIDTHS (W). D AR - AR &
3. FOR SITE CONDITIONS NOT SHOWN IN THE N 3.
DETAILS HEREIN OR EDGE DISTANCE Al A e
REQUIREMENTS TO BE MODIFIED, ANCHORS t .
MAY BE ENGINEERED ON A SITE SPECIFIC BASIS. SUPPORT % . -
4. REFER TO SECTIONS 7 & 8 FOR ANCHOR SPAN i 4 W ||
CONFIGURATIONS. L
5. REFER TO SECTION 7 FORT, F, & S ANCHOR TYPE oy y y
CAPACITIES, A7 4 4 | < wLoRDL
6. FOR ANCHOR TYPE 'M', FINAL SELECTION OF o I~ INTERMEDIATE
HALFEN CAST IN CHANNEL & T-BOLTS SHALL BE — T — " ELOOR
VERIFIED BY HALFEN USA IN ACCORDANCE WITH “l ‘o
SITE SPECIFIC LOADS PRIOR TO INSTALLATION. o W W W -
SUPPORT ;7 L
S V V) y
=) 74 % 2%
1N AN AR &
F-ANCHOR j/ ANCHOR
T-ANCHOR

MULTI SPAN ANCHOR LAYOUT - TYP.

YKK
dP

Quality
inspires

YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100

PH: (478)277-1955 FAX: (678)838-6001

ATLANTA, GA 30303

~

O
=X -
[ n W a
L o |SEazgl
== = Qaga3g
GO0 < xEngys
AR = QZzacs
S»h 3 25353
o O <3322
S - S 2
<3 o' Zu_. £ X 2
o Zg2xgs
GINS T oo &
o= ¢ =g g
o -]
S < @
M %) .-
v = > e
o o3 [a) i
QS — a =
Lo ~ m e
> u- o ol 2
o < =
= =
| w [=]
= o =
= a =
REMARKS BY | DATE
MISC. UPDATES LS 16.02.26
2026 FBC CODE UPDATE SH ]07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

RE GENERIQ

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL13433

ote:7.18.17

DWG. BY: CHK. BY:

AR/RV

HEN

SCALE: NTS
owa. #:  YKK206
SECTION: REV.

B

7.0
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INSTALLATION ANCHOR

TYPESB,C,D,E, F, G, H, &I ~\

INSTALLATION ANCHOR

TYPESB,C,D,E, F, G, H, &I ~\

7 1/2" MIN.

EDGE OF OPENING SUBSTRATE
BY OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

N\
|

——

H®

=

MIN. E.D.

|‘_3"M'N'_> MIN. E.D.
11/4'tMIN. 11/4'tMIN.
J |
' 11/4" MIN. 11/4" MIN.
! +
MIN. E.D.
5/8" MIN.

©

MIN. E.D.

H 5/8" MIN.
/T \HORIZONTAL SECTION /2 HORIZONTAL SECTION
7.y s 7.y e

NOTE:

1. ANCHORS SHOWN HEREIN ARE FOR ILLUSTRATION PURPOSES ONLY. ACTUAL ANCHOR
IDENTIFICATION SHALL BE PER ANCHOR MANUFACTURERS INSTALLATION INSTRUCTIONS

2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED TO T.0. HEX NUT AND SHEAR BLOCKS MAY
BE NOTCHED TO ALLOW FOR ANCHOR CLEARANCE.

3. REFERTO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE

NOTE:
STANDARD DUTY MEMBERS SHOWN.

HEAVY DUTY MULLIONS ARE SIMILAR WITH E1-3034
(INTERMEDIATE VERTICAL MULLION) ITEM #79 &
E1-3035 (JAMB MULLION) ITEM #80 END ANCHORS.

SEE NOTES 1-3 —~_| [ 25)26 SEE NOTES 1-3 —~ (26)
\‘é%' % % <izs 2
‘ [ -—‘: == J ‘%;:Ij/
:2’ v <
5 / ) / g /
;?: MIN. 1 ’ <Zf: MIN.
22/ MBEDMENT 4 pas EMBEDMENT
<’7|> 9 : <:2>
71 /‘ )
CONCRETE OR STEEL SUBSTRATE < CONCRETE OR STEEL SUBSTRATE
BY OTHERS SEE. BY OTHERS SEE.

INSTALLATION ANCHOR
REQUIREMENTS

EXTERIOR VIEW

F-ANCHOR (TYPICAL)

EXTERIOR VIEW

T-ANCHOR (TYPICAL)

INSTALLATION ANCHOR
REQUIREMENTS

a p Quality

s | INSpires

YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303

PH: (478)277-1955 FAX: (678)838-6001

~

U
=S
-~ SE S
LUE &EN,"\°3§
S g Q3353
S0 = xEugys
w> £ Osz25s
k2] w (VS
S o o >s227¢
o & |3z7FE;
o 3 |28 ¢
S =2 z 2
o = < om
A < : ..
||\ = E L7r]
OE = S
T2 -« |2 =
>U L ol 2
E = =
= o =
[ o =
= a =
o
REMARKS BY | DATE
MISC. UPDATES LS 16.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC

DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

B

7.1
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YKK
dP

Quality

YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100

ATLANTA, GA 30303

PH: (478)277-1955 FAX: (678)838-6001

Inspires

~N

J
Z ., c
—~ q g
\IE ) 028333
R = xE5ma3s
w> 2 Qsz25=
SO & |oizsss
~ o Z§§E§§
Q)q: o 0o I~}
o 3 |28 ¢
S =2 z 2
o = < om
A < . o
1 |\ = > L7r]
< o a-
O3 o3 o =
IU L w =
> o nf 5
o < =
= & =)
= o =
= a =
REMARKS BY | DATE
MISC. UPDATES LS 16.02.26
2026 FBC CODE UPDATE SH |07.06.26)

[THE INSTALLATION DETAILS DESCRIBED
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE

FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED

HEREIN

ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

RE GENERIQ

o 1/2" . 1/2n
|<—3"MIN-—> MIN.  MIN. E.D. MIN. MIN. E.D.
EDGE OF OPENING
® SUBSTRATE BY OTHERS.
SEE INSTALLATION ANCHOR
REQUIREMENTS
3" MIN. 3" MIN. 3"
— [ MIN. INSTALLATION ANCHOR [‘. —
TYPES A, K, L & N
NOTE:
® 1. STANDARD DUTY MEMBERS SHOWN.
HEAVY DUTY MULLIONS ARE SIMILAR WITH
] |<_1/2" MIN. é E1-3034 (INTERMEDIATE VERTICAL MULLION)
MIN. E.D. 1/2" MIN. | MIN. E.D. ITEM #79 & E1-3035 (JAMB MULLION) ITEM
INSTALLATION ANCHOR #80 END ANCHORS.
TYPES A, K, L& N
/3 HORIZONTAL SECTION /& \HORIZONTAL SECTION EDGE OF OPENING SUBSTRATE
\Z_/z/ F-ANCHOR \Z}/ T-ANCHOR SEE INSTALLATION ANCHOR
CONFIG 2 CONFIG 2 / REQUIREMENTS
. 25" Rt . 1%.. T
MIN.‘>‘ MIN. MIN. E.D. MiIN. MIN. MIN. E.D.
é@ INSTALLATION ANCHOR
® TYPEO X ® @
1" MIN. 1" MIN.
— | 2 L
REE ® % ®
J ®
] |=—3/a" MmN é
MIN. E.D. 1/2" MIN. E.D.
INSTALLATION ANCHOR MIN.
EDGE OF OPENING SUBSTRATE TYPEO
BY OTHERS.
SEE INSTALLATION ANCHOR
REQUIREMENTS /S \HORIZONTAL SECTION /6 \HORIZONTAL SECTION
\Z}/ F-ANCHOR \Z_/Z/ T-ANCHOR
: CONFIG 3 CONFIG 3
INSTALLATION ANCHOR
/ TYPEJ MIN. E.D.
n ‘
3" MIN. 11/4" H 11/4"
MIN. E.D.
H g % MIN. MIN. MIN. MIN.
| S| &
—. _. 11/4"
Er / é ©® MIN. MIN. E.D
MIN. E.D. - £.D.
INSTALLATION ANCHOR ~ //
TYPE ) é ?
5/8" MIN. |- 1/2" MIN.
7T \HORIZONTAL SECTION /8N\HORIZONTAL SECTION
F-ANCHOR T-ANCHOR
\Z'/z/ CONFIG 7 \Z}/ CONFIG 7

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.B

7.2
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TYPE M ANCHOR
FOR USE WITH HALFEN HT3512
CAST IN PLACE ANCHOR CHANNELS

TYPE M ANCHOR
FOR USE WITH HALFEN HT6112

EDGE OF OPENING SUBSTRATE

BY OTHERS.

SEE INSTALLATION ANCHOR

BY OTHERS SEE INSTALLATION
ANCHOR REQUIREMENTS

EXTERIOR VIEW

F-ANCHOR (TYPICAL)

EXTERIOR VIEW

T-ANCHOR (TYPICAL)

HALFEN USA 5234 HTA SERIES

HT 6112, FOR USE W/ T-ANCHORS

\ CAST IN PLACE ANCHOR CHANNELS ~\ /— SEE INSTALLATI
\ -~ 71/2"MIN—————
|——3" MIN. —=] ‘
MIN. E.D. MIN. E.D.
H 11/4" MIN. 11/4" MIN.
N | N
O x O
— [ 11/4" MIN 11/4" MIN [
MIN. E.D. é MIN. E.D.
5/8" MlN.a‘ —— 5/8" MIN.a‘ —
5 ﬁ ]
F-ANCHOR T-ANCHOR
\z'/s/ CONFIG 1 \Z}/ CONFIG 1
NOTE:
1. ANCHORS SHOWN HEREIN HAVE BEEN SPECIFIED PER ANCHOR MANUFACTURER'S pa—
RECOMMENDATIONS. CAST IN ANCHOR CHANNELS, HT3512 SHALL BE USED WITH O ANDARD DUTY MEMBERS SHOWN.
F-ANCHORS AND HT6112 SHALL BE USED WITH T-ANCHORS. Y DUTY MULLIONS AR SIVILAR WITH E1.3034
2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED TO T.O. HEX NUT AND SHEAR BLOCKS MAY e VERMCAL A LILLION EM 575 &
BE NOTCHED TO ALLOW FOR ANCHOR CLEARANCE. ( )
3. REFER TO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES E1-3035 (JAMB MULLION) ITEM #80 END ANCHORS.
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE
SEE
@ (| (6X®) NOTES 1 s . (18)
SEE NOTES 1-3 —~_| l @@
Gt — — = <
T~ (6)
%F 1“ /I ANCHOR CHANNEL,
HALFEN USA 3817 HTA , \—=rF S i . —H= H— == /
SERIES ANCHOR CHANNEL %{ I — I — |
HT3512 FOR USE W/ // T 5 5 1 o
F-ANCHORS = 5
CONCRETE SUBSTRATE

\ CONCRETE SUBSTRATE
BY OTHERS SEE INSTALLATION

ANCHOR REQUIREMENTS

\

YK

ap Quality
s | inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

U
=S
-~ SE S
LUE &EN,"\°3§
S g Q3353
S0 = xEugys
w> £ Osz25s
k2] w (VS
S o o >s227¢
o & |3z7FE;
o 3 |28 ¢
S =2 z 2
o = < om
A < : ..
||\ = E L7r]
OE = S
T2 -« |2 =
>U L ol 2
E = =
= o =
[ o =
= a =
o
REMARKS BY | DATE
MISC. UPDATES LS 16.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

7.3 —
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INSTALLATION ANCHOR

INSTALLATION ANCHOR

EDGE OF OPENING SUBSTRATE

BY OTHERS.
SEE INSTALLATION ANCHOR
REQUIREMENTS

a p Quality
inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

~N

TYPES D & G TYPES D & G
\ \ -~ 71/2"MIN.
\ |<—3" MIN, —=|
MIN. E.D.
* MIN. E.D.
11/4" MIN. 11/4" MIN.
- [ f N O —
- 11/4" MIN. 11/4" MIN. _
‘ VI ED é MIN. E.D.
ﬁﬁ 5/8" MIN. 5/8" MIN, —|—m
F-ANCHOR T-ANCHOR

\LA/ CONFIG 1 U CONFIG 1
NOTE: NOTE:
1.  ANCHORS SHOWN HEREIN ARE FOR ILLUSTRATION PURPOSES ONLY. ACTUAL ANCHOR :

IDENTIFICATION SHALL BE PER ANCHOR MANUFACTURERS INSTALLATION INSTRUCTIONS L. :TEAA':I/\[;IA)TJ%\?&TJLﬁlngBE;?ESSTI\(/?IVLVANR' WITH E1.3034
2. ANCHOR BOLT EXTENSIONS MAY BE CLIPPED TO T.O. HEX NUT AND SHEAR BLOCKS MAY -

BE NOTCHED TO ALLOW FOR ANCHOR CLEARANCE. (INTERMEDIATE VERTICAL MULLION) ITEM #79 &
3. REFER TO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES E1-3035 (JAMB MULLION) ITEM #80 END ANCHORS.

(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE

SEE NOTES 1-3 —|
,'J'_I)'_é_RL‘I:, I'/ ‘ [ P e
) ] 74
MIN.
EMBEDMENT MIN.
EMBEDMENT

EXTERIOR VIEW

F-ANCHOR (TYPICAL)

STEEL STUD SUBSTRATES BY
OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

EXTERIOR VIEW

T-ANCHOR (TYPICAL)

STEEL STUD SUBSTRATE BY
OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

J
Z ., c
—~ q g
\IE ) 028333
R = xE5ma3s
w> 2 Qsz25=
SO & |oizsss
~ o Z§§E§§
Q)q: o 0o I~}
o 3 |28 ¢
S =2 z 2
o = < om
A < . o
1 |\ = > L7r]
< o a-
O3 o3 o =
IU L w =
> o nf 5
o < =
= & =)
= o =
= a =
REMARKS BY | DATE
MISC. UPDATES LS 16.02.26
2026 FBC CODE UPDATE SH |07.06.26)

[THE INSTALLATION DETAILS DESCRIBED HEREIN
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ

SITE. IF SITE CONDITIONS CAUSE INSTALLATION
FROM THE REQUIREMENTS DETAILED HEREIN,

ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

RE GENERIQ

TO DEVIATE
A LICENSED

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29

578

FL #:
FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

B

7.4
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111/32"

INSTALLATION ANCHORS,
SEE SECTIONS 7.7 THRU 7.9 FOR
ANCHOR CAPACITIES

'\/\‘b

A

/T3\HORIZONTAL SECTION

.5/

CORNER MULLION ANCHOR

g
111/32" @
4
[e0]
o
SN
~ | MULLION
ENDS
13AHORIZONTAL SECTION
\Z_/S/ CORNER MULLION ANCHOR
(2) 1/4" - 20 x 5/8"
HMHTCS TYPE F
(3) #14 x 1"
FHSMS TYPE AB @@ (2) #12 x 1/2"
oy PHSMS TYPE AB
Py
\ , 7 7
|
83 1T OR
. i|E / @&
A Ll S
Y - 1 e
T [ 1 a 1 | [
@ % |
1 1 =
— —_—
(66) 5%
| zZs
MODIFI D, 1/4" 30 21/4" =
| |

CORNER MULLION ANCHORS

FRONT VIEW

MULLION
ENDS

INSTALLATION ANCHORS,
SEE SECTIONS 7.7 THRU 7.9 FOR
ANCHORS CAPACITIES

\

YK

ap Quality
s | inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

TITLE: viic - 300 OG (MISSILE E)
CURTAIN WALL SYSTEM
F & T - ANCHOR DETAILS
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

REMARKS BY | DATE

MISC. UPDATES LS [6.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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AR/RV HEN
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owa. #:  YKK206
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S ANCHOR DETAILS

INSTALLATION ANCHOR

TYPES H &I—\

INSTALLATION ANCHOR

TYPES K & L—\

EDGE OF OPENING SUBSTRATE

BY OTHERS.

SEE INSTALLATION ANCHOR

INSTALLATION ANCHOR REQUIREMENTS
TYPE J —\
N ] N —
MIN. '\E/”[')\" MIN. MIN.
- E.D.
17/g" MIN.ED. @ * \@
MIN. g 1" MIN.
@@ [|— @@ | @@l || | -t
) 1" MIN.
— 17/8"
J MI*N' MIN. E.D. J J 1" MIN.
L=———=\1 @ iff\:ﬁ{ MIN. IV h*I-_. '\E/HSL
2 E.D. -D-
MIN.
/13\HORIZONTAL SECTION /I5\HORIZONTAL SECTION /16\HORIZONTAL SECTION
S-ANCHOR S-ANCHOR
2.6/ o 2.6 s L6 ConRcs
DOOR OPENING
NOTE:
1. ANCHORS SHOWN HEREIN ARE FOR ILLUSTRATION PURPOSES ONLY. ACTUAL ANCHOR SEE NOTES 1-3
IDENTIFICATION SHALL BE PER ANCHOR MANUFACTURERS INSTALLATION INSTRUCTIONS — /_ —
2. REFER TO INSTALLATION ANCHOR REQUIREMENTS FOR MINIMUM EDGE DISTANCES
(E.D.), EMBEDMENTS (EMBED), & PROPERTIES OF OPENING SUBSTRATE.
3. ALTERNATIVELY, F-ANCHORS MAY BE USED IN LIEU OF S-ANCHORS AT DOOR JAMB TO wl{/
SIDELITE LOCATIONS. REFER TO SECTION 7 & 8 FOR DETAILS & FOR F-ANCHOR —
CAPACITIES. ‘ZEV |
o MIN.
3 EMBEDMENT
/ 3 !

CONCRETE OR STEEL SUBSTRATE
BY OTHERS.

SEE INSTALLATION ANCHOR
REQUIREMENTS

EXTERIOR VIEW

S-ANCHOR (TYPICAL)

\
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YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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REMARKS BY | DATE
MISC. UPDATES LS [6.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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DWG. BY: CHK. BY:
AR/RV HFN

SCALE: NTS

owa. #:  YKK206

SECTION: REV.
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SINGLE SPAN & MULTI SPAN

F & T ANCHOR CAPACITIES

a p Quality
inspires

~N

MAX. ANCHOR CApacll_T:s-F )DESIGN PRESSURES MAX. ANCHOR CAP(A-\'-(/ZI_T;(S-F )DESIGN PRESSURES VKK AP AMERICA
MAX. AVG. AN G 0s0s
Mmuﬁ-\#; 2/[',1;\_\)& A B C D E F G H I I K L M N o "xl'?i-:-‘H) M{-:-I)f.(iSnP‘l)-\N A B C D E F G H 1 J K L M N o PH: (478)277-1955 FAX: (678)838-6001
"W (in.) | 'H'(in.) ] J
36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 Z ., c
36 9 [ 90 | 90 1 90 [ 90 | 90 1 90 | 90 1 90 | 90 [ 90 1 90 [ 90 | 90 1 950 42 EN) EN) EN) EN) 90 90 90 90 90 90 90 90 90 90 90 ™ w Ao S
42 90 90 90 90 90 e 90 90 90 9 90 90 9% 90 %0 48 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 w E Q’ atqaR3s
48 % | 9 | 9 | 90 | 9 | 9 | 90 | 9 | 9 | 90 | 9 | 9 | 90 | 90 | 90 54 126 90 | 90 | 90 | 90 [ 90 [ 90 [ 90 [ 90 [ 90 | 90 | 90 [ 90 [ 90 | 90 | 90 5 Qra $32
54 78 % | 9% | 9 | 9% [ 90 | 9 | 9 | 90 | 9 | 9 [ 90 | 9 | 9% | 9 | 9 60 85 90 90 90 90 90 90 90 85 90 90 85 90 85 85 3= £ Oz23532
60 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 66 77 90 90 90 90 90 90 90 77 90 90 77 90 77 77 S 2 g O 5 @3
66 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 72 71 90 89 90 90 90 90 86 71 90 90 71 90 71 71 ZD— :,:' < % w33 §
72 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 S : = g
36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 o= o 5
42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 48 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 8 I S @
48 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 54 132 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 ' ',E Z & e
>4 84 9 | 90 | 90 | 9 | 9 | % | 9 | 9 | 9 | 90 | 90 | 90 | 90 | 90 | 90 60 81 | 90 | 90 | 9 | 90 | 9 | 9 | 90 | 8 | 9% | 9 | 81 | % | 81 | 81 €3 o 2
60 90 90 90 90 90 0 | 90 90 90 0 | 90 90 90 90 90 66 74 90 90 90 90 90 90 89 74 90 90 74 90 74 74 > o = e
66 90 20 90 90 20 0 | 90 90 20 0 | 20 90 90 90 90 72 68 90 85 90 90 90 90 82 68 90 90 68 90 68 68 W . o =
72 20 1 90 | 90 | 90 | 90 { 90 } 90 } 90 | 90 | 90 | 90 | 90 } 90 | 90 | 90 36 90 90 90 90 90 | 90 [ 90 [ 90 | 90 [ 90 [ 90 [ 90 | 90 [ 90 [ 90 E o =
36 20 1 90 | 90 | 90 | 90 4 90 1 90 1 90 | 90 | 90 | 90 | 90 } 90 | 90 | 90 42 90 90 90 90 90 | 90 [ 90 [ 90 | 90 [ 90 [ 90 [ 90 | 90 [ 90 [ 90 —
2; 20 | 90 1 90 | 90 | 90 | 90 | 90 4 90 1 90 1 90 | 90 | 90 | 90 1 90 1 90 48 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 REMARKS BY | DATE
90 90 el 90 90 e 2 90 9 e 20 90 9 el 90
i B B B B i [ 0 B 0 B o o S ) GO
60 90 90 el 90 90 e 2 90 9 e 20 90 9 e 90 6 7 90 25 30 30 30 30 35 71 90 30 7 90 7 7 2026 FBC CODE UPDATE | SH [07.06.2§
66 90 90 90 90 9 9 9 90 9 9 90 9 90 9 90 o o5 90 el 90 % % % 78 o5 % % os 90 s o5
;é gg gg gg gg gg 28 gg gg gg 99’8 gg gg gg 99’8 gg 36 90 90 90 90 90 ) 90 90 50 50 50 50 50 50 50
- % % s % % s s % % s s % % s % 42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 I N —
48 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | o0 ai e L T E L 'SITE IF SITE CONDITIONS CAUSE INSTALLATION T0 DEVIATE|
54 96 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 54 144 83 90 90 90 90 90 90 90 83 90 90 83 90 83 83 FRdM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
m T N T T T T T T T T 0 0 O O 0 0 A 6l
66 68 90 85 90 90 90 90 82 68 90 90 68 90 68 68
66 90 90 9 90 90 e 90 90 9 9 9 90 9 9 90 = = % = % %0 %0 %0 25 = % % = % = =
;é gg zg 28 gg zg :g gg gg gg gg gg gg gg gg 28 36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
5 ” 5% ” ” ” ” ” ” ” ” ” ” ” ” 5% 42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
m % % % % % % % % % % % % % % % 48 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
= 102 % ” % % % % % % ” % ” % ” % % 54 150 80 90 90 90 90 90 90 90 80 90 90 80 90 80 80
60 72 90 90 90 90 90 90 86 72 90 90 72 90 72 72
s A NN NN NN BN NN EE EE EE EE EE EE EE N T 0 0 0
72 88 90 9 90 90 9 90 90 88 9 90 88 90 88 88 72 60 0 LE 0 0 0 %0 72 60 %0 %0 60 %0 60 60
36 % % % % % % % % % % % % % % % 36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
= % % % % % %0 % % % 9% % % % %0 %0 42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
28 % % % % % %0 % % % %0 % % % %0 % 48 86 90 90 90 90 90 90 90 86 90 90 86 90 86 86
52 108 % % % % % % % % % %0 % % % % % 54 156 76 90 90 90 90 90 90 90 76 90 90 76 90 76 76
60 90 90 9 90 90 e 20 90 9 e 90 90 92 e 90 60 69 20 86 20 20 20 20 83 69 20 20 69 20 69 69
66 9 | 90 | 90 [ 90 | 90 | 90 [ 90 | 90 [ 90 [ 90 | 90 [ 90 [ 90 | 90 | 90 66 62 | %0 | 78 | 90 | 90 | %0 | 90 | 75 | 62 | 90 | 90 | 62 | 90 | 62 | 62
72 83 | 90 | 90 | 90 | o0 | 90 | 90 | o0 | 8 [ 90 | o0 | 8 | o0 | 83 | 83 72 >7 | %0 | 72 | 90 | 90 | %0 | 8 | 69 | 57 | 8 | 8 | 57 | 90 | 57 | 5 Ly o
36 % % % % % % % % % % % % % % % 36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 MIAMI FL 33132
) % % % % % % % % % % % % % % % 42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 FBPE CERT. OF AUTHORIZATION No. 29578
48 %0 | 90 | 90 | 90 | 90 | 9 | 9 [ 9 [ 9 [ 90 [ 90 [ 90 [ 90 [ 90 [ 90 48 8 | %0 | 90 | 90 ] 90 | 90 | 90 | %0 | 8 | 90 ] 90 | 8 ] 9 | 8 | & FL#:
52 114 % % % % % % %0 % % % %0 % % % % 54 162 74 90 90 90 90 90 90 89 74 90 90 74 90 74 74 F L 1 3 4 3 3
60 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 60 66 20 83 20 20 20 20 80 66 20 20 66 20 66 66
66 86 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 86 | 90 | 90 | 8 | 90 | 86 | 86 66 60 20 75 90 20 20 20 72 60 20 20 60 20 60 60
72 78 | 90 | 90 | 90 [ o0 | 90 [ o0 [ o0 | 78 [ o0 [ o0 | 78 [ o0 | 78 | 78 L 55 | 9 | 69 | 9 | 9 | 9 | 8 | 6 | 55 | 8 | 8 | 55 | 9 | 55 | 55 pate:  7.18.17
36 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 DWG. BY: CHK. BY:
42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 AR RV HFN
48 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
54 120 90 | 90 [ 90 [ 90 | o0 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 [ 90 SCALE: NTS
60 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90
66 81 | 9 | 90 [ 90 | o0 | 90 [ 90 | o0 | 81 [ 90 | o0 | 81 | o0 | 81 | 81 owG.#  YKK206
72 75 90 90 90 90 90 90 90 75 90 90 75 90 75 75 SECTION: REV.
B
NOTE: 7,37

k 1. REFERTO SECTION 7 FOR DETAILS OF ANCHOR REQUIREMENTS

. AND DETERMINING MAX. SPAN 'L AND TRIBUTARY WIDTHS 'W'
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SINGLE SPAN & MULTI SPAN

F ANCHOR CAPACITIES WHEN USED AT DOOR JAMB TO SIDELITE LOCATIONS

YK

~N

a p Quality
inspires

YKK AP AMERICA

101 MARIETTA STREET NW, SUITE
ATLANTA, GA 30303

PH: (478)277-1955 FAX: (678)838-

2100

6001

MIAMI, FL 33132
PH: (954)399-8478

1900 NE MIAMI CT, SUITE 2-15

TITLE: viic - 300 OG (MISSILE E)
CURTAIN WALL SYSTEM
F - ANCHOR CAPACITY TABLE
PREPARED BY: BUILDING DROPS, INC.

FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS BY

DATE

MISC. UPDATES LS

6.02.26

2026 FBC CODE UPDATE SH

07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN

RE GENERIQ

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ

SITE. IF SITE CONDITIONS CAUSE INSTALLATION
FROM THE REQUIREMENTS DETAILED HEREIN,

TO DEVIATE
A LICENSED

ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29

578

MAX. ANCHOR CAPACITY - DESIGN PRESSURES MAX. ANCHOR CAPACITY - DESIGN PRESSURES
(+/- PSF) (+/- PSF)
AvG, | MAX. MAX. |y
WIDTH |, SFA.N A B C D E F G H | J K L M N (o) WIDTH | , SFAN A B C D E F G H | J K L M N (0]
w (in.) | () w (in) | H ()
36 90 | 90 [ 90 | 90 [ 90 | 90 | 90 [ 90 [ 90 | 90 | 90 [ 90 | 90 | 90 | 90 36 71 90 89 90 90 90 90 86 71 90 71 71 90 71 71
42 90 90 90 90 90 90 90 90 90 90 90 90 90 90 90 42 61 90 76 90 90 90 90 73 61 90 61 61 90 61 61
48 36 90 90 90 90 90 90 90 36 90 36 36 90 36 36 48 53 90 66 90 90 90 83 64 53 83 53 53 90 53 53
1 78 26 1T 90 T 90 1 9 1 9 1 9 1 90 1 90 1 76 | 90 1 76 1 76 1 90 | 76 | 76 54 126 47 86 59 85 85 86 73 57 47 73 47 47 36 47 47
60 69 | 90 | 86 | 90 | 90 | 90 | 90 | 83 | 69 | 90 | 69 | 69 | 90 | 69 | 69 60 42 | 77 1 53 1 77 L 77 L 77 1 66 | o1 | 42 | 66 | 42 | 42 | 77 | 42 | 42
66 38 70 48 70 70 70 60 46 38 60 38 38 70 38 38
66 62 | 90 | 78 | 90 | 90 | %0 | 90 | 75 62 | 90 | €2 62 | 90 | €2 62 72 35 64 44 64 64 64 55 43 35 55 35 35 64 35 35
72 5/ | 90 | 72 | %0 | 90 | 90 | 8 | 6 | 57 | 8 | 57 | 57 | 90 | 57 | 57 36 68 | 90 | 85 | 90 | 90 | 90 | 90 | 82 | 68 | 90 | 68 | 68 | 90 | 68 | 68
36 20 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 | 90 42 58 | 90 | 73 | 90 | 90 | 90 | 90 | 70 | 58 | 90 | 58 | 58 | 90 | 58 | 58
42 90 [ 90 | 90 | 9 | %0 [ 90 | 90 | 9 | % | 90 | 90 | 9 | %0 | S0 | 90 48 51 | 90 | 63 | 90 | 90 | 90 | 79 | 61 | 51 | 79 | 51 | 51 | 90 | 51 | 51
48 80 | 90 | % | 90 | 90 | 9% | 90 | %0 | 8 | 9 | 80 | 8 | 90 | 8 | 80 54 132 45 32 56 82 32 82 70 54 45 70 45 45 82 45 45
54 84 71 | 90 [ 89 | 90 [ 90 | 90 | 90 [ 8 | 71 | 90 | 71 | 71 | 90 | 71 71 50 40 73 51 73 73 73 63 49 40 63 40 40 73 40 40
60 64 | 90 | 80 | 90 [ 90 | 90 | 90 | 77 | 64 | 90 | 64 | 64 | 90 | 64 | 64 66 37 67 46 67 67 67 57 44 37 57 37 37 67 37 37
66 58 | 90 | 73 | 90 | 90 | 90 | 90 | 70 | 58 | 90 | 58 | 58 | 90 [ 58 | 58 72 34 61 42 61 61 61 52 41 34 52 34 34 61 34 34
72 53 90 66 90 90 90 33 64 53 33 53 53 90 53 53 36 65 90 81 90 90 90 90 78 65 90 65 65 90 65 65
2 s T 90 1 90 T 9 | 90 1 90 90 | 90 | & | 90 | s5 35 | 90 | 85 35 48 48 88 61 88 88 88 75 58 48 75 48 48 88 48 48
s 3 T N N T O T O TN 5 R R
54 90 66 | 90 | 83 | 90 | 90 | 90 | 90 | 80 | 66 | 90 | 66 | 66 | 90 | 66 | 66 o 3 e ) = e e 53 o) 3 53 3 35 7 35 35
60 60 { 90 | 75 | %0 | 90 | 90 | 90 | 72 | 60 | 90 | 60 | 60 | 90 | 60 | 60 72 32 | 58 | 40 | 58 | 58 | 58 | 50 | 39 | 32 | 50 | 32 | 32 | 58 | 32 | 32
66 >4 | 90 | 68 | 90 | 90 [ 90 | 84 | 65 | 54 | 84 | 54 | 54 | 90 | 54 | 54 36 62 | 90 | 78 | 90 | 90 | 90 | 90 | 75 | 62 | 90 | 62 | 62 | 90 | 62 | 62
72 50 90 62 90 90 90 77 60 50 77 50 50 90 50 50 42 53 90 66 90 90 90 83 64 53 83 53 53 90 53 53
36 90 | 90 [ 90 | 90 [ 90 [ 90 | 90 [ 90 [ 90 | 90 | 90 [ 90 | 90 [ 90 [ 90 48 46 84 58 84 84 84 72 56 46 72 46 46 84 46 46
42 80 | 90 | 90 | 90 [ 90 | 90 | 90 [ 90 | 80 | 90 | 80 | 80 | 90 | 80 | 80 54 144 41 75 52 75 75 75 64 50 41 64 41 41 75 41 41
48 70 90 87 90 90 90 90 84 70 90 70 70 90 70 70 60 37 67 46 67 67 67 58 45 37 58 37 37 67 37 37
54 96 62 90 78 90 90 90 90 75 62 90 62 62 90 62 62 66 34 61 42 61 61 61 52 41 34 52 34 34 61 34 34
0 6 1 90 | 70 1 20 | 90 | 90 | 87 | 67 1 56 1 8 | 56 | 56 | 90 | 56 | 56 72 31 56 39 56 56 56 48 37 31 483 31 31 56 31 31
o 51 T 9 1 6 [ 9 |9 [ 90 | 79 | a1 1 [ 79 | 51 =1 [ 90 | 51 o1 36 60 90 75 90 90 90 90 72 60 90 60 60 90 60 60
- 26 T 82 58 82 82 82 T 72 56 1 26 T 75 1 26 1 26 | 82 | 26 | z¢ 42 51 90 64 90 90 90 79 61 51 79 51 51 90 51 51
36 88 | 90 [ 90 | 90 [ 90 | 90 | 90 | 90 | 88 | 90 | 88 | 88 | 90 | 88 | 88 48 45 81 26 81 81 81 69 24 45 69 4> 45 81 4> 45
54 150 40 72 50 72 72 72 62 48 40 62 40 40 72 40 40
42 75 | 90 [ 90 | 90 [ 90 | 90 | 90 [ 90 | 75 | 90 | 75 75 | 90 | 75 75 0 36 65 25 5 65 5 5 23 36 5 36 36 5 36 36
54 102 58 90 73 90 90 90 90 70 58 90 58 58 90 58 58 72 30 54 37 54 54 54 46 36 30 46 30 30 54 30 30
60 52 [ 90 | 66 [ 90 | 9 | 9% | 8 | 63 52 | 8 | 52 | 52 | 90 | 52 52 36 57 90 72 90 90 90 89 69 57 89 57 57 90 57 57
66 48 | 86 | 60 | 8 | 86 | 86 | 74 | 57 | 48 | 74 | 48 | 48 | 8 | 48 | 48 42 49 89 61 89 89 89 76 59 49 76 49 49 89 49 49
7 44 | 79 | 55 | 79 | 79 | 79 | 68 | 53 | 44 | 68 | 44 | 44 | 79 | 44 | 44 48 43 78 54 78 78 78 67 52 43 67 43 43 78 43 43
36 83 90 90 90 90 90 90 90 83 90 83 83 90 83 83 54 156 38 69 48 69 69 69 59 46 38 59 38 38 69 38 38
42 71 | 90 | 89 | 90 | 90 | 90 | 90 | 8 | 71 | % | 71 | 71 | %0 | 71 71 60 34 62 43 62 62 62 >3 41 34 53 34 34 62 34 34
48 62 | 90 | 78 | 90 | 90 | 90 | 90 | 75 | 62 | 90 | 62 | 62 | 90 | 62 | 62 66 31 | 56 | 39 | 56 | 56 | 56 | 48 | 37 | 31 | 48 | 31 | 31 | 56 | 31 | 31
54 108 55 | 90 | 69 | 90 | 90 | 90 | 8 | 66 | 55 | 86 | 55 55 | 90 | 55 55 72 28 52 36 52 52 32 . 34 28 . 28 28 32 28 28
36 55 90 69 90 90 90 86 66 55 86 55 55 90 55 55
60 20 | 90 | 62 | 90 | 90 | 90 | 77 | €0 | 50 | 77 | 50 | 50 | 90 | 50 | 50 42 47 | 86 | 59 | 85 | 85 | 86 | 73 | 57 | 47 | 73 | 47 | 47 | 86 | 47 | 47
66 45 | 82 | 56 | 82 | 82 | 8 | 70 | 54 | 45 | 70 | 45 | 45 | 82 | 45 | 45 48 41 | 75 | 52 | 75 | 75 | 75 | 64 | 50 | 41 | 64 | 41 | 41 | 75 | 41 | 41
72 al | /5 1 52 175 L 75 1 75 f 64 | S0 ) 41 ) 64 | 41 |4l ] 75 | 4l ] 4l 54 162 37 | 66 | 46 | 66 | 66 | 66 | 57 | 44 | 37 | 57 | 37 | 37 | €6 | 37 | 37
36 78 90 90 90 90 90 90 90 78 90 78 78 90 78 78 50 33 60 a1 60 60 60 51 40 33 51 33 33 60 33 33
42 67 90 84 90 90 90 90 81 67 90 67 67 90 67 67 66 30 54 37 54 54 54 46 36 30 46 30 30 54 30 30
48 59 | 90 [ 74 | 90 [ 90 | 90 | 90 [ 71 | 59 | 90 | 59 59 | 90 [ 59 | 59 72 27 50 34 50 50 50 43 33 27 43 27 27 50 27 27
54 114 52 | 90 [ 65 | 90 | 90 | 90 | 81 | 63 52 | 81 | 52 | 52 | 90 | 52 52
60 47 | 85 | 5o | 85 | 85 | 85 | 73 | 57 | a7 | 73 | a7 | 47 | 85 | 47 | 47
66 43 | 77 | 53 [ 77 | 77 | 77 | e6 | 51 | 43 | 66 | 43 | 43 | 77 | 43 | 43
7 39 | 71 | 49 | 71 | 71 | 71 | 61 | 47 | 39 | 61 | 39 | 39 | 71 | 39 | 39
36 75 | 90 [ 90 | 90 [ 90 | 90 | 90 [ 90 | 75 | 90 | 75 75 | 90 | 75 75
42 64 | 90 | 80 | 90 | 90 | 90 | 90 | 77 | 64 | 90 | 64 | 64 | 90 | 64 | 64
48 56 | 90 | 70 | 90 | 90 | 90 | 87 | 67 | 56 | 87 | 56 | 56 | 90 | 56 | 56
54 120 50 | 90 | 62 | 90 [ 90 | 90 | 77 | 60 | 50 | 77 | 50 | 50 | 90 | 50 | 50
60 45 | 81 [ 56 | 81 | 81 | 81 | 69 | 54 | 45 | 69 | 45 | 45 | 81 | 45 | 45
66 40 | 73 51 | 73 | 73 73 | 63 | 49 | 40 | 63 | 40 | 40 | 73 | 40 | 40
7 37 | 67 | 46 | 67 | 67 | 67 | 58 | 45 | 37 | 58 | 37 | 37 | 67 | 37 | 37
NOTE:

1. REFERTO SECTION 7.0 THRU 7.6 FOR DETAILS OF ANCHOR REQUIREMENTS. AND DETERMINING MAX. SPAN 'L' AND TRIBUTARY WIDTHS 'W'

k 2. SEE SECTION 2, TWIN SPAN ELEVATION FOR LOCATION OF F-ANCHOR WHEN USED AT VERTICAL MULLION BETWEEN DOOR AND D.L.O.

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

B

7.8
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NOTE:

SINGLE SPAN & MULTI SPAN

S ANCHOR CAPACITIES

MAX. ANCHOR CAPACITY - DESIGN PRESSURES

MAX. ANCHOR CAPACITY - DESIGN PRESSURES

YK

a p Quality
inspires

YKK AP AMERICA

101 MARIETTA STREET NW, SUITE
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-

~N

2100

6001

MIAMI, FL 33132
PH: (954)399-8478

1900 NE MIAMI CT, SUITE 2-15

TITLE: viic - 300 OG (MISSILE E)
CURTAIN WALL SYSTEM
S - ANCHOR CAPACITY TABLE
PREPARED BY: BUILDING DROPS, INC.

FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS BY

DATE

MISC. UPDATES LS

6.02.26

2026 FBC CODE UPDATE SH

07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ

SITE. IF SITE CONDITIONS CAUSE INSTALLATION
FROM THE REQUIREMENTS DETAILED HEREIN,
ENGINEER OR ARCHITECT SHALL PREPARE SIT!

DOCUMENTS FOR USE WITH THIS DOCUMENT

RE GENERIQ

TO DEVIATE
A LICENSED
E SPECIFIC

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29

578

(+/- PSE (+/- PSF)
MAX. MAX.
AvG., | MAX. AVG. |MAX.SPAN

WIDTH ,:?g:') H ! J K L WIDTH | 'H' (in.) H : . X L

"W (in.) 0 "W (in.)
36 90 90 90 46 90 36 74 74 90 30 74
42 90 90 90 39 90 42 63 64 90 25 64
28 85 %0 86 32 86 18 55 56 84 2 56
54 78 75 90 76 30 76 54 120 49 49 74 20 49
0 63 83 63 27 68 0 m m 7 18 a2
66 62 75 62 25 62 66 40 40 61 16 40
- 56 69 57 23 57 == 37 37 56 15 37
36 %0 %0 % 2 %0 36 70 71 90 28 71
2 %0 %0 % 36 %0 22 60 60 %0 22 60
28 79 90 30 32 80 18 52 53 80 21 53
54 84 70 85 71 28 71 54 126 46 47 71 19 47
0 63 77 62 25 62 0 12 22 64 17 22
66 57 70 58 23 58 66 38 38 58 15 33
== 52 64 53 71 53 = 35 35 53 12 35
36 %0 %0 % 40 %0 36 67 67 90 27 67
2 84 90 85 n 85 ) 57 58 87 23 )
28 72 90 72 30 72 18 50 50 76 20 50
52 90 &5 80 66 % 66 52 132 m 25 68 18 25
60 59 72 59 24 59 60 40 40 61 16 40
66 53 65 54 21 54 66 36 37 55 14 37
= 29 60 29 20 29 = 33 33 51 13 33
36 90 90 90 37 90 36 64 64 90 26 64
42 79 90 80 32 80 42 55 55 83 22 55
48 69 84 70 28 70 48 48 48 73 19 48
54 96 61 75 62 25 62 54 138 42 43 65 17 43
60 55 67 56 22 56 60 38 38 58 15 38
66 50 61 50 20 50 66 35 35 53 14 35
72 46 56 46 18 46 72 32 32 48 13 32
36 87 %0 87 35 87 36 61 62 90 25 62
42 74 90 75 30 75 42 52 53 80 21 53
28 &5 79 &5 % 65 18 26 26 70 18 46
54 102 58 70 58 23 58 54 144 41 41 62 16 41
0 52 63 52 71 52 0 37 37 56 15 37
66 47 57 47 19 47 66 33 33 51 13 33
= 23 52 3 17 23 == 30 31 26 2 31
36 82 90 82 33 2 36 59 59 89 2 59
) 70 85 71 28 71 2 50 51 76 20 51
48 61 75 62 25 62 48 44 44 67 18 44
52 108 52 66 55 2 55 52 150 39 39 59 16 39
0 29 60 29 20 29 - 35 35 53 12 35
6 m 52 25 13 25 6 32 32 23 13 32
- 41 50 41 16 41 — 29 29 44 12 29
36 77 90 78 31 78
42 66 81 67 27 67
28 58 71 58 3 58
54 114 51 63 52 21 52
60 46 56 47 18 47
66 42 51 42 17 22
72 38 47 39 15 39

1. REFERTO SECTION 7.0 THRU 7.6 FOR DETAILS OF ANCHOR REQUIREMENTS. AND DETERMINING MAX. SPAN 'L' AND TRIBUTARY WIDTHS 'W'

2. SEE SECTION 2, TWIN SPAN ELEVATION FOR LOCATION OF F-ANCHOR WHEN USED AT VERTICAL MULLION BETWEEN DOOR AND D.L.O.

\

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HEN

SCALE: NTS

owa. #:  YKK206

SECTION: REV.

B
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BY OTHERS, MIN. 1/4" THICK, A36
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EXTERIOR VIEW

WIND/DEAD LOAD ANCHOR

AT JAMB
e 1?
@) @7
'—wa—» '—wu—»

[+

S e

_49_

[
[

LOAD WIND LOAD

k DEAD

3/16

3/16

STEEL SUBSTRATE

STEEL

STEEL SUBSTRATE
BY OTHERS, MIN. 1/4" THICK, A36
STEEL

ey

SILICONE SEALANT —

~

a p Quality
s | INSpires
YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

O
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— < 2 8
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Www A 025353
=~ < m»—*mc‘wg‘&n
“wyY o AZ2zan3
v -9 SSF3Is
SV oz S
§\| << w§<(~o-"“’§
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O 3z |28 &
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o = OO o
||E 0O < E @0
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o < =
= =
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REMARKS BY | DATE
MISC. UPDATES LS |6.02.26)
2026 FBC CODE UPDATE SH ]07.06.26]

N
g
E70XX @ \ J —1/2"
E[[ -hzy QOF MULLION )))
WL/ DL ANCHOR CAPACITY SPHCET: 1"
MAX /SPAN N [ Z D) e A oD | @D v
. MAX. DESIGN ! " ~ _ & l
L PRESSURE J 3 2172 \’\
150" +/- 90 PSF \® ¢ [
%:ﬁf [ ?F CCOVER V):D‘ B=
\@ PLICE JT. r @
IHI | WIND/DEAD LOAD ANCHOR NOTES: w .
i i D 1. WIND/DEAD LOAD ANCHORS HAVE 11/2
BEEN EVALUATED TO THE
~— FOLLOWING! 19\ VERTICAL SECTION
o WL = +/- 6,300 LBS (UNFACTORED)
AT DOUBLE ANGLE SUPPORTS \8.0/ MULLION SPLICE
e WL = +/- 3,150 LBS (UNFACTORED)
AT SINGLE ANGLE SUPPORTS
MAX. SPAN = 12'-6"
/1\HORIZONTAL SECTION « MAX. TRIB WIDTH = 74"
\&./0/ WIND/DEAD LOAD ANCHOR
AT VERTICAL MULLION
E70XX
NOTE: E70XX 3/16
1) ALTERNATE WIND & DEAD LOAD 3/16
E70XX ANCHORS MAY BE DESIGNED FOR

ALTERNATE SITE CONDITIONS AND

STEEL ANGLE DESIGN ON AJOB TO JOB

BASIS FOR THE APPLICABLE WIND
LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA

REGISTERED PROFESSIONAL ENGINEER.

L

3/16

E70XX

L

2229

2

11/4"
8
21/2" C
Sh s :
11/4"
[11/4" 2 3/4"
" MIN.' MIN.

86

EXTERIOR VIEW

WIND/DEAD LOAD ANCHOR
AT VERTICAL MULLION

S

7

VERTICAL SECTION

1" +/-1/2"
MAX.

11/2"

iz

@

WIND LOAD ANCHOR
(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE
LOW / STANDARD/HIGH PRESSURE
CONNECTION

1" +/-1/2"
MAX.

VERTICAL SECTION

WIND/DEAD LOAD ANCHOR
(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE
HIGH PRESSURE CONNECTION

[THE INSTALLATION DETAILS DESCRIBED HEREIN

RE GENERIQ
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

8.0 —
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( STEEL SUBSTRATE
BY OTHERS, MIN. 3/8"

41/2"
MIN.

1"
MIN.

1Il
MIN.

41/2"
MIN.

THICK, A36 STEEL‘\
77

LT

g

/30\HORIZONTAL SECTION

8.1/

l

L0, T

" |
IES

— 8

k DEAD LOAD WIND LOAD

ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA
REGISTERED PROFESSIONAL ENGINEER.

SEE NOTE 2

7x4x1/2"
MIN. 3/8" THICK,
A36 STEEL ANGLE \ A36 STEEL

STEEL SUBSTRATE

BY OTHERS, ]

|

dosa \

éﬁﬁ
YKK AP lAMERICA

101 MARIETTA STREET NW, SUITE 2100

PH: (478)277-1955 FAX: (678)838-6001

ATLANTA, GA 30303

Quality
inspires

~

%Y.
1] sne a0 1] } :
11/2" J
Q@ 7x4x1/2" ®¢® — =3 §
(50)91) A36 STEEL ANGLE (90(o1) SEE NOTE 2 WS Qe eat
MAX. 2" LONG | ¢ 2 ShEERY
NN (%) SR S
[ 68)56)57)58 WIND /DEAD LOAD ANCHOR NOTES: [ 68)56)57)G8 SLOTTED HOLES 3" a5 29 |osziss
1. WIND/DEAD LOAD ANCHORS HAVE BEEN ] 7 | 23 £ |28::::
86 EVALUATED TO THE FOLLOWING: 36 oI 24 |55 %%:
e WL = +/- 6,300 LBS (UNFACTORED) @ Q= oK% 5' 2 S
\@ DOUBLE ANGLE SUPPORTS \@ WL / DL ANCHOR CAPACITY 11/2" 8 33 |=
=4/ -z :
e WL = +/- 3,150 LBS (UNFACTORED) @ l MAX.SPAN | MAX. DESIGN ! ‘e 2% |3 w
SINGLE ANGLE SUPPORTS i PRESSURE > & o S
o MAX. SPAN = 12'-6" |H| I —| 1A 23/ P =0 o NS
« MAX. TRIB WIDTH = 74" @ 150" +/- 90 PSF MIN. M 7 i < 2
2. (2)1/2" HH GR. 5 OR ASTM A325 THREADED I A I = & =
BOLTS PER ANGLE ]l—l[i 1" +/-1/2" —
\@ o MIN. FULL ENGAGEMENT WITH NUT & \@ MAX. REMARKS BY [ DATE
Wc/)AsHER VERTICAL SECTION MISC. UPDATES LS [6.02.26
« THREADED INTO TAPPED HOLE W/ MIN. 3 (OE A;"ig%iﬁ%ﬁg%ﬁ\;n AR) 2026 FBC CODE UPDATE | oH [07:0629
THREADS PENETRATION BEYOND STEEL
STRUCTURE AT STEEL SUBSTRATE
¢ MIN. 1 1/2" EDGE DISTANCE. LOW / STANDARD/HIGH PRESSURE CONNECTION I ek gtk e Sl NG s
2T \HORIZONTAL SECTION STEEL SUBSTRATE__ L CONDTIONS PO srecr
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
WIND/DEAD LOAD ANCHOR Tx4x1/2" \&J/ WIND/DEAD LOAD ANCHOR BY OTHERS, ENGINEER O ARCAITECT SHALLPREPARE T SpcrC
AT JAMB AT VERTICAL MULLION SEE NOTE 2 MIN. 3/8" THICK,
A36 STEEL ANGLE A36 STEEL
1|| +/_ 1/2"
| 4 ]-/2|I | 1" /\/ n n
41/2 1 8 MAX.
11/2"
%8 3" / i
MIN. —
3
MAX. 2" LONG —\
— SLOTTED HOLES 1 p g
I= 3||
IE MIN. 1900 NE MIAMI CT, SUITE 2-15
@@@@ " MIAMI, FL 33132
3 FBPE CERT. OF AUTHORIZATION No. 29578
86 \—SEE NOTE 2 _J 7x4x1/2" — - FL13433
A36 STEEL ANGLE ,
A2 NOTE: $ 11/2 pate: /7, 18.17
1) ALTERNATE WIND & DEAD LOAD @/ { DWG. BY: CHK. BY:
ANCHORS MAY BE DESIGNED FOR |11/a], 23/4" AR/RV HFN
ALTERNATE SITE CONDITIONS AND MIN. MIN.
WIND/DEAD LOAD ANCHOR BASIS FOR THE APPLICABLE WIND WIND/DEAD LOAD ANCHOR DWG. #:
AT JAMB LOADS AS DETERMINED IN AT VERTICAL MULLION VERTICAL SECTION — YKK206 —

WIND/DEAD LOAD ANCHOR
(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE
HIGH PRESSURE CONNECTION

1 =2
o
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| | | | | | | | | |
4 Y] : .. : ] .
( N Nlg a1/ Yl ., 1. a9 a . Nle ca1pr, ¥ 1" \
a 4 [T . MIN. AT | MIN, S M. T A MIN. YHH
s 7 4 2 14 4 N |7 CONCRETESUBSTRATE .- S 4 _
- S < M g4 a4 | MIN. f'c = 3000 PSI | N < a p Quality
g SN E . N N <4 .| A crackeporUNcRACKeD |, 1o N _  |inspires
Y. ; o _ R " _ A LS . o
R T 1 | _ <l : R : . | : _ A : : .|4 R , : w oy . VKK AP AMERICA
-,, A : . : : : "9 : - . 1 - .\ 101 MARIETTA STREET NW, SUITE 2100
%4 MAX. ATLANTA, GA 30303
L[BJ{A WM[EJ M ‘-[E—‘ @@@ * / q PH: (478)277-1955 FAX: (678)838-6001
. U
n 11 2" :

T oD a2 s o0 / 2,
o (50o1) 36 STEEL ANGLE D P Auin, Ts GE oui
S| WIND LOAD / DEAD LOAD ANCHOR NOTES 7x4x1/2" — 0 S E 2 Qrhiis

: ) (@] 29835
> [ e
[ ISV 1. WIND LOAD ANCHORS HAVE BEEN EVALUATED TO THE [ 681eN7N8 A36 STEEL ANGLE 3 : 24 3 2 05383
c FOLLOWING: c MAX. 2" LONG —\ 23 22 |z:ii: :
86 o WL = +/- 6,500 LBS (UNFACTORED) @ DOUBLE ANGLE 86 SEE NOTE 2 : I oI 25 |35 %%;
SUPPORTS SLOTTED HOLES . = S S 5z |2¢8 g
\@ o WL = +/- 3,250 LBS (UNFACTORED) @ SINGLE ANGLE \® 7o SE 33 |2
| SUPPORTS | " A R
\@ o MAX. SPAN = 12'-6" \® WL/ DL ANCHOR CAPACITY / 3 4 &z < > £
« MAX. TRIB WIDTH = 74" _ I 2 m =
IHI W\. 2. (2) 1/2" HILTI KWIK BOLT TZ ANCHORS PER ANGLE |H| W\. MAX. SPAN | MAX. DESIGN © MIN. =0 = s B
_ n ni wl e
I 54) « MIN. EMBEDMENT = 3 5/8 I )\ I 4) L PRESSURE E.D. = & 5
150" +/- 90 PSF ™ = o =

1
] «/ [E ¢ MAX. C.C. SPACING =4 1/2"
e MIN. EDGE DISTANCE =4 1/2"

\@ « MIN. 3000 PSI CONCRETE 'CRACKED' OR 'UNCRACKED' Eié \@ i - . REMARKS BY | DATE
(2) 1/2" DEWALT SCREW-BOLT+ PER ANGLE @/

MIN. MIN. 2026 FBC CODE UPDATE SH ]07.06.26

o MIN. EDGE DISTANCE = 5"

e MAX. C.C. SPACING =4 1/2" . .
¢ MIN. 3000 PSI CONCRETE 'UNCRACKED'
(2) 3/8" SIMPSON TITEN HD PER ANGLE VE RTICAL SECTI O N

(22\HORIZONTAL SECTION | [\ emseoment -3 170 (23 \HORIZONTAL SECTION WIND/DERD LOAD ANCHOR O e
\8,2/ WIND/DEAD LOAD ANCHOR « MAX. C.C. SPACING = 4 1/2" \8,2/ WIND/DEAD LOAD ANCHOR (DEAD LOAD ANCHOR SIMILAR) SITE IFSTE CONDITIONS CAUSE INSTALLATION 10 DEVIATE
e AT JAMB e MIN. EDGE DISTANCE =3 5/8" e AT VERTICAL MULLION AT STEEL SUBSTRATE ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
o MIN. 4000 PS| CONCRETE 'CRACKED' OR 'UNCRACKED' 7x4x1/2" HIGH PRESSURE CONNECTION DOCUMENTS FOR USE WITH THIS DOCUMENT
3. FORSLABS LESS THAN 8" IN THICKNESS, DESIGN MAY BE A36 STEEL ANGLE
PROVIDED ON JOB TO JOB BASIS FOR REVIEW & SEE NOTE 2
w , APPROVAL BY AH) w
1 4'v:||_|/Nz" i i Mlllll\l 4 1/2|| 1|| A
: : MIN. MIN. C
58 '

|
@0 oD, +
| g 2080 3" | T (600D 11/2"
S| B MIN E B 1
| I | MAX. 2" LONG _|
A SLOTTED HOLES
3N
3" E .. / % 1900 NE MIAMI CT, SUITE 2-15
t:l = @@@@ M 1 < @@@@ ®@ w 47 FBPE CERT. OF AUTHORIZATION No, 26578
12" a2 3/4"_% M FL#:
< @ 1 MmN MIN. E.D. FL13433
, 1Y2) “—7x4x1/2" NOTE: , f , @>/ $ pAate:  7/,18.17
A36 STEEL ANGLE | 1) ALTERNATE WIND & DEAD LOAD DWG. BY: CHK. BY:
ANCHORS MAY BE DESIGNED FOR EXTERIOR VIEW 1" +/-1/2" AR/RV HEN
—w—ry —w—|] EXTERIOR VIEW ALTERNATE SITE CONDITIONS AND WIND/DEAD LOAD ANCHOR MAX. SALE. NTS
STEEL ANGLE DESIGN ON AJOB TO JOB AT VERTICAL MULLION :
_49_ U WIND/DEAAIDTJIfGE ANCHOR BASIS FOR THE APPLICABLE WIND VERT'CAL SECTlON owa. #: YKK206
L L LOADS AS DETERMINED IN WIND LOAD ANCHOR
_49_ U ACCORDANCE WITH CH. 16 OF THE (DEAD LOAD ANCHOR SIMILAR) SECTION: REV.
FLORIDA BLDG. CODE BY A FLORIDA AT STEEL SUBSTRATE 2 B

DEAD LOAD  WIND LOAD REGISTERED PROFESSIONAL ENGINEER. LOW / STANDARD/HIGH PRESSURE CONNECTION D
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ALL ANGLES AND PLATES
TO BE A-36 STEEL
Fy = 36 KSI MIN.

E70XX

| WIND LOAD ANCHOR |

| WIND + DEAD LOAD ANCHOR |

MAX. DESIGN LOAD = +/- 90 PSF

@

L1

cwwy]

1.

V ‘m

WIND LOAD ANCHOR NOTES:

WIND/DEAD LOAD ANCHORS HAVE
BEEN EVALUATED TO THE
FOLLOWING:

e WL = +/- 6,300 LBS (UNFACTORED)
AT DOUBLE ANGLE SUPPORTS

e WL = +/- 3,150 LBS (UNFACTORED)
AT SINGLE ANGLE SUPPORTS

o MAX. SPAN = 12'-6"

 MAX. TRIB WIDTH = 74"

~

a p Quality
s | INSpires
YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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L

NOTE:

GIENE)

1) ALTERNATE WIND & DEAD LOAD
ANCHORS MAY BE DESIGNED FOR
ALTERNATE SITE CONDITIONS AND
STEEL ANGLE DESIGN ON AJOBTO JOB
BASIS FOR THE APPLICABLE WIND
LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE
FLORIDA BLDG. CODE BY A FLORIDA
REGISTERED PROFESSIONAL ENGINEER.

&

& |

=
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oo 0o
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WIND/DEAD LOAD ANCHOR

AT STEEL SUBSTRATE
LOW/ STANDARD/ HIGH PRESSURE CONNECTION

iz

1" +/-1/2"
MAX.

VERTICAL SECTION

WIND LOAD ANCHOR

AT STEEL SUBSTRATE

(DEAD LOAD ANCHOR SIMILAR)

LOW / STANDARD/HIGH PRESSURE CONNECTION

24ACORNER MULL. ANCH.

\&!3/ ANCHORS INTO METAL STRUCTURES

E70XX 3/16

11/2"

1 1/4"\_72 8/4"
$MIN. MIN.

VERTICAL SECTION

WIND LOAD ANCHOR
(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE

1"+/-1/2"

MAX.

LOW / STANDARD/HIGH PRESSURE CONNECTION
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REMARKS BY | DATE
MISC. UPDATES LS |6.02.26)
2026 FBC CODE UPDATE SH ]07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL13433

pate:  7.18.17

DWG. BY: CHK. BY:

AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.
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1" 41/2"
MIN. MIN.
7x4x1/2"
A36 STEEL ANGLE

N4

DDHID

] 86
1
~—
1

53
/35\CORNER MULL. ANCH.

\&4/ ANCHORS INTO METAL STRUCTURES

1Il ]
MIN.

53

ALL ANGLES AND PLATES
TO BE A-36 STEEL
Fy = 36 KSI MIN.

WIND LOAD ANCHOR |

WIND + DEAD LOAD ANCHOR |

MAX. DESIGN LOAD = +/- 90 PSF

- 1"
MIN

(2) 1/2" HH GR. 5 OR ASTM A325 THREADED

BOLTS PER ANGLE

¢ MIN. FULL ENGAGEMENT WITH NUT &

WASHER
OR

e THREADED INTO TAPPED HOLE W/ MIN. 3
THREADS PENETRATION BEYOND STEEL

STRUCTURE

41/2" FLORIDA BLDG. CODE BY A FLORIDA 5
MIN REGISTERED PROFESSIONAL ENGINEER. = .
WS g; cegi
(1 68(56)57)58 = Oa835%
A 0N < es5~°g 3 =
-— g (0 A3 29 |oszizs
1" 41/2" . 8 So 2= |9::8::
MIN. MIN. < @ o3 8k [Bz=ez
(52) o 3z |28 &
A o= <2 |3
o = OO o
1 0O < E w
oL =2 S
N\ T2 = a 2
= O o n 2
G g =
ImEccy — | = J 3
o - - =
[j REMARKS BY | DATE
Aags"T‘éE‘LlﬁGLE |= Q/SACORNER MULL. ANCH. MISC. UPDATES Ls [6.02.26
= \&4/ ANCHORS INTO METAL STRUCTURES 2026 FBC CODE UPDATE | SH 07.06.26

NOTE:

1) ALTERNATE WIND & DEAD LOAD
ANCHORS MAY BE DESIGNED FOR
ALTERNATE SITE CONDITIONS AND
STEEL ANGLE DESIGN ON AJOB TO JOB
BASIS FOR THE APPLICABLE WIND
LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE

~

Quality

al s | INSpires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIN. 1 1/2" EDGE DISTANCE.

STEEL SUBSTRATE
BY OTHERS, ]

MIN. 3/8" THICK,

A36 STEEL

7x4x1/2" —|

7x4x1/2"

A36 STEEL ANGLE \

6
G150

w A36 STEEL ANGLE

SEE NOTE 2 —_|

/

©

MAX. 2" LONG _|
SLOTTED HOLES
3II

A;

'—wn—» I—wo—»
I [@—) U
DEAD LOAD WIND LOAD

EXTERIOR VIEW

WIND/DEAD LOAD ANCHOR
AT JAMB

oo T

o

1 1{2"
11/4]  23/4
MINT N
1" +/-1/2"
MAX.
VERTICAL SECTION

STEEL SUBSTRATE
BY OTHERS, [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
MIN. 3/8" THICK, SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
A36 STEEL FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
il SEE NOTE 2 M DOCUMENTS FOR Ust WITH THis DOCUMENT
I 5 n +/_ 1/2"
MAX.
)| epem .
gﬁ:ﬂ[ 11/2"
MAX. 2" LONG __ 3
SLOTTED HOLES \
3" 1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
/ FBPE CERT. OF AUTHORIZATION No. 29578
7x4x1/2" —] FL #:
A36 STEEL ANGLE / -1 FL13433
1
i pate:  7.18.17
DWG. BY: CHK. BY:
llle/l\?" zrv?|/|\j_> AR/RV HEN
' : SCALE: NTS
e oue r_YKK206
SECTION: REV.

WIND LOAD ANCHOR (DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE LOW / STANDARD/HIGH PRESSURE CONNECTION

(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE
HIGH PRESSURE CONNECTION
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k DEAD LOAD WIND LOAD

W/ 1/4" X 1" FILLET

WELDS AT 3" O.C., BOTH

SIDES

WIND/DEAD LOAD ANCHOR

AT JAMB

WIND LOAD ANCHOR (DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE HIGH PRESSURE CONNECTION

( . NOTE. 663 WL/ DL ANCHOR CAPACITY YHH \
L 1) ALTERNATE WIND & DEAD LOAD ANCHORS MAX. SPAN | MAX. DESIGN
: . MAY BE DESIGNED FOR ALTERNATE SITE L % PRESSURE Qualit
%@’E :—:éz CONDITIONS AND STEEL ANGLE DESIGN ON A . : 4 - +/-50 PSF -
: T JOB TO JOB BASIS FOR THE APPLICABLE WIND S === 114 © | inspires
- . <. 4 LOADS AS DETERMINED IN ACCORDANCE WITH . R prianlV —'A—/ 126" +/-90 PSF YKK AP AMERICA
: : CH. 16 OF THE FLORIDA BLDG. CODE BY A S : " +/- 89 PSF 101 MARIETTA STREET NW, SUITE 2100
N v FLORIDA REGISTERED PROFESSIONAL <, _ 138 ATLANTA, GA 30303
4 . " - ENGINEER . . ) q 3 150" +/_ 82 PSF PH: (478)277-1955 FAX: (678)838-6001
a. | : . .
| 9 A A_ %
@D === Eles) U I
— — Z ww o % 5, 255
= A 2= < ‘hag R
< EebRicrere SUBQTRAT ' & W o R A 86 2L 94 |B%:Ess
N F'C = 3000 PS| 4 a 1 9 CBONCRETE sUBSTRATE 4 4 S oz |oisiis
N CRACKED OR UNCRACKED" — 53 “ 0 MIN. e = 3000 PSI - - @ S3 3k |B:d:s
.y e = 7x4x1/2" — | CRACKED OR UNCRACKED ' ‘ . 54) gs 22 |3: s
Ca A ! - A36 STEELANGLE 4 1 R J o= 25 |5°
R T L - I | N A RI 92 |2
S| j[|°0 e TN e ok 2% | o
77 : . : : K D = [a) =
TI77200077 T IRT = = g kS
72(7D) : = 92)(93 S v Y i = =
TYPE 'A'™- (2) 1/2" HILTI KWIK BOLT TZ ANCHORS PER ANGLE (] - - =
7x4x1/2" h e  MIN. EMBEDMENT =3 5/8" i -Iq REMARKS BY | DATE
A36 STEEL ANGLLE [H |° MAX CC.SPACING =41/2" =257 50 68 MISC. UPDATES Ls |6.02.26
58(57)(56)(68 ] e  MIN. EDGE DISTANCE =4 1/2" = rerac coororoe o Toroeae
! e MIN. 3000 PSI| CONCRETE 'CRACKED' OR 'UNCRACKED' =
ALL ANGLES AND PLATES 8¢ TYPEM?B'I (gwléEDEAEEVxﬁ L_T4S$E..W'BOLT+ PER ANGLE 86 Z/G\ACORN ER MULL. ANCH.
TO BE A-36 STEEL : e ANCHORS INTO METAL STRUCTURES I —
= 3 K51 VI - | |2 Mo e Oull 8.5/ T T T e e,
. MIN. EDGE DISTANCE = 5" SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
| WIND LOAD ANCHOR | (3 e MIN. 3000 PSI CONCRETE 'UNCRACKED' ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC.
TYPE IHI— (2) 3/8" SIMPSON TITEN HD PER ANGLE DOCUMENTS FOR USE WITH THIS DOCUMENT
| WIND + DEAD LOAD ANCHOR | «  MIN. EMBEDMENT = 3 1/4" Ii -
e MAX. C.C. SPACING = 4 1/2" ./ 7x4x1/2"
/fB\CORN ER MULL. ANCH. |+ MiN. EDGE DISTANCE = 3 5/8" L oxx & 1T / A36 STEEL ANGLE
\&./5/ NCHORS INTO METAL STRUCTURES e MIN. 4000 PSI CONCRETE 'CRACKED' OR 'UNCRACKED gﬁﬁ i w |
A ] ﬁﬁ aoea | 4
71 A
v | g | | w [ 7 1 D < V Yoo Pf - MIN.
e g BEE@-L_1 1 @z . G B
o arm faaaaVa \ﬂ 4 . .A .
s 2z LY, 221424 MAX. 2" LONG '\E/”g" -7, | MAX.2"LONG | 1 :
7x4x1/2" . SLOTTED HOLES T~ T : . SLOTTED HOLES
A36 STEEL ANGLE |= .y . _ - 4 . .
@: J:j 3 RS o 4 3/ “:@ —4— — -1 1900 NE MIAMI CT, SUITE 2-15
. _"_ A_ : N / . ) FBPE CERT. o’rrmhglﬁ?zilﬁzw No. 29578
G =g=——3&= & v a|lFw
28 AR g T o I e e FL13433
- 3|| - 4 A\ E-D-
@@ - J:j A36 STEEL ANGLE \ MiN T MIN %4_ 44 * .
: \ /\ - A 1 1/4" 2 3/z ] pATE:  7,18.17
. . ey 7\ ' 7 4 MIN. MIN. | DWG. BY: CHK. BY:
SO COSS OIS \J : - - ! .
f el e | AR/RV_ | HFN
laaaa) MIN- ' ’ . n n
o | i /) “cp. - a4 i 1 ;/{A;/Z SCALE: NTS
21 N - )
[T+ 0 17 +/-1/2 ¥ VERTICAL SECTION owe » YKK206
IR (2) 1/4" THICK A36 STEEL EXTERIOR VIEW $ MAX. a4 WiND LOAD ANCHOR SECTION: REV.
GUSSET PLATES
\ - [] VERTICAL SECTION (DEAD LOAD ANCHOR SIMILAR) B

AT STEEL SUBSTRATE
LOW / STANDARD/HIGH PRESSURE CONNECTION

8.0
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16" x 1/2" THICK
BENT A36 STEEL PLATE,
8" LENGTH

DEAD & WIND LOAD ANCHOR (A, C & H) NOTES:

1/2" THK. GUSSET PLATES
ATTACHED TO BENT PLATE

1. DEAD LOAD ANCHORS HAVE BEEN EVALUATED TO THE FOLLOWING:
e DL =1,219 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS
e DL SHALL BE DETERMINED BY ENGINEER OF RECORD.

2. ALTERNATE WIND & DEAD LOAD ANCHORS MAY BE DESIGNED FOR

W/ 1/4" X 1" WELDS AT 3"
O.C. BOTH SIDES WELDING
ELECTRODE E-70

~

a p Quality
s | INSpires
YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

ALTERNATE SITE CONDITIONS AND STEEL ANGLE DESIGN ON AJOB TO

/— SEE NOTE 2

JOB BASIS FOR THE APPLICABLE WIND LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE FLORIDA BLDG. CODE BY A FLORIDA
REGISTERED PROFESSIONAL ENGINEER.

3. (2) BOLTS (ITEM #68) SHALL BE THROUGH BOLTED IN STANDARD HOLES
AT DEAD LOAD ANCHORS AND MAX. 2" LONG SLOTTED HOLTES AT WIND

LOAD ANCHORS. UT‘>1.—._3..€7OXX
Y
&2
1/4" WELDS CONT. \//////// ?Aﬁ &
AT TOP & BOTTOM ///////, / :
&
(2) 1/2" DIA. THRU BOLT GRADE 5 WITH WASHER & “/(//////;\ /
NUT 5" C/C SPACING W ROUND HOLES AT DEAD LOAD ///// N
ANCHORS IN 2" LOWG SLOTTED HOLES AT WIND '\{/////"
LOAD ANCHORS 'o,\/(////\
SEE NOTE 4 N

(2) 3/8" THICK A36 STEEL

/7\HORIZONTAL SECTION &

GUSSET PLATES \8 6/ ANGLED CORNER
W/ 1/4" X 1" FILLET : WL OR DL ANCHOR E70XX
WELDS AT 3" 0.C., BOTH
SIDES |
w BT E70XX w
S&&& & (SSSwAw 2 1/2" vaAw sy \v v ooy <o (AS SHOWN) \w ooy \w v s 3
SN
8| g
Jaaaa) faaaa) laaaaVWa 2 1/2" aVananal 550 orn ooy oo A
WY 7 77/
11/4"  23/4"
) @D QD T win 7
'—wo—» '—WD—> $ 112 J\ 71|| +/_ 1/2u
T _49_ [] MAX.
s CORNER MULL FRONT VIEW VERTICAL SECTION
—619— [] WIND/DEAD LOAD ANCHOR WIND LOAD ANCHOR
(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE AT STEEL SUBSTRATE
DEAD LOAD  WIND LOAD LOW/ STANDARD/ HIGH PRESSURE CONNECTION ~ LOW / STANDARD/HIGH PRESSURE CONNECTION

J
Z . £
< & ]
w E & B Logd
MAXIMUM DESIGN PRESSURE - LIMITED BY ANCHOR CAPACITY (+/- PSF) Wy o O=2555%
NOMINAL WL WL DL+WL DL+WL ax 9y |oz=85s
DIMENSIONS ANCHOR TYPE | ANCHORTYPE | ANCHOR TYPE | ANCHOR TYPE S 2 23 |os:zs 82
WIDTH | HEIGHT A C&H A C&H A C&H A C&H >3 uwh |£:3538
(IN.) (IN.) 'UNCRACKED' 'CRACKED' 'UNCRACKED' 'CRACKED' oI 2o [ = &
Qo = o =3 £
30 90 90 90 80 o= =2 |>5°
36 90 78 90 67 KR 28 |2
V= 0O < > w
42 85 66 81 57 Lx =z @ b4
108 I D g () =1
48 75 58 71 50 O r 4=
[4=)
54 66 52 63 44 i o~ =
= & =
60 60 46 56 40 = < 5
30 90 88 90 76
REMARKS BY | DATE
36 90 73 89 63
o) » v 2 o ) MISC. UPDATES LS |6.02.26
48 71 55 67 47 2026 FBC CODE UPDATE SH ]07.06.26]
54 63 49 59 42
60 56 44 53 38
30 % 34 % 7 e R
36 90 70 85 60 “EROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
42 120 77 60 73 52 DOCUMENTS FOR USE WITH THIS DOCUMENT.
48 67 52 64 45
54 60 46 56 40
60 54 42 51 36
30 90 80 90 69
36 85 66 81 57
42 126 73 57 69 49
48 64 50 61 43
54 57 44 54 38
30 90 76 90 66
36 81 63 77 55
42 132 70 54 66 47
48 61 47 58 41
54 54 42 51 36 O L 351
30 90 73 89 63 FBPE CERT. OF AUTHORIZATION No. 29578
36 78 61 74 52 FL #:
138
42 67 52 63 45 FL13433
48 58 45 55 39
30 90 70 85 60 pATE:  7,18.17
36 144 75 58 71 50 DWG. BY: CHK. BY:
42 64 50 61 43 AR/RV HEN
48 56 43 53 37 SCALE: NTS
30 86 67 82 58
owa. #:  YKK206
36 150 72 56 68 48
42 61 48 58 41 SECTION: REV. B
48 54 42 51 36 6
o
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'/'674" SN B KKK S

I+

'—WD—-

'—WD—

[e—]

_49_

[
[

DEAD LOAD

WIND LOAD

y

NN

=

16" x 1/2" THICK
BENT A36 STEEL PLATE,
8" LENGTH

SEOSAR

AW\

N,

XN

(2) 3/8" THICK A36
STEEL GUSSET PLATES
W/ 1/4" X 1" FILLET
WELDS AT 3" 0.C.,
BOTH SIDES

AN R0
NN
sl

YNNI LY

2
N

T
LR

Z
2
&
N

1

%%

Y%

K=&

N

41/2"
MIN.

'NYAN.
NN

/— SEE NOTE 2

1/4" 1II_3II E7OXX

NN

»i-\\\\

1IN
NS

74
45
QN

\
1

41/2" |
- MIN.

N

Q

.l...‘l' SO

SEE NOTE 4

/38\HORIZONTAL SECTION

\&J ANGLED CORNER
WL OR DL ANCHOR

(AS SHOWN)
(NOT SHOWN)

°,
@@m 1

11/4"  23/4

@@/ $ MIN." " MIN.
1"+/—1/2"
VERTICAL SECTION

WIND LOAD ANCHOR
(DEAD LOAD ANCHOR SIMILAR)
AT STEEL SUBSTRATE
LOW / STANDARD/HIGH PRESSURE CONNECTION

/;
3/16 E70XX

<

DEAD & WIND LOAD ANCHOR (A, C & H) NOTES:

1.

DEAD LOAD ANCHORS HAVE BEEN EVALUATED TO THE FOLLOWING:
eDL=1,219 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS
e DL SHALL BE DETERMINED BY ENGINEER OF RECORD.
(2) 1/2" HH GR. 5 OR ASTM A325 THREADED BOLTS PER ANGLE
e MIN. FULL ENGAGEMENT WITH NUT & WASHER

OR
e THREADED INTO TAPPED HOLE W/ MIN. 3 THREADS PENETRATION
BEYOND STEEL STRUCTURE
e MIN. 1 1/2" EDGE DISTANCE.
e MIN. 1/4" THICK STEEL
ALTERNATE WIND & DEAD LOAD ANCHORS MAY BE DESIGNED FOR
ALTERNATE SITE CONDITIONS AND STEEL ANGLE DESIGN ON AJOB TO
JOB BASIS FOR THE APPLICABLE WIND LOADS AS DETERMINED IN
ACCORDANCE WITH CH. 16 OF THE FLORIDA BLDG. CODE BY A FLORIDA
REGISTERED PROFESSIONAL ENGINEER.
(2) BOLTS (ITEM #68) SHALL BE THROUGH BOLTED IN STANDARD HOLES
AT DEAD LOAD ANCHORS AND MAX. 2" LONG SLOTTED HOLTES AT WIND
LOAD ANCHORS.

\

YK

ap Quality
s | inspires

YKK AP AMERICA
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

@)
=S
— <2 3
LUE &EN,"\°3§
W o O2235%
=~ < m»—*mc‘wg_g
av 9, |5t=8zs
LTSS
SV’ D<=(' w%i%ﬁ;
Sl SE ZE%:‘:'Xg
o 298 |3 %%;
o 3z |28 &
o= <2 |3
o = OO o
v = 0O < E w
O Z a S
g = o =
> o nf 5
.e < =
= o =
[ o =
= a =
o
REMARKS BY | DATE
MISC. UPDATES LS 16.02.26

(2) 3/8" THICK A36 STEEL
GUSSET PLATES

W/ 1/4" X 1" FILLET
WELDS AT 3" O.C., BOTH

faaaa) laaaaVWa 21/2" NN 50 500

SIDES
SEE NOTE 4
E70XX
w 3/16
suuw \SSuwAw 2 ]_/2" e \wos \wovo ®@

SEE

2 = — NOTE 2
@92 > PO ... © ...

MIN. MIN.

86 68)56)(57)58

$ I 1,2

CORNER MULL FRONT VIEW

WIND/DEAD LOAD ANCHOR

AT STEEL SUBSTRATE
LOW/ STANDARD/ HIGH PRESSURE CONNECTION

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

8.7 —
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4 : L Y < \
< LA 4 . A . . : . 7 WIND LOAD MAXIMUM DESIGN PRESSURE - LIMITED BY || DEAD LOAD MAXIMUM DESIGN PRESSURE - LIMITED
". . g A A . ) dl . ANCHOR CAPACITY (+/- PSF) BY ANCHOR CAPACITY (+/- PSF) YH H
. - - ' 4 4 NOMINAL NOMINAL ANCHOR TYPE| ANCHOR TYPE
e _ . e g~ 16" x 1/2" THICK omensions | AN L | e | aensions ™ ek | A ca Quality
. ) R . B g - BENT A36 STEEL PLATE, (IN.) (IN.) 'UNCRACKED' | 'CRACKED' (IN) (IN) |'UNCRACKED'| 'CRACKED' » | Inspires
Y B 2 : _ . o 8" LENGTH 30 90 90 30 90 90
A < oAy ‘A 36 90 20 36 90 90 YKK AP AMERICA
: A o ’ : .4 42 108 90 90 42 108 90 90 101 MARIETTA STREET NW, SUITE 2100
. . . : . " 48 90 90 48 90 90 ATLANTA, GA 30303
L CONCRETE SUBSTRATE . (2) 3/8" THICK '3‘36 ?'TEEL GUSSET 54 90 90 54 90 85 PH: (478)277-1955 FAX: (678)838-6001
“a . - -MIN. fc=3000PSI N SN PLATES W/ 1/4" X 1" FILLET WELDS AT 60 9% 85 60 % 77 -
o CRACKED OR UNCRACKED,, - o 3"0.C., BOTH SIDES 20 20 % 20 20 2 =
_ - A ‘A G 36 90 90 36 90 90 < £
: _ ST 42 %0 2 42 %0 % o O w 8
Y < C —— SEE NOTE 2 48 114 90 90 48 114 90 90 w E a 8 5 B Bgs
: o —— 54 9% 89 54 % 81 2= < ZroRag?
a4 4. 4 _ ‘M___Té 60 %0 80 60 85 73 gg Sq Q%Eé%%
e T e e S : T S — S3 2= [eiiils
I gn _ MIN. ED . 36 90 90 ~3F 4k Z L5533
MIN . - . .. . R 42 120 90 90 42 120 90 90 (O] § = (=] 9 3 s
g DISTAN L 48 90 90 48 %0 87 o o % =9 z
. : : 9 E70XX 54 %0 85 54 90 77 o= <2 2
4 : : ' 1"-3" 60 88 76 s 292 |2
. g 4 . ] : ) : 60 81 69 0 IS 4> 5
< < & . 30 90 90 30 90 90 k:) o % < o @
4 ‘ = 36 90 90 < =
= oh . 4 ne NOTE: 22 126 % % o % % 3 = & o
S IR I ] e 1) ALTERNATE WIND & DEAD LOAD 2 2 2 48 9 82 i = =
: [lfa - - : : ANCHORS MAY BE DESIGNED FOR - £ Z E & =
g A4 J 30 ElY 90 30 90 90 = o =2
; ALTERNATE SITE CONDITIONS AND 36 90 %0 -
vV, YU %/ 36 %0 90
\MEI G5 o~ STEEL ANGLE DESIGN ON A JOB TO JOB 2 132 %0 90 » 132 90 9 REMARKS BY | DATE
BASIS FOR THE APPLICABLE WIND 48 90 87 28 %0 79
MISC. UPDATES LS |6.02.26
LE] LOADS AS DETERMINED IN > - = 54 81 70
ACCORDANCE WITH CH. 16 OF THE B % % 3(6) 5992 :g 2026 FBC CODE UPDATE SH |07.06.26)
FLORIDA BLDG. CODE BY A FLORIDA 2 138 %0 %0 ” 138 % o
REGISTERED PROFESSIONAL ENGINEER. 48 % 83 28 88 7
SEENOTE 4 = . p 30 20 20 [THETRSTACTATION DETATES DESCRIBED HERETN ARE GENERT]
144 36 144 90 90 AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
42 90 90 42 90 82 SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
48 90 80 FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
48 84 72 ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
30 90 90 30 90 90 DOCUMENTS FOR USE WITH THIS DOCUMENT
29\HORIZONTAL SECTIO [ b o e
48 88 76 48 81 69
\&./8/ OUTSIDE CORNER SEE NOTE 4
WL OR DL ANCHOR
E70XX>—=77e
DEAD & WIND LOAD ANCHOR (A, C & H) NOTES: (AS SHOWN)
NOT SHOWN w ]
1. DEAD LOAD ANCHORS HAVE BEEN EVALUATED TO THE FOLLOWING: / ( )
o DL =1,219 LBS (UNFACTORED) @ DOUBLE ANGLE SUPPORTS @@ — * - Y/ MIN.
o DL SHALL BE DETERMINED BY ENGINEER OF RECORD. @@ . ED. 4y
2. (2) 1/2" HILTI KWIK BOLT TZ ANCHORS PER ANGLE ST 212 U e s~ -
e MIN. EMBEDMENT = 3 5/8" @ L NOTE 2
¢ MAX. C.C. SPACING =4 1/2"
 MIN. EDGE DISTANCE = 4 1/2" ) —— — =
e MIN. 3000 PSI CONCRETE 'CRACKED' OR 'UNCRACKED' 3 gn 13/4" [ ] — — =1 _ 1900 NE MIAMI CT, SUITE 2-15
(2) 1/2" DEWALT SCREW-BOLT+ PER ANGLE a 2 =— N i /@ FBPE CERT. OF AUTHORIZATION No. 29578
e MIN. EMBEDMENT = 4 1/4" '
—41/2" | 57 4 A FL #:
e Spee 2 ey B e ™Y FL13433
* MIN. 3000 PSI CONCRETE 'UNCRACKED' \ 4 i ” \ “ @/ E.D.
(2) 3/8" SIMPSON TITEN HD PER ANGLE \. 11/4"_ 23/4" : pate:  7.18.17
« MIN. EMBEDMENT = 3 1/4" (2)3/8" THICK A36 STEEL €) 68(56(57)58) Q] = MIN MIN _’/ ' Y DWG. BY: CHK. BY:
¢ MAX. C.C. SPACING =4 1/2" f .. “
o MIN. EDGE DISTANCE = 3 5/8" GUSSET PLATES $ ' A 1" +/-1/2" AR/RV HEN
« MIN. 4000 PSI CONCRETE 'CRACKED' OR 'UNCRACKED' WEng/AlT/g" élc Fé%% MAX. scale:  NTS
3. FORSLABS LESS THAN 8" IN THICKNESS, DESIGN MAY BE PROVIDED ON o CORNER MULL FRONT VIEW T DWG. #:
JOB TO JOB BASIS FOR REVIEW & APPROVAL BY AH) SIDES VERTICAL SECTION 1] _¢_ U #__YKK206
4. (2) BOLTS (ITEM #54) SHALL BE THROUGH BOLTED IN STANDARD WIND/DEAD LOAD ANCHOR WIND LOAD ANCHOR = SECTION: REV.
HOLES AT DEAD LOAD ANCHORS AND MAX. 2" LONG SLOTTED HOLTES AT STEEL SUBSTRATE (DEAD LOAD ANCHOR SIMILAR) —49- [] B
AT WIND LOAD ANCHORS. LOW/ STANDARD/ HIGH PRESSURE CONNECTION AT STEEL SUBSTRATE o
LOW / STANDARD/HIGH PRESSURE CONNECTION DEAD LOAD  WIND LOAD
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—H=— 0.125" 5.25"

6.125"

—F 0.625"

@ VERTICAL MULLION (INS)

9.476"

—t— 0.125"

8.038"

0.625" 4+—

@ HEAVY DUTY VERTICAL MULLION (INS)

8.038" |

0.625"

0.125" —

0.125"
L

f

@ HEAVY DUTY HORIZONTAL (INS)

4.8

MULLION ANCHOR SLEEVE (STD)
(3" LONG AT TOP & BOTTOM)

MULLION SPLICE SLEEVE (STD)
(6" LONG AT SPLICE)

MULLION SLEEVE (STD)
(29" LONG AT ANCHOR)

J 0.313" :I L

qQ o]
7.616"
0.125" —{ |=—
qQ o]

@ MULLION ANCHOR SLEEVE (HD)
(3" LONG TOP & AT BOTTOM)

MULLION SPLICE SLEEVE (HD)
(6" LONG AT AT SPLICE)

MULLION SLEEVE (HD)

9

(29" LONG AT MID-POINT ANCHOR)

1+ : 5.20" ! ’ 524" -
0.688 r 0.056" — v
- 0.110" +— 7
1.976" | \ |
I 3 1 _!_
J— 0.531" FACE COVER 0625" 3 OIE—TE i
' 0.115" : @ T 0.125" —{~—
! 9 J
2.938" 0.125"
0.125" n ro
PERIMETER PRESSURE PLATE [ 0079" 0.331" n r ! b
INS y ! J:IE — .
" i )7 . be78" | . 6.678 ,
I 4.89" | .
OPEN BACK SILL (0) HORIZONTAL (IN)
() FLUSH FILLER (INS)
" | _ u
2.875 | - 0.109" 0.331 . 6.038" .
f i —
0.743" .
. 0.11 . 7.688 ,
PRESSURE PLATE (7) FLUSH FILLER (DEEP MULL) 0.625" 3
(INS) +—
J
| 9.476" |
@ HEAVY DUTY OPEN BACK HEAD/HORIZONTAL/SILL (INS)
— 1.395" o~ —~ 1.395" —I—
|-~ 1.500" n
. 0.188"
3.25 3
2.730" 2.356"
—{}~—0.125" L - 0.188" I ) - 0.281" |
i B ) S
! 6.75" . | 9.5" |
@ SHEAR BLOCK (STD) JAMB F-ANCHOR (STD) @ MULLION T-ANCHOR (STD)
SHEAR BLOCK (HD) JAMB F-ANCHOR (HD) MULLION T-ANCHOR (HD)
SHEAR BLOCK (HD HORIZ.) )
[ 0250
o250’ , >
0.250" —~| [— 0.250" —] |— P o z ]
’ 7 — 0.688" }
1.500" 0.500* ]
0.563" ] ;
4.000" 4.000" 0,280 4.500" 4.500
7.250"
0.250" R0.250" 0250 R0.2500 ~J "
0.250 R.281
r 0 Y U F w %
f f 1 C
4.000" 4.000" 4.500" 2.500"
. WIND LOAD ANCHOR DEAD LOAD ANCHOR DEAD LOAD ANCHOR @ REINFORCEMENT CHANNEL
(STANDARD MULLION) (STANDARD MULLION) (STANDARD MULLION)
,
. WIND LOAD ANCHOR DEAD LOAD ANCHOR DEAD LOAD ANCHOR 2
(HEAVY DUTY MULLION) (HEAVY DUTY MULLION) (HEAVY DUTY MULLION) ) o0

@ REINFORCEMENT CHANNEL

~

a p Quality
s | INSpires
YKK AP AMERICA

101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT, SUITE 2-15

CURTAIN WALL SYSTEM
COMPONENTS

TITLE: viic - 300 OG (MISSILE E)
PREPARED BY: BUILDING DROPS, INC.

BUILDING DROPS

REMARKS BY | DATE

MISC. UPDATES LS [6.02.26

2026 FBC CODE UPDATE SH |07.06.26]

[THE INSTALLATION DETAILS DESCRIBED HEREIN

RE GENERIQ
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL13433

pate:  7.18.17

DWG. BY: CHK. BY:
AR/RV HFN

scate:  NTS

owaG. #:  YKK206

SECTION: REV.

9.0 —
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8.75" 2026 FBC CODE UPDATE SH 107.06.26}
S-ANCHOR (HD) INTERIOR MULLION COVER
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0.250"
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'\ [AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
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g 3.793 & FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
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BILL OF MATERIALS

MULLION REINF. SLEEVE (HD)

WINDLOAD ANCHOR (HD MULLION)(NOT

~

54 E1-3030 ; 6063-T5 98 - A36 STEEL H
ITEM PART NO. DESCRIPTION MATERIAL (29" LONG AT ANCHOR) BY YKK AP) YH
1 £9-3101 VERTICAL MULLION (INS) 6063-T6 55 FC-1410 #14 X 5/8" FHSMS TYPE AB Z'NSTPELQTED 99 - DEADLOAD ANCBQ%IEHA[; MULLIONJNOT | 3¢ oregy Qualit
2 E9-3183 HD VERTICAL MULLION (INS) 6063-T6 S NCPATED e HEAD/HOR)IZONTAL — i i
3 As-3178 PERIMETER PRESSURE PLATE (INS) 6063-T5 56 HM-5000 1/2"-13 NUT HHMS STEEL 100 E9-3159 (INS) 6063;5 o | INSpIres
- +
" FeETED PRESSURE PLATE (INS] e - ZINC PLATED 101 E2-0537 SIDE BLOCK EPDM (8515) VKK AP AMERICA
57 WS-5000 1/2" LOCK WASHER STEEL 102 £9-9303 1-1/2" X 1-1/2" X 1/8" ANGLE 6063-T5
5 E9-3161 FACE COVER 6063-T5 ZINC PLATED — — - 101 MARIETTA STREET NW, SUITE 2100
. F93162 FLUSH FILLER 606315 53 WW-5000 1/2" FLAT WASHER Tenl 103 E9-9302 1"X 1" X 1/8" ANGLE 6063-T5 o (478);A7-|—7LA12_:;—:’EAA)('3(0;7083;838 coot
7 E9-3188 FLUSH FILLER (DEEP MULL) 6063-T6 o FF0808 #8-32 X 1/2" FHMIS TYPE F ZINC PLATED 104 H;Z;?lzsw SOLATOR TAPE ;I\:\ICCS:&'\TIE; : -
8 £9-3104 OPEN BACK SILL (INS) 6063-T5 i STEEL 105 3 #1/4"-20 X 1" HWHMS STEEL LZ)
ZINC PLATED <y £
9 E9-3187 | HD OPEN BACK HEAD/HORIZ./SILL (INS 6063-T6 R /2" " =
ORI e0 N/A #8-32X 3-1/2" FHSMSM @ 16" OC STEEL 106 FC-1456 #14 X3 1/2" FHSMS TYPE AB ZINC PLATED o Ao g
10 £9-3102 HORIZONTAL (INS) 6063-T5 NG PLATED STEEL i S R egt
11 E9-3185 HD HORIZONTAL (INS) 6063-T6 61 FC-1212 #12X3/4" FHSMS TYPE AB STEEL s Cagsts
12 E2-0379 EXT/INT GLAZING GASKET EPDM 62 E9-3186 INTERIOR MULLION COVER 6063-T6 g g Qzza 52
13 E2-0353 INTERIOR GLAZING SILICONE SPACER EPDM 63 E9-3110 POCKET FILLER (INS) 6063-T5 sS4 E KZD iz8 S ‘g
~ S w32
14 E2-0611 SETTING BLOCK (INS) EPDM (8515) 65 bC-1008 #10 X 1/2" PHSMS TYPE AB ZIN(SZ_IFELEALTED o < N £
15 £1-3001 SHEAR BLOCK (STD) 6063-T5 _ Q= o 128 L
T 13004 JAMB F ANCHOR (5TD) C063TS 66 E1-3018 MULLION T ANCHOR FOR 90° CORNER EPDM-85+5 Sz g 8
17 E1-3003 MULLION T ANCHOR (STD) 6061-T6 67 £2-0103 = 13T:ERM"2ABLO'-E‘S(L$2§E o (8525) & < S | .
. ,
- 'Y [aa] a-
18 E1-3006 M(gkngnzl(;A%C?ggéngﬁo(ﬂ)D ) 6063-T5 68 i SUFFICIENT LENGTH TO ACHIEVE FULL i % S fa) =
ENGAGEMENT W/ NUT SAE GRS OR ASTM =0 o 1 =
1 £1.3033 MULLION ANCHOR&SLEEVE (HD) 063.T5 A325 i < =
(3" LONG @ TOP & BOTTOM) 6o WINDLOAD ANCHOR (STD MULLION)(NOT A36 STEEL = e |
20 E1-1204 WINDLOAD ANCHOR (STD) A36 STEEL - BY YKK AP) = o =
B DEADLOAD ANCHOR (STD
21 E1-1205 (STD) A36 STEEL 70 ] DEADLOAD ANCHOR (STD MULLION)(NOT [, o EEMARKS o 1DATE
22 - DEAD LOAD (NOT BY YKK AP) A36 STEEL BY YKK AP)
3520- WINDLOAD ANCHOR (STD MULLION)(NOT MISC. UPDATES LS |6.02.26
23 HD 255250 w3 1/4"-20 X 1-1/4" HWHMS STSA-:_IEIIE.ESS 71 i o YKI(< g It A36 STEEL
- ZINC PLATED DEADLOAD ANCHOR (STD MULLION)(NOT 2026 FBC CODE UPDATE oH [07.06.26
FC-122 #12 X 1-1/4" FHSMS TYPE AB B
24 C-1220 / STEEL 72 BY YKK AP) A36 STEEL
" " ZINC PLATED WINDLOAD ANCHOR (STD MULLION)(NOT
25 HF-2510-W1 #1/4"-20 X 5/8" HWHS TYPE F .
STEEL 73 BY YKK AP A36 STEEL
ZINC PLATED ) [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
_ " [AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
26 PC-1010 #10 X 5/8" PHSMS TYPE AB STEEL 74 - DEADLOAD ANCHOR (STD MULLION)(NOT A36 STEEL SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
ZINC PLATED BY YKK AP) FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
- " - " ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
27 HM-5072 1/2"-13 X 4-1/2" HHMS BOLT (GR 5) STEEL 75 - WINDLOAD ANCHOR (STD)MULLION)(NOT A36 STEEL DOCUMENTS FOR USE WITH THIS DOCUMENT
" ZINC PLATED BY YKK AP
28 pC1210 #12 X 5/8" PHSMS TYPE AB STEEL i ) DEADLOAD ANCHOR (STD MULLION)(NOT |,
29 E1-3040 SHEAR BLOCK (HD) 6063-T5 BY YKK AP)
i " ZINC PLATED WINDLOAD ANCHOR (STD MULLION)(NOT
30 TEK-1012 #10-16 X 3/4" TEK HWHS STEEL 77 - BY YKK AP) A36 STEEL
. " ZINC PLATED DEADLOAD ANCHOR (STD MULLION)(NOT
31 PC-1010 #10 X 5/8" PHSMS TYPE AB STEEL 78 i NI A36 STEEL
32 E1-0175 RE(IQI_E(/);,C;T_i'}l;,CXHf/liw)EL A36 STEEL 79 E1-3034 MULLION T-ANCHOR (HD) 6063-T5
80 E1-3035 JAMB F-ANCHOR (HD) 6063-T5
3 £1.3031 REINFORCEMENT CHANNEL A36 STEEL
- (2-1/2" X 7-1/4" X 1/4") 81 E1-3032 SHEAR BLOCK (HD HORIZ.) 6063-T5
34 E1-3160 90° CORNER INTERIOR COVER (HD) 6063-T5 82 E1-3016 90 CORNER SHEAR CLIP (RH) 6063-T5
35 AS-3175 90° CORNER PRESSURE PLATE (INS) 6063-T5 83 E1-3017 90° CORNER SHEAR CLIP {LH) 6063-TS
36 13038 S ANCHOR (D) 606376 85 E1-3029 900 CORNER SHEAR CLIP (HD)(LH) 6063-T5
> 93145 90" CORNER ADAPTOR (INS) 06375 85A E1-3028 90° CORNER SHEAR CLIP (HD)(RH) 6063-T5
38 E1-3010 MULLION END CAP (INS) 6063-T5 86 £3-0103 NYLON SLIP PAD NYLON gt ntihd SOl
39 £9-3174 90° CORNER FACE COVER (INS) 6063-T5 87 E1-1280 WINDLOAD ANCHOR (HD) A36 STEEL e oy AL L2
. 0.
40 E9-1280 90° CORNER INTERIOR COVER BASE 6063-T5 88 E1-1281 DEADLOAD ANCHOR (HD) A36 STEEL
41 E9-3165 90° CORNER INTERIOR COVER 6063-T5 89 - W?’\ElgfgigiﬁxggmECJUBLYLES)?:; : A36 STEEL FL #:
42 PC-1008 #10 X 1/2" PHSMS TYPE AB Z'NgTPELEALTED 90 - BY YKK AP) A36 STEEL F I_ 1 3 4 3 3
43 E1-0190 | DEADLOAD ANCHOR FOR90° CORNER | A36 STEEL a1 . DEADLOAD ANCHOR (HD MULLION)(NOT | oo o DATE:  7.18.17
44 £1-1282 DEADLOAD ANCHOR FOR 90° CORNER | A36 STEEL BY YKK AP) : . .
45 E1-0191 WINDLOAD ANCHOR FOR 90° CORNER A36 STEEL 92 - WINDLOAD ANE’:?E;"'A?,)MULL'ON)(NOT A36 STEEL DVAGRB RV CHK. BY:
46 E1-1283 WINDLOAD ANCHOR FOR 90° CORNER | A36 STEEL DEADLOAD ANCHOR (HD MULLION){NOT HFN
47 £1-3039 S ANCHOR (HD) 6063-T6 93 - BY YKK AP) A36 STEEL SCALE: NTS
48 E2-0386 ISOLATOR TAPE PVC SPONGE WINDLOAD ANCHOR (HD MULLION)(NOT
51 £1.3005 MULLION SPLICE SLEEVE (STD) 06375 24 - BY YKK AP) A36 STEEL owa. #:  YKK206
(6" LONG AT SPLICE) 95 DEADLOAD ANCHOR (HD MULLION)(NOT [, SECTION. EV
MULLION SPLICE SLEEVE (HD) - BY YKK AP) : :
52 E1-3037 "LO 6063-T5 B
(6" LONG AT SPLICE) 9 WINDLOAD ANCHOR (HD MULLION)(NOT | oo
MULLION REINF. SLEEVE (STD) - BY YKK AP)
53 £1-3007 . 6063-T5 o
(29" LONG AT ANCHOR) 97 DEADLOAD ANCHOR (HD MULLION)(NOT |
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