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FIELD VARIATION
AKE INTO

O INSURE PANEL
MODULARITY)

3 TO 4 PANEL

INCREMENTS STARTING PANEL

RIDGE OR

HIGH SIDE ‘\7

IS SQUARE WITH AN

FTTTTTTTTW

| S~y pp—

SIDEWALL OF THE

BUILDING,
< PANELING DIRECTION REFERENCE PO'NTS/
90"
ji-] S L_J_l_J_J_//z
BLDG, EAVE (ROOF PLAN VIEW) VARIES

STARTING LAYOUT AND SQUARING

IT IS IMPORTANT TO CONSIDER OVERALL BUILDING DIMENSIONS AND ACTUAL VARIATIONS

TO ESTABUSH THE STARTING PANEL MODULE LINE. ALWAYS CALCULATE STARTING AND

ENDING PANEL MODULE DIMENSIONS AS WELL AS RIDGE/HIP AND SIDEWALL PIGGYBACK CANOPY
PANEL DIMENSIONS BEFORE INSTALLING THE FIRST PANEL. MAKE SURE STARTING

ENDWALL PANEL OR FLASHING IS AT A RIGHT ANGLE TO THE SIDEWALL (EAVE OF BLDG.).
ONCE STARTING MODULE LINES ARE ESTABLISHED, ADDITIONAL REFERENCE POINTS EVEl

3 TO 4 PANELS ON BOTH ENDS ARE REQUIRED TO MAINTAIN PANEL MODULE.

ROOF CLIP

MALE HEM
OF ROOF
PANEL

CRITICAL: ROOF CLIP MUST BE TIGHT
I I INSTALLING FASTENERS, USE CLAMP

AS SHOWN,

ENGAGE ROOF CLIP TO MALE HEM
AND ROTATE INTO POSITION AS SHOWN

FASTENERS 0 PER CLIP
NOTE: FASTENER VARIES WITH TYPE OF ROOF
CLIP AND TYPE OF SUBSTRATE USED.

| IET
! ! ROOF PANEL

ACCOUNT

OR FLASHING MODULE
CRITICAL: MAKE SURE
THIS PANEL OR FLASHING

ESTABLISHED STRAIGHT
LINE AT THE EAVE OR

AGAINST ROOF PANEL MALE HEM BEFORE

ROOF CLIP (VARIES WITH THICKNESS OF
INSULATION AND THERMAL BLOCK)

ROOF PANEL

OR FLASHING HD. SDS

BLOCK ONLY

“ Z— PREVIOUSLY
INSTALLED
THERMAL BLOCK

NEXT INSTALLED
THERMAL BLOCK

FOR ROOF WITH THERMAL BLOCKS ONLY

A WARNING

YOU MAY FALL FROM ROOF AND BE KILLED OR SERIOUSLY INJURED.
—ANY PANEL CAN COLLAPSE,
DO NOT STEP ON PANELS W/CREASED EDGES.
DO NOT STEP ON OR NEAR EDGE OF PANEL.
DO NOT STEP WITHIN 5 OF PANEL END.
—PANELS CAN BE SLIPPERY DUE TO OIL OR MOISTURE.
USE FALL PROTECTION.
—LOOSE PANELS MAY SLIDE OUT FROM UNDER YOU.
DO NOT STEP ON LOOSE PANELS OR STACKS OF PANELS.

1/4 X 1 1/4" HEX

(097230) UNPNTD
AT EW THERMAL

ALWAYS USE FALL PROTECTION AND WALKBOARDS WHEN INSTALLING PANELS.

GET AND READ “ROOFING SAFETY INSTRUCTIONS™ FROM SUPERVISOR.

NEXT INSTALLED PANEL

< PANELING DIRECTION

ROOF PANEL
~~—_ OR FLASHING

~.
~
~~

C i
pZ

SECURE ROOF PANEL OR FLASHING ‘

r~~

~<

(= 2}

WITH ROOF CLIPS BEFORE
INSTALLING NEXT PANEL,

NEXT PANEL PLACEMENT

TO INSTALL THE NEXT PANEL ENGAGE THE FEMALE
HEM TO THE ADJACENT MALE HEM AND ROTATE

1 3/16" DIA. BEAD
PANLASTIC

4 EAVE FASTENER CHART
PART NO. * DESCRIPTION STRUCTURE
097357 1/4 X _7/8" HEX_HD. SDS_W/MINI. PT. < 035" THK.
097230 __|1/4 X 1 _1/4" HEX HD. SDS W/STD, PT. > 035" THK.

(560564) WITHIN

1" OF PANEL END ROOF PANEL

OR FLASHING

EAVE ATTACHMENT

!'WITHIN 6" OF
STRUCTURAL LINE

(SEE CHART)

3/16" DIA, BEAD PANLASTIC
(560564) WITHIN 1* OF PANEL END

LOW EAVE

CRITICAL MASTIC APPLICATION AND EAVE ATTACHMENT

ALWAYS APPLY THE CORRECT SEALANT APPLICATION AT THE LOW EAVE, HIGH EAVE
OR RIDGE/HIP AS SHOWN, BEFORE INSTALLING SUCCEEDING PANELS,

* COLOR SUFFIX REQUIRED TO MATCH ROOF COLOR,

CRITICAL: CLAMP PANEL SEAM

TO ASSURE PANEL MODULARITY,
BE CAREFUL NOT TO DAMAGE

HIGH EAVE OR PAINTED PANELS.

RIDGE/HIP

REFERENCE
POINTS

CLIP SPACING AND MAINTAINING PANEL MODULARITY

MAKE SURE PANEL MODULE FALLS ON MARKED REFERENCE POINTS,
MAKE CERTAIN THAT PREVIOUS SEAM IS TIGHT AND ADJACENT ROOF
CLIPS ARE TIGHT AGAINST MALE HEM BEFORE SECURING WITH
FASTENERS, USE CLAMP AS SHOWN.

| (MALE HEM) INTO PLACE.
A AT EAVE OF BLDG. THE FIRST ROOF CLIP MUST BE LOCATED WITHIN
ROOF CUP 5'—0" FROM THE EAVE ATTACHMENT FASTENERS.
PANEL CLIP INSTALLATION SLR Il ROOF_PANEL AND CLIP
INSTALLATION
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STAGGERED ENDLAPS

DOWNSLOPE
"

SLR II UPPER PANEL 6

FLANGE NUT (097190)

PANEL ENDLAP

PLATE (560547) SLR Il LOWER PANEL

TAPE PANLASTIC (560562)

TYPICAL ENDLAP

|_—ROOF CUP

THERMAL BLOCK
BLANKET (OPTIONAL)

INSULATION RERRXR
X

\SECONDARY STRUCTURAL (W/0
DECKING) "Z" PURLIN SHOWN

STRUCTURAL CONDITION

DECK CONDITION

SECTION A—A

TORQUE LIMITER
(AVAILABLE FROM
VP SEAMER GROUP)

SPEED WRENCH
FLANGE NUT (4 TYP.) (097190)
IMPORTANT: WHEN TIGHTENING
FLANGE NUTS, TORQUE TO 40
IN/LBS WITH THE TORQUE
LIMTER ENGAGED TO THE SPEED
WRENCH AND DRIVE SOCKET
SLR Il UPPER PANEL

FLANGE NUT (097190)

SLR Il LOWER PANEL

SIR Il UPPER PANEL TAPE PANLASTIC

FLANGE NUT
(097190)

ENDLAP PLATE

1/16™ X 1" TAPE PANLASTIC
(560562)

SLR Il LOWER
PANEL (FACTORY

NOTCHED) —\

APPLY 3/16” DIA.
BEAD PANLASTIC
(560564) BEFORE
PLACING UPPER
PANEL

ROOF STRUCTURAL OR
DECK (" PURLIN SHOWN)

TYPICAL ROOF CLIP LOCATION

ENDLAP PLATE (560547)

ADJACENT PANEL

PANEL ENDLAP

ERECTION STEPS:
A WARNING

YOU MAY FALL FROM ROOF AND BE KILLED OR SERIOUSLY INJURED, 1, ALWAYS LOCATE ENDLAP OVER STRUCTURAL
AN NOT STEPON-PANELS W/CREASED EDGES SUPPORT (PURLN).

DO NOT STEP ON OR NEAR EDGE OF PANEL 2, LOCATE ENDLAP PLATE THRU FACTORY HOLES

DO NOT STEP WITHIN 5' OF PANEL END IN LOWER PANEL.

_PANESLE (F:m_ %%osrlé?:%ﬁ DUE TO OIL OR MOISTURE. 3, APPLY TAPE PANLASTIC OVER HOLES AND STUDS ON
%55 BTSSR TN Mo pus
ALWAYS USE FALL PROTECTION AND WALKBOARDS WHEN INSTALLING PANELS. 4, NEST UPPER PANEL INTO PLACE OVER STUDS
GET AND READ "ROOFING SAFETY INSTRUCTIONS™ FROM SUPERVISOR. AND INSTALL FLANGE NUTS.

5, APPLY 3/16” DIA. BEAD PANLASTIC
ALONG NOTCHED AREA ON ADJACENT PANEL.

SLR I STAGGERED PANEL
INSTALLATION

ENDLAP

GROUP NUMBER: 05-—030- 01
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