
NOTES:
  1. FOR GENERAL SPECIFICATIONS, REFER TO DOC 00003952
  2. THIS PRINT IS FOR STRUCTURAL PERFORMANCE ONLY. FOR
      FLASHING & SEALING INSTRUCTIONS, REFER TO THE INSTALLATION
      INSTRUCTIONS
  3. SHIMS:
         - PLACE SHIMS WITHIN 4" - 6" OF EACH CORNER AND SPACE ALL
           OTHERS EVENLY, A MAXIMUM OF 15" APART
  4. IF CHEMICALLY TREATED LUMBER IS USED FOR FRAMING MATERIAL,
      FASTENERS INTO THE FRAMING MUST BE A MINIMUM OF 0.90 OZ/FT^2
      ZINC HOT DIPPED GALVANIZED OR STAINLESS STEEL TYPE 304 OR 316
  5. SCREW 10a IS TO BE USED ON ICA AND SCREW 10b TO BE USED ON IDG
  6. MINIMUM NAIL EMBEDMENT DEPTH 1 15/16"
  7. MINIMUM EDGE DISTANCE 1/2"
  8. MINIMUM SCREW EMBEDMENT DEPTH 1 1/16"

NOTICE - CONFIDENTIAL INFORMATION
The information in this document is privileged and strictly confidential.  The information contained herein shall be used only by Marvin Windows and Doors employees and by those agents or suppliers granted official written permission.  If the reader of this document is not the intended recipient, or the employee or agent of the intended
recipient, please delete this document from all data storage devices, and destroy all hard copies.  Any unauthorized dissemination, distribution, copying or other use of the information contained in this document is strictly prohibited.
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#8 X 3.125 TRIM HEAD, RT SCREW0008740710b
#8-15 X 3.000" TYPE A/TF, 2/3 THREAD0000323010a
ICA MULL CLIP000676549
1.250" DRYWALL SCREWNA8
APA RATED CONSTRUCTION ADHESIVENA7
#7 X .625" SCREW000032126
2.00" GAL. ROOF NAILNA5
INSTALLATION CLIP000503814
SHIMSNA3
FRAMING MATERIALNA2
SHEATHINGNA1

PARTS LIST
DESCRIPTIONDWG NOITEM

HEAD JAMB JAMB

SILL

3.6 ADDED NOTES 6-8 AND DELTA TRIANGLES 17956 05/07/15 RLL

3.5 ADDED PART 10b TO PARTS LIST, ADDED NOTE 5,
ADDED IDG TO TITLE BLOCK 17956 05/05/15 RLL

3.4 UPDATED ASSEMBLY (STUD BRACKET) 17956 04/02/15 RLL
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NAILING FIN INSTALLATION

SCALE 1 : 10
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NAILING FIN INSTALLATION
  -APPLY INSTALLATION CLIP TO UNIT ALONG HEAD JAMB AND JAMBS
   FASTEN WITH THREE #7X .625 WOOD SCREWS. SPACE PER ELEVATION
  -APPLY MULL CLIP TO MULL JOINT ALONG HEAD JAMB
  -APPLY 5/16" BEAD OF APA RATED AFG-1 SPEC C290 CONSTRUCTION
   ADHESIVE TO BOTTOM OF SILL
  -ATTACH INSTALLATION CLIPS TO FRAMING WITH THREE 1.25" DRYWALL
   SCREWS.
  -SECURE NAILING FIN WITH 2" GALVANIZED ROOFING NAILS,
   MINIMUM OF TWO PER SIDE.  SPACE PER THE ELEVATION
  -APPLY INSTALLATION SCREWS THROUGH THE PREDRILLED HOLES IN THE HEADERS
  -NAILING FIN INSTALLATION METHOD APPROVED FOR: FL 14133


