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ANDERSEN CORPORATION

A-SERIES HINGED PATIO DOOR-OUTSWING
WITH STORMWATCH PROTECTION DP UPGRADE

INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN, UNLESS OTHERWISE STATED.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM
NUMBER OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE
OF £1/2 INCH OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT
DETAIL (I.E., WITHOUT CONSIDERATION OF TOLERANCES).
TOLERANCES ARE NOT CUMULATIVE FROM ONE INSTALLATION
ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND
SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A CORROSION
RESISTANT COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT

INSTALL INSTALLATION ANCHORS INTO MORTAR JOINTS.
EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE
OF MORTAR JOINT INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN
ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
SPECIFIED BY THE ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS
HEREIN ARE BASED ON SUBSTRATE MATERIALS WITH THE
FOLLOWING PROPERTIES:

A.  WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM C-90
WITH MINIMUM COMPRESSIVE STRENGTH OF 1924 PSI AND
GROUT CONFORMS TO ASTM C 476, MINIMUM GROUT
COMPRESSIVE STRENGTH OF 2000 PSI.

D. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 1924 PSI.

E. STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM WALL
THICKNESS OF 33 MILS (0.033" or 20 GAUGE). MIN. 1/2" EDGE
DISTANCE.

F. ALUMINUM - MINIMUM 1/8" THICKNESS. (6063-T5)

1.

8.

(HVHZ)(NON-IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

e AAMA/WDMA/CSA 101/1.5.2/A440-17

e TAS 202-94

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X AND METAL STUD FRAMING AS A MAIN WIND FORCE RESISTING
SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF
THE ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR
THE PROJECT OF INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND

MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF
SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED TO
PROTECT THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE.

DOOR FRAME MATERIAL: PONDEROSA PINE OR EQUIVALENT
WITH FIBERGLASS CLADDING.
(MIN SG = 0.40)

. GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300 GLASS

CHARTS. SEE SHEET 6 FOR GLAZING DETAILS.

DESIGNATIONS "X" AND "O" STAND FOR THE FOLLOWING:
X: OPERABLE PANEL
O: FIXED PANEL

. CUSTOM SIZES AVAILABLE UPON REQUEST. CUSTOM DESIGN

PRESSURE WILL BE ASSIGNED EQUAL TO NEXT LARGER STANDARD
SIZE.

10.IN ACCORDANCE WITH THE CURRENT FBC, WOOD COMPONENTS

SHALL HAVE BEEN PRESERVATIVE TREATED OR SHALL BE OF A
DURABLE SPECIES AS PER CH. 23.

11.IN ACCORDANCE WITH THE FBC, DISSIMILAR METALS INCLUDING

FASTENERS THAT MAY COME INTO CONTACT WITH ALUMINUM
UNIT FRAMING SHALL BE PROTECTED AS PER CH. 20.

ANDERSEN

TABLE OF CONTENTS

WINDOWS & DOORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485
% .
I O
53 Za
== v o 4
SRS Ssasls
W= » ERag®
0oSoL B S078is
=3E2 9 253372
:T:"O\' = wig%‘%f;’
) = ZusE3s
naxg < z-ax s
ECPQ'Z = S8 @
x-S =z == E
LQoON ¥ 2
(V) ~ (O] N an)
Y O iy >
<qaIS o o
ST = £
L EE % e
w <g a =
/a0 w =
= ~ o —
|l (%%} o o
REMARKS BY | DATE

7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH|2.7.23

INSTALLATION UPD. FB [12.9.23]

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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D.L.O. MAX.

~=— LEAF MAX.

UNIT MAX.
WIDTH 38.13"

ACTIVE

——

WIDTH 35.1"

WIDTH 26.874"

UNIT
MAX.
HEIGHT
119.50"

LEAF

HEIGHT
116.469"

MAX.

D.L.O. MAX.
HEIGHT
103.437"

ELEVATION

TRADITIONAL

D.L.O. MAX.

UNIT MAX.
WIDTH 38.13"

ACTIVE
~=— LEAF MAX.
WIDTH 35.1"

——

WIDTH 26.874"

UNIT
MAX.
HEIGHT
119.50"

D

LEAF MAX.
HEIGHT
116.469"

<P

.L.O0. MAX.

HEIGHT

103.437"

ELEVATION
TRADITIONAL

&)

9 _Jopp.

MAX SPACE FROM
CORNER 9.625"

1 X

x4

'

nXu -

+

(1) ADD'L END RECEIVER
FOR DOORS OVER

‘/8'IN HEIGHT T

SEE TABLE
BELOW

LT

?

ANCHOR LAYOUT

OPERABLE

MAX SPACE FROM
CORNER 9.625"

I

4" FROM
CORNERS

SEE TABLE
BELOW

SEE TABLE
BELOW

non e

14

ANCHOR LAYOUT

ACTIVE DOOR LEGEND (X)

X =TWO (2) ANCHORS THRU PREDRILLED

HOLES
& = ANCHORS THRU END RECEIVER
-WOOD OR METAL: THREE (3)
-CONCRETE/MASONRY: TWO (2)
4+ =ANCHORS THRU CENTER RECEIVER
- WOOD OR STEEL: FOUR (4)
-CONCRETE/MASONRY: TWO (2)

STATIONARY DOOR LEGEND (O)

ANDERSEN

@ = ADDITIONAL FIELD DRILLED 3/16"
ITW TAPCON ANCHOR FOR DOORS EQUAL
TO AND LESS THAN 10' IN HEIGHT, APPLIES

TO INSTALLATION INTO

CONCRETE/MASONRY SUBSTRATES WHEN

UTILIZING 3/16" ITW TAPCONS ONLY.
ADDITIONAL FASTENERS NOT REQUIRED
WHEN 1/4" ITW TAPCONS ARE UTILIZED.

*MIN. EDGE DISTANCES

ANCHOR CONCRETE
3/16" TAPCON 21/8"

1/4" TAPCON 21/8"

*MIN. EDGE DISTANCES FOR
INSTALLATION OF STATIONARY DOORS
ONLY

**AS LONG AS THE ANCHOR TYPES,
EMBEDMENT, AND EDGE DISTANCE
REQUIREMENTS ON SHEET 10 ARE MET
AND THE ANCHOR QUANTITY IS EQUAL
TO OR GREATER THAN THE NUMBER
SPECIFIED ON THE ANCHOR TABLES,
THROUGH FRAME INSTALLATION
AND/OR INSTALLATION THROUGH THE
HINGE PLATES INTO THE SUBSTRATE IS
ACCEPTABLE.

CMU
23/8"
31/2"

L SEE TABLE

STATIONARY

ANCHOR SCHEDULE

SIZE
(IN.)

HEAD

JAMBS

CONFIGURATION

MAX. CORNER

DISTANCE

ANCHOR
QUANTITY

MAX. DISTANCE
FROM SILL
(IN.)

MAX. ON
CENTER

DISTANCE (IN.)

MIN. ANCHOR
QUANTITY THROUGH
FRAME AT HINGE JAMB

MIN. ANCHOR
QUANTITY THROUGH
FRAME AT LOCK JAMB

MIN. ANCHOR
QUANTITY AT
STATIONARY JAMBS

5X119.5

XORO

9.625"

8.00"

26.00"

10

18

5

38.125 X 95.50

XORO

9.625"

8.00"

26.00"

8

14

38.125X 82.38

XORO

9.625"

8.00"

33.00"

6

13

38.125 X 79.50

XORO

9.625"

NN NN

8.00"

33.00"

6

13

4
3
3

NOTE:

1) ANCHOR SCHEDULE REFLECTS MINIMUM NUMBER OF ANCHORS REQUIRED, TOTAL QUANTITY MAY VARY DEPENDING ON LEGEND
REQUIREMENTS.
2) HINGE REQUIREMENTS - DOORS GREATER THAN 8' IN HEIGHT SHALL UTILIZE 5 HINGES, DOORS GREATER THAN 6'-10 3/8" IN HEIGHT SHALL
UTILIZE 4 HINGES, AND DOORS EQUAL TO OR LESS THAN 6'-10 3/8" SHALL UTILIZE 3 HINGES.
3) RECEIVER REQUIREMENTS - ALL DOORS UTILIZE CENTER RECEIVER BASKET, DOORS GREATER THAN 8' TALL SHALL UTILIZE 3 END RECEIVERS,
DOORS EQUAL TO OR LESS THAN 8' TALL SHALL UTILIZE 2 END RECEIVERS (TOP & BOTTOM)
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INSTALLATION UPD. FB [12.9.23]

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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WIDTH 26.874"

D.L.O. MAX.

LEAF MAX.
WIDTH 35.1"

UNIT MAX.
WIDTH 38.13"

ACTIVE

ACTIVE DOOR LEGEND (X)

UNIT MAX. X =TWO (2) ANCHORS THRU PREDRILLED
WIDTH 38.13" HOLES
¢ =ANCHORS THRU END RECEIVER
ACTIVE

-WOOD OR METAL: THREE (3)
LEAF MAX." -CONCRETE/MASONRY: TWO (2)
WIDTH 35.1 + =ANCHORS THRU CENTER RECEIVER
- WOOD OR STEEL: FOUR (4)
-CONCRETE/MASONRY: TWO (2)

D.L.O. MAX.
WIDTH 26.874"

MAX. SPACE FROM MAX. SPACE FROM

STATIONARY DOOR LEGEND (O)

—— ——
@ CORNER 9.625" CORNER 9.625"
3

ANDERSEN

@ = ADDITIONAL FIELD DRILLED 3/16"
ITW TAPCON ANCHOR FOR DOORS EQUAL

. ) 1 | ; | I

| s ol o TO AND LESS THAN 10" IN HEIGHT, APPLIES
ol £ iR 4 TO INSTALLATION INTO
y ) CONCRETE/MASONRY SUBSTRATES WHEN
4 c40RF|5(E)|{Y<I, UTILIZING 3/16" ITW TAPCONS ONLY.

ADDITIONAL FASTENERS NOT REQUIRED
WHEN 1/4" ITW TAPCONS ARE UTILIZED.

(1) ADD'L END RECEIVER

FOR DOORS OVER
- '/ 8'IN HEIGHT T T

BN /6N 6
UNIT UNIT *MIN. EDGE DISTANCES
2 9 9 _Jopp.

MAX. MAX. ANCHOR  |CONCRETE | cmu
HEIGHT HEIGHT 3/16" TAPCON | 21/8" | 23/8"
119.50" 119.50" non q "X" T [ Ny T "o" T 1/4"TAPCON | 21/8" | 31/2"

*MIN. EDGE DISTANCES FOR
LEAF MAX. LEAF MAX. SEE TABLE SEE TABLE INSTALLATION OF STATIONARY DOORS
HEIGHT HEIGHT BELOW BELOW ONLY
116.367" 116.367" **AS LONG AS THE ANCHOR TYPES,
H- EMBEDMENT, AND EDGE DISTANCE
x4 R I A 4 REQUIREMENTS ON SHEET 10 ARE MET
D.L.O. MAX. D.L.O. MAX. AND THE ANCHOR QUANTITY IS EQUAL
HEIGHT HEIGHT TO OR GREATER THAN THE NUMBER
107.60 107.60 SPECIFIED ON THE ANCHOR TABLES,
/ SEE TABLE THROUGH FRAME INSTALLATION
4 BELOW AND/OR INSTALLATION THROUGH THE
l HINGE PLATES INTO THE SUBSTRATE IS
+ - + - ACCEPTABLE.
X > o 1o
? L SEE TABLE
BELOW
CONTEMPORARY CONTEMPORARY OPERABLE STATIONARY
ANCHOR SCHEDULE
HEAD JAMBS
SIZE MAX. DISTANCE MAX. ON MIN. ANCHOR MIN. ANCHOR MIN. ANCHOR
CONFIGURATION MAX. CORNER ANCHOR
(IN.) DISTANCE QUANTITY FROM SILL CENTER QUANTITY THROUGH QUANTITY THROUGH QUANTITY AT
(IN.) DISTANCE (IN.) | FRAME AT HINGE JAMB| FRAME AT LOCK JAMB | STATIONARY JAMBS
38.125X 119.5 XORO 9.625" 2 8.00" 26.00" 10 18 5
38.125 X 95.50 XORO 9.625" 2 8.00" 26.00" 8 14 4
38.125 X 82.38 XORO 9.625" 2 8.00" 33.00" 6 13 3
38.125X 79.50 XORO 9.625" 2 8.00" 33.00" 6 13 3

NOTE:

1) ANCHOR SCHEDULE REFLECTS MINIMUM NUMBER OF ANCHORS REQUIRED, TOTAL QUANTITY MAY VARY DEPENDING ON LEGEND
REQUIREMENTS.

2) HINGE REQUIREMENTS - DOORS GREATER THAN 8' IN HEIGHT SHALL UTILIZE 5 HINGES, DOORS GREATER THAN 6'-10 3/8" IN HEIGHT SHALL
UTILIZE 4 HINGES, AND DOORS EQUAL TO OR LESS THAN 6'-10 3/8" SHALL UTILIZE 3 HINGES.

3) RECEIVER REQUIREMENTS - ALL DOORS UTILIZE CENTER RECEIVER BASKET, DOORS GREATER THAN 8' TALL SHALL UTILIZE 3 END RECEIVERS,
DOORS EQUAL TO OR LESS THAN 8' TALL SHALL UTILIZE 2 END RECEIVERS (TOP & BOTTOM)
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THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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UNIT MAX.

f———— - e—

WIDTH 75.250"

ACTIVE
LEAF MAX.
WIDTH 35.1"

D.L.O. MAX.
[———
@ WIDTH 26.874"

&\ (1) ADDITIONAL

HINGE FOR DOORS
OVER 8' IN HEIGHT

L SEE TABLE

BELOW

SEE TABLE SEE TABLE
BELOW @}/\ BELOW
| |
]
X X<
SEE TABLE
BELOW
X K
UNIT
F
MAX. /;\
HEIGHT v
119.500" OPP. kv v
= e "
(1) ADDITIONAL
Li’gé\fﬁx' HINGE FOR DOORS
116.469" OVER 8' IN HEIGHT
D.L.O. MAX. - =
HEIGHT a o
103.437"
X 3
| |
TRADITIONAL
ANCHOR SCHEDULE
HEAD/SILL JAMBS
SIZE(IN.) CONFIGURATION MAX. FROM CORNER ANCHOR MAX. DISTANCE | MAX. ON CENTER MINIANCHOR,
(IN.) MEX O.€ {IN) QUANTITY FROM SILL(IN.) DISTANCE (IN.) QUANTITY THREASH
FRAME AT HINGE JAMBS
75.25 X 119.50* XX 17.75" MIDSPAN 8 8.00" 26.00" 10
75.25 X 95.50* XX 17.75" MIDSPAN 8 8.00" 26.00" 8
75.25 X 82.38* XX 12.75" MIDSPAN 8 8.00" 33.00" 6
75.25 X 79.50* XX 17.75" MIDSPAN 8 8.00" 33.00" 6

NOTE:

1) FORSILL ANCHORAGE SEE LEGEND ABOVE.
2) ANCHOR SCHEDULE REFLECTS MINIMUM NUMBER OF ANCHORS REQUIRED, TOTAL QUANTITY MAY VARY DEPENDING ON LEGEND REQUIREMENTS.
3) HINGE REQUIREMENTS - DOORS GREATER THAN 8' IN HEIGHT SHALL UTILIZE 5 HINGES, DOORS GREATER THAN 6'-10 3/8" IN HEIGHT SHALL UTILIZE 4 HINGES, AND DOORS EQUAL TO

ORLESST

HAN 6'-10 3/8" SHALL UTILIZE 3 HINGES.

L ]
TIQIEIOI@IO]_\)

e
DETAIL A

HEAD JAMB RECEIVER
SEE LEGEND BELOW FOR QTY

ANDERSEN

WINDOWS & DOCORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485

DOOR LEGEND (XX)

X =TWO (2) ANCHORS THRU PREDRILLED
HOLES
<= ANCHORS THRU HEAD RECEIVER
SEE DETAIL 'A' ABOVE
-WOOD OR METAL: FIVE (5)
-CONCRETE/MASONRY: FOUR (4)

*AS LONG AS THE ANCHOR TYPES,
EMBEDMENT, AND EDGE DISTANCE
REQUIREMENTS ON SHEET 10 ARE MET
AND THE ANCHOR QUANTITY IS EQUAL
TO OR GREATER THAN THE NUMBER
SPECIFIED ON THE ANCHOR TABLES,
THROUGH FRAME INSTALLATION
AND/OR INSTALLATION THROUGH THE
HINGE PLATES INTO THE SUBSTRATE IS
ACCEPTABLE.

upP

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

A-SERIES HINGED
PATIO DOOR-OUTSWING WITH
STORMWATCH PROTECTION DP
(HVHZ)(NON-IMPACT)
ELEVATION & ANCHOR LAYOUT
BUILDING DROPS, INC.
1900 NE MIAMI CT UNIT 2-15,

PREPARED BY:
BUILDING DROPS

TITLE:
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7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH|2.7.23

INSTALLATION UPD. FB [12.9.23]

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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UNIT MAX. h
|e———— WIDTH ————————=
75.25" / ] b
ACTIVE
LEAF MAX (_lereaereie] N ANDERSEN
. ) ) WINDOWS & DOORS
WIDTH 35.13" { 7
N\ / 100 FOURTH AVE NORTH
@ WIIJDLngl\éIg);Zl." . BAYPORT, MN 55003-1096
: PH: (651) 264-5150 FX: (651) 264-5485
3 SEE TABLE SEE TABLE
BELOW ' BELOW ' DETA"— A % .
| HEAD JAMB RECEIVER T o =
> SEE LEGEND BELOW FOR QTY S Q 5 =4 g
X 3 oS5 2| Bc.est
DOOR LEGEND (XX) a2 S osd3ty
N Qa < CTAR s
SEE TABLE % = TWO (2) ANCHORS THRU PREDRILLED g =3 S 2 OszZ2ss
BELOW HOLES TRKI ¢ CEEEEE
&= ANCHORS THRU HEAD RECEIVER "D % z S43f3%
SEE DETAIL 'A' ABOVE Loa 3 =g g
— -WOOD OR METAL: FIVE (5) 5 S 5 = z =0
A X . A o =N O )
-CONCRETE/MASONRY: FOUR (4) SR~ :§ = B
UNIT *AS LONG AS THE ANCHOR TYPES, < g =T 2 |o £
MAX. /E\ EMBEDMENT, AND EDGE DISTANCE =S @ 4 A5
HEIGHT 9 REQUIREMENTS ON SHEET 10 ARE MET i & Z 2
119.50" — L AND THE ANCHOR QUANTITY IS EQUAL P E W =
. OPP. _/ e e \ TO OR GREATER THAN THE NUMBER F wn & 2
(1) ADDITIONAL (1) ADDITIONAL  SPECIFIED ON THE ANCHOR TABLES,
LEAF MAX. HINGE FOR DOORS HINGE FOR DOORs THROUGH FRAME INSTALLATION REMARKS BY | DATE
HEIGHT ' \ AND/OR INSTALLATION THROUGH THE
116.367" OVER 8' IN HEIGHT OVER 8' IN HEIGHT |4 \NGE PLATES INTO THE SUBSTRATE IS 7TH FBC CODE CHANGE| SR [3.17.20)
ACCEPTABLE. CONTEMPORARY UPD.| SH|2.7.23
D.L.O. MAX. 3 " INSTALLATION UPD. FB [12.9.23]
HEIGHT
107.60"
SEE TABLE THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
BELOW FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
-— — SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
A X WITH THIS DOCUMENT
| i ?
N
~
ELEVATION ANCHOR LAYOUT N
—
CONTEMPORARY ="
-
=
”~,
-,
ANCHOR SCHEDULE {ONALS
HEAD/SILL JAMBS ALY
1900 NE MIAMI CT UNIT 2-15,
SIZE (IN.) CONFIGURATION MAX. FROM CORNER ANCHOR MAX. DISTANCE | MAX. ON CENTER AEPAACHGR FBPE CERT. On oy L 33132 0. 29578
(IN.) B BLE. I QUANTITY FROM SILL(IN.) DISTANCE (IN.) AURNMTS THREUSH . .
FRAME AT HINGE JAMBS EL #:
75.25 X 119.50* XX 17.75" MIDSPAN 8 8.00" 26.00" 10 F L 1 4 2 8 5
75.25 X 95.50* XX 17.75" MIDSPAN 8 8.00" 26.00" 8
75.25X 82.38* XX 17.75" MIDSPAN 8 8.00" 33.00" 6 pATE: (07.22.19
75.25X 79.50* XX 17.75" MIDSPAN 8 8.00" 33.00" 6 DWGFTE CH KF?E N
SCALE: NTS
NOTE:
DWG. #:
1) FORSILL ANCHORAGE SEE LEGEND ABOVE. AWD127
2) ANCHOR SCHEDULE REFLECTS MINIMUM NUMBER OF ANCHORS REQUIRED, TOTAL QUANTITY MAY VARY DEPENDING ON LEGEND REQUIREMENTS. SHEET:
3) HINGE REQUIREMENTS - DOORS GREATER THAN 8' IN HEIGHT SHALL UTILIZE 5 HINGES, DOORS GREATER THAN 6'-10 3/8" IN HEIGHT SHALL UTILIZE 4 HINGES, AND DOORS EQUAL TO
OR LESS THAN 6'-10 3/8" SHALL UTILIZE 3 HINGES.
OF 1&
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NOTE: ALL PRESSURES MEET

WATER INFILTRATION
REQUIREMENTS

A-SERIES OUTSWING DOOR TRADITIONAL UNITS WITH DROP-NOSE SILL
CONEIGURATION HEIGHT WIDTH DESING PRESSURE (PSF)
(IN.) (IN.)
POS. NEG.
XX 79.50 75.25 65.0 80.0
XX 82.38 75.25 65.0 80.0
XX 95.50 63.25 65.0 70.0
XX 95.50 75.25 65.0 70.0
XX 101.50 75.25 62.50 66.25
XX 107.50 75.25 60.0 62.5
XX 113.50 75.25 57.50 58.75
XX 119.50 75.250 55.0 55.0
XorO 79.50 38.125 65.0 80.0
XorO 82.38 38.125 65.0 80.0
X 95.50 32.125 65.0 70.0
(0] 95.50 32.125 65.0 80.0
X 95.50 38.125 65.0 70.0
0 95.50 38.125 65.0 80.0
(@] 101.50 38.125 65.0 77.5
(0] 107.50 38.125 65.0 75.0
(0] 113.50 38.125 65.0 72.5
X or O 119.50 38.125 65.0 70.0

|«———3/4" O.A. INSULATED GLASS

EXTERIOR INTERIOR
MOMENTIVE 2811 OR TRADITIONAL GLASS
DOW 9-1350 STOP SHOWN SEE

SHEET 11 FOR

SILICONE
CONTEMPORARY
GLASS STOP
MIN. GLAS% 1/4" X 1-1/2" STAPLES
BITE 9/16 (18 GA. GALV.

MOMENTIVE 2811 OR STEEL @ 8" 0.C.)

DOW 9-1350
SILICONE

GLAZING DETAIL 1

1" O.A. INSULATED GLASS

EXTERIOR INTERIOR

MOMENTIVE 2811 OR TRADITIONAL GLASS
DOW 9-1350 STOP SHOWN SEE

SILICONE SHEET 11 FOR
CONTEMPORARY
GLASS STOP
MIN. GLASS 1/4" X 1-1/2" STAPLES
BITE 9/16" (18 GA. GALV.

MOMENTIVE 2811 OR STEEL @ 8" 0.C.)

DOW 9-1350
SILICONE

GLAZING DETAIL 2

GLAZING NOTES:

1. GLAZING SHALL COMPLY WITH ASTM E1300 AND FBC SAFETY GLAZING REQUIREMENTS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS REFERENCED IN CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS WIDER THAN 36" AS PER CHAPTER 24.
4. D.L.O. MAY NOT EXCEED MAX DIMENSIONS SHOWN ON ELEVATIONS.

ANDERSEN

WINDOWS & DOORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485
3 .
I @)
ss_al| 22
=0 < O ¥
QQOU E D‘E%EE?
== < O O55%3%
“-'\b,l o xoRaIs
ggLuE z Osz25:
Shke=S T CESEEE:
II\O < S<— 3
> 2 3 Zusizs
(%) < G) —_Zz n.u_%
Do0a9 Qs &
= 1 S & . S
JoeN Y9l.a
|O<I [2a) >
RN I 2
o< o |8 =
== o |z |5
wog X = =
/a0 w =
= ~ o —
|l (%%} o o
REMARKS BY | DATE

7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH|2.7.23

INSTALLATION UPD. FB [12.9.23]

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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MAX.
FRAME
HEIGHT

MAX.
LEAF
HEIGHT.

C—
1
13
15
7
a7 \
[
N % )
) [N /\\
SEE GLAZING
DETAILS, SHEET 6
MAX. MAX.
D.L.O. EXTERIOR INTERIOR FRAME
HEIGHT. HEIGHT

/ AN

/\ /
SEE GLAZING

DETAILS, SHEET 6

71 \
\ A /

NOTE: ITEM 20 OPTIONAL. SEE

PRESSURE TABLES ON SHEET 6 FOR
DETAILS.

MAX.
LEAF
HEIGHT.

,4;\_

\~.
MAX.
D.LO. EXTERIOR
HEIGHT.
_
/
[ 71
\ {
SEE GLAZING/

DETAILS, SHEET 6

/A VERTICAL SECTION

\Z/

TRADITIONAL - ACTIVE DOOR

15

SEE GLAZING
DETAILS, SHEET 6

INTERIOR

B\ VERTICAL SECTION

ANDERSEN

WINDOWS & DOCORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485

A-SERIES HINGED
PATIO DOOR-OUTSWING WITH
STORMWATCH PROTECTION DP UP
(HVHZ)(NON-IMPACT)
VERTICAL SECTIONS
BUILDING DROPS, INC.
1900 NE MIAMI CT UNIT 2-15,
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH|2.7.23

INSTALLATION UPD. FB [12.9.23]

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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SCALE: NTS
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\\7/ TRADITIONAL - STATIONARY DOOR

SHEET:
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MAX.
FRAME
HEIGHT

MAX.
LEAF
HEIGHT.

N
N
N
N
N
NS

A}
C{é;fi
Y
C{é;ii

- -
ay \ a® \
( (
‘ \\ A / \\ A /
N K \\___‘_4\
\SEE GLAZING SEE GLAZING
DETAILS, SHEET 6 DETAILS, SHEET 6
MAX. MAX. MAX. MAX.
D.LO. EXTERIOR INTERIOR FRAME LEAF D.LO. EXTERIOR INTERIOR
HEIGHT. HEIGHT HEIGHT. HEIGHT.
SEE GLAZING SEE GLAZING
DETAILS, SHEET 6 /DETAILS, SHEET 6
T m 1
| / / \
AL AR
\ / NOTE: ITEM 20 OPTIONAL. SEE \ 5 /
PRESSURE TABLES ON SHEET 6 FOR
DETAILS.

/C\ VERTICAL SECTION D\ VERTICAL SECTION

ANDERSEN

WINDOWS & DOCORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485

A-SERIES HINGED
PATIO DOOR-OUTSWING WITH
STORMWATCH PROTECTION DP UP
(HVHZ)(NON-IMPACT)
VERTICAL SECTIONS
BUILDING DROPS, INC.
1900 NE MIAMI CT UNIT 2-15,
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH|2.7.23

INSTALLATION UPD. FB [12.9.23

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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SCALE: NTS
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\8/ CONTEMPORARY - ACTIVE DOOR

\8) CONTEMPORARY - STATIONARY DOOR

SHEET:
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INTERIOR
SEE GLAZING SEE GLAZING 4 q
DETAILS, SHEET 6 DETAILS, SHEET 6 9 A N DE RS E N
WINDOWS & DOORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485
S
=Y =
SQ =4 §
Z = v :‘ oo X g
n0SG 2| &:sa5Es
w2 g 2 cchgs s
23ds | 9352838
Nk = 5§ Isa82
T~ T2 Osze23
TSRz 2| Zeszsd
| MAX. D.L.O WIDTH. noES E| §:7%E;
TET O == :
OO N )
MAX. LEAF WIDTH. S3EY z |« @
< Qq § S |2 2
o< i =
=S o B
MAX. FRAME WIDTH i < & & =
ESR & =
EXTERIOR [ n a a2
fE\HORlZONTAL SECTION mHOR|ZONTA|_ SECTION REMARKS BY | DATE
\QJ OPERABLE PANEL - LOCK JAMB \9) OPERABLE PANEL - HINGE JAMB 7TH FBC CODE CHANGE| SR B.17.20]
CONTEMPORARY UPD.| SH|2.7.23
INSTALLATION UPD. FB |12.9.23}
NOTE: DETAILS SHOWN ARE THE INSTALLATION DETAILS DESCRIBED HEREIN
TYPICAL OF TRADITIONAL SR AN MATOTAEC AT oo
AND CONTEMPORARY DOORS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT

SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT

/@ @ @ @ INTERIOR
SEE GLAZING INTERIOR SEE GLAZING

N\
SEE GLAZING INTERIVA Q
/DETAILS, SHEET 6 DETAILS, SHEET 6 3 173 DETAILS, SHEET 6 R
<
T~ ~ =
N\

~
\ / / \ ; .
5> :' - f < ," 2N ot
i Y/ 2./ 77 75, N\
RS iy

EXTERIOR MIAMI, FL 33132

FBPE CERT. OF AUTHORIZATION No. 29578
17 11 18

MAX. FL

D.LOWIDTH. EXTERIOR " Fl_14285

MAX. LEAF WIDTH.
pATE:  (07.22.19
MAX. FRAME WIDTH DWG, BY: CHK. BY:

HR HEN
SCALE: NTS

/G\HORIZONTAL SECTION /H\ HORIZONTAL SECTION owa.#: AWD127
\9/ STATIONARY PANEL \gJ ASTRAGAL SHEET: @
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MIN.
SHEATHING EDGE DISTANCE
BY OTHERS
SEALANT BETWEEN

FIN & SHEATHING
EXTERIOR FINISH

#

3/8" MAX.
SHIM SPACE
m — '—_1[\9 ]G' | *
f MIN.
EMBEDMENT

f

BY OTHERS LT MIN.
PERIMETER SEALANT SN ‘ EMBEDMENT
BY OTHERS ?
3 EZ % /5 3/8" MAX. _—|r
) /J SHIM SPACE
\l(y HEAD
THROUGH FRAME INSTALLATION
ANCHOR SCHEDULE
MIN. EDGE
METHOD SUBSTRATE ANCHOR TYPE MIN. EMBEDMENT DISTANCE
WOOD: MIN. SG = |#10 PAN HEAD WOOD " "
0.55 SCREW 1.50 0.75
METAL: 18 GAUGE 3 THREADS MIN
STEEL, MIN. #10 TEK SCREW PENETRATION 0.50"
Fy = 33KS| BEYOND METAL
METAL: 1/8" 3 THREADS MIN
ALUMINUM, #10 TEK SCREW PENETRATION 0.50"
THROUGH FRAME MIN. (6063-T5) BEYOND METAL
INSTALLATION
_ 3/16" OR 1/4" ITW
g?-’\;((:)ggll;gl TAPCON 1.75" 2.125"
- FLAT HEAD
MIN. 2.375" FOR
MASONRY: CMU per | 3/16" OR 1/4" ITW 3/16" ANCHOR
ASTM €90 MIN. 2000 TAPCON 1.75" .
PS FLAT HEAD MIN. 2.0 FOR
1/4" ANCHOR

*SEE SHEET 2 & 3 FOR MIN. EDGE DISTANCE ON THE STATIONARY UNITS

MIN.

EDGE DISTANCE

/B VERTICAL SECTION

SILL

\l(y THROUGH FRAME INSTALLATION

3/8" MAX.

SHIM SPACE

MIN.
EMBEDMENT

-t

MIN.
EDGE DISTANCE

?

€\ VERTICAL SECTION

JAMB

\1‘9/ THROUGH FRAME INSTALLATION

ANDERSEN

WINDOWS & DOORS
100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485
3 .
I @)
Ss_=| 24
=z 2 w2 g
QQOU 8 D‘E%EE?
==< = OQ5:233%
L’“\l\q Q n:t,mgi'r.s
QJEU ) OzzaL3
SHNS o | pIszic
T~ Y ST %
DOZ it | Zw21x3
nxxg < Sz"*%:2
Lwoa sz & =g i
xx T A 5 - 3
b‘l’OEN o .. m
|O<I o >
< Q > T @ o
=T 2 ]e £
o = Z2 |o =
ES - <<= L E
wog X = =
/a0 w =
= ~ o —
|l (%%} o o
REMARKS BY | DATE

7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH|2.7.23

INSTALLATION UPD. FB [12.9.23

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS
FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE
INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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®)

\_

0.384" —>| |<——

TRADITIONAL GLAZING STOP

WOOD

0.500" A—I [-—
Ul

WEATHERSTRIPPING

SANTOPRENE (DUROMETER: 70)
TYP. WALL THICKNESS 0.047"

— 0.893"

i

0.875"

()

1.396" —>|

0.500" a‘
E 0.875"

WOOD

PANEL STOP
WOOD

LA

0.679"

CONTEMPORARY GLAZING STOP @

STATION

STEEL
TYP. WALL

( BILL OF MATERIALS

NO. DESCRIPTION MATERIAL MANUFACTURER

1 FRAME HEAD/SIDE JAMB WOOD ANDERSEN

2 FRAME SILL FIBERGLASS ANDERSEN FRAME HEAD/SIDE JAMB

3 PANEL TOP RAIL & STILE WOOD ANDERSEN WOO0D

4 | TRADITIONAL BOTTOM RAIL WOOD ANDERSEN

4A CONTEMPORFXTFY BOTTOM WOO0D ANDERSEN 4.242"

5 FLANGE PVC ANDERSEN

6 PANEL GLAZING STOP WOO0D ANDERSEN

CONTEMPORARY GLAZING

6A STop WOOD ANDERSEN (74 |/)’ /” ﬁ

7 PANEL TOP RAIL FILLER FIBERGLASS ANDERSEN =

8 |HEAD/SIDE FRAME CLADDING FIBERGLASS ANDERSEN )

9 BOTTOM RAIL FILLER FIBERGLASS ANDERSEN 1.016" —

10 PANEL STILE FILLER FIBERGLASS ANDERSEN

11 ASTRAGAL (ACTIVE) FIBERGLASS ANDERSEN

12 HINGE STEEL ANDERSEN

13 WEATHERSTRIPPING SANTOPRENE ANDERSEN

14 HANDLE - ANDERSEN @ TRADITIONAL PANEL BOTTOM RAIL
15 PANEL STOP WOOD ANDERSEN WOOD

16 3 PT. LOCK SYSTEM STEEL ANDERSEN

17 5 PT. LOCK SYSTEM STEEL ANDERSEN | g.817" .

18 PASSIVE LOCK SYSTEM STEEL ANDERSEN | : | ‘
19 | STATIONARY PANEL CLIP STEEL ANDERSEN

20 DROP CHANNEL ALUMINUM 6063-T5 ANDERSEN

21 ASTRAGAL (PASSIVE) FIBERGLASS ANDERSEN 1.719"
22 | WEATHERSTRIPPING (HEAD) PVC ANDERSEN

23 ASTRAGAL (PASSIVE) FIBERGLASS ANDERSEN ?
24 GLAZING STOP 1" I.G. WOO0D ANDERSEN

CONTEMPORARY GLAZING

24A STOP 1" LG WOO0D ANDERSEN

25 4 PT. LOCK SYSTEM STEEL ANDERSEN

26 6 PT. LOCK SYSTEM STEEL ANDERSEN

27 PASSIVE LOCK SYSTEM STEEL ANDERSEN

TOP RAIL FILLER
FIBERGLASS

Fons

ARY PANEL CLIP

THICKNESS 0.015"

0.965"

1.828"

@)

0.938" !

4-9/16" FRAME SILL
FIBERGLASS
TYP. WALL THICKNESS 0.090"

6.200"

—_—

$

oo [ S

1.722"

CONTEMPORARY PANEL BOTTOM RAIL

WOOD

4.661"

$

N

—_—
1.

FIBERGLASS

TYP. WALL THICKNESS 0.082"

N

DROP CHANNEL
ALUMINUM 6063-T5

EI.ZZS"

)

4-9/16" HEAD/SIDE FRAME CLADDING

1.250"

PANEL TOP RAIL & STILE

WOOD

|<— 4.113" —= #

)

FLANGE

PVvC

TYP. WALL THICKNESS 0.05"

— 1.969"

— '<_—_ 0.55"

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT UNIT 2-15,

A-SERIES HINGED
PATIO DOOR-OUTSWING WITH
STORMWATCH PROTECTION DP UP
BUILDING DROPS, INC.

(HVHZ)(NON-IMPACT)
COMPONENTS & BILL OF MATERIALS

PREPARED BY:

TITLE:

BUILDING DROPS

REMARKS BY

DATE

7TH FBC CODE CHANGE| SR B.17.20,

CONTEMPORARY UPD.| SH

2.7.

23

INSTALLATION UPD. FB [12.9.23

THE INSTALLATION DETAILS DESCRIBED HEREIN

FOR A SPECIFIC SITE. IF SITE CONDITIONS CAUSE

WITH THIS DOCUMENT

ARE GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS

INSTALLATION TO DEVIATE FROM THE REQUIREMENTS
DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE

)

ASTRAGAL (ACTIVE)
FIBERGLASS

[
1.736" IJ\,:\q
2.322" l«

GLAZING STOP 1" I.G.
WOO0D

0.403" —>|

D 0.50"

.
N Z
o~ 7~
=% * =
== x=
= <
-~ S~
2 S
“ €

(ONAL T\
SPEAL RN,
1900 NE MIAMI CT UNIT 2-15,
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
FL #: 2 8
paTe:  (07.22.19
DWG. BY: CHK. BY:
HR HEN
SCALE: NTS
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\_

ACTIVE SINGLE DOOR (8' OR LESS)

3 PT. LOCK SYSTEM
STEEL

he
(I
[]
V)
(]
*
*
2
".—
*
Q0 1
@ 1
] a
ol
] O
© I

®)

B

CONTEMPORARY GLAZING STOP 1" I.G.
WOOD

fi’ﬂ)f

0.403" »‘ ’« _
[ ows

ASTRAGAL (PASSIVE)
FIBERGLASS

o

3.621"

=

~=— 3.269"

ACTIVE DOUBLE DOOR (8' OR LESS)

5 PT. LOCK SYSTEM
STEEL

- - Hi=

(o4

|FOR USE WITH DOOR TALLER THAN &'

oo

PASSIVE DOUBLE DOOR (8' OR LESS)

PASSIVE LOCK SYSTEM

STEEL

ASTRAGAL (PASSIVE)
FIBERGLASS

)

3.621"

=

l-— 3.269" —:l_ )

ACTIVE SINGLE DOOR (ABOVE 8')

4 PT. LOCK SYSTEM
STEEL

=)

7o :%

et

ACTIVE DOUBLE DOOR (ABOVE 8')

6 PT. LOCK SYSTEM

@)

PASSIVE DOUBLE DOOR (ABOVE 8')

PASSIVE LOCK SYSTEM
STEEL

lele

o fofsfo

=]

i

oH-oi:-:HD

Py =)

o _

ANDERSEN
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