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THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH REQUIREMENTS
OF THE FLORIDA BUILDING CODE.

WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER
ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE RESPONSIBILITY OF THE
ARCHITECT OR ENGINEER OF RECORD.

WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR CALCULATIONS.

APPROVED IMPACT PROTECTIVE SYSTEM [S NOT REQUIRED FOR THIS PRODUCT IN WIND BORNE
DEBRIS REGIONS UP TO WIND ZONE 3.

FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #10 WOOD SCREWS WITH SUFFICIENT
LENGTH TO ACHIEVE A 1 3/8” MINIMUM EMBEDMENT INTO SUBSTRATE WITH 1/2” MINIMUM EDGE
DISTANCE. LOCATE ANCHORS AS SHOWN IN INSTALLATION DETAILS.

FOR ANCHORING THROUGH FRAME INTO MASONRY/CONCRETE USE 1/4” TAPCONS WITH SUFFICIENT
LENGTH TO ACHIEVE A 1 3/4” MINIMUM EMBEDMENT INTO SUBSTRATE WITH 2" MINIMUM EDGE
DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

FOR ANCHORING THROUGH FRAME INTO METAL STRUCTURE USE #10 SMS OR SELF DRILLING
SCREWS WITH SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR
WALL WITH 1/2" MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND
INSTALLATION DETAILS.

ALL FASTENERS TO BE CORROSION RESISTANT.

WHEN THE PRODUCT SPECIFIED HEREIN IS INSTALLED WITHIN 3000 FEET OF A SALTWATER
COASTLINE, ALL ANCHORS AND CLIPS MUST COMPLY WITH SALTWATER ENVIRONMENT CORROSION
RESISTANCE REQUIREMENTS OF FBC CHAPTER 17.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS
LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A. WOOD: MINIMUM SPECIFIC GRAVITY OF G=0.42

B. CONCRETE: MINIMUM COMPRESSIVE STRENGTH OF 2,000 PSI.
C. MASONRY: HOLLOW/FILLED BLOCK PER ASTM C90 WITH f’'m=2,000PSI MINIMUM.
D. METAL STRUCTURE: STEEL 18GA (.048") FY=33KSI/FU=52KSI OR

ALUMINUM 6063—T5 FU=30KSI .125" THICK MINIMUM
DESIGN PRESSURE AND INSTALLATION DETAILS SHOWN IN THIS DOCUMENT APPLY ONLY TO THE
MULLION. WINDOWS MUST BE APPROVED UNDER SEPARATE APPROVAL.
SINGLE UNITS TO BE MULLED ARE NOT LIMITED TO THOSE SHOWN IN THIS DRAWING. SINGLE UNITS
TO BE MULLED TOGETHER MUST BE MANUFACTURED BY EASTERN ARCHITECTURAL SYSTEMS.
DESIGN PRESSURE OF MULLED UNIT SHALL BE CONTROLLED BY THE LESSER DESIGN PRESSURE OF
THE MULLION OR THE INDIVIDUAL WINDOW UNIT.
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REVISIONS
REV DESCRIPTION DATE APPROVED
A REVISED CHARTS 01/13/16 R.L.
Maximum design pressure capacity chart (psf) Maximum design pressure capacity chart (psf) B | REVISED ANCHORS 08/22/19 |R.L
Units with a transom height of: 18" Units with a transom height of: 24"
Design pressures are positive and negative Design pressures are positive and negative C | REVISED INSTALLATION DETAILS 08/11/20 |R.L.
Height (in) Unit width (in) Height (in) Unit width (in) D | CURRENT FBC 08/07/26 | LMH
Window |Transom| 18.0 | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 Window |Transom| 18.0 | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0
24.0 18.0 150.0 ] 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 | 150.0 | 142.0 24.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 145.8 | 126.1
30.0 18.0 150.0 ] 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 | 148.4 | 127.6 30.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 134.9| 114.4
36.0 18.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 139.5| 117.2 36.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 127.6 | 106.0
42.0 18.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 133.8 | 110.0 42.0 24.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 | 147.1 | 122.8 | 100.1 60”7 MAX.
48.0 18.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 130.6 | 105.3 48.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 145.8 | 120.1 | 96.1 “|WIDTH (SPAN) —
54.0 18.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 129.6 | 102.6 54.0 24.0 150.0 [ 150.0| 150.0 | 150.0 | 150.0 [ 145.8 | 119.2 | 93.9 ‘
60.0 18.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 [ 129.6 | 101.7 60.0 24.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 [ 145.8 [ 119.2 | 93.1
66.0 18.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 [ 129.6 | 101.7 66.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 145.8 | 119.2 | 93.1 36"
72.0 18.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 [ 129.6 | 101.7 72.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 | 145.8 | 119.2 | 93.1 MAX. TRANSOM
78.0 18.0 | 150.0| 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 129.6 | 101.7 78.0 24.0 | 150.0| 150.0 | 150.0 | 150.0 | 150.0 | 145.8 | 119.2| 93.1 TRANSOM
84.0 18.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 [ 129.6 | 101.7 84.0 24.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 | 145.8 | 119.2 | 93.1 HEIGHT
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3 _fi_
Maximum design pressure capacity chart (psf) Maximum design pressure capacity chart (psf) »
Units with a transom height of: 30" Units with a transom height of: 36" I\?:X WINDOW
Design pressures are positive and negative Design pressures are positive and negative Wi NDdW
Height (in) Unit width (in) Height (in) Unit width (in) HEIGHT
Window |Transom| 18.0 | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0 Window |Transom| 18.0 | 24.0 | 30.0 | 36.0 | 42.0 | 48.0 | 54.0 | 60.0
24.0 30.0 150.0 ] 150.0 | 150.0 | 150.0 [ 150.0 [ 150.0 [ 134.9 ( 114.4 24.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 [ 150.0 | 150.0 | 127.6 | 106.0
30.0 30.0 150.0 | 150.0 | 150.0 | 150.0 [ 150.0 [ 148.4 | 125.6 | 104.7 30.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 142.0| 119.2| 97.6
36.0 30.0 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 142.0 [ 119.2| 97.6 36.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 136.1| 113.4| 91.4
42.0 30.0 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 138.4 [ 115.0 [ 92.6 42.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 132.7 | 109.6 | 87.0
48.0 30.0 150.0 | 150.0 | 150.0 | 150.0 | 150.0 | 137.2 | 112.6 | 89.2 48.0 36.0 150.0 [ 150.0| 150.0 | 150.0 | 150.0 [ 131.7 | 107.4 | 84.0 10300085 ALUMINUM HORIZONTAL MULLION
54.0 | 30.0 | 150.0] 150.0| 150.0] 150.0| 150.0| 137.2| 111.8| 87.2 540 | 36.0 | 150.0] 150.0] 150.0| 150.0] 150.0] 131.7 | 106.7 | 82.3 NON REINFORCED LMI WIND ZONE 3
60.0 30.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 137.2| 111.8 | 86.6 60.0 36.0 150.0 [ 150.0| 150.0 | 150.0 | 150.0 [ 131.7 | 106.7 | 81.7
66.0 30.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 137.2| 111.8 | 86.6 66.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 131.7 | 106.7 | 81.7
72.0 30.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 137.2| 111.8 | 86.6 72.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 131.7 | 106.7 | 81.7
78.0 30.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 137.2| 111.8 | 86.6 78.0 36.0 150.0 [ 150.0| 150.0 | 150.0 | 150.0 [ 131.7 | 106.7 | 81.7
84.0 30.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 137.2| 111.8 | 86.6 84.0 36.0 150.0 [ 150.0 | 150.0 | 150.0 | 150.0 [ 131.7 | 106.7 | 81.7
IMPACT RATED UP TO WIND ZONE 3 IMPACT RATED UP TO WIND ZONE 3
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Maximum design pressure capacity chart (psf)

Units with transom height of: 18 in

Design pressures are positive and negative

Maximum design pressure capacity chart (psf)

Units with transom height of: 24 in
Design pressures are positive and negative

Height (in) Span and Tributary width (in)
36.00 | 48.00 | 60.00 | 72.00 | 84.00 | 96.00 |106.00
Window |[Transom| 78.00 | 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 53.00
24.00 18.00 150.0 | 150.0 | 138.7 | 79.0 | 49.2 | 32.7 | 24.2
30.00 18.00 150.0 | 150.0 | 123.6 | 70.1 | 435 | 289 | 21.3
36.00 18.00 150.0 | 150.0 | 111.9 63.4 39.3 26.0 19.1
42.00 18.00 150.0 | 147.1 | 102.2 | 58.0 | 35.9 | 23.7 | 17.4
48.00 18.00 150.0 | 137.2 941 53.5 33.1 21.9 16.0
54.00 18.00 150.0 | 128.6 | 87.2 496 | 30.8 | 20.3 -
60.00 18.00 150.0 | 120.9 81.2 46.2 28.7 19.0 -
66.00 18.00 150.0 | 114.2 | 75.9 433 | 26.9 | 17.8 -
72.00 18.00 150.0 | 108.1 71.4 40.7 25.3 16.8 -
78.00 18.00 143.2 | 102.7 | 67.3 384 | 239 | 15.8 -
84.00 18.00 136.1 | 97.8 63.7 36.4 | 22.7 | 15.0 -
IMPACT RATED UP TO WIND ZONE 3
Maximum design pressure capacity chart (psf)
Units with transom height of: 30 in
Design pressures are positive and negative
. . Span and Tributary width (in)
Height (in) 36.00 | 48.00 | 60.00 | 72.00 | 84.00 | 96.00 | 106.00
Window |Transom| 18.00 | 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 53.00
24.00 30.00 150.0 | 150.0 | 1121 63.2 39.1 25.9 19.1
30.00 30.00 150.0 | 147.1 | 102.0 | 574 | 35,5 | 23.5 | 17.3
36.00 30.00 150.0 | 137.2 93.9 52.8 32.6 21.5 15.8
42.00 30.00 150.0 | 128.6 | 87.0 49.0 | 30.2 | 19.9 -
48.00 30.00 150.0 | 120.9 81.0 457 28.2 18.6 -
54.00 30.00 150.0 | 114.2 | 75.8 429 | 26.5 | 175 -
60.00 30.00 150.0 | 108.1 71.3 40.3 25.0 16.5 -
66.00 30.00 148.4 | 102.7 | 67.2 38.1 | 236 | 15.6 -
72.00 30.00 140.8 97.8 63.6 36.1 22.4 - -
78.00 30.00 133.8 | 93.3 60.3 343 | 21.3 - -
84.00 30.00 127.6 89.2 57.4 32.6 20.3 - -
IMPACT RATED UP TO WIND ZONE 3
FL 14632

. . Span and Tributary width (in)
Height (in) 36.00 | 43.00 | 60.00 | 72.00 | 84.00 | 96.00 | 106.00
Window [Transom| 718.00 | 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 53.00
24.00 24.00 | 150.0 [ 150.0 | 123.2 | 69.9 | 434 | 28.8 | 21.3
30.00 | 24.00 | 150.0 [ 150.0 | 111.2 | 629 | 39.0 [ 25.8 | 19.1
36.00 24.00 | 150.0 [ 1458 | 1016 | 574 | 355 | 235 | 17.3
42.00 | 24.00 | 150.0 | 136.1| 936 | 53.0 | 327 | 21.6 | 15.9
48.00 24.00 | 150.0 [ 1276 | 86.7 | 49.2 | 30.4 | 20.1 -
54.00 | 24.00 | 150.0 [ 120.1 ] 80.8 | 459 | 284 | 188 -
60.00 24.00 | 150.0 [ 1134 756 | 430 | 26.7 | 17.6 -
66.00 | 24.00 | 150.0 [ 107.4] 711 | 404 | 25.1 | 16.6 -
72.00 24.00 | 1445 1020 67.0 | 382 | 23.7 | 157 -
78.00 | 24.00 | 1372 ] 972 | 634 | 36.2 | 22.5 - -
84.00 24.00 | 1306 | 928 | 60.2 | 343 [ 21.4 - -
IMPACT RATED UP TO WIND ZONE 3
Maximum design pressure capacity chart (psf)
Units with transom height of: 36 in
Design pressures are positive and negative
. . Span and Tributary width (in)
Height (in) 36.00 | 48.00 | 60.00 | 72.00 | 84.00 | 96.00 | 106.00
Window |Transom| 718.00 | 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 53.00
24.00 | 36.00 | 150.0 [ 150.0 | 104.0 | 58.1 | 35.8 | 23.6 | 17.4
30.00 | 36.00 | 150.0 [ 140.8| 953 | 53.1 | 32.7 | 216 | 15.9
36.00 | 36.00 | 150.0 [ 131.7] 882 | 492 | 30.2 | 19.9 -
42.00 | 36.00 | 150.0 [ 123.7] 821 | 459 | 282 | 185 -
48.00 | 36.00 | 150.0 | 116.6 | 76.7 | 43.0 | 265 | 17.4 -
54.00 | 36.00 | 150.0 [ 110.3 | 72.0 | 405 | 249 | 16.4 -
60.00 | 36.00 | 150.0 [ 104.7 ] 679 | 382 | 236 | 155 -
66.00 | 36.00 | 1471 [ 996 | 642 | 36.2 | 22.3 - -
7200 | 36.00 | 1395 949 | 609 | 344 | 21.2 - -
78.00 | 36.00 | 132.7 | 90.7 | 579 | 32.7 | 20.2 - -
84.00 | 36.00 | 1266 | 86.8 | 552 | 31.2 | 19.3 - -

IMPACT RATED UP TO WIND ZONE 3

REVISIONS
REV DESCRIPTION DATE APPROVED
A REVISED CHARTS 01/13/16 R.L.
B REVISED ANCHORS 08/22/19 R.L.
C REVISED INSTALLATION DETAILS 08/11/20 R.L.
D CURRENT FBC 08/07/26 LMH
—] 106 1/2” MAX. WIDTH (SPAN) |-—
36”
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TRANSOM TRANSOM
HEIGHT
WINDOW WINDOW S:X
WINDOW
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WIDTH
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 | 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/13/16 |RL
2 110203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 | R.L.
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005—T5 C | REVISED INSTALLATION DETAILS 08/11/20 |R.L
4 | Fs—02354 MULLION CLIP DECEUNINCK ALUMINUM 6063—T6 D | CURRENT FBC 08/07/26 | LMH
SUBSTRATE
BY OTHERS
) \7— FOR METAL FRAMING
OR 2X BUCK/WOOD
L INSTALL ANCHORS IN
{Xﬂ:@ 4 LOCATIONS
@\ T SEE NOTES
, 5 & 7 IN SHEET 1
EXTERIOR INTERIOR
ATTACH BRACKET
TO MULL ENDS A
WITH (2) #8 x 3/4”
SELF TAPPING SCREWS
ANCHORS SEE
ANCHORS SEE ggg’? ? & 7
NOTES 5 & 7
SHEET 1 : /@
SEE NOTES /)-8 .8 - - .. ... .8 - -\ oo SRR — SR
5 & 7 ............................................................
SHEET 1 FOR \ & &=~~~ +&#~"$& "~"~\« ... B =

MIN. EMBEDMENT

F /

SEE NOTES 5 & 7
SHEET 1 FOR
MIN. EDGE DISTANCE

SUBSTRATE
BY OTHERS

SUBSTRATE
BY OTHERS

STEEL MULION BRACKET 10203000

INSTALLATION DETAILS
SILL AND HEAD TYP.
FOR WOOD AND METAL INSTALLATION

FL 14632
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 110300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/13/16 |R.L
2 | 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 |R.L.
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/11/20 |R.L.
4 | FS-02354 MULLION CLIP DECEUNINCK ALUMINUM 6063-T6 SUBSTRATE D | CURRENT FBC 08/07/26 | LMH
///~_*_~"",ﬂ\\\\\v/////,\\\\\\____\’<///F-BY OTHERS
7— FOR CONCRETE/
MASONRY
I INSTALL ANCHORS
{X;I:[%} 2 LOCATIONS
@\ SEE NOTE 6
SHEET 1
EXTERIOR INTERIOR
ATTACH BRACKET
/\,___ TO MULL ENDS /\/
WITH (2) #8 x 3/4”
SELF TAPPING SCREWS
ANCHORS SEE
ANCHORS SEE QSEET61
NOTE 6
SHEET 1 E /@
SEE NOTE 6 [ B B
SHEET 1 FOR /. .. & . . 08" e B B

MIN. EMBEDMENT X - & - SO

SUBSTRATE SUBSTRATE
BY OTHERS BY OTHERS
STEEL MULION BRACKET 10203000
INSTALLATION DETAILS
SILL AND HEAD TYP.
CONCRETE/MASONRY INSTALLATION
FL 14632

SEE NOTE 6
SHEET 1 FOR
MIN. EDGE DISTANCE
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1| 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/13/16 |R.L
2 | 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 | R.L
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/11/20 |R.L
4 | FS-02354 MULLION CLIP DECEUNINCK ALUMINUM 6063—T6 D | CURRENT FBC 08/07/26 | LMH
#12SMS OR
SELF DRILLING
SUBSTRATE SCREW
< g % ~
| |
@\ o 4 \ #12 SMS OR
412 SMS OR g(E:IEaFEWDRILLING
| - SELF DRILLING
SCREW
@\ 1 5 FOR METAL FRAMING OR
/ 2X BUCK/WOOD
& INSTALL ANCHORS IN
4 LOCATIONS LWL
SEE NOTES 5 & 7
g1 SHEET 1
™~
EXTERIOR INTERIOR i /
#10 SMS OR \ % /
SELF DRILLING ki A ANCHORS SEE
SCREW NOTES 5 & 7 > dp 8B <k b <
\ SHEET 1
ANCHORS SEE -
NOTES 5 & 7 /@ 10
SHEET 1
} : | | : HORIZONTAL TO VERTICAL MULLION CONNECTION
SEE NOTES - Bl B
5& 7 S BB BB B )
SHEET 1 FOR V- -- - B . ... ... .|  \ g SIGNED: 08/07/2026

MIN. EMBEDMENT

1

SUBSTRATE
BY OTHERS

SEE NOTE 6

SUBSTRATE SHEET 1 FOR
BY OTHERS MIN. EDGE DISTANCE
FS-02354 MULLION CLIP
INSTALLATION DETAILS
SILL AND HEAD TYP.
FOR WOOD AND METAL INSTALLATION
FL 14632
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Eastern

ARCHITECTURAL SYSTEMS
ALUMINUM AND VINYL
800-432-2204
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NON REINFORCED LMI WIND ZONE 3
INSTALLATION DETAILS

DWG NO.

08-00806
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 | 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/13/16 |R.L.
2 | 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 |R.L
S | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/11/20 |R.L.
4 | FS-02354 MULLION CLIP DECEUNINCK ALUMINUM 6063-T6 D | CURRENT FBC 08/07/26 | LMH

SUBSTRATE
///,____,,,,/f~\\\\\v,,,ff’~\\\\\\____j7<///_ BY OTHERS

‘
@\ III I"b > FOR CONCRETE/MASONRY
INSTALL ANCHORS IN
2 LOCATIONS
SEE NOTE 6
SHEET 1

/CD EXTERIOR INTERIOR
" A

S

¢ O

#10 SMS OR
SELF DRILLING Ikt ANCHORS SEE
SCREW NOTE 6

SHEET 1

ANCHORS SEE
NOTES 6 /////<:>
SHEET 1 T

}

SEE NOTE 6
SHEET 1 FOR
MIN. EMBEDMENT

f

SIGNED: 08/07/2026

EASTERN ARCHITECTURAL SYSTEMS

A DIVISION OF
CORNERSTONE BUILDING BRANDS

ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE
ALUMINUM AND VINYL FORT MYERS, FL 33912
800-432-2204

SUBSTRATE

BY OTHERS SEE NOTE 6 10300085 ALUMINUM HORIZONTAL MULLION
SUBSTRATE SHEET 1 FOR I NON REINFORCED LMI WIND ZONE 3
BY OTHERS MIN. EDGE DISTANCE INSTALLATION DETAILS
FS-02354 MULLION CLIP ’ e 18—00806
INSTALLATION DETAILS — —
SILL AND HEAD TYP. 07/30/09 7 _OF 9
FOR CONCRETE/MASONRY INSTALLATION L. ROBERTO LOMAS P.E. i
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 Lu'l_.SL RNOI.':°ng§§1Z'E'

434-688-0609  rllomas@Irlomaspe.com



PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 | 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/13/16 | R.L.
2 110203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 | R.L.
3 [ 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/11/20 |R.L.
4 | FS-02354 MULLION CLIP DECEUNINCK ALUMINUM 6063-T6 D | CURRENT FBC 08/07/26 | LMH
FOR WOOD AND METAL
— FRAMING INSTALLATION

USE (3) ANCHORS PER CLIP
FOR MASONRY/CONCRETE
INSTALLATION

USE (2) ANCHORS PER CLIP

INTERIOR

N

I‘lll\\\\lh\ll S ULTHLHTIEY

.
a8

/ WINDOW ANCHOR
@/ SEE INDIVIDUAL

WINDOW INSTALLATION
®\—A,-—- ATTACH CLIP A,
TO MULL ENDS
NOTES 5, 6 AND

INSTRUCTIONS
WITH (4) #8 x 3/4” @\
SELF TAPPING SCREWS
7 SHEET 1

1X BUCK BY OTHERS,
1X BUCK TO BE \ é g EXTERIOR
PROPERLY SECURED
R /@ WINDOW TO MULLION INSTALLATION DETAIL

WINDOW SHOWN
FOR REFERENCE
ONLY

ANCHORS SEE

ANCHORS SEE
NOTES 5, 6 AND
7 SHEET 1

$

SEE NOTES 5,
6 & 7 SHEET 1
FOR MIN.

EMBEDMENT

f

SEE NOTES 5, 6 AND 7

— SHEET 1 FOR
SUBSTRATE SIGNED: 08/07/2026
BY OTHERS MIN. EDGE DISTANCE
" Eastern EASTERN AiCD'—:\I/-I;g%LUS?L SYSTEMS
MULL CLIP 10300093 B EADELFTEE  comemsmonaiionssmos
INSTALLATION DETAILS 6.5 DRI R ANRNIIE FORTMYERS FLasor2
SILL AND HEAD TYP. 10300085 ALUMINUM HORIZONTAL MULLION
NON REINFORCED LMI WIND ZONE 3
INSTALLATION DETAILS
DWG No.
08-00806
DAE 07/30/09 |SET 8 OF 9
L. ROBERTO LOMAS P.E. .
L R. L P.E.
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 "B Vo 9814

434-688-0609  rllomas@Irlomaspe.com



REVISIONS
REV DESCRIPTION DATE APPROVED
A REVISED CHARTS 01/13/16 R.L.
5” 5 1/2" B | REVISED ANCHORS 08/22/19 |R.L.
5” 4” 5/8" C REVISED INSTALLATION DETAILS 08/11/20 R.L.
. ‘__ 625" 3/8" — D | CURRENT FBC 08/07/26 | LMH
‘ ‘ | |
.5” é
S, o 0 7/8" dp &5 g5 &5
i o O o ‘ — |~— 15/32
938" — 3 5” ~ ~
. 1/21) ‘ )
[( | _ - 9X 9.200" T
P4 ”
2 1/8" 3/47
-957" / _r ) |7 1/8”
1 C — S 1
2X #.250” 478" —| = 2.261" —
FS-02354 MULLION CLIP
STEEL MULLION BRACKET ALUMINUM 6063-T6 .125" THICK
@ 15GA. GALVANIZED STEEL
.875"
4 24 |‘
3” | '5"
— 1.5" =— %
3.258”
T | 4
1"
” O O O @
2.3/4 4 429" —| |—
‘ 3X ¢.300”
Y ., 10300085 ALUMINUM VERTICAL MULLION
75 4.84 ALUMINUM 6005-T5 .075" THICK
f T O O ix 188" SIGNED: 08/07/2026
2 3/4” »» ) EASTERN ARCHITECTURAL SYSTEMS
1.557 C Y F. L [ ] 4/ B .
1 - ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE \ //
ALUMINUM AND VINYL FORT MYERS, FL 33912 * EN <
(l) 8.5 800-432-2204 ‘o' &
- 3 " _f 10300085 ALUMINUM HORIZONTAL MULLION *:
9" 34 NON REINFORCED LMI WIND ZONE 3 o )
| » . COMPONENTS TAT
505 1.748 =0"
DWG NO.
@ MULL CLIP 08-00806
ALUMINUM 6005-T5 .125" THICK DATE 07/30/09 SHEET 9 OF 9
L. ROBERTO LOMAS P.E. .
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 Luis R. Lomas P.E.

434-688-0609 FL No.: 62514

rllomas@Irlomaspe.com
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