REVISIONS

REV DESCRIPTION DATE APPROVED

REVISED CHARTS 01/19/16 |R.L.
REVISED ANCHORS 08/22/19 R.L.
REVISED INSTALLATION DETAILS 08/06/20 |R.L.
CURRENT FBC 08/07/26 | LMH

O|O|T]| >

NOTES:
1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH REQUIREMENTS OF

THE FLORIDA BUILDING CODE.

2. WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY TRANSFER ALL
LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE RESPONSIBILITY OF THE ARCHITECT OR
ENGINEER OF RECORD.

3. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR CALCULATIONS.

4. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND BORNE DEBRIS
REGIONS UP TO WIND ZONE 3.

5. FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #10 WOOD SCREWS WITH SUFFICIENT LENGTH
TO ACHIEVE A 1-3/8" MINIMUM EMBEDMENT INTO SUBSTRATE WITH 1/2" MINIMUM EDGE DISTANCE.
LOCATE ANCHORS AS SHOWN IN INSTALLATION DETAILS.

6. FOR ANCHORING THROUGH FRAME INTO MASONRY/CONCRETE USE 1/4” TAPCONS WITH SUFFICIENT
LENGTH TO ACHIEVE A 1-3/4” MINIMUM EMBEDMENT INTO SUBSTRATE WITH 2 MINIMUM EDGE
DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

7. FOR ANCHORING THROUGH FRAME INTO METAL STRUCTURE USE #10 SMS OR SELF DRILLING SCREWS

WITH SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL WITH

1/2" MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

ALL FASTENERS TO BE CORROSION RESISTANT.

WHEN THE PRODUCT SPECIFIED HEREIN IS INSTALLED WITHIN 3000 FEET OF A SALTWATER COASTLINE,

ALL ANCHORS AND CLIPS MUST COMPLY WITH SALTWATER ENVIRONMENT CORROSION RESISTANCE

REQUIREMENTS OF FBC CHAPTER 17.

10. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'’S
INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS
THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

A. WOOD: MINIMUM SPECIFIC GRAVITY OF G=0.42
B. CONCRETE: MINIMUM COMPRESSIVE STRENGTH OF 2,000 PSI.
C. MASONRY: HOLLOW/FILLED BLOCK PER ASTM C90 WITH f'm=2,000PSI MINIMUM.
D. METAL STRUCTURE: STEEL 18GA (.048") FY=33KSI/FU=52KSI OR
ALUMINUM 6063—-T5 FU=30KSI .125" THICK MINIMUM
11. DESIGN PRESSURE AND INSTALLATION DETAILS SHOWN IN THIS DOCUMENT APPLY ONLY TO THE

MULLION. WINDOWS MUST BE APPROVED UNDER SEPARATE APPROVAL.
12. SINGLE UNITS TO BE MULLED ARE NOT LIMITED TO THOSE SHOWN IN THIS DRAWING. SINGLE UNITS TO
BE MULLED TOGETHER MUST BE MANUFACTURED BY EASTERN ARCHITECTURAL SYSTEMS.
13. DESIGN PRESSURE OF MULLED UNIT SHALL BE CONTROLLED BY THE LESSER DESIGN PRESSURE OF
THE MULLION OR THE INDIVIDUAL WINDOW UNIT. SIGNED: 08/07/2026
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EASTERN ARCHITECTURAL SYSTEMS
A DIVISION OF
CORNERSTONE BUILDING BRANDS

ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE
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{ IMPACT WINDOWS AND DOORS
800-432-2204

10300085 ALUMINUM X MULLION
NON REINFORCED LMI WIND ZONE 3
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Maximum design pressure chart (psf)
Units with 18" transom
Height (in) Tributary width (in)

Window Transom| 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 54.00 | 60.00
24.00 18.00 | 150.0 | 150.0 | 149.8 | 132.7 | 119.2 | 108.1 | 99.0
30.00 18.00 | 150.0 | 143.2 | 125.6 | 111.8 | 100.8 | 91.7 | 84.2
36.00 18.00 | 138.5| 115.7 | 100.6 | 89.6 | 80.8 | 73.5 | 67.4
42.00 18.00 | 109.0| 90.8 | 78.8 | 70.4 | 64.0 | 58.6 | 54.1
48.00 18.00 845 | 70.2 | 60.9 | 54.3 | 49.6 | 459 | 42.7
54.00 18.00 63.4 | 526 | 455 | 406 | 37.0 | 34.3 | 322
60.00 18.00 48.7 | 404 | 349 | 31.0 | 28.2 | 26.1 24.6
66.00 18.00 382 | 316 | 27.2 | 242 | 220 | 20.3 | 19.0
72.00 18.00 30.4 | 251 216 | 19.2 | 174 | 16.0 -

IMPACT RATED UP TO WIND ZONE 3
Maximum design pressure chart (psf)
Units with 30" transom
Height (in) Tributary width (in)

Window Transom| 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 54.00 | 60.00
24.00 30.00 | 141.8 | 1182 101.9 | 89.5 | 79.8 | 72.0 | 65.6
30.00 30.00 | 113.2 | 942 | 81.2 | 714 | 63.6 | 57.4 | 52.3
36.00 30.00 89.8 | 73.8 | 63.2 | 554 | 493 | 444 | 404
42.00 30.00 68.1 55,9 | 47.8 | 420 | 37.5 | 34.0 | 31.0
48.00 30.00 52.7 | 43.2 | 36.9 | 324 | 29.1 26.4 | 24.2
54.00 30.00 415 | 34.0 | 29.0 | 25,5 | 22.8 | 20.8 | 19.2
60.00 30.00 332 | 272 | 232 | 203 | 182 | 16.6 | 153
66.00 30.00 26.9 | 220 | 188 | 16.5 - - -
72.00 30.00 221 18.0 | 154 - - - -

REVISIONS
REV DESCRIPTION DATE APPROVED
A | REVISED CHARTS 01/19/16 |R.L.
B | REVISED ANCHORS 08/22/19 |R.L.
Maximum design pressure chart (psf) C | REVISED INSTALLATION DETAILS 08/06/20 |R.L.
Units with 24" transom
Height (in) Tributary width (in) D | CURRENT FBC 08/07/26 | LMH
Window Transom| 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 54.00 | 60.00
24.00 | 24.00 | 150.0 [ 145.8 [ 127.6 [ 113.4 [ 102.0 | 92.0 | 83.6
30.00 | 2400 [ 141811821019 895 [ 79.8 | 72.0 | 65.6 120—1/2" MAX.
36.00 | 2400 [ 1122 932 | 805 | 71.2 | 63.8 | 57.8 | 52.8 COMBINED WIDTH
42.00 | 2400 | 880 | 725 [ 623 | 55.1 | 495 | 45.0 | 41.3 ]
48.00 | 2400 | 663 | 546 | 469 | 41.4 | 37.4 | 342 | 315 )
54.00 | 24.00 | 511 | 420 | 36.0 | 31.8 | 28.7 | 264 | 244 36
60.00 | 24.00 | 401 | 329 | 28.2 | 249 | 225 | 206 | 19.2 .y 1RANSOM |B| TRANSOM
66.00 | 2400 | 320 | 262 [ 225 [ 198 | 179 | 16.4 | 15.2 HEIGHT
7200 | 24.00 | 259 | 21.2 | 182 | 16.0 - - -
IMPACT RATED UP TO WIND ZONE 3 f
Maximum design pressure chart (psf) 72" WINDOW WINDOW
Units with 36" transom MAX
Height (in) Tributary width (in) wggg.lv.v
Window Transom| 24.00 | 30.00 | 36.00 | 42.00 | 48.00 | 54.00 | 60.00
24.00 | 36.00 | 1122 932 | 805 | 71.2 | 63.8 | 57.8 | 52.8
30.00 | 36.00 | 895 | 73.7 | 63.1 | 553 | 49.2 | 444 | 40.4
36.00 | 36.00 | 686 | 56.3 | 481 | 422 [ 375 | 338 | 30.8
42.00 | 36.00 | 535 | 438 [ 374 [ 328 [ 29.2 | 26.4 | 24.0 ‘ ‘
48.00 | 36.00 | 424 | 346 [ 295 [ 25.8 | 23.1 | 20.9 | 19.1 W1 | | W2 ——
54.00 | 36.00 | 340 [ 278 [ 237 [ 207 [ 185 | 16.8 | 15.4
60.00 | 36.00 | 27.7 | 226 | 192 | 168 | - - ; 10300085 ALUMINUM X MULLION
66.00 | 36.00 | 228 | 186 | 15.8 - - - - NON REINFORCED LMI WIND ZONE 3
72.00 | 36.00 | 189 | 154 - - - - -

IMPACT RATED UP TO WIND ZONE 3

DESIGN PRESSURE TABLE INSTRUCTIONS:

1) DEFINE REQUIRED DESIGN LOAD PER FLORIDA BUILDING CODE CHAPTER 16.

2) DETERMINE TRIBUTARY WIDTH AND MULLION SPAN BASED ON PRODUCT TO BE
INSTALLED. SEE FORMULA FOR TRIBUTARY WIDTH.

3)  LOCATE MULLION SPAN (UNIT HEIGHT) AND TRIBUTARY WIDTH. AT THE INTERSECTION
OF ROW AND COLUMN CONTAINING THE MULLION SPAN AND TRIBUTARY WIDTH

RESPECTIVELY IS THE MULLION RATING FOR PRODUCT IN STEP 2.

IMPACT RATED UP TO WIND ZONE 3

MULLION RATING MUST BE EQUAL OR GREATER THAN REQUIRED DESIGN PRESSURE
OBTAINED IN STEP 1.

FL 14632

TRIBUTARY WIDTH

EASTERN ARCHITECTURAL SYSTEMS
A DIVISION OF
CORNERSTONE BUILDING BRANDS

16341 DOMESTIC AVE
FORT MYERS, FL 33912
800-432-2204

ARCHITECTURAL SYSTEMS

ALUMINUM AND VINYL
{ IMPACT WINDOWS AND DOORS

SIGNED: 08/07/2026

10300085 ALUMINUM X MULLION
NON REINFORCED LMI WIND ZONE 3
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 | 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/19/16 |R.L
2 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 |R.L.
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/06/20 |R.L.
4 | FS-02354 MULLION CLIP ALUMINUM 6063-T5 D | CURRENT FBC 08/07/26 | LMH
SUBSTRATE
/\/\/\—/ BY OTHERS
) \7— FOR METAL FRAMING OR
2X BUCK/WOOD
INSTALL ANCHORS IN
m 4 LOCATIONS
@\ B SEE NOTES 5 & 7
SHEET 1
EXTERIOR INTERIOR
ATTACH BRACKET
Y TO MULL ENDS A,
WITH (2) #8 x 3/4”
SELF TAPPING SCREWS
ANCHORS SEE
NOTES 5 & 7
ANCHORS SEE
NOTES 5 & 7 SHEET 1
SHEET 1 : /@
SEE NOTES /. 8. 8 . . . . o000 g~ R L
5 & 7 ...... PO —— T P e )
SHEET 1 FOR \ ... ... T — SIGNED: 08/07/2026
MlN. EMBEDMENT ............ .......................... EASTERN ARCHITECTURAL SYSTEMS
PP A DIVISION OF
? Easter" CORNERSTONE BUILDING BRANDS
ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE
2 ﬁ:;ﬁ:’:‘ 'v[:‘:‘—'n";w‘g'isn\gg‘n‘;'g FORT MYERS, FL 33912
800-432-2204
SEE NOTES 5 & 7 10300085 ALUMINUM X MULLION
SUBSTRATE SUBSTRATE SHEET 1 FOR NON REINFORCED LMI WIND ZONE 3
BY OTHERS BY OTHERS MIN. EDGE DISTANCE INSTALLATION DETAILS
STEEL MULION BRACKET 10203000 DWG NO.
INSTALLATION DETAILS 08-00807
SILL, HEAD AND JAMBS TYP. DATE 07/31,/09 SHEET 3 OF 9
FOR WOOD AND METAL INSTALLATION . FOBERTO LOMAS PE .
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 LUIFSL RNOL_°"2§§1 Z'E'

434-688-0609  rllomas@Irlomaspe.com




PARTS LIST
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL
1 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5
2 | 10203000 156A. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL /\/\/\—‘/ ;;JBgmé;ES
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5
4 |FS-02354 MULLION CLIP ALUMINUM 6063-T5

OO0
O

D
o=

OO

@0

EXTERIOR

ATTACH BRACKET
TO MULL ENDS A
WITH (2) #8 x 3/4”

SELF TAPPING SCREWS

ANCHORS SEE
NOTE 6
SHEET 1

2 LOCATIONS
SEE NOTE 6
SHEET 1

‘ -~

SEENOTE 6 [/ " B

SHEET 1 FOR ....................

MIN. EMBEDMENT\. ... .. & . .. .. ... ... ... ..

v

SUBSTRATE SUBSTRATE SEE NOTE 6
BY OTHERS BY OTHERS SHEET 1 FOR
MIN. EDGE DISTANCE
STEEL MULION BRACKET 10203000
INSTALLATION DETAILS

SILL, HEAD AND JAMBS TYP.
CONCRETE/MASONRY INSTALLATION

FL 14632

INTERIOR

ANCHORS SEE
NOTE 6
SHEET 1

REVISIONS
REV DESCRIPTION DATE APPROVED
A | REVISED CHARTS 01/19/16 |R.L.
B | REVISED ANCHORS 08/22/19 R.L.
C | REVISED INSTALLATION DETAILS 08/06/20 |R.L.
D | CURRENT FBC 08/07/26 LMH

7— FOR CONCRETE/MASONRY
INSTALL ANCHORS IN

EASTERN ARCHITECTURAL SYSTEMS

A DIVISION OF
CORNERSTONE BUILDING BRANDS

ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE
ALUMINUM AND VINYL FORT MYERS, FL 33912

{ IMPACT WINDOWS AND DOORS

800-432-2204

10300085 ALUMINUM X MULLION
NON REINFORCED LMI WIND ZONE 3

INSTALLATION DETAILS

DWG NO.
08-00807

DATE 07/31/09  [SHEET 4 OF 9

L. ROBERTO LOMAS P.E.
208 7th Ave, INDIALANTIC, FL 32903
434-688-0609  rllomas@Irlomaspe.com

SIGNED: 08/07/2026

Luis R. Lomas P.E.

FL No.:

62514




PARTS LIST

NO. | PART NUMBER DESCRIPTION MANUFACTURER |  MATERIAL
1| 10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5
2 | 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5
4 | Fs-02354 MULLION CLIP ALUMINUM 6063-T5
EXTERIOR
#10 SMS OR 0
SELF DRILLING Tt
SCREW
ANCHORS SEE
NOTES 5 & 7
SHEET 1
SEE NOTES g 3 i Y A
S &7 oo g gl g g s
SHEET 1 FOR \--- B & ... ......gz. g ...

MIN. EMBEDMENT

f

SUBSTRATE
BY OTHERS

FL 14632

REVISIONS
REV DESCRIPTION DATE APPROVED
A | REVISED CHARTS 01/19/16 |R.L.
B | REVISED ANCHORS 08/22/19 R.L.
C | REVISED INSTALLATION DETAILS 08/06/20 |R.L.
D | CURRENT FBC 08/07/26 LMH

SUBSTRATE
///____,,,/f’\\\\\v/,,//’\\\\\\____jf(//ﬁ-BY OTHERS

> FOR METAL FRAMING OR

2X BUCK/WOOD
INSTALL ANCHORS IN
4 LOCATIONS

SEE NOTES 5 & 7
SHEET 1

INTERIOR

ANCHORS SEE

NOTES 5 & 7

SHEET 1

SUBSTRATE

BY OTHERS  SEE NOTE 6

EASTERN ARCHITECTURAL SYSTEMS
A DIVISION OF
CORNERSTONE BUILDING BRANDS

16341 DOMESTIC AVE
FORT MYERS, FL 33912
800-432-2204

ARCHITECTURAL SYSTEMS

ALUMINUM AND VINYL
{ IMPACT WINDOWS AND DOORS

10300085 ALUMINUM X MULLION

SHEET 1 FOR
MIN. EDGE DISTANCE

FS-02354 MULLION CLIP

INSTALLATION DETAILS

SILL, HEAD AND JAMBS TYP.

FOR WOOD AND METAL INSTALLATION

NON REINFORCED LMI WIND ZONE 3
INSTALLATION DETAILS

DWG NO.
08-00807

DATE 07/31/09  [SHEET 5 OF 9

L. ROBERTO LOMAS P.E.
208 7th Ave, INDIALANTIC, FL 32903
434-688-0609  rllomas@Irlomaspe.com
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 |10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/19/16 |R.L
2 | 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 |R.L.
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/06/20 | R.L.
4 | FS-02354 MULLION CLIP ALUMINUM 6063-T5 D | CURRENT FBC 08/07/26 | LMH

SUBSTRATE
/\/\/\__7/ BY OTHERS

> FOR CONCRETE/MASONRY

INSTALL ANCHORS IN
2 LOCATIONS

SEE NOTES 6
SHEET 1

/@ EXTERIOR INTERIOR

#10 SMS OR A,
SELF DRILLING ININIEE A, ANCHORS SEE
SCREW NOTES 6
L SHEET 1
ANCHORS SEE
NOTES 6
SHEET 1

g2

}

SEE NOTE 6
SHEET 1 FOR
MIN. EMBEDMENT

f

SIGNED: 08/07/2026

EASTERN ARCHITECTURAL SYSTEMS
A DIVISION OF
CORNERSTONE BUILDING BRANDS

ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE
ALUMINUM AND VINYL FORT MYERS, FL 33912

{ IMPACT WINDOWS AND DOORS
800-432-2204

SR e~ SEE NOTE 6 10300085 ALUMINUM X MULLION =373
SUBSTRATE SHEET 1 FOR | NON REINFORCED LMI WIND ZONE 3 = o Wit
BY OTHERS MIN. EDGE DISTANCE INSTALLATION DETAILS =% TATE OF
” LY P
DWG NO. Y 'ﬂ 0?:.
FS-02354 MULLION CLIP 08—00807 @f&&/biii‘e@\\\
INSTALLATION DETAILS T 07731708 |75 6 OF 9 i\
SILL, HEAD AND JAMBS TYP.
FOR CONCRETE/MASONRY INSTALLATION L. ROBERTO LOMAS P.E. Luis R. Lomas P.E.
FL ']4632 208 7th Ave, INDIALANTIC, FL 32903 FL No.: 62514
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PARTS LIST REVISIONS
NO. | PART NUMBER DESCRIPTION MANUFACTURER MATERIAL REV DESCRIPTION DATE APPROVED
1 |10300085 ALUMINUM VERTICAL MULLION DECEUNINCK ALUMINUM 6005-T5 A | REVISED CHARTS 01/19/16 |R.L
2 | 10203000 15GA. STEEL MULLION BRACKET DECEUNINCK GALVANIZED STEEL B | REVISED ANCHORS 08/22/19 |R.L.
3 | 10300093 MULL CLIP DECEUNINCK ALUMINUM 6005-T5 C | REVISED INSTALLATION DETAILS 08/06/20 | R.L.
4 | FS-02354 MULLION CLIP ALUMINUM 6063-T5 D | CURRENT FBC 08/07/26 | LMH

USE (3) ANCHORS PER CLIP
FOR MASONRY/CONCRETE
INSTALLATION

USE (2) ANCHORS PER CLIP

FOR WOOD AND METAL
/7 FRAMING INSTALLATION

INTERIOR

NCY M)
HM ——— 0 b
WINDOW ANCHOR
@/ SEE INDIVIDUAL
WINDOW INSTALLATION
INSTRUCTIONS

®\_A,__- ATTACH CLIP A
TO MULL ENDS
ANCHORS SEE EXTERIOR

WITH (4) #8 x 3/4” @\
SELF TAPPING SCREWS
NOTES 5, 6 & 7

1X BUCK BY OTHERS, \ é é SHEET 1 WINDOW TO MULLION INSTALLATION DETAIL

WINDOW SHOWN
FOR REFERENCE
ONLY

"2 ¢

FOR ANCHORS
SEE NOTES
5 6 & 7
SHEET 1

#

SEE NOTES 5,
6 & 7 SHEET 1
FOR MIN.

EMBEDMENT

1

1X BUCK TO BE
PROPERLY SECURED

SEE NOTES 5, 6 & 7

— SHEET 1 FOR
SUBSTRATE SIGNED: 08/07/2026
BY OTHERS MIN. EDGE DISTANCE
E ' EASTERN Ai%:'\l/-l;gg;\jugé\l_ SYSTEMS
MULL CLIP 10300093 Lo Ier comersTond S swos
INSTALLATION DETAILS A0 BT NERARR R o e "
SILL, HEAD AND JAMBS TYP. 10300085 ALUMINUM X MULLION

NON REINFORCED LMI WIND ZONE 3
INSTALLATION DETAILS

DWG NO.
08-00807
DAE 07/31/09  |SMEET 7 OF 9
L. ROBERTO LOMAS P.E. .
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 LUIFSL RNOL_° oy Z'E'

434-688-0609  rllomas@Irlomaspe.com




REVISIONS
REV DESCRIPTION DATE APPROVED
A | REVISED CHARTS 01/19/16 |R.L.
cup cuP
FS—02354 FS—02354 B | REVISED ANCHORS 08/22/19 |R.L.
C | REVISED INSTALLATION DETAILS 08/06/20 |R.L.
\ J L D | CURRENT FBC 08/07/26 | LMH

e
g [T

#10 SMS OR

SELF DRILLING
SCREW

#10 SMS OR
SELF DRILLING
SCREW

|
=
|

|
).
|

#10 SMS OR
SELF DRILLING
SCREW

CUP-—//////

F‘“ﬁ
:

\\\\\h-oup
FS—-02354 FS-02354
i::§§\—-#1o SMS OR
SELF DRILLING
SCREW
SIGNED: 08/07/2026
EASTERN ARCHITECTURAL SYSTEMS
Ll SN FASTOCII o555 oo
- ARCHITECTURAL SYSTEMS 1(;.‘»)341 DOMEST}sz ?;/;12
ALUMINUM AND VINYL FORT MYER! ,
HORIZONTAL TO VERTICAL MULLION CONNECTION s TTOTT ERRR AT TR cwoaseons
10300085 ALUMINUM X MULLION
NON REINFORCED LMI WIND ZONE 3
INSTALLATION DETAILS
DWG NO.
08-00807
DATE 07 /31 /09 SHEET 8 OF 9
L. ROBERTO LOMAS P.E. .
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 Luis R. Lomas P.E.

434-688-0609  rllomas@Irlomaspe.com FL No.: 62514




REVISIONS
REV DESCRIPTION DATE APPROVED
i 5” A | REVISED CHARTS 01/19/16 |R.L.
- + B | REVISED ANCHORS 08/22/19 |R.L
] " 63" 5 1/2" C | REVISED INSTALLATION DETAILS 08/06/20 |R.L.
é,, | 5/8" D | CURRENT FBC 08/07/26 | LMH
: o O o O 3/8" —
o o 0o | o
947 O\ 3.5 778" &8 © & ©
| - 9X 8.200” f i
[( 7 | —| |—15/32
96" /27 ]
| . , , 2 1/8" 3/47 | )
2X 8.250 48" —| | 2.260 — _f_ . |7 1/8
STEEL MULLION BRACKET c - B— )

—_—]

15GA. GALVANIZED STEEL
@ FS-02354 MULLION CLIP
ALUMINUM 6063-T6 .125" THICK

88"
4 24"

3" — .5 -
— 15 |-
- | 3.26"
-
) 34 /O O O_—f_ S

‘ 3% 6.300" / 10300085 ALUMINUM VERTICAL MULLION

—

75" 4.84" ALUMINUM 6005-T5 .075" THICK
f O O SIGNED: 08/07/2026
2 3/4" | — 4X ¢.188”
1 5 6 » A" Eastern EASTERN Ai%l—li\l/'ll'g%‘l;\‘Ug?L SYSTEMS
: CORNERSTONE BUILDING BRANDS
l - ARCHITECTURAL SYSTEMS 16341 DOMESTIC AVE \ . ///
o E5 CrRY N ANRINNS FORTMYERS, R o EN o
i B N | .
" _1 10300085 ALUMINUM X MULLION *:
9" 34 NON REINFORCED LMl WIND ZONE 3 = o Wit
' . . COMPONENTS TAT
51 1.75 =0’
DWG NO.
@ MULL CLIP 08—-00807
ALUMINUM 6005-T5 .125" THICK DATE 07/31 /09 SHEET 9 OF 9
L. ROBERTO LOMAS P.E. .
FL 14632 208 7th Ave, INDIALANTIC, FL 32903 Luis R. Lomas P.E.

434-688-0609 FL No.: 62514

rllomas@Irlomaspe.com
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