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ASSEMBLY FOR GLAZING UP TO A
3'0 x 6'8 SINGLE PANEL

"Impact Resistant" 

35.75" MAX
PANEL WIDTH
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SWING DOOR OR
SIDELITE SYSTEM
UNDER SEPARATE
APPROVAL

Severe Weather  Doorglass
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20.63" MAX.
D.L.O. WIDTH
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MAX. DESIGN PRESSURE RATING (PSF)

1" INSULATED LAMINATED GLASS +65.0
1-1/4" INSULATED LAMINATED GLASS

-65.0"KEYSTONE"

NEGATIVEPOSITIVEPROFILEGLAZING TYPE

"KEYSTONE" +65.0 -65.0
3

2
4

1
4

This item has been digitally signed and sealed by
L. F. Schmidt, P.E. on the date adjacent to the seal.

Printed copies of this document are not
considered signed and sealed and the signature
must be verified on any electronic copies.

THIS PRODUCT APPROVAL IS VALID
ONLY FOR THE STATE OF FLORIDA

ODL, Inc. 

Glazing Details

GENERAL NOTES

This product has been evaluated and is in compliance with the 9th Edition (2026) Florida
Building Code (FBC) structural requirements including the High Velocity Hurricane Zone
(HVHZ).

When used in the "HVHZ", this product complies with Section 1626 of the Florida Building
Code and does not require an impact resistant covering.

When used in areas outside of the "HVHZ" requiring wind borne debris protection, this
product complies with FBC Sections 1609.1.2 & R301.2.1.2 and does not require an impact
resistant covering. This product meets missile level "D" and includes Wind Zone 4 as defined
in ASTM E 1996.

This product meets the water infiltration requirements for "HVHZ".

This product is approved for use as a substitute doorglass assembly in conjunction with a
glazed fiberglass side hinged swing door and/or fixed sidelite possessing a comparable
current Florida Statewide product approval.

The design pressure (DP) rating shall be the lesser of the DP rating shown in this approval or
the DP rating shown in the glazed fiberglass side hinged swing door or fixed sidelite
approval being used.

The door panel and lite opening size shall not exceed the sizes shown in this approval or the
glazed fiberglass side hinged swing door or fixed sidelite approval being used.

This product has been tested in the door and/or sidelite panels as specified on Sheet 5 of
this approval.  Substitution into a similar product may be approved for use by the local
Authority Having Jurisdiction.  In all cases, the glazed fiberglass door and/or sidelite used
must possess a comparable current Florida Statewide product approval.
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5. "KEYSTONE" LITE DETAIL

w/ Reclosable Fastener Tape 
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ODL 6'-8" IMPACT PVC LITE FRAME

ODL LITE FRAME CROSS SECTIONS
"Keystone" Profile

(See Sheet 4 for operable blind cross sections)

2
2

HORIZONTAL CROSS SECTION

1
2

VERTICAL CROSS SECTION

G1G2

G1 G2
2A

INTERIOR

EXTERIOR

G3

G3
INTERIOREXTERIOR

2B ODL KEYSTONE PVC LITE FRAME
1-1/4" GLAZING2A ODL KEYSTONE PVC LITE FRAME

1" GLAZING

DOOR/SIDELITE
PANEL
(TYP.)

"KEYSTONE"

2A

1.75"

2.
63

"

1.54"

0.67"

1.
86

"

0.8"

1"

1.
25

"

1.6"

1.75"

2.
63

"

1.54"

0.67"

1.
86

"

0.8"

1.6"INTERIOR
FRAME

INTERIOR
FRAME

EXTERIOR
FRAME

EXTERIOR
FRAME

CO-EXTRUDED
FLEXIBLE PVC SEALS

(TYP.)
SCREW COVER

(TYP.)

#8 X 2-1/4" PPH
SELF-DRILLING SMS

(24 TOTAL)
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G1 GLAZING DETAIL
INTERCEPT SPACER

0.090" SAFLEX   PVB INTERLAYER

1/8" TEMPERED GLASS
AIR SPACE

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1" THICK GLASS

5/8" GLASS BITE2A

DOW 995 STRUCTURAL SILICONE

INTERCEPT SPACER
(TIN PLATED STEEL)

RIGID PVC
H-CHANNEL

G2 GLAZING DETAIL
DECOSEAL G3 GLAZING DETAIL

INTERCEPT SPACER
w/ OPTIONAL MUNTIN

1/8" TEMPERED GLASS
AIR SPACE

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1" THICK GLASS

5/8" GLASS BITE2A

DOW 995 STRUCTURAL SILICONE

RIGID PVC
H-CHANNEL

1/8" TEMPERED GLASS
AIR SPACE

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1" THICK GLASS

5/8" GLASS BITE2A

DOW 995 STRUCTURAL SILICONE

INTERCEPT SPACER
(TIN PLATED STEEL)

RIGID PVC
H-CHANNEL

DURASEAL™
(by TRUSEAL TECHNOLOGIES)

SURROUND (BOTTOM
OUT IN GROVE)

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

INTERIOR

EXTERIOR

®

0.090" SAFLEX   PVB INTERLAYER® 0.090" SAFLEX   PVB INTERLAYER®

MUNTIN (OPTIONAL) MUST BE
CENTERED BETWEEN GLASS

#8 X 2-1/4" PPH
SELF-DRILLING SMS

#8 X 2-1/4" PPH
SELF-DRILLING SMS

#8 X 2-1/4" PPH
SELF-DRILLING SMS

*RECLOSABLE
FASTENER TAPE

(SEE DETAIL)

RECLOSABLE
FASTENER TAPE

(SEE DETAIL)

*RECLOSABLE
FASTENER TAPE

(SEE DETAIL)

*NOTE: RECLOSABLE FASTENER TAPE IS NOT REQUIRED
FOR A 16" OR SMALLER (NOMINAL) KEYSTONE FRAME
WIDTH (MAXIMUM D.L.O. = 12.63")

RIGID PVC
GLASS SPACER

RIGID PVC
H-CHANNEL

RECLOSABLE FASTENER TAPE
(POLYPROPYLENE)

CENTERED ON EXTERIOR LITE FRAME
(55% MIN. COVERAGE ON

VERTICAL SIDES ONLY)
EXTERIOR LITE FRAME DETAIL
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ALUMINUM
PVC

ALUMINUM

PVC

PVC

INTERIOREXTERIOR

EXTERIOR

ALUMINUM
G4

2B

G4
2B

2
4

HORIZONTAL CROSS SECTION
WARMEDGE OPERABLE BLIND

1
4

VERTICAL CROSS SECTION
WARMEDGE OPERABLE BLIND

INTERIOR

5/8" GLASS BITE2B
DOW 995 STRUCTURAL SILICONE

RIGID PVC
H-CHANNEL

1/8" TEMPERED GLASS
AIR SPACE

1/8" ANNEALED OR HEAT STRENGTHENED GLASS

1/8" ANNEALED OR HEAT STRENGTHENED GLASS
OPERABLE BLIND

INTERIOR

EXTERIOR
1-1/4" OVERALL GLASS THK.

0.090" SAFLEX   PVB INTERLAYER®

ALUM GLASS SPACER OR WARMEDGE
POLYURETHANE

G4 GLAZING DETAIL
ALUM SPACER w/ OPERABLE BLIND

#8 X 2-1/4" PPH
SELF-DRILLING SMS

* NOTE: RECLOSABLE FASTENER TAPE IS NOT REQUIRED
FOR A 16" OR SMALLER (NOMINAL) KEYSTONE FRAME
WIDTH (MAXIMUM D.L.O. = 12.63")

*RECLOSABLE
FASTENER TAPE

(SEE DETAIL, SHEET 3)
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NOTE: SEE GENERAL NOTE 6, SHEET 1
FOR DESIGN PRESSURE LIMITATIONS

1.
1"

1.75"

1.
1"

35.75"

79
.2

5"

SECTION B-B

BOTTOM RAIL
(COMP.)

FOAM CORE
(POLYURETHANE)

FIBERGLASS SKIN
(0.090" MIN.)

TOP RAIL
(COMP.)

FIBERGLASS DOOR PANEL
Plastpro 6'-8"

  (w/ WOVEN FIBERGLASS)

B

B

A A

SECTION A-A

FIBERGLASS DOOR PANEL
ODL 6'-8"

  (w/ WOVEN FIBERGLASS)

C C

D

D

SECTION C-C

35.75"

79
.2

5"

SECTION D-D

0.7"

CAP
(PVC)

0.7"

2.8"
0.7"

CAP
(PVC)

LATCH STILE
(LVL)

HINGE STILE
(LVL)

1.
75

"

0.7"
0.35"

HINGE STILE
(LVL)COMPOSITE

CAP

LATCH STILE
(LVL) COMPOSITE

CAP

0.7"

0.35"
2.8"

LATCH STILE
REINFORCEMENT

(LVL)

1.
75

"

1"

BOTTOM RAIL
(COMP)

1"

TOP RAIL
(COMP)

1.75"

FOAM CORE
(POLYURETHANE)

FIBERGLASS SKIN
(0.095" MIN.)

0.01"

0.10"

WOVEN FIBERGLASS

DOOR SKIN DETAIL

FIBERGLASS SKIN
(0.09" MIN.)

0.01"

0.105"

WOVEN FIBERGLASS
DOOR SKIN DETAIL

FIBERGLASS SKIN
(0.095" MIN.)

*

*NOTE: WOVEN FIBERGLASS IS
LOCATED 18" FROM THE TOP

& BOTTOM OF THE PANEL

18
"

18
"

Z:
\2

02
3 

FB
C 

D
ra

w
in

gs
\O

D
L, 

In
c\

FL
-1

49
35

 R
12

\F
L-

14
93

5.
11

.d
w

g


		2026-07-20T15:09:02-0400
	Lyndon F Schmidt




