INSTALLATION NOTES:

1.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE

MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/4 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD

BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

. FOR INSTALLATION INTO WOOD FRAMING USE #10 WOOD

SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH
MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

. FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY,

OR DIRECTLY INTO CONCRETE/MASONRY, USE 3/16 INCH
DIAMETER ITW TAPCONS OF SUFFICIENT LENGTH TO ACHIEVE 1
1/4 INCH MINIMUM EMBEDMENT WITH 2 1/2" MIN. EDGE
DISTANCE.

. FOR INSTALLATION INTO STEEL STUD FRAME USE #10-16 TEK

SCREWS OF SUFFICIENT LENGTH TO ACHIEVE A MINIMUM 3
THREADS PENETRATION BEYOND STEEL STRUCTURE.

. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL

FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE

MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

10.FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL

INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE
IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR
JOINT INTO FACE SHELL OF BLOCK.

11.INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE

WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

14.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 1924 PSI
AND GROUT CONFORMS TO ASTM C 476, MINIMUM GROUT
COMPRESSIVE STRENGTH OF 2000 PSI.
HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 1924 PSI.
STEEL - MINIMUM YIELD STRENGTH OF 36 KSI. MINIMUM
WALL THICKNESS OF 48 MIL (0.048" or 18 GAUGE). MIN. 1/2"
EDGE DISTANCE.

ETO DOORS

WOOD GLAZED INSWING
NON-IMPACT RATED DOORS

GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT EDITION
OF THE FLORIDA BUILDING CODE (FBC), INCLUDING HVHZ

AND HAS BEEN EVALUATED ACCORDING TO THE FOLLOWING:

o TAS 202-94

. ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY AND 2X FRAMING AS A MAIN WIND
FORCE RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE
FOUNDATION IS THE RESPONSIBILITY OF THE ENGINEER OR
ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT IN NON-HVHZ
AND TO BE REVIEWED BY BUILDING OFFICIAL FOR HVHZ.
DEVIATION FROM NOA REQUIRES ONE TIME APPROVAL BY
MIAMI-DADE COUNTY RER.

. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON
THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

. DOOR FRAME MATERIAL: SOLID MAHOGANY

. DOOR FRAME MATERIAL: MAHOGANY (MIN. S.G.=0.44). ALL
WOOD COMPONENTS TO BE EQUAL OR STRONGER.

. IN ACCORDANCE WITH THE FBC, WOOD COMPONENTS SHALL
HAVE BEEN PRESERVATIVE TREATED OR SHALL BE OF A
DURABLE SPECIES.

. IN ACCORDANCE WITH THE FBC, DISSIMILAR METALS
INCLUDING FASTENERS THAT MAY COME INTO CONTACT
WITH ALUMINUM UNIT FRAMING SHALL BE PROTECTED.

10.GLASS MEETS THE REQUIREMENTS OF ASTM E 1300 GLASS
CHARTS. SEE SHEET 3 FOR GLAZING DETAIL.
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REMARKS

5TH ED. FBC CODE UPDATES
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THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL
PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WTH THIS DOCUMENT

DESIGN PRESSURE RATING

DESIGN PRESSURE - DOUBLE DOORS

MISSILE IMPACT RATING

+60*/- 60 PSF

NOT RATED FOR WATER

INFILTRATION NON-IMPACT
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OVERALL UNIT MAX.

WIDTH 98.50"
PANEL MAX.

D.L.O. MAX.

WIDTH 49.00"

= WIDTH 37.16" " |

OVERALL UNIT MAX.

WIDTH 98.50"

PANEL MAX.
WIDTH 49.00"

D.L.O. MAX.

= WIDTH 37.16" " |

doors

ETO DOORS
1340 E. 6TH STREET
LOS ANGELES, CA 90021
PH: (213) 622-2003

SEE DETAIL A\

WWW.ETODOORS.COM

SEE DETAIL A\

UNIT
MAX.
HEIGHT
97.25"

PANEL
MAX.

HEIGHT /E\
94.50" v
D.L.O.

MAX.
HEIGHT
79.53"

UNIT
MAX.
HEIGHT
97.25"

PANEL
MAX.
HEIGHT
94.50"

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

ELEVATIONS
& ANCHOR LAYOUTS

398 E. DANIA BEACH BLVD., STE. 338

PREPARED BY

WOOD GLAZED 1/S
NON-IMPACT RATED DOORS

BUILDING DROPS, INC.

INACTIVE J
INACTIVE

|

SPRINGLINE
MAX.
HEIGHT
48.88"

PARTIAL

D.L.O.
MAX.
HEIGHT
79.53"

| . |

<O

SEE DETAILA

REMARKS
5TH ED. FBC CODE UPDATES

6TH ED. FBC CODE UPDATES
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X
N /
>

SEE DETAILA
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THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL
PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT
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OVERALL UNIT MAX.
WIDTH 49.25"
PANEL MAX.

WIDTH 48.00" doors

. D.LO.MAX.
WIDTH 37,00 i

(ﬂ LOS ANGELES, CA 90021

4 PH: (213) 622-2003
v WWW.ETODOORS.COM

NOTE:
1) ALL GLAZING CONFIGURATIONS SHALL
COMPLY WITH SAFETY GLAZING
REQUIREMENTS OUTLINED IN THE FBC. 1" O.A. INSULATED GLASS
CONSISTING OF:
HEIGHT 0.125" TEMPERED GLASS,
97.25 0.75" AIR SPACE,
PANEL 0.125" TEMPERED GLASS

MAX.
HEIGHT

(FN 1N ~
y 5 5 NOTE: 0.36" GLASS N
94.50 v & l v 1) ALL GLASS LITES THAT EXCEED 36" IN r BITE INTERIOR

UNIT
MAX.

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

WOOD GLAZED I/S
PREPARED BY
/\|! 398 E. DANIA BEACH BLVD., STE. 338

NON-IMPACT RATED DOORS
& GLAZING DETAILS
BUILDING DROPS, INC.

ELEVATION, ANCHOR LAYOUT,

IKAIA)C() @ WIDTH SHALL USE APPROVED SETTING

SPRINGLINE BLOCKS IN ACCORDANCE WITH THE FBC
HE|GHT MAX ? 2
79.53 HEIGHT EXTERIOR REMARKS

‘ 73.04 ‘ #8 X 1" WOOD 5TH ED. FBC CODE UPDATES

TREMCO TREMSILL SCREW @ 6" O.C. 6TH ED. FBC CODE UPDATES
600 SILICONE FULL PERIMETER

GLAZING DETAIL 1

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE. IF SITE
N CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A

WITH THIS DOCUMENT

S~ " PREVARE MITE SPECIFIC POGUMENTS FOR USE
ELEVATION SEE DETAIL B 1.25" 0.A.

PANEL DEPTH

0.50" PLYWOOD
PANEL CORE

7/

WOOD CAP

18" MAX. ': 0.48" PANEL /

0.C. (TYP. “ BITE |/
(TYP) N 3/8" THREADED ROD r \

W/ NUT THROUGH \ MAHOGANY PANEL
~— STILES & TOP/ f EXTERIOR VENEER

DETAIL A  BOTTOMRAIL, TYP. L #8 X 1" WOOD

- TREMCO TREMSILL SCREW @ 6" O.C.

A
600 SILICONE FULL PERIMETER 7, 4 Qs Fa%‘kcz?a APE.
INSTALLATION PANEL DETAIL 1 11 B P‘\%aé‘é’é.g?ﬁéa

L3
R
.S’Hk“ %EACH BLVD. # 338

398 E.
ANCHOR, TYP. DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578
ACTIVE

" FL15125

21.00" MAX.
0.C. (TYP.)

i 4 pate: 12.08.11
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CONCRETE/ MASONRY
BY OTHERS 3/4" MIN. 3/4" MIN.

EDGE DISTANCE #10 WOOD SCREW EDGE DISTANCE
CAULK BETWEEN INSTALLATION ANCHOR

CONCRETE/ MASONRY & 2X . #10-16 ITW TEK R

\WOOD BUCK BY OTHERS : T et e e 11/2" MIN. INSTALLATION ANCHOR MIN. 3 THREADS doors

2XWOOD BUCK—_| - Fasl i ey vyt Y| | EMBEDMENT MIN. 18 GA. STEEL p PENETRATION

EXTERIOR FINISH —J - | sHimseace EXTERIOR FINISH ) [~ SHIM SPACE W ETaD00RS Com

BY OTHERS S BY OTHERS :

PERIMETER CAULK - ‘ PERIMETER CAULK_/ £
BY OTHERS BY OTHERS % —)

(4) #8 FHS PER S (4) #8 FHS PER
BASE ANGLE (#12) BASE ANGLE (#17)

INTERIOR & e INTERIOR

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

WOOD GLAZED I/S
NON-IMPACT RATED DOORS
VERTICAL SECTIONS
PREPARED BY
BUILDING DROPS, INC.
/\'I 398 E. DANIA BEACH BLVD., STE. 338

REMARKS
,\ (2) #8 FHS & ]-\(2) #8 FHS & 5TH ED. FBC CODE UPDATES
(2) #10 FHS PER (2) #10 FHS PER 6TH ED. FBC CODE UPDATES
SEE GLAZING SURFACE BOLT SEE GLAZING SUREACE BOLT :
DETAIL 1 ASSEMBLY (#11) DETAIL 1 ASSEMBLY (#11)

w | _[a w 7 [a THE INSTALLATION DETAILS DESCRIBED HEREIN
/B VERTICAL SECTION /C\ VERTICAL SECTION *CoNmOls FOR & SreGe ST STE

CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A
\U HEAD - 2X WOOD BUCK W HEAD - STEEL STUD LICENSED ENGINEER OR ARCHITECT SHALL
PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT

N ' (2) #8 FHS &
(2) #10 FHS PER

SEE GLAZING SURFACE BOLT SEE GLAZING

SEE GLAZING
DETAIL 1\ ASSEMBLY (#11) DETAIL 1\ DETAIL 1 \

EXTERIOR INTERIOR

O.A.
UNIT

]
HEIGHT I L] l

EXTERIOR INTERIOR EXTERIOR INTERIOR

7
398 IE’%JAIF\PT E[;Rél)-IPSBL{I"IlDC # 338

ANIA BEACH, FL 33004
FBPE CERT OF AUTHORIZATION No. 29578

SEE PANEL SEE GLAZING FL#:

(4) #8 FHS PER CETAILT SLAZING :
ANGLE PLATE (#12) TAl ‘ FL15125

| oae. 12.08.11

! NN\ _ L DWG. BY: CHK. BY:
PERIMETER CAULK S R 11/4" . JLA HFN
BY OTHERS R .
CONCRETE/MASONRY T ey T EMBEDMENT @— | | BN scale:  NTS
BY OTHERS e N * ¥ owe.#: ETO007
NSTALLATION ANCHOR |~ 23/2" Win (D\ VERTICALSECTION  (E\ VERTICAL SECTION

m VERTIC AIL SE EGE-DILTS\‘ IC\E| W MIDRAIL- GLAZED & OPAQUE W MIDRAIL-GLAZED 4

SILL - CONCRETE/MASONRY
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11/2" MIN. 11/4" MIN. doors

EMBEDMENT 1/4" MAX. 1/4" MAX. EMBEDMENT £T0 DOORS

SHIM SPACE INTERIOR INTERIOR SHIM SPACE 1340 E. 6TH STREET

ZINTERIUR . LOS ANGELES, CA 90021
15 SEE GLAZING SEE GLAZING Ao . PH: (213) 622-2003

CONCRETE/ MASONRY T\ DETAIL 1 DETAIL 1 T CONCRETE/ MASONRY W £T0D00RS COM
BY OTHERS RS \ < ™ BYOTHERS

CAULK BETWEEN N ~ \ | T—— cAULK BETWEEN

CONCRETE/ MASONRY & 2X " ' ‘ ‘ ‘ = NS . Nié CONCRETE/MASONRY & 1X
WOOD BUCK BY OTHERS N - X oy 1 - WOOD BUCK BY OTHERS

#10 WOOD SCREW <N § R 1X WOOD BUCK
INSTALLATION ANCHOR A ‘ el BY OTHERS
S S 3/16" ITW TAPCON

8 L INSTALLATION ANCHOR

PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004

PREPARED BY

WOOD GLAZED I/S
NON-IMPACT RATED DOORS

3/4"MIN. %, Sy
EDGE DISTANCE .. " EXTERIOR — \ 21/2" MIN.

EDGE DISTANCE

2X WOOD BUCK ¥ N 1
BY OTHERS SIS s AN

HORIZONTAL SECTIONS
BUILDING DROPS, INC.

T s REMARKS
EXTERIOR FINISH S AN O.A. O.A.
BY OTHERS , UNIT UNIT | STH ED. FBC CODE UPDATES
WIDTH WIDTH BY OTHERS 6TH ED. FBC CODE UPDATES

PERIMETER CAULK HORIZONTAL SECTION HORIZONTAL SECTION PERIMETER CAULK

BY OTHERS BY OTHERS
HINGE JAMB - 2X WOOD BUCK @ HINGE JAMB - CONCRETE/MASONRY

THE INSTALLATION DETAILS DESCRIBED HEREIN
ARE_GENERIC AND MAY NOT REFLECT ACTUAL
CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM_THE REQUIREMENTS DETAILED HEREIN, A
LICENSED ENGINEER OR ARCHITECT SHALL
PREPARE SITE_SPECIFIC DOCUMENTS FOR USE

MIN. THREE THREADS WITH THIS DOCUMENT

INTERIOR |~«— PENETRATION BEYOND

1/4" MAX. STEEL STRUCTURE
INTERIOR SHIM SPACE

SEE GLAZING seePANEL \ 3/4" MIN.

DETAIL 1\ DETAIL 1 ] [ EDGE DISTANCE

| > #10-16 TEK SCREW , ¢ Oligaes reoErpy v
INSTALLATION 308 EFRARASERG B, # 338
SEE GLAZING

ANCHOR DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578

(2) #8 FHS &
(2) #10 FHS PER ) DETAIL1 MIN. 18 GA. STEEL

SURFACE BOLT EXTERIOR STUD BY OTHERS FL#:
ASSEMBLY (#11) #10 X 2-1/2" FHSMS = FL15125

EXTERIOR 3" FROM END & 12"

O.C. VERTICALLY DATE:
TN == EXTERIOR FINISH 12.08.11

UNIT JLA HEN

WIDTH SCALE: NTS

/H\ HORIZONTAL SECTION HORIZONTAL SECTION PERIMETER CAULK Dwe.#. ETO007

@ ASTRAGAL LOCK JAMB - STEEL STUD BY OTHERS SHEET:
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BILL OF MATERIALS
ITEM NO. DESCRIPTION MATERTAL MANUFACTURER/NOTES

1 |DOOR FRAME MAHOGANY ETO DOORS

2 |ouTSWING THRESHOLD ALUMINUM ENDURA NOTES: doors

= i il b ; mic?:gﬁ'gwc'? '\/\iﬁ:%i? FBC, ALL WOOD COMPONENTS SHALL HAVE e

3 |ROTVON BATL B AENG A R DL ' BEEN PRESERVATIVE TREATED OR SHALL BE OF A DURABLE SPECIES. (O ANGELES, CA 9001

5 MIDRAIL MAHOGANY ETO DOORS 1) e 00

6 |sTILE MAHOGANY ETO DOORS ,

7 |ASTRAGAL MAHOGANY ETO DOORS 0 23 .

© 9 " shg S

MAHOGANY ALUMINUM 6063-T5 W/ OAK FILLER Mo EE g2iass

10 WEATHERSTRIP Q-LON SCHLEGEL SE gk g 527312

11 |SURFACEBOLTS STAINLESS STEEL ROCKWOOD 4—‘ 2.40" |=— * o g é - FEES

12 |STRIKE PLATE STAINLESS STEEL - ‘ % ) 8 2 53| 3 LI

13 |3 POINT LOCK SYSTEM STEEL W&F 3000-1-4070 vz Lo = 1.81" =3 3|5 3°

14 |2 POINT LOCK SYSTEM STEEL W&F 3027-12-6033 ' Z K & z S

15  |HINGE STEEL HAGAR ] f ) —f_ z = <.‘

16 |DOOR SWEEP VINYL - 4.6 >-81 £ q

17  |DEADBOLT LOCK STEEL HUTTIG/C&C REMARKS

e TOP RAIL @ BOTTOM RAIL @ MIDRAIL @ STILE STH ED, FBC CODE UPDATES
MAHOGANY MAHOGANY MAHOGANY MAHOGANY 6TH ED. FBC CODE UPDATES

5.00" ———= "
| n | n 5.00
‘ = 9.00 ] |—— 5.00 ——'

THE INSTALLATION DETAILS DESCRIBED HEREIN
— ARE GENERIC AND MAY NOT REFLECT ACTUAL

/_\ CONDITIONS FOR A SPECIFIC SITE. IF SITE
————— —| " L " CONDITIONS CAUSE INSTALLATION TO DEVIATE
1.75 1.75" — —  — 1.75" | 1.75 FROM THE REQUIREMENTS DETAILED HEREIN, A

. . LICENSED ENGINEER OR ARCHITECT SHALL
~— —] = = PREPARE SITE SPECIFIC DOCUMENTS FOR USE

WTH THIS DOCUMENT

GLASS STOP @ RAISED PANEL @ 3 POINT LOCK SYSTEM 2 POINT LOCK SYSTEM
MAHOGANY MAHOGANY W/ PLYWOOD CORE STEEL STEEL
& r 1.25" 0.75" 7 i .
% 0.89" ~ ! :
T e ﬂ
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