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. .. . . ., . THIS PRODUCT APPROVAL IS VALID
This product has been evaluated and is in compliance with the 9th Edition (2026) Florida ONLY FOR THE STATE OF FLORIDA

Building Code (FBC) excluding the "High Velocity Hurricane Zone" (HVHZ).

GENERAL NOTES

When used in areas requiring wind borne debris, this product must be installed over an
impact resistant substrate. Sheathing shall comply with FBC Section 2304.6.

Site conditions not covered by this drawing are subject to further engineering analysis.
Vinyl siding shall be labeled as conforming to the requirements of ASTM D 3679 and

installed in accordance with this approval, ASTM D 4756 and the manufacturer's
installation instructions.

siding. In addition, exterior walls with vinyl siding must conform to FBC Section 1405.14,
including the water-resistive requirements as specified in FBC Section 1403.

__—

Allowable negative design wind pressures (psf) have been calculated according to the
provisions of ASTM D 3679-21 Annex Al.

AN

with FBC Sections 1711.1 or R332.1.
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16"0.C. (TYP.)
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NAILS (CORROSION RESISTANT)

w/ 7/16" DIA. HEAD SPACED 16" O.C.
HORIZONTALLY (TYP.) AT EACH STUD.

=

7/16" MIN. SHEATHING (BY OTHERS) MUST BE
CONTINUOUS OVER 3 OR MORE SUPPORTS
AND NAILED IN ACCORDANCE WITH THE FBC.

2X STUDS @ 16" O.C. MAX (BY OTHERS)
(MIN. SPECIFIC GRAVITY, G = 0.42)
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