=Pl Gem'ﬁ*
PLY GEM WINDOWS - PREMIUM MIRA SERIES IMPACT ALUMINUM |-

433 N. MAIN ST,

CLAD FIN FRAME DOUBLE HUNG FIXED WINDOW | soccwoun s

PH: 540-484-6348
FX: 540-484-6683

INSTALLATION NOTES:
nmj|iajo|lom
1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH > =3 B Il B B
ANCHOR LOCATION SHOWN, UNLESS OTHERWISE STATED. o <la|a]el=
o9n N|lwvw| N[N
GENERAL NOTES: Z5 —[o] =
2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE == | =
MINIMUM NUMBER OF ANCHORS TO BE USED FOR 1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND ozl z |2|2| 5|5
PRODUCT INSTALLATION. MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA xE ] B
BUILDING CODE (FBC) EXCLUDING HVHZ: CE
3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A * AAMA/WDMA/CSA 101/1.5.2/A440-17 123 &
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN NSRS Wi 2
THE ANCHOR LAYOUT DETAIL (I.E., WITHOUT . ASTM E1996.20 @2 N
el 2 | & ol o
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT sl o |z @ @
CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE 2. ADEQUACY OF THE EXISTING STRUCTURAL nis e » ,"C.L; ':-T
NEXT. CONCRETE/MASONRY, 2X AND METAL STUD FRAMING AS A TABLE OF CONTENTS o & Slo aly
MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF % 1 EHE RS
4. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE WITHSTANDING AND TRANSFERRING APPLIED PRODUCT SHEET SHEET DESCRIPTION = a2z =]| =
MUST BE MADE OF CORROSION RESISTANT MATERIAL OR LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE S z <ZE : o| o
HAVE A CORROSION RESISTANT COATING. ENGINEER OR ARCHITECT OF RECORD FOR THE PROIJECT OF 1 GENERAL & INSTALLATION NOTES % UQ') o 8 E E
INSTALLATION. 2 ELEVATION & ANCHOR LAYOUT S =15 olzl
5. FOR INSTALLATION INTO 2X BUCK USE #8 PH WOOD 3. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND 3 ELEVATION, ANCHOR LAYOUT & GLAZING DETAILS & “12(2|k| &
SCREWS OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2 INCH ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
4 CROSS SECTIONS (NAIL FIN) ..
MINIMUM EMBEDMENT INTO WOOD SUBSTRATE. STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE 5‘ :
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF E O lo|u|alw
6. FOR INSTALLATION INTO 2X BUCK USE 10d COMMON NAILS RECORD FOR THE PROJECT OF INSTALLATION. = =
OR 11 GAUGE ROOFING NAILS OF SUFFICIENT LENGTH TO il P 5 5
ACHIEVE 1 1/2INGH MINIVUW EVBEDVENT INTOWO0D % [XE STLATON oEp pscuro chute HFHHE
. G) |2
iEJI_I?jE"I;‘I'\;{-\rTOE.s;RSIE"COMMENDED NAIL HEAD DIAMETER TO BE A SPECIFICSITE. IF SITE CONDITIONS CAUSE INSTALLATION SIZE & CONFIGURATION SETAIL PRESSURE MISSILE IMPACT RATING RN 2 z K
2/ TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN,
A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE (O) 493/8"X765/8" DETAIL1 | +50/-50PSF | LARGEMISSILE IMPACT D
7. FOR INSTALLATION THROUGH STEEL STUD USE #8 PH OR SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT. RATED g
HWH SELF-TAPPING SCREW OF SUFFICIENT LENGTH TO ] ] LARGE MISSILE IMPACT
ACHIEVE 3 THREADS MINIMUM PENETRATION BEYOND 5. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED (0) 733/8"X861/2 DETAIL2 | +50/-50 PSF RATED
STEEL STRUCTURE. TO PROTECT THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE IN WIND ZONES 3 OR LESS.
8. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE '
WALL FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, N TR b RADIATA WOOD WITH
FOAM, BRICK VENEER, AND SIDING.
7. IN ACCORDANCE WITH THE CURRENT FBC, DISSIMILAR
9. INSTALLATION ANCHORS SHALL BE INSTALLED IN METALS INCLUDING FASTENERS THAT MAY COME INTO
ACCORDANCE WITH ANCHOR MANUFACTURER'S CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE PROTECTED. (HERMES F. NORERO
USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE 398 E. DANIA BEACH BLVD., STE. 338
MINIMUM STRENGTH SPECIFIED BY THE ANCHOR 8. IN ACCORDANCE WITH THE CURRENT FBC, WOOD FEPE CER[?I'égIFAABl.IIE'Ié:C:‘IiI;I;\:fg?fNO.29578
MANUFACTURER. COMPONENTS SHALL HAVE BEEN PRESERVATIVE TREATED
OR SHALL BE OF A DURABLE SPECIES. A, BULDING DROPS INC.  s3s
DANIA BEACH, FL 33004
10.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS 9. GLASS MEETS THE REQUIREMENTS OF ASTM E1300 GLASS PH(954)399-8478 FX:(954)744-4738
HEREIN ARE BASED ON SUBSTRATE MATERIALS WITH THE CHARTS. SEE SHEET 3 FOR GLAZING DETAILS. —
FOLLOWING PROPERTIES: 1 5 5 3 8
A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55. 10.DESIGNATIONS "X" AND "0" STAND FOR THE FOLLOWING:
B. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM X: OPERABLE PANEL DWG -

20 GA. WALL THICKNESS. O: FIXED PANEL P G W 148

12.CUSTOM SIZES AVAILABLE UPON REQUEST.
Q SHEET: 1 OF 4
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. UNITMAX.
WIDTH 49.375"
SASH MAX.
WIDTH 42.875"
“
4
T N
UNIT N
MAX. -
HEIGHT
76.625"
||O|| m
SASH l W
MAX.
HEIGHT
63.875"
N
&>
ELEVATION

EXTERIOR VIEW

2.00" MAX. FROM | . 12" MAX.
CORNER TYP 0.C. SPACING
N
2.00" MAX. FROM N\ |
CORNER TYP
12" MAX. [
0.C. SPACING ok
N \ INSTALLATION
1 ANCHOR
ANCHOR LAYOUT
FIN

(W) _L i (W)

— b

NOTE:

WINDOW WIDTH (W) AND HEIGHT
(H) ARE INTERCHANGEABLE FOR ALL
SIZES SHOWN HEREIN NOT TO EXCEED
MAXIMUM QUALIFIED SQUARE FOOT
AREA.

7s Ply Gem

WINDOWS & DOORS

Part of the Cornerstone Building Brands Family

433 N. MAIN ST,
PO BOX 559,
ROCKY MOUNT, VA 24151

PH: 540-484-6348
FX: 540-484-6683

DATE
12.01.15

BY

LS
SM | 05.24.19

LMH | 12.02.20
LMH | 12.10.23

ELEVATIONS & ANCHOR LAYOUT

PREMIUM MIRA SERIES DOUBLE HUNG FIXED WINDOW
REVISION DESCRIPTION

ADDITIONAL WINDOW SIZING

FBC CODE CHANGE
7TH EDITION (2020) FBC
8TH EDITION (2023) FBC

TITLE:
B
c
D
E

DWN BY:| NO.
GRN

CHK BY:
HFN

SCALE

DATE
02.21.12

HERMES F. NORERO
FLORIDA P. E. NO. 73778
398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION NO. 29578

MEER R R I

/\ BUILDING DROPS, INC.
398 E. DANIA BEACH BLVD., #338
DANIA BEACH, FL 33004

:(954)399-8478 FX:(954)744-4738

15538

DWG #:

PGW148
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UNIT MAX. Ply Gemv

" WINDOWS & DOORS
SASH MAX WlDTH 73375 3/4" OA |NSULATED GLASS Part of the Cornerstone Building Brands Family
WIDTH 71.188" é/ 39 (ﬁ,ﬁ\'}'g%ﬁgﬂ AVER BY 433 N. MAIN ST.,
2.00" MAX. FROM | | SEE SCHEDULE FOR : PO BOX 559,
CORNER TYP 0.C. SPACING E?ST'V'AN CHEMICAL CO., ROCKY MOUNT, VA 24151
7B 1/8" ANNEALED
’ PH: 540-484-6348
< 2 ALUMINUM REINFORCED EX. 40.484. 6683
: : : 2 - BUTYL SPACER,
= = 1/8" TEMPERED 2 BRI
N 2.00" MAX. FROM | N I T T 21 A EIMEIE
- CORNER TYP EXTERIOR // AN INTERIOR 28 O |<|v| S«
— P —|o| |-
UNIT | | \ =5 — =
MAX. POLYURETHANE a3l > lols
HEIGHT { BACK-BEDDING W 2| 3
n o o} n [N,
86.500 N SEE SCHEDULE FOR O'SO%TCELASS \ o / 95
"o ¢ 0.C. SPACING ok \ SZ
SASH HINY Pa— | [ L szl |2
MAX. > 39 =
HEIGHT 1 1 - SH BN S 2|2
83.5" azl 21]= rall
| =
GLAZING DETAIL 1 B EAEE
: , =2l 2121288
N NN \ K\ISZQI(_)LATION =zl & |3 % g s
! 1 NCHOR szl =z | = o| o
——— = 15]Z|5|=|E
13/16" O.A. INSULATED GLASS: = I GG
A 1/8" ANNEALED, > o lalo|z|z
0.090" SENTRYGLAS BY KURARAY & 22|kl %
INTERLAYER,
ELEVATION ANCHOR LAYOUT 1/8" ANNEALED, L] -
ALUMINUM REINFORCED El 1S |lalulalw
- =2
EXTERIOR VIEW FIN BUTYL SPACER, =
5/32" ANNEALED ST Ta
Ll
TT T '<_t N E % 5 E Z:' g
ANCHOR SCHEDULE EXTERIOR d N INTERIOR S o % T 9
NAIL FIN INSTALLATION / \
SUBSTRATE ANCHORTYPE HEAI())'C.SP/-S\ICLIFG IN‘J)AIVIB ‘ / POLYURETHANE
10D COMMON OR 11 - 5 N 0.500" GLASS \ - - BACK-BEDDING
WOOD GAUGE ROOFING NAIL BITE \
(H) _|<_.| #8 WOOD SCREW 12 12 12 Nl
- STEEL #10 SELF-TAPPING 11.5 11.5 9.25 ? l\Hg >/

wl | j—w— GLAZING DETAIL 2

HERMES F. NORERO
1 NOTES; e BTSN BT
T 1) GLASS THICKNESS AND TYPE SHALL FBPE CER%A2|?55$:3§E:$|3334N0 29578
NOTE: COMPLY WITH ASTM E 1300 GLASS : :
WINDOW WIDTH (W) AND HEIGHT CHART REQUIREMENTS. /2 398 £ DANIA BEACH BLVO., #338
(H) ARE INTERCHANGEABLE FOR ALL 2)  ALL GLAZING CONFIGURATIONS SHALL DANIA BEACH, FL 33004
SIZES SHOWN HEREIN NOT TO EXCEED COMPLY WITH SAFETY GLAZING PH:(954)399-8478 FX:(954)744-4738
MAXIMUM QUALIFIED SQUARE FOOT REQUIREMENTS OUTLINED IN THE FBC. FL#:
AREA. 3)  ALLLITES GREATER THAN 36" IN 1 5 5 3 8
WIDTH SHALL UTILIZE SETTING BLOCKS
IN ACCORDANCE WITH THE FBC. CH.24 DWG #:
4) SETTING BLOCK DUROMETER PG W 148
HARDNESS OF 70-90 (SHORE A) AS
REFERENCED IN CHAPTER 24.
SHEET:
3 oF 4
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CAULK BETWEEN 7
CONCRETE/ MASONRY & 2X ‘ PlxngeWQ?}OOR
WOO D BUCK BY OTH E RS Part of the Cornerstone Building Brands Family
3/8" MIN. EDGE
CONCRETE/ MASONRY 11/2" MIN. 1/4" MAX. DISTANCE 433 N. MAIN ST.,
BY OTHERS EMBEDMENT SHIM SPACE PO BOX 559,
MIN. 20 GA. STEEL STUD ROCKY MOUNT, VA 24151
% WOOD BUCK SEE NOTE 5 ON SHEET 1
INSTALLATION ANCHOR BY OTHERS PH: 540-484-6348
BY OTHERS FX: 540-484-6683
INTERIOR SEE NOTE 7 ON SHEET 1
CAULK BETWEEN N - - 3/8" MIN. _ INSTALLATION ANCHOR ~To Tl ol o
FIN & 2X ST\ A r EDGE DISTANCE /[ > = Bl DR BNT B
3 -0 - : . R 4 — <t oY) o
WOOD BUCK . - :ﬂ o <DE o~ o]+
B " S == % S SNBEEE
EXTERIOR FINISH K - Rerrnrrnenme 1/4" MAX. N - MIN. THREE THREADS =z —A o] A
. — =
BY OTHERS ‘r SHIM SPACE PENETRATION BEYOND o > lnls|2| S
¥ - SEE GLAZING 2 STEEL STRUCTURE g |=2]|-2|5|3]|2
PERIMETER CAULK B ? DETAILS 7 / Fra
BY OTHERS b— 2
_‘__\’—SHEATHING 2 o
8 BY OTHERS wy z
@ o N
f EXTERIOR . 5 CAULK BETWEEN atl 3|2 Q219
) - N L FIN & SHEATHING czl =13 o | o
\ /&\ g2l 2 |8lul|a|®
SEE GLAZING EXTERIOR FINISH =2l 51z 2138|9
DETAILS BY OTHERS 212 1= |22
;E Eﬂ S|l |zl 2z
PERIMETER CAULK s o EHMEE
EXTERIOR A\ INTERIOR BY OTHERS s o l8la|E|E
—_— EEE— 5 wl=|lo|lalo
s |z |55|% %
| =]|a|lB|E|E
/B> VERTICAL SECTION /CHORIZONTAL SECTION ANEEEE
\4/ HEAD - 2X WOOD BUCK \4/ JAMB - STlEf\IfLSFT|Lr~JJD FRAME =N =
NAIL FIN = = |@?|Q|o|w
~ s ..
= : o= |3 3l =)
<NIZEGIxEISE
a1 il S

/SEE GLAZING
18 DETAILS
41

EXTERIOR ' INTERIOR

1/4" MAX.
SHIM SPACE
3/8" MIN.
EDGE DISTANCE

PERIMETER CAULK
BY OTHERS

EXTERIOR FINISH
BY OTHERS

HERMES F. NORERO
FLORIDA P. E. NO. 73778
398 E. DANIA BEACH BLVD., STE. 338
DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION NO. 29578

) \ 2X WOOD FRAME BY OTHERS
CAULK BETWEEN A BUILDING DROPS, INC.

398 E. DANIA BEACH BLVD., #338
FIN & 2X WOOD BUCK DANIIEA%EQCH?IEL 330?)4 >
SEE NOTE 6 ON SHEET 1

PH:(954)399-8478 FX:(954)744-4738

INSTALLATION ANCHOR — - 11/2" MIN. :
SHEATHING FVBEDMERT ™ 15538
BY OTHERS /A VERTICAL SECTION PWa

W SILL - 2X WOOD FRAME PGW148

NAIL FIN SHEET: 4 OF 4
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