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ANDERSEN CORPORATION

A-SERIES AWNING & VENTING TRANSOM WINDOW
(NON-HVHZ) (NON-IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

e AAMA/WDMA/CSA 101/1.5.2/A440-08/11

ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY, 2X FRAMING, AND METAL FRAMING
AS A MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION
TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN,
A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT IN
NON-HVHZ AREAS. IN HVHZ AREAS, ONE TIME PRODUCT
APPROVAL TO BE OBTAINED FROM MIAMI-DADE RER OR
AHJ.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON
THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: PINE (MIN S.G. = 0.40)
CLADDING MATERIAL: FIBREX ® AND FIBERGLASS

IN ACCORDANCE WITH THE FBC, WOOD COMPONENTS
SHALL HAVE BEEN PRESERVATIVE TREATED OR SHALL BE OF
A DURABLE SPECIES.

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E 1300
GLASS CHARTS. SEE SHEET 1 FOR GLAZING DETAILS.

CONFIGURATION (CONFIG.) NOTATION:
e 'X'- OPERABLE SASH
e 'O'-STATIONARY SASH

OVERALL SIZE TABLE OF CONTENTS
DESIGN GLAZING CONFIG. MISSILE IMPACT
WIDTH HEIGHT PRESSURE OPTION RATING SHEET SHEET DESCRIPTION
711/4" 311/4" +50/-50 PSF G2 X' OR'O' NON IMPACT 1 GENERAL NOTES & GLAZING DETAIL
2 ELEVATION, ANCHOR LAYOUTS, & ASSEMBLY NOTES
711/4" 351/4" +50/-50 PSF G2 'X'OR 'O’ NON IMPACT 3 VERTICAL SECTIONS
4 HORIZONTAL SECTIONS
711/4" 47 1/4" +50/-50 PSF G3 'X'OR 'O’ NON IMPACT
5 INSTALLATION NOTES & ANCHOR DETAILS
—] l~— 3/4"0.A.1.G.
GLAZING NOTES /
1) GLAZING TYPES: INTERIOR EXTERIOR
e GLAZING OPTION 1, 3/4" O.A. INSULATED GLASS: — T~ ————
5/32" ANNEALED - 7/16" STAINLESS STEEL SPACER - , d N
5/32" HEAT STRENGTHENED. / \\
e GLAZING OPTION 2, 3/4" O.A. INSULATED GLASS:
5/32" HEAT STRENGTHENED - 7/16" STAINLESS ‘ ( ‘ '(A:II_):DESIEI\IDGTVC\)IIE');T.I-?S?I-ILIELT
STEEL SPACER - 5/32" ANNEALED. . ADHESIVE FULL PERIMETER
e GLAZING OPTION 3, 3/4" O.A. INSULATED GLASS: \ ﬁ /
5/32" TEMPERED - 7/16" STAINLESS STEEL SPACER - MIN. GLASS J 4
5/32" TEMPERED. BITE 7/16" DOW 891
2) FORINSTALLATION ABOVE 30 FT. ABOVE GRADE IN SILICONE
AREAS REQUIRING IMPACT RESISTANCE, ALL UNITS GE RGS 7700 OR BACK
MUST BE COVERED BY AN IMPACT PROTECTIVE DOW 954US GLAZING
SYSTEM IN ACCORDANCE WITH THE FBC. S'L'Cg[‘/fz?ﬁg

GLAZING OPTIONS

NOTE:

HEREIN.

1. GLASS TYPE AND THICKNESS COMPLIES WITH ASTM E1300 REQUIREMENTS
AS WELL AS APPLICABLE SAFETY GLAZING REQUIREMENTS PER THE FBC.
THICKNESS, TEMPER, AND SAFETY GLAZING REQUIREMENTS SHALL BE
REVIEWED ON A SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS
REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR GLASS WIDER
THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX. VALUES SHOWN
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WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

DANIA BEACH, FL 33004
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAX. FRAME __ ‘

WIDTH SEE SHEET 1
ANDERSEN
DLOMAX WINDOWS & DOORS
— | 100 FOURTH AVE NORTH
™ WIDTH ™ BAYPORT, MN 55003-1096
SEE TABLE BELOW PH: (651) 264-5150 FX: (651) 264-5485
oF
6" MAX. SPACING l<— 3" FROM CORNER © & =l. 8
z 53 L8 wni
= AERQ
g3 zo | 32=i::
>SQ= Sk TTaEs
A< o0 D3g253
(D Bzz oz CEEEEE
MAX. FRAME  D.L.O. MAX \4/ MAX. SASH 2223z | Z:is:3¢
HEIGHT HEIGHT V4 HEIGHT 225 z2 083" ";
SEESHEET1  SEE TABLE BELOW SEE TABLE BELOW § <2< g4 >3 g
6" MAX. SPACING ggr o x®
}7 5 2 g 2
<« — Y o
1 I
|:' w
lk ) = &
MAX. SASH 3" FROM CORNERJ REMARKS BY | DATE
WIDTH ——
SEE TABLE BELOW
ELEVATION NAIL FIN
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(}
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
PRODUCT DIMENSION
PRODUCT OVERALL SIZE SASH SIZE D.L.O. SIZE

ANCHOR LEGEND
= INSTALLATION CLIP LOCATION.

AAN6030 711/4" X35 1/4" 69 1/4" X 33 1/4" 64 5/8" X 27 3/4"

AAN6040 711/4" X 47 1/4" 69 3/8" X 45 1/4" 64 3/4" X 39 3/4"

ATV6028 711/4"X311/4" 69 1/4" X 29 1/4" 64 5/8" X 245/8" 12" MAX. SPACING 6" FROM CORNER
| | |
< PN 7l
7, S AN
ASSEMBLY NOTES: m — i pﬁi“;g'?{v-\‘
" / N\ . FHTReR

1) LOCK KEEPERS SHALL BE FASTENED TO SASH WITH TWO #7 X 1-1/16 12" MAX. SPACING 398 DANIABEACH VD, #1338

SCREWS _ /" ) . \ R i FBPE CERT. OF AUTHORIZATION No. 29578
2) SNUGGER SETS AT HEAD JAMBS SHALL BE FASTENED TO SASH AND X"OR"O FL#:

FRAME WITH FOUR #8 X 1" SCREWS, TWO THROUGH SNUGGER TO | FL15552

FRAME, AND TWO THROUGH SNUGGER TO SASH. o RO CORNER 05 0430
3) INTERIOR TRIM STOPS SHALL BE SECURED WITH 7/32" X 1" STAPLES 3" J ' V&,

FROM CORNERS AND 7" O.C. THEREAFTER. ? DWG-EBﬁ CHKI-_'|3|Y::N
4) TRIM STOPS SHALL BE SECURED WITH VINYL SPLINE.
5) WOOD FRAME MEMBERS SHALL BE BONDED TO EXTERIOR FRAME scate:  NTS

CLADDING WITH HOT MELT ADHESIVE. TYPICAL ANCHOR LAYOUT owG. #: AWD288
6) BOTTOM RAIL TO HAVE GALVANIZED STEEL STIFFNER INSERTED LOOSELY NSTALLATION CLIP SHEET:

INTO INTERNAL CAVITY OF RAIL FOR ALL UNITS EQUAL TO OR LARGER IN 2

WIDTH AND / OR HEIGHT THAN 47.25" X 35.25"
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UNIT
HEIGHT

MAX. SASH
HEIGHT

[™~—SEE GLAZING
OPTIONS, SHEET 1

MAX. D.L.O. EXTERIOR INTERIOR

HEIGHT

A - SEE GLAZING
7 \/ OPTIONS, SHEET 1
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/A VERTICAL SECTION

\3/

AWNING

O.A.
UNIT
HEIGHT

N

e
\ ‘
A //\SEE GLAZING

OPTIONS, SHEET 1

MAX. D.L.O.
HEIGHT  EXTERIOR INTERIOR

SEE GLAZING
i \/OPTIONS, SHEET 1

—{T

B\ VERTICAL SECTION
\\3/ FIXED

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

TITLE
PREPARED BY:

398 E. DANIA BEACH BLVD., STE. 338

"A-SERIES AWNING & VENTING
TRANSOM WINDOW
(NON-HVHZ) (NON-IMPACT)
VERTICAL SECTIONS

REMARKS BY | DATE

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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INTERIOR

/

]

/xSEE GLAZING

OPTIONS, SHEET 1

—

EXTERIOR

MAX. D.L.O.
WIDTH

MAX. SASH

WIDTH
O.A.

UNIT
WIDTH

€\ HORIZONTAL SECTION
W AWNING

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

DANIA BEACH, FL 33004
PH: (954)399-8478
FAX: (954)744.4738
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A-SERIES AWNING & VENTING
TRANSOM WINDOW
(NON-HVHZ) (NON-IMPACT)
HORIZONTAL SECTIONS
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REMARKS BY | DATE

INTERIOR
;>

; 4177%7

|

\ \ /
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SEE GLAZlNG/\\“/ L
OPTIONS, SHEET 1

EXTERIOR

MAX. D.L.O.

WIDTH

O.A

I

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

UNIT
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HORIZONTAL SECTION
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SUBSTRATE
MIN. | | BY OTHERS
EMBEDMENT |
MIN.
EDGE
4 |/ DISTANCE
)/
@g | 1/4"MAX.
D SHIM SPACE
/7E\ VERTICAL SECTION
\5) NAIL FIN- AWNING HEAD & JAMB
(FIXED SIMILAR)
MIN. SUBSTRATE
™ EDGE DISTANCE BY OTHERS
A
MIN.
/ EMBEDMENT
X/ 1
| 1/4"MAX.
SHIM SPACE

G\ VERTICAL SECTION
\5/ CLIP- AWNING HEAD & JAMB

(FIXED SIMILAR)

INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION OF THE MAXIMUM SIZE LISTED.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1.000 INCH THE DEPICTED LOCATION & SPACING IN THE
ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE
1/4 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC
OR BETTER.

5. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

6. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

7. FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG AS THE MINIMUM EMBEDMENT
AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 ON
SHEET 1 FOR MORE INFORMATION.

8. FORHOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE
IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE
ANCHOR MANUFACTURER.

1/4" MAX.
SHIM SPACE

(P

(gz;EQ@ZY/ | i
i /ngj\
/ééﬁéééégzgﬁ e

MIN.

" EMBEDMENT

VERTICAL SECTION

S/

NAIL FIN - AWNING SILL
(FIXED SIMILAR)

|:| / 1/4" MAX.
SHIM SPACE
= |
N
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A-SERIES AWNING & VENTING
TRANSOM WINDOW
(NON-HVHZ) (NON-IMPACT)

INSTALLATION NOTES & ANCHOR DETAILS
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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398 E. DANIA BEACH BLVD. # 338

DANIA BEACH, FL 33004
FBPE CERT. OF AUTHORIZATION No. 29578

MIN.
EMBEDMENT
!
:l A&
MIN. SUBSTRATE
= EDGE DISTANCE BY OTHERS
\5/ CLIP- AWNING SILL
(FIXED SIMILAR)
ANCHOR SCHEDULE
ANCHOR MIN. EDGE
METHOD SUBSTRATE SCHEDULE MIN EMBEDMENT DISTANGE
WOOD: MIN. SG = | #8 WOOD SCREW 15 0.75"
0.55 PAN HEAD ' '
NAIL FIN _ 3 THREADS MIN
METAL 18 GAUSE | #8 TEK SCREW |  PENETRATION 0.50"

Steel, MIN. Fy = 33KSI

BEYOND METAL

FL

" FL15552

INSTALLATION

WOOD: MIN. SG =
0.55

#10 PAN HEAD

WOOD SCREW 15 0.75

pate: 09.04.20

METAL: 18 GAUGE
THROUGH |[Steel, MIN. Fy = 33KSI

3 THREADS MIN
PENETRATION 0.50"
BEYOND METAL

#10 TEK SCREW

DWG. BY: CHK. BY:

ER HEN

SCALE: NTS

pwa. #: AWD288

CONCRETE: | 3/16" ITW TAPCON ) )
CLIP fc=3000PS| FLAT HEAD 1.25 1.75
MASONRY: CMU per | . . .
ASTM C90 MIN. 2000 | /16" ITW TAPCON 1.25" 1.75"

PSI

FLAT HEAD

SHEET:

OFSJ
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