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ANDERSEN CORPORATION

A-SERIES PICTURE AND FIXED TRANSOM WINDOW
(NON-HVHZ)(NON-IMPACT)

GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), INTERNATIONAL BUILDING CODE
AND INTERNATIONAL RESIDENTIAL CODE EXCLUDING HVHZ
AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

¢ AAMA/WDMA/CSA 101/1.5.2/A440-17

2. ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY, 2X AND METAL STUD FRAMING AS A
MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

3. 1XAND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF
RECORD FOR THE PROJECT OF INSTALLATION.

4. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE
GENERIC AND MAY NOT REFLECT ACTUAL CONDITIONS FOR
A SPECIFIC SITE. IF SITE CONDITIONS CAUSE INSTALLATION
TO DEVIATE FROM THE REQUIREMENTS DETAILED HEREIN,
A LICENSED ENGINEER OR ARCHITECT SHALL PREPARE SITE
SPECIFIC DOCUMENTS FOR USE WITH THIS DOCUMENT.

5. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED TO
PROTECT THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE.

6.  WINDOW FRAME MATERIAL: PINE (MIN SG = 0.40)
7. CLADDING MATERIAL: FIBERGLASS

8.  GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300
GLASS CHARTS.

9. DESIGNATIONS "X" AND "O" STAND FOR THE FOLLOWING:
X: OPERABLE PANEL
O: FIXED PANEL

10. CUSTOM SIZES AVAILABLE UPON REQUEST. CUSTOM
DESIGN PRESSURE WILL BE ASSIGNED EQUAL TO NEXT
LARGER STANDARD SIZE

11. IN ACCORDANCE WITH THE CURRENT FBC,WOOQOD
COMPONENTS SHALL HAVE BEEN PRESERVATIVE TREATED
OR SHALL BE OF A DURABLE SPECIES AS DEFINED IN
CHAPTER 23.

12. IN ACCORDANCE WITH THE CURRENT FBC, DISSIMILAR
METALS INCLUDING FASTENERS THAT MAY COME INTO
CONTACT WITH ALUMINUM UNIT FRAMING SHALL BE
PROTECTED AS DEFINED IN CHAPTER 20.
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BILL OF MATERIALS , COMPONENTS & ASSEMBLY NOTES

DESIGN PRESSURE RATING (PSF)

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT

WIDTH HEIGHT DESIGN | MISSILE IMPACT
CONFIGURATION (IN.) (IN.) PRESSURE RATING
71-1/4" 95-1/4"
o +/-50 PSF NON-IMPACT
95-1/4" 71-1/4"

GLAZING NOTES:

FBC.

ELEVATIONS.

1. GLAZING SHALL MEET SAFETY GLAZING REQUIREMENTS OF THE

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE A) AS
REFERENCED IN CHAPTER 24.
3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER CHAPTER 24.
4. D.L.O. MAY NOT EXCEED MAX DIMENSIONS SHOWN ON

Digitally signed by Hermes F. Norero, P.E|
Reason: | am approving this document
Date: 2026.06.9(1\ 2 ?: 6400

=0
)

”,
7,
7
& TONML S
CTERESNY
1900 NE MIAMI CT, SUITE 2-15

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL15553

pATE: 12.05.2025

DWG. BY: CHK. BY:
HJ HFN

SCALE: NTS

pwaG. #: AWD?282

SHEET:

1

OF6)




6/4/2026 9:38 AM

<P

c:\users\menggisun\building drops, inc\building drops Iand_ing - common\projects\:ndersen corporation\fbc-25-1131 - fl15551 & fll_5553 a-series window revisions\dwis\andersen a-series revison (june upload)\awd282.dwg

MAX. FRAME
WIDTH 95.25" UNIT
WIDTH
MAX D.L.O. (W) "
WIDTH87.75" =] SEE ANCHOR __| 3.00° MAX. 6.00" MAX.
SCHEDULE INSTALLATION FROM CORNERS —= i=— 0.C. SPACING TYP.
<nﬂ cLIp TYP.
NV I &
1 3.00" MAX.
N w N m—{ FROMJ N\
MAX. N
FRAME SEEANCHOR  CORNERS
HEIGHT SCHEDULE TYP.
vax, 7125 ) L
"o l D.L.O. UNIT "o" . o
HEIGHT HEIGHT
64.625" (H o 6.00" MAX.
0.C. SPACING TYP.
X [ N
N N SEE ANCHOR N
SCHEDULE
— I P f
SEE ANCHOR
SCHEDULE
FIXED WINDOW INSTALLATION CLIP NAILING FLANGE INSTALLATION
NOTE: 2 ANCHORS REQUIRED PER CLIP
LOCATION
6.00" MAX. 12.00" MAX. 6.00" FROM
(W) INSTALLATION CLIP ANCHOR SCHEDULE FROM CORNERS TYP. 0.C. SPACING TYP. CORNERS TYP.
— HEAD/JAMBS/SILL | | I | | | | (

NOTE:

WINDOW WIDTH (W) AND HEIGHT

(H) ARE INTERCHANGEABLE FOR ALL
SIZES SHOWN HEREIN NOT TO EXCEED
MAXIMUM TESTED SQUARE FOOT AREA.
ANCHOR SPACING SHALL NOT EXCEED
THOSE SHOWN FOR LONG OR SHORT LEG
OF UNIT.

LEG LENGTH (L)
L >79.25"
71.25" < L < 79.25"
63.25"<L<71.25"
51.25" < L < 63.25"
35.25" < L < 51.25"
L <35.25"

QUANTITY OF CLIPS

RIN(W(_|lU|O

ANCHOR QUANTITY SCHEDULE NOTES:

1) INSTALLATION CLIPS SHALL BE LOCATED 12" FROM CORNERS AND EQUALLY SPACED

THEREAFTER.

2) IF ONE INSTALLATION CLIP IS SPECIFIED, THE CLIP SHALL BE LOCATED AT MIDSPAN OF

FRAME MEMBER.

3)  WHEN USING NAILING FLANGE, ANCHOR THROUGH EVERY ANCHOR LOCATION.

ANCHOR LEGEND
INSTALLATION CLIP

—  THROUGH FRAME ANCHOR
. NAILING FLANGE ANCHOR LOCATION

N

ngn

12.00" MAX.
O.C. SPACING TYP.

B

ANCHOR LAYOUT

THROUGH FRAME
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT
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TWO (2)
BY OTHERS INSTALLATION
CAULK BETWEEN ANCHORS PER CLIP 3/4" MIN
P . a. . . . .
CONCRETE/B'Y('%ST%'EE\S(—_ = ot e * - EDGE DISTANCE
2X WOOD BUCK_ || a. > o i la” . *
< a. P . A
BY OTHERS : S "
EXTERIOR FINISH _| )
BY OTHERS | 11/2" MIN.
BACKER ROD & PERIMETER —| EMBEDMENT
SEALANT BY OTHERS  \ ("X |
L 3/8" MAX.
CRAME SHIM SPACE
HEIGHT ANCHOR
2 1/2" MAX
FROM FRAME
7
H%EST \555 GLAZING
DETAIL, SHEET 1
EXTERIOR INTERIOR
\3/ PICTURE WINDOW
ATF AND APW
EXTERIOR INTERIOR
SEE GLAZING
A DETAIL, SHEET 1
D.LO
HEIGHT
Q/ B N\
—
{ N |
FRAME @ ‘ 9
HEIGHT &&\\m\ il 4
N _ 3/8"MAX.
N © SHIM SPACE
BACKER ROD & PERIMETER [/ (" .= & . h A
SEALANT BY OTHERS || .~ -4 . y A )
EXTERIOR FINISH _| | » 3 . 11/4" MIN.
BY OTHERS || - 2 ) EMBEDMENT
PRECAST SILL +—% - —— % 7 i
BYOTHERS | | #——~— R A
TWO (2) 3/16" ITW TAPCON——[ '~ 11/8" MIN. A_,| s b
INSTALLATION ANCHORS [."[¢*" - a ~ _ 0C - "7 4l . 11/2" MIN.

STAGGERED PER CLIP

/C\ VERTICAL SECTION
w PICTUR; ;I\\’I\IINDOW

EDGE DISTANCE

METAL STUD BY OTHERS

EXTERIOR FINISH & |- -

SHEATING :
BY OTHERS

BACKERROD | ..

& PERIMETER A
SEALANT BY OTHERS

] 22222%%77

;l

_L 3/8" SHIM

SPACE TYPICAL

FRAME
HEIGHT
[ ]
\ <~ |1
D.LO
HEIGHT SEE GLAZING
i ) DETAILS
” SEE SHEET 1
EXTERIOR INTERIOR
/B VERTICAL SECTION
w PICTURE WINDOW
ATF AND APW
)
SEE GLAZING
H'E',EST / DETAILS
SEE SHEET 1

/
FRAME
HEIGHT )
iy,
V 3/8" SHIM
// 28 SPACE TYPICAL
BACKER ROD & PERIMETER R 4 |
SEALANT BY OTHERS — [ ") f
EXTERIORFINISH ___}-—
BY OTHERS
2X WOOD BUCK . . - 23
BY OTHERS DA .
CAULK BETWEEN P . _
CONCRETE/MASONRY A4 4 .
BY OTHERS
CONCRETE/ MASONRY
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/D VERTICAL SECTION
\3/ PICTURE WINDOW
ATF
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT
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SEE ANCHOR SCHEDULE,
SHEET 7

CAULK BETWEEN q
CONCRETE/MASONRY —<&.
BY OTHERS -

2X WOOD BUCK 4

BY OTHERS \"‘

‘ L4 4
L9
11/2" MIN.
EDGE DISTANCE. .

3/4" MIN.
EDGE DISTANCE

3/8" SHIM
SPACE TYPICAL

§o
.

SEE GLAZING
DETAIL, SHEET 1

INTERIOR

1
T
T

BY OTHERS* Ca

EXTERIOR FINISH/

BACKER ROD & PERIMETER
SEALANT BY OTHERS

77
N /
~- —
g L() @
FRAME
HEIGHT

D.L.O
HEIGHT

EXTERIOR
D.LO
———
HEIGHT

ANHORIZONTAL SECTION

\4/

PICTURE WINDOW

ATF AND APW

3/8" MAX.
SHIM SPACE

SEE GLAZING
DETAIL, SHEET 1

FRAME
HEIGHT

11/4" MIN.

EMBEDMENT

$

< 11/2" MIN.
‘ EDGE DISTANCE

11/8" MIN. ?
0.C.

TWO (2) 3/16" ITW TAPCON

s %, INSTALLATION ANCHORS
"™ . STAGGERED PER CLIP
"X CONCRETE/ MASONRY

BY OTHERS

PRECAST SILL
BY OTHERS

EXTERIOR FINISH

BY OTHERS

BACKER ROD & PERIMETER
SEALANT BY OTHERS

/B HORIZONTAL SECTION

\4/

PICTURE WINDOW
ATF AND APW
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THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT
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) ) EXTERIOR INTERIOR
EXTERIOR INTERIOR EXTERIOR INTERIOR 2/11/62")(;{01(;l cf)T;NPELlsg'gf Zﬁ%EE
3/16" X 1-1/4" STAPLES, o 3/16" X 1-1/4"
" ANCHOR STAPLES
SPACED 3-1/2 A ' 15/8" MAX "
#8 X 5/8" \ SCREWS N FROM FRAME FROM CORNERS N )
SCREWS N \ 86" 0.C. _ 3/8" MAX.
. % SHIM SPACE
N ~3/8"SHIM 3/8" MAX.
SPACE TYPICAL SHIM SPACE r
| = | —
7 MIN.
/\/ MIN.EDGE MIN. EMBEDMENT
‘ DISTANCE EMBEDMENT /
/Q SUBSTRATE __/
\ SUBSTRATE BY OTHERS
BY OTHERS MIN.EDGE | MIN.EDGE __| gy%sTTl_T?;sE /
MIN. SEE ANCHOR SCHEDULE DISTANCE DISTANCE SEE ANCHOR SCHEDULE '\D"I'S'\'T'EBSE
DESCRIPTION TABLE FOR ANCHOR DESCRIPTION o.C.
@ NAILING FLANGE INSTALLATION \5/ CLIP INSTALLATION @ THROUGH FRAME INSTALLATION
NOTE: APW SILL SHOWN. APW HEAD AND NOTE: APW SILL SHOWN. APW HEAD AND NOTE: APW SILL SHOWN. APW HEAD AND
JAMB, ATF HEAD, SILL AND JAMB SIMILAR JAMB, ATF HEAD, SILL AND JAMB SIMILAR JAMB, ATF HEAD, SILL AND JAMB SIMILAR
NOTE: 2 ANCHORS REQUIRED
INSTALLATION NOTES
1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN. UNLESS ANCHOR SCHEDULE
SPECIFIED ON SHEETS 2, 5 & 6. METHOD SUBSTRATE ANCHOR TYPE | MIN. EMBEDMENT '\D":g'Tiﬁgg
2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF ANCHORS TO WOOD: MIN. SG = 0.55| #8 WOOD SCREW 150" 0.75"
BE USED FOR PRODUCT INSTALLATION OF THE MAXIMUM SIZE LISTED.
METAL: 18 GAUGE #38-16 GR. 5 3 THREADS MIN
3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1.000 INCH THE Steel, MIN. Fy = 33KSI, SEL,': TAPPING PENETRATION 0.50"
1/8" MIN. ALUMINUM - :
DEPICTED LOCATION & SPACING IN THE ANCHOR LAYOUT DETAILS (I.E., WITHOUT CONSIDERATION , SCREW BEYOND METAL
OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE INSTALLATION ANCHOR TO THE lNSTﬂ-ﬂZﬂON (6063-T5)
NEXT. CONCRETE: 3/16" ITW TAPCON 125" 150"
fc=3000PSI FLAT HEAD ' :
4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S). MAXIMUM )
MASONRY: CMU per .
ALLOWABLE SHIM STACK TO BE 3/8 INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS. ASTM C90 MIN. 2000 | 3/16" ITW TAPCON 1 25" 1.50"
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR BETTER. PS FLAT HEAD
5. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING BUT NOT WOOD: MIN. SG = 0.55#10 WOOD SCREW 1.50" 0.75"
LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING. METAL: 18 GAUGE
Steel, MIN. Fy = 33KSI, 3 THREADS MIN. )
6. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF CORROSION 1/8" MIN. ALUMINUM, #10 TEK SCREW PENETRATION 0.50
RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING. THROUGH FRAME i BEYOND METAL
(6063-T5)
INSTALLATION _
7. FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE USED (OPTIONAL) AS LONG CONCRETE: 3/16" ITW TAPCON 1.00" 1.50"
AS THE MINIMUM EMBEDMENT AND EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE fc=3000PSI FLAT HEAD
CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 ON SHEET 1 FOR MORE INFORMATION. MASONRY: CMU per | 5, o .y TAPCON
ASTM C90 MIN. 2000 AT HEAD 1.00" 2.00"
8. FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO PSI

MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR
JOINT INTO FACE SHELL OF BLOCK.

9. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR MANUFACTURER'S
INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH STRENGTHS
LESS THAN THE MINIMUM STRENGTH SPECIFIED BY THE ANCHOR MANUFACTURER.

ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485

Q — .
Wy =%
X320y z,
=53 =3 g
M w 0 &
%ZE T, QSaRBs
<(§ T o0 Q2433335
w8 £5 SCCiis
%%2 2= ©0is3d3
RO x<goZ >=2_4:%
WN =29 < L3Iz
O N 2= z<a g3
=T <k Qs &
V)E(:> w3 =5 B
Wk T 3= 2
E =5 x> o
T O az o &
‘II’ Zn:_ S [~
< ~ 0 oc aj ©
u (@] a =
- = i) 2
= < o —]
(o o g
REMARKS BY | DATE
INSTALLATION REV. HJ |5.29.26

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT
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BILL OF MATERIALS
NO. DESCRIPTION MATERIAL | MANUFACTURER ERAME
1 FRAME WOO0D ANDERSEN WOooD
2 SILL FILLER BLOCK - APW WOOD ANDERSEN
3 TRIM STOP WOOD ANDERSEN
4 INSIDE TRIM STOP WOOD ANDERSEN
5 GLAZING STOP WOOD ANDERSEN
6 | FRAME CLADDING - APW SILL | FIBERGLASS | ANDERSEN
7 FRAME CLADDING - APW FIBERGLASS |  ANDERSEN
8 GLASS SPACER RIGID PVC ANDERSEN
9 NAILING FLANGE RIGID PVC ANDERSEN
10 INSTALLATION CLIP 304 S5 ANDERSEN

O,

INSIDE TRIM STOP
WOOD

u |<— 0.656"

1.432" %

—

NAILING FLANGE

NOTE: ALL WOOD COMPONENTS ARE PONDEROSA PINE (MIN. S.G. = 0.40)

GLAZING STOP

WOOD

[

1.960"

®)

4.1

F—| |=— 0.636"

INSTALLATION CLIP

RIGID PVC 304 SS
—A_ 6.375" |
1.969"
" 4 ® © ©® ® o
0.050 ® © 0 o
1.500" ®
I \J ° o o o
po0.188" /
(TYP.)
ASSEMBLY NOTES:

FRAME CLADDING - APW SILL
FIBERGLASS

25" 0.115"

0.080"
| ‘

f — 3.258"

0.024"

. I

N

1.432"

@

3.325"

0.080" —=

I«— 3.258"

NOTE: INSTALLATION CLIPS SHALL BE

TWO (2) #8 X 5/8" SCREWS

ATTACHED TO WINDOW FRAME WITH

1) INSIDE GLASS STOPS SHALL BE SECURED WITH 3/16" X 1-1/4" STAPLES 3-1/2" FROM END OF PART AND 6" O.C. THEREAFTER.
2) FRAME MEMBERS SNAP-FITS INTO FRAME CLADDING AND IS FASTENED WITH 7/16" X 1" STAPLES 3" FROM CORNERS AND 10" O.C. THEREAFTER.
3) TRIM STOPS SHALL BE SECURED WITH VINYL SPLINE.
4) INSIDE STOPS SHALL BE SECURED WITH 7/16" X 1-1/2" STAPLES 1-1/2" FROM END OF PART AND 8" O.C. THEREAFTER.

SILL FILLER BLOCK - APW

WOOD

1.813" Ar—»‘ _{

FRAME CLADDING - APW/ATF
FIBERGLASS

0.085"

TRIM STOP
WOOD

0.593"

R
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ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096

PH: (651) 264-5150 FX: (651) 264-5485
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INSTALLATION REV. HJ [5.29.26

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND MAY
NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR ARCHITECT
SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH THIS
DOCUMENT

1900 NE MIAMI CT, SUITE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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