
NOTES:
1) FOR SIZES NOT SHOWN, ROUND UP TO THE NEXT AVAILABLE
DIMENSION.
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MAX.
FRAME
HEIGHT

72"

E

D

47-5/16" MAX.
GLASS WIDTH 67-3/8"

MAX. DLO
HEIGHT

F

EXTERIORB

A

SEAMS BETWEEN FRAME
SECTIONS TO BE SEALED

IN-FIELD BY OTHERS.

ASSEMBLY
WIDTH

PANEL/
ASSEMBLY

WIDTH

1 X 3 WITH OUTSIDE CORNER
CONFIGURATION

ADDITIONAL PANELS, INSIDE CORNER OR
STRAIGHT CONFIGURATION ALSO ALLOWED.

C

PANEL
WIDTH

PANEL
WIDTH

PANEL
WIDTH

HS = HEAT STRENGTHENED
SG = SENTRYGLAS INTERLAYER BY KURARAY AMERICA, INC.

TABLE 2:

SERIES GW9994G IMPACT RESISTANT, STRAIGHT, OUTSIDE & INSIDE
CORNER WINDOW SYSTEM, 5/8" GLAZING

1) THIS PRODUCT HAS BEEN DESIGNED & TESTED TO COMPLY WITH THE REQUIREMENTS OF THE
CURRENT FLORIDA BUILDING CODE.

2) SHUTTERS ARE NOT REQUIRED WHEN USED IN WIND-BORNE DEBRIS REGIONS.

3) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED 1X INSTALLATIONS. 1X WOOD
BUCKS ARE OPTIONAL IF UNIT IS INSTALLED DIRECTLY TO SUBSTRATE. WOOD BUCKS DEPICTED AS
2X ARE 1-1/2" THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED TO
PROPERLY TRANSFER LOADS TO THE STRUCTURE. WOOD BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD.

4) ANCHOR EMBEDMENT TO BASE MATERIAL SHALL BE BEYOND WALL DRESSING OR STUCCO. USE
ANCHORS OF SUFFICIENT LENGTH. OVERALL SEALING/FLASHING STRATEGY FOR WATER
RESISTANCE OF INSTALLATION SHALL BE DONE BY OTHERS AND IS BEYOND THE SCOPE OF THESE
INSTRUCTIONS.

5) SHIMS ARE REQUIRED AT EACH ANCHOR LOCATION WHERE THE PRODUCT IS NOT FLUSH TO THE
SUBSTRATE. USE SHIMS CAPABLE OF TRANSFERRING APPLIED LOADS. WOOD BUCKS, BY OTHERS,
MUST BE SUFFICIENTLY ANCHORED TO RESIST LOADS IMPOSED ON THEM BY WINDOW.

6) THE ANCHORAGE METHODS SHOWN HAVE BEEN DESIGNED TO RESIST THE WIND LOADS
CORRESPONDING TO THE REQUIRED DESIGN PRESSURE. THE 33-1/3% STRESS INCREASE HAS NOT
BEEN USED IN THE DESIGN OF THIS PRODUCT. THE 1.6 LOAD DURATION FACTOR WAS USED FOR THE
EVALUATION OF ANCHORS INTO WOOD. ANCHORS THAT COME INTO CONTACT WITH OTHER
DISSIMILAR MATERIALS SHALL MEET THE REQUIREMENTS OF THE FLORIDA BUILDING CODE FOR
CORROSION RESISTANCE.

1) ANCHOR MUST EXTEND A MIMIMUM OF 3 THREADS BEYOND ANY METAL SUBSTRATE.
2) ANY HEAD TYPE ALLOWABLE.

FLORIDA PRODUCT APPROVAL #15709

RATED FOR LARGE & SMALL
MISSILE IMPACT RESISTANCE

IMPACT RATINGDESIGN PRESSURE RATING

+60.0 / -60.0 PSF
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ASSEMBLY WIDTH

GLASS WIDTH

2

EMBED-
MENT

EDGE
DISTANCE

1/4" MAX.
SHIM

TYP. ANCHOR TYPE, EMBEDMENT
AND EDGE DISTANCE PER

SUBSTRATE, SEE TABLE 1, SHEET 1

1/4" MAX.
SHIM

EMBEDMENT

EDGE DISTANCE

DLO
HEIGHT

FRAME
HEIGHT

1) USE ONLY SUBSTRATE APPROPRIATE ANCHORS LISTED IN TABLE 1.
FOLLOW EMBEDMENT, EDGE DISTANCE AND SUBSTRATE
REQUIREMENTS PER TABLE 1, SHEET 1. ANY INSTALLATION OPTION
SHOWN MAY BE USED ON ANY FRAME MEMBER.

2) ALL WOOD BUCKS LESS THAN 1-1/2" THICK ARE TO BE CONSIDERED
1X INSTALLATIONS. 1X WOOD BUCKS ARE OPTIONAL IF UNIT IS
INSTALLED DIRECTLY TO SUBSTRATE.  WOOD BUCKS DEPICTED AS 2X
ARE 1-1/2" THICK OR GREATER. 1X AND 2X BUCKS (WHEN USED) SHALL
BE DESIGNED TO PROPERLY TRANSFER LOADS TO THE STRUCTURE.
WOOD BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF
THE ENGINEER OR ARCHITECT OF RECORD.

3) JAMBS MAY BE EITHER PART #2, PART #8 OR A COMBINATION OF
BOTH, AS SHOWN. VERTICAL GAPS TO BE FIELD-GLAZED WITH PART
#31.

4) ALL JOINT SEALANTS MUST BE COMPATIBLE WITH ALL ADJACENT
MATERIALS AND MUST HAVE MINIMUM 25% EXTENSION MOVEMENT
CAPABILITY.

NOTES

BDETAIL

TYP. ANCHOR
TYPE,
EMBEDMENT
AND EDGE
DISTANCE
PER
SUBSTRATE,
SEE TABLE 1,
SHEET 1

OPTIONAL
1X BUCK

30

1

ADETAIL

DDETAIL EDETAIL FDETAIL

EXTERIOR

C
DETAIL

EXTERIOR
31

421

8

32

3/8" +/- 1/16"

3/8" +/- 1/16"

3/8" +/- 1/16"

32

SUBSTRATE VARIES

SUBSTRATE VARIES

SUBSTRATE VARIES

SUBSTRATE
VARIES

MAY BE ANGLED
BETWEEN 90° & 180°

5

GLASS EDGE
MUST BE SEALED

PANEL/
ASSEMBLY

WIDTH

1-7/16"

13/16" NOM. BITE

20

1/4" HS GLASS

1/4" HS GLASS

5/8" NOM.GLASS STACK

3/8" +/- 1/16"

3/8" +/- 1/16"

0.120" SENTRYGLAS INTERLAYER
BY KURARAY AMERICA, INC.

9 8" AT FRAME
SEAM.

3

3

11 12

PANEL WIDTHPANEL WIDTH

31

7

OPT.
CORNER
GUARD

6

3/8" +/- 1/16"

>90° CORNER DETAIL
W/ BEVELED GLASS
(ALTERNATE)

3/8" +/- 1/16"

90° CORNER DETAIL
W/ BEVELED GLASS
(ALTERNATE)

32

3/8" +/- 1/16"

>90° CORNER DETAIL

BACKER
ROD

32
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1.228"

.955"

.045"

6 OPT. 5/8" GLAZING
CORNER GUARD

3 5/8" EXT. SQUARE BEAD2.246"

5.000"

2.246"

5.000"

ANCHORLESS JAMB21 HEAD/SILL

.103"

.125"

TABLE 4:

5 INT. SQUARE
JAMB BEAD

.125"

6" MAX. O.C.

3" MAX.3" MAX.
TO NEAREST
FRAME CORNER

"A" POSITION ANCHORS ARE
ANCHORED THROUGH THE
TOP OF THE FRAME
EXTRUSION.

"B" POSITION ANCHORS ARE
ANCHORED THROUGH THE
BOTTOM OF THE FRAME
EXTRUSION.

B B B B B

ANCHOR ELEVATION
USE THE SAME ANCHOR PATTERN AT HEAD AND SILL.

SILL ANCHOR PATTERN
USE THE SAME ANCHOR PATTERN AT HEAD.
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"B" POSITION ANCHOR

"B" ANCHORS LOCATED
ADJACENT TO A GLASS OR
PANEL JOINT TO USE AN 8"
ANCHOR CHANNEL
COUPLING, PART# 9.

.840"

.250"

ANCHOR CHANNEL
COUPLING

9

HEAD ANCHORS
AS PER SILL

"A" POSITION ANCHOR EXTERIOR

.250"

.313"

.910"

BBBB
AAA

BBB
AAA

BBB
AAA

3" MAX.

6" MAX. O.C.

B B B B BBBBB
AAA

BBB
AAA

BBB
AAA

6" MAX. O.C. 3" MAX.3" MAX.

47-5/16" MAX.
GLASS WIDTH

.800"

.806"

.080"

INSTALLATION CLIP7

4 INT. SQUARE
HEAD/SILL BEAD

2.815"

2.104"

1.057"

.062"

3" MAX.

1.183"

1.044" 1.229"

.375"

5"

3/8" AL FLAT BAR8

N
O

 C
H

AN
G

E 
TH

IS
 S

H
EE

T 
-

AM

AutoCAD SHX Text
Desc.

AutoCAD SHX Text
Sheet

AutoCAD SHX Text
DWG

AutoCAD SHX Text
Series

AutoCAD SHX Text
Title

AutoCAD SHX Text
No.

AutoCAD SHX Text
Drawn

AutoCAD SHX Text
By

AutoCAD SHX Text
Date

AutoCAD SHX Text
6/18/25

AutoCAD SHX Text
Rev.#

AutoCAD SHX Text
Rev.

AutoCAD SHX Text
Date


