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(INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION SHOWN,
UNLESS OTHERWISE STATED.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER OF
ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH
OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (I.E., WITHOUT
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM(S).
MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4 INCH. SHIM WHERE SPACE OF 1/16
INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY
PLASTIC OR BETTER.

5. THROUGH FRAME/INSTALLATION CLIP: FOR INSTALLATION INTO 2X WOOD FRAME
USE TWO (2) #8 WOOD SCREWS PER INSTALLATION CLIP AND/OR ONE (1) #8 WOOD
SCREW THROUGH FRAME PER LOCATION OF SUFFICIENT LENGTH TO ACHIEVE 1 1/2
INCH MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

6. THROUGH FRAME/INSTALLATION CLIP: FOR INSTALLATION THROUGH 1X BUCK TO
CONCRETE/MASONRY, OR DIRECTLY INTO CONCRETE/ MASONRY, USE ONE (1) 3/16
INCH ITW TAPCON THROUGH FRAME PER LOCATION OF SUFFICIENT LENGTH TO
ACHIEVE 1 1/4 INCH MIMIMUM EMBEDMENT AND/OR ONE (1) OF THE FOLLOWING
THROUGH EACH INSTALLATION CLIP:

6.1. 3/16 INCH DEWALT CRETE-FLEX SS4 THROUGH INSTALLATION CLIP PER
LOCATION OF SUFFICIENT LENGTH TO ACHIEVE 1 1/4 INCH MINIMUM
EMBEDMENT.

6.2. 1/4 INCH DEWALT AGGRE-GATOR THROUGH INSTALLATION CLIP PER LOCATION
OF SUFFICIENT LENGTH TO ACHIEVE 1 3/4 INCH MINIMUM EMBEDMENT.

6.3.  1/4 INCH HILTI KWIK-CONII THROUGH INSTALLATION CLIP PER LOCATION OF
SUFFICIENT LENGTH TO ACHIEVE 1 3/4 INCH MINIMUM EMBEDMENT.

6.4. 1/4INCH POWERS TAPPER THROUGH INSTALLATION CLIP PER LOCATION OF
SUFFICIENT LENGTH TO ACHIEVE 1 3/4 INCH MINIMUM EMBEDMENT.

7. THROUGH FRAME/INSTALLATION CLIP: FOR INSTALLATION THROUGH METAL STUD
USE TWO (2) #8 SELF-TAPPING SCREWS PER INSTALLATION CLIP AND/OR ONE (1) #8
SELF TAPPING SCREW THROUGH FRAME PER LOCATION OF SUFFICIENT LENGTH TO
ACHIEVE 3 THREADS MINIMUM PENETRATION BEYOND METAL STRUCTURE.

8. NAILING FIN: FOR INSTALLATION INTO 2X WOOD FRAME USE ONE (1) #8 WOOD
SCREW OR 8D COMMON NAIL PER LOCATION OF SUFFICIENT LENGTH TO ACHIEVE 1
1/2 INCH MINIMUM EMBEDMENT INTO WOOD SUBSTRATE.

9. NAILING FIN: FOR INSTALLATION THROUGH METAL STUD USE ONE (1) #8
SELF-TAPPING SCREW OF SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM
PENETRATION BEYOND METAL STRUCTURE.

10.MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES, INCLUDING
BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

11.INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

12.FOR GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION ANCHORS INTO MORTAR
JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF
MORTAR JOINT INTO FACE SHELL OF BLOCK.

13.INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE
USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
SPECIFIED BY THE ANCHOR MANUFACTURER.

14.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS
HEREIN ARE BASED ON SUBSTRATE MATERIALS WITH THE
FOLLOWING PROPERTIES:
A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.
B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.
C. MASONRY - STRENGTH CONFORMANCE TO ASTM C-90. MIN. COMPRESSIVE
STRENGTH OF 1500 PSI.
D. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM WALL THICKNESS OF

33 MILS. (20 GUAGE)
E. ALUMINUM - 1/8" MINIMUM THICKNESS (6063-T5).

ANDERSEN CORPORATION

100 SERIES GLIDING WINDOW
(NON-HVHZ)(NON-IMPACT)

GENERAL NOTES:

1.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND
MANUFACTURED TO COMPLY WITH THE CURRENT FLORIDA
BUILDING CODE (FBC), EXCLUDING HVHZ AND HAS BEEN
EVALUATED ACCORDING TO THE FOLLOWING:

¢ AAMA/WDMA/CSA 101/1.5.2/A440-17
e AAMA 450-20

. ADEQUACY OF THE EXISTING STRUCTURAL
CONCRETE/MASONRY, 2X AND METAL STUD FRAMING AS A
MAIN WIND FORCE RESISTING SYSTEM CAPABLE OF
WITHSTANDING AND TRANSFERRING APPLIED PRODUCT
LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC
AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

. APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED TO
PROTECT THIS PRODUCT IN AREAS REQUIRING IMPACT
RESISTANCE.

WINDOW FRAME MATERIAL: FIBREX®

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300
GLASS CHARTS. SEE SHEET 1 FOR GLAZING DETAILS.

DESIGNATIONS "X" AND "O" STAND FOR THE FOLLOWING:
X: OPERABLE SASH
O: FIXED SASH

. CUSTOM SIZES AVAILABLE UPON REQUEST.

EXTERIOR

TABLE OF CONTENTS
SHEET SHEET DESCRIPTION
1 GENERAL NOTES, INSTALLATION NOTES, & GLAZING DETAILS
2 ELEVATIONS & NAIL FIN ANCHOR LAYOUT
3 THROUGH FRAME/INSTALLATION CLIP ANCHOR LAYOUTS
4 VERTICAL SECTIONS
5 HORIZONTAL SECTIONS
6 ALTERNATE FRAME OPTIONS
SIZE & CONFIGURATION DESIGN PRESSURE MISSILE IMPACT RATING
(XO0)711/2"X711/2" +/- 30 PSF NON-IMPACT
(XOX) 143 1/2" X 71 1/2" +/- 30 PSF NON-IMPACT
(XOT/OXT) 71 1/2" X 83 1/2" +/- 30 PSF NON-IMPACT
(XOXT) 107 1/2" X 83 1/2" +/- 30 PSF NON-IMPACT

NOTE:

1.  APPROVED "X" CONFIGURATIONS MAY ALSO BE "O" CONFIGURATIONS.

3/4" O.A. INSULATED

3/4" O.A. INSULATED

GLAZING NOTES:

1.

GLAZING SHALL COMPLY WITH ASTM
E1300 AND FBC SAFETY GLAZING
REQUIREMENTS.

SETTING BLOCK DUROMETER HARDNESS
OF 70-90 (SHORE A) AS REFERENCED IN
CHAPTER 24.

N e

1/2" MIN. [
GLASS BITE |

GLASS

INTERIOR
EXTERIOR

DESICCANT FILLED
METAL SPACER /

1/2" MIN.

SETTING BLOCKS TO BE LOCATED AT 1/4
SPAN LENGTH FOR GLASS WIDER THAN
36" AS PER CHAPTER 24.

D.L.O. MAY NOT EXCEED MAX
DIMENSIONS SHOWN ON ELEVATIONS.

SETTING
BLOCK

GLAZING DETAIL1

— SETTING

GLASS BITE \ ﬂ
A

SILICONE BACK [ o~
BEDDING

e
BLOCK

GLASS
INTERIOR

N\ DESICCANT FILLED

METAL SPACER

SILICONE BACK
BEDDING

GLAZING DETAIL 2
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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UNIT MAX. NOTE: ALL CONFIGURATIONS MAY VARY SUCH THAT OPERABLE SASH WI%’#'J%’?;-Z,, .
WIDTH 107 1/2" MAY ALSO BE FIXED. D
FIXED e SASH MAX. —»]
s i o3
/ D.L.O. MAX.
D.L.O. MAX. WIDTH 65 1/4"
WIDTH 101 1/4" = B —
/Y DY 7TV DY
<A ) Ny,
I t t
S FIXED FIXED
= SASH MAX. FS @ SASH MAX.
HEIGHT v i A l v HEIGHT
NG . 57 3/4" 0 D.LO. MAX. 573/4"
0 D.LO. MAX UNIT HEIGHT
VA HEIGHT MAX. 2 53 1/4"
I;glf/l;‘[ i 53 1/4" 831/2" { l
EN HY OPERABLE
; 5 l<— 5 /? SASH MAX.
N OPERABLE \V L\ ) V" l v HEIGHT
BN - Hy - [Ew\  SASH MAX. X 0 203/4
&/ l X i o/ "O X 5 HEIGHT \
203/4" 3.5" MAX. O.C. (TYP.) _.| |<_ ?
[} [} (e} (e} (e} (e} (e} [} [} [} 8 [} [} [} [} (e} (e} (e} (e} (e} [} [} OPERABLE
f 0 — i & SASH MAX.
OPERABLE i i \ 4/ WIDTH 35 5/16"
SASH MAX. i i B
< A % WIDTH 26 5/16" N I N,
ELEVATION i "0" i ELEVATION
100GXOXT [ [ 100GXOT
3.5" MAX. O.C. . H
(TYP.) o I
o : UNIT MAX.
& ol WIDTH 71 1/2"
I I D.L.O. MAX. SASH MAX.
UNIT MAX. o y . o WIDTH 31 9/16" WIDTH 35 5/16"
WIDTH 143 1/2" o} yn lloll Tvall |
D.L.O. MAX. ‘ : : N4/
OPERABLE ~— WIDTH 69 15/16" ™ (ﬂ
O O © O O O 0 O O O O O O O O O O QO O O O O 4
SASH MAX. )
WIDTH 35 5/16" (ﬂﬂ 3.5" FROM ALL
AL CORNERS (TYP) *ANCHOR LAYOUT f
HY D.L.O. MAX.
*NOTE: NAIL FIN ANCHOR LAYOUT :\j’:‘; ~ x 5 HEIGHT
. 65 1/4"
r = N o APPLIESTO ALLSHAPESAND & /o | 4 (£ 651/
wyen ney wyeh o IR CONFIGURATIONS 711/2" > 0 X 5 SASH MAX.
UNIT 5 X 5 (0] X 5 HEIGHT HEIGHT
MAX. \V 651/4" OPERABLE o r
HEIGHT SASH MAX. 68 3/4
711/2" HEIGHT ‘
‘ 68 3/4"
|
AV B
ANCHOR SCHEDULE (
AV B N
( 2/ INSTALLATION | QTY PER EMBEDMENT | EDGE DISTANCE HEAo[?é.SlLL JDAlgfll'ilfl).C% CORNER
TYPE LOCATION | SUBSTRATE ANCHOR TYPE (IN.) (IN.) DISTANCE i DISTANCE (IN.)
(IN.) ’
ELEVATION NAILFIN 1 WwooD #8 WOOD ANCHOR 1.50 0.75 3.50 3.50 3.50 ELEVAT'ON
NAIL FIN 1 WOOD 8D COMMON NAIL 1.50 0.75 3.50 3.50 3.50
100GXOX NAIL FIN 1 METAL STUD #8 SELF-TAPPING SCREW 3 THREADS 0.50 3.50 3.50 3.50 1OOGOX
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(NON-HVHZ)(NON-IMPACT)
ELEVATIONS & NAIL FIN

TITLE: 100 SERIES GLIDING WINDOW

PREPARED BY:

BUILDING DROPS, INC.

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
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NOTE:

1. ALL MULLED UNITS SHOWN ARE INTEGRAL MULLED UNITS.

UNIT UNIT
WIDTH/3 " A‘ WIDTH/3 [~ 4.375" FROM
rCORNER(TYP.)

4.625" FROM
CORNER (TYP.)

CENTERED —— |

4.250" .
(TYP.) I
3.750" L

4.375" FROMJ
CORNER (TYP.)

T
/CENTERED
"o )
3.750"
(TYP.)
'?%
"X" "o" "X" 4.250"
\ / 4.625" FROMJ
INSTALLATION CORNER (TYP.)
CLIPS
ANCHOR LAYOUT

THROUGH FRAME/
INSTALLATION CLIP

CENTERED(SEE NOTE)

1.00"(SEE NOTE) 1.00"(SEE NOTE)

4.625"FROM ~—] [T
CORNER (TYP.) "4.00" 4.00" 4.375" FROM
(SEE NOTE)J(SEE NOTE[ r CORNER (TYP.)
X X X X

CENTERED

' 1

" "o " /_ CENTERED

| R

4.375" FROM
CORNER (TYP.)

E -

j j 4.625" FROMJ
SEE NOTE SEE NOTE

ANCHOR LEGEND (X)

X = INSTALLATION ANCHORS FOR UNITS WIDER

THAN 47.5"

> = INSTALLATION CLIP FOR UNITS WIDER

THAN 47.5"

<4 = INSTALLATION ANCHORS FOR UNITS WIDER

THAN 96.0"

CORNER (TYP.)
ANCHOR LAYOUT

THROUGH FRAME/
INSTALLATION CLIP

CENTERED(SEE NOTE)

4.375" FROM
rCORNER (TYP.)

$ X

I5 1

4.625" FROM T

CORNER (TYP.)
- 3.5"

CENTERED \- "on
(SEE NOTE)
o |
a.250" |} ¥ 4 4.250"
(SEE NOTE) 3I
» o
1. 1

4.375" FROMJ j 4.625" FROM_f
. CORNER (TYP.
CORNER (TYP.) SEE NOTE (TYP.)

CENTERED

ANCHOR LAYOUT

THROUGH FRAME/
INSTALLATION CLIP

4.625" FROM o 4.00"
CORNER (TYP.) 1.00"_ (SEE NOTE) )
(SEE NOTE) 4.375" FROM
_ CORNER (TYP.)
/CENTERED

||O|| "X” 4
CENTERED—— |
4.625" FROM
CORNER (TYP.)

4.375" FROM J 5\
CORNER (TYP.) CENTERED

(SEE NOTE)

ANCHOR LAYOUT

THROUGH FRAME/
INSTALLATION CLIP
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100 FOURTH AVE NORTH
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1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
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ANCHOR LAYOUTS
BUILDING DROPS, INC.

PREPARED BY
BD

TITLE: 100 SERIES GLIDING WINDOW
(NON-HVHZ)(NON-IMPACT)
THROUGH FRAME/INSTALLATION CLIP

BUILDING DROPS
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CAULK BETWEEN

CONCRETE/ MASONRY & 2X 11/2" MIN.
WOOD BUCK BY OTHERS EMBEDMENT CONCRETE/MASONRY
INSTALLATION ANCHORS.
CONCRETE/ MASONRY SEE INSTALLATION
BY OTHERS #8 WOOD SCREW OR 8D COMMON CAULK BETWEEN 2 MIN. NOTE 6, SHEET 1.
2X WOOD BUCK NAIL INSTALLATION ANCHOR CONCRETE/ MASONRY & 1X EDGE DISTANCE CONCRETE/ MASONRY
BY OTHERS /" MIN WOOD BUCK BY OTHERS BY OTHERS
CAULK BETWEEN — E/DGE DISTANCE 1X WOOD BUCK MIN. EMBEDMENT.
FIN & 2X 1/4" MAX BY OTHERS SEE INSTALL. NOTE 6,
. _ N 2 AR SHEET 1.
WOOD BUCK SHIM SPACE PERIMETER SEALANT PRI AR
EXTERIOR FINISH BY OTHERS RS TS
BY OTHERS EXTERIOR FINISH ; —_—
L N BY OTHERS < T
t PERIMETER SEALANT ¥ . :
BY OTHERS E EU“
EXTERIOR INTERIOR t G A /B 1/4" MAX.
WI(I\DIBI-\é)W E OA TI SHIM SPACE
HEIGHT o— WINDOW —\LJ 13/4" MAX.
L U [ HEIGHT / L — DISTANCE FROM
Il FRAME
_ = \
e T/\\ B N t&%{:} ‘ EXTERIOR I /\ INTERIOR
\SEE GLAZING ] CJ SEE GLAZING
DETAILS, SHEET 1 \ﬂok/ o] DETAILS, SHEET 1
[o]
/C\ VERTICAL SECTION | /D VERTICAL SECTION
W HEAD - 2X WOOD FRAME S W HEAD - 1X WOOD/CONCRETE/MASONRY
NAIL FIN ?;‘ ) JAMB CLIP
FIXED FIXED
EXTERIOR INTERIOR /G\ VERTICAL SECTION EXTERIOR INTERIOR
\4 /  HORIZONTALINTEGRAL MULLION - -
SEE GLAZING
U= SEE GLAZING DETAILS, SHEET 1
Ve DETAILS, SHEET 1
O.A. \ 13/4" MAX.
WINDOW 1/4" MAX. O.A. WINDOW DISTANCE FROM
HEIGHT SHIM SPACE HEIGHT FRAME
1/4" MAX. SHIM
PERIMETER SEALANT 3/4" MIN. l’ SPACE
\ o oS [ﬂlmxﬂ e ance |

EXTERIOR FINISH
BY OTHERS

CAULK BETWEEN

FIN & 2X WOOD BUCK

#8 WOOD SCREW OR ;'-
8D COMMON NAIL
INSTALLATION ANCHOR
CONCRETE/ MASONRY 11/2" MIN.
BY OTHERS EMBEDMENT

2X'WOOD BUCK BY OTHERS

CAULK BETWEEN
CONCRETE/ MASONRY & 2X
WOOD BUCK BY OTHERS

/B VERTICAL SECTION

SILL - 2X WOOD FRAME
NAIL FIN
OPERABLE

\4/

MIN. EMBEDMENT.
SEE INSTALL. NOTE 6,
SHEET 1.

CONCRETE/MASONRY

INSTALLATION ANCHORS.
SEE INSTALLATION NOTE 6,

]
SHEET 1.

/AN VERTICAL SECTION
W SILL - CONCRETE/MASONRY

INSTALLATION CLIP
OPERABLE

PERIMETER SEALANT
BY OTHERS

PRECAST SILL
BY OTHERS

2" MIN.
EDGE DISTANCE
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WINDOWS & DOORS

100 FOURTH AVE NORTH
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SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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1/2" MIN.

EDGE DISTANCE )
1/4" MAX. 1/4" MAX.

SHIM SPACE SHIM SPACE

METAL STUD FRAMING

BY OTHERS. SEE INSTALL. |
NOTE 14, SHEET 1. \ INTERIOR INTERIOR
SEE GLAZING SEE GLAZING

#8 SELF-TAPPING SCREW
INSTALLATION ANCHOR \ DETAILS, SHEET 1 DETAILS, SHEET 1

| —

x CAULK BETWEEN
|7 CONCRETE/ MASONRY & 1x

MIN. EMBEDMENT
~=—— SEE INSTALL. NOTE 6,
SHEET 1.

CONCRETE/ MASONRY BY OTHERS

WOOD BUCK BY OTHERS

CONCRETE/MASONRY
INSTALLATION ANCHORS.
SEE INSTALLATION NOTE 6,

3 THREADS MIN. PENETRATION DEI ( =N\ N
BEYOND METAL STRUCTURE DDI Y

SHEATHING—""

SHEET 1. ‘

2" MIN.

BY OTHERS EDGE DISTANCE
CAULK BETWEEN ‘\
FIN & SHEATHING X WOOD BUCK f
EXTERIOR FINISH BY OTHERS
BY OTHERS EXTERIOR FINISH
EXTERIOR EXTERIOR BY OTHERS
PERIMETER SEALANT B— B—
BY OTHERS 0.A. WINDOW 0.A. WINDOW PERIMETER SEALANT
=  wibtH ~  WIDTH BY OTHERS
/B, HORIZONTAL SECTION (EN HOR[Q':'E% SE/CIOION
JAMB - 1X WOOD/CONCRETE/MASONRY
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