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/ INSTALLATION NOTES:

1.

10.

11.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN, UNLESS OTHERWISE STATED.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

FOR INSTALLATION THROUGH 2X BUCK USE #10 WOOD SCREWS.
INSTALLATION SHALL CONFORM TO THE FOLLOWING
REQUIREMENTS:

4.1. MINIMUM EMBEDMENT OF 1-1/2" INTO WOOD

4.2. MINIMUM EDGE DISTANCE OF 1/2"

4.3. MINIMUM O.C. DISTANCE OF 3/4"

FOR INSTALLATION THROUGH METAL FRAME USE #10

SELF-DRILLING, SAE GR. 5, TYPE SCREWS. INSTALLATION SHALL

CONFORM TO THE FOLLOWING REQUIREMENTS.

5.1. THREE (3) THREADS MINIMUM PENETRATION BEYOND METAL
FRAME WALL.

5.2. MINIMUM EDGE DISTANCE OF 1/2"

5.3. MINIMUM O.C. DISTANCE OF 3/4"

FOR INSTALLATION THROUGH MASONRY AND CONCRETE USE, 1/4"
TITEN SIMPSON SCREWS. INSTALLATION SHALL CONFORM TO THE
FOLLOWING REQUIREMENTS.

5.1. MINIMUM EMBEDMENT 1" MASONRY, 1 1/2" CONCRETE

5.2. MINIMUM EDGE DISTANCE OF 1 1/2"

5.3. MINIMUM O.C. DISTANCE OF 3"

FOR MASONRY OR CONCRETE OPENINGS, A 1X WOOD BUCK MAY BE
USED (OPTIONAL) AS LONG AS THE MINIMUM EMBEDMENT AND
EDGE DISTANCE REQUIREMENTS ARE STILL MET WITHIN THE
CORRESPONDING HOST SUBSTRATE. SEE GENERAL NOTE #3 ON
SHEET 1 FOR MORE INFORMATION.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE
SHEATHING, & WALL FINISHES, INCLUDING BUT NOT LIMITED TO
STUCCO, FOAM, BRICK VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

ASSEMBLY SCREWS, #10 FH SCREWS, ARE LOCATED THROUGH
SPACER CLIPS (ITEM #3) AT 24" O.C.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE
BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING
PROPERTIES:
A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.42.
B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000
PSI.
C. GROUT-FILLED CMU- UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI
AND GROUT CONFORMS TO ASTM C 476, MINIMUM GROUT
COMPRESSIVE STRENGTH OF 2000 PSI.
D. HOLLOW BLOCK CMU - UNIT STRENGTH CONFORMS TO ASTM
C-90 WITH MINIMUM COMPRESSIVE STRENGTH OF 2000 PSI.
E. STEEL - MINIMUM WALL THICKNESS OF 54 MILS (16 GA.)
WHEN THROUGH GUSSET INSTALLATION.
F.  ALUMINUM - 1/8" MINIMUM THICKNESS (6063-T5)

ANDERSEN CORPORATION

A-SERIES WINDOWS REINFORCED MULLION ASSEMBLY

(HVHZ) (IMPACT)

GENERAL NOTES:

1. THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO
COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC)
INCLUDING HVHZ. ALL PRODUCTS UNDER THE SCOPE OF THIS
DOCUMENT HAVE BEEN EVALUATED ACCORDING TO THE CURRENT
FBC AND THE FOLLOWING:

e TAS201-94
e TAS 202-94
e TAS 202-94

2. ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY, 2X
AND METAL STUD FRAMING AS A MAIN WIND FORCE RESISTING
SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING APPLIED
PRODUCT LOADS TO THE FOUNDATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

3. 1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND ANCHORED
TO PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE. BUCK DESIGN
AND INSTALLATION IS THE RESPONSIBILITY OF THE ENGINEER OR
ARCHITECT OF RECORD FOR THE PROJECT OF INSTALLATION.

4. THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND
MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE WITH
THIS DOCUMENT IN NON-HVHZ AREAS. IN HVHZ AREAS, ONE TIME
PRODUCT APPROVAL TO BE OBTAINED FROM MIAMI-DADE RER OR
AHJ.

5. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED TO
PROTECT THIS PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

6. WINDOW FRAME MATERIAL: PONDEROSA PINE OR EQUIVALENT
(5.G6.=0.45).

7. MULLION MATERIAL: FIBERGLASS

8. IN ACCORDANCE WITH CURRENT FBC, WOOD COMPONENTS SHALL
HAVE BEEN PRESERVATIVE TREATED OR SHALL BE OF A DURABLE
SPECIES.

9. IN ACCORDANCE WITH THE CURRENT FBC, DISSIMILAR METALS
INCLUDING FASTENERS THAT MAY COME INTO CONTACT WITH
ALUMINUM UNIT FRAMING SHALL BE PROTECTED.

10.DESIGNATIONS "X" AND "O" STAND FOR THE FOLLOWING:
X: OPERABLE PANEL
O: FIXED PANEL

11.CUSTOM SIZES AVAILABLE UPON REQUEST. CUSTOM DESIGN
PRESSURE WILL BE ASSIGNED EQUAL TO NEXT LARGER STANDARD SIZE.

12.MULL ASSEMBLIES ARE QUALIFIED FOR TWO OR MORE UNITS PER
OPENING IN THE FOLLOWING CONFIGURATIONS:
e "ONE WAY" - RIBBON OR STACKED MULLIONS
e "TWO WAY" -'X' OR 'T' MULLIONS

13. GROUPS I, II, & |1l CONSIST OF 4-9/16" MULLIONS (ITEM #1A). GROUPS
IV, V, & VI CONSIST OF 6-9/16" MULLIONS
(ITEM #1B)
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MULLING INSTRUCTIONS:

STEP 1: ESTABLISH MULL ASSEMBLY FRAME TYPES AND MULL
CONFIGURATION.

STEP 2: VERIFY MULL ASSEMBLY CONSTRUCTION FROM
SHEETS 2-4 (REFER TO ABBREVIATION TABLE ABOVE) AND
DETERMINE GROUP NUMBER.

STEP 3: DETERMINE ALLOWABLE LOAD OF MULL ASSEMBLY
FROM APPLICABLE LOAD TABLE BASED ON MULL GROUP
NUMBER, REFER TO SHEETS 9-16.

STEP 4: INSTALL MULLION BASED ON APPLICABLE
SPECIFICATIONS SHOWN ON SHEETS 5-8.

MISSILE IMPACT RATING

SMALL AND LARGE MISSILE
IMPACT RATED
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#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULLTYPE | GROUP NO.
4-9/16" |
6-9/16" v

FLEXI TO FLEXI

VERTICAL OR HORIZONTAL MULL
#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.
O.C. THEREAFTER.

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

&)

MULL TYPE GROUP NO.
4-9/16" 1]
6-9/16" v

ATF/APW TO FLEXI

VERTICAL OR HORIZONTAL MULL

/DY
\2/

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"

5 FROM END & 8" MAX.
L] O.C. THEREAFTER.
3
L)
1,
MULL TYPE GROUP NO.
&S] 4-9/16" ]
6-9/16" WV

/G FW TO FW
W VERTICAL OR HORIZONTAL MULL

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

M:J-I;I}IYGI?E GROl:P NO.
6-9/16" v
/B FLEXI TO AAN/ATV/ACW

\2/

VERTICAL OR HORIZONTAL MULL

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULLTYPE | GROUP NO.
4-9/16" |
6-9/16" v

FLEXI TO ADH

VERTICAL OR HORIZONTAL MULL
#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" I
6-9/16" v

FW TO ADH

VERTICAL OR HORIZONTAL MULL

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" |
6-9/16" I\

AAN TO FLEXI

VERTICAL OR HORIZONTAL MULL

#10 x 1-1/4" FH SCREWS
(SEE INSTALL. NOTE 8,
SHEET 1) 4-6" FROM END
& 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
2-9/16" |
6-9/16" i

FLEXI TO FW
VERTICAL OR HORIZONTAL MULL
#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.
0.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" 1l
6-9/16" v

FW TO ATF/APW

VERTICAL OR HORIZONTAL MULL

&
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#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" |
6-9/16" v

MULLTYPE [ GROUP NO.
4-9/16" 1l
6-9/16" VI

ADH TO ADH

VERTICAL MULL

AAN/ATV TO FW

VERTICAL OR HORIZONTAL MULL

ACWTO FW

VERTICAL OR HORIZONTAL MULL

#10x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" 1l
6-9/16" v

MULLTYPE | GROUP NO.
4-9/16" i
6-9/16" VI

EN ATV TO ADH
3 HORONTAL MU ATF/APW TO ATF/APW
>|':< ACW TO ADH @ / OR HORIZONTAL M/

w VERTICAL MULL

#10 x 1" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

4 FROM END & 8" MAX.
l 0.C. THEREAFTER.
1 L /1
2
3
MULL TYPE GROUP NO. MULL TYPE GROUP NO.
4-9/16" | 4-9/16" [
6-9/16" v 6-9/16" v
/T AAN/ATV TO AAN/ATV 7K\  ARCH. TO FLEXI
3 VERTICAL OR HORIZONTAL MULL w VERTICAL OR HORIZONTAL MULL
J ACW TO ACW
w VERTICAL OR HORIZONTAL MULL

#10 x 7/8" FH SCREWS
(SEE INSTALL. NOTE 8,
SHEET 1) 4-6" FROM END
& 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" m
6-9/16" VI

ATF/APW TO ADH

VERTICAL OR HORIZONTAL MULL

#10 x 7/8" FH SCREWS
(SEE INSTALL. NOTE 8,
SHEET 1) 4-6" FROM END
& 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" 1]
6-9/16" v

ATV TO ATF/APW

VERTICAL OR HORIZONTAL MULL

#10 x 1" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

- ! / 0.C. THEREAFTER.
3 MULL TYPE GROUP NO.
4-9/16" |
6-9/16" v
m ARCH. TO AAN/ATV
3 VERTICAL OR HORIZONTAL MULL
% ARCH. TO ACW
w VERTICAL OR HORIZONTAL
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#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 1" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

= O.C. THEREAFTER.

H MULL TYPE GROUP NO.
2-9/16" |
6-9/16" W

/A\  AAN TO ARCH.
W HORIZONTAL MULL

#10 x 1" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 1-1/4" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

1 l / 0.C. THEREAFTER.
2
E 3 M:;I}I;/:’E GROITP NO.
6-9/16" v
/D ARCHTO FW

\U VERTICAL OR HORIZONTAL MULL

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 1" FH SCREWS (SEE

INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.
O.C. THEREAFTER.

(B

MULL TYPE GROUP NO.
4-9/16" 1l

6-9/16" v

ATF/APW TO ARCH.

\4/

VERTICAL OR HORIZONTAL MULL

#10 x 7/8" FH SCREWS
(SEE INSTALL. NOTE 8,
SHEET 1) 4-6" FROM END
& 8" MAX.

O.C. THEREAFTER.

MULL TYPE GROUP NO.
4-9/16" M
6-9/16" v
/E\ ATF/APW TO ACW
W VERTICAL OR HORIZONTAL MULL
COMBINED SECTION
GROUP # MOMENT OF MODULUS 'Sx'
INERTIA, 'l' INM4 INA3
1 8.9700 3.12
2 8.9700 3.12
3 8.9700 3.12
4 21.1000 5.45
5 21.1000 5.45
6 21.1000 5.45

#10 x 1" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

O.C. THEREAFTER.

#10 x 7/8" FH SCREWS (SEE
INSTALL. NOTE 8, SHEET 1) 4-6"
FROM END & 8" MAX.

1

2

O.C. THEREAFTER.

-

O

Q MULL TYPE GROUP NO.
2-9/16" |
6-9/16" v

ARCH. TO ADH

\U VERTICAL OR HORIZONTAL MULL

PRODUCT ABBREVIATION KEY

ABBREVIATION

PRODUCT NAME

Flexi =

Flexiframe Window

FW

A Series Specialty Window

Arch. =

Specialty Window

APW =

A Series Picture Window

ATF =

A Series Transom/Fixed

AAN =

A Series Awning

ATV =

A Series Venting Transom

ACW =

A Series Casement

ADH =

A Series Double Hung
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/A HORIZONTAL SECTION

JOINING DETAIL
'X' MULLION JOINT

/

N5/

ADJACENT WINDOW FRAMES,
UNDER SEPARATE APPROVAL

(8) #10 x 5/8" FH SCREWS
THROUGH GUSSET TO
EACH ADJACENT FRAME
(4) #8 x 5/8" FH SCREWS

LOCKING
PLUG

NOTE:

INSTALLATION DETAILS ARE
APPLICABLE TO 4-9/16" AND
6-9/16" REINFORCED MULLION
ASSEMBLIES.

(2) #10 x 2" FH SCREWS

THROUGH EA.

INTERSECTION BRACKET

INTO END PLUG

(12) #10 FLAT HEAD

WOOD SCREWS TO
/ WOOD OR #10 TEK

N— ——

(2) #10 x 2" FH SCREWS
THROUGH EA.
INTERSECTION BRACKET
INTO END PLUG

/B HORIZONTAL SECTION
@ JOINING DETAIL

'T' MULLION JOINT

== e
FOR A-SERIES GUSSET\ SCREWS TO METAL STUD g\;_n_ N ?_ﬁf_'—u -
= N\ // -
() () TR n /1 () ()
—————— B — 2 — R — - — — — — A — e — = —— — — ]
(2) #10 x 2"
® \ ® ® GR.5
/ FH SCREWS
@ @ (2) #10 x 2" GR. 5 FH /—(T;HF;(SJUGHO
L USSET T
imi AR
/C\ _ EXTERIOR VIEW =
\y MULLION ANCHOR DETAIL ‘—}— — (6) #10 TEK SCREW
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(6) #10 X 5/8" FH SCREWS

THROUGH HALF GUSSET
TO EACH ADJACENT
FRAME

i 2

© © ©

©)

] —
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i e |

©)

60 & |
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— NOTE:

INSTALLATION DETAILS ARE APPLICABLE TO

=t

HALF GUSSET FLANGE INTO MULLION
LENGTH = 7/8" FOR ALL PRODUCTS
EXCEPT, 1" FOR ARCH. & 1-1/4" FOR
FLEXI & FW

(ﬁ/ (2) #10 GR. 5 FH SCREWS THROUGH EA.

PLAN VIEW

(A
N,

ADJACENT WINDOW
FRAMES, UNDER
SEPARATE APPROVAL

(4) #8 x 5/8" FH SCREWS
THROUGH HALF GUSSET
TO EACH ADJACENT

MULLION ANCHOR DETAIL
HALF GUSSET INSTALLATION - TYP.

(2) #10 GR. 5 FH SCREWS THROUGH HALF
GUSSET FLANGE INTO MULLION

LENGTH = 7/8" FOR ALL PRODUCTS
EXCEPT, 1" FOR ARCH. & 1-1/4" FOR
FLEXI & FW

[

— —< ® O O 4-9/16" AND 6-9/16" REINFORCED MULLION
\\ ] ASSEMBLIES.

(2) #10 GR. 5 FH SCREWS THROUGH HALF
GUSSET FLANGE INTO MULLION

LENGTH = 7/8" FOR ALL PRODUCTS
EXCEPT, 1" FOR ARCH. & 1-1/4" FOR
FLEXI & FW
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ADJACENT WINDOW ‘/\
FRAMES, UNDER
SEPARATE APPROVAL  \
(8) #10 x 5/8" FH SCREWS
THROUGH GUSSET TO
EACH ADJACENT FRAME

(4) #8 X 5/8" FH SCREWS‘\ N
FOR A-SERIES GUSSET

JOINING DETAIL
'X' MULLION JOINT
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LOCKING PLUG
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m HORIZONTAL SECTION I.II-\IHT[I{E(;;JEGCF'I"IEDAI\.I BRACKET @C
INTO END PLUG
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\Z7/

INTERSECTION BRACKET
INTO END PLUG

OPENING WITH
3 THREADS

A PENETRATION
AND 1/2" EDGE
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REQUIRED.

HORIZONTAL SECTION /D) VERTICAL SECTION

(2) #10 x 2" GR. 5 FH

SCREWS THROUGH
/GUSSET TO END PLUG

(e

(12) #10 GR. 5 FH SCREWS
THROUGH FRAME AND

N,

ADJACENT WINDOW
FRAMES, UNDER

SEPARATE APPROVAL ‘f\

(6) #10 x 5/8" FH SCREWS
THROUGH GUSSET TO EACH

ADJACENT FRAME
(4) #8 X 5/8" FH SCREWS |

EMBEDMENT REQUIRED.

et

/—LOCKING PLUG

(2) #10 x 2" GR. 5 FH
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GUSSET TO END PLUG

JOINING DETAIL
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(10) #10 PH WOOD
SCREWS TO WOOD
SUBSTRATE OR #10 TEK
SCREWS TO METAL STUD.

(B

\8/

MULLION ANCHOR DETAIL
SLIDE GUSSET INSTALLATION - TYP.

1
11 l - _ _
; — —
|
= = _ _ @ NOTE:
| - INSTALLATION DETAILS ARE APPLICABLE TO
[ 4-9/16" AND 6-9/16" REINFORCED MULLION
— ASSEMBLIES.
(2) #10 GR. 5 FH SCREWS THROUGH EA.
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LENGTH = 7/8" FOR ALL PRODUCTS
EXCEPT, 1" FOR ARCH. & 1-1/4" FOR
FLEXI & FW.
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LENGTH = 7/8" FOR ALL PRODUCTS
EXCEPT, 1" FOR ARCH. & 1-1/4" FOR
FLEXI & FW.
(2) #10 GR. 5 FH SCREWS THROUGH EA.
HALF GUSSET FLANGE INTO MULLION 5@—\4—@
LENGTH = 7/8" FOR ALL PRODUCTS 11T 1T T T
ADJACENT WINDOW EXCEPT, 1" FOR ARCH. & 1-1/4" FOR
FRAMES, UNDER 1)) (A FLEXI & FW.
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\ 1 {18
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\ s e i 3L Xa
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP | .T)""\_
L - Mull W - Tributary Width (in) b \
Length (in)| ~ 18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 1020 | 1080 | 1140 | 120.0 | 1260 | 1320 | 138.0 | 144.0 b |
24.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0
30.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 ﬁ H ng B?E[‘!
36.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0
420 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 BAVPORT. VN 550051056
48.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 PH: (651) 264-5150 FX: (651) 264-5485
54.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 ]
60.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 — S
66.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 5 =3 §
72.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 @ > % LEaggs
78.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 & g bt Q cRa3f
84.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 QI 2 Q52333
90.0 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 972 90.8 86.0 82.6 80.3 79.0 785 785 785 785 785 785 785 785 785 785 % 5 = 23 =3x §
96.0 1000 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 96.0 86.0 78.6 73.0 68.8 65.7 63.4 61.9 61.0 60.7 60.7 60.7 60.7 60.7 60.7 60.7 60.7 60.7 x> g s s
1020 | 1000 | 1000 | 1000 | 1000 | 1000 | 983 90.8 79.3 70.9 64.6 59.7 56.0 53.2 51.1 495 485 47.8 476 476 476 476 476 476 476 47.6 2 3 5 3 =
1080 | 100.0 | 1000 | 1000 | 994 90.0 82.4 76.1 66.3 59.1 53.7 495 463 438 418 403 39.2 38.5 38.0 37.9 37.9 37.9 37.9 37.9 37.9 37.9 & %‘ g 5 @
1140 | 100.0 | 1000 | 944 84.3 76.3 69.8 64.4 56.0 49.9 452 416 38.7 36.5 34.7 33.3 32.3 315 31.0 30.6 30.5 30.5 30.5 30.5 30.5 30.5 “s g a 4
1200 | 1000 | 91.9 80.7 72.1 65.2 59.6 55.0 47.8 424 38.4 35.2 32.7 30.8 29.2 27.9 26.9 26.1 256 25.2 24.9 24.8 24.8 24.8 24.8 24.8 < o & |2
126.0 92.2 79.3 69.6 62.2 56.2 51.3 47.3 411 36.4 32.9 30.2 28.0 26.2 24.8 236 227 22.0 21.4 21.0 20.7 20.5 20.4 20.4 20.4 20.4 a é =
132.0 80.2 68.9 60.5 54.0 48.8 445 41.0 35.6 31.5 28.4 26.0 24.1 225 21.2 20.2 19.4 18.7 18.1 17.7 17.4 17.2 17.0 17.0 17.0 17.0 = o« 5
138.0 70.1 60.2 52.9 47.2 426 38.9 35.8 31.0 27.5 24.7 22.6 20.9 195 18.4 17.4 16.6 16.0 155 15.1
144.0 61.7 53.0 46.5 415 37.4 34.2 31.5 27.2 24.1 21.7 19.8 18.2 17.0 16.0 15.1 REMARKS BY | DATE
|6TH FBC CODE CHANGE| FM [10/17
NOTE: 2023 CODE CHANGE | MS [10/19/23]
1) MULLION CHART APPLIES TO 4-9/16" (ITEM #1A) GROUP | REINFORCED COMPOSITE MULL
ASSEMBLIES, WHEN MULLED IN ONE-WAY, STACK OR RIBBON, CONFIGURATIONS.
2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF. N> MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIIG
3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180 FROM THEREGUIREMENTSDETALED HEREIN, A UCENSED
4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION DOCUMENTS FOR USE WITH THIS DOCUMENT,
ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL. W
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS:
o STANDARD GUSSET INSTALLATION TO WOOD OR METAL STUD
o HALF GUSSET INSTALLATION TO WOOD, OR METAL STUD.
o FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE
6) TRIBUTARY WIDTH = W = (A+B)/2
7) REFER TO SHEETS 8 & 9 FOR INSTALLATION DETAILS.
8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE L
THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL 5S Q
AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW. G it
190NE MIAI\k!t@U:TE 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
" FL15922
pate:  10.06.17
DWG. BY: CHK. BY:
il HR HEN
SCALE: NTS
A owaG. #: AWD194
SHEET:
A+B=W "g"
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E MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP II T“'-‘% E
% L - Mull W - Tributary Width (in) : o
gl |tength (M| 18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 102.0 | 108.0 | 1140 | 1200 | 126.0 | 1320 | 1380 | 144.0 4 -
s 24.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 [ 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 [ 100.0 | 100.0 | 100.0 ANDERSEN
30.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 WINDOWS & DOORS
36.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 100 FOURTH AVE NORTH
42.0 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 [ 100.0 [ 100.0 [ 100.0 | 100.0 1000 | 1000 [ 100.0 | 100.0 [ 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 [ 100.0 | 100.0 | 100.0 P (651) 260.5150. oo (651) 264-5485
48.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0
54.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 [ 100.0 | 100.0 | 100.0 | 100.0 U
60.0 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 1000 | 100.0 | 100.0 | 1000 | 100.0 100.0 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 = Z 4 £
66.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 [ 100.0 | 100.0 [ 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 Qs 3 DL wni
72.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 1000 | 1000 | 100.0 100.0 100.0 | 1000 | 100.0 [ 100.0 | 100.0 [ 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 Q a & SEEE RS
78.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 100.0 | 1000 | 1000 [ 100.0 | 100.0 [ 1000 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 Q ,_% i Ogzass
84.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 100.0 | 1000 | 100.0 [ 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 [ 100.0 | 100.0 | 100.0 = Q g gsz¢ 23
90.0 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 100.0 | 100.0 | 100.0 | 100.0 | 100.0 95.5 917 89.2 87.7 87.2 87.2 87.2 87.2 87.2 87.2 87.2 87.2 87.2 87.2 o ; o Sgez:
96.0 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 | 100.0 95.5 87.3 81.1 76.4 72.9 70.4 68.7 67.7 67.3 67.3 67.3 67.3 67.3 67.3 67.3 67.3 67.3 0SS = g E
102.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 100.0 88.0 787 717 66.3 62.2 59.1 56.7 55.0 53.8 53.1 52.8 52.8 52.8 52.8 52.8 52.8 52.8 52.8 =3 = g @
1080 | 100.0 | 1000 | 100.0 | 100.0 99.9 915 84.5 736 65.6 59.6 55.0 51.4 486 46.4 448 435 427 42.2 42,0 42.0 42.0 42.0 42.0 42.0 42.0 @ g = @ £
1140 | 100.0 | 1000 | 100.0 936 84.7 77.4 715 62.2 55.3 50.2 46.1 43.0 405 38.5 37.0 35.8 35.0 34.4 34.0 33.9 33.9 33.9 33.9 33.9 33.9 < % o E
120.0 | 100.0 | 100.0 89.6 80.0 72.4 66.2 61.0 53.0 471 426 39.1 36.4 34.1 324 31.0 29.9 29.0 28.4 27.9 277 27.6 27.6 27.6 276 27.6 4j I S
126.0 | 100.0 88.0 773 69.0 62.4 57.0 52.5 456 405 36.5 335 31.0 29.1 27.5 26.2 252 24.4 23.8 233 23.0 228 27 27 27 227 E & =
132.0 89.0 76.5 67.1 59.9 54.1 49.4 456 39.5 35.0 316 28.9 26.7 25.0 236 224 215 20.7 20.1 19.6 19.3 19.0 18.9 18.8 18.8 18.8
1380 | 77.8 66.9 58.7 52.3 473 432 39.8 344 305 275 251 23.2 216 204 19.3 18.5 17.8 172 16.7 16.4 16.1 15.9 15.8 15.8 15.8 REMARKS BY | DATE
144.0 68.4 58.8 51.6 46.0 41.6 37.9 34.9 30.2 26.7 24.0 21.9 20.2 18.9 17.7 16.8 16.0 15.4 |6TH FBC CODE CHANGE| FM |10/17
NOTE: 2023 CODE CHANGE | MS |10/19/23}
1) MULLION CHART APPLIES TO 4-9/16" (ITEM #1A) GROUP Il REINFORCED COMPOSITE MULL
ASSEMBLIES, WHEN MULLED IN ONE-WAY, STACK OR RIBBON, CONFIGURATIONS. I I —
2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF. PSRRI
3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180. FENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFC
4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION B —
ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL. W
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS:
e STANDARD GUSSET INSTALLATION TO WOOD OR METAL STUD
g o HALF GUSSET INSTALLATION TO WOOD, OR METAL STUD.
z o FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE
3 6) TRIBUTARY WIDTH = W = (A+B)/2
:g_‘ 7) REFER TO SHEETS 8 & 9 FOR INSTALLATION DETAILS. L
g" 8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE
3 THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL 1 AN
B AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW. = ﬁmfﬁﬁ\\
8 1900 NE MIA . SUITE 2-15
o MIAMI, FL 33132
%’ FBPE CERT. OF AUTHORIZATION No. 29578
; " FL15922
5 paTe:  10.06.17
% DWG. BY: CHK. BY:
; HR HEN
‘; SCALE: NTS
§ w owa. # AWD194
s SHEET:
R A+B=W
z 0

OF 1‘_u
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP Il
L - Mull W - Tributary Width (in)

Length (in)[* 18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 102.0 108.0 114.0 120.0 126.0 132.0 138.0 144.0
24.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
30.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
36.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
42.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
48.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
54.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
78.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
84.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
90.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.3 95.1 93.8 93.4 93.4 93.4 93.4 93.4 93.4 93.4 93.4 93.4 93.4
96.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.0 91.1 85.8 81.9 79.1 77.2 76.0 75.6 75.6 75.6 75.6 75.6 75.6 75.6 75.6 75.6
102.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.9 88.4 80.5 74.5 69.9 66.3 63.7 61.7 60.4 59.6 59.3 59.3 59.3 59.3 59.3 59.3 59.3 59.3
108.0 100.0 100.0 100.0 100.0 100.0 100.0 94.8 82.7 73.7 67.0 61.8 57.7 54.6 52.1 50.3 48.9 48.0 47.4 47.2 47.2 47.2 47.2 47.2 47.2 47.2
114.0 100.0 100.0 100.0 100.0 95.1 87.0 80.3 69.8 62.2 56.3 51.8 48.3 45.5 43.3 41.6 40.2 39.3 38.6 38.2 38.0 38.0 38.0 38.0 38.0 38.0
120.0 100.0 100.0 100.0 89.9 81.3 74.3 68.5 59.5 52.9 47.9 43.9 40.8 38.3 36.4 34.8 33.5 32.6 31.9 31.4 31.1 31.0 31.0 31.0 31.0 31.0
126.0 100.0 98.9 86.8 775 70.1 64.0 59.0 51.2 45.4 41.0 37.6 34.9 32.7 30.9 29.5 28.3 27.4 26.7 26.2 25.8 25.6 25.5 25.5 25.5 25.5
132.0 99.9 85.9 75.4 67.3 60.8 55.5 51.2 44.3 39.3 35.4 32.4 30.0 28.1 26.5 25.2 24.1 23.3 22.6 22.1 21.7 21.4 21.2 21.2 21.2 21.2
138.0 87.4 75.1 65.9 58.8 53.1 485 44.7 38.7 34.2 30.8 28.2 26.0 24.3 22.9 21.7 20.7 20.0 19.3 18.8 18.4 18.1 17.9 17.8 17.7 17.7
144.0 76.9 66.1 58.0 51.7 46.7 426 39.2 33.9 30.0 27.0 24.6 22.7 21.2 19.9 18.9 18.0 17.3 16.7 16.2 15.8 15.5 15.2 15.1

NOTE:
1) MULLION CHART APPLIES TO 4-9/16" (ITEM #1A) GROUP Ill REINFORCED COMPOSITE MULL
ASSEMBLIES, WHEN MULLED IN ONE-WAY, STACK OR RIBBON, CONFIGURATIONS.
2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180.
4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION
ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL.
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS: W
¢ STANDARD GUSSET INSTALLATION TO WOOD OR METAL STUD
o HALF GUSSET INSTALLATION TO WOOD, OR METAL STUD.
o FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE.
6) TRIBUTARY WIDTH = W = (A+B)/2
7) REFER TO SHEETS 8 & 9 FOR INSTALLATION DETAILS.
8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE
THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL
AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW.
A+B=W
2
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP I, II, OR Il (TWO-WAY CONFIGURATION
L - Mull W - Tributary Width (in)

Length (in) 18.0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 102.0 108.0 114.0 120.0 126.0 132.0 138.0 144.0
24.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
30.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
36.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 95.2 90.9 87.0 83.3
42.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 95.2 90.2 85.7 81.6 77.9 74.5 71.4
48.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 93.8 88.2 83.3 78.9 75.0 71.4 68.2 65.2 62.5
54.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 95.2 88.9 83.3 78.4 741 70.2 66.7 63.5 60.6 58.0 55.6
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 92.3 85.7 80.0 75.0 70.6 66.7 63.2 60.0 57.1 54.5 52.2 50.0
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 99.2 90.9 83.9 77.9 72.7 68.2 64.2 60.6 57.4 54.5 51.9 49.6 47.4 45,5
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 90.9 83.3 76.9 71.4 66.7 62.5 58.8 55.6 52.6 50.0 47.6 455 43.5 41.7
78.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 92.3 83.9 76.9 71.0 65.9 61.5 57.7 54.3 51.3 48.6 46.2 44.0 42.0 40.1 38.5
84.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 95.2 85.7 77.9 71.4 65.9 61.2 57.1 53.6 50.4 47.6 451 42.9 40.8 39.0 37.3 35.7
90.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.2 83.8 75.4 68.5 62.8 58.0 53.8 50.3 471 44.3 41.9 39.7 37.7 35.9 34.3 32.8 31.4
96.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 88.7 77.6 69.0 62.1 56.5 51.8 47.8 44.4 41.4 38.8 36.5 34.5 32.7 31.1 29.6 28.2 27.0 25.9
102.0 100.0 100.0 100.0 100.0 100.0 94.2 86.3 74.0 64.7 57.5 51.8 471 43.2 39.8 37.0 34.5 32.4 30.5 28.8 27.3 25.9 24.7 23.5 22.5 21.6
108.0 100.0 100.0 100.0 96.9 87.2 79.3 72.7 62.3 54.5 48.5 43.6 39.7 36.4 33.6 31.2 29.1 27.3 25.7 24.2 23.0 21.8 20.8 19.8 19.0 18.2
114.0 100.0 100.0 92.7 82.4 74.2 67.4 61.8 53.0 46.4 41.2 37.1 33.7 30.9 28.5 26.5 24.7 23.2 21.8 20.6 19.5 18.5 17.7 16.9 16.1 15.5
120.0 100.0 90.9 79.5 70.7 63.6 57.8 53.0 45.4 39.8 35.3 31.8 28.9 26.5 24.5 22.7 21.2 19.9 18.7 17.7 16.7 15.9 15.1 - -
126.0 91.6 78.5 68.7 61.0 54.9 49.9 45.8 39.2 34.3 30.5 27.5 25.0 22.9 21.1 19.6 18.3 17.2 16.2 15.3 - -
132.0 79.6 68.3 59.7 53.1 47.8 43.4 39.8 34.1 29.9 26.5 23.9 21.7 19.9 18.4 171 15.9 - -
138.0 69.7 59.7 52.3 46.5 41.8 38.0 34.9 29.9 26.1 23.2 20.9 19.0 17.4 16.1 - -
144.0 61.3 52.6 46.0 40.9 36.8 33.5 30.7 26.3 23.0 20.4 18.4 16.7 15.3 - -

NOTE:
1) MULLION CHART APPLIES TO 4-9/16" (ITEM #1A) GROUP |, Il, OR Ill REINFORCED COMPOSITE
MULL ASSEMBLIES, WHEN MULLED IN TWO-WAY, 'X' OR 'T', CONFIGURATIONS. —— A" B

2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF. N -

3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180. %’gg%

4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION //%%

ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL ;;;f{%z{;=
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL. L %%7_

5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS: /%%

e V-NOTCH GUSSET INSTALLATION TO WOOD OR METAL STUD %gg/
 HALF GUSSET INSTALLATION TO WOOD OR METAL STUD. égé// Y
o FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE. i ; B=W 7

6) TRIBUTARY WIDTH = W = (A+B)/2

7) REFER TO SHEETS 8 OR 9 FOR INSTALLATION DETAILS.
8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE
THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL
AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW.
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[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP IV

L - Mull W - Tributary Width (in)

Length (in)| 180 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 102.0 108.0 114.0 120.0 126.0 132.0 138.0 144.0
24.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
30.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
36.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
42.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
48.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
54.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
78.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
84.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
90.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
96.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.2 95.2 94.1 93.8 93.8 93.8 93.8 93.8 93.8 93.8 93.8 93.8
102.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.9 90.9 87.9 85.7 84.2 83.3 83.0 83.0 83.0 83.0 83.0 83.0 83.0 83.0
108.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.8 92.3 87.3 83.3 80.3 77.9 76.2 75.0 74.3 74.1 74.1 74.1 74.1 74.1 74.1 74.1
114.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 92.0 85.7 80.8 76.9 73.8 71.4 69.6 68.2 67.2 66.7 66.5 66.5 66.5 66.5 66.5 66.5
120.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 93.8 86.0 80.0 75.2 70.9 67.2 64.3 62.0 60.2 58.9 58.0 57.5 57.3 57.3 57.3 57.3 57.3
126.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.6 84.0 75.8 69.5 64.4 60.4 57.1 54.4 52.3 50.6 49.3 48.3 47.7 47.3 47.1 47.1 47.1 47.1
132.0 100.0 100.0 100.0 100.0 100.0 100.0 94.6 82.0 72.6 65.5 59.9 55.5 51.9 48.9 46.5 44.6 43.0 41.8 40.8 40.0 39.5 39.2 39.1 39.1 39.1
138.0 100.0 100.0 100.0 100.0 98.2 89.6 82.5 71.5 63.3 57.0 52.1 48.1 44.9 42.3 40.1 38.4 36.9 35.7 34.8 34.0 33.5 33.1 32.8 32.7 32.7
144.0 100.0 100.0 100.0 95.5 86.3 78.7 72.5 62.7 55.5 49.9 455 42.0 39.2 36.8 34.9 33.3 31.9 30.8 29.9 29.2 28.6 28.2 27.9 27.7 27.6

NOTE:

1) MULLION CHART APPLIES TO 6-9/16" (ITEM #1B) GROUP IV REINFORCED COMPOSITE MULL
ASSEMBLIES, WHEN MULLED IN ONE-WAY, STACK OR RIBBON, CONFIGURATIONS.
2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.
3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180.
4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION
ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL. W
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS:
o STANDARD GUSSET INSTALLATION TO WOOD OR METAL STUD
o HALF GUSSET INSTALLATION TO WOOD, OR METAL STUD.
o FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE.
6) TRIBUTARY WIDTH = W = (A+B)/2
7) REFER TO SHEETS 8 & 9 FOR INSTALLATION DETAILS. )
8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE
THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL
AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW.
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP V .:)""\,L__
L - Mull W - Tributary Width (in) - \
Length (in)[™ 18,0 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 | 1020 | 1080 | 1140 | 1200 | 1260 | 1320 | 1380 | 144.0 |
240 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0
300 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 ﬁ H RE ??Eli
36.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0
420 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 1000 | 100.0 BAYPORT MIN 550051056
480 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 PH: (651) 264-5150_FX: (651) 264-5485
540 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 ]
600 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 > 9
660 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 a =3 §
720 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 o> 2 R
780 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 2 g > Qraase
840 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 R = Qs2233
90.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 =3 £ 253 $xi
9.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 97.2 95.2 94.1 93.8 93.8 93.8 93.8 93.8 93.8 93.8 93.8 93.8 & ; 2 5 °F Z
1020 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 1000 | 100.0 | 1000 | 100.0 | 100.0 94.9 90.9 87.9 85.7 84.2 83.3 83.0 83.0 83.0 83.0 83.0 83.0 83.0 83.0 RS g =% =
1080 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 98.8 923 87.3 83.3 80.3 77.9 76.2 75.0 743 741 741 741 741 741 741 741 & 3 < |z
1140 | 1000 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 1000 | 100.0 | 1000 | 92.0 85.7 80.8 76.9 738 714 69.6 68.2 67.2 66.7 66.5 66.5 66.5 66.5 66.5 66.5 A g = 13 g
1200 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 93.8 86.0 80.0 75.2 714 68.3 65.3 63.0 61.2 59.9 59.0 58.4 58.2 58.2 58.2 58.2 58.2 < g |z |5
1260 | 1000 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 96.2 85.3 771 70.6 65.5 613 58.0 55.3 53.2 514 50.1 491 484 48.0 47.9 479 | 479 47.9 4j g =
1320 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 96.1 83.3 738 66.6 60.9 56.4 52.7 497 | 473 | 453 437 | 424 414 40.7 40.2 39.9 39.7 39.7 39.7 E o =
1380 | 1000 | 1000 | 1000 | 1000 | 99.8 91.1 83.9 726 64.3 57.9 52.9 48.9 456 430 | 408 39.0 375 36.3 353 346 34.0 336 334 333 333
1440 | 1000 | 100.0 | 100.0 | 97.1 87.7 80.0 736 63.7 56.4 50.7 463 427 39.8 37.4 354 33.8 32.4 31.3 30.4 29.6 29.1 28.6 28.3 28.1 28.1 REMARKS BY | DATE
[6TH FBC CODE CHANGE| FM[10/17
2023 CODE CHANGE MS |10/19/23)
NOTE:
1) MULLION CHART APPLIES TO 6-9/16" (ITEM #1B) GROUP V REINFORCED COMPOSITE MULL
ASSEMBLIES, WHEN MULLED IN ONE-WAY, STACK OR RIBBON, CONFIGURATIONS. THE NS RIATION DETATS DESCHGED FEREI AR GENER]
2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF. “FROM THE REQUIREMENTS DECAILED HEREIN, A LICENSED.
3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180. N DGCUMENTS FOR USE WITH T DOCUMENT,
4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION
ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL. w
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS:
¢ STANDARD GUSSET INSTALLATION TO WOOD OR METAL STUD
e HALF GUSSET INSTALLATION TO WOOD, OR METAL STUD.
e FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE.
6) TRIBUTARY WIDTH = W = (A+B)/2
7) REFER TO SHEETS 8 & 9 FOR INSTALLATION DETAILS.
8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE
THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL / ﬁi . 0‘7%"7'8\\\\
AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW. s i 0 S0 1
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP VI
L - Mull W - Tributary Width (in)

Length (in)| 180 21.0 24.0 27.0 30.0 33.0 36.0 42.0 48.0 54.0 60.0 66.0 72.0 78.0 84.0 90.0 96.0 102.0 108.0 114.0 120.0 126.0 132.0 138.0 144.0
24.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
30.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
36.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
42.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
48.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
54.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
60.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
66.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
72.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
78.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
84.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
90.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0
96.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.2 95.2 94.1 93.8 93.8 93.8 93.8 93.8 93.8 93.8 93.8 93.8
102.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 94.9 90.9 87.9 85.7 84.2 83.3 83.0 83.0 83.0 83.0 83.0 83.0 83.0 83.0
108.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 98.8 92.3 87.3 83.3 80.3 77.9 76.2 75.0 74.3 74.1 74.1 74.1 74.1 74.1 74.1 74.1
114.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 92.0 85.7 80.8 76.9 73.8 71.4 69.6 68.2 67.2 66.7 66.5 66.5 66.5 66.5 66.5 66.5
120.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 93.8 86.0 80.0 75.2 71.4 68.4 65.9 63.6 61.8 60.4 59.5 58.9 58.7 58.7 58.7 58.7 58.7
126.0 100.0 100.0 100.0 100.0 100.0 100.0 100.0 97.0 86.1 77.8 71.2 66.1 61.9 58.5 55.8 53.6 51.9 50.6 49.6 48.9 48.5 48.3 48.3 48.3 48.3
132.0 100.0 100.0 100.0 100.0 100.0 100.0 97.0 84.1 74.5 67.2 61.5 56.9 53.2 50.2 47.7 45.7 441 42.8 41.8 41.1 40.5 40.2 40.1 40.1 40.1
138.0 100.0 100.0 100.0 100.0 100.0 91.9 84.6 73.3 64.9 58.5 53.4 49.3 46.1 434 41.2 39.3 37.8 36.6 35.6 34.9 34.3 33.9 33.7 33.6 33.6
144.0 100.0 100.0 100.0 97.9 88.5 80.7 74.3 64.3 56.9 51.2 46.7 43.1 40.2 37.7 35.8 34.1 32.7 31.6 30.7 29.9 29.3 28.9 28.6 28.4 28.3

NOTE:
1) MULLION CHART APPLIES TO 6-9/16" (ITEM #1B) GROUP VI REINFORCED COMPOSITE MULL
ASSEMBLIES, WHEN MULLED IN ONE-WAY, STACK OR RIBBON, CONFIGURATIONS.

2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF.

3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180.

4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION

ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL.
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS: w
o STANDARD GUSSET INSTALLATION TO WOOD OR METAL STUD
e HALF GUSSET INSTALLATION TO WOOD, OR METAL STUD.
o FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE.

6) TRIBUTARY WIDTH = W = (A+B)/2

7) REFER TO SHEETS 8 & 9 FOR INSTALLATION DETAILS.

8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE -

THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL

AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW.

W
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(

7) REFER TO SHEETS 8 OR 9 FOR INSTALLATION DETAILS.

8) WHEN WINDOWS ARE STACKED VERTICALLY, THE MANUFACTURER/INSTALLER SHALL ENSURE
THAT THE WEIGHT OF UNITS ABOVE WILL NOT CAUSE DEFLECTIONS OR STRESSES WHICH WILL
AFFECT OPERATION OR STRUCTURAL ADEQUACY OF UNITS BELOW.
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MAXIMUM DESIGN PRESSURE CAPACITY CHART (PSF): GROUP IV, V, OR VI (TWO-WAY CONFIGURATIONS) ‘\"t,v ‘
L - Mull W - Tributary Width (in) . ‘«‘:..,;Q_
Length(in)| 180 [ 210 [ 240 [ 270 [ 300 | 330 [ 360 | 420 [ 480 54.0 60.0 66.0 720 | 780 | 840 | 900 | 9.0 | 1020 | 1080 | 1140 | 1200 | 1260 | 1320 | 1380 | 144.0 4 .
240 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 [ 100.0 | 1000 | 100.0 1000 | 1000 | 1000 | 1000 [ 1000 [ 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 | 100.0 ANDERSEN
300 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 100.0 1000 | 1000 | 1000 | 1000 [ 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 100.0 | 100.0 | 100.0 WINDOWS & DOORS
3.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 [ 100.0 | 100.0 | 100.0 1000 | 1000 | 1000 | 1000 [ 1000 [ 1000 [ 1000 | 1000 | 1000 | 952 | 909 | 87.0 | 833 100 FOURTH AVE NORTH
420 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 1000 | 1000 | 1000 | 1000 | 1000 | 1000 | 952 | 902 | 857 | 816 | 779 | 745 | 714 P (651) 260.5150. . (651) 264-5485
480 | 100.0 | 1000 [ 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 100.0 | 1000 | 100.0 1000 | 1000 | 100.0 | 1000 | 938 | 882 | 833 | 789 | 750 | 714 | 682 | 652 | 625
540 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 1000 | 1000 | 952 | 889 | 833 | 784 | 741 | 702 | 667 | 635 | 606 | 580 | 556 s J
600 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 100.0 | 100.0 1000 | 923 | 87 | 800 | 750 | 706 | 667 | 632 | 60.0 | 571 | 545 | 522 | 50.0 > = £
660 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 [ 100.0 [ 100.0 99.2 909 | 89 | 779 | 727 | €82 | 642 | 606 | 574 | 545 | 519 | 496 | 474 | 455 Q> 2 CE ent
720 | 100.0 | 1000 | 100.0 | 9.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 [ 100.0 [ 100.0 90.9 833 | 769 | 714 | 667 | 625 | 588 | 556 | 526 | 500 | 476 | 455 | 435 | 417 £3 3 Q72333
780 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 [ 100.0 [ 923 83.9 769 | 710 | 659 | 615 | 577 | 543 | 513 | 486 | 462 | 440 | 420 | 401 | 385 Q S = Oz2253
840 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 952 85.7 77.9 714 | 659 | 612 | 571 | 536 | 504 | 476 | 451 | 429 | 408 | 390 | 373 | 357 23 4 SEEEEE
900 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 88.9 80.0 72.7 667 | 615 | 571 | 533 | 500 | 471 | 444 | 421 | 400 | 381 | 364 | 348 | 333 & 2 e
96.0 | 100.0 | 1000 | 100.0 | 1000 | 100.0 [ 1000 | 100.0 [ 1000 | 93. 83.3 75.0 68.2 625 | 577 | 536 | 500 | 469 | 441 | #1.7 | 305 | 375 | 367 | 341 | 326 | 313 03 & =L s
1020 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 100.0 | 1000 | 1000 | 882 78.4 70.6 64.2 588 | 543 | 504 | 471 | 441 | 415 | 392 | 372 | 363 | 336 | 321 | 307 | 294 =3 § [«@
1080 | 1000 | 1000 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 952 | 833 74.1 66.7 60.6 556 | 513 | 476 | 444 | 417 | 392 | 370 | 351 | 333 | 317 | 303 | 200 | 27.8 A g = |a g
1140 | 1000 | 1000 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 902 | 789 70.2 63.2 57.4 526 | 486 | 451 | 421 | 395 | 372 | 351 | 332 | 316 | 301 | 287 | 275 | 263 < S E
1200 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 100.0 | 1000 | 857 | 750 66.7 60.0 54.5 500 | 462 | 429 | 400 | 375 | 353 | 333 | 316 | 300 | 286 | 273 | 261 | 250 4 2 & =
1260 | 1000 | 100.0 | 1000 [ 100.0 | 1000 | 100.0 | 917 | 786 | 688 61.1 55.0 50.0 458 | 423 | 303 | 367 | 344 | 324 | 306 | 289 | 275 | 262 | 250 | 239 | 229 = Fo e S
1320 | 1000 [ 1000 | 1000 [ 100.0 | 1000 | 91.1 835 | 716 | 626 55.7 50.1 45.6 418 | 386 | 358 | 334 | 313 | 205 | 278 | 264 | 251 | 239 | 228 | 218 | 209
1380 | 100.0 | 100.0 | 100.0 | 100.0 | 917 | 834 | 764 | 655 | 57.3 509 | 459 M7 382 | 353 | 328 | 306 | 287 | 270 | 255 | 241 | 229 | 218 | 208 | 199 | 19.1 REMARKS BY | DATE
144.0 | 100.0 | 100.0 | 100.0 93.6 84.2 76.6 70.2 60.2 52.6 46.8 421 38.3 35.1 324 30.1 28.1 26.3 24.8 234 222 21.1 20.1 19.1 18.3 17.5 [6TH FBC CODE CHANGE| FM |10/17
2023 CODE CHANGE | MS [10/19/23]
NOTE:
1) MULLION CHART APPLIES TO 6-9/16" (ITEM #1B) GROUP 1V, V, OR VI REINFORCED COMPOSITE |~ —
MULL ASSEMBLIES, WHEN MULLED IN TWO-WAY, 'X' OR 'T', CONFIGURATIONS. | | THE INSTATTATION DETATES DESCRIEED HERETN ARE GERCRIC
2) DESIGN PRESSURE VALUES ARE POSITIVE AND NEGATIVE IN PSF. — — “EROM THE REQUIREMENTS DETALED HEREIN, A LCENSED.
3) MAXIMUM DEFLECTION HAS BEEN LIMITED TO L/180. 7 7 ™ Docinpirs o Use Wi s bocuenr
4) DESIGN PRESSURE OF ASSEMBLY IS LIMITED TO THE LESSER DESIGN PRESSURE OF THE MULLION AL
ASSEMBLY OR THE INDIVIDUAL UNIT OF INSTALLATION. ADJACENT WINDOWS OR DOORS SHALL
BE UNDER SEPARATE FLORIDA PRODUCT APPROVAL. Z T
5) MULLION CHART APPLIES TO THE FOLLOWING INSTALLATION CONDITIONS:
e V-NOTCH GUSSET INSTALLATION TO WOOD OR METAL STUD
e HALF GUSSET INSTALLATION TO WOOD OR METAL STUD. A+B=W | |
e FLAT GUSSET INSTALLATION TO WOOD, METAL STUD, MASONRY OR CONCRETE.
6) TRIBUTARY WIDTH = W = (A+B)/2 W —
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BILL OF MATERIALS

ITEM DESCRIPTION MATERIAL MANUFACTURER
1A 4-9/16" JOINING PLATE FIBERGLASS ANDERSEN CORPORATION
1B 6-9/16" JOINING PLATE FIBERGLASS ANDERSEN CORPORATION
2 TRIM STRIP ARPVC ANDERSEN CORPORATION
3 ALIG&?;SW@?%%;SB\I&%(;:LATE PVvC ANDERSEN CORPORATION
4 INTERSECTION BRACKET GALVANIZED STEEL ANDERSEN CORPORATION
5 END PLUG GLASS FILLED NYLON ANDERSEN CORPORATION
6A UNIVERSAL GUSSET,FLANGE, 18 GALVANIZED STEEL ANDERSEN CORPORATION
6B UNIVERSAL GUSSET,FLAT, 18 GALVANIZED STEEL ANDERSEN CORPORATION
7 JOIN IN OPENING PLUG/SEAL GLASS FILLED NYLON ANDERSEN CORPORATION
8A HALF GUSSET, TYPE A GALVANIZED STEEL ANDERSEN CORPORATION
8B HALF GUSSET, TYPE B GALVANIZED STEEL ANDERSEN CORPORATION
9A A SERIES, FLANGE, GUSSET, 12 GALVANIZED STEEL ANDERSEN CORPORATION
9B A SERIES FLAT GUSSET, 12 GALVANIZED STEEL ANDERSEN CORPORATION
10A A SERIES GUSSET, 18 GALVANIZED STEEL ANDERSEN CORPORATION
10B A SERIES FLAT GUSSET, 18 GALVANIZED STEEL ANDERSEN CORPORATION
11A FIXED BRACKET GALVANIZED STEEL ANDERSEN CORPORATION
11B SLIDE BRACKET GALVANIZED STEEL ANDERSEN CORPORATION
12A SLIDE GUSSET TYPE A GALVANIZED STEEL ANDERSEN CORPORATION
12B SLIDE GUSSET TYPE B GALVANIZED STEEL ANDERSEN CORPORATION
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ANDERSEN

WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

A-SERIES REINFORCED
MULLION ASSEMBLY
B.0.M. & COMPONENTS
BUILDING DROPS, INC.
1900 NE MIAMI CT. SUITE 2-15

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

|6TH FBC CODE CHANGE| FM | 10/17

2023 CODE CHANGE MS |10/19/23}

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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REMARKS BY | DATE

J6TH FBC CODE CHANGE FM | 10/17
2023 CODE CHANGE [ MS |10/19/23}

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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WINDOWS & DOORS

100 FOURTH AVE NORTH
BAYPORT, MN 55003-1096
PH: (651) 264-5150 FX: (651) 264-5485

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

1900 NE MIAMI CT. SUITE 2-15

COMPONENTS (2)
BUILDING DROPS, INC.

A-SERIES REINFORCED
MULLION ASSEMBLY

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE
J6TH FBC CODE CHANGE FM | 10/17
2023 CODE CHANGE [ MS |10/19/23}

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]}
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
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