NOTES:

1.

2.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED TO COMPLY WITH
REQUIREMENTS OF THE FLORIDA BUILDING CODE INCLUDING THE HVHZ.

WOOD FRAMING AND MASONRY OPENING TO BE DESIGNED AND ANCHORED TO PROPERLY
TRANSFER ALL LOADS TO STRUCTURE. FRAMING AND MASONRY OPENING IS THE
RESPONSIBILITY OF THE ARCHITECT OR ENGINEER OF RECORD.

WHERE 1X BUCK IS NOT USED DISSIMILAR MATERIALS MUST BE SEPARATED WITH APPROVED
COATING OR MEMBRANE. SELECTION OF COATING OR MEMBRANE IS THE RESPONSIBILITY OF
THE ARCHITECT OR ENGINEER OF RECORD.

BUCKS SHALL EXTEND BEYOND UNIT FRAME INTERIOR FACE SO THAT FULL FRAME SUPPORT
IS PROVIDED.

ALLOWABLE STRESS INCREASE OF 1/3 WAS NOT USED IN THE DESIGN OF THE PRODUCT
SHOWN HEREIN. WIND LOAD DURATION FACTOR Cd=1.6 WAS USED FOR WOOD ANCHOR
CALCULATIONS.

FRAME MATERIAL: ALUMINUM 6063—T6 AND ALUMINUM 6063-T5.

UNITS MUST BE GLAZED PER ASTM E1300, SEE SHEET 4 FOR GLASS DETAILS.

APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED FOR THIS PRODUCT IN WIND
BORNE DEBRIS REGIONS.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING SHIM. SHIM WHERE
SPACE OF 1/16" OR GREATER OCCURS. MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8".

10.

11.

12.

REVISIONS

REV DESCRIPTION DATE APPROVED

F | REVISED DETAILS 05/06/26 |R.L.

FOR ANCHORING INTO WOOD FRAMING OR 2X BUCK USE #10 WOOD SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE A 1 3/8” MINIMUM EMBEDMENT INTO SUBSTRATE. LOCATE
ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

FOR ANCHORING INTO MASONRY/CONCRETE USE 3/16" ELCO ULTRACON OR 1/4” TAPCONS
WITH SUFFICIENT LENGTH TO ACHIEVE A 1 3/4” MINIMUM EMBEDMENT INTO SUBSTRATE
WITH 2" MINIMUM EDGE DISTANCE. LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND
INSTALLATION DETAILS.

FOR ANCHORING INTO METAL STRUCTURE USE #10 SMS OR SELF DRILLING SCREWS WITH
SUFFICIENT LENGTH TO ACHIEVE 3 THREADS MINIMUM BEYOND STRUCTURE INTERIOR WALL.
LOCATE ANCHORS AS SHOWN IN ELEVATIONS AND INSTALLATION DETAILS.

13. ALL FASTENERS TO BE CORROSION RESISTANT.

14. INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER’S INSTALLATION INSTRUCTIONS AND ANCHORS SHALL NOT BE USED IN
SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BELOW:

14.1. WOOD — MINIMUM SPECIFIC GRAVITY OF G=0.42

14.2. CONCRETE — MINIMUM COMPRESSIVE STRENGTH OF 3,000 PSI.

14.3. GROUT FILLED MASONRY — STRENGTH CONFORMANCE TO ASTM C—90, GRADE N, TYPE 1
(OR GREATER).

14.4. METAL STRUCTURE: STEEL 18GA, 33KSI OR ALUMINUM 6063—T5 .125” THICK MINIMUM

SIGNED: 05/06/2026

SOLAR INNOVATIONS,
31 ROBERTS RD

INC.

Luis R. Lomas P.E.
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REVISIONS

REV DESCRIPTION DATE APPROVED
F | REVISED DETALLS 05/06/26 |R.L
' 244" FRAME WIDTH
” 1 2” ”
6 “;'AX ’—‘ ” MAX O.C. “ 67 MAX
S39096—A S39096-8 S39096-C S39096-D -
68" MAX ]
SLO1 SLO1 SLO2 SLO2 -
12” MAX O.C. HANDLE PANEL OPERABLE PANEL OPERABLE PANEL OPERABLE PANEL NOTES:
Panel # Panel #2 Panel #3 Panel #4 - 1. PANEL SIZE: 60 1/2"x 99"
il (1] I 2. D.L.O.:551/2"x 92 5/16"
100 1/8” . .
HEIGHT | "< [l i < | S = -
"y 0 MK X ] X iR X UL
S S| | SiE > | | =
o | || [eo o |2 0| | leo ©
M < || = —| |— < | [= —| W
(Vp]
S39973—-A S39973-8B S39973-C S39973-D i
6" MAX —| |— | |— 6. 1/4 6" MAX —| |—
MAX. O.C.
SERIES SI18100 SLIDING GLASS DOOR 5x8 PANEL
EXTERIOR VIEW
FOR OTHER SIZES SEE CHARTS IN SHEET 3
DESIGN PRESSURE RATING IMPACT RATING
LARGE
+65.0PSF MISSILE IMPACT
MISSILE LEVEL D, WIND ZONE 4 AND HVHZ
UNITS WITH 4 PANELS MAXIMUM IN UNLIMITED CONFIGURATIONS ARE APPROVED AS LONG AS
INDIVIDUAL PANEL AREA DOES NOT EXCEED 41.59 FT2 AND FRAME AREA DOES NOT EXCEED SIGNED: 05/06/2026
254.48 FT2 AND USES VERTICAL CONDITIONS AS SHOWN.
SOLAR INNOVATIONS, INC.
31 ROBERTS RD
PINE GROVE, PA 17963
SERIES SI8100 SLIDING GLASS DOOR *:.
5x8 PANEL — y
ELEVATION =" TAT
DWG NO.
08-01821
HARDWARE SCHEDULE DATE 10/12/12 SHEET2  OF 9
(2) POINT METAL LOCK WITH KEEPERS, 42" FROM BOTTOM OF LOCK STILE .. ROBERTO LOMAS P.E. .
B. [DUAL STAINLESS STEEL ROLLERS AT EACH END OF BOTTOM RAILS 208 7th Ave, INDIALANTIC, FL 32903 LUIFSL RN Lo ”8‘2:';1 Z'E'
[ACUMINUM REINFORCEMENT PANEL ADAPTER AT MEETING STILE IN PANELS 1 & 2 434-688-0609  rllomas@Irlomaspe.com 0.:




Maximum Design pressure (psf) with glass A

REVISIONS

REV

DESCRIPTION

DATE

APPROVED

REVISED DETAILS

05,/06,/26

R.L.

Panel Single Panel Width (in)

Height 24.0 30.0 36.0 42.0 48.0 54.0 60.5 66.0
(in) Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg
78.0 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 [ 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 64.5 | 645
84.0 80.0 | 80.0 | 80.0 | 80.0 | 80.0 [ 80.0 | 80.0 [ 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 749 | 749 | 594 | 59.4
90.0 80.0 | 80.0 [ 80.0 | 80.0 | 80.0 [ 80.0 | 80.0 | 80.0 | 80.0 | 80.0 [ 751 | 751 | 69.7 | 69.7 | 56.1 | 56.1
96.0 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 [ 80.0 | 75.6 | 756 | 69.2 | 69.2 | 64.2 | 64.2 - -
99.0 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 67.7 | 67.7 | 60.3 | 60.3 [ 56.5 | 56.5 | 53.8 | 53.8 - -
102.0 | 80.0 | 80.0 | 80.0 | 80.0 | 79.1 | 791 | 659 | 659 | 585 | 585 | 54.9 | 54.9 - - - -
108.0 | 80.0 | 80.0 [ 80.0 | 80.0 | 754 | 754 | 63.2 | 63.2 | 564 | 56.4 | 51.8 | 51.8 - - - -
114.0 | 80.0 | 80.0 | 756 | 75.6 | 63.8 | 63.8 | 555 | 555 | 494 | 494 - - - - - -
120.0 | 80.0 | 80.0 | 646 | 646 | 545 | 545 | 47.3 | 47.3 | 42.0 | 42.0 - - - - - -
126.0 | 69.0 | 69.0 | 557 | 55.7 | 46.9 | 46.9 | 40.7 | 40.7 - - - - - - - -
132.0 | 60.0 | 60.0 | 483 | 48.3 | 40.7 | 40.7 | 352 | 35.2 - - - - - - - -
138.0 | 524 | 524 | 422 | 422 | 355 | 355 | 30.7 | 30.7 - - - - - - - -
144.0 | 46.1 | 46.1 | 371 | 37.1 312 | 31.2 - - - - - - - - - -
150.0 | 40.7 | 40.7 | 328 | 328 | 275 | 275 - - - - - - - - - -
156.0 | 36.2 | 36.2 | 291 | 291 | 244 | 244 - - - - - - - - - -

Maximum Design pressure (psf) with glass B

Panel Single Panel Width (in)

Height 24.0 30.0 36.0 42.0 48.0 54.0 60.5 66.0
(in) Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg Pos | Neg
78.0 80.0 | 80.0 | 80.0 [ 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 773 | 77.3 | 714 | 714 | 57.0 | 57.0
84.0 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 76.9 | 769 | 721 | 721 | 66.2 | 66.2 | 52.6 | 52.6
90.0 80.0 | 80.0 | 80.0 [ 80.0 | 80.0 | 80.0 | 799 | 799 | 718 | 71.8 | 66,5 | 66.5 | 61.7 | 61.7 | 49.7 | 49.7
96.0 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 80.0 | 758 | 758 | 669 | 669 | 612 | 61.2 | 56.8 | 56.8 - -
99.0 80.0 | 80.0 | 80.0 | 80.0 | 71.3 | 71.3 | 599 | 59.9 | 53.3 | 53.3 | 50.0 | 50.0 | 476 | 47.6 - -
102.0 | 80.0 | 80.0 | 80.0 [ 80.0 | 70.0 | 70.0 | 583 | 583 | 51.8 | 51.8 | 48.6 | 486 - - - -
108.0 | 80.0 | 80.0 | 80.0 | 80.0 | 67.6 | 676 | 559 | 559 | 499 | 499 | 459 | 459 - - - -
114.0 | 80.0 | 80.0 | 756 | 756 | 63.8 | 63.8 | 54.1 541 | 48.1 | 48.1 - - - - - -
120.0 | 80.0 | 80.0 | 646 | 646 | 545 | 545 | 473 | 47.3 | 420 | 42.0 - - - - - -
126.0 | 69.0 | 69.0 | 55.7 | 55.7 | 46.9 | 46.9 | 40.7 | 40.7 - - - - - - - -
132.0 | 60.0 | 60.0 | 48.3 | 483 | 40.7 | 40.7 | 352 | 352 - - - - - - - -
138.0 | 524 | 524 | 422 | 422 | 355 | 355 | 30.7 | 30.7 - - - - - - - -
144.0 | 461 | 461 | 371 | 371 | 31.2 | 31.2 - - - - - - - - - -
150.0 | 40.7 | 40.7 | 328 | 328 | 275 | 275 - - - - - - - - - -
156.0 | 36.2 | 36.2 | 291 | 29.1 | 244 | 244 - - - - - - - - - -

SOLAR INNOVATIONS, INC.

31 ROBERTS RD
PINE GROVE, PA 17963

SERIES SI8100 SLIDING GLASS DOOR
5x8 PANEL
DESIGN PRESSURE CHARTS

DWG NO.
08-01821

SHEET3  OF 9

DATE 10 /12/12

L. ROBERTO LOMAS P.E.
208 7th Ave, INDIALANTIC, FL 32903
434-688-0609  rllomas@Irlomaspe.com

SIGNED: 05/06/2026

- V >
oy
TATE OF

;:5'? OR \Oflé N

/ONAL B
iy

Luis R. Lomas P.E.
FL No.: 62514




REVISIONS

REV DESCRIPTION DATE APPROVED
F | REVISED DETAILS 05/06/26 |R.L.
(2) #14 X 3" HEX HEAD TEK 5's 11/16"
PER SLIDING DOOR STOP NG 3/16" ANN
SLIDING DOOR STOP 1/8" END PLATE —
(MS000105—00-11) g D "\ 62 HURRICANE HOOK RAL (11802) .,
\ \MULTI—HEAD (39110) (2 REQUIRED) 0.090" SG BY KURARAY
) BRUSHES (390187) (GA000194—00-02) 3/16" TEMP — ~— 3/16" ANN
7/16" GASKET (GA000422) \SUDER TOP RAL (390%) S SPACER SYSTEM
\#8 X 3/8" FLATHEAD M.S. / BY CARDINAL
\STRUCTURAL SEALANT (INSIDE & OUT) EXTERIOR . gg Aé:-fg MISI\\IKLQEM
‘ H BY VITRO
STRUCTURAL SEALANT (INSIDE & OUT) . SRR
EXTERIOR 4(1) 1/8" SETING BLOCK 5/8" BITE @ || INTERIOR
E— 3" IN FROM BOTH ENDS, - | T
& (1) LOCATED IN CENTER f \
(BOTH HORIZONTALLY & VERTICALLY) SETTING BLOCK SILPRUF BY GE

GLAZING DETAIL A SEALANT

G2 HURRICANE HOOK RAIL (11802)

#8 X 3/8” FLATHEAD M.S.
3" ROLLER ASSEMBLY

3/8" X 5/8" X 1 11/16"

ALUMINUM SILL STOP (MS000089-00—00) ?SLIDER BOTTOM RAIL (39973) 7/16" —| |=—
BRUSHES (390187) (GA000194-00-02) "
W.L. MULTI-SILL THRESHOLD (45749) WITH b WL TRESHOLD —1— 0-090" SG BY KURARAY
BRUSHES (GA000066) /_ (39729) (1 REQUIRED) —l [~ 3/16” ANN
.060" OR 1/8" END PLATE N
3/4 WEEP HOLES //_ 3/16" ANN — 75" GASKET GA000422
DO NOT BLOCK WITH SEALANT SILPRUF BY GF
INTERIOR SEALANT
5/8" BITE
RAMP (49441) J SETTING BLOCK
BRUSHES (500187) (GAOD0069-00-02) GLAZING DETAIL B

STAINLESS STEEL THRESHOLD COVER

(2) #10 X 2” COUNTERSUNK TEKS
PER ALUMINUM DOOR STOP

#2 X 1 1/4” PANHEAD TEK
TO ASSEMBLE FRAME -

SIGNED: 05/06/2026

VERTICAL CROSS SECTION SOLAR INNOVATIONS, INC.

31 ROBERTS RD
PINE GROVE, PA 17963

SERIES SI8100 SLIDING GLASS DOOR
5x8 PANEL
CROSS SECTIONS AND GLAZING DETAILS

DWG NO.

08-01821

DATE 10/12/12  [SHEET4  OF 9

L. ROBERTO LOMAS P.E. .
208 7th Ave, INDIALANTIC, FL 32903 Lu 'FSL RN Lo r2<2:§1 Z'E'
434-688-0609  rllomas@Irlomaspe.com 0.:




REVISIONS

REV DESCRIPTION DATE APPROVED

F | REVISED DETAILS 05/06/26 |R.L.

HORIZONTAL CROSS SECTION

| MORTISE LOCK w/ KEYED
CYLINDER ON INTERIOR ONLY

RECESSED / FLUSH HANDLE (45995)

RECESSED/FLUSH HANDLE (45995)

1) 1/8” SETTING BLOCK
(1) 1/ 7/16” GASKET (GA000422)

(REFERENCE DETAIL # FOR LOCATING) — | MULTI-JAMB (39110) (2 REQUIRED)

JAMB CLOSURE (S52197)
G2 HOOK RAIL (11801)

FOAM BUMPER GASKET —
2N HOOK ISOLATORS (GA000316)

G2 HURRICANE HOOK RAIL (11802)

HOOK ISOLATOR (GA000316)

FOAM BUMPER GASKET (GA000203-00-00)
1/4" FELT (230187) (GAO00067—00—02)

(2) #10 X 2" COUNTERSUNK TEKS
PER ALUMINUM DOOR STOP

-

MULTI-SLIDE FILLER GASKET 7/16" GASKET (GA000422) J ; 7/16" GASKET (GA000422)
(6A000218-00-00) | —| #12 X 1 1/4" PANHEAD TEK
: SLIDING DOOR STOP @ HEAD
SLIDING DOOR STOP @ HEAD (MS000105-00-11) : 10 ASSENBLE FRAME
~ A L i (SHOWN FOR REFERENCE ONLY) | i
(SHOWN FOR REFERENCE ONLY) — 41 S= z) #8 X 3/8" FLATHEAD MS.
3/8" X 5/8" X 1 11/15'4_r | L
ALUMINUM SILL STOP € STRUCTURAL SEALANT (INSIDE & OUT) ¢ STRUCTURAL SEALANT (INSIDE & OUT)
(MS000089—-00—00) 63 STILE YOKE (42709) WITH
— 62 HOOK RAL (11801) BRUSHES (230187) (GA000067-00-02) 1/4" FELT (230187) (GA000067-00-02)

]

"RIPPED" G2 POCKET INTERLOCK (48605)

G2 HURRICANE FLUSH RAIL (48191)

"EXTERIOR” ) 1" X 2" X 1/8" ALUMINUM TUBE L 8 X 3/8" STEEL PLATE
| WL MULTI=SILL (1) 1/8” SETTING BLOCK PACKOUT BY SOLAR INNOVATIONS PACKOUT BY SOLAR INNOVATIONS
THRESHOLD (45749) (REFERENCE DETAIL #1 FOR LOCATING) (SLOTTED HOLE FOR ADJUSTMENT)
(1) #10 X 3/4" COUNTERSUNK S.M.S.
MULTI-SLIDE FILLER GASKET STRUCTURAL SEALANT (INSIDE & OUT) 3" FROM EACH END & 10" 0.C. (PAINTED)

(GA000218-00—00)

1/4” X 2" HEX HEAD NUT AND BOLT — |

5" POCKET DEPTH
WITH SHIM SPACE INCLUDED

— BRUSHES (380187) (GA000194—00-02)
STANDARD "ERGONOMIC™ HANDLE
— STRUCTURAL SEALANT (INSIDE & OUT)

11/16” INSULATED GLAZING (1) 1/8" SETTING BLOCK
G3 STILE YOKE (42709) WITH (REFERENCE DETAIL # FOR LOCATING)

BRUSHES (230187) (GA000067-00-02) — STRUCTURAL SEALANT (INSIDE & OU”
RECESSED / FLUSH HANDLE (45995) 1 1/16" INSULATED GLAZING

N

MULTI-SLIDE FILLER GASKET
y L c2 nanoie rarL (48190) (GA000218-00-00) - - ]
V.77 SIGNED: 05/06/2026
E’ ~ SOLAR INNOVATIONS, INC.
& ”\ 2 i L 31 ROBERTS RD
JAMB CLOSURE (552197) ¢ G2 HURRICANE FLUSH RAIL (48191) PINE GROVE, PA 17963
48 X 3/8" FLATHEAD M.S. CLORTISE LOCK w/ KEYED SERIES SI81 Oé) BSLIIDI?AIITEL GLASS DOOR O(;/e?
X (¢4
MULTI-JAMB (39110) (2 REQUIRED) CROSS SECTIONS TATE OF
L #12 X 1 1/4" PANHEAD TEK
TO ASSEMBLE FRAME W.L. MULTI-SILL DWG NO.
THRESHOLD (45749) .L. 08-01821
MULTI-SLIDE FILLER GASKET
(GA000218-00-00) DATE 10/12/12 SHEET5  OF 9
L. ROBERTO LOMAS P.E. .
@&’r@ﬂ 208 7th Ave, INDIALANTIC, FL 32903 Lu II-§L RNOL_° né1<2:|§1 Z'E‘

434-688-0609  rllomas@Irlomaspe.com




9/16” MIN.
EDGE DISTANCE

REVISIONS

REV DESCRIPTION

DATE APPROVED

F | REVISED DETAILS

05/06/26 |R.L.

WOOD FRAMING
OR 2X BUCK *,,
BY OTHERS ™~ 1 7/16" MIN.
EMBEDMENT
{
_Lf\—_l = | — J
APPROVED 3/8” MAX.
SEALANT SHIM SPACE
1 7/16" MIN.
#10 WOOD g EMBEDMENT
SCREW N ’@ |
9/16” MIN.
EDGE DISTANCE
INTERIOR
EXTERIOR #10 WOOD
SCREW
0 g 1
Sl L} _
_ - WOOD FRAMING /
© © OR 2X BUCK
@ @ ] 3 SCREW
SEE SHEET 9
© ® ] ///_ FOR ADDITIONAL
= = THRESHOLDS
APPROVED
SEALANT s el 3/8” MAX.
WOOD FRAMING Il FSHIM SPACE
OR 2X BUCK G |
BY OTHERS 1
1 7/16” MIN.
\ EMBEDMENT
| f
L 9/16” MIN |
EDGE DISTANCE
VERTICAL CROSS SECTION
WOOD FRAMING OR 2X BUCK INSTALLATION
NOTES:
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
NOT SHOWN FOR CLARITY.

2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
DESIGNED IN ACCORDANCE WITH ASTM E2112

3/8" MAX.
SHIM SPACE
INTERIOR
2 [ ]
; .
|In="
il
gy
EXTERIOR

JAMB INSTALLATION DETAIL
WOOD FRAMING OR 2X BUCK INSTALLATION

SOLAR INNOVATIONS, INC.

31 ROBERTS RD
PINE GROVE, PA 17963

SERIES SI8100 SLIDING GLASS DOOR
5x8 PANEL
INSTALLATION DETAILS

DWG NO.
08-01821

DATE 10 /12/12

SHEETG  OF 9

L. ROBERTO LOMAS P.E.
208 7th Ave, INDIALANTIC, FL 32903
434-688-0609  rllomas@Irlomaspe.com

SIGNED: 05/06/2026

Luis R. Lomas P.E.
FL No.: 62514




REVISIONS

REV DESCRIPTION DATE APPROVED

. 9/16” MIN F | REVISED DETAILS 05/06/26 |R.L
EDGE DISTANCE
METAL
STRUCTURE

BY OTHERS

&

| = 7
74 0 3/8" MAX. |
APPROVED SHIM SPACE
SEALANT
. 3/8” MAX.
‘ SHIM SPACE
410 SMS OR = — -
SELF DRILLING D [] 96“?
SCREW | ¢ N
EDGE INTERIOR
DISTANCE
INTERIOR
EXTERIOR #10 SMS OR
SELF DRILLING
SCREW
//r—#1o SMS OR
SELF DRILLING
METAL
SCREW STRUCTURE

BY OTHERS

EXTERIOR

/— SEE SHEET 9
FOR ADDITIONAL
TRESHOLDS JAMB INSTALLATION DETAIL

METAL STRUCTURE INSTALLATION

APPROVED . .
! 3/8" MAX.
SEALANT ______E_SFHM SPACE
METAL
STRUCTURE f
BY OTHERS
SIGNED: 05/06/2026
SOLAR INNOVATIONS, INC.
9/16" MIN | 31 ROBERTS RD
EDGE DISTANCE PINE GROVE, PA 17963
VERTICAL CROSS SECTION SERIES SI8100 SLIDING GLASS DOOR
METAL STRUCTURE INSTALLATION 5x8 PANEL
INSTALLATION DETAILS
NOTES: DWG NO.
1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS, 08—01821
NOT SHOWN FOR CLARITY.
2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE DATE 10/12/12 SHEETZ ~ OF 9

DESIGNED IN ACCORDANCE WITH ASTM E2112

L. ROBERTO LOMAS P.E. .
208 7th Ave, INDIALANTIC, FL 32903 Lu 'FSL RN Lo r2<2:§1 Z'E'
434-688-0609  rllomas@Irlomaspe.com 0.:




REVISIONS

WHEN 3/16” ELCO ULTRACON REV DESCRIPTION DATE APPROVED
ARE USED 2" MIN. F | REVISED DETAILS 05/06/26 |R.L.
EDGE DISTANCE
CONCRETE/ — _
MASONRY L B ]
BY OTHERS el
< 4 Z B 1 3/4” MIN.
e BF ' 1 3/4” MIN. __ 3/8" MAX.
T T—H EMBEDMENT SHIM SPACE
_/ :/’><§\‘ {
1X BUCK S ——— * —
SEE NOTE 4 T L T S D) L \ J \ SN
SHEET 1 A 3/8" MAX. 2 s
SHIM SPACE MIN. A
APPROVED EDGE A
SEALANT DISTANCE R INTERIOR
i . LARE Sl
WHEN 1/4” TAPCON = e =
ARE USED D 18
WHEN 3/16” ELCO ULTRACON
ARE USED
INTERIOR CONCRETE/
EXTERIOR MASONRY
- BY OTHERS -
T N\Q
1 D A g T EXTERIOR
A WHEN 1/4” TAPCON
Ty ARE USED
L <
& 3/16” ELCO ULTRACON OR JAMB INSTALLATION DETAIL
//_ 1/4” TAPCON CONCRETE/MASONRY WITHOUT 1X BUCK INSTALLATION
@ g FOR CONCRETE/MASONRY INSTALLATION WITH 1X BUCK REFER TO
SEE SHEET 9 HEAD AND SILL INSTALLATION DETAILS
3 FOR ADDITIONAL
© A THRESHOLDS
APPROVED NOTES:
SEALANT i 1. INTERIOR AND EXTERIOR FINISHES, BY OTHERS,
3/8" MAX. NOT SHOWN FOR CLARITY.
1X BUCK r SHIM SPACE 2. PERIMETER AND JOINT SEALANT BY OTHERS TO BE
SEE SNHOETEE- A; r DESIGNED IN ACCORDANCE WITH ASTM E2112 SIGNED: 05/06/2026
: _ | SOLAR INNOVATIONS, INC.
CONCRETE/ s S i ] 31 ROBERTS RD
MASONRY - ;,-4_- 4 1 3/4" MIN. PINE GROVE, PA 17963
BY OTHERS : .. .1 EMBEDMENT
L e . SERIES SI8100 SLIDING GLASS DOOR
4-‘:,_ R f 5x8 PANEL
. < INSTALLATION DETAILS
2” MIN
EDGE DISTANCE : DWG NO.
VERTICAL CROSS SECTION 05-01821
DATE SHEET
CONCRETE/MASONRY WITH 1X BUCK INSTALLATION 10/12/12 8 OF 9
FOR CONCRETE/MASONRY WITHOUT 1X BUCK REFER TO L. ROBERTO LOMAS P.E. Luis R. Lomas P.E.
JAMB INSTALLATION DETAIL 208 7th Ave, INDIALANTIC, FL 32903 FL No.: 62514

434-688-0609  rllomas@Irlomaspe.com



g L
+— 1 S — — 1.699
8 ‘ 1204 | 2.000 5T ——
RAMP MULTI- JAMB CLOSURE
HEAD / JAMB STRIP
o 0,083 1,420 =
2
ol L | 4 0.080 2
(. i QQE_L__
1.260 1.260 3.000
|
BOTTOM TOP HANDLE
RAIL RAIL RAIL
2500
1,454
S 5 .
o e - 0.690
% i 2 = o 5
” - 0130 S = —
0.675 S
105 . R
2,500 ‘ 0.515
1.454 -
HURRICANE % ig}i
HOOK RAIL

T

0.675

2.124

1.493

REVISIONS

REV DESCRIPTION

DATE APPROVED

F | REVISED DETAILS

05/06/26 |R.L.

L

2 1/8" _‘
1727 R
7

LOW PERFORMANCE

WIND LOAD THRESHOLD
(545749)

~— 7/16"

1.7/8"

378"
1
1 7/8" HIGH PERFORMANCE

2 1/8"
}
1.1/4”
37\8" i

1 1/4" HIGH PERFORMANCE

WIND LOAD THRESHOLD
(539729)

— 7/16"

m—

‘

o

11/16”

G

3" HIGH PERFORMANCE

2.500 THRESHOLD LEG THRESHOLD LEG
(S62643) (S64145)
HURRICANE
FLUSH RAIL
o 1.029
A
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