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INSTALLATION NOTES:

1. ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR LOCATION UNLESS
OTHERWISE SHOWN.

2. THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE MINIMUM NUMBER
OF ANCHORS TO BE USED FOR PRODUCT INSTALLATION.

3. INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A TOLERANCE OF +1/2 INCH
OF THE DEPICTED LOCATION IN THE ANCHOR LAYOUT DETAIL (I.E., WITHOUT
CONSIDERATION OF TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM
ONE INSTALLATION ANCHOR TO THE NEXT.

4. SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD BEARING
SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 3/8 INCH. SHIM WHERE
SPACE OF 1/16 INCH OR GREATER OCCURS. SHIM(S) SHALL BE CONSTRUCTED OF
HIGH DENSITY PLASTIC OR BETTER.

5. FOR INSTALLATION INTO WOOD FRAMING USE #14 WOOD SCREWS OF SUFFICIENT
LENGTH TO ACHIEVE 1 1/2 INCH MINIMUM EMBEDMENT INTO WOOD
SUBSTRATE.

6. FOR INSTALLATION THROUGH 1X BUCK TO CONCRETE/MASONRY, OR DIRECTLY
INTO CONCRETE/MASONRY, USE 1/4 INCH DIAMETER ITW TAPCONS OF SUFFICIENT
LENGTH TO ACHIEVE 1 1/4 INCH MINIMUM EMBEDMENT.

7. FOR INSTALLATION THROUGH METAL STUD USE 1/4 INCH DIAMETER
SELF-DRILLING SCREWS, GR. 5 OF SUFFICIENT LENGTH TO ACHIEVE 3 THREADS
MINIMUM PENETRATION BEYOND METAL FRAME SUBSTRATE.

8. MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL FINISHES,
INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK VENEER, AND SIDING.

9. INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE MADE OF
CORROSION RESISTANT MATERIAL OR HAVE A CORROSION RESISTANT COATING.

e FASTENERS USED WITHIN 3,000 FEET OF A SALTWATER COASTLINE AND
INSTALLED IN ENCLOSED SPACES SHALL BE GALVANIZED IN ACCORDANCE
WITH SECTION 1711.1.1 (E.G., ASTM A153 CLASS D, ASTM A641 CLASS 3S, OR
EQUIVALENT CORROSION RESISTANCE).

e CONNECTORS AND METAL PLATES USED WITHIN 3,000 FEET OF A
SALTWATER COASTLINE SHALL BE STANDARD GALVANIZED IN ACCORDANCE
WITH SECTION 1711.1.2 (E.G., ASTM A653 G90, ASTM A123, OR PROTECTIVE
COATING PER TPI 1).

10.FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL INSTALLATION
ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS MEASURED FROM FREE EDGE
OF BLOCK OR EDGE OF MORTAR JOINT INTO FACE SHELL OF BLOCK.

11.INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE WITH ANCHOR
MANUFACTURER'S INSTALLATION INSTRUCTIONS, AND ANCHORS SHALL NOT BE
USED IN SUBSTRATES WITH STRENGTHS LESS THAN THE MINIMUM STRENGTH
SPECIFIED BY THE ANCHOR MANUFACTURER.

12.INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE BASED ON

SUBSTRATE MATERIALS WITH THE FOLLOWING PROPERTIES:

A. WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

B. CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

C. MASONRY - STRENGTH CONFORMANCE TO ASTM C-90 WITH MINIMUM
COMPRESSIVE STRENGTH OF 2000 PSI.

D. STEEL- MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA. WALL
THICKNESS.

E. ALUMINUM - MINIMUM 0.067" INCH THICK, 6063-T5 ALUMINUM.

13.INSTALLATION SHALL FOLLOW MANUFACTURERS RECOMMENDATIONS FOR

SEALING WINDOWS AND ACCESSORY ITEMS.

1.

YKK AP America Inc.

YOW 225 H NON-THERMAL ALUMINUM
CASEMENT WINDOW (HVHZ) (IMPACT)

GENERAL NOTES:

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC),
INCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:
o AAMA/WDAM/CSA 101/1.5.2/A440-22
ASTM E283-19
ASTM E330-14
ASTM E331-00(23)
TAS 201-94
TAS 202-94
TAS 203-94

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY, 2X
FRAMING AND METAL STUD FRAMING AS A MAIN WIND FORCE
RESISTING SYSTEM CAPABLE OF WITHSTANDING AND TRANSFERRING
APPLIED PRODUCT LOADS TO THE FOUNDATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR
THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE STRUCTURE.
BUCK DESIGN AND INSTALLATION IS THE RESPONSIBILITY OF THE
ENGINEER OR ARCHITECT OF RECORD FOR THE PROJECT OF
INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND
MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF SITE
CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT. DOCUMENTS SHALL BE APPROVED BY
AUTHORITY HAVING JURSIDICTION (AHJ)

. APPROVED IMPACT PROTECTIVE SYSTEM IS NOT REQUIRED ON THIS

PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.
WINDOW FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILIAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT FLORIDA
BUILDING CODE AND REFERENCED DESIGN SPECIFICATIONS.

GLASS MEETS THE REQUIREMENTS OF ASTM E1300 GLASS CHARTS.
SEE SHEET 10 FOR GLAZING DETAILS.

GLAZING SELECTION SHALL MEET SAFETY GLAZING REQUIREMENTS
PER CURRENT FBC, CHAPTER 24.

10.GLASS SHALL BE SET WITH THE USE OF SETTING BLOCKS IN

ACCORDANCE WITH CHAPTER 24 OF THE CURRENT FLORIDA
BUILDING CODE.

11.GLAZING GASKETS SHALL MEET THE MINIMUM PERFORMANCE

REQUIREMENTS AS APPLICABLE IN CHAPTER 24 OF THE CURRENT
FLORIDA BUILDING CODE.

\
Y4
ap Quality
s | Inspires

YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
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2023 FBC CODE UPDATE MS ]05.05.23)
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[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

SHEET SHEET DESCRIPTION
1 INSTALLATION & GENERAL NOTES
2 ELEVATIONS & QUALIFIED CONFIGURATIONS
3 ANCHOR LAYOUTS & HARDWARE SCHEDULE
4 RECEPTOR INSTALLATION DETAILS
5 CLIP INSTALLATION DETAILS
6 STRAP INSTALLATION DETAILS
7 THROUGH FRAME INSTALLATION DETAILS
8 TRIM & CLIP INSTALLATION DETAILS
9 INTEGRAL & STACK MULL DETAILS
10 GLAZING DETAILS
11 BILL OF MATERIALS
12 COMPONENTS 1
13 COMPONENTS 2
DESIGN PRESSURE TABLE
GLAZING TYPES MAX. DP IMPACT RATING
A B,C +65/-65 PSF LMI
D, E +65/-65 PSF SMI
NOTE:
1. LMI - LARGE MISSILE IMPACT RATED
2. SMI - SMALL MISSILE IMPACT RATED
3. SEE SHEET 10 FOR GLAZING DETAILS
4. REFER TO SHEET 3 FOR HARDWARE SCHEDULE.
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" 75 1/8" MAX. \
38 1/8" MAX.
/ FRAME WIDTH
FRAME WIDTH
36 1/8" MAX. 361/8" MAX. __, |__ 311/4"MAX. _, QUALIFIED a
VENT WIDTH VENT WIDTH D.L.O. WIDTH p {lualily
CONFIGURATIONS iy,
YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001
t NOTE: UNITS MAY UTILIZE INTEGRAL -
MULLS FOR FIXED OVER CASEMENT OR s U
~\ N CASEMENT OVER FIXED =) Z 2 c
" CONFIGURATIONS = ~ 38
. > 60 L s o |
\\ MAX ||Xn 3 E (%] O £a 59 s g
o N T VENT == Sz EE5Ray D
62" 7/ (1 : 285G S8| og=aks
. HEIGHT 286 32 cz2%%
MAX. (T M S / S22 95| g i
FRAME vl yn ) C " n:;% & 5 £355%¢
\38/ "X" \5/ X 55 1/8 Y22 25| ¢ "¢
HEIGHT - . /WY 1 4 MAX E==3gz| =& £
N s . Iloll LN Q= 5 9
6 2 N 9 l S V4 D.LO. 623 &3].=
6/ 4/ N N/ V HEIGHT z2< o |z 2
(@] w =) =]
un o
\\ ,/ m ﬁ n g
-— ~ S - §s < 2
= =
1 NOTE: LEFT HAND & RIGHT HAND UNITS = = & a
. , ARE INTERCHANGABLE. DETAILS SHALL BE
F é N : F\/NM\ \\ ,/ SIMILAR TO THOSE SHOWN HEREIN. REMARKS BY | DATE
5 7
5 6 7 8 o on 2023 FBC CODE UPDATE Ms [05.05.23]
X X
E LEVATl ON ELEVATION 3 . 2026 FBC CODE UPDATE SH [07.30.26
76 3/4" MAX. ,/ \\
UNIT WIDTH
Z AA
(ﬂ 7HY P m T e TNSTALCATION DETATLS DESCRIBED HEREIN ARE GENER
5 v ( 9 9 [AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(]
5 v SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
/ FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
1 T ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
nAn m @ i m
o~ O 4 lloll 9 llOIl 4
9 9 N/
. N N NOTE: UNITS MAY BE MULLED SIDE
N - n AN N = ﬂ BY SIDE IN COMBINATIONS OF
\\\ \\ \\ CASEMENT/FIXED,
84" N 7/ N N 7/ \\ A CASEMENT/CASEMENT,
CASEMENT/PROJECT OUT, AND/OR
MAX. LT \\ (1 T \\ \\ (1 . OTHER APPROVED PRODUCTS. MULLS
RAME 2/ N < 2/ N, NS 60 X ol == gasessomeenon
HEIGHT L C L c MAX. :
nyn nyt nyt . FIXED WINDOWS AND OTHER ALTERNATE
6 . 4 6 4 VENT ,/ WINDOW TYPES UNDER SEPARATE
/ /-’\ /’ HEIGHT . APPROVAL.
’ 4 Yom 4 R WORERO, P\
e A, e BTN
yd y y OO AN, P332
/ : FBPE CERT. OF AUTHORIZATION No. 29578
’ ’ ’ FL #:
. IIOII Iloll F L163 12
FN TV NY R 5..__“__ AVERYEORYE N -
5 A6 A7 A 8 16 5 A6 N7 A8 ) ) ) DATE:  9.17.18
IIXII " -
361/8"MAX. __| | 311/4"MAX. ) e e N DWGHBE CHKl-_T\If:-N
38" MAX. VENT WIDTH D.L.O. WIDTH ,/ X D' NTS
FRAME WIDTH N N SCALE:
AN AN
NOTE:MAX. SIZES VARIES BASED ON N N .
AREA. "o" owG.#  YKK115
— SHEET: REV.
NOTE: MAX. DIMENSIONS SHOWN MAY B
ELEVATION ELEVATION EXCLUDE RECEPTOR DIMENSIONS. SEE A MY U 2
DETAILS SHEET 4 FOR O.A. DIMENSION 4 6 8
LOCATIONS.
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CONCENTRATED ANCHORS - TYP.

SEE CONCENTRATED ANCHOR TABLE FOR
INSTALLATION REQUIREMENTS DEPENDENT
ON DESIGN LOADS.

ANCHOR LAYOUT

STRAP, CLIP, THRU FRAME, OR

TRIM/CLIP INSTALLATIONS

CONCENTRATED ANCHOR TABLE

CORNER
P.

LI

115/8"

MIN. QTY
MIN. QTY REQUIRED AT
DESIGN PRESSURE | REQUIRED AT | SILL OF STACK
" (+/- PSF) EA. END OF MULL FOR
f— 12" MAX. OC. STACK MULL* RECEPTOR
INSTALLATION**
| | | | | | | |
] 1 T I T 1 T L 40 2 4
65 4 6
4 Ay
/ \ 80 4 8
4 N T
/ \ NOTE:

3" FROM CORNER

TYP.

| | | | | | | |
. 3" FROM SPACING AT SILL
A CORNER ————»{ |=— S —
.C. SPACING FOR 0.C. SPACING FOR
SEE TABLE TYP DIM. TSRU ?:RAME, STF?AP, RECEPTOR (ITEM #7)
AT RIGHT OR CLIP INSTALLATION | INSTALLATION
ANCHOR LAYOUT . Py

* QUANTITY OF ANCHORS IS THE MINIMUM REQUIRED
QUANTITY OF ANCHORS ADJACENT TO EA. SIDE OF STACK
MULLION. ANCHORS SHALL BE SPACED 3" O.C. TO EA. SIDE OF
MULL. APPLICABLE TO RECEPTOR AT HEAD ONLY, CLIP, STRAP,
~ AND THROUGH FRAME INSTALLATIONS.

** QUANTITY OF ANCHORS IS THE MINIMUM REQUIRED
QUANTITY OF ANCHORS THROUGH THE RECEPTOR SILL (SEE

TYP. DETAIL A/4) ADJACENT TO EA. SIDE OF STACK MULL.
ANCHORS SHALL BE SPACED 3" O.C. TO EA. SIDE OF MULL.

FRENCH CASEMENT
ALL INSTALLATIONS

5!!

i
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YKK AP America Inc.

101 MARIETTA STREET NW, SUITE 2100

PH: (478)277-1955 FAX: (678)838-6001

ATLANTA, GA 30303
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(HVHZ) (IMPACT)
ANCHOR LAYOUTS &
HARDWARE SCHEDULE

YOW 225 H NON-THERMAL ALUMINUM
CASEMENT WINDOW

TITLE:

1900 NE MIAMI COURT, STE. 2-15

BUILDING DROPS, INC.

PREPARED BY:

MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS

BY

DATE

2023 FBC CODE UPDATE

MS

05.05.23}

2026 FBC CODE UPDATE

SH

07.30.26|

CONCENTRATED ANCHORS - TYP.

SEE CONCENTRATED ANCHOR TABLE FOR

INSTALLATION REQUIREMENTS DEPENDENT

ON DESIGN LOADS.

ANCHOR LAYOUT

[THE INSTALLATION DETAILS DESCRIBED
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED

HEREIN ARE GENERI]]

RECEPTOR INSTALLATIONS

HARDWARE SCHEDULE

ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

C
1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL16312

MAX. MULTI-POINT SCHEDULE
HARDWARE | opTions DESCRIPTION MAXVENT | DEsieN
PRESSURE NUMBER OF
BRONZECRAFT CAM HANDLES (E1-1541/1542) REQUIRED LOCK | VENT HEIGHT (H)
AT LOCK STILE OF VENT, 8" FROM EA. END ENGAGEMENTS
1 SECURED WITH (2) #10 X 1/2" FH SMS. 36-1/8" X 60" *654;65 2 72">H>581/2"
BRONZECRAFT KEEPERS (E1-519) SECURED 3 12 S H 30"
WITH (2) #10 X 1/2" FH SMS. ST
PULL HANDLE (E1-1508 OR E1-1981) AT LOCK 2
STILE SECURED WITH (2) #8 X 1/2" FH SMS. NOTE: MAX. SPACING BETWEEN LOCK
MULTI-POINT LOCK ASSEMBLY (E1-1505, 65/-6 POINTS IS 24".
LocK 2 |E1-1704, E1-1717, E1-1701, E1-1703) AT 36-1/8" X 60" | * PsS/F 5
OPTIONS FRAME JAMB, LOCK POINTS 8" FROM ENDS. SNUBBER SCHEDULE
BRONZECRAFT KEEPERS (E1-1556) SECURED
WITH (2) #10 X 1/2" FH SMS. NUMBER OF
MULTI-POINT LOCK LOCK ASSEMBLY (EL-1505 REQUIRED SNUBBERS | VENT HEIGHT (H)
OR E1-1966 OR E1-1994, E1-1954, E1-1955, AT HINGE JAMB
5 |EL1952,E9-4503) SEEMULTIPOINTTABLE | oo\ oy cou | +65/-65 4 72" > H> 54"
FOR REQUIRED LOCK POINT SCHEDULE. LOCK | 36 PSE 3 54" > H > 30"
KEEPERS (E1-1954, E1-1955) SECURED WITH 5 0 SH 18"
(2) #10 X 1/2" FH SMS 1 TN
BUTT HINGE (E1-1714/1715), EA. HINGE .
FASTENED TO FRAME WITH (3) #10-24 X NOTE: MAX. SPACING BETWEEN
7/16" PL PH MS AND TO L-ANGLE WITH (3) +65/65 SNUBBER POINTS IS 21".
1 |#10-24 X 7/16" PL PH MS. L-ANGLE SECURED | 36-1/8" X 60" -
TO VENT WITH (3) #10-24 X 1/2" PL PH SMS. PSF BUTT HINGE SCHEDULE
SEE BUTT HINGE SCHEDULE FOR REQUIRED
QUANTITIES. NUMBER OF
HINGE ~ REQUIRED BUTT | VENT HEIGHT (H)
ot 16", 4-BAR HINGE (4K-14208) SECURED TO HINGES
2 |BASE WITH (3) #10-24 X 3/8" PLPH SMS AND | 36-1/8" X 60" *65’5/;65 3 PRy
TO VENT WITH (3) #10-24 X 3/8" PL FH SMS > yrIEqY
12", 4-BAR HINGE ASSEMBLY (E1-1957/1960)
SECURED TO BASE WITH (3) #10-24 X 3/8" PL +65/65 NOTE: MAX. SPACING BETWEEN HINGES
3 [PHSMS AND TO VENT WITH (3) #10-24 X 3/8" | 36-1/8" X 60" | *%0L7 IS 28". HINGES 8" FROM CORNERS TYP.

PL FH SMS. SEE SNUBBER SCHEDULE FOR
REQUIRED QUANTY OF SNUBBERS.

patE:  9,17.18

DWG. BY: CHK. BY:
HR HFEN

SCALE: NTS

pwG. #: YKK115

SHEET: REV.
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#14 WOOD SCREW YHH
" 3 THREADS OF MIN.
3/4" MIN. INSTALLATION ANCHORS
EDGE DISTANCE PENETRATION BEYOND .
__________ (2 PER LOCATION) 3/8" MAX. METAL STRUCTURE Quality
2X WOOD FRAME  [=ttt] SHIM SPACE Bl METAL STUD L b
BY OTHERS A # INTERIOR 0.5" BY OTHERS YKK AP America Inc.
SHEATHING BY OTHERS h//_SEE INSTALL. NOTE 12, 101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
EXTERIOR FINISH ! S 11/2" MIN. @ 14X13)(46) (10) 5 8 SHEET 1 PH: (478)277-1955 FAX: (678)838-6001
BY OTHERS EMBEDMENT -
* (ad) 1/4-20 SELF-DRILLING s J
L PERIMETER —_— SEE GLAZING INSTALLATION SCREWS =) 2 =3 £
2 - o~ o
y SEALANT " OPTIONS s (2 PER LOCATION) S s G g
1.25 BY OTHERS 8 18 ro.s SHEET10 N\ / . 3 = SEEELE
| 3/8" MAX. __ 1/2" MIN. EDGE 2z 2 QEHIIz
42 SHIM SPACE DISTANCE 235 8 SEES TS
= | / | Sz< & V28873
E N x2S 2 Z35:%¢
— X THF= & o=z T
0.A. (@D—| 46 NE FZg 2 =8 =
WINDOW P 13 4 31) (29)(a2(18) (96) | |- -:::5\ 221 = 27
HEIGHT / ~ EXTERIOR 30 97 i SHEATHING 292 2 |3 -
o BY OTHERS o w o S
EXTERIOR [ JEasSIN Y T RN " s =
‘ E— \ / 90 INTERIOR OA EXTERIOR FINISH . g 2 E s
i g 0l BY OTHERS = 5 3
~_ & W\,IV'\:S%XV 125 PERIMETER SEALANT = & 2
(s)EPET %—QSZING BY OTHERS REMARKS BY | DATE
SHEET 10 mHORIZO NTAL SECTION 2023 FBC CODE UPDATE | Ms [05.05.23]
VENT JAMB - METAL STUD FRAME 2026 FBC CODE UPDATE SH ]07.30.26
@ VERTICAL SECTION W INT. SET RECEPTOR - TYP.
VENT HEAD - 2X WOOD FRAME
INT. SET RECEPTOR - TYP. [THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERT]
3/8" MAX JAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SHIM SPACE TROM THE REAUIREMENTS DETAILED HEREIN, A LCENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.
SEE GLAZING 11/4" MIN. EMBEDMENT
OPTIONS INTERIOR
SHEET 10 : —— CONCRETE/MASONRY BY OTHERS
0.5" A SIS
44) (12) (11 5 18 oL 1X WOOD BUCK
EXTERIOR INTERIOR SEE GLAZING BY OTHERS
OPTIONS | w 1/4" ITW TAPCON
SHEET 10 \// ~ iz INSTALLATION ANCHORS
(2 PER LOCATION)
FOR OPTIONAL 2 IONAL =i
SILL TRIM. — gﬁ;\'ﬂ'\gﬁz-& N~ R |23|§/TZAHN'\<A:IEN' .
l PERIMETER EXTERIOR 10)(42 8 N\ - 1900 NE MIAMI COURT, STE. 2-15
SEALANT—\ MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
J— BY OTHERS L —
0.63" e 11/4" MIN. | F Ll 63 1 2
e
CONCRETE/MASONRY m e D S g EMBEDMENT 0.A. EXTERIOR FINISH
BY OTHERS e e e T T a I - \WINDOW ———1.25" BY OTHERS DATE: 9 17 18
" e N N WIDTH PERIMETER SEALANT —
1/4" ITW TAPCON : N LY 2 1/2" MIN. EDGE DWG. BY: CHK. BY:
INSTALLATION SCREW ! ! DISTANCE BY OTHERS HR HEN
(A" VERTICAL SECTION /D \HORIZONTAL SECTION scae: NTS
\4/ FIXED SILL - CONCRETE/MASONRY \4 / FIXED JAMB - 1X/CONCRETE/MASONRY [~ —— owae.#  YKK115
CEPTORSS SHING - TYP. OPTIONAL SILL TRIM EXT. SET RECEPTOR - TYP. EXTERIOR SET INSTALLATIONS. ITEMS SHEET: REV-B
DETAIL A #96 & 97 NOT REQUIRED FOR INTERIOR
== SET INSTALLATIONS. 4
K OF 13/
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EDGE DISTANCE

3/4" MIN.

|/— #14 WOOD SCREW

2X WOOD BUCK
BY OTHERS

RN,

INSTALLATION ANCHOR

SHEATHING BY OTHERS

EXTERIOR FINISH . 11/2" MIN.
BY OTHERS ....... o EMBEDMENT
PERIMETER ?

SEALANT @ L o
BY OTHERS Frﬂ | 3/8" MAX.
26 o SHIM SPACE
0.A. A~ T
WINDOW (: A
HEIGHT l 14
EXTERIOR \ ) 90 INTERIOR
~t @)
\; SEE GLAZING
OPTIONS
SHEET 10
/G\ VERTICAL SECTION
\5/ VENT HEAD - 2X WOOD FRAME
CLIP ANCHOR - TYP.
SEE GLAZING
OPTIONS
SHEET 10 |
\7 Y ©0) (14
EXTERIOR & | \ 13 INTERIOR
O.A. :
WINDOW @\
HEIGHT 3/8" MAX.
09 —ex . (64) SHIM SPACE
PERIMETER T ? -
SEALANT L 11/4" MIN.
BY OTHERS L EMBEDMENT
CONCRETE/MASONRY b

BY OTHERS

1/4" ITW TAPCON
INSTALLATION SCREW

S i

2 1/2" MIN. EDGE

DISTANCE

7F\ VERTICAL SECTION

@ VENT

SILL - CONCRETE/MASONRY
CLIP ANCHOR - TYP.

L 21/2"MIN
DISTANCE

. EDGE

1/4" ITW TAPCON
INSTALLATION ANCHOR

11/4" MIN.
EMBEDMENT

| 3/8"MAX.
SHIM SPACE

3 THREADS OF MIN.
PENETRATION BEYOND
METAL STRUCTURE

$

1/2" MIN. EDGE
DISTANCE

CONCRETE/MASONRY —fn0
BY OTHERS
1X WOOD BUCK
BY OTHERS
EXTERIOR FINISH

BY OTHERS  \( > ..........
PERIMETER
SEALANT
BY OTHERS

O.A.
WINDOW
LEiehT EXTERIOR
~ ~
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SHEET 10
\_5 _/ FIXED HEAD - 1X/CONCRETE/MASONRY
CLIP ANCHOR - TYP.
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Q88 “
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OPTIONS
SHEET10 N\
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O.A.
WINDOW
WIDTH

1

1/4-20 SELF-DRILLING
INSTALLATION SCREW

METAL STUD
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SEE INSTALL. NOTE 12, SHEET 1

SHEATHING

BY OTHERS
EXTERIOR FINISH
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PERIMETER SEALANT
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(

3/4" MIN.
EDGE DISTANCE

#14 WOOD SCREW

INSTALLATION ANCHOR

NOTE: UNITS MAY BE FASTENED

3/8" MAX. TO APPROVED MULLION UTILIZING
2X WOSYDJTB:%E 3 THREADS OF MIN. SHIM SPACE ANY OF THE INSTALLATION
‘ PENETRATION BEYOND OPTIONS
SHEATHING BY OTHERS L 1/2" MIN METAL STRUCTURE 81) | DETAILED HEREIN.
EXTERIOR FINISH :
BY OTHERS EMBEDMENT ! (67) (78/80)83
EE— 1/2" MIN. EDGE N
PERIMETER ? 13) (59 INTERIOR
( — y DISTANCE
SEALANT 72) | 3/8"MAX. STANC (46) 14
BY OTHERS Bk = SHIM SPACE 90
OA P 1/4-20 SELF-DRILLING : :‘4
g O : INSTALLATION SCREW
WINDOW - 14 ALTERNATE #2
HEIGHT | LE ALUMINUM MULLION/CW/SF SYSTEM -~
\ % UNDER SEPARATE APPROVAL SEE GLAZING
EXTERIOR y INTERIOR SEE INSTALL. NOTE 12.E 7 OPTIONS
< a4) SHEET 10
SEE GLAZING PERIMETER SEALANT 2)(1936)E5)(47) (4
OPTIONS 37 EXTERIOR
SHEET 10 B—
\6/ VENT HEAD - 2X WOOD FRAME \\6/ VENT JAMB - MULL TUBE FRAME
STRAP ANCHOR - TYP. STRAP ANCHOR - TYP.
ALTERNATE #1
SEE GLAZING
OPTIONS
SHEET 10 A SEE GLAZING
~ OPTIONS
/ \ Q0 SHEET 10
INTERIOR
EXTERIOR V' (4 INTERIOR EXTERIOR _ o INTERIOR
93 = * / \
O.A. 1 91
46
WINDOW @\ O.A. L/ (1>
HEIGHT 3/8" MAX. WINDOW 49).\ /’
6)—g _@ , 67 SHIM SPACE HEIGHT PERIMETER 5 /@ 3/8" MAX.
lj 72) SEALANT ¢ 75 SHIM SPACE
. ‘ BY OTHERS |
PERIMETER - R o o MTa '.. “}. B Rl f 1 1/4" MIN EXTERIOREINISH & ]
SEALANT ARV SRS TESTR ST S - f "
BY OTHERS R T R SRR EMBEDMENT BY OTHERS— [ g 11/2" MIN.
' N ' EMBEDMENT
CONCRETE/MASONRY Y T 2% WOOD BUCK | _ —
BY OTHERS N . f BY OTHERS Y R f
" 1% N S U P
1/4" ITW TAPCON 2 1/2" MIN. EDGE CONCRETE/MASONRY — =7 R SN
INSTALLATION ANCHOR DISTANCE BY OTHERS 3/4" MAX.

T\ VERTICAL SECTION

\.B /  VENTSILL- CONCRETE/MASONRY
STRAP ANCHOR - TYP.

EDGE DISTANCE

/M\ VERTICAL SECTION

\6/

FIXED SILL - 2X WOOD BUCK
STRAP ANCHOR - TYP.
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3/4" MIN.
EDGE DISTANCE
CONCRETE/MASONRY =~ oo .— #14 WOOD SCREW
BY OTHERS ’ INSTALLATION ANCHOR

2X WOOD BUCK

#

BY OTHERS
EXTERIOR FINISH 11/2" MIN.
BY OTHERS ... ¢ EMBEDMENT
PERIMETER 60 ?
SEALANT @ )
BY OTHERS 3/8" MAX.
46 SHIM SPACE
O.A. A~ 3
WINDOW (4~
HEIGHT | IE 14
EXTERIOR \ y 2L INTERIOR
~ 44
:\ SEE GLAZING
OPTIONS
SHEET 10
w VENT HEAD - 2X WOOD BUCK
THROUGH FRAME- TYP.
SEE GLAZING
OPTIONS
SHEET 10 |
N
\7 \ o
EXTERIOR \ INTERIOR
@4 1
13
L
WINDOW (a)—
HEIGHT _ 3/8"MAX.
94 ] SHIM SPACE
_ 11/4"MIN.
EMBEDMENT
PERIMETER e TR e
SEALANT o SR S
BY OTHERS Sl A
CONCRETE/MASONRY R

BY OTHERS

1/4" ITW TAPCON
INSTALLATION SCREW

21/2" MIN. EDGE
DISTANCE

/N\ VERTICAL SECTION

\7/ VENT SILL - CONCRETE/MASONRY
THROUGH FRAME - TYP.

, 21/2" MIN. EDGE
DISTANCE

1/4" ITW TAPCON
INSTALLATION ANCHOR

11/4" MIN.
EMBEDMENT

SEE GLAZING
OPTIONS
SHEET 10

/P VERTICAL SECTION

3/8" MAX.
SHIM SPACE

INTERIOR
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NOTE: FOR USE WITH FIELD
GLAZED INSTALLATIONS ONLY.
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WINDOW
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INTERIOR
SEE GLAZING @

OPTIONS
SHEET10 N\

3/8" MAX.
SHIM SPACE

FIXED HEAD - 1X/CONCRETE/MASONRY

THROUGH FRAME - TYP.

3 THREADS OF MIN.
PENETRATION BEYOND
METAL STRUCTURE

METAL STUD

IL-/_BY OTHERS
SEE INSTALL. NOTE 12, SHEET 1

1/4-20 SELF-DRILLING
INSTALLATION ANCHOR

¢

1/2" MIN. EDGE
= D] DISTANCE
\ 7 |
N\ / ‘ ?
EXTERIOR > % - @ \
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EDGE S{;‘TA“Q'CNE' i #14 WOOD SCREW 3/8" MAX NOTE: UNITS MAY BE FASTENED
____________________ INSTALLATION ANCHOR 3 THREADS OF MIN. SHIM SPACE ;(BLAPPROVED MULLION UTILIZING
2X WOOD FRAME PENETRATION BEYOND
INSTALLATION OPTIONS
BY OTHER METAL STRUCTURE
OTHERS ‘ 81 DETAILED HEREIN.
SHEATHING BY OTHERS = 12" N ‘ 6D 6 GRrE
EXTERIOR FINISH ;
BY OTHERS EMBEDMENT 1/2" MIN. EDGE T D INTERIOR
13) (59
1 DISTANCE / (46) 14
PERIMETER %8 { n
SEALANT (53/72)39 3/8" MAX. Ii
SHIM SPACE .
BY OTHERS e @ 1/4-20 SELF-DRILLING 4
79 J = INSTALLATION SCREW \\ %
0.A.
WINDOW () ALUMINUM MULLION/CW/SF SYSTEM -+ \ o NG ALTERNATE #2
HEIGHT L 14 UNDER SEPARATE APPROVAL \ > SHEET 10
EXTERIOR \ 90 INTERIOR SEE INSTALL. NOTE 12.E _
AN £ A PERIMETER SEALANT )(19)(30)35)@7) (4
:\ SEE GLAZING BY OTHERS D oa EXTERIOR
orions R —
WIDTH
\8/ VENT HEAD - 2X WOOD FRAME \8/ VENT JAMB - MULL TUBE FRAME
TRIM CLIP ANCHOR - TYP. TRIM CLIP ANCHOR - TYP.
ALTERNATE #1
SEE GLAZING
SEE GLAZING OPTIONS
OPTIONS SHEET 10
SHEET 10 A .
| T (0D INTERIO
+ EXTERIOR / \ INTERIOR
12
EXTERIOR OA )
WINDOW P 17
0.A.
WINDOW MHERT peRIMETER A i 3/8" MAX.
SEALANT SHIM SPACE
HEIGHT 3/8" MAX ‘
— - BY OTHER
SHIM SPACE OTHERS — | !
EXTERIOR FINISH 2 f ]
! BY OTHERS ; 11727 MIN.
PERIMETER L 1/2" MIN. 2X WOOD BUCK S ——
SEALANT EMBEDMENT BY OTHERS "b h E .4.. - : -
BY OTHERS 157 e Um0 514 WoOD SCREW
CONCRETE/MASONRY CONCRETE/MASONRY — -] e % 2y 8
BY OTHERS f BY OTHERS ;'\}ZIA“;;?(T'ON ANCHOR
1/4" ITW TAPCON 2 1/2" MIN. EDGE EDGE DISTANCE
INSTALLATION ANCHOR

R\ VERTICAL SECTION

DISTANCE

U\ VERTICAL SECTION

\8/

VENT SILL - CONCRETE/MASONRY

TRIM CLIP ANCHOR - TYP.

\8/

FIXED SILL - 2X WOOD BUCK
TRIM CLIP ANCHOR - TYP.
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ALTERNATE #1
SEE GLAZING
OPTIONS
SHEET 10
EXTERIOR INTERIOR
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\9/ INTEGRAL MULLION-TYP.
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LOCK WASHER (2 PER CLIP)
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1346 2 /
[

81
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ALTERNATE #2 @ ALTERNATE #2
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1.81"— =]
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\\9/ STACK MULLION - TYP.
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200
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INTERIOR
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0.25" HEAT STREN'D GLASS

0.075" SAFLEX CP (VANCEVA STORM) INTERLAYER BY EASTMAN

PREVIOUSLY KNOWN AS SOLUTIA.
0.25" HEAT STREN'D GLASS

== |
\ ! 7~—DOW 995
1/8" CAP BEAD TF'I !—/
PECORA 895NST
TREMCO \ /

TREMSIL 600 ~_

PECORA 896FC G LAZI NG D

ETAIL A

LARGE MISSILE IMPACT RATED GLAZING OPTIONS

#

1/2" GLASS BITE [

1/8" CAP BEAD
TREMC
TREMSIL 600

PECORA 896FC G LAZI N

0.25" HEAT STREN'D GLASS
0.09" TROSIFOL PVB INTERLAYER

BY KURARAY PREVIOUSLY KNOWN AS DUPONT

0.25" HEAT STREN'D GLASS

/
L JJ/ /¥ DOW 995
/ PECORA 895NST

G DETAIL B

0.25" HEAT STREN'D GLASS

0.09" SAFLEX PVB INTERLAYER

BY EASTMAN PREVIOUSLY KNOWN AS SOLUTIA
0.25" HEAT STREN'D GLASS

1 SN (a4
4 \
1/2" GLASS BITE _ = \
|
L (N |
7 SN~—
1/8" CAP BEAt) \)A 5 =)/ L]]/~——DOW 995
TREMCO L W PECORA 895NST
TREMSIL 600 - g
PECORA 896FC
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GLAZING DETAILS

CASEMENT WINDOW
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Lo

1/2" GLASS BITE

SMALL MISSILE IMPACT RATED GLAZING OPTIONS

0.25" HEAT STREN'D GLASS

?

\
\

0.06" TROSIFOL PVB INTERLAYER
BY KURARAY PREVIOUSLY KNOWN AS DUPONT
0.25" HEAT STREN'D GLASS

GLAZING DETAIL D

Ly

1/2" GLASS BITE

[

\

0.25" HEAT STREN'D GLASS

0.06" SAFLEX PVB INTERLAYER
BY EASTMAN PREVIOUSLY KNOWN AS SOLUTIA
0.25" HEAT STREN'D GLASS

GLAZING DETAIL E

GLAZING NOTES:

1. GLASS TYPE AND THICKNESS COMPLIES WITH ASTM
E1300 REQUIREMENTS AS WELL AS APPLICABLE SAFETY
GLAZING REQUIREMENTS PER THE FBC. THICKNESS,
TEMPER, AND SAFETY GLAZING REQUIREMENTS SHALL
BE REVIEWED ON A SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90
(SHORE A) AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH
FOR GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. D.L.O. AND DESIGN PRESSURES MAY NOT EXCEED MAX
VALUES IN DESIGN PRESSURE TABLE ON SHEET 1 AND
ELEVATIONS ON SHEETS 2 & 3.
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Quality
YOW 225 H BILL OF MATERIALS YOW 225 H BILL OF MATERIALS inspires
ITEM NUMBER | PART NUMBER DESCRIPTION MATERIAL MANUFACTURER/SUPPLIER COMMENTS ITEM NUMBER | PART NUMBER DESCRIPTION MATERIAL MANUFACTURER/SUPPLIER COMMENTS
53 £2-0672 WEDGE GASKET EPDM DUROMETER 70 +/-5 YKK AP America Inc.

1 E9-4536 FRAME HEAD AND SILL 6063-T5 YKK-AP 54 101 MAR'EHQSISEL'\;‘QQOS;'TE 2100
2 E9-4537 FRAME JAMB 6063-T5 YKK-AP 55 PH: (478)277-1955 FAX: (678)838-6001
3 E9-4570 MULLION 6063-TS YKK-AP 56 .
4 E9-4534 VENT 6063-T5 YKK-AP 57 4K-14209 22" 4 BAR HINGE STAINLESS STEEL YKK-AP % % 2 .
5 E9-4538 COMMON FRAME 6063-TS YKK-AP 58 5K-15284 16" 4 BAR HINGE STAINLESS STEEL YKK-AP = s g
6 £9-4539 MULLION 6063-T5 YKK-AP 59 E1-1981 PULL HANDLE DIE CAST AMESBURY / TRUTH % a E SRR S
7 BE9-4583 2 1/4" WEEPING SILL FLASHING 6063-T5 YKK-AP 60 E9-4566 THROUGH FRAME FILLER PLATE 6063-T5 YKK-AP 3" LONG @ EA. ANCHOR LOCATION = % . g 8 3 % 2 % E"
8 E9-4577 RECEPTOR 6063-T5 YKK-AP 61 £9-4031 1"X 2" CLIP 6063-T5 YKK-AP = = g « 8 z ; g: 33
9 £9-4231 PRESSURE BAR 6063-T5 YKK-AP 62 £9-4032 1" X 2" COVER 6063-T5 YKK-AP 2 s % = z $3 £ % g
10 E9-4513 ADAPTOR 6063-T5 YKK-AP 63 E1-1922 ANCHOR CLIP 6063-T5 YKK-AP 2= LE._ = £ s
11 E9-4544 FIXED GLASS STOP 6063-TS YKK-AP 64 £9-4035 ANCHOR CLIP COVER 6063-TS YKK-AP ; & ’r:ET o 5a =
12 £9-4545 FIXED SNAP COVER 6063-T5 YKK-AP 65 E9-4556 1%" X 1" CLP 6063-T5 YKK-AP S 2 > = 5 o
13 E9-4546 VENT GLASS STOP 6063-T5 YKK-AP 66 £9-4557 1%" X 1" COVER 6063-T5 YKK-AP T g - o 2
14 £9-4547 VENT SNAP COVER 6063-T5 YKK-AP 67 £9-8431 STRAP ANCHOR COVER 6063-T5 YKK-AP n g i 15
15 £9-4586 3" SILLTRIM 6063-T5 YKK-AP 68 E9-8537 1" X 11%¢" CLIP 6063-T5 YKK-AP 5 ‘; < %
16 E9-4559 SILL TRIM BASE 6063-T6 YKK-AP 69 E9-8538 1" X 144" COVER 6063-T5 YKK-AP o) o =
17 £9-4562 STACKING MULLION 6063-T5 YKK-AP 70 E9-8562 1%"X3%" CLIP 6063-T5 YKK-AP => o @
18 £9-4578 RECEPTOR STOP 6063-T5 YKK-AP 71 £9-8563 1%" X 3%" COVER 6063-T5 YKK-AP REMARKS BY | DATE
19 E9-4593 LOCK BAR BASE 6063-T5 YKK-AP 72 £9-4529 STRAP ANCHOR 6063-T5 YKK-AP MIN. LENGTH 4 1/2"

2023 FBC CODE UPDATE ms [05.05.23]
20 E9-5111 COVER 6063-T5 YKK-AP 73 E1-1965 MULLION CLIP at %" 6063-T5 YKK-AP
21 E9-7318 FIXED GLASS STOP 6063-T5 YKK-AP 74 £1-1957 4 BAR HINGE (EGRESS) STAINLESS STEEL YKK-AP 2026 FBC CODE UPDATE SH [07.30.26
2 E9-7319 FIXED GLASS SNAP COVER 6063-T5 YKK-AP 75 E1-1960 HINGE BASE (EGRESS) 6063-TS YKK-AP
23 76 4K-14208 4 BAR HINGE (16") STAINLESS STEEL YKK-AP
24 E1-1505 MULTI LOCK HANDLE WHITE BRONZE 77 E1-1781 HINGE BASE (16") 6063-T5 YKK-AP [THETNSTALTATION DETATLS DESCRIBED HEREIN ARE GENERTG
B Jesos oo T pronze a0 [oncerure STz e [caowe
26 F1-1519 KEEPER WHITE BRONZE BRONZE CRAFT 79 FF-1012-55 #10-24 X 3/4" FH MS S F 30055 FOR 4 BAR HINGE BASE R e A e
27 E1-1541 CAM HANDLE - RH WHITE BRONZE BRONZE CRAFT 80 E1-1966 STANDARD MULTI LOCK HANDLE DIE CAST / STEEL CALDWELL DOCUMENTS FOR USE WITHTHIS DOCUMENT.
28 E1-1542 CAM HANDLE - LH WHITE BRONZE BRONZE CRAFT 81 E1-1994 EXTENDED MULTI LOCK HANDLE DIE CAST / STEEL CALDWELL
29 E1-1715 BUTT HINGE (TOP) 6063-T5 YKK-AP 82 HD-2516-W3 1/4-20 X 1" HWHS SS 30055 11/2" FROM EA. END & 9" MAX. O.C.
30 E1-1714 BUTT HINGE (BOTTOM) 6063-T5 YKK-AP 83 E1-1979 HANDLE GASKET BUTYL CALDWELL
31 E1-1723 BUTT HINGE ANGLE 6063-TS YKK-AP 84 PC-1008 -S5 #10 X 1/2" PH SMS SS AB 30055 6" FROM EA. END & 12" MAX. O.C.
32 E1-1782 HINGE BASE 6063-T5 YKK-AP 85 PC-1016-S5 #10 X 1" PH SMS S5 AB 30055 FOR FRAME ASSEMBLY
33 E1-1786 CORNER BLOCK 6063-T5 YKK-AP 86 PC-1208-55 #12X1/2" PH SMS SS AB 30055 (2) PER CLIP TO MULLION
34 E1-1787 CORNER BLOCK 6063-T5 YKK-AP 87 PF-1006-5S #10-24 X 3/8" FH MS SS F 30055 FOR 4 BAR HINGE
35 E1-1952 KEEPER YKK-AP 88 #10 X 1/2" PH SMS SAE GR. 5 3" FROM EA. END & 7 1/8" MAX. O.C.
36 E1-1954 LOCK BAR BASE YKK-AP 89
37 E1-1955 LOCK BAR EXTENSION YKK-AP %0 PS-0808-55 #8 X 1/2" PH SMS SS SELF DRILLING 410ss 3" FROM EA. END & 10" O.C.
38 4K-14207 4 BAR HINGE (12") STAINLESS STEEL YKK-AP 91 P5-1016-55 #10 X 1" PH SMS SS SELF DRILLING 4105 3" FROM EA. END & 10" O.C.
39 E1-1780 HINGE BASE (12") 6063-T5 YKK-AP 92
40 93 9/32" DIA. WEEP HOLE AT CENTER OF BOTTOM RAIL
41 E9-4548 SMI GLASS STOP 6063-T5 YKK-AP 94 11/16" X 1/4" WEEP SLOT AT CENTER OF EA. W.O. AT FRAME SILL 1900 NE MIAM COURT, STE. 2.15
42 E2-0051 AT GASKET SANTOPRENE TREMCO 95 E2-0768 JAMB BLOCK AT BOTTOM OF JAMB WITH SILL FLASHING FBPE CERT. OF AUTHORIZATION No. 28578
43 E2-0653 SIDE BLOCK EPDM TREMCO 9% #10-16 x 3/4" SSMS (PH OR FH) 3" FROM CORNERS, SILICONE AT HOLES T
44 E2-0359 PUSH - IN - SPACER SCR900 TREMCO 97 DOW 995 SILICONE ADHESIVE SILICONE MIN. 4" BEADS AT MAX. 24" O.C.
45 E2-0367 PUSH - IN - SPACER SCR900 TREMCO 98 PECORA 895NST SILICONE ADHESIVE  [SILICONE F L 1 6 3 1 2
46 E2-0625 AT GASKET SANTOPRENE TREMCO 99 PC-080655 #8 X 3/8" PHSMS TYPE AB STAINLESS STEEL
47 E2-0623 [SETTING BLOCK EPDM TREMCO 100 £9-4587 4" SILLTRIM 6063-T5 YKK-AP DATE: 9.17.18
48 101 E1-2003 END DAM DWG. BY: CHK. BY:
49 E2-0652 [SETTING BLOCK EPDM TREMCO HR HFN
>0 SCALE: NTS
51 E2-0670 BACKER TAPE POLYURETHANE FOAM  |SAINT GOBAIN
52 E2-0682 GASKET - RUBBER BUTYL BRONZE CRAFT FOR MULTI LOCK HANDLE DWG. #: YK K 1 15

SHEET: REV.
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YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

Quality
inspires

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS, INC.

(HVHZ) (IMPACT)
COMPONENTS 1

YOW 225 H NON-THERMAL ALUMINUM
CASEMENT WINDOW

PREPARED BY:
BUILDING DROPS

TITLE:

REMARKS BY | DATE

2023 FBC CODE UPDATE MS |[05.05.23)

2026 FBC CODE UPDATE SH ]07.30.26|

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI]
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

fonhi, £\
o LIRS

MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL16312

DATE:  9.17.18

DWG. BY: CHK. BY:
HR HFN

SCALE: NTS

owa.#: YKK115

SHEET: REV.

12 =

OF 13)




7/30/2026 7:12 PM

c:\users\sebastianherreros\desktop\ykk 2026 cc\fl16312\ykk115.dwg

0.857"

6063-T5

1.688" —

_L 0.063"

afC_ale
0.315" —T

STRAP ANCHOR COVER
6063-T5
0.050" —=—f=—o
— |
“ 0.907"

L—»— 1.984"

STRAP ANCHOR
6063-T5
MINIMUM 4 1/2" LENGTH

~— 3.676"
0.618"
— 0.079" {

i 1
l—— 3.476" 4—‘

)

THROUGH FRAME FILLER PLATE

ANCHOR CLIP ANCHOR CLIP
6063-T5 6063-T5
0.875"
f 0.094" _
2.395" b 006
1.992"
1 !

0.813" —=f I——

1"X111/16" CLIP
6063-T5

I 0.938"
p

o—

1618" —fa—n] T

0.094"

MULLION CLIP
6063-T5

)

|~ 3.000" =]

0.188" —-—
3.000"

6063-T5

1.000" —w{le— 0.062"

6063-T5

1"X111/16" COVER

|<—>|— 1.680"

4" SILL TRIM

R

0.079" —efj=—

1.679" —

0.299" ——U——

0.079" 1.200"

0.042" —m| |

6063-T5

11/8"X31/2" CLIP
6063-T5

1.064"
0.829" —=| |<—{
F/ — 0.094"

=

- 3.4$29" J

11/4" X 1" CLIP

@)

0.878"

11/4" X 1" COVER
6063-T5

‘ —= ’« 0.992"

~=— 0.050"

1.250"

—

5>

11/8"X31/2" COVER
6063-T5

~— 3.492" —=—

#

1.125" —={—~— 0.063"

f ——|=|<— 0.402"

YHK
all? oo

YKK AP America Inc.
101 MARIETTA STREET NW, SUITE 2100
ATLANTA, GA 30303
PH: (478)277-1955 FAX: (678)838-6001

1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
PH: (954)399-8478
FAX: (954)744.4738
WEB: www.buildingdrops.com

(HVHZ) (IMPACT)
COMPONENTS 2
BUILDING DROPS, INC.

OW 225 H NON-THERMAL ALUMINUM
CASEMENT WINDOW

TITLE:

Y

PREPARED BY:
BUILDING DROPS

REMARKS BY | DATE

2023 FBC CODE UPDATE MS ]05.05.23}

2026 FBC CODE UPDATE SH ]07.30.26|

[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI]
IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

NINC
1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578
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SCALE: NTS
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