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YKK AP AMERICA INC.

YOW 350 T THERMAL ALUMINUM

PROJECT OUT & PROJECT IN WINDOWS

INSTALLATION NOTES:

1.

10.

11.

ONE (1) INSTALLATION ANCHOR IS REQUIRED AT EACH ANCHOR
LOCATION SHOWN.

THE NUMBER OF INSTALLATION ANCHORS DEPICTED IS THE
MINIMUM NUMBER OF ANCHORS TO BE USED FOR PRODUCT
INSTALLATION.

INSTALL INDIVIDUAL INSTALLATION ANCHORS WITHIN A
TOLERANCE OF +1/2 INCH OF THE DEPICTED LOCATION IN THE
ANCHOR LAYOUT DETAIL (I.E., WITHOUT CONSIDERATION OF
TOLERANCES). TOLERANCES ARE NOT CUMULATIVE FROM ONE
INSTALLATION ANCHOR TO THE NEXT.

SHIM AS REQUIRED AT EACH INSTALLATION ANCHOR WITH LOAD
BEARING SHIM(S). MAXIMUM ALLOWABLE SHIM STACK TO BE 1/4
INCH. SHIM WHERE SPACE OF 1/16 INCH OR GREATER OCCURS.
SHIM(S) SHALL BE CONSTRUCTED OF HIGH DENSITY PLASTIC OR
BETTER.

SEE SHEET 2 & 3 FOR ANCHOR LAYOUTS, SCHEDULE AND
REQUIREMENTS.

MINIMUM EMBEDMENT AND EDGE DISTANCE EXCLUDE WALL
FINISHES, INCLUDING BUT NOT LIMITED TO STUCCO, FOAM, BRICK
VENEER, AND SIDING.

INSTALLATION ANCHORS AND ASSOCIATED HARDWARE MUST BE
MADE OF CORROSION RESISTANT MATERIAL OR HAVE A
CORROSION RESISTANT COATING.

FOR HOLLOW BLOCK AND GROUT FILLED BLOCK, DO NOT INSTALL
INSTALLATION ANCHORS INTO MORTAR JOINTS. EDGE DISTANCE IS
MEASURED FROM FREE EDGE OF BLOCK OR EDGE OF MORTAR
JOINT INTO FACE SHELL OF BLOCK.

INSTALLATION ANCHORS SHALL BE INSTALLED IN ACCORDANCE
WITH ANCHOR MANUFACTURER'S INSTALLATION INSTRUCTIONS,
AND ANCHORS SHALL NOT BE USED IN SUBSTRATES WITH
STRENGTHS LESS THAN THE MINIMUM STRENGTH SPECIFIED BY
THE ANCHOR MANUFACTURER.

INSTALLATION ANCHOR CAPACITIES FOR PRODUCTS HEREIN ARE

BASED ON SUBSTRATE MATERIALS WITH THE FOLLOWING

PROPERTIES:

WOOD - MINIMUM SPECIFIC GRAVITY OF 0.55.

CONCRETE -MINIMUM COMPRESSIVE STRENGTH OF 3000 PSI.

MASONRY - CMU UNIT STRENGTH CONFORMS TO ASTM C-90,

WITH MIN. COMPRESSIVE STRENGTH OF 2000 PSI AND GROUT

CONFORMS TO ASTM C 476, MIN. GROUT COMPRESSIVE

STRENGTH OF 2000 PSI.

D. STEEL - MINIMUM YIELD STRENGTH OF 33 KSI. MINIMUM 18 GA.
WALL THICKNESS.

Ow>

E. ALUMINUM - MINIMUM 0.067 INCH THICK, 6063-T5 ALUMINUM.

INSTALLATION SHALL FOLLOW MANUFACTURERS
RECOMMENDATIONS FOR SEALING WINDOWS AND ACCESSORY
ITEMS.

1.

10.

11.

THE PRODUCT SHOWN HEREIN IS DESIGNED AND MANUFACTURED
TO COMPLY WITH THE CURRENT FLORIDA BUILDING CODE (FBC),
EXCLUDING HVHZ AND HAS BEEN EVALUATED ACCORDING TO THE
FOLLOWING:

e AAMA/WDMA/CSA 101/1.5.2/A440-17

ADEQUACY OF THE EXISTING STRUCTURAL CONCRETE/MASONRY,
2X FRAMING AND METAL STUD FRAMING AS A MAIN WIND FORCE
RESISTING SYSTEM CAPABLE OF WITHSTANDING AND
TRANSFERRING APPLIED PRODUCT LOADS TO THE FOUNDATION IS
THE RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD
FOR THE PROJECT OF INSTALLATION.

1X AND 2X BUCKS (WHEN USED) SHALL BE DESIGNED AND
ANCHORED TO PROPERLY TRANSFER ALL LOADS TO THE
STRUCTURE. BUCK DESIGN AND INSTALLATION IS THE
RESPONSIBILITY OF THE ENGINEER OR ARCHITECT OF RECORD FOR
THE PROJECT OF INSTALLATION.

THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIC AND
MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIC SITE. IF
SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE FROM THE
REQUIREMENTS DETAILED HEREIN, A LICENSED ENGINEER OR
ARCHITECT SHALL PREPARE SITE SPECIFIC DOCUMENTS FOR USE
WITH THIS DOCUMENT.

APPROVED IMPACT PROTECTIVE SYSTEM IS REQUIRED ON THIS
PRODUCT IN AREAS REQUIRING IMPACT RESISTANCE.

WINDOW FRAME MATERIAL: ALUMINUM 6063-T5

ALL STRUCTURAL MATERIALS & DISSIMILAR METALS SHALL BE
PROTECTED, TREATED, PAINTED, COATED, AND/OR ISOLATED AS
REQUIRED IN THE APPLICABLE SECTIONS OF THE CURRENT FLORIDA
BUILDING CODE AND REFERENCED DESIGN SPECIFICATIONS.

GLASS SHALL MEET THE REQUIREMENTS OF ASTM E1300 GLASS
CHARTS. SEE SHEET 7 FOR GLAZING DETAIL.

GLAZING SELECTION SHALL MEET SAFETY GLAZING REQUIREMENTS
PER CHAPTER 24 OF CURRENT FBC.

GLASS SHALL BE SET WITH THE USE OF SETTING BLOCKS IN
ACCORDANCE WITH CHAPTER 24 OF THE CURRENT FLORIDA
BUILDING CODE.

GLAZING GASKETS SHALL MEET THE MINIMUM PERFORMANCE
REQUIREMENTS AS APPLICABLE IN CHAPTER 24 OF THE CURRENT
FLORIDA BUILDING CODE.

(NON-HVHZ) (NON-IMPACT)

GENERAL NOTES:
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REMARKS BY | DATE
SILL FLASHING UPDATED HR |05.22.19
7TH FBC CODE CHANGE MS | 04.16.20)
8TH FBC CODE CHANGE SH ]06.01.23
MISC. UPDATE SH 102.26.24
[THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(Q

IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

SHEET SHEET DESCRIPTION
1 INSTALLATION & GENERAL NOTES
5 ELEVATIONS, ANCHOR LAYOUTS & QUALIFIED
CONFIGURATIONS
3 ELEVATIONS, ANCHOR LAYOUTS & QUALIFIED
CONFIGURATIONS
4 APPROVED SIZES AND HARDWARE SCHEDULE
5 STRAP ANCHOR INSTALLATION DETAILS
6 THROUGH FRAME INSTALLATION DETAILS
7 INTEGRAL, STACK MULL DETAILS & GLAZING DETAIL
8 BILL OF MATERIALS
9 COMPONENTS
DESIGN PRESSURE TABLE
PRODUCT MAX OVERALL SIZE DESIGN | MISSILE IMPACT
CONFIGURATION = - PRESSURE RATING
"0/X" (IN-SWING) 62-1/8" 96" +/-65 PSF
"0/X" (OUT-SWING) 62-1/8" 96" +/-65 PSF
0/X" (OUT-SWING) 62-1/8 96 +/-80PSF |\ o\ voacr
"X/X" (IN-SWING) 62-1/8" 74-3/4" +/-65 PSF
"X/X" (OUT-SWING) 62-1/8" 74-3/4" +/-65 PSF
"X/X" (OUT-SWING) 62-1/8" 74-3/4" +/-80 PSF
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96" MAX. D.L.O. 0
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55-1/8"
MAX. VENT WIDTH
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MAX. FRAME WIDTH
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/
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/// \\\
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HEIGHT HEIGHT S N
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MAX. D.L.O. WIDTH
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MAX. FRAME WIDTH

TYPICAL ELEVATION
PROJECT OUT WINDOW

3" FROM CORNER

SEE ANCHOR
TVP. SCHEDULE

LI u

SEE ANCHOR
SCHEDULE

I

3" FROM - - L
CORNER N
TYP. N X >~

T 1 1 1 1

3" FROM CORNER
TYP.

ANCHOR LAYOUT
PROJECT OUT WINDOW

3" FROM CORNER

SEE ANCHOR
SCHEDULE

TYP.
| I O I I I
7/ N\ s
/ \,
/ N\
i / \,
— // \\ -
SEE ANCHOR % \
SCHEDULE /S X" .
| , =
{ / \,
// \\
/ \
/ \,
/ \,
— /s AN |
/ \
/ Hyn \,
3" FROM A 7 X | =
CORNER y .
TYP. [ N[
f I D D
3" FROM CORNER

TYP.

ANCHOR LAYOUT
PROJECT OUT WINDOW

QUALIFIED CONFIGURATIONS

NOTE: UNITS MAY UTILIZE INTEGRAL MULLS FOR FIXED

VENT & FIXED LITE SIZES.

non ,

/N

\

1o

OVER PROJECTED, PROJECTED OVER FIXED, OR PROJECTED
OVER PROJECTED CONFIGURATIONS. ADDITIONALLY,
ALTERNATE WINDOW TYPES MAY BE MULLED WITH
APPROVED WINDOWS. SEE TABLES IN SHEET 4 FOR MAX.
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DUBLIN, GEORGIA 31021

PH: (478)277-1955 FAX: (678)838-6001
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\

YOW 350 T THERMAL ALUMINUM
PROJECT OUT & PROJECT IN WINDOWS
(NON-HVHZ) (NON-IMPACT)
ELEVATIONS, ANCHOR LAYOUTS,

TITLE:

1900 NE MIAMI COURT, STE. 2-15

BUILDING DROPS, INC.

& QUALIFIED CONFIGURATIONS

PREPARED BY:

MIAMI, FL 33132
PH: (954)399-8478

FAX: (954)744.4738
WEB: www.buildingdrops.com

BUILDING DROPS

REMARKS

BY

DATE

NOTE: TO CLARIFY MAX. VENT SIZE
BASED ON CHARTS ON PAGE 4

SILL FLASHING

UPDATED HR

05.22.19

7TH FBC CODE

CHANGE MS

04.16.20§

8TH FBC CODE

CHANGE SH

06.01.23

MISC. UPDATE

SH

02.26.24

[THE INSTALLATION

IAND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFI(
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

DETAILS DESCRIBED HEREIN

RE GENERI]

ANCHOR SCHEDULE
MAX. MAX
ANCHOR MIN MIN. EDGE |DIST. FROM| SPACING '
METHOD | SUBSTRATE | geyEpULE | EMBEDMENT | DISTANCE | CORNERS | HEAD& | SPACING
o JAMB
WOOD #14 WOOD . ., . . .
MIN. SG = 0.55| SCREW L5 0.75 3 12 12
18 GAUGE 4 Tek | STHREADS MIN
STEEL, MIN. Lo PENETRATION |  0.50" 3" 12" 12"
Fy = 33KS BEYOND METAL
STRAP [0.078" THICK | oo ™ | 3 THREADS MIN
ANCHOR | ALUMINUM Lo PENETRATION |  0.50" 3" 12" 12"
6063-T5 BEYOND METAL
CONCRETE 74 W . . . . .
fic=3000PsI | TAPCON 175 25 3 12 12
CMU per 1/4" ITW " " " " "
ASTM €90 TAPCON ! 25 3 12 12

1900
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MIAMI, FL 33132
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96" MAX.D.LO. ~ 0
MAX. HEIGHT . 5 6
FRAME
HEIGHT
13-1/8"
MAX. VENT
lﬁ HEIGHT
? 12-1/8" MAX. /[ H S on d H oo
D.L.O. HEIGHTX_6 R 6
A N 7
| (CF
54-1/8"
MAX. D.L.O. WIDTH
55-1/8"
MAX. VENT WIDTH
62-1/8"
MAX. FRAME WIDTH
PROJECT IN WINDOW
\ /
? \\ - //
\ /
31-1/8"  30-1/8" H AN i H o
MAX. VENT MAX. D.L.O. 6 | AN " Y 6
HEIGHT  HEIGHT AN y
74-3/4" 7N S
MAX. N7
FRAME
HEIGHT N o y
3:/:&8 30-1/8" LN yd Hop
VENT  MAX.D.LO. N oy T 6
\ /
HElGHT  HEIGHT " Y
-\\ //
\ /
‘ \N 7/
F
6
54-1/8"
MAX. D.L.O. WIDTH
62-1/8"
MAX. FRAME WIDTH

TYPICAL ELEVATION

PROJECT IN WINDOW

3" FROM CORNER
TYP.

i

SEE ANCHOR
SCHEDULE

o

3" FROM
CORNER
TYP.

QUALIFIED CONFIGURATIONS

?

3" FROM CORNER
TYP.

3" FROM CORNER

SEE ANCHOR
b—— SCHEDULE
L 1 1 | | |
I nou
\\\\\\\ nXu ///////
Voo b

ANCHOR LAYOUT
PROJECT IN WINDOW

SEE ANCHOR
SCHEDULE

TYP.
| | | | | |
\ /
\ /
\ /
- N / =
SEE ANCHOR N /
SCHEDULE AN " /
_*7 — \\ // —
\ 7/
\ /
\ /
\ /
- N 7
all \ /
\ /
N \ /
\ /
- \\\ /// —
\ [IRVAI 7/
3" FROM — \\\ X //’ -
CORNER \ J/
TYP. NS
\ 7/ |——
T N N R
3" FROM CORNER

TYP.

ANCHOR LAYOUT
PROJECT IN WINDOW

NOTE: UNITS MAY UTILIZE INTEGRAL MULLS FOR FIXED OVER

/N

\

IS

PROJECTED, PROJECTED OVER FIXED, OR PROJECTED OVER
PROJECTED CONFIGURATIONS. ADDITIONALLY, ALTERNATE
WINDOW TYPES MAY BE MULLED WITH APPROVED WINDOWS.
SEE TABLES IN SHEET 4 FOR MAX. VENT & FIXED LITE SIZES.
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NOTE: TO CLARIFY MAX. VENT SIZE BASED
ON CHARTS ON PAGE 4
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REMARKS BY | DATE
SILL FLASHING UPDATED HR ]05.22.19
7TH FBC CODE CHANGE MS ] 04.16.20)
8TH FBC CODE CHANGE SH ]06.01.23
MISC. UPDATE SH |02.26.24
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERIQ

[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
FROM THE REQUIREMENTS DETAILED HEREIN, A LICENSED
ENGINEER OR ARCHITECT SHALL PREPARE SITE SPECIFIC
DOCUMENTS FOR USE WITH THIS DOCUMENT.

ANCHOR SCHEDULE R Z
MAX. | max S z
ANCHOR MIN MIN. EDGE |DIST. FROM| SPACING : - =
METHOD | SUBSTRATE | c~rnylE | EMBEDMENT | DISTANCE | CORNERS | HEAD & | SPACING = * =
L JAMB = % =
WOOD #14 WOOD . ., .\ " \ — —
MIN.SG =0.55|  SCREW 1 0-75 3 12 12 == @ —
18 GAUGE 3 THREADS MIN = -
STEEL, MIN. |1/4 TEK SCREW | PENETRATION 0.50" 3 12" 12" A ~
N
Fy = 33Ks! BEYOND METAL -, S
STRAP [0.078"THICK | | .o~ | 3 THREADS MIN 7
ANCHOR | ALUMINUM LCREW PENETRATION 0.50" 3" 12" 12" ‘ N \2
6063-T5 BEYOND METAL USERR0 FAN
CONCRETE 1/4" ITW A 25" - 1o 1" M’M an“c
f'c = 3000PSI TAPCON : : 1900 NE MIAMI COURT, STE. 2-15
CMU per 1/4" ITW " B B K R MIAMI, FL 33132
ASTM €90 TAPCON 1 2.5 3 12 12 FBPE CERT. OF AUTHORIZATION No. 29578

FL #:
FL16313
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APPROVED VENT SIZES APPROVED VENT SIZES I o
PROJECTIN PROJECT OUT a s | inspires
74" MAX WIDTH - CAM LOCKS ————= YKK AP AMERICA
1229 HWY 441 BYPASS
n DUBLIN, GEORGIA 31021
62" MAX WIDTH F‘:F’{?’-\MI\QAI\)/I(F\’II\_/ IVI?/T.:.—IH PH: (478)277-1955 FAX: (678)838-6001
[APPROVED SIZES] , ROTOONLY 0 S
‘ 24 = w >0
38"‘ XX A L 22" 4 BAR a8 S : %8 3 =< §
2"4BAR " H N LINGE 5] APPROVED SIZES PN\ zzg = Y Lwi
HINGE  16"5BAR KSRAKIRAI T TESTED SIZE_|] (OPTIONAL) ¥iVaav T : 58" 2=g 2 O:8558
(OPTIONAL)  HINGE P y(’\ \((’\ . 16" 5 BAR s K : H | 3 zs ; DD: § R o 3 _‘%"
n X Xl i TN = w czao 52
30 . Sara% ' 1- } HINGE RIS T TESTED SIZE S 26z22| oz:33:3
24 N B 30" KRN (AR T N < o (@) 2 L= 3
& & K XX K ‘ i ™ =3z <9 Z£355%%
LIRS RIAREN 8 ¥ . i cz =0T oz “a
XK KIX K KX XK K X t e N ND =3 g
M NVara Y ea Y ¥ y 2" R S e NN ITTTT FgZ 0% 53
14 X X XX (KX X X 1 =) .. @
" 12" 4 BAR XX XXX KX X 3 5 '5 T m S
12" 4 BAR | 14" 24" 36" 48" 60" HINGE NS 2% Y PSS NnoZ 0o o @
HINGE 2 PT. 14" B LKA K 1 ™0 x a S
f=———1PT. LOCK ZONE — == LOCK —= e 3 L N g Q£ & & oS
45|| ZONE 14u 24" 36" 48" 60" 72" E > g <C E‘_, E
= o =
CAMLOCKS =1 PT. LOCK ZONE 2 PT. LOCK ZONE —=| e o =2
62" 45"
CAM LOCKS REMARKS BY | DATE
74" SILL FLASHING UPDATED HR ]05.22.19
HARDWARE SCHEDULE HARDWARE SCHEDULE ]
8TH FBC CODE CHANGE SH ]06.01.23
THE INSTALLATION DETAILS DESCRIBED HEREIN ARE GENERI(]
[AND MAY NOT REFLECT ACTUAL CONDITIONS FOR A SPECIFIQ
HARDWARE HARDWARE SITE. IF SITE CONDITIONS CAUSE INSTALLATION TO DEVIATE
TPE | OPTION DESCRIPTION e | OPTION# DESCRIPTION FIOM T REQURENENTSOETALED HERE, A LCEeD
DOCUMENTS FOR USE WITH THIS DOCUMENT.
BRONZECRAFT CAM HANDLES (E1-1503/1504) AT
LOCK 1 LOCK STILE OF VENT, 8" FROM EA. END SECURED LOCK BRONZECRAFT CAM HANDLES (E1-1541/1542)
OPTIONS WITH (2) #10 X 1/2" FH SMS. BRONZECRAFT KEEPERS OPTIONS 1 BRONZECRAFT KEEPERS (E1-1519) SECURED
(E1-1707) SECURED WITH (2) #10 X 1/2" FH SMS. WITH (2) #10 X 1/2" FH SMS
12" 4-BAR HINGES (4K-14207), TWO PER VENT.
( ) 12" 4-BAR HINGES (4K-14207), TWO PER VENT. S Z
1| SECUREDWITH (3 410X 3/8"PH M. INGE BASE_ L | SEcuntb Wit ) 1101 a7a ot St HINGE BaSE 3 2
- . n — -
NOTE BELOW FOR SNUBBER REQUIREMENTS. (E1-1782) SECURED WITH (3) #10 X 3/4" FH SMS. = * =
HINGE 16" 5-BAR HINGES (5K-15284), TWO PER VENT. HINGE 16" 5-BAR HINGES (5K-15284), TWO PER VENT. == x =
OPTIONS 2 SECURED WITH (3) #10 X 3/8" PH SMS. HINGE BASE OPTIONS 2 SECURED WITH (3) #10 X 3/8" PH SMS. HINGE BASE = ~
(E1-1782) SECURED WITH (3) #10 X 3/4" FH SMS. SEE (E1-1782) SECURED WITH (3) #10 X 3/4" FH SMS. 2 N
NOTE BELOW FOR SNUBBER REQUIREMENTS. Z N
n - _ \
22" 4-BAR HINGES (4K-14209), TWO PER VENT. 22" 4-BAR HINGES (4K-14209), TWO PER VENT. 77 AN R0 5\ \
3 SECURED WITH (3) #10 X 3/8" PH SMS. HINGE BASE 3 ng‘igg? \é\glséi?a#vlv?%a/: #T(')' )S(“g'/sli'f'é’:'iiﬂE‘SASE TR AR
(E1-1782) SECURED WITH (3) #10 X 3/4" FH SMS. (E1- ) (3) : 1900 Nsmrm E?;J:;ézsm 215
FBPE CERT. OF AUT}"{ORIZATION No. 29578
FL #:
pate: §,31.17
NOTES: HINGE LIMITS DWG. BY: CHK. BY:
e VENT SIZES SHOWN IN DIAGRAM ABOVE ARE APPROVED FOR USE AT +/ -65 PSF e 12" 4 BAR - MAX. 20° OPENING (W/ LIMIT) 90 LB. MAX. VENT FM HFN
(INSWING) & +/-80 PSF (OUTSWING) e 16" 5 BAR - MAX. 30° OPENING (W/O LIMIT) 130 LB. MAX. VENT
e MULLS SHALL BE AS SHOWN HEREIN OR APPROVED UNDER SEPARATE APPROVAL. e 22" 4BAR - MAX. 45° OPENING (W/ LIMIT) 140 LB. MAX. VENT SCALE: NTS
VENTSIZE MAY NOT EXCEED OVERALL SQUARE FOOTAGE OF TESTED SIZE. Y
«  FRAME SIZE MAY NOT EXCEED OVERALL SQUARE FOOTAGE OF TESTED SIZE. FRAME HEIGHT = VENT HEIGHT +2 1/8" # YKK245
e 1POINT LOCK ZONE REPRESENTS SIZES WHICH MAY USE ONLY 1 LOCKING POINT INSTEAD FRAME WIDTH = VENT WIDTH + 2 1/8" SHEET:

OF 2 AS-TESTED. SEE BELOW FOR LOCKING HARDWARE REQUIREMENTS.
GLASS TYPE SHALL COMPLY WITH THE REQUIREMENTS OF ASTM E1300.
UNITS SHALL FOLLOW HARDWARE REQUIREMENTS SHOWN IN DIAGRAM.

GLASS WIDTH = VENT WIDTH - 374"
GLASS HEIGHT = VENT HEIGHT - 3%"

4
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(

3 THREADS OF MIN.

INSTALLATION ANCHOR

\_

/A VERTICAL SECTION

DISTANCE

S/

VENT SILL - CONCRETE/MASONRY

STRAP ANCHOR - TYP. (PROJECT OUT)

NOTE: UNITS MAY BE FASTENED

; PENETRATION BEYOND
3/4" MIN. TO APPROVED MULLION UTILIZING
EDGE D{STANCE #14 WOOD SCREW ALUMINUM STRUCTURE ANY OF THE INSTALLATION
INSTALLATION ANCHOR — 3/8" MAX. | OpT|ONS DETAILED HEREIN
.......... SHIM SPACE *
2X WOOD FRAME
BY OTHERS ‘
1/2" MIN. EDGE
SHEATHING BY OTHERS DISTANCE @ INTERIOR
~ 11/2" MIN.
EXTERIOR FINISH EMBEDMENT
BY OTHERS 28)(16 3
I
PERIMETER L "r } SEE GLAZING
SEALANT | 3/8"MAX. ﬁ DETAIL,
BY OTHERS SHIM SPACE 1/4-20 SELF-DRILLING  / \/ SHEET 7
: INSTALLATION SCREW =
OA. 34) ALUMINUM MULLION/CW/SF SYSTEM ] Y —
WINDOW 3 UNDER SEPARATE APPROVAL =7
HEIGHT SEE GLAZING 3/4" MIN. SEE INSTALL. NOTE 10.E -~
EDGE DISTANCE
DETAIL,
EXTERIOR SHEET INTERIOR #14 WOOD SCREW PERIMETER SEALANT 2) (6) © EXTERIOR
INSTALLATION ANCHOR BY OTHERS (30
$ 2X WOOD FRAME @ O.A.
BY OTHERS ‘ = WINDOW -
/B VERTICAL SECTION **“"fneorore ~ L1/ AL
EXTERIOR FINISH EMBEDMENT /C\HOR'ZONTAL SECTION
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DETAIL
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EXTERIOR INTERIOR
/T \HORIZONTAL SECTION
w PROJECT OUT - PROJECT OUT

INTEGRAL MULLION-TYP.
SEE GLAZING
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EXTERIOR INTERIOR

/K VERTICAL SECTION
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GLAZING NOTES:

1. GLASS TYPE & THICKNESS SHALL COMPLY WITH ASTM
E1300 REQUIREMENTS AS WELL AS APPLICABLE SAFETY
GLAZING REQUIREMENTS PER THE FBC. TEMPER AND
SAFETY GLAZING REQUIREMENTS SHALL BE REVIEWED ON
A SITE SPECIFIC BASIS.

2. SETTING BLOCK DUROMETER HARDNESS OF 70-90 (SHORE
A) AS REFERENCED IN FBC CHAPTER 24.

3. SETTING BLOCKS TO BE LOCATED AT 1/4 SPAN LENGTH FOR
GLASS WIDER THAN 36" AS PER FBC CHAPTER 24.

4. DESIGN PRESSURES MAY NOT EXCEED MAX VALUES IN

DESIGN PRESSURE TABLE ON SHEET 1.

ALUMINUM BOX SPACER:

AROUND THE PERIMETER OF THE GLASS

PRIMARY SEALANT:

POLYISOBUTYLENE (PIB)

SECONDARY SEALANT:

STRUCTURAL SILICONE INTENDED FOR
FABRICATION OF INSULATED GLASS
UNITS.

\Z/ INTEGRAL MULLION-TYP.
SEE GLAZING
DETAIL
o |
EXTERIOR INTERIOR
4]
/N\HORIZONTAL SECTION

\Z/

FIXED OVER PROJECT IN
INTEGRAL MULLION-TYP.
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1900 NE MIAMI COURT, STE. 2-15
MIAMI, FL 33132
FBPE CERT. OF AUTHORIZATION No. 29578

FL

" FL16313

paTe:  8.31.17

ITEM NO. | PART NO. DESCRIPTION MATERIAL

1 BE9-4901 HEAD/SILL (FIXED) 6063-T5

2 BE9-4903 HEAD/SILL (OUTSWING) 6063-T5

3 E9-4932 GLASS STOP 6063-T5

4 BE9-4905 JAMB (OUTSWING) 6063-T5

5 BE9-4911 VENT (OUTSWING) 6063-T5

6 4K-14207 12" 4 BAR HINGE SS/ALUM

7 E2-0670 BACKER TAPE POLYEgAELIHANE
E2-0673 SETTING BLOCK EPDM
E2-0672 WEDGE GASKET EPDM

10 - - -

11 E2-0359 PUSH IN SPACER -

12 BE9-4915 STRAP ANCHOR 6063-T5

13 E9-8431 STRAP ANCHOR COVER 6063-T5

14 E1-1519 KEEPER WHITE BRONZE

15 E1-1541 | cAM HANDLE RH/LH OUTSWING | WHITE BRONZE
E1-1542

16 E2-0625 AT GASKET SANTOPRENE

17 BE9-4902 JAMB (FIXED) 6063-T5

18 BE9-4904 JAMB (OUTSWING) 6063-T5

19 Eﬂ;}‘s‘ BUTT HINGE RH/LH 6063-T5

20 £3-1103 SNUBBER -

21 T oe | CAMHANDLE RH/LHINSWING | WHITE BRONZE

2 E1-1796 KEEPER WHITE BRONZE

23 BE9-4907 JAMB (INSWING) 6063-T5

24 BE9-4912 RAIL/STILE (INSWING) 6063-T5

25 E1-1505 MULTI POINT LOCK HANDLE | WHITE BRONZE

e to.4931 | FRAME ATTACHMENT FOR GLASS 06315

STOP

27 E2-0770 JAMB BLOCK -

28 E9-4930 | FRAME ATTACHMENT FOR VENT 6063-T5

29 E9-4559 SILL TRIM BASE 6063-T6

30 5K-15284 16" 4 BAR HINGE SS/ALUM.

31 4K-14209 22" 4 BAR HINGE SS/ALUM.

32 BE9-4909 MULLION 6063-T5

33 BE9-4913 MULLION 6063-T5

34 E1-1799 2" STRAP ANCHOR CLIP 6063-T5

35 BE9-4906 HEAD/SILL (INSWING) 6063-T5

36 BE9-4910 MULLION 6063-T5

37 BE9-4914 MULLION 6063-T5

38 E3-1132 WEEP COVER PO'\L/'&“@IESE .

39 - (2) 1/4" @ WEEP HOLE -

40 BE9-4584 | 3 1/2" WEEPING SILL FLASHING 6063-T5

41 E9-4586 3"SILLTRIM 6063-T5

42 E9-4587 4" SILLTRIM 6063-T5

43 E1-2004 END DAM -

44 E2-0660 SETTING BLOCK EPDM
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